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Aerodynamics of Wind Tunnel Circuits 
and their Components 

(AGARD CP-585) 

Executive Summary 

The aim of this Symposium was to gather and review both current knowledge and ongoing research on 
the aerodynamic design and evaluation of ground test facilities, focusing primarily on wind tunnels, in 
order to provide to the designers of experimental facilities an opportunity to exchange information, 
ideas, and visions. Shrinking budgets for new facilities have led to fewer facilities being developed and 
longer development times, which have in turn led to less opportunity for advances in the state-of-the-art 
and for the retention of the experts needed for the design of good experimental facilities. 

The normal overriding user objectives, when conducting almost any kind of wind-tunnel test, are 
obtaining reliable and meaningful data in a timely and cost-effective manner. Principal requirements 
for obtaining reliable and meaningful data  are an adequate Reynolds  number, representative or  
satisfactory tunnel flow quality, and the avoidance of tunnel wall and support system effects. Factors 
which are important in satisfying the timeliness and cost effectiveness requirements include minimizing 
the time required for model installation and configuration changes, utilization of efficient data gathering 
systems, and the ability to use rapid techniques to account for tunnel wall and support system 
interference effects. Since the aerodynamic design of wind-tunnel circuits has a fundamental first order 
effect on tunnel flow quality, tunnel wall and support interference effects, and on tunnel construction 
costs, the adequacy of the circuit design is of crucial importance in meeting the user’s objectives. 

It should be noted that this was the first AGARD Symposium held in Russia, and that 50% of the papers 
were by Russian authors. Much information was shared by those who are involved in developing, 
operating, and utilizing experimental ground test facilities. 



L’aCrodynamique des souffleries 
et de leurs composants 

(AGARD CP-585) 

Synthgse 

Le symposium avait pour objectif de  receuillir et d’kvaluer les connaissances actuelles et  la recherche 
en cours dans le domaine de la conception akrodynamique et dans l’evaluation des installations d’essais 
au sol, en mettant l’accent sur les souffleries, afin de permettre aux concepteurs des installations 
experimentales l’occasion d’kchanger des informations, des idees et  des projets futurs. D e  moins en  
moins de souffleries sont en cours de  dkveloppement et  leur dClais de rCalisation sont de  plus en plus 
longs en raison des reductions budgdtaires. Par consequent, des possibilitks moindres existent pour des 
perckes dans 1’Ctat de l’art et pour la formation et  le maintien des spCcialistes demandks pour la 
conception d’installations expkrimentales de bonne qualitk. 

L’objectif primordial de l’utilisateur charg i  de la realisation d’essai en soufflerie est d’obtenir des 
donnCes fiables et significatives de fagon rentable et  en temps voulu. Les principales conditions 
requises pour l’obtention de donnkes fiables et significatives sont de disposer d’un nombre de  Reynolds 
adtquat, d’une qualit6 d’icoulement reprksentative ou du moins satisfaisante et  d’tviter les effets de 
paroi et  de bl t i .  

Les  facteurs qui permettent d’obtenir  la rentabilitk et  l’opportunitk comprennent  notamment  la  
reduction au minimum du temps demand6 pour l’installation de la maquette et pour les Cventuels 
changements de  la configuration, ainsi que l’emploi de  systkmes efficaces de collecte de  donnCes et  le 
recours 2 des techniques rapides pour la prise en compte des effets de paroi et de blti.  

L a  conception akrodynamique des circuits de soufflerie a un effet fondamental de premier ordre sur la 
quali t t  des kcoulements, les effets de  paroi et  de b l t i  et  les coots de construction. L a  justesse de  la 
conception des circuits est d’une importance capitale pour la satisfaction des desiderata de  l’utilisateur. 

I1 est ii noter qu’il s’agissait du premier symposium AGARD 2 etre organise en Russie, et  que 50% des 
communicat ions prksent ies  ont kte proposkes par des  auteurs russes. Un volume important 
d’informations a CtC kchangk entre ceux qui, d’une part ont pour t l che  de  dkvelopper, et  d’autre part 
d’exploiter et  d’utiliser les installations expirimentales d’essais au sol. 
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TECHNICAL EVALUATION REPORT 

Fluid Dynamics Panel Symposium on 

AERODYNAMICS OF WIND TUNNEL CIRCUITS AND THEIR COMPONENTS 

F.W. Steinle, Jr. 
Sverdrup Technology - AEDC 

Arnold Engineering Development Center, Arnold AFB, Tennessee 37389-9013, USA 

SUMMARY 

The topic of the 79* Fluid Dynamics Panel 
Symposium was titled "Aerodynamics of 
Wind Tunnel Circuits and Their Components" 
and was held at the Russian Finance Academy 
Congress Center, Moscow Russia on 30 
September through 3 October, 1996. The 
sponsorship of the Symposium was by TsAGI 
whose organization and members are to be 
commended for their preparation and support 
in the hosting and conduct of the Symposium. 

The aim of the Symposium was "-to gather 
and review both current knowledge and on- 
going research on the aerodynamic design 
and evaluation of ground test facilities, 
focusing primarily on wind tunnels, in order 
to provide to the designers of experimental 
facil i t ies an opportunity to exchange 
information, ideas, and visions." Further, it 
was noted that "The use of CFD and 
experimental methods in the design of wind 
tunnels, a s  well as, signijkant lessons learned 
in the design process of recently built tunnels 
is emphasized." The Keynote session 
comprised two invited papers. The first 
concerned a historical review of the 
aerodynamic facilities of TsAGI and the 
second addressed constraints the wind tunnel 
circuit design imposed on the aerodynamic 
development process. The remaining sessions 
of the Symposium were organized into topics 
pertaining to circuit design (low speed and 
high speed separately), test sections 
(ventilated & adaptive test sections separate 
from open jet test sections), drive systems, 
flow quality (laminar/turbulent flow 
considerations), and nozzles. Five other 
invited papers provided a highlight to the 
remaining sessions. These invited papers 
concerned the design of the DRA 5ni and the 
ONERA F-1, and the ETW facilities, the 
adaptive-wall perforated test section (T-l28), 
the design of axial flow fans for subsonic 
wind tunnels, and turbulence and noise 

criteria for the design of the US National 
Wind Tunnel Complex (NWTC). The 

Symposium was unclassified and the papers 
presented ranged from the application of 
conventional technology of years past to the 
present where CFD solutions employing 
Navier-Stokes codes are just beginning to be 
integrated into the design process. Thirty-two 
papers were presented at the Symposium, 
sixteen of which were from our colleagues 
from Russia. An overview of the Symposium 
in comparison with the indicated aim of the 
Symposium and some general conclusions 
and recommendations are provided. 

1. INTRODUCTION 

Interest in achieving a better answer from 
tests in wind tunnels has always been present 
and has served to provide the basis for major 
wind tunnel developments and improvements 
in testing technology that have occurred over 
the last twenty years and more. AGARD has 
long recognized the need to determine wind 
tunnel and testing technology requirements 
and to advance the state of the art in 
infomiation quality through improvements to 
simulation capability, testing methodology 
and data quality. Consequently, over the 
years, the FDP has chartered studies in a 
broad range of topics relating to identification 
of these requirements and to making 
improvements. Within the last decade and a 
half, topics addressed have included flow 
quality', computer - wind tunnel integration*, 
data accuracy versus wind tunnel 
requirements and capabilities3, data 
uncertainty assessment4, et cetera. 

Organizations in the business of wind tunnel 
testing also have a history of recognizing the 
need to improve the quality of information 
derived from their wind tunnel facilities and 
there is a growing body of literature reporting 
improvements to facilities and test techniques, 
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calibration results of new facilities, plans for 
future wind tunnels, and progress reports for 
wind tunnel projects under way. The most 
recent major wind tunnel facility to come on 
line is the ETW, having completed its first 
commercial test in October of this year. The 
origins of that facility trace back at least 20 
years when interested parties in Europe began 
to study cryogenic solutions to achieving high 
Reynolds numbers at transonic conditions. 
January of 1978 saw the MoU for the ETW 
between Germany, France, the United 
Kingdom, and The Netherlands become 
formalized. The Indonesian Transonic Wind 
Tunnel (ITST) is the next transonic wind 
tunnel to come on line (1999?) The ITST 
(designed by Sverdrup Technology) will have 
a Reynolds number capability at high 
subsonic speeds comparable to major non- 
cryogenic wind tunnels and is expected to 
have outstanding flow quality. In today's 
environment, the ability to secure funding for 
an ETW type project wherein high 
performance is sought is seen as virtually 
impossible. For instance, the most ambitious 
new project of the decade was to construct the 
US National Wind Tunnel Complex (NWTC). 
This project has now been deferred for an 
indeterminate time. The heart of that project 
as envisioned was to provide highly 
productive, high Reynolds number low speed 
and transonic test capability with extremely 
high flow quality suitable for both industrial 
and military aircraft development programs5. 

The NWTC flow quality requirements were 
very ambitious and at the close of the project 
there were areas where significant gaps 
existed between what was desired and what 
was clearly achievable with conventional 
design methodology. One of the lessons 
learned in that project was the need to employ 
the best of CFD and experimental techniques 
practical in the development of a better 
design. This same challenge exists for any 
installation seeking to improve the quality of 
their respective facility through a 
modification. Consequently, with the 
challenge to the wind tunnel community for 
improved wind tunnel facilities and test 
information unabated, it is very timely that 
the aim of this symposium was "to gather and 
review both current knowledge and on-going 
research on the aerodynamic design and 
evaluation of ground test facilities, focusing 
primarily on wind tunnels, in order to provide 
to the designers of experimental facilities and 
opportunity to exchange in formation, ideas, 

and visions. I' A further clarification of the 
aim of the symposium was the stated 
emphasis on "The use of CFD and 
experimental methods in the design of wind 
tunnels, as well as, significant lessons learned 
in the design process of recently built tunnels 

I' ... 

To help achieve the aim of the symposium, 
seven papers were invited which afforded an 
excellent range of opportunity to cover the 
full range of topics in the design and 
development of wind tunnels from a historical 
perspective to requirements for the future. 
These invited papers covered the facilities of 
TsAGI (Bedrzhitsky and Roukavets), a 
viewpoint from US industry on the 
interaction between the design of a wind 
tunnel circuit and the aerodynamic 
development process (Lynch and Crites), the 
development of the DRA 5m and the ONERA 
F-1 Pressurized Low Speed Wind Tunnels 
(Woodward and Francois), the aerodynamic 
design of the ETW (Bouis, Prieur, Tizard, and 
Hefer), adaptive wind tunnel walls (V. 
Neyland, Ivanov, Semenov, Semenova, and 
Amirjanz), the aerodynamic design of axial 
flow fans for subsonic wind tunnels 
(Brusilovsky), and turbulence and noise 
criteria for the NWTC (Reshotko, and Saric). 

Thirty-three papers were on the program. 
Thirty-two of these were presented. 
Regrettably, paper number 9 concerning state 
of the art in performance analysis of wind 
tunnel circuits by T. Wolf, Technical 
University of Darmstadt was not presented. 
This topic is intriguing, useful, and would 
have added significantly to the breadth of the 
symposium. The Keynote and ensuing seven 
technical sessions spanned three and one-half 
days. Technical Sessions I through VI1 titles 
sequentially were: Circuit Design - Low 
Speed, Circuit Design - High Speed, 
Ventilated & Adaptive Test Sections, Drive 
Systems, Open Jet Test Sections, 
LaminarEurbulent Flow Considerations, and 
Nozzles. The meeting concluded with 
Technical Evaluators' comments by Dr. V. P. 
Roukavets and the author, followed by a 
general discussion. 

Despite the Symposium being organized into 
distinct sessions, the papers themselves are far 
ranging within each session. Consequently, it 
seems appropriate to treat each paper 
individually. Observations, conclusions, 
and/or recommendations included as 

i 
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appropriate with the discussion for each 
paper. General observations and 
recommendations are presented in the final 
section of this report. 

2. KEYNOTE SESSION 

The first two papers of the symposium which 
constituted the keynote session served to 
broaden one's attention beyond focus on the 
mechanics of designing and evaluation of 
ground test facilities which is predominate in 
the stated theme. However, these papers were 
very appropriate for supplying information, 
ideas, and visions to the designer. Paper 1 by 
Bedrzhitsky and Roukavets could be viewed 
solely as interesting historical and technical 
information concerning the aerodynamic test 
facilities at TsAGI. However, it is more than 
that for the governing philosophy behind the 
establishment of the facilities of TsAGI is 
worthy of note. The method of N. E. 
Zhukovsky which consisted of a "continuous 
combination of fundamental, searched-for and 
applied researches with experimental 
investigations in the wind tunnels-" was 
reported to have always remained of primary 
interest in the development of TsAGI. 
Further in discussing the development of the 
wind tunnels for the Chaplyguin laboratory, it 
was noted that "the best results are achieved 
under close cooperation and reciprocity 
between the customers, designers, and 
operators. I' Zhukovsky's method is none 
other than what is currently referred to as a 
"continuous improvement process." In today's 
environment of budgetary restrictions, being 
able to sustain a meaningful continuous 
improvement process is generally very 
difficult. It is suggested that one of the 
difficulties of obtaining a budgetary 
consideration for improvement in capability is 
associated with a lack of understanding of the 
relative importance to a company, 
association, state, country, or nation providing 
the budget authority of the benefits of any 
improvement in relation to other needs 
clamoring for funding. Overcoming this 
situation is not guaranteed. However, it 
seems clear that to do so requires that those 
interested in making improvements establish a 
close cooperation with the users of the 
facilities to establish measures of product 
benefits (risk reduction, performance gains, 
cycle-time reduction, etc.) through any 
improvements. In addition, close cooperation 
with others in the economic chain is required 
to establish a benefit against overall 

budgetary resources (aircraft sales, reduced 
operating expenses, profit margin, gross 
national product, reduced unemployment, 
increased tax revenues, etc.) is required. The 
point is, those in control of budget authority 
should be viewed as customers who generally 
speak a different language from the operators 
of wind tunnel facilities. To realize any 
gains, these customers must be shown in their 
terms why an action is in their best interest. 
The onus is sensibly on the operators to 
establish the necessary close working 
relationship involving the customers, 
designers, and themselves noted in Paper 1 
that existed at the Chaplyguin Laboratory. 

Paper 2 by Lynch and Crites provided a 
viewpoint from a wind tunnel test customer 
engaged in aerodynamic development as to 
how the wind tunnel design affected the 
aerodynamic product. Addressed were 
Reynolds number, tunnel flow quality, wall 
and support system effects, and other factors 
important to timeliness and cost effectiveness. 
Examples of impacts of various factors are 
cited along with the logical call for 
improvement in all technical areas as well as 
a more cost effective product. 

Notably: 
Special efforts to minimize free 

stream turbulence and noise effects are 
called for (case wherein full scale 
Reynolds number does not give full scale 
results was cited and free stream 
unsteadiness is the prime suspect). 

have a thorough knowledge of the 
important flow physics involved in the 
simulation in relationship to the 
identification of flow quality and data 
accuracy requirements was echoed. 

The necessity of reduction of wall 
interference effects with large semispan 
models was seen as being necessary for 
Reynolds number requirements of 
transport aircraft to be met 

Concern was expressed for the 
adequacy of icing tunnel simulation 
because of lack of vertical velocity 
component for water droplets. 

The use of improved wind tunnel 
design through CFD techniques of inverse 
solutions and constrained optimization 
was seen as being very beneficial, 
particularly in the design of both the 
contraction and the diffuser. 

A. B. Haines6 call for the user to 



T-4 

0 Pursuit of advanced test-section wall 
ventilation and control concepts to permit 
testing of larger models was advocated. 

Lynch & Crites did not provide a set of design 
requirements that resulted from their 
perspective. However, they did provide 
information and recommendations as to what 
should be worked toward and why. 
Appropriate to the theme of this symposium, 
they saw the need to integrate CFD into the 
wind tunnel design process as is done in the 
aircraft industry today with inverse solutions 
and constrained-optimization techniques. 

Experience of the writer working on the 
NWTC project has led to the conclusion that 
integration of CFD into the aerodynamic 
design of wind tunnel circuits in the same 
manner as designers of modern aircraft is 
essential to achieving any leap forward in 
wind tunhel design technology, particularly in 
the areas of stream uniformity and tunnel wall 
effects at low and high subsonic speed 
conditions. There is ample opportunity to 
apply this approach to a modernization of 
existing wind tunnels. In view of the high 
cost of acquiring a new facility, application of 
CFD in a constrained optimization design 
approach to a modernization project is much 
more likely. 

3. SESSION I - 
CIRCUIT DESIGN - LOW SPEED 

Seven papers (numbers 3 - 8, and 10) were 
presented in this session. The topics included 
design aspects in general, design of existing 
and proposed low speed wind tunnels, icing 
tunnels, and design of test cells using 
integrated computations and experiment. 

Jaarsma discussed aspects of low-speed wind 
tunnel design that were generalized from 
experience gained with the DNW and LST 
facilities in The Netherlands and the 
Indonesia ILST wind tunnel. Featured topics 
included circuit lay-out, conical diffusers, 
turning vanes (with and with-out acoustic 
treatment), contractions, stilling chamber flow 
conditioning, test section shape (no comer 
fillets is preferred), and wall provisions 
(windows, adjustable slotted wall capability), 
model supports, and test sectiodmodel 
logistics with selected data. Data were 
presented which showed the benefit of screen 
tensioning on flow angle and the effect of 
acoustic treatment of comer vanes. Curves 

were shown for the damping of turbulence as 
a function of contraction ratio . Jaarsma 
called for Navier-Stokes calculation of the 
flow in the contraction section to explore the 
effects of secondary flow and to improve on 
the contraction design. The use of variable 
slotted walls for the reduction of wall 
interference was discussed but not advocated 
for routine application because of the current 
difficulties associated with assessing the 
residual wall interference. Navier-Stokes 
calculations, coupled with the constrained 
optimization approach advocated by Lynch & 
Crites, to the design process for the 
contraction section is challenging and affords 
the best opportunity for advances in test 
section stream uniformity at the entrance of 
the test section. Exploration of the 
technology for achieving variable slotted 
walls is clearly warranted because of the 
potential for reduction in wall interference. If 
the difficulty impeding the use of this 
technology is in assessing the residual 
interference as Jaarsma indicates, then solving 
the assessment problem should be one of the 
near term focal points for research. 

Paper 4 (invited) by Woodward and Francois 
concerned aerodynamic and structural design 
of the DRA Smetre and ONERA F-1 wind 
tunnels. Both of these facilities represent 
different design solutions to the same 
specifications. Although having been 
designed 25 years ago utilizing empiricism 
and experimental approaches in the design, 
the facilities produce excellent results. The 
approaches to the design are discussed, along 
with supporting model test results. Although 
the use of modem CFD tools in the design 
process are expected to lead to an improved 
result, the approaches outlined would form 
the basis of an excellent starting point for 
further optimization. Non-linear corner vane 
spacing, an integrated approach to the design 
of the screen - contraction arrangement, and 
the design of rapid diffuser configurations are 
particularly interesting. 

The fifth paper of the Symposium (Ryabokon 
and Malyk) discussed their work to develop a 
low speed sinusoidal flow pulsation 
capability. Elliptical shaped rotating vanes 
downstream of the test section were 
employed. Frequency and amplitude control 
was demonstrated. Although the pulse shape 
was not truly sinusoidal, improvement in the 
shape over a single rotating pulser was gained 
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by a set of corrector pulsers rotating at twice 
the speed of the primary pulsers. 

Paper 6 by Gilbertini, Gasparini, and Zasso 
gave an overview and a progress report on the 
Politecnico di Milano's project to develop a 
new Civil-Aeronautical Low Speed Large 
Wind Tunnel. The tunnel is to have two test 
sections on parallel legs of the tunnel circuit. 
The larger test section is to provide testing of 
civil structures such as bridges which requires 
simulation of Earth boundary-layer profile. 
The most notable feature of this paper is the 
discussion concerning the use of numerical 
optimization in the design of the contraction 
and comer vanes. The design of the corner 
vanes which are to function in very low 
Reynolds number conditions (down to 
100,000) used a multi-point inverse method 
with coupled integral boundary layer. 
Pressure profiles similar to Eppler high lift 
airfoils were specified. Experimental results 
showed promise. The approach employed is 
an attractive one for future designs. 

The requirements and statement of work for 
the CIRA icing tunnel were discussed in 
Paper 7 by De Gregorio, Esposito, Mingione, 
and Vicini. The use of Euler calculations for 
optimization of the contraction shape coupled 
with a droplet trajectory analysis to provide 
the best droplet distribution was featured. 
Boundary layer growth in the contraction 
section was not considered in the analysis. 
Calculations showed that droplet distribution 
could be significantly improved by proper 
shaping of the contraction. 

Paper 8, Chintamani, Delcarpio, and 
Langmeyer, discussed development of the 
Boeing Research Aerodynamic Icing Tunnel 
circuit. Design requirements, design 
solutions, performance, and calibration results 
are discussed. Although details of the design 
process are lacking, the general features and 
test results presented, are very useful, 
particularly the discussion as to the 
development of the spraybar design. 

The last paper of the session (Paper 10 by 
Kabakov, Timoshin, and Ciani) provided 
schematics of altitude and sea-level test cell 
components for testing of aviation engines. 
Featured is the use of jets for the control of 
test conditions. A very limited set of non- 
dimensional data is presented along with 
some general discussion which should be of 
interest to the designer of test cells. However, 

geometrical details are lacking. There is no 
comparison of any theory with experimental 
results although the discussion presented 
indicates there is agreement. The main 
contribution of this paper is in the general 
discussion. 

4. SESSION II- 
CIRCUIT DESIGN - HIGH 
SPEED 

Five papers (1 1 -15) comprised this session. 
Paper 11 (invited) by Bouis, Prieur, Tizard, 
and Hefer presented an excellent overview of 
the development of the aerodynamic design of 
the ETW. Design specifications, design 
approaches involving the use of calculations 
and reliance on test rigs and the pilot facility 
(PETW), the control system, and calibration 
results are discussed. An eight year period 
prior to start of final design in which 
optimization efforts and pilot tests were 
carried out, a firm freeze on the major design 
specifications after the start of final design, 
and adequate authority of the ETW team to 
manage all aspects of the project were cited as 
being major contributors to the final success 
of the project. The latter two factors are what 
any design team wants to have. The eight 
year period for optimization is not to be 
desired although the outcome is. A challenge 
for today's developer of any new facility is to 
adequately plan for the technology 
development needed and the process for 
achieving the desired result in the shortest 
practical time. 

Paper 12 by Gobert discussed a methodology 
for dynamic control of transonic wind tunnels. 
The method shown uses a math model 
composed of forty finite volumes with 
appropriate physics modeled in each volume 
and transfer functions between volumes in a 
time dependent solution to predict the system 
response. A key feature is the use of adaptive 
learning. Results were presented for 
application to the ONERA S2 and ETW 
facilities. Excellent control of test conditions 
is demonstrated and the use of this type of 
dynamic model to design or redesign control 
systems for improved responsiveness is 
indicated. Details of the adaptive learning 
method and gains are limited. Use of 
adaptive learning technology to improve both 
test information quality and productivity of 
any facility is well worth consideration. 
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Studies on two short-duration cryogenic 
transonic wind tunnel concepts for a low cost 
alternative to a high Reynolds number facility 
were presented as paper 13 by Zvegintsev and 
Omelaev of the Institute of Theoretical and 
Applied Mechanics, Siberian Branch of the 
Russian Academy of Sciences. A classic 
blow-down concept and a variant of the 
Ludwieg tube tunnel with an expansion 
chamber reservoir at the upstream end of the 
tube, separated by a perforated plate are 
discussed. The purpose of the perforated 
plate and chamber is to extend the run time a 
factor of three or more by essentially 
eliminating the reflected rarefaction wave. 
Schematics are presented for both concepts 
along with predicted performance curves and 
test results from a small impulse facility used 
to examine the effects of perforation on 
reflected wave strength. Experimental values 
for low speed test conditions are shown to be 
close to predictions. No mathematical 
description of predictions is given. Several 
references to TsAGI reports are given which 
appear to relate to the predictions. It is hoped 
that the references cited can be readily 
obtained. 

Paper 14 by Kislykh, Koudriavtsev, Petrova, 
and Puchkov, Central Research Institute of 
Machine Building (TSNIIMASH), Russia, 
describe the impulse transonic wind tunnel, 
ITT U-1 1 which is capable of Mach numbers 
from approximately 0.1 to 2. The facility 
features control valves in the gas supply 
circuit and in the diffuser ahead of the 
vacuum reservoir. Other features include a 
multi-stage perforated plate nozzle with 
cylindrical channels, a circular (.8 meter 
diameter) slotted transonic test section with 
surrounding silencer, and the ability to vary 
the test gas. Turbulence and noise spectra are 
presented along with some comparable results 
from the T109 facility. In relation to high 
quality flow, the turbulence and noise levels 
are high. Run times cited range from less 
than a second (Helium) up to 2.5 seconds 
(Nitrogen), Geometric and tunnel calibration 
information is lacking. The authors suggest 
that the ITT U-11 concept could be improved 
through optimization of elements and systems 
and that such an optimized concept could be 
used to produce facilities with nozzle exit 
diameters of the order 5 to 10 meters. 

The last paper of the session (1 5) by Seltsam, 
DLR, concerns the application of Navier 
Stokes calculations to the integration of 

screen components in diffusers and stilling 
chambers. The screen characterization uses 
the 6-rmodel for the transport equations and 
treats the pressure drop as a source term. The 
method is applied to the improvement of flow 
in a wide angle diffuser with screen and is 
confrmed by experiment to result in 
improvement of flow. Turning of flow by the 
screen is only considered in terms of its effect 
on turbulence. The effects of a non-planar 
screen due to deflection under load are not 
considered. In an integrated design approach 
for the stilling chamber and contraction, it 
seems that the effect of non-planar screens 
and associated flow turning should be 
considered in the design process. This is an 
opportunity for further improvement on the 
Seltsam's work. 

5. SESSION III- 
VENTILATED & ADAPTIVE TEST 
SECTIONS 

Session I11 (papers 16 - 20) started with an 
invited paper by V.M. Neyland, et. a1 
concerning adaptive-wall perforated test 
sections for transonic wind tunnels. Neyland 
presented information concerning the 
development and operation of the T-128 
tunnel. Overall geometric dimensions of the 
facility are reported along with comparison 
test results from the AEDC 16T tunnel and a 
comparison performance chart with major 
European and US and the T-109 tunnels. The 
scale used in the comparison is fairly coarse 
such that finer details of agreement or 
disagreement is lost. A comparison of the 
ability to achieve a free air pressure profile at 
three pressure rail positions for a large Boeing 
half-model is shown. The general shape of 
the predicted curve is matched reasonably 
well. However, there is no assessment of the 
residual wall interference associated with not 
matching the predicted profile. Such an 
assessment would be useful. The major issue 
is the choice of the method to use in assessing 
wall interference and in achieving 
convergence in wall adaptation. Adaptation 
is cited as being "quite time consuming.. .'I 
and in many cases, capable of being replaced 
by a less expensive method. Developing an 
improved process for wall adaptation is a 
technological challenge which was recognized 
by the NWTC project and remains to be  
solved. 

Tang and Chan (paper 17) discuss the work at 
the IAR 1.5m Trisonic Wind Tunnel directed 

I 



toward reducing the adverse pressure gradient 
in the 2D test section. Extension of the side 
walls which included a short section with a 2- 
degree diffusion half-angle to reduce the 
amount of plenum flow entrained at the end 
of the test section was effective in alleviating 
the pressure gradient. Interestingly, the 
benefit of the extension was reported as being 
insensitive to Mach Number and Reynolds 
Number. The results of this work should be 
beneficial in adding to the body of knowledge 
concerning the design of plenum re-entry 
regions. Additional information, such as the 
state of the boundary layer approaching the 
re-entry region and at the mixing region 
would be helpful. One hopes that further 
analysis might be directed to the entrainment 
process and the coupling with the test section 
flow. 

Experimental results of the effects of plenum 
suction on transonic test section flow are 
presented by Verkhovsky, Lyzhin, and Pasova 
in Paper 18. Use of a small blow-down tunnel 
(. 18m x .18m) and the T-128 tunnels are 
cited. Geometrical information is minimal. 
The general trends are useful. However, the 
value of the information presented would be 
greatly enhanced by presenting more details 
concerning the geometry and the test 
conditions. 

Paper 19 by Quest, Nitsche, and Mignosi 
examines the potential benefit of an adaptive 
wall slot which is formed by channels with a 
flexible plate to vary the cross-section area of 
the stream flow. Three-dimensional Navier 
Stokes calculations of local flow indicate that 
both 2-D and 3-Dadaptation is feasible. In the 
2-D mode, calculations showed that a wall 
with 6 adaptive slots gave the best results. 
Adaptation using this approach may well 
afford the best opportunity for a low-noise 
generating transonic test section. Further 
development is clearly warranted. 

The final paper of the session (Paper 20) by 
Freestone and Sykes reports on the use of 
measured wall conditions (slat pressure and 
flow in the slot) to determine the effective 
inviscid boundary flow conditions in 
conjunction with the Ashill and Weeks 
method for assessing wall interference. Focus 
was on a two-dimensional application. 
However, the approach is applicable to 3-D. 
A key feature is the use of a three-hole probe 
for measurement of slot flow. The principal 
near term use is seen to be in post-test 

processing to determine residual wall 
corrections. Results are encouraging. 
However, there is the concern for the impact 
of a mature boundary layer on the 
determination of the effective inviscid 
boundary condition. Further development is 
indicated and urged. 

6. SESSION IV - DRIVE SYSTEMS 

Papers 2 1 - 24, all by colleagues from TsAGI, 
comprised the fourth session. Paper 2 1 by 
Brusilovsky covered the aerodynamic design 
of fans for low speed wind tunnels. The 
general design methodology, in use and 
improved over the last 45 years, along with 
some supporting experimental results is 
presented. The mathematical representation 
is simple enough that it is easy to implement 
on a desk-top personal computer. Fan maps 
for the T-102 and T-124 tunnels are 
presented. However, the absence of fan 
blading details and fan blade airfoil 
characteristics prevents one from making full 
use of the information presented. The 
methodology is useful to the analysis and 
improvement of an existing fan. 

Arkadov and Roukavets (Paper 22) have 
provided commentary, schematics of five 
ejector concepts, and supporting data on 
applications to ejector driven wind tunnels. 
Featured are ejectors with offset nozzles, a 
helical nozzle, a perforated nozzle, and 
parallel ejectors. Some geometric 
information is provided. More geometric 
detail would be useful. However, the data 
presented along with the discussion is of 
significant value to the designer. 

Kukinov, et a1 (Paper 23) discuss the use of 
adjustable inlet guide vanes and speed control 
for the improvement of the efficiency of the 
T-128 compressor and the reduction of third 
mode vibratory stress in the last stage of the 
rotor (4th). A model of the T-128 compressor 
was constructed as part of the study. Model 
details are not provided. Supervisory 
monitoring of the stall margin for supersonic 
operation is discussed. Compressor maps 
are given along with tunnel operating lines for 
supersonic conditions. Some T-128 
compressor geometric information is 
provided. However blading and blade 
aerodynamic characteristics information is 
lacking. The addition of compressor geometry 
and blade characteristics would greatly 
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enhance the value of this paper to the 
designer. 

The last paper of the section (Paper 24) by 
Korovkin, Savchuk, and Kuroles characterizes 
the performance of diametral fans and 
discusses their application to specialized wind 
tunnels. A novel use is the simulation of a 
free surface flow of a liquid about a body. 
The compactness of the diametral fan is of 
particular value in the construction of small, 
wind tunnels where circuit length is restricted. 

7. SESSION V - OPEN JET TEST 
SECTIONS 

Papers 25 - 26 were presented in this session. 
Paper 25 was presented in two parts. Part 1 
by Roukavets, et a1 reported on the use of the 
T-103 tunnel to examine investigate collector 
concepts with regards to jet flow quality. A 
substantial amount of data is presented which 
should be  very useful to the designer. A one- 
piece contracting collector (nominally 14 
degrees) whose exit matched the diffuser 
entrance with a gap whose area was about .2 
of the area of the collector was found to be 
best. It is interesting to learn that in this study 
the use of a breather did not improve the flow 
quality. 

Part 2 of Paper 25 by Papenfuss, et a1 
concerns a new design of jet exit vanes that 
are adjustable. The arrangement investigated 
is an alternating series of inclined round flaps 
that point out of the flow and triangular end 
plates (pointing in to the flow) which are 
attached to the base of pyramidal wedges that 
point into the flow with their bases aligned 
with the nozzle flange. It was shown that up 
to a 50% reduction of core flow turbulence 
could be achieved from that of a base-line 
configuration having no vanes. A reduction 
in noise level over that achieved by the 
Seiferth wing configuration is alluded to, but 
not quantified. Overall, this line of work is 
very important to the improvement of open- 
jet flow quality. The NWTC project 
identified the need to have an open-jet test 
capability substantially higher than the 7 0 d s  
capability of the University of Kassel 
(Germany) wind tunnel used in this study. 
Test capability up to Mach Number 0.6 (about 
2 0 5 d s )  was strongly desired. To achieve a 
flow of acceptable stability, noise, and 
turbulence is a formidable challenge which 
has not been met. The work reported herein 

is a valuable addition to any effort aimed at 
meeting higher Mach Number test capability. 

Holthusen and Kooi (Paper 26) reported on 
the results of a study aimed at reducing low 
frequency pressure fluctuations in the DNW 
Open Jet test section which were producing 
unacceptably high structural vibrations of the 
test hall structure. A 1 0 d s  gain in upper test 
speed to 9 0 d s  was projected by using 
tetrahedrons pointing upstream along the 
nozzle at the exit. The gain was at the 
expense of a steeper longitudinal pressure 
gradient. Other modifications tested were not 
successful. It is encouraging to note that 1:lO 
pilot scale test results correlated well with the 
DNW so that further work at pilot scale prove 
to be successful. A thinner shear layer was 
associated with the tetrahedrons installed. 
Possibly, means of developing a thinner shear 
layer without generating unacceptable noise 
levels is indicated from this result. 

Paper 27 by Ginevsky discussed the results of 
experiments using forced pulsations to reduce 
pressure and velocity pulsations in four wind 
tunnels with exhaust nozzle diameters ranging 
from 0.15 to 2.2m. The use of anti-sound 
appears to be most effective in suppression of 
pulsations in the return circuit. Periodic 
blowinghuction also was very beneficial. 
The results of this experimental program are 
encouraging and should be investigated in 
conjunction with other solutions that appear 
promising and at higher speeds. 

8. SESSION VI-  
LAMINMTURBULENT FLOW 
CONSIDERATIONS 

The first paper (Paper 28 by Reshotko and 
Saric) of the four papers in this session was 
invited. Paper 28 discussed the turbulence 
and noise criteria that were developed for the 
NWTC project and presented 
recommendations as to guidelines for 
turbulence management. The criteria were 
based on what was seen as being necessary to 
achieve natural laminar flow at high subsonic 
speeds. A notable point is their opinion that 
the contraction ratio should be no larger than 
9: 1 as opposed to the 12: 1 that was planned 
for the NWTC. A secondary issue, but very 
important to the design-builder is the 
determination of turbulence and acoustic 
disturbances once the facility is constructed. 

I 
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At the heart of this issue is the sensitivity of 
measuring devices to both disturbances. In 
that regard, the authors recommended a cross- 
correlation technique coupled with optimal 
filtering to reduce errors in separating 
velocity and pressure fluctuations. However, 
they noted that near Mach 1 where density 
fluctuations must be separated from mass flux 
fluctuations to obtain velocity fluctuations, it 
is unclear as how difficult it will be to employ 
optimal filtering. A validated technique for 
separating turbulence and pressure 
fluctuations is vital to the wind tunnel 
community, the designer-builder, the 
operator, and the user. A technique such as 
this does not exist. 

Paper 29 by Rancarani, et a1 (ONERA) 
discusses the design and validation of a quiet 
supersonic wind tunnel. Noise suppression 
considerations included a silencer in the 
stilling chamber and the use of aspiration in 
the contraction. At Mach 3 .O, pressure 
fluctuations of less than . 1% dynanuc pressure 
and transition Reynolds numbers of 6 million 
were achieved. The importance of laminar 
flow in the nozzle is noted. This work in the 
RlCh, R2Ch, and R3Ch facilities essentially 
parallels the work by NASA Langley to 
develop a quiet supersonic wind tunnel. 

The NASA Ames Laminar Flow Supersonic 
Wind Tunnel (LFSWT), commissioned at the 
Fluid Mechanics Laboratory in 1994 to 
support supersonic laminar flow research at 
Mach number 1.6 was represented in Paper 30 
by Wolf and Laub. The tunnel has an 8-inch 
high x 16-inch wide test section and a 
contraction ratio of 12: 1. It is powered by air 
from the NASA Ames high pressure air 
system. Schlieren visualization of flow with a 
10 degree cone present shows the existence of 
weak waves which have been determined to 
originate from the window and test section 
joints (hand finished). Despite these 
disturbances, a convincing case is made that 
the flow in the test section is quiet. The 
authors noted the need for standardization of 
instrumentation and signal processing to 
determine flow quality. This is 'an interesting 
point. Changing technology argues that a 
standard won't be a permanent standard. 
Perhaps the important feature is the 

methodology (e.g., as proposed by Reshotko 
and Saric) and a standard approach to 
reporting uncertainty. 

The final paper of the session (Paper 3 1) by 
Lebiga and Zinoviev used hot wire 
measurements to characterize flows in the T- 
325 and MT-325 wind tunnels which cover 
transonic Mach numbers up to Mach 4.0. Use 
is made of hot-wire anemometry in 
conjunction with modal representations for 
vorticity, entropy, and acoustic waves to 
separate the various fluctuating components. 
A result is obtained. However, an assessment 
of the inherent errors associated with these 
measurements is lacking. This method should 
be validated. 

9. SESSION VII - NOZZLES 

Two papers were presented in this final 
session of the symposium. Paper 32 by 
Byrkin, Ponomaryova, and Filatov discussed 
the design of subsonic axisymmetric nozzles 
(contraction) and an octagonal nozzle that 
transitions to a square test section with corner 
fillets. Design guidelines for avoidance of 
separation in the contraction are discussed. 
Experimental results are presented. The 
design methodology presented does not 
measure up to a constrained numerical 
optimization method. However, the design 
methodology is useful for an initial starting 
point and it is possible that the recommended 
constraints would be useful for validation as 
part of a constrained optimization method. 

Paper 33 by Verkhovsky discusses an 
influence coefficient method for establishing 
2D nozzle contours that have minimum flow 
non-uniformity at the nozzle exit. The 
method of characteristics, coupled with a 
displacement thickness correction, is used to 
calculate the influence coefficients. The 
empirical results for displacement thickness 
correction are worth noting. What is 
relatively novel about the design is that it 
consists of a rigid curved plate through the 
throat region followed by a flexible plate. 
Only four control positions are shown. The 
level of non-uniformity from Mach number 
1.2 to 4.0 varies between .2 to 1.5 %. 
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10. GENERAL OBSERVATIONS & 
RECOMMENDATIONS 

General Observations: 

The Symposium was unique because of its 
location and the hosting and extraordinary 
participation of our colleagues from Russia. 

The Symposium’s topics gave a broad 
opportunity for response. The scope and 
timeliness of the invited papers helped to set 
the theme for the symposium. 

In many instances, the absence of information 
such as geometry detracted from the utility of 
the papers presented. Full access to 
references may solve any problems of this 
nature. 

Very few papers actually captured modem use 
of CFD in the design of wind tunnels. On the 
other hand, the amount of information shared 
concerning experimental methods in the 
design of wind tunnels as well as lessons 
learned was substantial. A fair amount of 
current research on the aerodynamic design of 
wind tunnels was presented. 

To the author, the purpose of the Symposium 
was oriented toward setting the tone for the 
future. In that regard, four challenges to the 
community of those in our profession are 
seen. 

Assurance of a continuation of scientists 
and engineers who are artists in the 
ground test facilities genre and as such, 
should be viewed as integral to the 
facilities; 
Achievement of fullest cooperation and 
reciprocity on the international level 
involving designers, operators, and 
customers for our mutual benefit; 
Forecast of technological requirements of 
the future with sufficient certainty that 
necessary enabling ground test facility 
technology development can be best 
advocated; 
Identifying changes in design philosophy 
and methodology needed to provide 
ground test based information that is of 
the quality necessary to satisfy customer 
requirements. 

0 

0 

Recommendations: 

The author believes that it is safe to assume 
that all interested in ground test facilities 
would prefer a process of continuous 
improvement and hence, no recommendation 
of that sort is offered. Specific 
recommendations that are an outcome of the 
review of each paper are not repeated here. 
Rather, it is deemed sufficient to recommend 
a general course of action to address the four 
challenges presented. 

The first three challenges seem to be most 
appropriate for an ad-hoc gathering of 
interested parties to share views on the 
process that should be followed in assessing 
whether the challenges posed are indeed 
worthy and if so, how should they be 
attacked. 

The fourth challenge is seen to be worthy of 
consideration as an AGARD working group 
activity whose central theme should be an 
Integrated Design Process for Maximizing 
Information Quality with the following sub 
topics: 

Design for low turbulence and noise 
(including measurement and signal 
processing techniques for quantification 
of turbulence and noise); 
Design for high stream mean flow 
uniformity; 
Design for low wall and support 
interference 
Design for flow quality and interference 
corrections; 
Design for optical-based measurements of 
surface flow conditions and model shape; 
Design for integration of CFD and 
experiment. 

0 

0 

0 

0 

The methods employed in developing present 
tunnels are not viewed as sufficient if a 
significant gain is to be realized. The above 
sub topics are viewed by the author as critical 
technology issues. 

At some point, these topics would be 
appropriate for a Symposium. Noting the 
wording of the call for this Symposium, it 
appears that the above items would fit well 
within the present Symposium. 

I 
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IIISTORICAL REVIE\\' OF THE CREATIOS .i\B IMPRO\'E\lES~I' 
OF AERODYS.UIIC TEST FACILITIES A I  TsAGI 

E.I. Bedrzhitsky, V.P. Roukavets 
Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 

140160 Zhukovsky, Moscow Region, Russia 

ABSTRACT 

Extract from the lustory of development of the wind humels 
of TsAGI and their main characteristics are cited. 

INTRODUCTION 

The Central Aerodynamic Institute named after 
Prof. N.E. Zhukovsky (TsAGI) was set up by a Resolution of 
the Scientific and Technical Department (Nauchno- 
Tehnichesky Otdel - NTO) attached to the Supreme Council 
of the People's Economy (Visshi Sovet Narodnogo Hozyaistva 
- VSNH) of the Russian Socialist Federative Soviet Republic 
(RSFSR) on December 1,191 8 with an aim of 

" ... a) promoting the development of aero- and 
hydrodynamics in the direction of its practical use in various 
sectors of technology; 

b) promoting individual establishments and workers in their 
scientific and practical researches and inventions in the field 
of aero- and hydrodynamics . . .". 

A team of young scholars, engineers and pilots possessing 
already a practical experience of researches in the area of 
aerohydrodynamics at the Computation and Research Bureau 
(CRB) established within rhe Moscow High Technical 
College (Moskovsk& Vysshee Tehnicheskoe Uchilishe - 
MVTU) in 1916 formed the kernel of TsAGI headed by 
N.E. Zhukovsky. The foundation for these researches was 
laid by a methodology created by N.E. Zhukovsky and 
consisting in a continuous combination of fundamental, 
searched-for and applied researches with experimental 
investigations in the wind tunnels. This principle was 
preserved and developed through all stages of activities of 
TsAGI where the problems of creation of the experimental 
aerodynarmc equipment and development of the scientifically 
grounded test methodology had always been of primary 
emphasis. 

Two principal periods could be stood out against the history 
of creation and development of aerodynamic experimental 
facilities of TsAGI: 
- the period from 1 9 18 to 1933 (the city of Moscow); 
- the period from 1933 up to now (the city of Zhukovsky) 

The Deriod from 1918 to 1933 
(the city of Moscow) 

At the early period after creation of TsAGI the experimental 
aerodynamic investigations were carried out in the laboratory 
named after N.E. Zhukovsky of the Moscow Higher 
Technical College that by that time possessed two low speed 
wind tunnels: 
- wind tunnel # 1  with a flat test section of 0.3 x 1.5 m built 

in 1910; 
- wind tunnel #2 with a circular test section of 1.5 m in 

diameter built in 1916. 

To expand the front of experimental investigations and 
improve the conditions of transition to full scale testing aind 
tunnel #3 with hvo test sections of 1.5 m and 2 .25  ni in 
diameter was built in the same lahoraton in 1925. 

However yet before this aind tunnel was built TsAGI 
appealed to VSNH with R proposal of building new 
laboratories. And already in August 1923 design works were 
launched to build such a laboratory (named after 
S.A Chaplvguin) on Radio street, and in December 1925 the 
T-I-T-11 wind tunnel was put into operation. For that time it 
was the largest wind tunnel in the world. 

This wind tunnel had two closed test sections of octahedral 
section ~ i t h  diameters of the inscribed circle 3 m and 6 m 
and maximum flow velocities 60 m/s and 27 m/s, 
accordingly. During its construction and adjustment use of 
the results of investigations of the No.3 wind tunnel of the 
N.E. Zhukovsky's laboratory attached to MVTU was made, 
serving as the pilot tunnel for T-I-T-II. The test section of 
T-I equipped with a 4-component balance was basically used 
to test infinite span wing models, and the test section of T-XI 
to test fuselages and other full scale aircrafl elements. Since 
1927 T-I-T-11 became the principal wind tunnel of the 
aviation industry of Russia and was constantly reequipped 
with the required experimental apparatus (rotor testing bench 
rig, spin testing devices and facility for determination of 
rotational derivatives etc.). 

In 1926 wind tunnel T-El was built in the same laboratory 
equipped with test sections of 1.5 m in diameter in two 
variants: 
- closed, 
- with an Eiffel chamber. 

The maximum flow velocity in this wind tunnel was, 
accordingly, 93 mls and 82 m/s. 

In 1931 closed circuit wind tunnel T-V was put into 
operation with a diameter of the n o d e  exit section 2.20 m 
and maximum flow velocity 50 m/s. A particular feature of 
this wind tunnel was a six-component balance and a device to 
create slip angles of the models (tummg wheel). 

The laboratoiy named after S.A. ChaplygUin was equipped 
with ugto-date for that epoch wind tunnels with the required 
apparatus that not to a small extent contributed to achieving 
by Russia considerable progress in the field of aircraft 
aerodynamics and permitted in the 30 - 40s development of 
the airplanes that established some world records and 
performed long distance flights known throughout the world. 

The principal characteristics of the wind tunnels of 
Chaplyguin's laboratory of TsAGI are given in Table 1 and 
the schematic of two of them in Figs. 1 and 2. 

Along with this the experimental investigations in the wind 
tunnels of the Chaplyguin's laboratory revealed a remarkable 
influence of Reynolds numbers on the wind-tunnel results. 
Already at the end of the 20s it became clear that new very 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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large wind tunnels should be constructed with test conditions 
approached to real ones at their maximum. Therefore in 193 1 
following the suggestion put forward by TsAGl a govenunent 
resolution was adopted to build a new large complex of uind 
tunnels outside Moscow. 

The %nod from 1933 ut, to now 
(the city of Zhukovsky) 

In 1933 the Soviet Government approved a building site for 
construction of a new complex of wind tunnels in the area of 
the city of Zhukovsky. 

The first phase implied the construction of large (full scale) 
wind tunnels T- 10 1 and T- 104 that would provide a reliable 
transition of the wind tunnel test results to real flight 
conditions. To determine the principal parameters of these 
wind tunnels versatile investigations were performed 
pertaining to the prospects of scientific researches and 
advancement, in the field of aircraft construction, 
opportunities of the USSR industry. These investigations 
resulted in the determination of the following wind tunnel 
parameters: 

T-101, a closed circuit wind tunnel with an open test 
section of 25 m long of elliptical section with the ellipse 
axes dunensions 24 m and 14 m, maximum air flow 
velocity 65 - 70 m/s with two fans and two return 
circuits; 
T-104, a closed circuit wind tunnel with an open test 
section of 13 m long of circular section 7 m in diameter 
with the flow velocity up to 125 m/s and with one return 
circuit. 

The experience of development of the wind tunnels for the 
Chaplyguin's laboratory has shown that the best results are 
achieved under close cooperation and reciprocity between the 
customers, designers and operators. This is why to solve 
multiple scientific, engineering and organizational problems 
associated with the construction of large wind tunnels a 
special team was formed within TsAGI aimed at working out 
the designs of the wind tunnels in cooperation with their 
customers and operators. This practice of designing new wind 
tunnels and improving the existing ones has been constantly 
preserved and is used by TsAGI up to now. 

In order to reduce the technical risk linked with the 
construction of the unique T-101 and T-104 wind tunnels, 
performance of investigations and flow adjustment, 
development of techniques and methodology of testing, it was 
decided to build the pilot wind tunnel T-102, a pattern of 
T-101, to a scale of 1/6. Additionally, in order to increase the 
scope of the model investigations it was decided to build the 
T-103 wind tunnel with the same dimensions of the test 
section as for T-102, but with one return circuit and the 
maximum flow velocity 100 -1 10 m/s. 

So, the first industrial construction on the site of the new 
TsAGI was a complex of small wind tunnels put into service 
in November 1936. The main starting adjustment, research 
and methodological works in these wind tunnels were 
terminated by the end of 1937. The accumulated experience 
and scientific and technical results of these works laid the 
foundation to prepare the commissioning of the new large 
wind tunnels T-101 and T-104. The T-102 and T-103 wind 
tunnels, having performed their role of "pilot wind tunnels", 
were used further on and are used up to now to carry out tests 
of aircraft models. 

Construction of the complex of the large \vind tunnels \vas 
temiinated in 1939. The first commissioning of T-101 
occurred on the 15th of August, 1939, and T-104 on the 20th 
of August. 1939. Already during the first puttings in 
operation of these wind tunnels the hghest in the world 
wind-tunnel Reynolds numbers \\ere obtained. Fitting these 
wind tunnels with upto-date for that epoch six-component 
balances provided integral aircraft characteristics close to 
real flight conditions. 

These wind tunnels made a noticeable contribution to the 
development of the Russian aircraft building. Their special 
role during the years of the Great Patriotic War of I94 1 - 
1945 should be noted. At this time the investigations carried 
out at TsAGI (basically in the wind tunnels T-101 and T-104) 
resulted in improving the pertormance of combat airplanes, 
in particular maximum speeds of the military aviation 
airplanes were considerably increased (by 60 - 70 kmhour), 
and their characteristics of stability and controllability were 
perfected. 

Among the first wind tunnels of the new TsAGI was also the 
free-spinning T-105 wind tunnel designed basically to study 
spin of the airplanes. The T-105 wind tunnel has an open test 
section 7 m in height with a diameter of the n o d e  exit 
section 4.5 m; the m a ~ u m  flow velocity in the test section 
is 35 mls. The first start-up of this wind tunnel occurred in 
August, 1941, however because of the war the adjustment 
tests were suspended and renewed at the end of 1943. 
Further on besides the studies of spin the T-105 wind tunnel 
was used to perform tests of helicopter models, their rotors, 
parachute systems etc. 

Among the whole complex of the first phase wind timels 
construction of the variable density T-106 wind tunnel, that 
provided investigation of the air compressibility impact on 
the aerodynamic characteristics of airplanes at hi& speeds, 
should be noted especially. The main parameters of this wind 
tunnel: 

- range of variation of the flow Mach numbers, 0.15 - 0.9; 
- test section diameter, 2.6 m; 
- range of pressure variation, 0.15 - 6.7 kg/square cm, 

surpassed in performance similar foreign facilities of that 
time. The wind tunnel construction was started in the 
summer of 1938 and completed at the end of 1942, and the 
first start-up took place in 1943. 

In 1949 T-106 was modernized (the circular test section with 
solid walls was replaced with a polyhedral one with 
perforated walls, the one-stage compressor with a two-stage 
one) that provided Mach numbers up to 1.10 with a 
continuous wansition through the sonic velocity. 

With the construction of the T-106 wind tunnel the first 
phase of creation of wind tunnels of the new TsAGI was 
accomplished. The main characteristics of these wind tunnels 
are given in Table 2, and the schematics of some of them are 
presented in Figs. 3 - 7. 

A swift development of aviation at the end of 1940 generated 
an acute necessity of designing trans- and supersonic wind 
tunnels. In the period from 1948 till 1953 the first supersonic 
wind tunnels were built at TsAGI. During these years a large 
complex of continuous flow and blowdown wind tunnels 
were built with various test section dimensions. The main 
characteristics of these wind tunnels are presented in 
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Table 3, and the schematics of some of them are given in 
Figs. 2 -13. 

Start-up of the large T-109 blowdown nind tunnel in 1953 
was the final phase of creating a complex of trans- and 
supersonic Nind tunnels. 

This wind tunnel was designed for a range of Mach numbers 
from 0.5 to 3.5. It is equipped with pressure and suction 
ejectors, an adjustable supersonic diffuser and a square test 
section of 1 .15x3 .15  m with perforated walls of variable 
permeability (from 0 to 30%). In the range of Mach numbers 
from 0.5 to 1.3 the wind tunnel operates with the perforated 
test section and the pressure ejector placed in front of the 
settling chamber. The use of the pressure ejector at these 
modes makes it possible to reduce twice the compressed air 
rate Gom the balloons. Beginning from M=1.7 the wind 
tunnel operates with the solid test section in a direct-flow 
scheme. The suction ejector place behind the supersonic 
diffuser ensures the required starting degrees of compression 
and also realizes M=3.5. The maximum pressure in the 
settling chamber is 6 kg/sm2. In this case Reynolds numbers 
of up to 60x lo6 (per 1 meter) may be obtained. To get such 
values of Reynolds numbers with a compressor drive unit for 
the same test section dimensions an electncal drive unit with 
a power of about 250 MW would have been needed. Initially 
the wind tunnel was equipped with replaceable supersonic 
nodes, and after modernization in 1983 an adjustable n o d e  
was added for the range of Mach numbers from 0.5 to 4.0. 

The complex of the supersonic wind tunnels of TAG1 has 
promoted considerably the development of the supersonic 
aviation of Russia. However the further growth of the 
eirplane flight velocity and appearance of the space aircraft 
urgently necessitated the development of the appropriate 
wind tunnels. 

In the mid-50s intensive researches were started at TsAGI to 
create large supersonic and hypersonic wind tunnels. These 
researches resulted in a complex of large supersonic and 
hypersonic wind tunnels the technical characteristics of 
which are presented in Table 4, and the schematics of some 
of them are given in Figs. 14, 15. 

The most striking representatives of the large supersonic and 
hypersonic wind tunnels are the T-116 and T- 1 17 wind 
tunnels covering the range of Mach numbers from 1.8 to 20 
with a characteristic cross section of the test section 1 m. 

In fact the T-116 wind tunnel is a complex of three wind 
tunnels with the following Mach number ranges: M=1.75 - 
4.0; M 4 . 5  - 7.0; M=7 - 10, the common elements for which 
are: the test section, supersonic adjustable diffuser, exhaust 
duct with a three-stage ejector and also engineering and 
energetic systems. In order to minimize the losses in the wind 
tunnel and to reduce the time of the transient processes each 
of the three contours is equipped with its own systems of air 
supply, adjustment of parameters and heating. 

To realize Mach numbers from 10 to 20 the T-117 wind 
tunnel is equipped with replaceable arc heaters and two 
systems of creating the required pressure difference: 

- four-stage ejector, 
- vacuum reservoir. 

At the same period to study delicate physical phenomena the 
low-turbulence T-124 and T-I25 \vind tunnels are 
constructed with floa~ velocities in the test section up to 
110 m/s and M 4 . 3  - 4.0, accordingly. 

To solve specific problems linked with the space aircrall 
flights vacuum wind tunnels \\ere built (see Table 5). 

It should be noted that in 1961 a special scientific and 
research division NO-16) was formed at TsAGl \\it11 a 
mission of performing investigations pertaining to the 
creation of new and improving the existing \\ind tunnels. It 
played an important role in the development of the modem 
wind tunnels of TsAGI and the other enterprises of Russia 
and keeps on working in this direction up to now. 

The principal characteristic of esperimental facilities are 
presented in Table 6. 

The growth of cruise flight velocities of civil aviation and 
appearance of highly maneuverable military airplanes 
necessitated the development of more perfect, highly efficient 
transonic wind tunnels. 

This type of the wind tunnel, T-128, was commissioned at 
TAG1 in 1983 the schematic of which and the main technical 
characteristics are represented in Fig. 16. 

Characteristic features of the wind tunnel are: 

- availability of replaceable test sections with perforated 
walls of variable permeability (adaptive perforation), 

- availability of an adjustable n o d e  the range of Mach 
numbers M= 0.15 - 1.7, 

- availability of a forced suction of air from the pressure 
chamber and boundary layer suction from the test section 
walls. 

To conclude this short historical review it should be noted 
that the investigations of TsAGI in the area of development 
and advancement of the wind tunnels had a remarkable 
impact on the creation of experimental bases of the kindred 
enterprises and organizations of Russia and other countries 
that formed the USSR. 

Thus, under technical assistance and using the concepts of 
TsAGI the following facilities were built: 

wind tunnels of T-103-type: Moscow State University, 
Antonov design bureau (the city of Kiev), SibNIA (the 
city of Novosibirsk); 
wind tunnels of T-ll2-type: "Geodesia" institute (the city 
of Krasnoarmeysk), TsNIIMASH (the city of 
Kaliningrad); 
wind tunnels of T-113-type: ITPM CoRAN (the city of 
Novosibirsk), "Geodesia" institute (the city of 
Krasnoanneysk), Moscow State university, TsNIIMASH 
(the city of Kaliningrad), TsKBMASH (the city of 
Reutovo); 
wind tunnels of T-114-type: KHAI (the city of Kharkov), 
TsKBMASH (the city of Reutovo), Moscow State 
University; 
wind tunnels of T-124, T-125-types: ITPM So RAN (the 
city of Novosibirsk). 
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Test section dimensions, Velocity range, Stagnation pressure 
m m/s 

diam. 3 5 -27 Atmospher . 
diam.6 5 -60 Atmospher . 

diam. 1.5 (closed) 10 - 93 Atmospher. 
d i m .  1.5 10 - 82 Atmospher. 

diam. 2.20 5 - 50 Atmospher. 
(with an Eiffel chamber) 

Stagnation Year of constr. I 
temperature, modernization 

Atmospher. 1925/1976 Atmospher. 

Atmospher . 1926/1968 Atmospher. 

Atmospher. 193 1 I1 975 

I Wind tunnel 
index I T  

L Note: All win( 

Table 3. 
Wind tunnels of the top priority of the new TsAGI 

Wind tunnel 
index 

Range of Mach 
Test section numbers. Stagnation pressure Year of cons&./ 
dimensions, Velocity range, modernization 

INote: All wind tunnels are of continuous action I 

Table 3. 
Wind tunnels of high subsonic and supersonic velocities 

Year of constr. I 

Table 4 
Hypersonic wind tunnels 
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T-116 
T-I17 
UT- 1 

IT-2 

Table 1 (continued) 

1 x 1  1.8 - 10 60 - 8000 290 - 1070 196011 972 
diam. 1 10 - 20 UP to 16000 1 100 - 3000 197811984 

&am. 0.3; 0.4; 0.5 5 - 15.5 up to 150000 up to 2200 195911 972 

12000 - 150000 1500 - 5000 196011980 d i m .  0.44 16.3 - 17.9; 
diam. 0.2; 0.53; 0.9 10 - 22 

Test section Range of Mach Stagnation Stagnation 
Wind tunnel dimensions, numbers; velocities, pressure, Year of constr. 1 

index modernization 

Wind tunnel 
index 

VAT-3 
VAT-I02 

VAT- 103 

VAT- 104 

Test section Range of Mach Stagnation Stagnation 
dimensions, numbers; velocities, pressure, temperature, Year of constr.1 

m m/s kPa K modemization 
dam. 0.15; 0.3; 0.4 12; 18; 20 500 - 6000 290 - 2000 196711 982 

diam. 0.18; 0.25; 0.38 0.2 - 1.0; 5; 8 1-30 290 - 1800 1980 

diam. 0.1 10-40 3000 - 6000 196811 979 

diam.0.05 3 -40 5000 - 8000 198311989 

7; 
4000 - 8000 

4 - 8; 

Stagnation 
temperature, 

1 

purpose 
Test section 

Facility dimensions, 
index 

0.4 x 0.6 
K 

Atmosph. 

Atmosph. 

100 - 300 

Atmosph. 

up to 2000 

- I 

T-02 * 0.12 x 0.18 

Study of nodes,  test sections, 
diffusers of subsonic wind tunnels 
Study of transonic wind tunnels 
with ejector drives 
Study of cryogenic wind tunnels, 
their elements and systems 
Study of elements of transonic 
wind tunnels 
Study of high stagnation pressure 
wind tunnels 

T-04** 0.2 x 0.2 

uvs** 0.18 x 0.18 

UGSD** d i m .  0.15 
diam. 0.3 

to 0.25 x 0.25 
SMGDU** from 0.025 x 0.025 

INote: * - wind tunnel of continuou 

xperimental facili 

Range of Mach 
numbers; 

velocities, mls 
5 - 70 

0.1 - 1.3 

0.1 - 1.15 

0.2 - 1.7 

5-12 
13-20 
8 -  15 

2500 - 9000 

, action; ** - inta 

ies to study win1 

Stagnation 
pressure, 

kPa 
Atmosph. 

20 - 300 

110 - 600 

100 - 200 

2 - 200 Mpa 

up to 18000 

nittent wind tun 

Study of wind tunnels and their 
elements by magnetic and up to 9000 

,el Ihydrodynamic gas acceleration 1 
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Figure 1. T-l - T-ll wind tunnel schematic 

I 3200x3200 

Figure 2. T-V wind tunnel schematic 
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t -  29150 
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figure 3. T-102 wind tunnel schematic 

Figure 4. T-103 wind tunnel schematic 

175000 

figure 5. T-101 wind tunnel schematic 
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Figure 6. T-104 wind tunnel cshematic 
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Fiqure 7. T-106 wind tunnel cshematic 
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Figure 8. T-107 wind tunnel schematic 
t 
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Figure 9. T-108 wind tunnel schematic 
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I 
Figure 10. T-112 wind tunnel schematic 
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Fiqure 12. T-114 wind tunnel schematic 

105400 

I 
1 

Fiqure 13. T-109 wind tunnel schematic 
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To the system 

Length 81 m 

System of ejectors 

Figure 14. T-116 wind tunnel schematic 

33000 
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t 

I. 
Fiqure 15. T-117 wind tunnel schematic 
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i i  

Test section (m), 2.75 x 2.75 Suction system power,(MW , 45 
Mach range, 0.15 to 1.7 Reynolds number (x10 Im], to 41 

0.5 to 4-00 Dynamic pressure (kPa), to 105 
Run time, continuous 

Figure 16. T-128 wind tunnel schematic 
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Some Constraints Imposed on the Aerodynamic Development Process 
by Wind-Tunnel Circuit Design Characteristics 

F.T. Lynch 
R.C. Crites 

McDonnell Douglas Corporation 
Mail Code 71 -35 

2401 E. Wardlow Road 
Long Beach, California 90807-441 8 

SUMMARY 
Requirements for obtaining reliable and meaningful data i n  
most wind tunnel test situations are addressed from an 
aircraft industry user's perspective. Factors considered are 
Reynolds number requirements, tunnel flow quality 
requirements, and tunnel wall and support system effects. 
Factors which are important in satisfying timeliness and 
cost effectiveness requirements are also identified. 
Important flow quality imperfections which exist with 
less-than-perfect wind-tunnel circuit aerodynamic design 
are considered, together with a review of the existing 
knowledge base for assessing the likely/potential effects 
of variations in these imperfections on the resultant test 
data. The need to have a thorough knowledge of the 
important flow physics features which are controlling the 
aerodynamic, aeroacoustic, and/or propulsion charac- 
teristics of the vehicle or flow situation under invest- 
igation at the associated test conditions is stressed in order 
to adequately understand and identify wind-tunnel flow 
quality requirements and effects on data quality, accuracy, 
and adequacy. The importance of not limiting the 
identification of potential data errors and measurement 
uncertainties to just those which can be currently 
quantified with existing analytical and computational 
methods is also stressed, as is the importance of 
understanding the aerodynamic design and validation 
process in which the data is being used, and the risk 
involved in the particular design being investigated. 
Additional considerations which need to be given 
attention when conducting some specialized types of tests 
(icing, semispan, open throat, etc.) are addressed. 
Examples of observed and easily-envisioned flow-quality- 
variation effects on measured aerodynamic characteristics 
are presented. Lastly, prospects for improving tunnel flow 
quality through application of current advanced CFD 
capabilities are highlighted, as well as prospects for 
incorporating advanced test-section wall ventilation 
concepts to enable more reliable and cost effective high 
Reynolds number testing capabilities. 

1 .  INTRODUCTION 
Outstanding progress has been made in the development 
and effective application of advanced CFD methods in the 
aerodynamic design process, thereby enabling significant 
reductions in the aerodynamic design cycle time for most 
aircraft categories'**. This is especially true for cruise 
configuration d e v e l ~ p m e n t ~ . ~ ,  and this role will be 
expanding in the relatively near future to more complex 
geometries and flow situations such as high lift systems, 
control surfaces, etc. However, CFD is not about to 

replace the wind tunnel as some have predicted, because 
their roles in the design process are truly complementary 
and unique. As illustrated by Rubbert2, CFD is a very cost- 
and time-effective means of providing important config- 
uration-setting simulations, since these relatively few 
simulations can be obtained in significantly less time and 
for less cost than it takes to build a wind tunnel model. 
But, as he also showed, wind-tunnel testing is much more 
effective (i.e., practical) in obtaining the additional, 
orders-of-magnitude greater number of simulations required 
to provide all the data needed in the total design process. 
So, even if future development of CFD capabilities 
achieves the accurate prediction of the wide range of flow 
conditions for which reliable data are needed, CFD will not 
replace the wind tunnel in  any realistic design process. 

Virtually all wind-tunnel-imposed constraints on the 
aircraft design process have their origin in the obvious, 
but often overlooked fact that wind-tunnel testing is 'only a 
simulation of flight. In flight, the air stands still (more or 
less) and the aircraft moves through it. In the wind tunnel, 
the aircraft model stands still (more or less) and the air is 
forced past it. The implied simple translation of reference 
frame misses the extremely important fact that the vast 
bulk of the air remains still, and only a comparatively 
small stream (compared to flight) can be forced past the 
model. This seemingly minor, but inescapable distinction 
is really the "root of all evil" in the simulation of flight 
commonly called wind tunnel testing. 

Obtaining reliable and meaningful data in a timely and 
cost-effective manner are the normal overriding user 
objectives when conducting almost any kind of wind- 
tunnel test in almost any test facility. Principal 
requirements for obtaining reliable and meaningful data i n  
most testing situations are an adequate Reynolds number, 
representative or satisfactory tunnel flow quality, and 
avoiding tunnel wall and support system effects which 
either alter important flow characteristics on the model, or 
cause effects which cannot be readily or accurately 
accounted for5-*. The definition of an adequate Reynolds 
number can be very different for differing applications9, 
while the definition of satisfactory flow quality involves 
several flow parameters and a multitude of potential 
impacts on data adequacy and a c ~ u r a c y ~ - ~ .  Similarly, 
tunnel-test-section design requirements vary widely for 
different aircraft product categories, such as V/STOL versus 
transport aircraft. Failure in any one of the three identified 
requirements will likely preclude achievement of the 
desired and needed results. For example, testing at ful l  
scale Reynolds numbers is certainly attractive for 
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minimizing risk, but much of this advantage may well be 
lost if the tunnel flow quality is not representative of free 
air flight conditions, or if the wall effects or support 
system effects become too large in seeking these flight 
Reynolds numbers, or if the testing costs are too high. 

Factors which are important in satisfying the timeliness 
and cost-effectiveness requirements include minimizing 
the time required for model installation and configuration 
changes, utilization of efficient data gathering systems, 
effective utilization of test time (i.e., time per data point) 
in data gathering/sampling'O, and the ability to use rapid 
techniques to account for tunnel wall and support system 
interference effects. These requirements have led to the use 
of interchangeable carts and test section isolation 
systems, as well as the use of global optical measurement 
systems such as pressure sensitive paint (PSP), Doppler 
global velocimetry (DGV), particle image velocimetry 
(PIV), etc8. These capabilities are certainly major 
contributors to achieving cost effectiveness and time- 
liness objectives, but they are not, by themselves, 
sufficient. For example, if the user has to wait a 
considerable time for necessary data corrections to account 
for significant tunnel wall and support system interference 
effects, or poor tunnel flow quality effects (presuming they 
are correctable), then the timeliness requirements will not 
be met. It is also important to note that flow quality, i n  
terms of flow steadiness, is a factor in the ability to 
effectively utilize rapid data gathering techniques such as 
the global optical measurement systems. Hence, the 
aerodynamic design of wind tunnel circuits, in that it has a 
fundamental first order effect on tunnel flow quality, tunnel 
wall and support system interference effects, and on tunnel 
construction and operating costs, is of crucial importance 
in meeting user objectives for obtaining reliable and 
meaningful test results in a timely and cost effective 
manner. However, it is essential to keep in  mind that user 
objectives and requirements can vary widely for different 
aircraft or air vehicle types for a variety of reasons. 

In order to adequately understand and identify wind-tunnel 
flow quality requirements and effects on data quality, 
accuracy, and adequacy, it is imperative that the user (either 
researcher or industry product designer) have a thorough 
knowledge of the important flow physics features which 
are controlling the aerodynamic, aeroacoustic, and/or 
propulsion characteristics of the vehicle or flow situation 
under investigation at the associated test conditions (i.e., 
Reynolds number, etc.)'. Without this understanding, it is  
not possible to properly identify and quantify the effects 
of potential or known flow quality characteristics and 
deviations on the quality or adequacy of the data being 
obtained. Examples supporting this contention will be 
presented. And, it is especially important that tunnel users 
and operators not limit the identification of potential data 
errors and measurement uncertainties to just those which 
can be currently predicted with existing analytical and 
computational (CFD) methods. Although this is a very 
typical approach, i t  can be a recipe for disaster. It would 
seem to be more logical to focus instead on minimizing 
the flow quality defects which cannot be adequately 
addressed with computational methods rather than those 
that can. 

Another important prerequisite for establishing wind 
tunnel flow quality requirements and priorities is a 

thorough understanding of both the aerodynamic design 
and validation process being utilized as well as the types 
of advanced aerodynamic technology (i.e., risk) being 
incorporated in the particular design being investigated. 
The design and validation process being employed 
typically depends on many factors including customer 
requirements, the skill and background of the aerodynamic 
designers, and upper management insights and require- 
ments. For example, if the choice or purchase of an 
aircraft depends upon whether the customer has confidence 
in drag characteristics derived almost exclusively from 
wind tunnel measurements, then flow quality parameters 
which have the greatest effect on drag uncertainty are of 
utmost importance. However, if absolute drag measur- 
ements from the wind tunnel are not the cornerstone of the 
aircraft drag assessment, or if the focus is instead on 
minimizing the risk associated with the introduction of 
advanced aerodynamic concepts, then other flow quality 
parameters are of highest priority. 

Tunnel flow quality characteristics, which are a result of 
the aerodynamic design of the wind tunnel circuit, can 
influence and alter the data being gathered in many ways. 
Obvious influences are the effects of freestream turbulence 
and background noise on the boundary-layer transition 
process, the existence (or absence) of laminar separation 
bubbles, and possible relaminarization phenomena. In  
addition, there are the freestream turbulence effects on the 
development of transitional boundary-layer charac- 
teristics, on skin friction and heat transfer levels, on 
separation onsetlprogression tendencies of turbulent 
boundary layers, and on the spreading characteristics of 
jets, merging wakes and shear layers. These effects i n  
turn, have a major impact on almost (if not) all detailed and 
integrated vehicle aerodynamic, aeroacoustic, and 
propulsion characteristics or basic flow situations of 
interest, including the establishment of appropriate 
viscous scaling criteria, determination of drag charac- 
teristics, identifying separation onset in interference / 
juncture flow regions, establishing the viability of 
natural-laminar-flow-control concepts, determining con- 
trol surface effectiveness characteristics, determining 
buffet onsetlprogression characteristics, in establishing 
the maximum lift and drag characteristics of candidate high 
lift systems at both takeoff and landing conditions, and i n  
establishing airframe and jet exhaust noise levels. There 
are also other non-uniformities in  the onset freestream 
flow which can have significant adverse effects on the 
value of the test data being gathered. For example, flow 
angularity and uniformity variations and gradients have 
very measurable effects on drag characteristics, and can 
also alter the (spanwise) development of separated flow 
characteristics, which, in  turn, directly impacts buffet 
onset/progression and stall characteristics. In a similar 
manner, wall interference effects can drastically alter 
crucial aerodynamic characteristics, especially at subsonic 
and transonic conditions. Consequently, it is mandatory 
that the user thoroughly understand the possible 
ramifications which can arise from all of these potential 
modifications to measured aerodynamic characteristics, 
etc. This is true whether the test is being conducted for 
aircraftlvehicle configuration development and validation, 
to gather the large quantities of data needed in the detailed 
design process, for CFD calibration and validation, to 
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obtain data to guide CFD development effects, to establish 
empirical-type methods, or for any other purpose. 

In order to provide some basis for assessing the relative 
importance of the various flow imperfections which are 
likely to exist with any relatively conventional wind 
tunnel due to less-than-perfect circuit aerodynamic design, 
important flow quality parameters are considered first in 
section 2 of this paper, together with a review of the 
existing knowledge base for assessing the likely/potential 
effects of variations in these parameters on the resultant 
test data. Additional considerations which need to be 
given tests, such as icing, semispan, 2-D, open throat, 
etc., are addressed in section 3. Following this, some 
examples of observed flow-quality-variation effects on 
measured aerodynamic characteristics are presented i n  
section 4, along with some other easily-envisioned effects 
of tunnel- and wall-induced flow imperfections that users 
should be aware of. Lastly, prospects for improving 
tunnel flow quality and minimizing wall interference 
effects in future tunnel designs or modifications are 
addressed in  section 5, with a special emphasis on 
application of current advanced CFD constrained- 
optimization methods (developed for aircraft design) to the 
design of some wind tunnel circuit components. 
Throughout this paper, due to practical limitations, 
emphasis is placed primarily on the requirements for 
continuous-flow subsonic and transonic production- 
testing-type tunnels, since this class of facilities certainly 
predominates in terms of number of tunnels and amount of 
usage. However, most of the lessons learned apply almost 
equally to other classes of facilities (i.e., supersonic, 
hypersonic, and research). 

2 .  FLOW QUALITY ASSESSMENT 
Model-in-tunnel test section flow quality is obviously of 
prime importance to the user, as compared to clear tunnel 
test section flow quality, although clear tunnel flow quality 
is an obvious (but not sufficient) prerequisite. The clear 
tunnel flow quality is determined by the effectiveness of 
the aerodynamic design of the non-test-section com- 
ponents in the wind tunnel circuit (i.e., diffusers, fan 
nacelles, heat exchangers, flow turning components, 
settling length, contraction/nozzle, acoustic treatment, 
etc.) in suppressing flow disturbances and subsequent 
interactions, but model installation effects can also easily 
impact the adequacy/performance of these components, 
and must be considered. For example, i t  is well known that 
onset flow conditions have a very strong influence on the 
aerodynamic performance or adequacy of subsonic 
diffusers. Therefore, possible flow disturbances emanating 
from the test section, either from model support system 
components, adverse flow interactions with the tunnel 
wall (boundary layer), or model wakes, must be addressed 
and accounted for in the design of the tunnel diffuser. 
Some of these influences are especially important for 
semispan and two-dimensional testing. Many other 
interactions are also likely and plausible, and must be 
considered. 

Several figures of merit are normally used to describe and 
quantify wind tunnel flow quality characteristics. The most 
significant ones include: 

Test section turbulence characteristics (levels and 
spectral properties) - both axial and cross components 

Background noise levels/static pressure fluctuations 

Flow angle gradients - both axial and cross com- 

Total temperature - reference value, distribution, and 

Tunnel steadiness - total and static pressure, total 

In addition, the absence of small (hard) particles in the 
tunnel flow is important to avoid sandblasting the leading 
edges of models, and the absence of humidity in the flow is 
crucial for cryogenic tunnels to prevent problems with ice 
forming on the model or on components in the wind tunnel 
circuit. While all of these figures of merit are normally 
used in defining clear tunnel test section flow quality 
characteristics, many of them are, or can be, modified to 
various degrees by model installation effects. For 
example, in addition to the aforementioned effects on 
diffuser performance, with the subsequent effect on 
turbulence levels, flow gradients, and tunnel stability and 
control, wall interference can alter test section flow angle 
and Mach number levels and gradients, as can semispan 
model installation effects. Hence to be meaningful to the 
tunnel user, test section tunnel flow quality characteristics 
must be evaluated for the range of model installations 
likely to be utilized. 

2 . 1  Turbulence and Background Noise 
Test section turbulence (i.e., relatively high frequency, 
small scale velocity fluctuations in both axial and 
transverse directions), above the relatively low values 
which are believed to exist at normal inflight conditions, 
can have a most significant impact on a wide range of 
viscous characteristics typically encountered on wind 
tunnel  model^^.^. To start with, elevated turbulence levels, 
especially at lower frequencies, are known to cause 
premature boundary-layer transition (upstream of where 
transition would occur if turbulence levels were below 
threshold values) on the model aerodynamic surfaces, 
although the tunnel background noise environment also 
plays an important role in triggering this premature 
transition. Knowledge of where boundary-layer transition 
occurs is always important, but it is particularly crucial i n  
establishing appropriate viscous scaling criteria for any 
testing at less-than-full-scale flight Reynolds numbers, 
and it is certainly of great importance for any wing designs 
trying to incorporate natural laminar flow (NLF') benefits. 
Although the qualitative effects of elevated freestream 
turbulence (and background noise) on boundary-layer 
transition are well known, the current knowledge base for 
quantitative assessments of these effects accounting for 
both spectral content and amplitude of disturbances, is  
certainly not at an advanced state of readiness. In fact, 
transition predictions on swept wings at flight conditions 
(i.e., low freestream turbulence levels) are not yet very 
reliable with existing methods, let alone at elevated 
freestream turbulence (and background noise) levels. 
While an integrated effect of elevated freestream turbulence 
and background noise levels is often judged by transition 
measurements on a IO" cone, this indicator is not at all 
conclusive or reliable since it only addresses T-S wave 
instability, but does not address many of the other modes 
which can trigger transition on a swept wing. Considering 

(levels and spectral properties) 

ponents 
Mach number uncertainty and gradients 

rate change 

temperature. 
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the range of model geometries and test Reynolds numbers 
which need to be considered, much additional research 
clearly remains to be done before it will be possible to 
either reliably specify threshold turbulence characteristics 
and background noise levels, etc. necessary to avoid 
premature transition, or provide meaningful quantitative 
predictions of the effects of a broad spectrum of turbulence 
and noise levels and characteristics above the threshold 
values on the transition process. One current school of 
thought has specified an RMS turbulence amplitude of 0.05 
percent for axial (u'/U,) and cross components (v'/U, and 
w'/U,) as being sufficiently low to avoid premature 
transition' I .  Unfortunately, corresponding values for 
current production-type transonic wind tunnels are several 
times higher than this level. A threshold level for static 
pressure fluctuations of 0.6 percent has likewise been 
specified for transonic conditions, but, again, levels 
present in current production-type transonic tunnels are 
significantly higher than this (see Figure 1). 

a.00 
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Figure 1: Noise Measurements in Major 

Consequently, if these threshold values are at all realistic, 
then premature transition (at a given Reynolds number) due 
to elevated turbulence and background noise levels has 
existed for at least all transonic testing conducted i n  
production-type transonic tunnels to date. Knowing (i.e., 
measuring) where transition is occurring under these 
circumstances is clearly mandatory for any intelligent 
interpretation of test data. 

Although not gaining the notoriety that premature 
transition effects have, turbulent boundary layer charac- 
teristics are also modified in important ways by elevated 
freestream turbulence  level^^,'^. In particular, boundary 
layer (thickness) growth rates, momentum thickness (and 
shape factors), skin friction and heat transfer levels, and 
propensity to separation are all altered. Elevated 
turbulence levels do lead to increased skin friction levels, 
and, in turn, thicker boundary layers. The mechanism 
which results in the higher skin friction levels is just the 
opposite of that which has been employed to E&!X 
turbulent boundary layer skin friction levels. Riblets are 
an excellent case in point. In that case, riblets reduced 
skin friction levels by reducing near-wall turbulence 
levels. Hence, any increases in near-wall turbulence levels 
brought about by elevated freestream turbulence levels do 
result in  higher skin friction levels. The higher skin 
friction levels and reduced shape factors, together with the 
attendant thicker boundary layer (which leads to reduced 
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adverse pressure gradients), result in a reduced tendency for 
boundary-layer separation onset in  many flow situations. 
Again, as was the case for premature transition, these 
effects are well known qualitatively, but any quantitative 
predictions of these effects are not currently reliable. 
Much research needs to accomplished in developing 
appropriate turbulence models to represent a wide range of 
separation onset/progression situations, especially with 
strong spanwise viscous components, before reliable 
quantitative estimates of these effects are possible. Model 
surface condition (i.e., smoothness) effects need to be 
quantified as well. 

Elevated freestream turbulence and background noise levels 
can also influence many other aerodynamic, aeroacoustic, 
and propulsion flow characteristics which impact measured 
integrated vehicle characteristics. At low-speed high-lift 
conditions, the formation and bursting of laminar 
separation bubbles on leading-edge components, possible 
relaminarization on the main element of multielement 
designs with the leading-edge device extended, and the 
merging shear layers and wakes which often control the 
maximum lifting capability of multielement high lift  
systems, are all influenced to some degree by elevated 
freestream turbulence levels, and, in some cases, 
background noise levels. In a similar manner, the 
spreading characteristics of propulsive jets are also 
influenced. In every case, the direction or qualitative 
nature of the influence is known. For example, elevated 
turbulence and background noise levels can keep 
destructive laminar separation bubbles from forming, and 
will promote the harmful merging and spreading of the 
shear layers and wakes of multielement high lift systems. 
However, in every case, it is again not yet possible to  
provide meaningful quantitative predictions, and extensive 
research will be required before this situation will change. 

Freestream turbulence also implies both dynamic angle of 
attack and time-varying dynamic pressure which provides a 
time-varying excitation of model and model-support 
system structural modes, which in turn translate into 
balance dynamics which affects the time required (i.e., 
tunnel productivity) to integrate/extract data of 
sufficiently low uncertainty. 

2 . 2  Flow Angle Gradients 
The evaluation of flow-angle gradient effects, either clear 
tunnel or model-installed values, is an area where the 
specification of allowable limits, and the identification of 
potential data errors and measurement uncertainties, 
typically tends to be established by what can be currently 
predicted with existing analytical and CFD methods. For 
example, the consequences of flow angle gradients along 
the span of the wing are normally evaluated in terms of an 
induced twist affecting lift, drag, and rolling moment a 
YnseDarated flow conditions. What is rarely considered is 
the potential impact on the stall- or buffet-onset 
characteristics of the wing, which are often the biggest 
unknowns requiring wind-tunnel testing due to limitations 
of current 3-D CFD capabilities. Flow angle gradients due 
to tunnel wall effects with large models are a major concern 
for these higher angle-of-attack conditions. 

The same assess-what-you-can process is also normally 
used in evaluating the effects of axial. flow angle gradients, 
again either clear tunnel or model-installed. In this case, 
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the typical assessment process addresses an induced 
camberand tail angle increment as they impact lift, drag, 
and pitching and yawing moments. Based on this 
approach, a typical limitation on axial flow angle 
gradients turns out to be around 0.03 degkhord over the 
length of the model to keep the impact of these effects 
within target measurement uncertainties. However, 
additional analysis is needed as a minimum to determine 
the impact of such gradients on the flow characteristics of 
representative multielement high-lift wing designs at stall 
conditions, and for modem transonic wing designs at 
conditions where the flow development is very sensitive 
to small changes. 

2 . 3  Mach Number Uncertainty and Gradients 
Accuracy in establishing the reference Mach number is of 
utmost importance in minimizing drag level uncertainty. 
At typical transonic cruise conditions, it can be shown 
that a 0.003 uncertainty in Mach number by itself results 
in a one-drag-count uncertainty. However, since Mach 
number uncertainty is not the only contributor to drag 
level uncertainties, a realistic requirement is that a 0.001 
Mach number increment must be recognizable at transonic 
cruise conditions in order to meet appropriate drag level 
uncertainty requirements' I .  

Allowable axial Mach number gradients in the test section 
are often established by trying to restrict the buoyancy 
correction, with a typical goal being one drag count for 
most model configurations. However, an additional 
consideration which should be examined in establishing 
such limits is the impact of axial Mach number gradients 
on the ability to validate shock-free design concepts 
(wings, nacelles, etc.). Cross-stream Mach number grad- 
ients must also be considered, as these could be very 
important in determing the acceptability (or lack thereof), 
of buffet onset/progression characteristics at transonic 
conditions. 

2 . 4  Total Temperature Uncertainty, 

Accuracy in establishing tunnel reference total temperature 
is necessary in that it influences the reference Mach 
number and Reynolds number, and affects skin friction 
levels, propulsion system characteristics, etc. Imposing 
typical criteria such as limiting Reynolds number 
uncertainty to no more than 0.2 percent, and (laminar) 
skin friction level uncertainty to a maximum of 0.1 
percent, leads to establishing a maximum uncertainty level 
tolerable for the mean value of total temperature of 
approximately 5 1' F throughout the Mach number and 
total pressure envelope of the tunnel. These same 
considerations also lead to the requirement that the 
temperature deviation from the mean value in a plane 
normal to the flow (i.e., along the span of a wing) should 
not be any greater than the uncertainty of the mean 
value]'. Tunnel control is also important along with 
stability, since rate change of stagnation temperature is 
needed for infrared transition detection systems. 

3 .  UNIQUE TESTING CONSIDERATIONS 
The flow quality characteristics just described are critical in  
almost all kinds of wind-tunnel testing conceivable. There 
are, however, various additional considerations which need 
to be addressed for some specialized types of wind-tunnel 
testing. 

Distribution, and Rate Change 

3 . 1  Icing Tunnels 
Testing in icing tunnels is normally undertaken for any 
number of reasons, including: 

Determining ice-catch characteristics of unprotected 
areas of the vehicle 
Developmenthalidation of more cost-effective anti- 
icing systems 
Development/evaluation of advanced deicing system 
concepts 
Calibration of ice-catch prediction methods 
Development of ice detectors 

Providing representative onset flow conditions in  the test 
section is important. for all of these. For example, 
elevated onset disturbance levels impact the boundary 
layer characteristics on the leading edges of wings, 
empennages, nacelles, etc., which, in turn, influence the 
heat transfer rates achievable with anti-icing systems, etc. 
Consequently, i t  is important that the disturbances 
emanating from the apparatus dispensing the water 
droplets just upstream of the test section, and from other 
special components in the icing tunnel circuit, be 
minimized. However, a much more important con- 
sideration is a growing concern that the typical icing 
tunnel simulation of inflight water droplet "kinematics" 
may not be representative. The cause for this concern is 
the icing tunnel results (and corresponding analytical 
methods) for multielement high-lift airfoil/wing systems 
showing ice accretions on downstream elements such as 
the main element and flap (see Figure 2) which have not 
been observed in flight icing conditions. Likely culprits 
are the significant horizontal velocity component given 
to the water droplet, combined with the absence of any 
vertical velocity component for larger droplet sizes. 

Figure 2: Icing Tunnel Measurements of Ice 
Accretion on Multielement High 
Lift Airfoil 

3 . 2  Open Jet Tunnels 
Testing wind tunnel models at atmospheric pressures i n  
open jet test sections with a surrounding anechoic chamber 
is considered in  much of the acoustics community to be a 
"proven, universally accepted technique" to provide the far 
field data needed to estimate flyover noise levels (even 
though the effects of sound propagation through the open 
jet shear layer must be dealt with). This position seems to 
be applicable for jet exhaust and large-scale rotorcraft 
noise testing. Similarly, the same is true for the normal 
specification of significantly higher allowable RMS 
turbulence levels for this kind of testing (as compared to 
aerodynamic high-lift development testing). However, 
both of these positions appear to be subject to challenge 
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for the determination of non-propulsive or airframe noise 
characteristics, including jet exhaudairframe inter- 
actions. It is somewhat difficult to comprehend how test 
results obtained with poorer flow quality and at lower 
Reynolds numbers, with likely inadequate flow physics 
representation for establishing reliable quantitative high- 
lift performance trends, can properly represent the airframe 
aerodynamics from whence the airframe noise charac- 
teristics originate (i.e., doesn't anything matter?). 
Unfortunately, there is not yet a proven alternative method 
to the conventional, single-traversing far-field micro- 
phone measurement in an anechoic environment. 

Major limitations that currently exist for open-jet testing 
are the maximum usable Mach number (-0.25) due to the 
onset of unacceptable flow and/or structural dynamics with 
increasing Mach number, and being limited to atmospheric 
test conditions. Acoustic testing up to a Mach number of 
0.6 is being requested for future high-speed transport 
aircraft applications. Unfortunately, sufficient data or 
information I does not exist to permit the basic 
understanding of the individual and interactive effects 
causing this Mach number limitation, including 
fundamental factors such as nozzle-to-collector spacing 
and area ratio, nozzle exit Mach number and Reynolds 
number, nozzle exit boundary layer characteristics, 
coupling of jet instabilities with surrounding plenum and 
duct resonances, etc. Development of an appropriate data 
base and understanding would increase prospects for 
perhaps using active control to suppress these limiting 
instabilities. 

On the other hand, great interest exists in developing 
closed test sectiodphased microphone array testing 
techniques for the future so that good quality, quantitative 
acoustic measurements for product development (including 
identification of noise source locations) can be obtained in 
conjunction with performance testing. Two of the several 
technical issues which need to be pursued include the 
required positioning of the phased microphone arrays i n  
order to get adequate signal to noise ratio for the resultant 
near-field measurements, and the potential need for 
acoustic treatment in the test section walls. Regarding the 
positioning of the phased microphone arrays, one concern 
is the possibility that a unique array design may be required 
for each test article in order to satisfy noise source 
measurement requirements in terms of resolution and upper 
frequencies. 

3 . 3  V/STOL Tunnels 
V/STOL aircraft using powered lift systems generate large 
downwash angles in the flow. The relatively thin layer of 
moving air between the model and the flow boundaries can 
easily be penetrated by the downwash, resulting in  a 
strong interaction of the boundaries with the primary 
flowfield. V/STOL tunnels were developed to overcome 
this constraint by allowing a much larger test section for a 
given size model to reduce the interaction between powered 
lift systems and the tunnel flow boundary. The problem is 
particularly severe in transitional flight (i.e., the trans- 
ition to forward flight), and moving ground boards or 
sophisticated wall boundary-layer conditioning systems 
are sometimes required. 

3 . 4  Two-Dimensional Testing 
With the advent of effective CFD methods (i.e., Navier 
Stokes), there has been a significant lessening of the need 
to conduct two-dimensional single-element transonic 
airfoil tests. This is particularly true for attached flow 
cruise conditions, but also holds as well for higher-angle- 
of-attack separated flow conditions, especially since the 
prime interest currently lies in understanding/predicting 
three-dimensional separated flows (i.e., flows with 
significant spanwise viscous content). However, this is  
certainly not the case for low speed multielement-high-lift 
airfoils where we still have quite a ways to go before CFD 
will be considered reliable enough to provide the 
understanding and guidance needed for overall and 
individual component optimization. 

A major requirement for effective two-dimensional airfoil 
testing has always been in providing effective sidewall 
boundary-layer control so as to not contaminate the test 
results or cause downstream (diffuser) problems due to 
sidewall boundary layer separation. This is even more 
important for multielement high-lift airfoil testing, since 
the adverse pressure gradient experienced by the sidewall 
boundary layer is much greater. Whereas the (upper 
surface) adverse pressure gradient on each of the forward 
elements of the multielement airfoil is reduced by the so- 
called "dumping" phenomena, and the boundary layer 
history largely starts over on each of the downstream 
elements, the sidewall boundary layer is subjected to t h e  
total multielement airfoil adverse pressure gradient. 
Several types of sidewall boundary layer control have been 
attempted or utilized such as slot suction and blowing, but 
distributed suction in close proximity to the model is the 
most effective. 

3 . 5  Semispan Testing 
This type of testing which, at one time, was not looked 
upon very favorably, has received greatly renewed interest 
and use in the last several years for both subsonic and 
transonic testing, as i t  is a means of providing a 
significant increase in test Reynolds number for wing, 
high lift system, and propulsion integration develop- 
mentI3. At the same time, semispan models tend to be 
simpler and cheaper, especially for configurations 
requiring power simulation. On the other hand, there are a 
number of additional tunnel flow quality and model 
installation requirements that must be carefully addressed 
to ensure that the test results obtained are representative. 
Included amongst these are the following: 

Flow quality requirements extend to the perimeter of 
the test section 
Need for an appropriate/representative (fuselage) 
standoff design accounting for the boundary layer on 
the "image" plane. 
Controlling/minimizing wind tunnel wall effects with 
the larger (chord) models needed to achieve high test 
Reynolds numbers. 
Presence of rear sting support strut. 
Ensuring representative onset flow conditions. 

The latter is potentially a major issue with tunnels where 
the cross section of the test section is not rectangular, 
thereby necessitating the installation of an artificial 
reflectiodimage plane surface which has tunnel air 
passing below it. Adjustable control surfaces will l ikely 
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be necessary on this surface in  order to provide appropriate 
(uniform) onset flow conditions. Success with this 
particular concept has not yet been demonstrated for large 
semispan models, although CFD predictions do justify 
some optimism. However, reducing wall effects to an 
acceptablekorrectable level with large semispan models 
may well be the greatest challenge, necessitating some 
advanced test-section wall treatmenthentilation concepts. 

3 . 6  Other 
Other specialized types of tunnels with their own set of 
tunnel circuit aerodynamic design problems include 
propulsion tunnels, stability tunnels, and spin tunnels. 
Testing of aircraft engines at flight conditions requires 
simulation of flight velocity and the variation of 
atmospheric pressure and temperature. These propulsion 
tunnels must have means of scrubbing the engine exhaust 
gas, while controlling speed, pressure, and temperature - - 
a formidable challenge. Stability tunnels were developed 
since the conventional wind-tunnel simulation of flight 
doesn't model the characteristics of maneuvering flight 
crucial to aircraft stability. Two types of simulations are 
used, one utilizing rotating vanes to create a swirl, and the 
other a curved circuit to simulate turning flight. Similarly, 
spin tunnels were developed because the conventional 
simulation of flight in a wind tunnel cannot correctly 
model the unsteady and dynamic phenomena that are 
crucial to spin recovery. This led to the development of 
vertical wind tunnels with air moving upward, where 
dynamically similar models are inserted into the tunnel i n  
a spinning attitude. It is important to note that each of 
these special types of wind tunnels, as well as some of the 
others, were developed to reduce the limitations imposed 
directly, or indirectly, by various constraints on the 
simulation of flight. Although successful to some extent 
in overcoming these limitations, they all generated new 
constraints in the process, thereby limiting their general 
applicability. 

4 .  EXAMPLES OF FLOW QUALITY 

There are numerous recorded and easily envisioned 
examples of where less-than-desired tunnel flow quality 
has or could lead to non-representative and misleading test 
results, including cases where testing was conducted at ful l  
scale Reynolds numbers. Although some of the most 
intriguing cases cannot be discussed due to data restriction 
guidelines, the following three examples provide a 
glimpse of the type of data reliability issues due to tunnel 
flow quality variations that can arise from elevated 
freestream turbulence and background noise levels, onset 
flow angle gradients, and test-section-wall-induced 
gradients. 

4 .  1 Transition Process on a 2-D Airfoil 
More than one aircraft program has been beset by 
problems with high stall speeds and undesirable stall 
characteristics caused by the existence of laminar 
separation bubbles at flight conditions that did not appear 
during wind tunnel testing. A comparison of test results 
obtained for a two-dimensional airfoil design at low speed 
(Mo=0.2) conditions in two wind tunnels with different 
turbulence and background noise levels clearly illustrates 
how this can occur. The particular airfoil tested in this 
case was an 1 1.55-percent thick, aft-loaded-type airfoil, 

VARIATION EFFECTS 

while the two tunnels utilized were the Low Turbulence 
Pressure Tunnel (LTPT) at NASA Langley and the 5-Foot 
blow-down facility (with 2-D inserts) at IAR in  Ottawa, 
Canada. Of the two tunnels, the latter is known to have 
higher freestream turbulence and background noise levels. 

A comparison of the measured maximum lift characteristics 
for this airfoil from the two tunnels is shown in Figure 3 

r 
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Figure 3: Effect of Freestream Turbulence and 
Background Noise on Single 
Element Airfoil Maximum Lift 

for a range of (chord) Reynolds numbers. Of interest is the 
large drop in maximum lift capability observed at the 
lowest Reynolds number in the LTIT. This substantial 
reduction in maximum lift capability is due to the 
existence of a laminar separation bubble, indicated by the 
bulge in the chordwise pressure distribution seen just aft of 
the suction peak in Figure 4, which is not present at either 
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Figure 4: Turbulence Level and Reynolds 
Number Effects on Laminar Bubble 
Formation 

the next highest Reynolds number in the LTPT or the same 
Reynolds number in  the IAR facility. In this case, the 
acceleration of the transition process, brought about by 
higher freestream turbulence and background noise levels, 
effectively hides what could be a serious stall speed and 
characteristics problem due to the existence of laminar 
separation bubbles that can then catch the aircraft 
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developer by surprise in the flight test program. 
Furthermore, starting with this example, it is not difficult 
to envision how acceleration of the transition process i n  
other ways due to elevated noise and turbulence levels 
could yield non-representative results for multielement 
high lift systems, winglet installations, etc. 

4 . 2  Flow Angularity Effects on Installed 

The aerodynamic design of low drag, cost effective nacelle 
geometries for large wing-mounted high-bypass-ratio 
(HBPR) engines is a high priority matter for transport 
aircraft developers. Even though modem CFD capabilities 
(i.e., 3-D Navier Stokes), especially constrained inverse 
applications, are the principal factor in establishing the 
aerodynamic lines for the nacelle, wind tunnel testing (and 
corresponding tunnel flow quality) still play an important 
part in the total design process. Typical roles for wind 
tunnel testing in this design process include calibration 
and validation of the CFD methods, validation of the 
effectiveness of the resulting external nacelle designs (and 
inlet lines), determination of aerodynamic loads, and 
determination of installation effects on nozzle 
performance characteristics. Unfortunately, poor tunnel 
flow quality can thwart the accomplishment of more than 
one of these test objectives. 

Nacelle pressure data obtained from the test of a large 
HBPR (engine) nacelle installed in a representative 
underwing location on a full-span model of a M=0.85 
transport windfuselage help illustrate this adverse effect 
for the case of a spanwise (wing) onset flow angularity 
(and Mach number) discrepancyhariation (which was not 
known to the industry users at the time of the test). The 
pressures measured on the top and both sides of the nacelle 
fan cowl are shown in Figure 5, compared to two sets of 
CFD predictions, the first assuming no flow angularity 
discrepancy, and the second using an average spanwise 
flow angle (i.e., sideslip) of 0.6" to approximate the effect 
of the (nonuniform) flow angularity discrepancy. I t  can be 
seen that, as expected, the spanwise flow angularity 
variation has essentially no effect on the predicted 
pressures on the top of the nacelle where, incidentally, the 
predictions match the test data quite well. Further, on the 
inboard side of the nacelle, where the measured pressures 
reflect velocities barely above sonic conditions, the 
pressures predicted using the indicated average onset flow 
angle also match the data quite well. However, on the 

Nacelle Characteristics 
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outboard side of the nacelle, the pressures predicted using 
the average onset flow angle did not match the measured 
peak velocities as well, likely indicating that using the 
average onset flow discrepancy for a more critical (i.e., 
sensitive) flow situation does not adequately represent the 
nonuniform onset flow discrepancy, which, incidentally, 
cannot be realistically modeled. Hence, in this case, due to 
the poor tunnel flow quality, it was not possible to either 
completely validate the CFD methods utilized nor the 
effectiveness of the resulting nacelle design. 
Consequently, the test objectives were not met. This 
example again illustrates why it is important for the user 
to thoroughly understand the flow physics features 
involved, since the average correction worked well for a 
non-critical flow situation, but not for a more critical 
(sensitive) flow situation. 

4 . 3  Wall Effects on High-Lift Characteristics 
The desireheed to attain high test Reynolds numbers at 
low-speed takeoff and landing conditions in order to reduce 
the aerodynamic risk associated with the development of 
more cost-effective multielement-high-lift systems for 
transport aircraft is leading to the use of large semispan 
models in subsonic tunnels which have solid test-section 
walls. One of the potential risks with this testing concept 
that needs to be addressed is the possibility that test-. 
section wall effects may alter critical aerodynamic 
characteristics in ways that can not be adequately 
accounted for. An example of this type of effect would 
involve the reduction of suction pressure peaks on the slat 
(and an increase in the lift on the main element) at a given 
total lift, which could result in an underdeflection of the 
slat and/or an unrealistic delay in the onset of adverse 
compressibility effects on the stall speeds. 

In order to visualize how these changes can occur, it is  
helpful to examine the pressures measured on a close-to- 
optimally-rigged 2-D three-element high-lift airfoil9, with 
a slat and single-segment flap, at conditions approaching 
maximum lift at 0.2 Mach number that are illustrated in 
Figure 6, and the panel-method-predicted reduction in slat 
peak suction pressures on relatively large 3-D semispan 
transport aircraft high-lift model installations in solid 
wall wind tunnels* shown in Figure 7. For the slat rigging 
corresponding to the pressure distributions shown i n  
Figure 6, the maximum lift level attainable is not 
controlled by any flow breakdown on the slat, even though 
the slat experiences significantly higher peak suction 
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Figure 5: Spanwise Flow Angularity Effect on Installed Nacelle Pressures 
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Figure 6: Multielement Airfoil Pressure 
Distributions 

pressures 9. Instead, the maximum lift is limited by a flow 
breakdown brought about by rapidly spreading and 
merging shear layers and wakes above the flap. However, 
it does not take much of a reduction in slat deflection 
(increased peak suction pressures), or increase in Mach 
number (reducedcritical pressure coefficient), before a flow 
breakdown on the slat is limiting the maximum lift 
achievable. In these situations, the (predicted) reduction 
in slat peak suction pressures due to wall interference on 
large 3-D semispan models can become quite important. 
And, the real reductions in slat peak suction pressures are 
undoubtedly greater than the panel-method predicted values 
since the peak velocities on the slat at maximum lift 
conditions typically exceed sonic velocity values, a 
situation where panel methods are notorious for 
underpredicting peak suction pressures. This situation 
requiring testing of large semispan high-lift models 
strongly suggests that ventilated wind-tunnel wall 
concepts should be seriously considered for subsonic wind 

tunnels in order to minimize these adverse tunnel-wall 
interference effects encountered with solid wall test 
sections. This particular situation provides even further 
testimony in support of the need for the tunnel users to 
have a thorough knowledge of the important flow physics 
features which are controlling the aerodynamic charac- 
teristics under investigation in order to adequately 
understand and identify wind-tunnel flow quality 
requirements and effects on data quality, accuracy, and 
adequacy. 

5. TUNNEL CIRCUIT DESIGN CHALLENGES 
In view of current and expected economic realities in 
aeronautics, justification for the construction of any major 
new wind tunnels for production-type testing will have to 
be based on a combination of many factors including 
improved Reynolds number capability, tunnel flow 
quality, and productivity, plus reduced operating costs. 
Minimizing tunnel construction costs will also be critical. 
Considering these requirements, two of the most important 
aerodynamic challenges which should be energetically 
pursued in order to enable any viable new tunnel design are 
the application of modem advanced CFD capabilities to 
provide more effective aerodynamic designs for several of 
the components in the tunnel circuit, and the development 
of more effective test-section wall ventilation and control 
concepts. The former is needed to concurrently enable 
significant improvements in both tunnel construction and 
operating costs, and, very importantly, test section flow 
quality. The improved test-section wall concepts are 
needed in order to enable more cost effective high 
Reynolds number testing capabilities. 

5.1 
Current state-of-the-art CFD capabilities play a very major 
role in the aerodynamic configuration design process for 
air vehicles. For instance, the aerodynamic design of 
transport aircraft cruise geometries can now be confidently 
established using CFD methods before the first wind- 
tunnel test is ever undertaken. Initially, the use of standard 
direct CFD methods involved a repetitive process similar 
to the typical experimental process. However, with the 
subsequent introduction of inverse CFD design methods, 
and, more recently, constrained-optimization techniques, 

Improved Tunnel Circuit Design via CFD 
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the role of CFD in the design process has expanded 
dramatically. Inverse CFD methods, i.e., designing the 
shape to achieve engineering objectives, was a major 
breakthrough which enabled solutions to many design 
problems which were heretofore unaddressable by either 
experimental or direct CFD methods. But, effective 
application of these inverse methods still required 
numerous iterations, and obstacles were often encountered 
in dealing with complex 3-D flow situations because of the 
difficulty involved in specifying achievable target 
pressure distributions in these situations. Now, however, 
the introduction and broadening use of constrained- 
optimization techniques essentially avoids these 
obstacles, and is allowing complex aircraft aerodynamic 
design problems to be addressed and solved in short time 
periods while simultaneously imposing manufacturing, 
structural, and other constraints on the geometry. A well 
known application of this technique is the design of 
subsonic transport aircraft wings accounting for the 
presence of large, wing-mounted engine  installation^'*^. 
Adaptations of this constrained-optimization process to 
the design of more effective components in the wind 
tunnel circuit could well provide large rewards in terms of 
improved flow quality and reduced tunnel fabrication and 
operating costs. Obvious potentially-beneficial appli- 
cations include an integrated contractionhozzle design, 
diffuser designs, flow turning components, and model 
support systems. For the contractionhozzle design, 
application of this approach should result in a shorter 
(cheaper) contraction section which provides a velocity 
field at the nozzle exit that has minimal deviation from 
uniformity and a minimal amplification of cross-stream 
turbulence quantities. Similar improvements should be 
forthcoming from improved diffuser designs, etc. 
Improving component designs, by suppressing flow 
disturbances and subsequent interactions, should also 
permit reducing the number of turbulence screens (i.e., 
power) required. 

5 . 2  Advanced Test-Section Wall Ventilation 

As indicated previously, reducing test-section wall 
interference effects to acceptable and readily correctable 
levels with the large semispan models needed to achieve 
higher test Reynolds numbers is a high priority 
requirement at both subsonic high lift and transonic 
conditions. Accomplishing this in a cost-effective 
manner represents a significant challenge. The alternative 
of increasing tunnel size is certainly not' cost effective, 
and the cryogenic option has some drawbacks for a 
production-testing-type tunnel. Various CFD studies have 
clearly indicated that wall effects with solid wall subsonic 
facilities are excessive for (floor-mounted) semispan 
model spans approaching SO-percent of the test section 
height, as are wall effects with fixed porosity walls at 
transonic conditions for similarly sized models8~ 14. 
However, some of these same CFD studies have indicated 
that a spatially variable resistive (controllable variable 
porosity slots) wall can substantially reduce wall 
corrections at transonic conditions to levels where 
corrections may well be possible with a high degree of 
confidence14. A successful development and cost-effective 
implementation of this concept would represent a 
significant breakthrough in the pursuit of a practical high 

C o n c e p t s  

Reynolds number testing capability. Key issues which 
need to be addressed for this proposed controllable 
variable porosity slot concept include the determination of 
the best placement and minimum number of control 
segments in the slot, establishing an appropriate active 
wall control strategy, and controlling noise generation 
sources. Furthermore, control of side wall angle is an 
important issue here as well, since it can play a significant 
role in reducing wall interference 

6. CONCLUSIONS 
Normal overriding user objectives when conducting almost 
any kind of wind-tunnel test in  almost any test facility are 
obtaining reliable and meaningful data in a timely and 
cost-effective manner. Principal requirements for ob- 
taining reliable and meaningful data in most testing 
situations are an adequate Reynolds number, representative 
or satisfactory tunnel flow quality, and avoiding tunnel 
wall and support system effects which either alter 
important flow characteristics on the model, or cause 
effects which cannot be readily or accurately accounted for. 
Factors which are important in satisfying the timeliness 
and cost-effectiveness requirements include minimizing 
the time required for model installation and configuration 
changes, utilization of efficient data gathering systems, 
effective utilization of test time in data gathering, etc., and 
the ability to use rapid techniques to account for tunnel 
wall and support system interference effects. Since the 
aerodynamic design of wind-tunnel circuits has a 
fundamental first order effect on tunnel flow quality, tunnel 
wall and support system interference effects, and on tunnel 
construction and operating costs, the adequacy of the 
circuit design is of crucial importance in meeting the user's 
objectives. 

Both known and potential data discrepancies resulting 
from less-than-perfect circuit aerodynamic design (in- 
cluding test section wall effects) have been addressed from 
an aircraft industry user's perspective in  order to provide 
some basis for assessing the relative importance of 
various flow quality parameters. Conclusions arising from 
this review include the following: 

In order to adequately understand and identify wind- 
tunnel flow quality requirements and effects on data 
quality, accuracy, and adequacy, it is imperative that 
the user have a thorough knowledge of the important 
flow physics features which are controlling the 
aerodynamic and other characteristics of the vehicle 
or flow situation under investigation at the test 
conditions, the design and validation process being 
utilized, and the level and type of risk involved in the 
technology being incorporated in the design. 

I t  is also especially important that tunnel users and 
operators not limit the identification of potential data 
errors and measurement. uncertainties to just those 
which can be currently predicted with existing 
analytical and CFD methods. It would seem to be 
more logical to focus more heavily instead on 
minimizing the flow quality deficits which cannot be 
adequately addressed with computational methods 
rather than those that can. 

Special efforts should be made to minimize freestream 
turbulence and background noise levels since they can 
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have very significant, but, unfortunately, unquanti- 
fiable effects on critical viscous characteristics. 

Reducing test section wall interference effects with 
large semispan models is necessary in both subsonic 
and transonic tunnels if test Reynolds number 
requirements for transport aircraft are to be met. 

Minimizing tunnel flow quality defects which 
contribute to measured drag inaccuracy and uncertainty 
continues to be a very important consideration for 
some product categories and designhalidation 
processes. 

The correctness and/or adequacy of the current icing 
tunnel simulations of inflight icing encounters which 
do not introduce any vertical (downward) velocity 
component for the water droplets is somewhat i n  
doubt, and needs to be sorted out. 

Applications of current state-of-the-art CFD cap- 
abilities to the design of more effective components 
in the wind tunnel circuit could well provide large 
rewards in terms of improved flow quality and reduced 
tunnel fabrication and operating costs, and should 
hence be energetically pursued. 

Advanced test-section wall ventilation and control 
concepts offer substantial potential for enabling more 
reliable- and cost-effective high Reynolds number 
testing capabilities, and should also be energetically 
pursued. 
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General Design Aspects of Low Speed Wind Tunnels 
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SUMMARY 
Since the sixties NLR was considering conceptional 
layouts and airline diagrams for the next generation low 
speed wind tunnels. This has resulted in the construction 
of a multi-purpose pilot facility in the early seventies. 
Based on the experiences gained from this facility, three 
major wind tunnels have been realized and are in full 
operation to great satisfaction of the operators and users: 
namely the DNW (1980) and LST (1983) facilities in 
the North East Polder in The Netherlands and the ILST 
(1987) near Jakarta in Indonesia. 

In this report the general design considerations in terms 
of aerodynamic and testing requirements are reviewed 
and are compared with the actual achievements. Also 
other operational aspects, such as logistics, acoustics, 
local constraints, and model supports are considered. 
From these aspects some lessons learned are concluded 
and recommendations made. 

LIST OF SYMBOLS 
A 
b 

CP 
k 

C 

subscripts 
0 

W 

Area 
width 

cord 
pressure coefficient 

pressure loss coefficient 
length 

static pressure 
dynamic pressure 

radius 
axial velocity 

axial velocity perturbation 
axial, horizontal, vertical axis 

pitch angle 
yaw angle 

test section, entry diffuser 
entry Wide angle diffuser 

1. INTRODUCTION 
In the last decades NLR has been involved in the design 
and realization of a few major atmospheric subsonic 
wind tunnels which have found their place in the 
aerospace development business. These wind tunnels 
involved in chronological order, the king size German 

Netherlands Windtunnel DNW, the smaller Low Speed 
Tunnel LST of NLR, both located in the Northeastpolder 
near the former fishing village of Vollenhove, and in 
Indonesia near Jakarta (at Serpong) the interim size 
Indonesian Low Speed Tunnel ILST. 

All three tunnels are based on the earlier aerodynamic 
design and development work done at NLR as presented 
at the AGARD Symposium on ’Windtunnel Design and 
Testing’ in October 1975 (ref. 1). This work was based 
on the earlier plans at NLR to realize a large size low 
speed tunnel of 8 x 6 m test section (WxH) dimension. 
This project was then merged with simultaneous plans in 
Germany for the GUK (Gross Unterschall Kanal) with 
a specification of two test section sizes, namely 9.5 x 9.5 
m and 6 x 6 m, for respectively low and high speeds. 
The combination of these specifications resulted in the 
present DNW with three exchangeable test sections and 
an open test section of 8 x 6 m size for aero-acoustic 
testing as well. 

Tests in the available l/lOth scale model tunnel revealed 
that the initial circuit design of the 8 x 6 m test section 
configuration could also accommodate the 9.5 x 9.5 m, 
6 x 6 m and open jet configuration meeting all 
requirements on flow quality as put forward for the 
GUK and initial NLR plans. 
This result could be obtained thanks to a conservative 
circuit design. More background information on the 
aerodynamic design aspects of the DNW has been 
published by Mr. van Ditshuizen in ’Construction book 
of DNW’ (ref. 2). 

During the realization of DNW, NLR decided to replace 
its two small low speed tunnels in Amsterdam by a so- 
called 3 meter tunnel in the Northeastpolder based on 
the same circuit design as referred to in ref. 1 for both 
aeronautical and non-aeronautical testing. Non- 
aeronautical testing also contains wind-hindrance testing 
and this type of research requires some type of 
simulation of the earth natural boundary layer for some 
surface conditions (e.g. being a flat free field, urban 
environment etc.). This requires some distance 
downstream of the contraction to generate and develop 
the simulated boundary layer before the test article is 
struck by the wind. Hence a relatively long exchangeable 
test section arrangement was drafted and realized in the 
LST. 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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After completion of the DNW, NLR was approached by 
the Indonesian authorities for the assistance in the 
realization of an advanced low speed tunnel at the 
PUSPIPTEK site near Serpong, West-Java. Size and 
complexity to be less as the DNW but sufficient for the 
near and long term needs for the envisaged Indonesian 
aerospace industry (now IPTN) in development by that 
time. This tunnel, the ILST, came on stream in 1987 and 
has since then been in full use for the CN235 and N250 
programs. The circuit was slightly modified from the 
existing well proven design and the 4 x 3 m 
exchangeable test section arrangement can provide four 
different combinations for different test purposes and 
set-ups (ref. 3). 

This paper reviews the various components and general 
aspects of low speed tunnel design and realization, not 
only from the aerodynamic point of view but also from 
the users and operations point of view and states, where 
appropriate, the lessons learned. 

2. GENERAL CONSIDERATIONS 
For the tunnel user an important parameter is cost vs 
quality. The cost factor is governed strongly by tunnel 
productivity and this factor in turn depends, amongst 
others, on tunnel logistics for interchangeability of 
model support and test section components. The quality 
of the wind tunnel data (defined as the degree of 
simulating free flight) can be expressed in four 
categories: 
- Reynolds number 
- Flow quality 
- Interference effects (supports, walls) 
- Instrumentation and data systems. 
This paper deals mainly with the second issue. 
Interference effects are also linked with logistics and 
will be considered herein for the wind tunnel 
configuration concerned (classic, atmospheric). The 
needed Reynolds no. capability is not considered here. It 
is usually set beforehand based on aerodynamic 
considerations, available budgets and other requirements 
associated with the envisaged usage scenario, such as 
helicopter testing, noise testing, propulsion simulation, 
non-aeronautical testing etc. Sometimes, also the 
available space and/or other provisions dictate the tunnel 
size and/or type. 

When large Reynolds numbers and variations thereof are 
required for aerospace use as the prime objective a 
pressurized, close return-tunnel is a good choice as is the 
DRA 5m tunnel and the ONERA F- 1. 
Similar characteristics can also be achieved going 
cryogenic, such as the DLR KKK or use of heavy-gases 
as was planned in the US recently, but in the latter case 
Re-variation is problematic. However, the majority of 
low speed tunnels are atmospheric meaning that either 
the total pressure or the static pressure in the test section 
is atmospheric. The test section size then determines the 
Reynolds number capability. 

The maximum speed for low speed wind tunnels for 
aerospace use is related to the landing, take-off, and 
climb-out phases of airplanes and therefore should be at 
least 80 m/s but preferably in excess of 100 m/s. For 
high-lift systems duplication of the Mach number is of 
importance to simulate properly the compressibility 
effects on the wing surfaces. So this prefixes the air 
speed and hence unit Reynolds number. 

The type of atmospheric tunnel for new developments 
are presently only of the closed-circuit return type what 
is called in Germany the Gottinger type. Open return 
tunnels, either via the outdoor environment (such as the 
added 80 x 120 ft leg to the NASA Ames 80 x 40 ft 
tunnel) or internally inside a building (DA/Bremen) are 
hardly considered anymore, because precise and 
predictably flow conditioning in the test section is not 
optimal and/or inhouse nuisance. Besides the test section 
is at sub atmospheric pressure causing sealing and 
operational problems or at least inconveniencies. 

3. FLOW QUALITY SPECIFICATION 
The design of the airline diagram (internal shaping) of 
a wind tunnel and its inserts into the flow results from 
flow quality optimalization in the test section versus 
construction and operational costs. In reference 1 flow 
quality requirements are defined based on acceptable 
mean flow variations. Compatible with this general 
requirement is a flow angularity better than 0,l degree 
and a turbulence level of less than 0,l percent. 
In a more recent AGARD FDP effort (ref. 4) similar 
requirements were derived mainly based on the objective 
to measure drag with a repeatability of one drag count. 
From this requirement it is necessary to measure overall 
incidence with an accuracy of 0,Ol degrees, local 
incidence variation along the wing span can be one order 
of magnitude larger. 

In the past the majority of attention to flow quality was 
directed towards turbulence level with an uniform flow 
(speed, total head). In the last decades, also requirements 
are given for flow angularity, static pressure distribution, 
especially in longitudual direction (buoyancy) and noise 
level. To this end various older wind tunnels have been 
equipped with flow rectifying honey combs in the 
settling chamber and longer and closed test sections to 
better meet the additional requirements. 

4. DISCUSSION OF AIRLINE COMPONENTS 

4.1 General airline lay out 
The airline used for practically all new low speed wind 
tunnels is depicted in figure 1. It consists of moderately 
expanding diffusers, contraction ratio’s close to 10 to 1 
and a wide angle diffuser in front of the settling 
chamber. The fan is usually located opposite to the test 
section arrangement after the flow has passed twice a 90 
degrees comer. Somewhere between the test section and 
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Fig. 1 General Airline Diagram of modern Low Speed Tunnel 

the fan a fan blade protector is installed in the form of 
a screen or honeycomb grid to catch pieces travelling 
with the flow in case of a mishap with a model in the 
test section. Wind tunnel fans are practically solely of 
the axial type and low speed wind tunnels have only one 
stage with 4 to 10 blades. The combination of the 
rotating fan with the pre- or aft stator blading provides 
practically uniform flow to the second (fan) diffuser 
entry. 

Turning the flow around the comer is now-a-days solely 
done using a cascadeof vanes of 90 degrees. In the wide 
angle diffuser the flow is stabilized by one or two 
screens to promote uniform spreading. The settling 
chamber is used to install a heat-exchanger when 
deemed necessary and here the flow is conditioned as 
good as possible by installing honeycombs andor 
screens. 

The circuit is essentially closed but for an atmospheric 
wind tunnel the interior should be in contact with the 
environment to equalize pressure at one particular 
station. A good place for such a breather is at the 
downstream end of the test section so that it does not 
disturb the flow around the model but it allows some 
minor open penetrations in test section walls. This means 
that the remainer of the circuit is at over pressures and 
therefore shall be air tight for .good efficiency and to 
prevent flow entry at the breatherhest section locations. 

4.2 Circuit losses, power requirements 
The losses in a wind tunnel circuit, expressed as a 
decrease in total pressure, have to be compensated by the 
pressure rise to be generated by the fan. So, in order to 
establish the necessarypower of a wind tunnel, estimates 
have to be made of the total pressure losses of the 
various components along the circuit. By adding the 
individual losses in terms of the dynamic head in the test 
section the total loss is obtained. Early work by 
Margoulis, Wattendorf, Parkhurst and Bradshaw should 
be mentioned in this respect. In a recent study by Wolf 
an excellent survey is given of the application of this 

method for compressible flows as generated in transonic 
wind tunnels (ref. 5). This method is not elaborated 
further here since it is well established and it has proven 
its use in practice. In ref. 1, 2, and 5 examples are given 
of calculating the circuit losses and hence calculating the 
necessary power to drive the tunnel. 

4.3 Diffusers 
Diffusers in a wind tunnel are used to recover part of the 
kinetic energy of the flow in the test section in the form 
of potential energy finally leading to excess pressure in 
the settling chamber. To reduce fan drive power, 
efficient recovery without generating separation is 
needed. The basis for judgement whether separation may 
occur is depicted in fig. 2 and is valid for conical 
diffusers starting from a flat velocity profile at the 
diffusor entry (ref. 6).  With increasing cone angle above 
a certain value the diffuser will exhibit increasing 
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Fig. 2 Flow regime boundaries for conical diffusers 
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transitory stall causing vibrations and unsteady loading 
to the fan. At very large cone angles the flow will be 
continuously separated and the issuing flow can be 
distinguished as jet flow. Figure 2 also shows the 
boundary as presented by Wolf (ref. 7). For rectangular 
diffusers the equivalent cone angles should be 0,5 to 1,0 
degrees smaller. 

It is essential for the test section diffuser that it is 
designed very conservatively since the flow downstream 
of a heavily loaded model may trigger separation earlier 
then envisaged. In the NLR wind tunnel designs the test 
section diffusers have an area ratio of about 2 and a 
cone angle of about 4 degrees. It has been shown that 
this gave sufficient margin to introduce (insert) a 6 x 6 
m test section into the 8 x 6 m test section although with 
this smaller test section the diffuser is more prone to 
instabilities. 

Rectangular diffusers show strong thickening of the 
boundary layer in the corners. Therefore it is 
recommended to use circular, or as a compromise 
octagonal cross sections where applicable to eliminate 
unwanted flow phenomena. 

Relative to turbulent pipe flow, the total head profile is 
usually more peaked at the center on leaving the 
diffuser. Therefore it is wise to make the comer sections 
cylindrical (parallel) so that some recovery to pipe flow 
is accomplished. This may allow some additional 
diffusing action between the first and second corner (in 
the thin cross leg) but this diffuser shall never be 
considered as being independent from the test section 
diffuser. Practice at the ILST has shown that a small 
diffuser having a 1.1 area ratio can be applied without 
causing separation problems in this cross leg. 

The other item is pressure recovery of the diffuser. 
Calculations at NLR for the LST 8 x 6/DNW project 
revealed that optimum pressure recovery (90 - 95%) is 
obtained for diffuser opening angles close to the upper 
limit for attached flow as is shown in figure 2 (ref. 2). 
Besides, it was concluded that the opening angle for 
optimum pressure recovery decreases with increasing 
Reynoldsnumber; about one degree (of cone top angle) 
per one order of magnitude in the Reynoldsnumber. 

Since the diffusers cover the majority of the circuit 
length their crossectional shape is also determined by the 
construction material. For example, when steel is used it 
is easy and convenient to make a circular cross section 
(LST), but when (ply)wood or concrete is used 
flat surfaces are the more logical choice. At DNW and 
ILST prefabricated flat concrete slabs were used to 
construct the circuit having an octagonal cross section. 
In both cases the experiences were very good because 
good surface quality and precise and fast surface 
alignment were possible. 

4.4 Corner vanes 
The aerodynamic design of comer vanes of the wind 
tunnels in which NLR has been involved are based on 
the earlier work of Mr. Zwaaneveld of NLR (ref. 8). 
Older wind tunnels elsewhere have been modified with 
these turning vanes showing considerable performance 
improvements. Turning vanes should be designed for 
optimal turning effectiveness, rather than for minimal 
pressure loss. 

0 . l C  

0 - 
0 

V 

Fig. 3 General lay out of corner vanes 

The turning vanes used by NLR consist of metal sheets 
bend circularly over 90 degrees with both straight 
leading and trailing edge extensions of 0.1 times cord 
length. Pitch/cord ratio is 0,2 and the average angle of 
incidence should be .5 degree. See figure 3.  These vanes 
give room for acoustic treatment at the vane inner comer 
without sacrificingperformanceson turning effectiveness 
and pressure loss (as far as has been observed). To 
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prevent air to flow through the lining material, strips 
normal to the vane surface should be installed. The noise 
reduction (insertion loss) due to such a lining is 8 to 13 
dB depending on cordwave length ratio, see figure 4. 
Such acoustic lining also improves the working comfort 
within the tunnel because it strongly suppresses 
reverberation. 
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One practical remark. From strength point of view the 
vanes could be made from relatively thin sheets. But 
from manufacturing, stability point of view a sheet 
thickness of 8 to 10 mm is recommended with pitch 
values large enough to pass through. Usually horizontal 
splitter plates are used to further improve stability to the 
vane structure. 

Diffusing or contracting comer vanes are not or seldom 
used. Recent work at Boeing showed that both types can 
be used successfully in their particular application for 
transforming an existing tunnel into an icing tunnel and 
to provide additional cross sectional space in between 
the third and fourth corner (ref. 9). 

4.5 Wide angle diffuser 
Since efficient and stable diffusion (recompression) of 
the flow is only achievable in diffusers with limited area 
ratio's, as has been explained in section 4.3, and since 
basically only two diffusers are available (the test 
section and the fan diffuser), a wide-angle diffuser is 
needed to reduce the airspeed to the level as required in 
the settling chamber for achieving the desired 
contraction ratio. In ref. 2 it is argued that by increasing 
the area ratio of this wide diffuser the turbulence level 
will also increase at the entry of the settling chamber 
and this may ultimately increase the turbulence level in 
the test section with increasing contraction ratio. Figure 
5, as taken from ref. 2 and based on empirical 
computation, clearly illustrates this effect. 

A large cross sectional area of the settling chamber will 
also increase the construction costs considerably because 
of the large span to cover the (pressurised) chamber and 
the inserts (heat exchanger, screens, honey combs) to 
cover the cross section. So, there is a limit to the area 
ratio of the wide angle diffuser. 

The design of this diffuser is based on empirical rules. 
Without a stabilizing screen the flow will be fully 
separated (jet flow). However, local separations can not 
be avoided but are acceptable as long as they are of a 
steady nature. 

The early work of ref. 10 can be used as a guideline to 
design the screeddiffuser shape combinations. The aim 
will be to achieve zero pressure efficiency or in other 
words: the ideal gain in static pressure is used as 
pressure loss across the screen. It is recommended to 
confirm the design solution by a scaled model test when 
possible. 
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Fig. 5 Damping of Turbulence between 4th Corner 
and Test Section as a Function of the 
Contraction Ra ti0 

The drag from the heat exchanger and screen package in 
the settling chamber will also help to stabilize and 
spread the flow over its entire cross section. It has been 
experienced in the model tunnel that when this drag is 
too large (in that particular case the pressure loss across 
all inserts was in excess of 6,5 times the local dynamic 
head) the flow spreading is overcompensated, meaning 
that the total pressure at the walls in the test section is 
larger then at the tunnel axis. 

4.6 Contraction 
For low speed wind tunnels the contraction ratio to be 
selected will usually be close to 10. With the modem 
means to condition the flow in the settling chamber in 
terms of total head, turbulence and flow angularity, a 
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smaller contraction ratio can be selected than was 
thought of in the early days. As explained in ref. 2, a 
contraction ratio of 9 to 1 for the 8 x 6 test section of 
DNW was selected. Therefore, the 9.5 x 9.5 m and 6 x 
6 m test section have contraction ratios of 4.8 to 1 resp. 
12 to 1. 

In principle the design of a nozzle is easy, because 
essentially the flow goes down hill to lower pressures. 
The reality is different because: 
- there are two potential areas of flow separations, 

namely at the nozzle entry and downstream of the 
inflection point; 

- cross flow may occur in the boundary layer 
because of crosswise pressure gradients which may 
cause large vortices in the test section flow; 
it is desirable to have an uniform velocity and 
hence static pressure field at the entry of the 
effective test section; 

it is usually desirable to make the contraction short. 

- 

- 

In case of the DNW the design of the contraction was 
even more difficult because it had to accommodate the 
three test sections with different cross section sizes and 
shapes (rectangular and square) starting from a 24 x 
18 m settling chamber. Therefore, a special 3-D potential 
flow code was developed at NLR (ref. 11) to optimise 
for: 
- short nozzles; equal length for all test sections; 
- a common interface (as much downstream as 

possible) for the exchangeable contraction parts to 
be used; 

- prevention of flow separation using the 2-D 
Stratford criterion. 

0.6 
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Use was made of the Barger approach for contraction 
development (ref. 12). Fi.g. 6 gives a comparison of the 
initial 9,5 x 9,5 m contour design (as used with the 
model tunnel) and the final design in relation to the axial 
symmetric Borger contour. In recent work at T.U. 
Darmstadt, Mr. Wolf also used similar methods to cope 
with his space limitation problem (ref. 7). 

An interesting discovery during the development of the 
DNW nozzle was that the wall pressure distribution in 
the vertical and horizontal plane of symmetry for the 8 
x 6m test section turned out to be almost equal for the 
width to height ratio along the contraction that was 
needed to accommodate the 9.5 x 9.5 test section (see 
figure 7). It is thought that this would have a beneficial 
effect on the suppression of secondary flows in the 
boundary layer. Therefore, at the ILST the same 
contours with varying width to height ratio were selected 
as well, scaled down from the DNW contour. At ILST 
the boundary layers at the test section entry were 
measured during the tunnel calibration program and it 
was observed that the velocity profiles were non-uniform 
but very symmetrical along the periphery; see figure 8. 
The thin boundary layers in the (x-y and x-z) planes of 
symmetry indicate that there is a secondary flow in the 
boundary layers from the centers towards the comers. 
One would estimate that the boundary layer thickness is 
of the order of the values as measured except for the 
planes of symmetry. 
Contrary to the ILST, the LST has a nozzle with a 
constant width/height ratio. At the LST nozzle exit this 
phenomenon is not observed. 
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Fig. 6 Contours for the 9.5 x 9.5 m contraction of DNW 
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Fig. 8 Velocity profiles in boundary layer at end of 
ILST contraction 

For both methods of Borger and NLR, the nozzles show 
at the exit a parallel part with a length of about the 
nozzle height/width in order to arrive at a sufficiently 
constant static pressure distribution ( ~ c p l ,  0.003) at the 
test section entry. This parallel part gave the opportunity 
to install faired inserts in the 8 x 6 m DNW nozzle 
along the side walls to attain the 6 x 6 m exit for the 
smallest test section. In this configuration the static 
pressure field is within specification 3 m downstream of 
the contraction exit, but this is acceptable because the 

smaller test section will accomrhodate also smaller 
models. 

I t  is recommended to execute some contraction flow 
computations with modem N.S. codes in order to better 
understand the viscous flow along the walls and in the 
comers and to observe in how far secondary flows 
andor even separations are a problem, and if so, how 
improvements can,be made. This is even more opportune 
for designing transonic nozzles. There the shaping is 
inherently complex since part of the nozzle is two- 
dimensional in the sonic adjustable throat area. Maybe 
more data and experiences will be presented later in this 
symposium. 

4.7 Settling chamber 
In the settling chamber the flow is preconditioned to 
obtain the desired flow quality in the test section. Here 
the following inserts are usually placed into the flow 
- heat exchanger, (when deemed necessary) 
- flow.rectifier, 
- anti-turbulence screens and 
- (as recently needed) smoke/seeding generator(s) for 

laser flow visualisation. 

It is recommended to place first the heat exchanger in 
the flow (in downstream order). This device consists 
usually of finned tubes. For low speed tunnels a single 
row with about 10 cm long fins is usually sufficient. In 
the LST no heat exchanger is applied because the power 
level (or max. speed) is low (80 m/s). Since the steel 
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circular shell is mainly outdoors no running limitations 
are experienced except at hot, sunny days. 
In order to limit the total pressure loss inside the settling 
chamber (below about 6,5 times local dynamic head), 
the tubes used in the DNW and ILST have an elliptical 
cross section. - 

The heat exchangers fins basically will have a (lateral) 
turbulence and flow angularity damping effect but the 
heat exchangers tubes will cause vortex shedding and 
when the' fins are not placed fully parallel (and 
horizontal) new stable vortices will be generating behind 
the heat exchanger. Since the commercial production 
method of finned heat exchanger pipes is not intended 
for making perfectly straight fins and fins exactly 
normal the pipe axis, one should not strive to combine 
the flow rectifying and cooling function into one device. 

Studies at NLR in the model tunnel have revealed that 
it is very effective to suppress vortex shedding of the 
heat exchanger pipes by placing the leading edge of the 
flow rectifier close to the heat exchanger. At DNW and 
ILST the same configuration was selected with only a 
gap of 5 mm between the fins and honey comb of the 
flow rectifier. 

The design of the flow rectifier was mainly based on the 
early work by Humley (ref. 13). It was recommended to 
select a cell length to diameter ratio between 5 and 10. 
When the cells are short the flow rectifying function and 
lateral turbulence suppression function decrease, whereas 
for long cells the merging of the internal cell boundary 
layers causes new turbulence. 
In all three tunnels, similar flow rectifying panels of 
about 1 x 2 m size (H x W) were used containing 115 
mm deep honeycomb mesh of %" cells. The cells are 
made of 0,2 mm aluminium sheet produced by an 
industrial expansion process. It is experienced in the 
model tunnel that both the leading and trailing edges of 
these honeycombs should be completely free of damages, 
blurs etc., because these minor deficiencies have a 
measurable effect on the flow in the test section and will 
not be damped by the downstream screens. It is, of 
course, also extremely important to inspect, install and 
align the honeycomb panels very carefully. The 
honeycomb panels were attached to the heat exchanger 
structure (DNW and ILST) and it was observed that the 
wakes from the extruding bolt heads and nuts 
(downstream from the flow rectifier) could not be traced 
back in the flow in the settling chamber. 

Whereas a flow rectifier has a strong damping effect on 
lateral flows, screens have this effect on imperfections in 
the axial flow direction. Three to four anti-turbulence 
screens are applied in between the flow rectifier and 
contraction with an open area ratio of 0,57. Ref. 2 gives 
more details. Since much has been published in the past 
on screen turbulence damping (see also ref. 1) nothing 
will be said here about the specific screen characteristics 
(mesh, wire diameter, open area ratio, etc.). 

Instead some practical remarks will be made. 
- Since the screen weaving machines do not allow full 

width screen weaving in one cloth, seams have to be 
made. Modern plasma welding (wire by wire) or 
brazing techniques are sufficient (see fig. 9 of 
plasma welding example). 

I- Seam 

Fig. 9 Screen cloth with welded seam 

It has been shown that deviations in ideal flow 
direction (flow angularity) in the test section in both 
ILST and LST in pitch (AU) direction is larger than 
in yaw direction (AD), see fig. 10. This may be 
attributed to the weaving direction of the screens. 
Therefore it is suggested to position the screens such 
that the waving direction is horizontal. In the on- 
going upgrading program of the NLR-HST, the new 
screens will be placed horizontal. The effect hereof 
will be published when the results are available, 
probably in 1997. 
During the commissioning process of the ILST the 
screens were (apart from being fixed and stretched 
somewhat to the ceiling and floor) fixed and 
stretched as well to the side walls. This had the 
effect that the maximum flow angularity in pitch 
decreased somewhat from 0,15 to 0,lO degrees (see 
fig. 10). This finding supports the previous 
statement on weaving direction. So, screens should 
be fixed and (slightly) stretched all around its 
periphery. 

Screens shall be completely free of kinks, sharp 
bends or other inhomogenities because such 
imperfections can be traced back in the flow and in 
particularly for flow angularity, 
The weaving direction of one screen shall be the 
same; e.g. on both sides of a seam the weaving 
shall be from left to right or visa versa. 
The distances between the screens shall be large 
enough to prevent vortex (turbdlence) interaction 
and to allow human entry in between the screens 
for screen cleaning. 
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Fig. 10 Flow angularity in pitch (Act) and yaw (Ap) along y-axis and the effect of screen stretching in ILST 

The turbulence levels in the DNW and LST test sections 
are very low (0,03 to 0,06 percent), as was established 
with special measuring techniques during the calibration 
programs. Since these values are so low, this special 
effort was not done in the ILST. In a comparative test 
campaign in the DNW and in free flight it, has been 
shown that the turbulence level in the DNW is below a 
threshold value for affecting transition of a laminar 
boundary layer (ref. 14). This shows that the design 
efforts for the inserts in the settling chamber have been 
successful and no further optimizations are needed in 
this respect. This will also be valid for the two other 
tunnels, LST and ILST. 

Recently a fourth item is occasionally introduced into 
the settling chamber: a smoke or seeding generator for 
laser flow visualisation studies. In order to pinpoint a 
certain streamline or streamtube, a traversing device 
and/or spatially distributed smoke/seeding injector can be 
used. Exploratory tests in a model tunnel at NLR have 
revealed that, for stability reasons, injection upstream of 
the heat exchanger is the most suitable place. Besides, 
the flow disturbances from these devices are best 
damped by the downstream heat exchanger, flow 
rectifier, and screen package. Similar experience is also 
attained at DNW. Therefore in the NLR’s high speed 
tunnel, HST, a traversing smoke/seedingmechanism will 
be installed in front of the heat exchanger and whether 
this device will have to be removed when flow seeding 
is not needed, has still to be determined in practice by 
observing flow quality during a calibration campaign. 

5. TEST SECTION 
The flow within the test section and the test capabilities 
count for the aerodynamic researchers. Therefore, 
although the test section is part of the airline, it will be 
discussed here separately. The following topics will be 
discussed in this section: 
- Test section shape 
- Provisions in the walls 
- Model supports and logistics. 
These topics are interrelated but nevertheless it will be 
tried to describe them separately. 

5.1 Test section shape 
Modern wind tunnels have either a square- or a 
rectangular cross section. It is thought that for high l i f t  
testing such as for helicopters or for V/STOL planes, 
square shapes would be better then the rectangular ones. 
Experience in DNW has shown for the past 15 years of 
operation that the rectangular 8 x 6 m test section is 
used by far the most for aerospace testing relative to the 
available square 6 x 6 m and 9.5 x 9.5 m test sections, 
also for helicopter work and high l i f t  devices. 
Comer fillets are rarely used anymore. It will disturb the 
routinely applied wall correction methods and with 
properly designed contractions, flow separation in the 
corners can be prevented. Besides, without those fillets 
the full side walls height and floor/ceiling width are 
available for easy access and instrumentation. 

The test section length should be at least about three 
times the average of width and height (or d A . )  (to 
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13 m to model centre 

prevent buoyancy effects from the test section diffuser) 
with the model center at approximately one third from 
the test section entry under the conditions that the 
contraction is designed according to the Borger/NLR 
approach. 

q 
90 
- 

0.95 

0.90 

One set of walls should be parallel to accommodate a set 
of axially aligned turntables in these walls (in the three 
tunnels considered herein the floor and ceiling). The 
other set should be diverging somewhat to compensate 
for displacement due to boundary layer growth along all 
four walls. 
In all three tunnels a value of 0,2 degrees divergence 
(relative to the test section axis) was selected but it was 
found that in all three tunnels this resulted in some 
overcompensation as is shown in table 1. 

- 

- 

Table 1 Static pressure gradients at T.S. axis for 
DNW, LST and ILST 

withouf 
DNW LST ILST BL 
8 x 6  6 x 6  

closed slotted closed 

so 0.004 0.0032 0.0046 0.003 0.0012 0.014 

It may be concluded that a value of divergence of 0,lS 
or 0,17 degrees would have been a better average choice. 
Nevertheless, the effect of this buoyancy on drag 
measurements is only of the order of one drag count or 
less and therefore can be disregarded for most tests. 

5.2 Provisions in the walls 
Low speed aerodynamists want to watch their model 
during tests. Also modern flow visualization techniques 
require good access to the flow field by passing laser 
light bundles inside the flow. Therefore all four walls 
should be equipped with removable windows where 
possible. Depending on the optical demands various glas 
qualities may be used. At DNW the windows consists of 
three sheets glued together to prevent scattering at 
accidencewhereas in LST and ILST Plexiglas panels are 
used. Special glass is to be used when high power laser 
light bundles have to pass the windows. Window panels 
are usually removed when necessary to stick probes or 
traversing mechanisms into the floor. The side walls are 
further provided with entry doors for human access and 
at DNW also to enter a cherry picker to reach the model 
for adjustments or checks. 

At ILST and LST a removable test section part is 
provided with a set of synchronous and axially aligned 
turntables in the floor and ceiling. Both tunnels also 
have a similar turn table at the downstream end of the 
test section for wind hinderance testing. 

At LST and DNW sets of almost full test section length 
rulers with static pressure ports can be installated along 
the test section walls to measure the wall pressure 
distribution. They are used for wall interference 
assessment using methods based on measured boundary 
conditions. Having available such devices turns out to be 
very handsome and practical. 

Wind tunnel walls are also often used to install a fast 
acting q-stopper in the form of fast opening doors or 
protruding panels. The walls of the tunnels under 
consideration herein are not designed to accommodate 
such devices. Instead, at DNW an extremely fast: q- 
stopper was developed and designed consisting of a 1 m3 
pressure vessel on the tunnel axis at the entry of the test 
section diffuser. At trigger a small fast acting valve is 
opened initiating a set of retro airjets opposing the flow. 
This causes a weak upstream travelling shockwave that 
passes over the model. See fig. 1 1 .'Model tunnel tests in 

nozzle detail 

@ -/- 

nozzle and valve assembly 
faired strut compression wave 

\ 
0-stopper 

--- 

test section transition section 

0 2 4 meter 
U 

_ _ _ _ _ _ _ _ _ _ -  1.001 , E \ 

\ ,shut-of fan 

v total effect '\ \ 
0.851 I I I I I I I I I I 

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0 
time after trigger (s) 

Fig. 11 Q-stopper design for DNW 
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the DLR MUK have shown that the q value can be 
reduced 10% or more within 0,2 seconds after trigger. 
Jet braking is only required for a few seconds when 
simultaneously the fan drive is turned of as well. 
However the q-stopper has not been realized yet because 
no use has shown up so far, but the interfaces with the 
first part of the test section diffuser have been included. 

All four walls of the 8 x 6 and 6 x 6 test sections of the 
DNW are equipped with remotely adjustable slots (max. 
12% open) at a pitch of 1 m in order to reduce wall 
interference. This provision was made in the seventies 
because it was assumed at that time that within the 
foreseeable future methods will become available to 
assess the residual wall interference. Although it has 
been demonstrated that the wall interference reduces 
with a slotted wall, the residual interference is still hard 
to determine. Therefore the slotted wall arrangement is 
not much used. Maybe future developments will change 
this picture. In the 9.5 x 9.5 m DNW test section and in 
the ILST provisions for a slotted wall arrangements are 
made, but not yet realized and it is felt that this was a 
good decision. Work is still going on in a joint effort at 
NLR, DNW and DLR to better understand and assess 
wall interferences with slotted walls. It should be 
remarked here that slotted walls consume much energy 
and that special reingestion measures have to be taken to 
prevent strong axial pressure gradients (and hence 
buoyancy) in the test section (ref. 2). 

convertible 8 x 616 x 6 test section 

In the DNW test sections, the floors can be interchanged 
with a variety of floor hatches containing either 
turntables, slotted wall arrangement or a (moving) 
ground board provision for ground proximity testing (see 
fig. 12). In the smaller and less complex ILST and LST 
some of these provisions are fixed to the test section and 
for exchangeability the entire test section part is 
exchanged. It is felt after many years of testing 
experience that it has been a good decision, for reasons 
of costs and complexity, to provide the (large) DNW 
with exchangeable hatches and the smaller tunnels with 
exchangeable test section parts. 
In all tunnels provisions are made to install an axial 
blowing slit for boundary layer energizing in front of a 
test object when needed. Every low speed wind tunnel 
should have such a provision. At DNW also boundary 
layer scooping is used. 

5.3 Test section and model logistics 
The last paragraph of the former section already refers 
to test section component exchangeability. To plan a test 
section, its provisions in and around it and the associated 
testing hall and related building arrangement, a clear 
view must be developed on 'the tunnel usage in the 
envisaged market segment. For example the predecessor 
of the DNW at NLR, the LST 8 x 6 was planned 
initially (late sixties) for V/STOL aircraft development 
testing. Then environmental issues became a hot item 
and noise testing at model scale was requested aiming 

/ I I 

9.5 x 9.5 test section 

underfloor balance multi-purpose, moving belt ground plane 
turntable with struts heavy-duty turntable (not in 6 x 6) 

slotted floor section 

Fig. 12 Test section floor interchangeability at DNW 
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for an open test section. The DFVLR (now DLR) 
brought in high speed helicopter testing giving the 6 x 
6 m test section arrangement and full scale component 
testing asking for the 9.5.x 9.5 m test section. So the 
DNW was set up for a multi purpose atmospheric test 
facility with many testing capabilities including 
extensive propulsion simulation. Studies between a 
tandem test section arrangement and a exchangeable test 
section arrangement soon revealed, for aerodynamic 
(possible flow separations)and productivity (preparation) 
reasons, that an exchangeable test section arrangement 
should be preferred. This has the additional advantage 
that a (removable) model support, can be installed of a 
fixed location to the foundation. 

Feasibility studies showed that the 8 x 6 m and 6 x 6 m 
test sections could be combined in a single arrangement 
by moving the sidewalls inward and having at the 
downstream end the last 6 m hinged forming a steep but 
short diffuser. 

Model tunnel tests further showed that for the open 8 x 
6 m test section, the 13 m long 9.5 x 9.5 m transition 
piece to the test section diffuser could be used as a flow 
collector for the open 8 x 6 m test section arrangement. 
In total this required 6 pieces to be interchanged 
(2 movable contractions, 2 test sections, 2 transition 
pieces with the diffuser). Having this interchangeability 
done by a rail 'system, would require a complex system, 
huge halls and would give little flexibility. This was the 
reason why a transport system based on aircushions was 
selected. Although it was risky at that time for such 
large and heavy applications, the system has shown its 
value in practice. The (concrete) floor should be very 
flat, horizontal and air tight (cracks may cause problems 

I 

I tests with sting support I I testing with external balance I 

I support interference I I non-aeronautical testing 1 
Fig. 13 Possible test section arrangements at ILST 

because air pressure then penetrates the concrete and 
may separate layers). The same transport system was 
selected for the LST. The selected ILST test section 
arrangement could be easily handled by a rail system 
and to ensure trouble free operations this system was 
selected in Indonesia (fig. 13). 

Model entry into the test sections is relatively easy for 
exchangeable test sections either from downstream or 
from upstream. This can also be done when the test 
section to be used is in situ in the circuit by removing 
the adjacent component (e.g. the contraction at the 
DNW). 

Whereas the model supports of the DNW are fixed to 
the foundation, at the LST and ILST these devices are 
fixed to a particular test section component. This gives 
the advantage at DNW to use the model support for any 
test section and also in the open test section 
arrangement. This requirement was not present at the 
other two smaller tunnels having both a single test 
section size. To this end at both tunnels the test section 
is split in an upstream and downstream part and at both 
tunnels the upstream part is executed in two 
configurations of which one configuration carries an 
external six component balance (see fig. 14a) on top of 
the turntable in the ceiling. The other upstream test 
section part of the LST contains a set of turntables in the 
ceiling and floor (for 2-D testing for example) and at the 
ILST this is simply an empty box. At ILST the 
downstream end is also executed in two fold of which 
one part carries a sting support mechanism (see fig. 14b) 
and the other part a turntable for industrial testing, 
similar as at the LST. So at the ILST by combining the 
two upstream and two downstream parts four test section 
configurations can be made for particular test purposes 
(see fig. 13). 

At both DNW and ILST two model preparation rooms 
are available. Models can than be brought into the test 
section at DNW with the use of a movable (on 
aircushions) elevator. For the ILST an overhead crane is 
used either when these test sections are in situ or 
removed from the circuit. At the LST the test section 
parts can be moved in front of a workshop at the same 
floor level for easy model preparation, mounting and 
check-out prior to movement into the circuit. From 
experiences these three systems for model preparation, 
mounting and check-out are satisfactory for efficient use. 

5.4 Model supports 
All three tunnels have an external 6-component balance 
and a sting support mechanism for model support via an 
internal balance. 
For multi-use requirements the DNW external balance is 
a floor balance (fig. 15). Although easy for use for floor 
mounted half models and full-scale cars and trucks the 
support of full airplane models is cumbersome because 
only strut supports can be used. In particular the tail 
strut (and especially the wind shield thereof) gives a 
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Fig. 14a ILST upstream test section part with external balance 

Top view 

Side view 

Fig. 14b ILST test section configuration with sting 
support mechanism 

Fig. 15 External balance of DNW with a model 
supported by struts 
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substantial aerodynamic interference. Since the test 
section and the external balance are essentially 
uncoupled (both separately fixed to the foundation) the 
yaw and pitch movements have to be carefully 
synchronized. Since the external balance can be moved 
on aircushions as well, the balance can be calibrated in 
a special calibration hall, assuring that the (usually long- 
lasting) calibration process does not interfere with wind 
tunnel tests. 

The LST and ILST have a similar overhead balance 
allowing both strut (wing and central) and wire 
suspension (see fig. 14a). Although wire suspension does 
not give accurate drag data, the other aerodynamic 
interferences are minimal and therefore it gives a good 
basis for interference free testing with the other model 
support systems. Pitching can be done either bij a pre- 
loaded pitching wire or by an internal pitch mechanism. 
Both at ILST and LST the external balances showed to 
be real work horses and proved to be very stable in 
course of time. The external thermal covers and 
temperature controls of the ILST and DNW balances 
further improve stability in read-out. 

The work horse at DNW is the-sting support mechanism 
(fig. 16). DNW has developed an elaborate method for 
sting support interference corrections for the various 

l m  
U 

Fig. 16 Sting support mechanism of DNW 

stings (dorsal, tail, ventral). The DNW sting support 
mechanism consists of a streamlined strut, that can move 
up and down on vertical rails in a 14 m.deep pit. This 
strut supports an articulated boom for yaw and incidence 
movements. As a consequence the center of rotation 
moves back and forward. Because all movements are 
independent the system can also be used to position 
models just above the moving belt ground plane at the 
floor level. All movements are powered hydraulically 
and in the early phase it 'was problematic to take-over 
from. the stationary brake position to live hydraulic 
power control without shaking the model and hence 
possibly damaging the balance. Now this phenomenon is 
well under control. 
This last phenomon was the main reason to select for the 
ILST an electromechanic drive and control and besides 
to have for pitch and yaw each only one single drive. By 
linkages and torsion tubes it was possible to transfer 
external movements to the sting movements such that the 
center of rotation remains at place. The vertical strut is 
moving laterally when yawing the model keeping the 
boom in flow direction (fig. 14b). This requires the use 
of rolling doors in the ceiling and floor of the 
downstream test section. The boom is relatively of 
similar size as the DNW boom that so it may be 
expected that interference effects are similar as well. 
Although it was planned to execute an extensive 
supporthting interference exercise in the ILST, this has 
not been done yet and LAGG (the ILST owner) mainly 
uses the external balance with strut supports, applying 
now and then a wire suspension for baseline data. 

Recently the LST was equipped with a simple sting 
support mechanism by placing a segment pitch 
mechanism in the upstream turntable (fig. 17). From 
studies at DNW it was concluded that for models of 
transport aircraft, use of ventral stings is a good solution, 
for interference reasons, often better than tail stings. The 
LST sting support mechanism can be easily combined 
with ventral stings giving a good and cheap solution. 
However not much experience is available yet. 

turntable centre 

~ rix.cornoonent balance 

lowr turntable 

Fig. 17 Sting support mechanism of LST 
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6. CONCLUDING REMARKS 
It has been tried to give an overview of the experiences 
gained since the mid seventies during the realization, and 
operation of three low speed wind tunnels in which NLR 
was strongly involved. Some explanations and 
backgrounds have been given on aerodynamics and 
operational issues and where possible experiences and 
recommendations stated. A selection has been made of 
topics without going into depth nor having the pretention 
of being complete. The following general conclusions 
can be drawn from the above: 
- The airline as developed at NLR is a conservative 

but solid basis for subsonic wind tunnels giving 
data which are close to what the aerospace industry 
is aiming for. Of course further refinements will 
always be possible and certainly will come up in 
the symposium where this paper will be presented. 
It is wise to design a low speed facility for multi- 
purpose use. It is difficult to predict which testing 
capability will ultimately make the tunnel 
successful in operation and this will change in 
time. For example the aero-acoustic testing 
capability is one of the high- lights of DNW. The 
car industries used this facility extensively until 
they built their own facilities. Who would have 
thought that full scale truck testing would be a 
major application of the 9.5 x 9.5 m test section of 
the DNW? 
Great care must be devoted to the manufacture and 
installation of the inserts in the settling chamber. 
Almost non measureable deviations to the ideal 
screen properties have measureable effects on the 
flow angularity. 

- It is believed that the sequence and relative 
distance of the inserts on the settling chamber as 
described in this paper contribute to high flow 
quality. 

More theoretical and experimental work should be 
done to better understand whether and how 
secondary flows in the contraction may effect the 
flow in the test section and which improvements 
may be useful. 
Tunnel operators and users have a tendency to stick 
to a model support system in which they have 
gained confidence by building up a data base. This 
is the case at DNW for the sting support system 
whereas in Indonesia the external balance is 
primarily used. 
Little has been said herein on the open test section 
of the DNW, because in a subsequent paper this 
item will be treated extensively. 

- 

- 

- 

- 

- 
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THE AERODYNAMIC AND STRUCTURAL DESIGN 
OF THE DRA 5-METRE AND ONERA Fl  

LOW-SPEED PRESSURISED WIND TUNNELS 

D S Woodward (Defence Research Agency, Farnborough, Hants GU14 6TD, UK) 
G Francois (ONERA, France) 

N J Taylor (Defence Research Agency, UK) 

Abstract 

This paper describes the aerodynamic and structural design of two pressurised low-speed tunnels 
built in the 1970’s to achieve a Reynolds number of 6x 1 O6 and, at the same time, to enable the effects 
of compressibility and scale to be studied independently in tests of aircraft models in take-off and 
landing configurations. Despite being designed to similar specifications and providing comparable 
levels of flow quality, productivity and customer confidentiality, the tunnels differ significantly in 
several important aspects of their design. The principal features of the two designs are reviewed and 
a few examples of the compressibility and scale effects that have emerged from the test programmes 
in each tunnel are presented. 

List of symbols 

Cp pressure coefficient 
H total pressure 
M reference Mach number 
P static pressure 
P’ pressure perturbation, r.m.s. value 
9 dynamic pressure, %pU2 
Re Reynolds number 
U streamwise velocity component 
U’ 

V’ 
w‘ 
U reference velocity 
i3 mean streamwise velocity component 
P density 
h 
Suffices: 
O,mF reference values 

streamwise perturbation velocity, r.m.s. value 
lateral perturbation velocity, r.m.s. value 
normal perturbation velocity, r.m.s. value 

loss or power factor, Ap/q 

1 INTRODUCTION 

In the late 1960s, many voices were raised in favour of building a number of new low-speed wind 
tunnels. Those whose imagination had been fired by the possibility of city-centre to city-centre 
V/STOL transports argued for much larger atmospheric tunnels in order to reduce the wall-constraint 
on the path of the lifting jets. On the other hand, those who saw the future remaining with CTOL 
aircraft were becoming increasingly aware that the existing atmospheric wind tunnels - typically 
around 3m square - were unable to give reliable data on the maximum lift and stalling behaviour for 
the then current generation of swept-wing civil transports. For these people, the results of the 
AGARD studies on large wind t ~ n n e l s ~ ’ ~  indicated that the most cost-effective way of achieving the 
desired levels of Reynolds number was by smaller pressurised tunnels. (While the concept of a 

1 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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cryogenic wind tunnel had been put f0nvard,4,~ the possibility of a practical implementation6 had not 
yet been considered.) Thus, while the Lockheed Aircraft Company, the Canadian Government and 
the German and Dutch Governments in collaboration chose to build atmospheric-pressure tunnels 
approximately 10m square, the UK and French Governments opted to build pressurised facilities of 
roughly a quarter of this size - 5m square. 

With the passage of time, V/STOL city-centre to city-centre transport has been found to be 
impracticable due to noise and other environmental constraints. As a result, the large atmospheric 
facilities have been forced to diversify into non-aeronautical fields to absorb their excess capacity. In 
contrast, the pressurised facilities have remained in demand and have needed regular enhancement 
and updating. This demand stems from the continuing desire to improve take-off and landing 
performance: for civil transport aircraft, the rewards for achieving higher take-off weight for a given 
runway length, and/or lower drag levels (with one engine failed) during climb-out from an airfield, 
are at least as significant as improvements in the high speed portion of the flight envelope. When 
combined with the requirements for approach and landing, these aspects of performance translate into 
a range of exacting targets for lift-to-drag ratio and maximum lif t  coefficient. For almost all civil 
aircraft and many of the military CTOL aircraft designed in the last two decades, it has been 
necessary to employ complex systems of slatted and slotted flaps in order to meet these targets. 
Optimisation of the flap design and schedule continues to be beyond the capability of CFD codes. 

Although the flight Mach number is low under take-off and landing conditions, the high l i f t  
coefficients involved generate high local velocities, particularly near the wing leading edge. These 
may result in significant compressibility effects on maximum lift. Hence, it is important that tests are 
conducted at the correct Mach number. Moreover, when testing scaled models, extrapolation to full- 
scale performance may only be made with reasonable confidence if the effects of compressibility and 
scale can be isolated in the test data. This requires that a pressurised wind tunnel should be used for 
such investigations. 

In the UK, one such facility - the 8ft High Speed Tunnel at DRA (then RAE) Bedford - already 
existed. However, its low speed Reynolds number capability was thought to be insufficient for testing 
models of the larger aircraft that were emerging at the time. Moreover, this tunnel was already 
heavily utilised on other projects. Therefore, the case for a new low-speed pressurised facility was 
made. First submitted to the UK Government in 1967, approval to proceed with the design of the 5m 
tunnel at DRA Farnborough was originally granted in 1969. This approval was renewed in 1971 after 
a review necessitated by cost increases and Government re-organisations. The shell was 
pneumatically pressure tested in 1975 and air was driven round the circuit for the first time in 
November 1977. The corresponding French tunnel, the F1 tunnel at ONERA Le Fauga Mauzac, was 
designed between 1971 and 1973. Construction started in January 1974, as soon as approval was 
given. Pressure tests were conducted in May and June 1976 and the first rotation of the fan occurred 
on July 30th 1976. External views of the two tunnels are presented in Figure 1. 

This paper describes the aerodynamic design of both tunnels, together with some of the key aspects 
of their structural and mechanical design. 

2 DESIGN REQUIREMENTS 

The main requirement for both tunnels was the same - testing of models in take-off and landing 
configurations, with a good representation of complex shapes, at a significant Reynolds number. In 
detail, this was expressed as:- 

a. At a Mach number of 0.2, the Reynolds number must be at least 6x106, based on a 
conventional reference length of 0.1 x(test section area)”2, a measure of the maximum 
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Working section size 
Pressure and Mach Number 
or speed requirements 
Maximum temperature 

permissible mean chord for a complete model of an aircraft with wings of high aspect ratio. 
This is roughly a quarter of the flight Reynolds number for a typical 300-seat transport 
aircraft. 

5m x 4.2m 
H,,, = 3atm; Mmax = 0.27 
Hmin = latm; M,, > 0.3 1 
3 5°C <40°C 

4.5m x 3.5m 
H,, = 4bar; Urnax = 70m/s 
Hmin = 1 bar; U,,, = 120m/s 

b. The maximum stagnation pressure must be sufficiently high as to provide a significant 
variation of Reynolds number at constant Mach number consistent with the needs to avoid a 
hydraulic over-pressure test of the shell, limit the aeroelastic distortion of the model when 
testing at maximum dynamic pressure and prevent excessive over-sizing of stress-critical 
model components like slat and flap supports. 

When combined with the need to ensure that the constraining effects of the tunnel walls were small 
enough to be predicted with adequate accuracy on models of sufficient size to allow small but 
significant details of the high lift system to the properly represented, these requirements were 
translated into the following design parameters: 

I DRA5m I ONERA F1 

These working section sizes were large enough to permit actuators to be installed inside models, 
allowing adjustments to be made to certain parameters - the tail setting, for instance - remotely, 
without requiring direct access to the working section. For F l y  the pressure of 4bar was the maximum 
allowed by the pressure vessel regulations. Also, although strictly speaking, a smaller tunnel would 
have given the specified Reynolds number - its size.was increased in order to be closer to that of the 
UK t u n n e ~ . ~  

The following stipulations were also made: 

a. The stagnation temperature should be as close as possible to ambient, without employing 
expensive cooling plant. 

b. The flow quality in the working section should be uniform in space and stable in time, 
with low noise and turbulence. In order to prevent the variations in flow quality with speed 
and operating pressure from becoming significant (and therefore introducing additional 
effects that cannot be separated from the genuine effects of scale and compressibility), the 
following targets were set for the 5m tunnel: maximum permissible variations in dynamic 
pressure of *O.l%; zero longitudinal static pressure gradient and longitudinal turbulence 
levels no greater than 0.1%. 

c. The time required to access the working section should be comparable with that in large 
low-speed tunnels operating at atmospheric pressure. (This precluded normalising the 
pressure throughout the circuit when operating above atmospheric stagnation conditions; in 
the 5m tunnel, a provisional target of 10 minutes was set.) Provision should also be made to 
allow for the complete preparation of the model mounting and instrumentation outside the 
tunnel. 

d. Various model mounting arrangements should be accommodated - complete model on a 
sting supported by a quadrant, or on several types of struts connected to a wall balance; half 
model on the same wall balance - and provision should be made for future improvements. 
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Models should also have access to suction plant and a high pressure air supply for suction or 
blowing. 

e. Optical access to the working section should be provided at all test conditions. 

f. Control of the facility and tunnel conditions (pressure, temperature and wind speed) should 
be computerised and enable constant Reynolds number and Mach number conditions to be 
produced automatically. The data acquisition system should be versatile and capable of 
measuring the force and moment outputs from several balances and large numbers (>1000) 
of pressures simultaneously. For efficient management of the test programme by the 
customer, the data should be reduced and the corrected results displayed on-line. 

3 GENERAL DESCRIPTION OF THE DRA 5m TUNNEL 

3.1 Air circuit 

A cutaway drawing of the facility is shown in Figure 2. The tunnel has a conventional closed-return 
circuit with 5%” diffusers throughout, except for the passage surrounding the main drive fan and the 
more rapid expansion between the fourth comer and the cooler. The pressure shell, a one-piece 
welded steel structure with no sliding or bellows-type joints, is everywhere circular in cross-section. 
Internal liners are incorporated throughout the settling chamber, contraction and working section to 
make the air-swept surfaces rectangular with corner fillets. The fillets were introduced as a 
convenient means for reducing the likelihood of problems being encountered with corner-flow 
separations in the contraction and working section, reducing wall interference effects on model lift’ 
and, more importantly, accommodating the streamwise growth of the wall boundary layers in the 
working section. This is achieved by tapering the fillets in the working section. In order to reduce the 
possibility of secondary flows being established in the working section, the octagonal cross-sectional 
shape of the liners is kept almost constant from the settling chamber to the entrance of the working 
section. 

Compressors, coolers and driers in the auxiliary plant room deliver air at 4.5bar to a manifold 
situated under the main drive unit. “Blowdown” valves used to control the pressure in the tunnel are 
connected to the other end of this manifold. Air is admitted into (or allowed to escape from) the 
circuit via chordwise slots in three of the straightener vanes aft of the fan. As the compressors operate 
at constant mass flow, their output is not always matched to the tunnel demand. Surplus compressed 
air, together with any exhausted from the circuit, is discharged to atmosphere via a silencer (not 
shown in Figure 2). Additional plant (also not included in Figure 2) provides a high pressure air 
supply to the working section. This may be used to provide boundary layer control, direct jet-blowing 
or input to TPS units on complete or half models. 

The cooler, shown in Figure 3, is made from two rows of elliptic tubes with closely-spaced flat 
rectangular fins and can dissipate the whole power input of the fan drive whilst maintaining an air 
temperature of 40°C or less. The pressure drop across the cooler makes possible the use of a rapid 
diffuser upstream, with a consequent shortening of the return circuit and reduction in cost of the 
pressure shell. The transition from circular to octagonal internal cross-section is also made within this 
diffuser. It was originally intended that the cooler should act as a fine-mesh honeycomb which, when 
followed by two 1.5q screens, would enable the specified flow uniformity to be achieved within the 
working section. However, in this part of the tunnel, a sequence of events has produced significant 
changes between the initial design and what is installed in the tunnel today. 

Firstly, the pressure drop of the screens was reduced from 1.5q to 1. lq for the reasons described in 
Section 4.2. Secondly, due to faults in the construction and assembly of the cooler bundles, it was 
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necessary to insert an additional conventional honeycomb between the cooler and the screens in order 
to meet the specified flow uniformity. Finally, after about a year of operation, severe corrosion was 
discovered in a large number of the brazed joints at the “crossover” points of the individual wires in 
the stainless steel screens, thus reducing the strength below the required safety level. To prevent 
future recurrence of the corrosion problem, phosphor-bronze replacement screens were chosen and, 
for practical reasons, these were selected to have a pressure drop of slightly less than 1 .Oq - which the 
investigations described in Section 4.2 show to be acceptable. These proved to be the only 
modifications to the circuit that had not been anticipated during its design. 

3.2 Main drive system 

The main drive motors are housed inside a nacelle of 6.1 m diameter within the return leg of the air 
circuit. The drive consists of an a.c. motor of llOOOkW continuous output, controlled by a liquid 
rheostat, together with a 1640kW d.c. motor controlled by thyristors. 

The fan system, shown in Figure 4, comprises 21 cambered and twisted pre-rotation vanes, a 10- 
bladed single stage rotor and nine symmetrical straightener vanes. The use of a fixed-pitch fan 
ensures a uniform velocity distribution to the main diffuser at all tunnel speeds. The fan has an 
outside diameter of 10m. Each blade is 1.95m long and has a chord of 0.92m, with the thickness-to- 
chord ratio varying from 10% at the tip to 20% at the root. The blades are made from glass fibre 
reinforced Araldite and are bonded in a special wayg to steel root fittings. Strain gauges have been 
installed on three of the fan blades so that the local dynamic loading can be monitored while the 
tunnel is running. 

3.3 Access to the working section 

One of the distinctive features of the tunnel is the arrangement incorporated to ensure rapid access to 
the model. The basic principles of its operation are illustrated in Figure 5. Two concentric spheres 
surround the working section. Parts of the working section walls at the upstream and downstream 
ends can be rotated, so that pressure doors on the outside of the inner sphere can be swung across the 
air passage and closed on to the inner sphere. This can then be de-pressurised to give personnel 
access to the working section. A period of about 6 minutes is needed to stop the fan, move the 
pressure doors into position and obtain access to the model. A similar time elapses from finishing a 
model change to being back on-condition and ready to acquire data. 

This “double-sphere” access arrangement is one of the key structural aspects of the design, because 
the outer pressure shell is continuous and stresses in it are not affected by access to the model. The 
tunnel is fixed to earth at the base of the double-sphere and all the other attachments allow 
longitudinal and lateral displacement due to expansion under pressure and temperature variation. 

The model, together with all the instrumentation needed for the test, is mounted on a “cart” which 
forms the floor of the working section. The working section can be rotated about the vertical axis of 
the spheres until it lines up with the main access tube, as shown on Figure 6. The complete cart can 
then be driven electrically along a railway on to a turntable and parked in one of the four bays in the 
rigging area, as shown on Figure 7. In this way, the cart in the working section may be replaced and 
another model made ready for testing in less than an hour - although, in practice, it is rarely necessary 
for a model changeover time to be so short. 

3.4 Outline of aerodynamic performance 

The operating envelope of the tunnel is shown in Figure 8, where it is compared with that of the 
ONERA F1 tunnel. Here, Reynolds numbers are based on 1/10 of the square root of the cross- 
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sectional area of the working section (0.46m for the 5m tunnel; 0.397m for the F1 tunnel). Complete 
models of transport aircraft with high aspect ratio wings may achieve values of Reynolds number 
about 10% greater than those shown; military aircraft models of lower aspect ratio, some 80 to 90% 
higher. The use of half models can increase the Reynolds number by about 50% relative to that 
attained with a corresponding complete model. 

4 AERODYNAMIC DESIGN OF THE DRA 5m TUNNEL 

Since the design was initiated in the late 1960s, it was not able to benefit from the sophisticated CFD 
codes that exist today. Instead, an approach utilising a combination of the empirical design rules and 
analytical methods available at the time was taken. As two previous low-speed tunnels designed by 
the then RAE had suffered from significant flow problems during commissioning, it was decided to 
support the design decisions with tests on 1/15th scale models of individual parts of the circuit. Some 
of these individual models were also assembled to form a complete model of final design of the 
working section leg of the tunnel - running from the start of the rapid diffuser to downstream of the 
first corner. A bell-mouth entry to this model was designed to produce a uniform entry flow. 
Alternatively, a long pipe upstream of the rapid diffuser section could be used to produce a fully- 
developed turbulent pipe-flow at entry. 

The design methods and assumptions appropriate to each part of the tunnel circuit will now be 
described in some detail, alongside a selection of experimental results from the model. 

4.1 Design of the rapid diffuser 

The rapid diffuser, located between the fourth corner and the cooler, was employed to minimise the 
size (and thus the cost) of the pressure shell whilst enabling an acceptable contraction ratio to be 
obtained ahead of the working section. An area ratio of 1.53: 1 was selected to provide an appropriate 
balance between the rise in air pressure associated with its diffusion and the subsequent fall in 
pressure resulting from its passage through the cooler so as to ensure satisfactory flow within the 
diffuser. The rapid diffuser was also designed to provide the desired transition in cross-sectional 
shape from circular to octagonal. 

The initial design used a simple straight-line generation and was totally unsuccessful in model tests, 
the flow separating compl.etely on entering the diffuser and proceeding to the cooler virtually 
unretarded. The second design was based on a scheme for diffusers at the inlet to aerodynamic 
coolers suggested by Kuchemann and Weber." The profile and wall pressure distribution of a so- 
called "streamline" diffuser are compared with those of a more conventional "sine-wave" design in 
Figure 9a. Note the smaller adverse pressure gradients on the walls of the streamline diffuser. The 
significance of this is illustrated in Figure 9b. A recent paper by Seltsam" shows similar behaviour 
and supports the general shape chosen for the diffuser. 

A three-dimensional diffuser shape was derived on the basis of information similar to that presented 
in Figure 9a. The resulting design was as close as possible to the specified variation of cross- 
sectional area and wall shape, whilst still providing a smooth transition from circular section at inlet 
to octagonal at outlet. Both square and pipe-flow inlet velocity profiles were studied during model 
tests of this diffuser. The cooler was simulated using a 2q screen - see Figure 10. Pitot-static traverses 
were made at several stations inside and downstream of the diffuser, wall static pressures were 
measured and the surface flow was examined with tufts. These tests indicated that the diffuser 
performed acceptably. However, its walls were made entirely of double-curvature plates. Therefore, 
in deference to future manufacturing difficulties, it was decided to modify the design to include large 
areas of single-curvature and to increase the size of the fillets at the diffuser exit so that the 
maximum angle through which the flow was required to turn was reduced from about 50" to 30". 
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The results for this third design were very similar to those of the second and showed a very even 
distribution of dynamic pressure (and total head) downstream of the cooler for pipe-flow at inlet - 
better in fact than for the case of square inlet flow. This data, a sample of which is presented in 
Figure 11, indicated that the flow in the working section would be within the specified uniformity. 
(Assuming that the velocity variations in the settling chamber downstream of the cooler remain 
quantitatively the same whilst the velocity increases through the contraction, the maximum 
permissible percentage variation in the settling chamber will be approximately C2 times larger than 
that in the test section, where C is the contraction ratio. For a contraction ratio of 7.64 and an 
allowable dynamic pressure variation of +0.1%, the maximum variation in velocity in the settling 
chamber downstream of the cooler is approximately k6%.) 

In order to reduce the manufacturing difficulties even more, the remaining areas of double-curvature 
were transformed into a series of single curvature sections by utilising the surfaces of truncated 
cones. The resulting geometry and developed surfaces are shown in Figure 12. At the same time, the 
height of the settling chamber was reduced by about 2ft to suit the maximum length of continuous 
cooler tube which could be supplied. The attendant flattening of the roof and floor of the diffuser is 
clearly visible in Figure 3. 

4.2 Design of the settling chamber and screen positions 

The settlin chamber is 15ft long and contains two smoothing screens. Following the work of 
Bradshaw, screens with a 1.5q pressure drop were selected in preference to the theoretically 
optimum value of 2q. In the original layout, shown in Figure 13, the second screen was placed at the 
exit of the settling chamber (i.e. at the start of the contraction), with the first screen 6ft further 
upstream. This left 8ft between the downstream side of the lft-wide cooler and the first screen. The 
rapid diffuser described above was then tested in combination with this arrangement of smoothing 
screens, contraction, and working section; the cooler being represented by a 2q screen with the 
addition of a honeycomb. The results indicated a total head distribution in the working section which 
was 2% lower in the centre than at the sides. It was quickly realised that this “dishing” was caused by 
the proximity of the final smoothing screen to the contraction - the flow on the centre-line starts to 
accelerate before the flow near the walls. Therefore, tests were undertaken with additional lengths of 
settling chamber inserted downstream of the second screen. 

14 

Figure 14 shows that the settling chamber would need to have been extended by 12ft in order to 
produce a total head variation of fO.l%. For the reasons outlined below, this was not an acceptable 
solution for the real tunnel. However, by reducing the gap between the screens to lft and re- 
positioning the first screen, it seemed possible to increase the distance between the second screen and 
the contraction to 6ft. With this spacing, a second investigation was conducted in which the total 
pressure drop of the two screens was varied - producing the results shown in Figure 15. From this 
figure it is clear from the results at Aq=O that the exit flow from the cooler had a total head 
distribution which was high in the centre. This was to be expected since the flow at the edges of the 
cooler had to turn through about 50” as it passed through the cooler into the settling chamber. Thus, 
the variation in the total head distribution entering the working section could be controlled by 
arranging the “dishing” from the screens to counteract the distribution imposed by the cooler. The 
results in Figure 15 show that the desired variation o f f  0.1% could be achieved by reducing the total 
screen pressure drop from 3.0q to 2.4q and accepting the small consequent increase in the turbulence 
level. Later, further re-design increased the distance between the second screen and the contraction to 
7.5ft and the total pressure drop across the screens was reduced to 2.2q. The final configuration is 
compared with the initial one in Figure 13. 

It is quite clear from the above that the quality of the flow in the working section is largely 
determined by the constraint on the length of the settling chamber. This was determined by an early 
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decision on the length of the working section leg of the tunnel, driven by the need to constrain the 
constructional costs. This experience therefore provides a cautionary tale for the design of future 
tunnels: the overall length of the tunnel should be sufficient to allow a settling chamber of adequate 
length. It also points to the importance of model tests, since it is unlikely, for the foreseeable future, 
that CFD methods will be capable of successfully balancing the total head variations coming from 
the cooler and the screens. Figure 26 demonstrates that the solution derived from the model tests has 
been successful in the real tunnel. 

4.3 Design of the contraction shape 

An axi-symmetric contraction was designed by the method described by Cohen and RitchieI3 to have 
a contraction ratio of 7.64. This was then transformed, by the method described below, into an 
octagonal section contraction with the required dimensions. 

4.3.1 Axi-symmetric design 

Cohen and Ritchie propose to solve the axi-symmetric incompressible irrotational flow equation 

for a specified axial velocity distribution on the centre line, and then to use any streamline of this 
flow as a candidate contraction shape. They note that the simplest solution to (l) ,  representing a 
uniform cylindrical flow, is 

y~ = 0.5 U r2 (2) 

and suggest that this can be generalised to give: 

If this relation is substituted in (1) and coefficients of r2” are equated, the following recurrence 
relationship is obtained: 

Thus, a complete solution to (3) can be generated in terms of an arbitrary function fl(x) and its 
successive differentials of even order. The function fl(x), which prescribes the axial velocity 
distribution along the centreline, needs to satisfy the following criteria: 

- 1. as x+ + 00,2 f l  (x) + Contraction ratio, C 
- 2. asx+-oo, 2 f  (x)+ 1 
- 3. as x+ oo, fl(n’ (x) + 0 

Cohen and Ritchie suggest that a suitable function satisfying these requirements is: 

(u ) ,~  = 2 fl (x) = A + bl tanh (kl x) + b2 exp (-k2 x2) ( 5 )  

Within this equation, the parameters “A” and “b,” are not entirely independent as they are both 
linked to the contraction ratio, Cy thus: 

A = 0.5 (C + 1) b1 = 0.5 (C - 1) (6 )  
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The independent parameters are kl, k2 and b2. These can be chosen to produce a suitable shape and 
acceptable pressure gradients on the walls. Cohen and Ritchie found the best values to be 

k l  = 0.707 b2 = 0.8 k2 = 0.3 (7 )  

but they limited themselves to 5 terms in the series (3) and experienced convergence problems with 
the shorter contraction shapes - which of course was the main interest here. For this reason, a new 
computer program was written, using Hosenthien’s method14 for the derivation of high order 
derivatives of “tanh(x)”. This program was able to utilise up to 32 terms of the series, if necessary, to 
obtain convergence, and produced a solution for the radius of the contraction by iteration. It was run 
with 30 different combinations of values of the three independent parameters in the ranges given 
below: 

0.9 > kl > 0.6 0.4 > b2 > 0.15 0.8 > k2 > -0.2 

The non-dimensional length, LID, of the contractions produced is plotted against kl  in Figure 16. The 
parameters yielding the shortest contraction in this study were: 

Therefore, the contraction was generated from the initial function: 

2fl(x) = (C + 1)/2 + (C - 1)/2. tanh ( 0 . 8 ~ )  + 0.4 exp( -0 .2~~)  (9) 

4.3.2 Octagonal section design 

Although the axi-symmetrical design selected produced the shortest contraction this still had an 
equivalent length of just over 50ft whereas the required contraction length was a little under 44.5ft. 
Thus, a first transform was used to reduce the axi-symmetric contraction length by 11%. A linear 
transform was not used as this would have increased the adverse pressure gradients on the walls at 
the entrance and exit of the contraction. A cosine transform was therefore constructed which reduced 
the contraction length mostly over the centre region. 

The transformation from the original streamwise ordinates, xi, was defined as: 

x = xi - 0.5(50.014 - 44.83) { 1 - COS ( 7~ . X I  / 50.014) } (10) 

A second transformation was then used to construct an octagonal section with an area equivalent to 
that of the axi-symmetric design, that is 

( 1  1)  
2 A(x) = ab - 2c 

where A(x) is the area of the axi-symmetric design; “a” is the width, “b” the height, and “c” the fillet 
side length of the octagonal section - see Table 1 .  

A linear relationship, using a dummy parameter “y”, was constructed between a, b and c to satisfy the 
end conditions, i.e. 
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The area B(y) is then given by: 

We require A(x) = B(y). Hence for a given A(x) from the axi-symmetric design we have 

i.e. a quadratic equation for y. From the resulting solution, a(y), b(y) and c(y) can be found using 
Equations (1 2). 

The dimensions of the contraction so generated are listed in Table 1 .  Figure 17 compares the wall 
shapes of the octagonal, and circular axi-symmetric, contractions and Figure 18 gives the pressure 
distributions on the walls and a fillet. It may be seen that there were no adverse pressure gradients on 
the walls. In view of this it seems probable that an even shorter contraction with acceptable pressure 
gradients on the walls could be generated by a modern CFD-based design method using constrained 
~ptimisation.’~ 

4.4 Design of the corner vanes 

The design of the corner vanes in the 5m tunnel follows, almost exactly, that of the vanes used 
successfully in the DRA 8ft High Speed Tunnel, and supported by the investigations of Dirnmock.l6 
Dimmock’s results are sufficiently interesting to justify reviewing here. Viewed as an infinite 
cascade, it is difficult to imagine why the vanes should be spaced in any way other than equally. 
However, Dimmock’s results (and a little thought) reveal that the finite extent of the cascade has a 
major effect on the flow through it. Figure 19 shows that it requires few vanes to produce turning 
with low loss on the outside of the corner, but that it requires considerably more vanes to achieve 
low-loss turning on the inside of the corner. The concept of turning vanes whose separation increases 
as an arithmetic progression from inside to outside is consistent with this observation. 

Dimmock’s results show that vanes of a parabolic camber shape have significant advantages over 
circular arc vanes. Despite this, experience with the 8ft tunnel indicated that circular arc vanes would 
give an acceptable flow uniformity and would be considerably easier to manufacture. Hence 90” 
circular-arc vanes with straight trailing-edges were chosen, set with the leading- and trailing-edges 
aligned with the axes of the tunnel. The final design is shown in Figure 20. 

In order to perform a convincing test on the performance of the corner design, it is important to 
provide a representative inlet flow. It was found to be difficult to do this for an isolated corner, so the 
tests were done by attaching the corner to the outlet of the first diffuser on the model of the complete 
working section leg - rapid diffuser, settling chamber and screens, contraction, working section and 
first diffuser. 

The measurements consisted of static pressures on the walls upstream and downstream of the corner, 
and total head rakes placed at the “inlet” and “exit” planes defined in Figure 20. The rakes also 
included static probes which, although not providing a detailed exploration of static pressure, did 
indicate sensibly constant static pressures across the measuring planes. The total head readings could 
thus be converted conveniently into velocities. More detailed measurements of total head were made 
downstream of the corner, towards the inside, with a small boundary layer probe. Although no 
measurements of the flow angles were made, brief explorations with a yaw-meter showed only small 
angles (<So) relative to the axial direction and so the readings of the total head rakes can be 
considered as the maximum values. 
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Figure 21 compares the velocity contours at the inlet with those recorded at the exit plane. These 
show two main features. Firstly there is a noticeable re-distribution of velocity downstream of the 
corner. Secondly the worst velocity distribution occurs between f45’ from the inside - reflecting both 
the difficulty of guiding the flow round the inside of the corner noted previously, but also the 
inelegant junctions between the vanes and the elliptic corner ring. Even here, though, there is not the 
loss in total head which others(I4) have found. It is possible that secondary flows occurring near the 
ends of the vanes are responsible for this re-energisation of the flow. 

4.5 Design of the main drive, fan and pre-rotation vanes 

The balancing arguments between a fixed pitch, variable speed fan, and a variable pitch, constant- 
speed fan are set out in Section 5.3. For the 5m tunnel, its designers came to the opposite conclusion 
to those at ONERA, and the 5m tunnel has a fixed pitch fan. The speed control is achieved by: 

a) an a.c. motor controlled by a liquid rheostat, 
b) a d.c. motor for fine control, which can add to or subtract from the power of the a.c. motor. 

The power requirements and capabilities are set out in Figure 22. 

The fan and pre-rotation vanes were designed according to the method described by Mair.I8 In this 
method, the fan and the pre- and post-rotation vanes are treated as infinite cascades so that the effects 
of trailing vorticity are ignored. Simple relations based on assumptions of uniform velocity and total 
pressure rise through the fan are used to obtain preliminary estimates of the number of fan blades and 
their chord. For the 5m tunnel, the following additional constraints were imposed: 

1. the tunnel power factor with a high drag model was assumed to be h = 0.42 
2. there was to be no increase of area (i.e. no diffusion) between the 2nd corner and the fan 
3 .  the drive motor was to be inside the nacelle, thus fixing a minimum diameter for the 

nacelle 
4. the maximum tip Mach number was to be M = 0.50; since the outer diameter was fixed 

by (2) & ( 3 ) ,  the maximum fan speed was determined by this condition. 

These preliminary assessments led to a fan design having: 

Nacelle diameter = 6.2m Fan blade chord = 0.924m 
Fan diameter = 10.06 m No. of blades = 10 
Mach no. through fan = 0.14 Max. fan speed = 306 rpm 
Design power factor = 0.408 

Central to the method for the more detailed fan design is the “rotational interference factor”, a, such 
that the angular velocity of the air at radius Y is oa at the fan (where o is the rotational speed of the 
fan), and 2 0 0  far downstream. The design condition for the pre-rotation vanes is then that they 
introduce an angular velocity to the air of 2oa, in the opposite direction to that of the fan rotation, so 
that the velocity far downstream is axial. It then follows that the velocity of the air relative to the fan 
blades is : 

W2 = u2 + 02.r2 (1+ a)2 where U = axial velocity of air approaching the fan 

and it can then be shown that the increase in total head through the fan is given by: 

AH(r) = 2p02r2a 
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Model tests showed that static pressure was uniform across the plane just prior to the fan, but that the 
axial velocity (and therefore the total head) varied approximately as shown in Figure 23. Values of a 
were then calculated as a function of r so that total head was constant at the fan exit. These were then 
used in the design of the fan and the pre-rotation vanes - as indicated above - so that the designs were 
consistent with each other. 

Following this, a more detailed design was carried out using more realistic assumptions about the 
axial and circumferential velocities through the fan, and introducing the real lift and drag 
characteristics of the aerofoils used for the pre-rotation vanes and the fan blades. However, this 
detailed design process involved a degree of iteration and intuition: it is not appropriate to give a 
more detailed description of the method here - Mair's report" should be consulted. However, to 
show the kind of variations that are likely to be encountered in future designs, the initial and final 
values of some of the key fan parameters are given in Table 2. 

Despite this detailed design process, it was found during tests on a model of the pre-rotation vanes 
that: 

(a) 
(b) 
(c) 

there were significant areas of separated flow over the vanes; 
the required distribution of the angle of flow downstream was not achieved; and 
the fan would experience large variations of velocity as it rotated. 

As a result it was decided to reduce the l i f t  coefficient of sections towards the nacelle which 
exhibited regions of separated flow towards their trailing edges. Also the number of vanes was 
increased from 11 to 21 in order to even out the velocity variations between the vanes. The 
magnitude of this increase in the number of pre-rotation vanes was also selected to minimise the 
likelihood of fan-blade passing frequency resonance problems being encountered: 2 1 is one more 
than twice the number of fan blades (as opposed to 11, which is one more than the number of fan 
blades). These vanes were tested in a similar manner to the previous design and no areas of separated 
flow were detected. Also the circumferential variations of velocity were found to be very much 
smaller than previously. 

4.6 Design of the nacelle and the outer passage 

The design of a nacelle shape within an exterior duct severely taxed the capabilities of the designers 
in the late 196Os, and they went through six design iterations before a suitable pair of shapes was 
found. This was because they clearly wished to avoid significant adverse pressure gradients on either 
the nacelle or the outer passage wall and also because modifications to the geometry of one imposed 
significant changes in the pressure distribution on both. The initial nacelle design consisted of an 
elliptical nose and a straight portion followed by a parabolic tail. The diameter of the nacelle was 
determined by the diameter of the main drive motor which was to be housed in the nacelle. For this, a 
set of possible outer passage shapes was generated by directing a high-pressure water-jet at a model 
of the nacelle and measuring the shape of the outer, constant-pressure boundary of the perturbed jet: 
the length of pipe through which this jet passed before emerging was altered until the correct total 
head profile was obtained in the jet; the jet was aimed at both the nose and tail in order to get suitable 
outer profiles over the complete nacelle; the jet shapes were photographed with and without the 
nacelle model immersed in the jet; the resulting pictures were digitised and differences obtained. 
Having obtained this data, a 1/15th scale model of the nacelle and passage was made and equipped 
with pressure-plotting. 

The pressure plotting data showed a suction peak and severe adverse pressure gradient on the nacelle 
where the elliptic nose joined the parallel section. It was not possible to relieve these by manipulating 
the shape of the outer passage without imposing unsuitable pressure gradients on the outer passage. 
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As a result, the nose shape of the nacelle was made more blunt and the curvature change near the 
maximum diameter was reduced. A new outer passage shape was also derived. Figure 24 shows the 
pressure distribution on the nacelle and outer passage for the final design. Whilst this is acceptable, 
there is little doubt that a better design could be achieved more rapidly with modern CFD-based 
design methods. 

4.7 Other design aspects involving aerodynamics 

The design of the cooler and the stressing of the pressure shell depend not only on the heat input from 
the power expended in the motor, but also to a significant extent on that input from the surrounding 
air and solar radiation. The area of tunnel surface exposed to solar radiation was estimated by 
photographing a model of the tunnel from a set of typical sun elevations and measuring the area of 
the tunnel shown on each photograph. These were then combined with estimated inputs from the 
surrounding aidwind and from the power input from the motor to give:- 

a) estimates of the heat load to be removed by the cooler and 
b) estimates of the longitudinal and circumferential temperature distributions for stress 
analysis. 

Over-pressure in the working section due to an emergency shutdown of the fan is a design case for 
the breather slots at the aft end of the working section. The build-up in pressure is influenced by the 
volume into which the air is discharged through the breather slots - in this case the volume of the 
inner sphere. This volume is sufficient for the over-pressure to be accommodated without needing 
special strengthening of the working section walls. 

A massive rupture of the pressure shell would cause significant damage to surrounding buildings 
purely due to the blast wave produced. However, there is also the probability of damage due to flying 
debris from pieces of the ruptured pressure shell. Estimates suggested that the maximum range of 
30cm diameter pieces of pressure shell, 3cm thick, was in the region of 400m. As can be imagined, 
this raised some interesting obstacles that had to be negotiated during commissioning. 

4.8 Aerodynamic performance of the tunnel 

The final design, from the rapid diffuser through to the first corner, was implemented on the 1/15th 
scale model tunnel and the working section flow explored. The resulting velocity and total head 
variations are shown in Figure 25. On this basis the design was approved as meeting the 
requirements. 

For the actual tunnel, a typical distribution of dynamic pressure in a cross-section of the working 
section at the centre of rotation of a model is shown in Figure 26. These results indicate that 
throughout a rectangular vertical plane of approximately 3 .2mx2.0mY encompassing the central 
portion of the test section, the dynamic pressure varies from -0.16% to 0.06% of the value at the 
centreline, i.e. the variation is within f0.1% of the mean value. The streamwise variations in dynamic 
pressure lie within similar bounds throughout the tunnel’s operating envelope. The pitch of the mean 
flow, as judged by the integrated effect on a 1/13th scale model of an Airbus A300 sting-mounted 
upright and inverted on the tunnel centreline, is also very low. Routinely checked at the same time as 
the twice-yearly velocity calibrations, typical values of the resulting pitch correction are shown 
below. 
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REYNOLDS NUMBER 

6.45 x 10” 

5.00 x 10” 

2.35 x 10” 

PITCH CORRECTION 

-0.004” 

-0.002” 

-0.003 ” 

Measurements of the turbulence have been made using a DISA miniature ‘X’-probe hot wire. The 
results for longitudinal and lateral turbulence are shown in Figure 27. These exhibit the roughly 2:l 
ratio between lateral and longitudinal turbulence that is characteristic of many tunnels and 
demonstrate that the desired levels have been achieved. The figure also shows that the turbulence 
intensity is essentially independent of Mach number at a given Reynolds number and that it varies 
only very mildly with Reynolds number. Thus, tests in this tunnel should be free of any spurious 
scale and Mach number effects arising from changes in flow quality with increasing pressurisation. 
The variation of turbulence intensity across the working section in Figure 28 still shows some 
evidence of the problems with the flow through the cooler but the average intensity is essentially 
constant across the span of a typical model. 

Perspectives on the repeatability of the test data are presented in Figures 29 and 30. Figure 29 shows 
the typical repeatability of the velocity calibration, indicating an uncertainty in the region of fO. 15%. 
Figure 30 shows that the repeatability between tests on the mechanical balance is better than 0.008 on 
the lift coefficient, CL. 

5 GENERAL DESIGN OF THE ONERA F1 TUNNEL 

The general drawing of Figure 31 shows the main parts of the F1 fa~i l i ty .~,”  The air circuit is 
adjacent to the main building, a 300m3 reservoir for pressurisation of the tunnel, the fan drive and the 
atmospheric cooling towers. Two other buildings house the compressors and the high pressure 
reservoir. 

The pressure shell is mostly made of pre-stressed concrete, with the exception of the cart constituting 
part of the test section, the fan envelope and the two conical bulkheads supporting the gate valves on 
each side of the test section. The concrete also acts as the aerodynamic surface, except for the 
contraction, the test section, half of the first diffuser and some liners which cover space devoted to 
the (external) mechanical fixations of elements in the flow, such as honeycomb, screens, the cooler 
and corner vanes. 

5.1 The tunnel circuit 

The aerodynamic circuit is of conventional closed-return design, with 72m and 18m between the axes 
and the four right-angled comers. Perpendicular to these axes, the cross-sections are circular, linked 
to the rectangular test section by the contraction and the upwind part of the first diffuser, where shape 
transformations occur. 

The first diffuser has a mean total angle of S o ,  with a maximum of 6” in the vertical plane at the test 
section outlet due to the width of test section (4.5m) being larger than its height (3.5m). The surface 
is made up of four triangles and four quarters of a cone in the upstream metallic part and a truncated 
cone in the downstream concrete part. Corners 1 and 2 are of the same size, so that the first cross-leg 
is cylindrical; it has a catchnet for fan protection and contains the air inlet for pressurisation. The 
variable pitch fan is located after the second corner. A small contraction takes place between the end 
of Corner 2 and the plane of the fan in order to reduce flow distortion. 
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The second diffuser is conical with a total angle of 6.1 ’. The cooler uses the same type of elliptical 
finned tubes as the DRA 5m, but with 3 rows. It is located between the end of the diffuser and Corner 
3. It provides losses at the end of the diffuser and gives a distance before the settling chamber large 
enough for a primary reduction of the turbulence generated by the tubes. 

The cross-section is constant through Corner 3, Corner 4 and the settling chamber, which is equipped 
with a honeycomb and three fine screens. The shape of the channel is transformed from circular to 
rectangular within the contraction. For simplicity of construction, this is made of single curvature 
surfaces - one cone and four cylinders, as shown in Figure 32. The contraction ratio was limited to 
7.2 owing to cost constraints. 

5.2 Pre-stressed concrete shell 

At the end of the first studies to provide an estimate of the tunnel cost, it was suggested that pre- 
stressed concrete should be considered as a material for the pressure shell. Experience was already 
available in France from the design of confinement enclosures for nuclear power plants. This kind of 
construction for the wind tunnel shell appeared to be much more economic than steel construction. 
The air tightness was sufficient not to require any metallic membrane inside the concrete and the 
casting process of developable surfaces in plywood moulds was able to give the shape within the 
required accuracy. Obviously, many steel parts had to be matched with the concrete to get a closed 
surface, including the fan envelope, the bulkheads and all the access holes for people, the fan shaft, 
pipes, wires and various internal features to be incorporated during construction. 

The concrete structure, called “the tube”, is a ring, the pressure end effects at the fan and the 
gatevalves being transmitted by horizontal beams. After the first calculations to choose the main 
dimensions, a finite element code was used to check the stresses and deformations under pre- 
stressing loads, pressure and thermal loads, for which the structure is statically indeterminate. With 
320 iso-parametric volume elements and 2320 nodes, it reached the limits of one of the largest 
computers available in 1974. “Pre-stressing” is done in fact after the curing of the concrete, but 
before removal of the scaffolding supporting the formwork and the weight of concrete during 
construction, Figure 33, by putting under tension two sets of longitudinal and transverse cables 
(Figures 34 and 35). For gravity loads, the system is designed to be nearly statically determinate. 
Vertically, the 1 1000-ton structure is supported on 4000 tons of foundation. The foundations consist 
of three main blocks (under the working section, the Corner 2/drive area and the cooler/Corner 3 
area) and four secondary blocks (under Corner 1, Corner 4 and the two diffusers). The main blocks 
carry most of the weight and apply a 2bar pressure on the ground. The pressure under the secondary 
blocks is twice this value to ensure that they follow any sinking of the main blocks. When the weight 
of the shell was first applied to the foundations (on removing the scaffolding), the secondary blocks 
sunk a little more than the main blocks. However, at Corner 1 and under the second diffuser, the 
secondary blocks are completed by elastic supports which are designed to supply a constant support 
load. This load is checked periodically with a hydraulic jack. Horizontally, “the tube” is fixed to the 
ground under the test section and guided under the first diffuser; everywhere else it is free to move on 
rubber supports. 

The horizontal displacements between the tube and foundations associated with temperature, pressure 
and time have been measured. The separate effects are shown in Figure 36: in more than 20 years, the 
mean shrinkage due to the action of concrete creep under the pre-stressing loads is 300pm/m and the 
test leg axis has stayed straight within 2mm on 72m. Aerodynamically speaking, these deformations 
are negligible, the waviness is inside the tolerances and the surface is aerodynamically smooth. A 
thin epoxy coating, finished with paint, was used to get a good surface finish, and keep the airflow 
free of dust. 
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5.3 Drive 

During the design, some major fan manufacturers were consulted. They offered either a fan with 
fixed blades and variable speed d.c. motor, or variable pitch blades with constant speed a.c. motor. 
The final choice was in favour of the latter system because: 

- the speed is higher at maximum pressure, the limit of the domain being defined by :- 
pV3 - constant (proportional to maximum power) for a constant speed fan, 
pVz - constant (proportional to maximum torque) for a variable speed fan. 

- the response time of the blade pitch actuator is fast for control purposes, with the capability 
of a full stroke in 30s. 

These arguments were balanced against: 

- a lower efficiency at low air speed, and 
- a less uniform speed profile at the entrance of the diffuser. 

The residual rotation behind the fan was measured by the manufacturer on a model, and considered 
as small enough to be cancelled by the cooler and the honeycomb. 

The drive system is shown on Figure 37. The 9500kW/1500r.p.m. a.c. motor is fed under 5.5kV from 
the 63kV grid through a transformer which limits the starting current to an acceptable value. This 
direct start lasts around 30 seconds. The motor, the gear reducing the speed and the bearing with 
rotating seal are located on a platform horizontally linked to the concrete shell and resting on the 
same foundation block as the fan, with the same kind of supports for horizontal displacements. The 
mass of concrete acts as a horizontal foundation for the fan structure, with no fixed points on the 
ground. The shaft goes through a short cylinder (not shown) delimiting a passage in the vanes of 
Corner 2. 

The fan has 14 straight vanes holding the bearing of the overhung wheel, with 16 cambered and 
twisted blades, 1.8m long with a chord varying from 0.89m to 0.6m. Variations of camber, twist and 
chord were calculated to give a constant circulation across the span at the design point. A 17-blade 
straightener is located behind the wheel. The main dimensions (outer diameter 7.4m, inner diameter 
3.8m) and speed (360r.p.m., producing a tip speed of 140m/s) were chosen from an existing family of 
fans with operating diagrams (pressure rise vs. flow rate) known from measurement on models or 
actual fans. The final selection was done by matching these diagrams with the operating points 
defined for the tunnel: 120m/s at Ibar, 70m/s at 4bar, with a loss factor, h, for the tunnel with model 
equal to 0.49. (h  is defined as the ratio of the pressure rise at the fan, Ap, to the dynamic pressure in 
the test section, 9.) This value is the sum of h = 0.42 for the empty tunnel and h = 0.07 for a large 
model at high incidence. The former value was defined from estimates of different sources, including 
tests performed on a small pressurised tunnel at CEAT (Centre d'Essais ACronautiques de Toulouse). 
These tests gave an estimate of the reduction of losses with increasing pressure, but this was kept as a 
safety margin. 

Fortunately the losses, measured by rakes of Pitot probes in front of the wheel and at the rear of the 
downwind fairing, were smaller than forecast. For instance, the maximum value of h for the empty 
test section was 0.33 (leaving a minimum margin of h = 0.16) - see Figure 38. For the commissioning 
of the fan, it was necessary to add some losses to the empty tunnel. This was done initially using a 
parachute mounted in the first diffuser, then by a disk of Im diameter bolted on the quadrant 
perpendicularly to the wind. The margin was used for tests on models larger or at a higher incidences 
than forecast during the project (for example, a model of Rafale induced a Ah = 0.1 l),  and for an 
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extension of the domain of the tunnel, tested in 1979 after the first year of operation. Now one can 
reach 79mh (M = 0.232) at 3.85bar, and 1.57bar at M = 0.36, as shown on Figure 8. 

There were in fact two designs for the fan blades. For the first, the manufacturer had chosen to 
extrapolate his usual design of cast aluminium, with cambered profiles having a relative thickness of 
13% at the root but only 2% at the tip, in order to limit the centrifugal loads. During a commissioning 
test in November 1976, the blades suddenly broke at 1.6bar and 20m/s. A thorough analysis was 
undertaken, involving the manufacturer and nearly all the departments of ONERA. The conclusions 
were that the failure was probably induced by the combination of several factors. The material had an 
acceptable ultimate strength under normal circumstances, but this had been lowered by the casting of 
pieces longer and thinner than usual. At low speed, the outer sections of the fan work at negative 
incidences and the thin profile had a strong stall, inducing high fluctuating loads. Also a harmonic of 
the rotation speed was not very far from a vibration mode of the wheel + blades system, in which the 
blades participated strongly, leading to additional vibrations and stresses. 

It was then decided to build a new set of blades, made of steel, with a skin welded on a frame 
consisting of a longitudinal spar and transversal ribs. The thickness was increased to 16% at the root, 
and 12% at the tip. Several finite element calculations, confirmed by vibration tests on the blades 
alone, then on the complete fan at rest, predicted a better vibrational behaviour. The tests resumed in 
1977 with careful monitoring of vibrations on the bearings and on the blades, one of which was 
equipped with strain gauges. In 1984, a spare set of blades was purchased which embodied some 
minor modifications deduced from the experience of SIMA wind tunnel at Modane test centre and 
some more refined finite element calculations. 

Tests with varying pressure produced some insight into the aerodynamic loads on the blades. For 
example, the moment on the blades was deduced from the pressures measured in the axial hydraulic 
jack, carried by the wheel, which is used to set the pitch of the blades with an accuracy and stability 
of 2 . 5 ~ 1 0 - ~  of the range. At lbar, the aerodynamic moment is small in comparison with the 
mechanical moment due to centrifugal forces. However, at 4bar, this is no longer the case and the 
original counterweights were not heavy enough to balance the moments: their weight was increased 
after the first test at 4bar. 

5.4 Access to the test section and exchange of models 

The main objectives of the concept were high productivity and confidentiality. It is necessary to have 
quick access to the test section for changes to models where many surfaces which move on the 
aircraft, such as slats and flaps, cannot have actuators to move them on the model. The large size of 
the tunnel produces times for pressurisation and de-pressurisation measured in hours - these are not 
acceptable for high productivity. It was decided to isolate the test section from the rest of the tunnel 
by two cylindrical gate valves (“the doors”), running through the beginning and the end of the test 
section. When they are closed, they rest on conical bulkheads. When opened, the continuity of the 
walls through the rectangular openings of the doors is provided by fixed wooden plates. The gaps 
remaining between these plates, the fixed walls and the inflatable joints required to avoid air 
recirculation through the plenum, were designed to have small dimensions (a few millimetres for 
depth and width): they do not disturb the flow. The use of fixed wooden plates in this way replaces 
the need for moving flaps. This feature of the design required precise machining of large 
components, and careful mounting and hand-fitting of the wooden plates, all of which was achieved 
within tight tolerances. 

For model exchange, the system was designed to allow the complete preparation of a test before 
entering the test section and to ensure confidentiality of the tests. The system consists of a cylindrical 
cart, four interchangeable pallets and five closed preparation cells with protected ac’cess in the 
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building. The cart carries the three fixed walls forming the upper part of the test section. The bottom 
wall is a structural part of a pallet. The cart can move on rails perpendicular to the wind axis. In the 
test position, the cart is locked on a concrete beam of the circuit and sealed to the flanges of the 
bulkheads by inflatable joints. When the cart is in front of a preparation cell, the pallet can be 
transferred as shown in Figure 39. Each pallet has a different model support and a complete data 
acquisition unit, which allows runs for one test to be performed simultaneously with the preparation 
for three others. In practice, this system allows up to ten runs per day to be made at maximum 
pressure with manual change on the model between each run, and to change over from one test to the 
other in less than half a day. 

6 SOME AERODYNAMIC DETAILS OF THE ONERA F1 TUNNEL 

6.1 Test leg 

After the contraction shown in Figure 32, the working section walls are flat plates, 1 lm long. The top 
and side walls are made of laminated wood with a plastic coating so that new windows can be easily 
installed when necessary. The walls are supported by the cart shell and a steel frame, with the 
capability to vary the divergence of the side walls. Pressure equilibrium is ensured by slots at the end 
of the working section. The divergence was initially set from boundary layer calculations and later 
slightly corrected to produce zero static pressure gradient down the working section. Figure 40 shows 
the static pressure distribution measured by an axial probe along the working section centre line; this 
does not vary with pressure. Figure 41 shows that the values of noise and turbulence in the F1 tunnel 
are slightly influenced by Mach number but, in common with the 5m tunnel, are unaffected by 
pressure. These measurements were made by Bruel & Kjaer microphones and hot wires. 

Figure 42 presents the values of transition Reynolds number obtained in the F1 tunnel on a 10" cone, 
1.40m long, mounted on the quadrant in the middle of the working section. Transition was detected 
by several means, all of which produced closely similar results: 

a) the longitudinal variation of surface temperature detected by an infra-red camera 
b) the increase in the r.m.s. value of the voltage on a hot-film produced by the increase in 
local velocity that occurs as the transition front crosses the film 
c) the sublimation of acenapthene 

The transition Reynolds number is seen to be essentially independent of the tunnel pressure. 

Typical values of boundary layer thickness on the walls are 80mm at the start of the working section 
and lOOmm in the middle. These values decrease slightly with increasing Reynolds number. After the 
working section there is a further increase in the first diffuser. Figure 43 gives the Mach number 
profiles at the end of the working section, at the joint between the metallic and concrete parts, and in 
front of Corner 1. The total head loss associated with the wall boundary layers is about 1/3rd of the 
total losses in the tunnel. 

6.2 Corner vanes 

A study of two-dimensional cascades was performed in 197 1-72 by the Aerodynamic Department of 
ONERA, in order to determine profiles with specific constraints:- 

a) turning angle of 90" 
c) small gradients to avoid flow separation 

b) limitation of peak suction 
d) low losses 
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A computer version of the “hodograph” method of Legendre” was used to give the shape of the 
section and the pitch of the cascade corresponding to the input parameters:- 

a) Mach number at the entry to the cascade 
b) angle of the velocity vector to the plane of the cascade 
c) the required turning angle 

The parameters of the conformal transformation in the method were varied in order to achieve the 
desired characteristics. 

The pressure distributions produced were used in boundary layer calculations (laminar and turbulent) 
with the available criteria for transition and separation. The method gave “thick profiles”, as shown 
in Figure 44, with a chord/pitch ratio near 2, varying slightly with Reynolds number. These profiles 
have been used in F1 for Corners 1 & 2, and later in other ONERA wind tunnels. The large bending 
stiffness provided by the thickness avoided the need for any splitter plates to support the vanes. Some 
limited measurements made during commissioning are shown in Figure 45. Although not very 
accurate they do provide some confirmation of the study. For Corners 3 & 4, thin profiles were used 
for economic reasons. Initially these showed large amplitudes of vibration at the leading-edge 
necessitating reinforcement by steel sheet which also allowed the nose radius to be increased. 

6.3 Second diffuser and cooler 

The cooler is an assembly of rectangular bundles of various lengths and widths. It has an outside 
diameter of 13.6m, for a useful diameter of 12m. It is fitted in an annular groove in the concrete shell, 
with a liner downwind, but nothing upwind: a vortex flow develops in the cavity, which contributes 
to flow attachment at the end of the second diffuser. This groove is also a very good collector of dust 
after maintenance works in the circuit. The fairing of the water pipes, along the horizontal diameter, 
provided a support for Pitot tubes for total pressure measurement. 

Pressure distributions in front of the cooler and behind it at the entrance to Corner 4, are plotted in 
Figure 46, showing the effect of the total head losses through the cooler. The water connections to the 
tubes in the cooler are such that water is admitted along the horizontal diameter of the tunnel. It is 
then dispersed vertically, upwards and downwards, to the outer edge of the section in half of the 
tubes and returned to the horizontal diameter in the other half, before being transported out of the 
tunnel. The mean temperature of the tubes is virtually constant, providing a temperature in the test 
section that is uniform within ?0.5K. 

7 AERODYNAMIC RESULTS ON AIRCRAFT MODELS 

As the purpose of these tunnels was to provide high Reynolds numbers, it is worthwhile to show that 
their design met the objectives by a brief presentation of results obtained in both tunnels. 

In 1919, Gustave Eiffel2’ wrote “it seemed to me that one cannot always extend to flight speeds the 
conclusions of a test at low speed”. At that time, he had already tried to bui1d.a tunnel of sufficient 
size and speed, knowing experimentally from tests on spheres the risks of extrapolation. A 
confirmation of his statement is given by the studies of maximum lift coefficient vs. Mach and 
Reynolds number given in Figure 47 for an Airbus A300 model (scale 1/16th) in the ONERA F1 
tunnel and in Figure 48 for a BAe Hawk (scale 0.3) in the DRA 5m. tunnel. These examples show 
that increasing Reynolds number with Mach number held constant, leads to an increase in maximum 
lift, whereas increasing Mach number at constant Reynolds number gives the opposite result. 
Moreover the effects are non linear. These results demonstrate the impossibility of the transposition 
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to flight scale of measurements from a model in an atmospheric tunnel, where Reynolds number 
variation is concomitant with Mach number variation. 

Many tests have been performed in the ONERA F1 tunnel on air intakes. A special support allows 
angles of attack from 0" to The internal flow is driven by the pressure difference between 
tunnel and atmosphere. Mass flow is measured in the exhaust pipe and, even at its maximum value of 
75kg/s, the test duration is short enough so that total pressure variation is negligible. First tests on a 
1/6th scale model exhibited an almost linear variation, with Reynolds number, of the angle of the 
flow separation which occurs at high incidence on the leeward lip of the intake (Figure 49). With a 
1/3rd scale model, it appeared that, at high Reynolds number, a constant angle was reached, equal to 
the one in flight. 

The research programme in the DRA 5m tunnel has been concerned over many years with identifying 
situations where unexpected scale effects can occur. Several mechanisms which can result in the 
reduction of maximum lift with increasing Reynolds number have been identified by Woodward et 
a p 3  and feature strongly in a recent AGARTl~graph.~~ Another aspect of these studies is the scale 
effect on the lateral characteristics of aircraft - on which there is very little published data. This is 
surprising since Peckham and Woodward" found large effects on the rolling moment due to sideslip 
of a 53" sweep canard-delta (Figure 50), which could produce a very dangerous situation if the 
aileron power were to be determined on the basis of low Reynolds number tests. 

Last but not least, a proof of the overall quality of tests in both tunnels is given by the comparison of 
results in the two tunnels of the same model of an Airbus A300, mounted on an identical three-strut 
support. This comparison26 was performed within a framework of the Anglo-French Aeronautical 
Research Program (AFARP) at the request of Airbus Industrie. Initial comparisons had shown 
discrepancies on the lift coefficient (Figure 51). This led to a considerable effort from the teams of 
the two organisations to improve the correction methods applied for flow distortion due to wall and 
strut effects. The comparison of the finally corrected data (Figure 52) demonstrates that this effort 
was worthwhile. 

8 CONCLUDING REMARKS 

This paper has described the aerodynamic and structural design of two pressurised low-speed tunnels 
designed to address the same aerodynamic problems and to meet similar technical specifications. In 
spite of this, it is clear that the two tunnels differ significantly in their detailed design - quite different 
choices having been made for: 

a) construction material 
b) method of rapid access to the model when the tunnel is pressurised 
c) main drive and fan design 
d) maximum pressure and working section size 
e) working section layout 
f )  contraction design 
g) diffuser angles 
h) comer vane design 

Although these tunnels were designed 25 years ago, when CFD methods were unable to make any 
significant contribution to the design processes, the empirical and experimental methods used instead 
have produced a good quality flow in each. Furthermore, the design concepts used still have 
relevance today and have been employed to improve the performance of older 
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Distance I umtream 
from working width height fillet 
section I ,a, ala, bla, Cla, I 

0.00000 1 .OOOOO 0.84004 0.12003 
0.12560 1.00273 , 0.84211 0.12063 
0.24833 1.00687 0.84525 0.12154 
0.36828 1.01510 0.85149 0.12335 
0.48557 1.02733 0.86076 0.1 2604 
0.60035 1.04790 0.87637 0.1 3057 
0.71 285 1.07936 0.90023 0.1 3748 
0.70139 1.12591 0.93553 0.14773 
0.93201 1 . I  9594 0.98864 0.1 6314 
1.03927 1.29485 1.06365 0.1 8489 
1.14542 1.43372 1.16897 0.21544 
1.25083 1.62393 1.31 323 0.25729 
1.35586 1.86000 1.49226 0.30922 
1.46089 2.1 0600 1.67883 0.36334 
1.56630 2.31 204 1.83509 0.40866 
1.67245 2.46848 1.95373 0.44308 
1.77971 2.59028 2.04611 0.46987 
1.88841 2.68855 2.12063 0.49149 

I 1.99887 2.76754 2.18054 0.50887 I 
2.1 11 36 2.82980 2.22776 0.52256 
2.2261 5 2.8741 3 2.261 37 0.53231 

I 1 I 2.34344 2.90460 2.28448 0.53902 I 
2.46338 2.92400 2.29919 0.54328 
2.58612 2.93400 2.30660 0.54543 
2.71 172 2.93929 2.31 079 0.54665 

ao, width at end of contraction = 16.40399 ft 

a 
I '  - 1  

b 

H 
C 

Table 1 Co-ordinates of the contraction in the DRA 5m tunnel 
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Non-dimensional 
Radius 

(r-RilRo-Ri) 

0.00 
0.13 
0.29 
0.45 
0.61 
0.76 
0.92 
1 .oo 

I 

Ri = Inner Radius 
Ro= Outer Radius 

Inflow Factors Lift Coefficients 

(a')l (a72 CL1 c L2 

0.1151 
0.0994 
0.0846 
0.0730 
0.0674 
0.0623 
0.0576 
0.0554 

0.1200 
0.1028 
0.0873 
0.0753 
0.0699 
0.0645 
0.0600 
0.0580 

0.7745 
0.7421 
0.7063 
0.6735 
0.6829 
0.6868 
0.6858 
0.6838 

Chord = 0.924m 

0.7277 
0.6919 
0.6519 
0.6147 
0.6159 
0.61 13 
0.6016 
0.5951 

Thrust Gradings Torque Gradings 
(Ratios to the value at the centre) 

t/C CD (dTld R) 1 (dT/d R)2 (dQ/d R) 1 (dQ/d R)2 

0.1952 
0.1733 
0.1529 
0.1368 
0.1238 
0.1130 
0.1040 
0.1000 

0.0170 
0.0130 
0.0110 
0.0100 
0.0100 
0.0090 
0.0090 
0.0090 

1 .oooo 
1.0791 
1.1764 
1.2767 
1.4654 
1.6579 
1.8519 
1.9491 

1 .oooo 
1.0843 
1.1854 
1.3067 
1.4867 
1.6826 
1.8830 
1.9833 

1 .oooo 
1 .0825 
1.1801 
1.2771 
1.3520 
1.3988 
1.4144 
1.4100 

Suffix 1 = Initial Value Suffix 2 = Final Value 

a) Fan blades 

Non-dimensional 
Radius 

(r-RilRo-Ri) 

0.00 
0.13 
0.29 
0.45 
0.61 
0.76 
0.92 
1 .oo 

Chord 
(m) 

1.059 
1.125 
1.209 
1.305 
1.425 
1.573 
1.733 
1.817 

b) Pre-rotation vanes 

Blade 
Angle 
(deg) 

72.25 
73.01 
73.74 
73.99 
73.46 
72.33 
71.06 
70.38 

1 .oooo 
1.0755 
1.1700 
1.2666 
1.3486 
1.3977 
1.4223 
1.4239 

Blade 
Angle 
(deg) 

23.37 
21.90 
20.51 
19.18 
17.20 
15.29 
13.48 
12.61 

Table 2 Details of fan andpre-rotation vane design 
for the DRA 5rn tunnel 
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, 

I 
b) ONERA F L tiinnel 

Figure I External views of the two low-speedpressurised wind tunnels 
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1 Working reclion 5 Om Honzonlal x 4 2m Ven~ai 
2 Working rec110n p i s ~ ~ u r e  dwis 
3 Direct uiewmg lube 
4 Model BCCBSS lube 
5 Obaarvalim rmm 
6 Dam room 
7 Turntable 
8 MWeI call 
9 Rigging bays 

10 LIR 
11 Loading Bay 
1'2 Screens 
13 Caaler 
14 Cwlinp Tower 
15 Auxiliary Plsnl R w r n  
16 DC Main Dnve Mom 
17 AC Main Drive Molor 
18 Fan 

Figiire 3 Cooler rind r(ipid difliisur 
in the DRA 5/11 tiinnel 
( ~ t e i n  I 3  on Figure 2 )  

Figlire 4 FM and nncelle 
in the DRA 5/17 tiinnel 
(Itrrt? I X on Figitre 2 )  
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P m s m  doors parked 

a Tunnel in running configuration 

b Tunnet in configuration for modsi change 

I 

I 



Figure 8 Operating envelopes of the DRA 5m and ONERA FI tunnels 

A= Cross - Sectional Area sumces 
y=distance normal to now I= inl(lal mndNons 
x= axlal distance in now diredim E= m n d w n s  at exfl 

a : Sbearnllne dilluser 0 

0.5 

L#".d.ymn(y 

-25 -2.0 -1.5 -?.a 4.5 0 

a )  Measured wall pressures for WO different difiser shapes 

b) Flow pattern in the conventional diffuser from water - tunnel observations 

Figure 9 Comparison of streamline and conventional diffusers (after Kiichemann and Weber lo) 
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2q screen or mole( lubes 

to 
fan * 

* pipe' Row' - 
Vertical t. 

Horizontal traverses 
downstream:. 

Heighl above Symbol plotted 

- -12- 
+ 
A +- 0- 0 - d= -Horizontal 

3 
- 

Figure 10 Test apparatus for modelling the rapid diffuser in the DRA Sm tunnel 

' Square ' inlet flow 1.4r 

U 
w 
U 

inches from sidewall 
4 
E. 

' Pipe ' inlet flow 

Figure 11 Total pressure distribution downstream of a model of the 
rapid difuser and cooler similar to that used in the DRA 5m tunnel 

I 
End view looking downstream 

-- Flow 
direction 

Side view 

Figure 12 Final shape of the rapid diffuser in the DRA Sm tunnel 
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Initial position of screens Final position of screens 

Figure 13 Development of screen layout for the DRA 5m tunnel 

I I I 

‘ I  H= working section total pressure 
A= maximum deviation from mean value 

AH 
,% 

p, - pw M.2 

kO.1 

0 
0 1 2 3 

Distance between second screen and contraction(ft) 

Figure 14 Effect of varying length between second screen 
and contraction in the model of the DRA 5m tunnel (two 1.5 q screens) 

E - 

AH 

p, - p w  

._ 
Total pressure drop across the screens I 

(W) 

Figure 15 Effect of screen pressure drop on working section flow uniformity in the model of the DRA 5m tunnel 
(screens spaced lji apart with 6ji length before contraction) 
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8 7  0 

!! 
2 6  8 
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I I 
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Value of k, 

Figure 16 Variation of contraction LID with the value of kl 

25 Side wall shaDe 2ol 15 

octagonal contraction 

' O W  

I I I I L 

x feet 
0 10 20 30 40 50 

Distance upstream of working section 

Figure I7 Contraction shape of the DRA 5m tunnel 

1 .o 

0.8 

0.6 

ps - P W  0.4 
Ps-P 

X 

0 

A 

--K 

contraction 

Top wall pressures 
Side wall pressures 
Fillet pressures 

30 20 10 0 -1 0 -20 -30 
Inches Distance up - stream of start of working section 

Figure I8 Static pressure on the top wall, side wall and3llet of 
the contraction in the model of the DRA 5M tunnel 
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1 

'1 

0 

3 Blades 
a I 

v 4  v 2  I 
4 Blades 

b I I 1 
V8 v 4  ' I2  314 1 

I 5 Blades I 

Blade spacing corresponding I 
to loss curves 

.O 

.5 
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.5 
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1 .! 

1 .( 

O.! 

I 

6 Blades 

7 Blades I 

I Arithmetic progression 
Blade spacing corresponding 

Traverse scale ins. Outer wall 
Innerwall 

Figure 19 Variation of total head loss through various arrangements 
of comer vanes(Dimmock 16) 

I 6  I 0.0723D I 
0.07870 
0.0852D 
0.091 6D 

10 0.0981 D 
Inlet plane 

ID upstream 
Ill I 0.1045D I 

where D= diameter of tunnel downstream of corner 

Figure 20 Turning Vane Spacings in the DRA 5m tunnel 



Figure 21 Comparison of inlet and exit velocity profiles,& 
U of a corner in the model of the DRA 5m tunnel 

auto switch 

4-33 

Figure 22 Designed Main Drive Power Supply for the DRA 5m tunnel 
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0.6 - 
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0.4 - 
0.3 - 

0 

t .  
CP Nacelle 

1.4 

I I 
Fan nacelle 

tail 

- Nacelle 
0 

6 0.4 

1 0.2- 
f 
3 

H-W 
p s - w  

1.020 

1JJ15- 

1.010 

- 

" 
0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1 

(Outer wall) (Nacelle) Radial distance across passage 

Figure 23 Velocity profile at fan entry in the model of the DRA 5m tunnel 

H =Total Pressure 
Ps = Static Pressure in Settling Chamber 
Pur = Static Pressure in Working Section 

- - - - - - - - - -.- - - 1 - - 0 J --- - 9- -0: -a- -0s - ft 0.1% 

-0.1 L 

- Outer wall 
& 

Figure 24 Pressure coeflcients on walls of fan section of the DRA 5m tunnel 
(Final design without pre rotation vanes or fan) 

Ps-Pw I 
- - - - - - - - v - 3 - - -  : 0.1% 

1.020 

1.010 
40 50 60 70 80 90 100 

% Width/Heighl 

Figure 25 Distributions of total and dynamic pressure in the working 
section -final configuration of the DRA 5m tunnel model 
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v' 
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U' 
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/ -0.13 -0.01 -0.11 
0 0 0 

-0.09 0.06 -0.06 
0 0 0 

-0.12 0.02 -0.04 
0 0 0 

-0.10 -0% -0.04 
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View looking upstream 

Figures are mean percentage deviations of dynamic pressure 
lrom tunnel working section centre line value 

Figure 26 Dynamic presssure distribution 
in the working section of the DRA 5m tunnel 

Horizontal 
lateral component 

I Longitudinal 

0 '  
t, 2' 6 i It, ri 1; 16LO6 

Reynolds Number per metre 

Figure 2 7 Turbulence variation with Reynolds number 
in the DRA tunnel 

1 

I I 
-2.5 -2.0 -1.5 -1.0 -0.5 0 0.5 1.0 1.5 2.0 2.5 

Distance across working section in metres 

Figure 28 Spanwise turbulence variation in the DRA 5m tunnel 
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Figure 29 Repeatability of the DRA 5m tunnel calibration 

-6 -4 -2 0 2 4 6 8 10 12 14 1618 20 22 
Alpha 

Figure 30 Overall force repeatability in the DRA 5m tunnel 



5 Preparation Cells 

Compressors 

Figure 31 General drawing of the ONERA F1 facility 

300m3 
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Figure 32 FI Contraction Shape 

Figure 33 FI Concrete shell during building 
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Fi Sleev 
Y 

Y 7s arc ccess do0 
pressure shell of theONERA Fl  tunnel 

fhe 



+ initial position of measuring points 

+ deformation 1976-1994 

-& 10°C temperature variation during 24 hours 

+ variation of pressure from 1 bar to 4 bar 

F= Fixed point 
G- Sliding guide 

Figure 36 Horizontal displacements of FI shell with time, temperature and pressure 

10 

1 - Electric motor 

2 - Gear box 

3 - Coupling 

4 - Swivel bearing 

5 - Intermediate shafl 

6 - Upstream fairing 

7 - Coupling 

8 - Fan bearing 

9 - Rotor blades 

10 - Straightener 

11 - Downstream fairing 

12 - Pressure shell 

Figure 37 ONERA FI drive system 
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- empty test section 

- - - - with quadrant 
Stagnation pressure 
0 1 bar 
0 3.9 bar (3 bar with parachute) 

with quadrant + disc 

- - with parachute 

0.50 

0.40 

0.30 

Test section Mach number 

0 0.1 0.2 0.3 

Figure 38 Variation of Total Head losses with Mach number 
and pressure in the ONERA F1 tunnel 

V 

Figure 39 Access and changes of models in the ONERA FI tunnel 
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Pi = 3,85 bar o,02 Re=6,70.10 ' 
.. 0,Ol  

4 ;  + 
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Figure 40 Static pressures along the working section centreline of the ONERA FI tunnel 

0.0005,- 

0,0000 

0,010 0 microphone #I 1 "lqo : :. ~ ; m T # 2  

0,005 

0,000 
0 2 4 6 a 

Reynolds number (millions) 

0 0 

O .  

I I 
I 

I 

0 MO = 0.12 
Mo=0.24 

Figure 41 Noise and turbulence in the working section of the ONERA FI tunnel 
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Transition Reynolds number Stagnation pressure (bar) 
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Test section Mach number 
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Figure 42 Measurement of transition onset on 10" cone in the ONERA Fl tunnel 

distance from test section centre (m) 
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+, end of test section, 3.25 bar - midpoint of diffuser, 1 bar 
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Figure 43 Wall Mach number profiles in first difuser of the ONERA Fl tunnel 
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Figure 45 Pressure distribution on centre vane 
of corner I of the ONERA FI tunnel 

front of cooler, 1 bar 
0,3 

90 + front of cooler, 3.7 bar 

+ front of Corner 4, 1 bar 

-E- front of Corner 4 .3 .7  bar 

0 I I I I I I I 
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Figure 46 Total pressure distribution on both 
sides of cooler of the ONERA FI tunnel 
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Figure 47 111 6th scale Airbus A300 results in the ONERA Fl tunnel 
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Figure 48 0.3 scale Hawk results in the DRA 5m tunnel 
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Figure 49 Scale effect on flow about a nacelle in the ONERA F l  tunnel 
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Figure 50 Scale efSect on roll for canard delta model in the DRA 5m tunnel 
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Figure 51 Initial comparison of A300B data (take off configuration) produced in 
the DRA 5m and ONERA Fl  tunnels 
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Figwe 52 Final comparison of A300B data (take off configuration) produced in 
the DRA 5m and ONERA F1 tunnels 
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SUBSONIC WIND “ E L  WITH FLOW SPEED PULSATION 

M.P.Ryabokon and A.G.Malyk 

Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 
140160 Zhukovsky, Moscow Region, Russia 

ABSTRACT 
A number of calculations and experiments within the 
p r o w  of developing a subsonic wind tunnel with flow 
speed pulsation in the test section were carried out at TsAGI. 
The wind tunnel was designed to perform aerodynamic tests 
of models in regularly fluctuating flows within the Mach 
number range up to 0.9 with the fluctuation amplitude up to 
40% of the mean flow velocity and the frequency of 
pulsations up to 20 Hz. 

One of the possible concepts of developing a wind tunnel 
with flow speed pulsation was used. Speed pulsation Is 
generated using rotating elliptic shah located parallel in one 
of the wind tunnel cross sections downstream of the test 
section. The air is injected into the wind tunnel from the 
atmosphere by means of an ejector. 

The results obtained were applied for designing a wind 
tunnel prototype with the 0.4 (W)x 0.7(H) m test section. 

Special attention in developing the wind tunnel was given to 
the problem of obtaining the velocity pulse shape in the test 
section close to the sine curve. For this purpose special 
correcting devices were introduced in the wind tunnel 
structure. 

Investigation showed that shock waves can be generated in 
pulsing flow at transonic flow velocities. The upper 
velocities at which no shock waves are generated have been 
determined. 

LIST OF SYMBOLS 
a 

b 

F 

L 

P 
M=Vla 
P 
S 

C 

f 

t 
V 
AV 
6 

h 
P 

8 

‘p! 

a: 

5 

sound speed 
large ellipse axis 
small ellipse a i s  
wind tunnel cross-section area 
pulsation frequency 
distance between the pulser and the mcdel 
location 
length of the shaft 
Mach number 
pressure 
shaft projection area onto the wind tunnel cross- 
section area 
time 
flow velocity 
velocity fluctuation amplitude 
relative stagnation pressure losses 
ratio of specific heats 
reduced velocity 
gas density 
hydraulic resistance coefficient 
angle between the large ellipse axis and the 
wind tunnel axis 
F2 /Fs area ratio 

INDICES 
1 
2 
3 
CP 
0 * 

test section area 
pulser passage cross-section area 
duct area downstream of the pulser 
mean 
stagnation parameter 
parameter in the critical cross-section 

1. WIND TUNNEL STRUCTURE 
The wind tunnel schematic is presented in Fig. 1. The wind 
tunnel contains a settling chamber with a honeycomb and 
screens, a subsonic node, a test section, a short diffuser, and 
an ejector. The pulser - a device for generating speed 
pulsation - is a distinctive feature for ths wind tunnel. The 
pulser schematic is given in Fig. 2 .  The pulser contains six 
elliptic rotating shafts in one transverse section of the wind 
tunnel between the short diffuser and the ejector. Four shah 
are rotated at the same frequency and phase; they are 
designed for generating flow speed pulsation with frequency 
and amplitude required. The remaining two shafts are 
designed for pulse shape correction. Their rotation frequency 
is two times the rotation frequency of four shafts. 

Every shaft is located in a separate channel bounded by 
parallel walls. At the entry of some channels, shutters for 
passage cross-section area variation are installed. Owing to 
the shutters the fluctuation amplitude or degree of correction 
of the pulse shape can be controlled. 

Fig. 3 shows the schematic of the wind tunnel ejector. It has 
16 n o d e s  located at the periphery. The multi-nozzle ejector 
was chosen owng to its capability of generating less noise 
than the one-nozzle ejector with a central or annular nozzle. 

2 .  TEST SECTION FLOW CALCULATION 
The test section flow was calculated on the basis of a one- 
dimensional model by using the flow rate and momentum 
equations [I]. The flow downstream of the pulser was 
considered as a flow in an abrupt duct expanding. The total 
pressure losses upstream of the pulser were assumed to be 
absent. 

Flow rate equation 

Momentum equation 

where q(h),P(7.) andz(h) arethegasdynamic functions. 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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1 
h 

2(h) = 71 + - 

V I=- 
a. 

Upon determining the value h3 from Eq. (2) and substitutmg 
it into Eq. ( 1 )  we obtain relative total pressure losses in flow 
in the pulser. 

(3) 

To determine the summary total pressure losses in the wind 
tunnel circuit upstream of the ejector, the drag losses are to 
be calculated as well; this can be made by the following 
equation: 

(4) 

When compared \$ith the test data obtained in the pilot wind 
tunnel the value 5 can be assumed to be equal to c= 0.5. 
Summary total pressure losses 

+SI+& 
calculated by Eqs. (1) .  (2), (3), and (4) are given in Fig. 4 as 
a function of the reduced velocity h, in the test section at 
different values of parameter cp= F2/F3, which correspond to 
different values of the pulser passage area F2 . In calculations 
F1 was taken to be equal to 0.28 m and F2 to 0.342 m 

The ejector characteristics correspond to &const at constant 
ejection air pressure. Fig. 5 shows relations between h, and 
cp corresponding to k o n s t .  These relations are the main 
characteristics of the wind tunnel of the concept under 
study. They allow the reduced velocity h, in the test section 
to be calculated at different pulser passage areas FZ and 
within different pulser operation regimes. These relations 
enable also the speed pulsation shape, that is, 1, as a function 
of time t tobedetennined. 

3. CALCULATION OF FLOW SPEED PULSATION 
SHAVE 

The pulser passage area is specified by the pulser shafts 
projection onto the wind tunnel cross-section area. This 
projection area for the elliptic shaft is as follows: 

s = lJcz CO?@ + b' sin2@ , (5) 

where 
c, b 
e is the shaft length, 
e 

are the small and large ellipse axes, 

is the angle between the large ellipse axis and 
the wind tunnel axis. 

Fig. 6 yields the relation between the reduced test section 
velocity 71, and the angle 0 obtained by using the data in 
Fig. 5 and Eq. (5). The calculation was performed for M . 1  
and w). 15. The ratio of the ellipse axes is as b/c=3. 

Analysis of these curves shows the relations to be smooth 
enough but their shapes to differ significantly from the sine 
one. In the upper part the pulsation curve becomes 
remarkably elongated. 

In order to approximate the pulse shape to the sine curve, one 
of correcting pulser shafts is employed. It rotates at a 
frequency twice as fast as the main pulser frequency with the 

shaft turned by 90" relative to the main shaft position S O  in 
the initial state. The channel, where the correcting shaft is 
installed, is equipped with a controllable shutter by means of 
which the control shaft action can be regulated. 

Fig. 7 shows the reduced velocity 1, functions of the angle e, 
obtained by using the optimum correction. The curve shape 
does not practically differ from the sine one. 

The data in Figs. 6 and 7 correspond to the quasi-static action 
of the pulser, that is, according to condition f + 0. At 
significant rotational frequencies (of about 10 Hz) of the 
pulser shafts wave distortions can arise in flow caused by 
wave motion from the pulser up to the test section upstream 
of the flow. 

The pulser action is transferred into the test section not 
momentarily but with some lag. The wave transferring the 
disturbance moves at the souid speed a. While moving this 
wave is drifted by the opposing flow with the velocity v. 
Consequently, the real wave motion velocity relative to the 
duct walls is equal to a-V and the time of the wave transit is 

L t =  - 
a-V 

where L is the distance between the pulser and the model 
location in the test section. In the wind tunnel under 
consideration this distance is equal to about 1 m. Different 
degree of the wave lag for different pulse sections results in 
distorting the curve shape; the time of velocity decreasing 
becomes less than the time of its rising. 

In order to decrease this type of distortions, the second 
correcting shaft of the pulser is used. Its rotational frequency 
is the Same as this of the second shaft and in the initial 
position it is turned by 45" relative to the initial location 8.0 
of the main shafts. Calculations carried out by authors show 
that in some regimes of the wind tunnel operation wave 
distortions can be eliminated effectively using this shaft. 

Fig. 8 shows some relations between the test section flow 
velocities and the time with pulse frequency of about 10 Hz 
(rotational frequency of the main shah  is 5 Hz) and H . 1  
with the presence of wave distortions and with the second 
correcting shaft operating. The velocity pulse shape was 
approximated to the sine curve. 

Fig. 9 gives the same relations but obtained at ~ 3 . 1 5 .  The 
velocity varies with an abrupt drop at some time moments. It 
means that shocks are generated in flow. The correcting 
shafts cannot improve the situation. 

Investigation d e d  out by authors showed the shock waves 
to be generated at transonic flow velocities. 

Fig. 10 yields data on the upper velocity region boundary, 
where no shock waves arise, as relations between the 
maximum instantaneous velocity V and the pulse frequency f 
at different relative pulse amplitudes, = AV /Vq . 

4. TESTING OF THE PILOT WIND TUNNEL 

An experimental study of the pilot wind tunnel with flow 
speed pulsation was performed to investigate wind tunnel 
capabilities of generating flow with regular pulses and with 
smoothly changing velocity. The size of the test section was 
150x 1 10 mm . The wind tunnel pulser had only one rotating 
shaft with 30 mm and 90 mm axes. There were no correcting 
elements. 



5-3 

Fig. 11 illustrates one of the records of velocity variation time 
history in the test section. The diagram shows clearly enough 
the nature of velocity variation and its distinctions from the 
sine curve. 

However, the main result of this investigation is that the 
capability of generating stable and regular flow speed 
pulsation in the test section with essential fiequences and 
amplitudes was shown. 

5. CONCLUSIONS 

The main features of a subsonic wind tunnel with flow speed 
pulsation are presented. The pulses are generated by rotating 
the elliptic parallel shafls installed across the wind tunnel 
duct downstream of the test section. Calculations and tests 

were carried out to develop a wind tunnel with a 
0.4 (W)x0.7 (H) m test section. Special attention was given 
to development of means of correcting the velocity pulse 
shapes with the aim of approximating them to the sine curve. 

It was also shown that shock waves can be generated in the 
flow. The upper velocities at which no shock waves are 
generated have been determined. Th~s bounday depends on 
the value of the pulse fiequency and relative amplitude. 
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SUMMARY 

The new Civil-Aeronautical Low Speed Large Wind, 
Tunnel is presented, which will be constructed in 
the next future at the Politecnico di Milano. This 
unconventional facility will allow for both civil- 
environmental and aeronautical researches, respec- 
tively in a very large (14x4 m) low-speed test section 
and in a conventional high-speed test section (4x4 
m) .  Based on the results of preliminary tests on a 1:9 
scale model the design of some critical components 
was reviewed. This includes the numerical optimisa- 
tion of the contraction ahead of the aeronautical test 
section, the inverse design of a new thick section for 
the corner vanes and an improved configuration of 
the bends upstream the civil-environmental test sec- 
tion. Tests performed to check the effectiveness of 
the proposed modifications, although showing that 
some work is still need to fulfil the specified require- 
ments, confirmed the feasibilty of this very peculiar 
wind tunnel. 

1 INTRODUCTION 

At the Politecnico di Milano a new Civil- 
Aeronautical Low Speed Large Wind Tunnel (WT)  
will be constructed in 1997. This project is a research 
collaboration between the Mechanics and Aerospace 
Departments. The effort aims at building a single 
wind tunnel t o  be used for both aeronautical and 
civil-environmental purposes. 

This very peculiar W T  will be characterized by the 
presence of two test sections located on the oppo- 
site sides of the aerodynamic circuit. The first is 
an extremely large (14x4 m), low-speed, test sec- 
tion which allows for earth boundary layer simula- 
tion through conventional passive systems. This will 
be used for aeroelastic testing of civil structure as 

well as for wind engineering and environmental a p  
plications. The second is a smaller, conventional, 
aeronautical test section (4x4 m) which will be espe- 
cially employed for research in the fields of aeroelas- 
ticity and active control systems. These applications 
do  not demand very high flow quality,. however they 
do require very large test sections, particularly in the 
case of civil-environmental research. Once operative, 
the new Civil-Aeronautical W T  will so provide an 
experimental facility presently unavailable in Italy. 

Since i t  will be part of a new campus in the suburbs of 
Milan, the plant is considerably very compact, given 
the width of the low-speed test section and the lim- 
ited size of the building in which the wind tunnel 
must fit. This makes the fulfilment of the project 
requirements a challenging task. 

The general layout of the plant is first described in 
the following text of the paper. I t  results from a 
provisional project previously developed a t  Politec- 
nico di Milano [1],[2]. The work completed up to 
now by the authors is then addressed: a reduced 
scale W T  model was tested and critical points were 
identified in the aerodynamic circuit. An improved 
design was then proposed for some critical compo- 
nents, and the effectiveness of the new solutions was 
checked through further testing. 

2 ORIGINAL DESIGN 

The main target specifications of the Civil- 
Aeronautical W T  are summarised in tab. 1. Here 
AUlU is the relative deviation of the flow speed 
from the average value, and Tu, is the average tur- 
bulence intensity of the longitudinal velocity compo- 
nent. The concomitant presence of two test sections 
necessarily led to a compromise solution. As a con- 
sequence, lower values of the wind speed and of the 
flow quality indicators in the high-speed test section 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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Civil- A e r o n a u t i c a l  
Low Speed Wind Tunnel 

Max. power installed 1.5 MW 
Test section 11 Civil I Aeronautical 

Size m 13.8x3.8 4x323 
Max speed ms- 

< & 2 %  <&0.2% 
< 0.2% 

Table 1: General specifications. 

were accepted, compared with conventional aeronau- 
tical WTs. 

2.1 General layout 

The W T  facility will be located in the new Bovisa 
Campus of Politecnico di Milano, therefore the over- 
all plant size was strictly limited to a maximum of 
50x15~15 meters, not including offices, control rooms 
and models assembling rooms. A minimum width 
of about 14 meters was mandatory for the civil- 
environmental test section, to  ensure size compati- 
bility of aeroelastic bridge models with Danish Mar- 
itime Institute (DMI) Very Large W T  facility [3]. 
Also, a long straight run was required upstream of 
the civil-environmental test section, to achieve an ac- 
curate earth boundary layer simulation. These con- 
straints justify the unconventional design chosen in 
the original project [1],[2]. Its general layout is shown 
in fig. 1. 

The plant is a closed circuit wind tunnel with verti- 
cal return duct. A very peculiar characteristic is the 
presence of two different test sections: one is ded- 
icated to  civil-environmental applications while the 
other is designed for aeronautical applications requir- 
ing moderate flow qualities and wind speed. 

The array of 14 fans, each having a diameter of 1.8 
meters and driven by a 100-KW a.c. electric motor, 
had to be placed downstair: this was the only accept- 
able solution from the structural point of view. The 
fans are thus located on the same leg of the aero- 
nautical test section, just  ahead of bend nurnber 1 
(in the following, corners will be numbered starting 
from this one and going downwind). The 14 ducts 
continue through bend number 1 and 2, after a short 
transition from the circular to  an almost square, con- 
stant,  cross-section. The separation of the ducts was 
conserved, in order to  allow for an active control of 
the flow velocity distribution in the upper test sec- 
tion; this will be obtained through an independent 
electronic variation of the rotating speed of the fans. 

The heat exchanger is positioned just  downstream of 
bend number 2 and is followed by a settling chamber 
with the honeycomb and the screens. It will be de- 
signed to  allow for horizontal thermal stratification of 
the flow, thus simulating earth boundary layer con- 
ditions for environmental testing. 

The limited space available did not permit to  insert 
a contraction in front of the civil-environmental test 
section. A similar solution was adopt,ed in the DMI 
wind tunnel too. On the contrary, a huge plant re- 
cently built in Japan 'NI, devoted t,o the aeroelastic 
testing of bridge models, does have a conventional 
contraction. Although simpler, the present solution 
will require more dissipative screens in the settling 
chamber to achieve the target smooth-flow quality 
in the test section. This last is 13.8 m wide by 3.8 m 
high and is located at, the end of a 35 meters long, 
constant section, duct. 

Downstream from bend number 3 and 4, a very 
short leg remained (about 35 meters long) for the 
second settling chamber, the contraction, the high- 
speed test section and the diffuser. Therefore, the 
settling charnber is very short. ( 2  meters) and the 
two-dimensional contraction has a limited area ratio 
of 3.46 t80 1. This gives a 4 . m  wide by 3.8 m high 
aeronautical test section which is 5 meters long. The 
test section will be interchangeable, allowing for out- 
of-the-line assembling of the models, and an open-jet 
test section will be provided too. Finally, in order to  
limit the diffusion angle and prevent, flow separation, 
the diffuser was subdivided from the very beginning 
into 14 separate duct,s, each running into the corre- 
sponding fan. 

2.2 Preliminary assessment of the 1:9 
scale model 

In order to verify the feasibility of t,he ideas at the 
base of the W T  project, a 1:9 scale model was con- 
structed and thoroughly tested. Due to  the limited 
power installed, wind speeds of about 5.5 and 19 
ms-' were obtained, respectively in the low-speed 
and in the high-speed test section. The  resulting 
Reynolds numbers roughly correspond to  the lowest 
possible ones for the full scale W T ;  infact, this will 
be operat,ed a t  flow speeds in the civil-environmental 
test sectmion as low as 0.5 + 1 rns-'. 

A very limited selection of the measured da ta  is re- 
ported in the following. They support the conclusion 
that the behaviour of the W T  is promising, although 
the project requirements are not completely fulfilled. 
Therefore, the general layout of the plant may be 
conserved but some critical cornponent,s must be im- 
proved. 
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Component 

Settling chamber 
(aeronautical test section) 
Multi-pipe diffuser 
Fan section, transition ducts 
and bend 1 
Set,tling chamber 8c heat exch. 
(civil test sect ion) 

Fig. 2 shows two velocity profiles measured along 
a vertical line in the center of the civil test section, 
using screens with different open area ratio in the 
settling chamber. The wake of the horizontal wall 
which partitions the duct downstream of the fans 
up to  and including bend number 2 is clearly visi- 
ble, especially in the velocity distribution that cor- 
responds t o  the less dissipative of the two screens. 
Likewise, horizontal velocity profiles were perturbed 
by the wakes of the vertical dividing walls. Measure- 
ments of the average turbulence intensity, quoted in 
tab.  2, confirmed that the use of more dissipative 
screens greately helps to  achieve better flow quali- 
ties, but it significantly reduces the power efficiency. 
Therefore, it appears essential to  improve the design 

Head-loss 
I(0; 

0.2 

0.22 
0.33 

0 .3  

Screen open area ratio 
58% 
46% 

Table 2: Measured average turbulence intensity in 
the civil test section. 

Tu, 
1.4% 
0.8% 

of the circuit following the fans up to  the settling 
chamber, if the required flow uniformity is to be ob- 
tained. 

A similar situation arises in the aeronautical test sec- 
tion where the velocity distribution was reasonably 
regular, as shown in fig. 3, but far enough from the 
specified target (AV/V z 1% instead of 0.2%). Here, 
the wakes of three vertical walls located in the bends 
are clearly identified. Although some structures are 
needed to  support the turning vanes their size may 
and should be greatly reduced. Again, an acceptable 
turbulence level was measured, using just one screen 
with an open area ratio equal to  58% in the settling 
chamber. 

A very important evaluation of the original project 
came from the measured head-loss distribution. Tab. 
3 shows the measured head-losses of the individual 
components, K O ;  = Ah,/qo, referred as usual to  the 
dynamic head in the high speed test section, qo .  The 
W T  efficiency is quite low ( K O  E 1.15) if compared 
with conventional aeronautical facilities, but is en- 
couraging considering that this result comes from a 
first provisional project. In effect, the global figure 
is not so far from the value KO z 0.86 declared for 
the low contraction conditions of DNW facility [5]. 
For the present plant, the necessary presence of two 
settling chambers almost doubles the losses due to  
honeycombs and screens. A heavy loss is also caused 
by the multi-pipe diffuser and by the short transition 

Table 3: Measured head-loss due to individual com- 
ponents. 

ducts downstream of the fan section, as they involve 
a considerable diffusion too. 

These observations confirmed that, an improved de- 
sign was needed for the ducts and bends following 
the fan section, and rose some questions about the 
efficiency of the multi-pipe diffuser. Furthermore, 
flow regularity in the multi-pipe diffuser was strongly 
influenced by the wake of models positioned in the 
aeronautical test section, thus suggesting the study 
of a new, single-duct, diffuser with flow separation 
control. 

3 COMPONENT 
RE-DESIGN 

3.1 Contraction optimisation 

As pointed out in the description of the general lay- 
out, the unusual configuration of t,his W T  strongly 
limits the length of the circuit available to  the con- 
traction, the high-speed test section and the diffuser. 
Thus, a short contraction is highly recommended to  
leave enough space for a relatively long test section 
and for the diffuser. 

After preliminary experimental and numerical inves- 
tigations of the original contraction, it appeared that 
some margin existed both to reduce the contraction 
length and to  improve the flow uniformity in the test 
section. The design of a new contraction was there- 
fore attempted using a numerical optimisation tec- 
nique. 

To obtain an efficient, and costless tool, the con- 
strained optimisation algorithm was coupled with 
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an incompressible, two-dimensional, vorticity based 
panel method and an integral, turbulent, boundary 
layer scheme due to  Eppler [6]. The potential plus 
non-interacting boundary layer approximation was 
considered to  be sufficiently accurate for the present 
purposes, because flow separation was neither ob- 
served on the walls of the original contraction nor 
expected in the re-designed one. This was confirmed 
comparing the predicted and measured pressure coef- 
ficients along the side and upper walls of the original 
contraction, as shown in fig. 4. Reference static pres- 
sure and velocity were taken at pOints on the axis, 
respectively at the inlet and outlet section. 

The new contraction shape was constructed using 
simple linear and trigonometric functions. Three free 
parameters define a family of shapes ensuring slope 
continuity at the contraction inlet and outlet. The 
values of the parameters where selected by the op- 
timisation algorithm with the object of minimizing 
A U l U  at a reference station located slightly down- 
stream of the exit section. To avoid separation along 
the contraction side walls, the predicted value of the 
boundary layer shape factor, H ,  was limited. How- 
ever, it was found that  due to the extremely thin 
boundary layer resulting from the accelerating flow, 
very low values of the shape factor were predicted 
near the end of the contraction. This produced unac- 
ceptable, highly curved, shapes. Therefore, a second 
constraint was introduced to  limit the value of the 
velocity along the side walls, so that feasible design 
could be obtained. 

The length of the new contraction was set to be 
equal to  91.5% of the original one: this is one me- 
ter less, so that  the length of the aeronautical test 
section increased from 5 t o  6 meters. The boundary 
layer shape factor was limited below 2.0, with sepa- 
ration being related t o  a value of H 2.8; also, the 
Reynolds number was set equal to 500000 based on 
the inlet diameter and the inlet velocity. This value 
roughly corresponds to  the flow condition in the 1:9 
scale model and to  a wind speed of approximately 2 
ms-' in the aeronautical test section of the full scale 
facility. Therefore, a wide margin against the risk of 
separation should be guaranteed in the whole range 
of testing speeds. Relaminarisation of the turbulent 
boundary layer was not considered a critical issue due 
to  the moderate area ratio, the high Reynolds num- 
ber and the turbulence level of the flow. The velocity 
along the side walls was limited below 3.8 times the 
inlet velocity, i.e. below 1.1 times.the outlet velocity. 
Approximate initial conditions were given to start  
the boundary layer computation: however, the final 
design was checked t o  be not very sensitive to initial 
conditions and Reynolds number. 

The  shape obtained is shown in fig. 5,  where it is 

compared to the original one. An intersting feature 
of the new design, not appreciable in the figure, is 
that  it presents a slight over-contraction, as typical of 
Boerger's contractions [7]. After the new contraction 
was assembled and tested, the predicted pressure co- 
efficients on the side and upper walls were compared 
with the measured ones: again, the agreement was 
satisfact,ory, as shown in fig. 6. The computed ve- 
locity profiles for the original design and for the new 
one, are compared in fig. 7. They have been com- 
puted at reference stations located just  downstream 
of the respective exit section. It, may be seen that ,  
despite the reduced length of the new contraction, 
a significative improvement. in the flow uniformity 
is to  be expected. However, measured velocity pro- 
files showed a flow uniformity much lower than pre- 
dicted: very similar values of A U / U  (up t o  kl%) 
were founded both for t,he original and for the new 
contraction. A check was made to exclude a signif- 
icant boundary layer effect. I t  is now believed tha t  
such discrepancies are due to  non uniform flow con- 
ditions upstream of t8he contraction inlet, resulting 
from disturbances introduced 'by other components 
of the wind tunnel circuit. It is therefore anticipated 
that the flow uniformity in the test section will im- 
prove significantly when all the critical components 
will be replaced by the re-designed ones. 

3.2 Bends modification 

As evidenced by the tests conducted on the 1:9 scale 
model a large head-loss was caused by the rapid dif- 
fusion in t,he short transition ducts just behind the 
fans, where flow separation occurred. The  fact tha t  
the mot,or housings installed in the model were not 
to  scale (having a much higher blockage and a very 
poor streamlining) surely played a significant role. 
Nevertheless it was decided to  modify the design of 
the whole assembly composed by bends 1 and 2. 
The section transition and the diffusion were dis- 
tributed along the cross leg between the two cor- 
ners too; this is in contrast with t*he original design 
having constant-section cross ducts. Also, since the 
velocity distribution in the civil-environmental test 
section was clearly perturbed by the wakes of the 
dividing walls, these were terminated as soon as pos- 
sible. They now end just upstream of bend number 
2. The resulting design is much more complex than 
the original one, as shown in fig. 8 and 9. I t  should 
guarantee a more regular and efficient turnaround of 
the flow, improving the power efficiency of the plant 
as well as the flow quality in the upper test section. 
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3.2.1 Turning vanes design 

Due to  the very limited length of the wind tunnel 
circuit the flow in bends 3 and 4 may be significantly 
distorted by wakes generated in the upper test sec- 
tion. Similarly, flow in bends 1 and 2 can be dis- 
turbed by the presence of the fan-housings causing 
poor performance of curved-plate vanes. Therefore, 
a new, thick, turning vane section was designed. The 
object was to  avoid flow separation in a range of f5 ’  
about the nominal inflow direction, thus ensuring a 
complete and smooth deflection of the incoming flow. 

An inverse airfoil design method, based on a vorticity 
panel method, has been used, which is similar to the 
iterative approach of Kennedy and Marsden [8]. Be- 
ing based on panel method, i t  was readily extended 
to  the case of an infinite cascade. It also has a multi- 
point design capability, in the line of the well known 
inverse design method originally developed by Eppler 
[6] and further extended by Selig and Maughmer [9]. 
This greatly simplifies the task of designing an airfoil 
section having good performance at more than one 
operating condition. 

A major difficulty was given by the fact that  the 
vanes may operate at very low Reynolds number, as 
values lower than 100000 may be reached, when per- 
forming low-speed civil-environmental tests. As a 
consequence, a moderate design lift coefficient was 
selected, CL N 0.75, which corresponds to  a gap-to- 
chord ratio of 0.37. The target velocity distribution 
is characterized by a significative amount of aft, load- 
ing. This enables a mild deceleration on the most 
part of the upper and lower side, resulting in a re- 
duced risk of early separation. 

The  new section, which has a comfortable thickness 
of about 12%, is reproduced in fig. 10. In the subse- 
quent fig. 11 the velocity distribution a t  the nominal 
incidence is shown. Numerical analyses were based 
on panel method and integral boundary layer with 
empirical transition criteria, corrected for rough air 
conditions as suggested in [6]. They reported no ev- 
idence of laminar separation bubbles for Reynolds 
number as low as 50000 in the whole desired range 
of inflow directions. A greater level of confidence was 
obtained testing a 1:9 scale model of corners 1 and 
2. fitted with the  new vanes. This will be described 
in the following text. 

3.2.2 Bend testing 

Since the substitution of the original corners of the 
scale model with the re-designed ones would have 
been lengthy and costly, it was decided to test the 
new configuration for just  one of the fourteen sepa- 

rate ducts. Therefore a 1:9 scale rnodel of the W T  
circuit going from the fan section up to bend num- 
ber 2 was built and connect,ed t,o costant-section en- 
try and exit duct, as illustrated i n  fig. 12. A simi- 
lar model of the original configuration was also built 
and t,ested, to be used as reference. Head-losses of 
the individual elements were measured as well as to- 
tal head distributions downstream of bend number 
2 and velocity components in t,he vertical plane at a 
number of different points. Again just, a very limited 
number of result,s will be presented, t.0 document the 
superior performance of the new configuration. 

As pointed out previously, the commercial fans used 
in the model produce a poor flow quality, due to a 
high blockage and a inefficient straightener: thus, the 
outcoming flow posses a significant. swirl. This fact 
is clearly evidenced by t,he velocity vectors measured 
inside the duct a t  various point,s on t,hree different 
longitudinal planes (evenly spaced accross the sec- 
tion), as illustrat,ed in  fig. 13 and 14 respectively for 
the original and for the new design. Although the 
result,ing flow is severely pert.urbec1 it. is nevertheless 
obvious that the new vanes turn the flow consider- 
ably bet,t,er, giving a rnuch more regular velocity dis- 
tribution at the exit. of the two corners and reducing 
flow angularity. Considering that t,he fans to be used 
in the real plant will surely deliver a srnoother flow, 
tests were repeated inserting a long straight channel 
and a screen between the fan and t,he first corner. 
The resulting velocit,y vectors, shown in fig. 15 just  
for the new solution, indicate a very regular deviation 
of the incoming flow. 

Measured head-losses confirmed that a largely dom- 
inant, contribution in the aforementioned value of 
li’oi for the fan section, the transitmion duct and the 
first bend was due to the very poor fan-housing. 
Therefore, a rnuch lower value should be attained 
in the full-scale WT. The measured head-loss for the 
new configurat,ion, excluding t>he fan section and the 
first hansition duct, also showed an intersting de- 
pendence on the flow speed. Comparing the results 
obtained in smooth flow conditions at, 8.4 and 11.4 
ms-l inlet, velocit,y, corresponding t80 chord Reynolds 
number of the vanes on t,he order of 35000 and 
47000 respectively, a 20% reductmion could be ob- 
served. This fact rriay well be related to laminar 
separations appearing on the vane suction side at the 
lower Reynolds number, as suggest>ed by the compu- 
tations. At t3he higher Reynolds number, which still 
corresponds to  a very low wind speed at full-scale, 
the head-loss was already 15% lower than for the 
original configurat.ion, confirming the superiority of 
the new solution. 
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4 CONCLUSION 

The tests performed on the 1:9 scale model of the new 
Civil-Aeronautical Low Speed Large Wind Tunnel 
support the feasibility of the very unconventional so- 
lution resulting from the specific requirements. They 
also evidenced critical points suggesting to review the 
design of some major components of the aerodynamic 
circuit. 

The new contraction, designed. by numerical optimi- 
sation, is one meter shorter; it allows to extend the 
length of the aeronautical test section from 5 t80 6 
meters. I t  should also provide the required flow uni- 
formity. Although this has not yet been achieved, the 
target should be eventually reached when the scale 
model will be updated with all the suggested modi- 
fications. 

A new configuration has been proposed for the circuit 
downstream of the fan section, including the cross 
leg and bend number 1 and 2. The solution includes 
thick turning vanes, whose section was specifically 
designed for the present purposes. Tests of a single- 
motor single-duct scale model confirmed an improved 
flow quality at the turnaround exit. as well as a re- 
duced head-loss. I t  is thus anticipated that the new 
design will produce a more uniform velocity distri- 
bution in the civil-environmental test section and a 
slight increase in the power efficiency of the plant. 

Finally, a completely new solution is now being pur- 
sued for the main diffuser, because the current one re- 
vealed flow stability problems triggered by the wake 
of models in the test section. Although not addressed 
in the present work, the orientation is to replace the 
multi-pipe arrangement with a conventional wide an- 
gle diffuser and to  suppress flow separation using pas- 
sive boundary layer control devices. Results so far 
obtained on a 1:20 scale model are encouraging. 
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Figure 1: General layout of the Civil-Aeronautical Wind Tunnel: bottom view and longit,udinal section. 
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Figure 2: Velocity profile in the civil-environmental 
test section. 
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Figure 4: Measured and computed pressure coeffi- 
cients on the  walls of the original contraction. 
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Figure 3:  Velocity profile in t,he aeronautical test 
section. 
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Figure 5 :  Original and new contraction shapes. 
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Figure 6: Measured and computed pressure coeffi- 
cients on t h e  walls of the new contraction. 

Figure 8: New configuration of bend 1 & 2: longi- 
tudinal section of one inner duct. 
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Figure 7: Computed velocit,y profiles in the aero- 
nautical test section, for the original and new con- 
traction. 

Figure 9: New configuration of bend 1 & 2: assono- 
metric view of the t,wo outermost ducts. 



6-9 

1.4 . 
1.2 

1 0.30 3 I 

3 0.8 
5 2 0.6 

0.00 c/ 
0.0 0.2 0.4 0.6 0.8 1 .o 

x I chord 
0 0.2 0.4 0.6 0.8 1 

x I chord 

Figure 11: Turning vanes sectmion: velocity distri- 
bution at  nominal incidence. 

Figure 10: Turning vanes section. 
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Figure 12: Experimental setup for testing new design of bends 1 & 2.  
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Figure 13: Measured velocity vectors: original bend design. 
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Figure 14: Measured velocity vectors: new bend design. 

Figure 15: Measured velocity vectors with srnooth inflow: new bend design. 
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Experimental and Computational Aerodynamics 
Applications for an Icing Wind Tunnel Design 

F. De Gregorio, B. Esposito, G. Mingione, A. Vicini 
CIRA - Centro Italian0 Ricerche Aerospaziali 

via Maiorise 81043 Capua (CE), Italy 

Summary 
The Italian Center for Aerospace Research is com- 

mitted to design and build a new icing wind tunnel 
(IWT). The main feature of an icing wind tunnel with 
respect to a traditional aerodynamic one is to  have an 
heat exchanger to  cool the air flux, and a spray-bar, 
normally located in the settling chamber, to  gener- 
ate water droplets simulating the supercooled water 
droplets clouds that can be encountered in flight con- 
ditions. The IWT will have peculiar characteristics, 
such as flight altitude pressure and humidity control, 
and large droplets simulation (larger than those indi- 
cated in present FAA regulations). The need for these 
features has been identified in the preliminary design 
phase, and their impact on the design has thus been 
evaluated. In this paper a short description of the 
main characteristics of the CIRA IWT will be given, 
and some of the experimental and theoretical studies 
that have been carried out during the feasibility study 
will be illustrated. 

Notation 
Liquid Water Content (g /m3)  
Median Volumetric Diameter 
droplet cross-section 
droplet wetted surface 
air, droplet temperature 
water evaporation heat 
droplet acceleration module 
droplet drag coefficient 
water constant pressure specific heat 
droplet diameter 
gravity acceleration 
convective heat exchange coefficient 
diffusivity of water vapour in air 
droplet mass 
droplet-air relative velocity 
coordinate directions 
angle between the relative velocity 
vector and i-th coordinate direction 
impingement efficiency factor 
relative humidity 
air viscosity 
air, water density 
saturation water vapour density 
water surface shear stress 

1. CIRA Icing Wind Tunnel Description 
The final IWT project will be realized on the ba- 

sis of a feasibility study that has’ been carried out by 
CIRA. Fig.1 shows the IWT aerodynamic lay-out as 
developed in the feasibility study. 

The IWT will have three interchangeable test sec- 
tions and an open jet configuration, which perfor- 
mance and cloud simulation characteristics will allow: 

0 to  support the aircraft icing certification phase 
according to  present requirements (i.e. FAR 25 
Appendix Crll); 

0 to  verify the effectiveness of the aircraft anti/de- 
icing systems; 

0 to support research on ice accretion (studies for 
improvements of ice accretion models and scaling 
laws, investigations on *altitude effect). 

The aerodynamic and structural design of the IWT 
will also allow to perform icing testing under the 
FAA/JAA extended certification .requirements which 
are expected to be released in 1997. 

The main characteristics of the IWT test sections 
are summarized in the following table: 

I 1 main I secondarv I additional I oDen iet I 
I 1 . -  

Height I m )  I 2.35 I 2.35 I 2.35 I 2.35 I 

Y I 

Minimum I -32 I -40 I -32 I -32 
Temperature (oC) I 1 

Altitude (m)  I 0 to 7000 

The main test section will be provided with slotted 
side walls with fixed porosity and two turntable assem- 
blies at the ceiling and floor walls to  allow the model 
vertical mounting. With this test section it will be 
possible to simulate ice accretion on full scale aircraft 
components, it will be possible to reproduce flight con- 
ditions of turboprops both in holding, cruise, descent 
and climb phases and of jet aircraft in the flight speed 
regime below Mach 0.4. 

The secondary test section is mainly devoted to bi- 
dimensional ice accretion tests on real parts of wings 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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in cruise cqnfiguration and descent phase a t  a maxi- 
mum Mach' number of 0.7. It will be provided with 
slotted top and bottom walls with fixed porosity, and 
2 turntable assemblies on the side walls to  allow the 
horizontal model mounting, and it will be possible to 
simulate test models with the ice protection system 
of flight instrumentation and flight sensors (Pitot and 
static probes, stall warning transducers, etc.). 

The function of the additional test section is to  re- 
produce the speed of turboprops in the holding con- 
ditions (Mach 0.25). It has slotted top and bottom 
walls with fixed porosity and also the possibility of a 
closed wall configuration, two turntable assemblies on 
the side walls, one floor turntable assembly. 

Finally, the open je t  configuration will be used for 
very large models that cannot be installed in the other 
test sections. 

The test sections will be installed in a plenum hav- 
ing the function of allowing an easier configurations 
interchange, and an easier interface among test sec- 
tions, flaps and test section diffuser. The test sections 
will be lowered into place through a hatch in the ceil- 
ing of the plenum by an overhead crane. The plenum 
will also host an external balance, a model support 
system, two turntables and an electrical motor (about 
150 KW) for rotor testing. The plenum and the whole 
IWT shell will be designed to withstand the static op- 
erative pressure range from 0.39 bar (pressure altitude 
of 7000 m) to 1.45 bar, a temperature variation from 
-4OOC to +4OoC, and will be thermally insulated. 

Four large flaps electrically operated are located a t  
the downstream end of the plenum; their function is to 
allow the flow which has entered the plenum through 
the slotted wall to re-enter into the test section and 
provide clearance for interchanging test sections. 

The fan is driven by a 3600 kW motor located in a 
nacelle in the back-leg. The fan system will provide 
an efficiency higher than 85% for all operative points. 

Flow turning vanes are located at  each of the four 
wind tunnel corners and will have the following char- 
acteristics: 

e the vanes a t  corners before the fan and before the 
test section will have the capability of adjusting 
the flow turning angle of f 5  degrees to trim the 
characteristics of the flow; 

0 the total pressure loss across a corner turning vane 
will be less than 0.2% of the local dynamic pres- 
sure; 

e the vanes profile will be designed to  minimize the 
ice collection and the consequent drag rise; 

0 the vanes a t  the two corners after the test section 
will be provided with a de-icing system in order 
to defrost the corner vanes on demand. 

As illustrated in fig. 1, a honeycomb panel will be 
located in the settling chamber upstream of the spray- 
bar module. 

The spray bar system allows the cloud simulation in 
the wind tunnel, seeding water droplets in the flow a t  

the settling chamber location just downstream of the 
honeycomb. In order to  meet FAA requirements two 
spray bar modules are foreseen: 

e 50 pm spray bar module. The function of this 
spray bar is to  generate the supercooled water 
droplets defined in the FAR 25 Appendix C. The 
stratiform and cumuliform clouds conditions are 
generated by at least two set of nozzles. The time 
needed to  reach steady cloud conditions at the 
model location are in agreement with JAR 25.103 
Method 1. Each of the about 400 nozzles is sup- 
plied by pressurised hot water and compressed air. 
The spraying nozzles are installed in about 8 bars 
across the settling chamber. An anti-icing system 
is also provided to avoid water freezing when the 
nozzles are not working. 

e 900 pm spray bar module. CIRA is developing 
a dedicated research program including tests of 
nozzles in a test bench and in an icing wind tunnel 
with the aim of designing a new spray bar for large 
droplets simulation (up to  300 pm MVD). 

In order to  assure the best cloud distribution, the 
spray bars will have spray uniformity of f 5 %  at  the 
contraction inlet. This is obtained by means of a water 
on/off remote control valve for each nozzle. Further- 
more the aerodynamic design of the circuit will guar- 
antee good flow quality a t  the spray bar location (flow 
angularity less than 1 degree and speed variation less 
than 5%). 

The spray bar will have the minimum possible size 
and aerodynamic fairing in order to  reduce the aerody- 
namic interference, with a local aerodynamic blockage 
less than 20%. The spray bar system will achieve a 
steady condition in less of 10 sec. for all spray con- 
ditions. Water and air flow rate and pressure will be 
monitored and controlled with an accuracy of 1%; con- 
trol will be able to  change the water and air pressure 
in order to  simulate variable cloud conditions. When 
the spray bar is in function, the measurement of the 
inflow air temperature and humidity is monitored and 
controlled. At the spray bar location humidity will be 
controlled with an accuracy of 1%, and for a wind tun- 
nel speed less than 80% of maximum test section speed 
it will be possible to  adjust humidity in a range from 
70% 'to 100% for temperatures ranging from -2OOC 
to -15OC and a t  70% for temperatures ranging from 

For aerodynamic testing, the spray bar module 
can be removed and replaced with three turbulence 
screens. 

The heat exchanger is mounted in the second cross- 
leg. The pressure drop caused by the heat exchanger 
will not exceed 1.35 of the local dynamic pressure per 
row. The cool down variation will be not less than 2 
degree per minute. 

An engine f low simulation is required to reproduce 
the air intake inlet flow on the nacelle. A high pres- 
sure blower will be used to  extract the flow (2 to 55 

-4OOC to  -2OOC . 
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Kg/sec) from the engine nacelle and inject it back into 
the wind tunnel circuit a t  a location downstream of the 
test section at  approximately 100 m/s to  minimize the 
impact on the main fan. 

2. Altitude effect 
During the preliminary design phase the possible 

choice to  develop a pressurised facility has been con- 
sidered. The main reasons of this choice can be sum- 
marized as follows: 

a) engine simulation tests: altitude effect allows to  
simulate the actual flow field (inside and outside 
the nacelle), accomplishing a correct simulation 
of ice accretion on any nacelle lip (scaled or not); 

b) any kind of de/anti-icing system certification; 
c) the capability to  use static pressure as a scaling 

d) evaluate the influence of altitude on ice accretion 
method independent parameter; 

shapes. 

Concerning last item, it has been observed that very 
few data about pressure effect on ice accretion are 
available[a. For this reason, CIRA and NRC (Na- 
tional Research Council of Canada) performed a joint 
research program, both theoretical and experimental, 
with the objective of investigating the influence of 
pressure on ice accretion. 

2.1 Experimental studies on altitude effect 
All the experimental tests were performed in NRC 

Altitude Icing Wind Tunnel (AIWT), which charac- 
teristics are here summarized: 

0 test section size (m): 0.57 (h) x 0.57 (w) 
0 air velocity: 5 to  100 m/s 
0 air static temperature: -35'C to  +4OoC 
0 droplet median volume diameter: 10 to  35 pm 
0 altitude simulation: ground to  7000 m 

The test condition matrix stem from CIRA numerical 
investigation. All of the icing tests were performed 
on a NACA 0015 airfoil of 35.4 cm chord, which hori- 
zontally spanned the entire cross section of the tunnel. 
The model was constructed of extruded aluminum. At 
the velocity used for the tests, the Reynolds number 
based on the airfoil chord was of the order of 2.9 x lo6. 
Tunnel data acquisition was performed on a personal 
computer which recorded total and static pressures, 
total air temperature, fan speed, and other parame- 
ters at a 1 Hz rate. Two droplet-size spectrum mea- 
suring devices were employed to  determine the charac- 
teristics of the icing spray prior to  the tests (Malvern 
diffraction device and a forward scattering spectrom- 
eter probe (FSSP)). The LWC was determined prior 
to the experiments through the use of a CSIRO King 
probe, a hot wire device. In this exploratory set of 
experiments, only one spray nozzle was used. While 
this allowed improved test repeatability, the ice which 

accreted on the airfoil was not uniform in the span- 
wise direction. Traditionally, ice accretion profiles are 
measured through the use of either a casting of the ice 
in place or the measurement of ice thickness using a 
hot knife technique. In both cases, the ice accretion is 
disturbed, and the experiment must be restarted from 
the beginning. For this study, another technique was 
attempted. A 20 mW helium-neon laser beam was 
directed through a cylindrical lens with a horizontal 
principal axis. This created a vertically oriented laser 
light sheet, which passed through one of the tunnel 
viewing windows and was aligned to intersect the air- 
foil along the centerline of the tunnel. A schematic di- 
agram of this illumination technique is shown in fig. 2. 
A 35 mm camera was mounted outside the test section 
viewing almost parallel to the leading edge of the air- 
foil. With the tunnel room darkened, the camera could 
record either the profile of the clean airfoil or of the ice 
accretion. Two miniature light sources were located on 
the opposite wall of the tunnel and were used to  en- 
sure proper registration and thus comparison between 
photographs of the clean and accreted airfoil. Any 
possible distortion due to misalignment, i.e. camera 
not sighted precisely parallel to the leading edge, was 
removed in the post-processing of the images. The 35- 
mm images were scanned and the digital images which 
resulted were superimposed to  determine the shape 
and thickness of the ice accretion. The leading edge 
of the airfoil and of the ice accretion were obtained by 
tracing the outlines of these shapes through the use of 
commercial image manipulation software. One of the 
advantages of this non-intrusive method of obtaining 
ice profiles is that experiments do not have to be in- 
terrupted in order to  obtain an interim measurement 
of ice accretion. An example of the results obtained 
through this technique is shown in fig. 3a, illustrating 
the ice shapes obtained at pressures of 1011-'PQ (sea 
level) and 46K'Pa (6200 m altitude)f31. 

2.2 Theoretical studies on altitude effect 
The theoretical studies have been performed using 

a numerical model developed a t  CIRA, structured in 
three main modules: 

0 aerodynamic module; . 
0 water droplet trajectories module; 
0 thermodynamic module. 

The aerodynamic module is based on a potential 
panel method using first order singularities (sources 
and vortices) distribution. 

The droplet trajectories calculation is obtained by 
using a Lagrangian approach; this module will be de- 
scribed in the following section. 

The thermodynamic module is based on the classi- 
cal Messinger model. To obtain the ice thickness the 
airfoil surface is divided in elementary control volumes 
and the ice surface temperature is calculated through 
a mass and an energy balance. These two balances, 
coupled with each other, allow the calculation of the 
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wall temperature and of the non-freezing water frac- 
tion; these terms, together with the total amount of 
water in the control volume, make it possible to eval- 
uate the ice thickness. The terms of the mass balance 
are: 

1. the impinging water; 

2. the evaporation/sublimation mass rate; 

3. the run-back from the previous volume; 

4 .  the run-back into the following volume. 

The terms of the energy balance are: 

1. the convective cooling; 

2. the sublimation/evaporation energy; 

3. the freezing of both the impinging and run-back 

4. the heating/cooling of both the impinging and 

water; 

run-back water; 

5. the heat flux from the airfoil surface. 

The driving terms of the energy balance are (l), 
(3) and (4). The convective cooling (1) is the most 
sensible term: very often, errors in the evaluation of 
the ice shape are due to  a non correct evaluation of 
the coefficient of convective heat exchange. In this 
code this coefficient is calculated from the Reynolds 
analogy, where it is expressed as a function of the skin 
friction coefficient, calculated as a function of the wall 
sand-grain 

The code is able to perform ice accretion calculation 
on multi-element airfoils, and to  evaluate the effect of 
a thermical anti-icing system. Fig. 3b shows the the- 
oretical ice accretion for the same conditions of the 
experiment illustrated in fig. 3a. It is interesting to  
observe that the theoretical results show in this case 
a large influence of pressure on ice accretion, due to  
an increased collection efficiency a t  lower pressurel5I ; 
the same effect is present in the experimental results, 
though less evidenti3I. From the experimental and nu- 
merical tests it is not possible to derive general con- 
clusions. The influence of altitude on ice accretion is 
largely dependent on the values of the icing parame- 
ters; the main effect is a change in the Ludlam limit, 
meaning that ice shapes that are rime at  low altitudes 
can be glaze, for the same icing parameters, at higher 
a1 tit udes. 

3. Convergent design 
Since the water droplets in the test section simulate 

the supercooled water droplets clouds that can be en- 
countered in flight conditions, the convergent design 
is not only ruled by aerodynamics requirements, such 
as flow uniformity and boundary layer quality; in fact, 
an uniform spatial distribution of the water droplets in 
the test section must also be achieved, together with 

velocity and temperature values as close as possible to  
the corresponding ones of the air flow. 

3.1 Droplet trajectories calculation 
In order to evaluate the characteristics of the 

droplets cloud in the test section, a droplet trajecto- 
ries calculation module has been developed. The forces 
acting on a small droplet moving in a steady air flow 
are aerodynamic drag and weight; the effect of buoy- 
ancy forces is considered as negligible. The droplet 
temperature is also calculated, including evaporation 
effects; diameter variations due to  evaporation are also 
taken into account. Therefore, the droplet equations 
of motion, heat and mass exchange are: 

where J = -kS,,,[p,,(Td) - q5puI(T)] ,  and the drag 
coefficient, C D ,  is a function of the Reynolds num- 
ber based on the relative velocity. The expressions 
adopted for the evaluation of the function co(Re)  have 
been obtained by experimental datal6]. 

The derivation of equations (1) is based on the fol- 
lowing assumptions: 

Quasi-steady-state approximation (i.e., a t  each 
instant and position the steady-state drag acts on 
the particle). 

Particles of spherical shape. 

Viscous flow effects such as thick boundary layer 
formation and flow separation are not considered. 

The above mathematical model can be considered a 
valid approximation for typical icing conditions. 

3.2 Convergent optimisation 
The code developed has been applied to the CIRA 

IWT geometry. In a first phase, it has been cou- 
pled with a 3-D panel method, capable of internal flow 
modelling[q. 

Starting from the original IWT configuration, out- 
put of the preliminary design, a large number of possi- 
ble modifications have been analysed, assuming a poly- 
nomial expression for the convergent shape (with fixed 
contraction ratio r ,  = 9.5), with the inflexion point a t  
50% of its lenght. Calculations have been performed 
both for small diameter droplets (lower than 50 pm) 
and for large diameter droplets (up. to  300 pm); in 
fact, though current FAA/JAA regulations limit max- 
imum droplet diameter to  50 prn['l, evidence exists 
that droplets of larger size can be encountered dur- 
ing normal flight operationdq. For this reason, the 
capability of simulating large droplets seems an im- 
portant feature to  be considered in the tunnel design. 
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The tunnel leg taken into consideration comprises part 
of the settling chamber, the tunnel contraction itself, 
and the part of the test section up to the model leading 
edge. The air speed at  the inlet is set equal to  13.16 
m/sec, for a corresponding speed a t  the outlet of 125 
ni/sec. The water droplets have an initial speed of 10 
m/s, and an initial temperature of 278°K. The initial 
temperature of the air has been set to 276°K. 

To compare the different configurations, the local 
impingement efficiency, j3, which is locally propor- 
tiona1,to the LWC, has been used. For a given surface 
(a solid body, or, as in this case, the tunnel cross- 
section), /? is locally defined as the droplet flux rate 
normalized to  the free stream flux rate (fig. 4). For 
each tunnel geometry and droplet size, a number of 
droplets trajectories have been calculated in the ver- 
tical simmetry plane, starting from a uniform spac- 
ing a t  the inlet section. The distribution of /3 along 
the vertical direction in the test section has then been 
calculated; it must be observed that, as the droplets 
considered move in the vertical plane, the calculated 
collection efficiency doesn't take into account the con- 
traction in the horizontal plane. 

From an analysis of the results the following conclu- 
sions have been drawn: 

The impingement efficiency factor distribution in 
the test section is uniform with good approxima- 
tion for small droplets (up to  50 pm size); for 
bigger droplets the distribution is distorted both 
by gravity effect, and by the effect of the cen- 
tripetal acceleration which is imposed by the con- 
traction (and which is proportional to  the mass of 
the droplet). 

For a given droplet size, a longer contraction leg 
produces a more uniform distribution of impinge- 
ment efficiency factor in the test section, as it im- 
poses a milder gradient of centripetal acceleration 
to the droplets. 

As a result of this investigation, an optimal config- 
uration for the convergent has been devised. 

The quality of the collection efficiency obtained in 
the geometry chosen as best has then been compared 
with that in the two largest icing wind tunnel in 
the world: the NASA LEWIS IRT and the BOEING 
BRAIT. The IRT has a test section of 1.8x2.7 m2,  a 
maximum speed of 192 m sec-' and a minimum tem- 
perature of -40°C. The BRAIT has three test sections: 
2.63x1.64, 1.97x1.31 and 1.64x0.96 m2,  a maximum 
speed of 180 m sec-' and a minimum temperature of 
-40°C. Both tunnels don't have altitude control. Since 
the actual geometries of the tunnels are not available, 
the calculations have been performed using geome- 
tries obtained from aerolines available in literature. In 
figs 5-7 the trajectories of 200 p m  droplets in the opti- 
mised IWT, IRT and BRAIT (large test section) tun- 
nels are illustrated. Fig.s 9-10 show a comparison of 
the collection efficiency in the original and optimised 

CIRA IWT, IRT and BRAIT tunnels for 50 and 200 
pm droplets. It is apparent that for the smaller droplet 
diameters all tunnels present a substantially uniform 
collection efficiency, whereas for larger droplets the col- 
lection efficiency in the IRT and BRAIT tunnels is 
greatly distorted as compared with that of the opti- 
mum IWT. 

3.3 LWC distribution in the test section 
In order to carry out a more detailed investigation 

the aerodynamic flow field has been successively com- 
puted, limitedly to the original and optimised geome- 
tries, using an Euler solver. For each diameter, about 
450 trajectories have been calculated from starting 
points evenly distributed over the settling chamber 
cross section; in this way the LWC distribution over 
the whole test chamber cross-section has been evalu- 
ated. 

The Euler solver used is characterized by a space 
discretization based on finite volumes and central 
schemes, self-adaptative explicit 2"d and 4th order ar- 
tificial dissipation terms, and an explicit time-stepping 
integration scheme with multi-grid 

The contour plots shown in figs 10, 11 illustrate the 
LWC distribution in the test section of the original and 
modified geometries for 50 and 200 pm droplets diam- 
eter; these have been obtained assuming an uniform 
LWC=l distribution at  the inlet section. Of course, 
in real conditions the water droplets in a cloud will 
have diameters distributed somehow around a mean 
value, with an amount of LWC associated at  each di- 
ameter; the Median Volumetric Diameter (MVD) of 
a droplet cloud is defined as that mean diameter for 
which half of the total liquid water content is con- 
tained in droplets of larger size, and half in droplets 
of smaller size. In this case, the value of a weighted 
average collection efficiency, p, can be calculated by 
weighting the j 3  pertinent to  each diameter with the 
corresponding LWC; the corresponding weighted LWC 
can then be obtained. After choosing the MVD of the 
cloud to be simulated, the Langmuir-D law has been 
used to determine the discrete diameter distribution 
representing the droplets (for a MVD of 200 
pm, this means to consider a minimum droplet size of 
62 pm, and a maximum one of 444 pm).. 

The 3-D plots reported in fig.s 8,9 are the weighted 
LWC distributions correspdnding to MVD of 50 and 
200 pm, respectively. From these results it is apparent, 
especially for the bigger droplets, how the distribution 
in the modified geometry is more uniform, and covers 
a larger area of the cross-section. This is also evident 
from fig. 12, where the weighted LWC distributions 
are shown in the vertical simmetry plane. 

3.4 Droplets characteristics in the test section 
From the investigation carried out, the velocity and 

temperature of the water droplets in the test sec- 
tion result to  be essentially independent from the con- 



7-6 

traction geometry, and uniform over the cross-section. 
Fig. 13 shows the temperature of the droplet mov- 
ing along the tunnel axis in the optimised geometry, 
with and without considering the effect of evaporation 
(with a n  assumed relative humidity of 70%). Also 
shown in the figure is the variation of droplet diam- 
eter due to evaporation. It is apparent that small 
droplets have a final temperature close to the air one, 
whilst large droplets final temperature may be consid- 
erably higher than that of the air. By decreasing the 
air relative humidity it is possible to obtain a lower 
droplet temperature; as a drawback, a low humidity 
value may lead to an eccessive reduction of droplets 
diameter, implying the complete evaporation of the 
smaller droplets. Fig. 14 illustrates the droplet veloc- 
ity; small droplets are essentially in equilibrium with 
the air flow, whereas bigger ones show a velocity gap 
that reaches about 10 mls in the case of 200 pm di- 
ameter. Finally, the same figure illustrates the droplet 
Weber and Eotvos numbers, that can be used as a cri- 
teria to verify droplet breakup. According to the We- 
ber criterion, droplet breakup is avoided if the Weber 
number, W = pv:d/a, is lower than 10; according to 
the Eotvos criterion, breakup is avoided if the Eotvos 
number, E = adpdd2/o is lower than 16. 

It is clear that when droplets are injected in the set- 
tling chamber, as in the IWT case, there are no prob- 
lems of droplet breakup, If droplets are injected di- 
rectly in the test section, before the model, to increase 
spray uniformity, the large droplets may breakup due 
to the high air-droplet relative speed. 

4 Turning vanes 
The turning vanes must be designed to have the low- 

est ice accumulation, in order to decrease losses and 
tunnel de-icing time. At this stage an optimization 
of the turning vanes has not yet been performed, but 
the capability of the code for ice accretion calculation 
on multi-element airfoils to simulate ice accretion on 
turning vanes has been verified. As an example, fig.15 
shows the calculation of ice accretion on the turning 
vanes downstream of the model; to obtain a correct 
result, the tunnel walls have been included in the ge- 
ometry. 

I 

5 Conclusions 
A general description of the CIRA Icing Wind Tun- 

nel, as defined during the feasibility study, has been 
presented. The results of some experimental and nu- 
merical activities carried out during the feasibility 
studies have then been illustrated. 

Altitude eflect: experimental tests and theoretical 
simulations have been performed to understand if 
pressure can influence ice accretion. Additional 
studies are required for a better understanding of 
the phenomenon. 

0 Convergent design: a droplet trajectories model, 
coupled to a panel method and successively to an 

Euler solver, has been used to devise a convergent 
configuration allowing an omogeneous liquid wa- 
ter content in the test section, for droplets MVD 
up to 300pm. 

Droplet speed: the difference between droplet and 
air speed in the test section is negligible for small 
droplets, whilst reaching values of the order of 
10% of air speed for th'e bigger ones. 

0 Droplet temperature: small droplets reach a tem- 
perature close to that of the air, whilst the larger 
ones may have a higher difference. It is possible to 
decrease droplets temperature by lowering the air 
relative humidity, but this can imply the complete 
evaporation of the smaller droplets. 

Droplet breakup: the positioning of the spray bar 
in the settling chamber will prevent the droplet 
breakup also for large droplets. 
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fig. 1 - CIRA IWT layout 
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fig. 3 - Ice accretion on a NACA 0015 airfoil: speed=95 m/s; MVD=23 pm; LWC=l g/m3; T=-10 OC; time=600 s 
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fig. 5 - 200 pm droplet trajectories in the optimised IWT 
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fig. 7 - 200 pm droplet trajectories in the BRAIT 
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fig. 9 - Collection efficiency in the test section for 
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Abstract 
There is a general understanding that aircraft design 
is a mature technology. All leading airframe manu- 
facturers produce a high quality product, with a 
blend of sophisticated computational fluid dynamics 
programs and extensive wind tunnel tests. 
Prediction of flight characteristics and performance 
is usually made with previous in-house methodol- 
ogy backed with years of experience. On closer 
examination, however, there are areas where signifi- 
cant improvement can be made. Improvement 
opportunities exist for current processes in all 
phases of product development and manufacture. 
Better processes result in substantial reduction in 
cost and time. 
One of the areas was a close examination of the 
certification process relating to aircraft icing. Until 
1990 an airframe manufacturer was required to fly 
the airplane through the cloud characterized by the 
FAA regulation (FAR Part 25) to obtain realistic ice 
shapes on relevant airplane parts, such as wings, 
horizontal and vertical tails and ram air turbines, etc. 
Based on the shapes of accreted ice during flight, 
molds were prepared. Demonstration of handling 
qualities is camed out with the shapes derived from 
the natural icing tests, attached to appropriate 
locations of the airplane. 

Flight testing of an airplane to extract the ice shapes 
in order to estimate the performance degradation 
and demonstration of airworthiness is a very tedious 
and expensive process. The Boeing Company, with 
the support of the FAA, proposed to simplify the 
airworthiness certification process on aircraft icing. 
The first part of the process is the extraction of the 
shape of ice accretion on airplane components. The 
FAA has issued guidelines for the development of 
ice shapes in the wind tunnel instead of by flight 
testing. 

The FAA emphasized that in order to establish 
“certifiable” quality data, the flow qualities of the 
new tunnel must be equal to or superior in compari- 
son to the NASA Lewis Icing Research Tunnel. The 
Aerodynamics Laboratory and Mechanical Systems 
Laboratory of the Boeing Company decided to 
modify an existing low-speed research tunnel to 
include icing test capability in addition to conduct- 
ing basic low-speed aerodynamic research. 

In order to achieve good flow quality, particularly 
through the modification of the existing facility, the 
wind tunnel designer is faced with interesting design 
challenges. This paper describes some unique 
designs of the tunnel components and the results of 
the calibration. 
Nomenclature 

ba 

b” 

C 

C 

AP 

As 

kn 

Ka 

K” 

LWC 

Liquid water content calibration offset to 
determine K,. 

Liquid water content calibration offset to 
determine K, 
Unit conversion factor equal to 49,407 
Cloud uniformity calibration pipe ice 
circumference measurement in inches 

Pressure differential between spraybar water 
and air pressures in lbs/in2 
Icing blade average ice accretion in inches 

Icing blade efficiency 
Tunnel velocity in knots 

Liquid water content calibration constant for 
constant tunnel velocity 
Liquid water content calibration constant for 
constant spraybar air pressure. 

Liquid water content in g/m3 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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ma 

m, 

MVD 

PSP 

PSCL 

PCL 
PS 
U’ 

V’ 

W’ 

t 

Pice 

U’ 
U 
V 
W 

Liquid water content calibration slope to 
determine K, 
Liquid water content calibration slope to 
determine K, 
Median volume diameter in microns. 

Static pressure measured from Super 
Probe I1 

Mean static pressure at tunnel centerline 
(waterline 36, buttock line 0) 
Mean tunnel static pressure 

Probe total pressure 

Longitudinal turbulence normalized with 
respect to tunnel freestream velocity, in 
percentage 
Lateral turbulence normalized with respect 
to tunnel freestream velocity, in percentage 
Vertical turbulence normalized with respect 
to tunnel freestream velocity, in percentage 
Time in seconds 

Density of ice equal to 0.88 g/cm3 

Turbulence intensity 

Mean test section velocity 

Tunnel velocity in knots 

Spraybar water volumetric flow in 
gallons/minute 

Introduction 
The Boeing company has recently completed the 
design and construction of a research wind tunnel to 
support aerodynamic and icing tests. This facility is 
a major modification to the existing 5ft by 8ft low- 
speed Boeing Research Wind Tunnel (BRWT), The 
tunnel has been operating since the late 1960s with 
the primary mission to support a variety of testing 
needs including basic aerodynamic research on 
high-lift systems and research and development 
activities of various operating divisions of the 
company. During 1986-87 the tunnel flow quality 
was substantially improved to conduct basic re- 
search on laminar flow control on large wing 
surfaces. This effort focussed mainly on establish- 
ing uniform turbulence intensity distribution in the 
test section. With a maximum test section velocity 
of about 200 Wsec and excellent flow uniformity 
and low turbulence, the BRWT has served a variety 

of testing needs. A six component external balance 
under the test section, which is linked to the wall 
mounting fixtures ( also with provisions for sting 
mounted models with internal strain gauge bal- 
ances), has provided force data to the customers. 
It has been very useful in fundamental work and 
feasibility studies on new and emerging technolo- 
gies such as hybrid laminar wing design.The Me- 
chanical Systems Laboratory organization of the 
Boeing Company has been involved in ice accretion 
testing on scale models of aircraft components in a 
small 15-by 20-in icing wind tunnel. In addition to 
this effort, several airplane project groups have been 
involved in testing the effectiveness of various de- 
icing devices in the NASA Lewis Icing Research 
Tunnel. The Lewis facility has been the leader in 
investigating the problems associated with aircraft 
icing for the past 45 years. Currently this facility is 
undergoing an extensive flow quality and cloud 
uniformity improvement program. 
The modification of the BRWT included rebuilding 
a majority of the circuit to account for the increased 
air loads and thermal effects due to hot and cold 
operating modes. The rebuilt circuit retains the 
same dimensions as the BRWT, except for the 3rd 
and 4th comers which were enlarged to accommo- 
date the heat exchanger (Figure 1). To accommo- 
date the enhanced capability in speed, low tempera- 
ture operation and relatively large blockage models 
(over 20% is not unusual) the rebuilt tunnel required 
a new fan and drive system to replace the existing 
600 hp motor and 4 bladed fan. The tunnel circuit 
around the new fan system had to retain the same 
dimensions as the existing BRWT fan tunnel 
structure. 
Tunnel Performance Objectives & Requirements 
Modifications of the existing BRWT to facilitate 
icing tests consisted of the following basic require- 
ments: 

A) For icing tests a minimum tunnel speed of 250 kn 
at a tunnel temperature of 435’ R was specified as a 
basic requirement. This condition is equivalent to 
flight at an altitude of about 10,OOO to 15,OOO ft. 
This is required to test airplane components exposed 
to ice accretion during the hold pattern. For this 
requirement, airplane components like wing leading 
edges, vertical tails ... etc. are tested. Since most of 
the accretion occurs around the stagnation regions 
of the leading edge, typically full scale models of 



8-3 

Figure 1. Boeing Research Aerodynamics and Icing Wind Tunnel. 

the first 10% to 15% chord are adequate. Also, the 
models should have enough thickness to accommo- 
date full scale de-icing systems near the leading 
edge. 

B) Component testing for high lift systems, and full 
scale Ram Air Turbine performance during icing 
require a larger test section area than A, but at a 
lower tunnel speed of 150 kn at the same tunnel 
temperature of 435"R. 
1. For icing tests, three test section sizes have been 
provided as described in the following table: 

2. Spraybar capabilities: 
a) Liquid Water Content0.5 to 3.0 gms/m3 
b) Droplet Size 15 to 40 microns 

-Represents FAA specified cloud characterization in 
the altitude range of 10,OOO to 15,OOO ft. 
C. In addition to the above requirements for icing 
tests, the basic aerodynamic features and excellent 
flow qualities of the original BRWT were to be 
retained at an increased tunnel speed. 
1. Aerodynamic Tests, 5 x 8 ft Test Section 
a) Maximum Velocity 150 kn (275 ft/s) 
b) Reynolds Number /ft 1.6 x lo6 
c) Turbulence Intensity 0.06% 

In order to achieve the above test objectives the 
existing circuit required the following modifications: 
1. Area expansion of the portion of the circuit 
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Equipment building 

Screen Module 

Figure 2. Honeycomb Screen and Spray Bar Modules. 

enclosing the 3rd and 4th comers to accommodate a 
large heat exchanger (675 ft2) which is required to 
cool the air to sub-zero temperatures. 
2. Inserts for the contraction, test section, and high 
speed diffuser to reduce test section size and achieve 
higher speed. 
3. New fan and drive to provide required speed, 
pressure rise and power to achieve operating 
conditions. 

Flow Quality Requirements 
For aerodynamic testing, it was important to retain 
the flow quality of BRWT. 

1. The velocity uniformity to be within 1 percent of 
the centerline velocity. 
2. Turbulence intensity variation across the test 
section to be within 0.01 about center line value. 
3. Flow angularity be within 0.2 deg. 

For icing tests: 

1. Temperature across the test section to be within f 
1 deg F. 

2. Region of cloud uniformity was desired to be 
within f20% of the test section centerline value as 
defined by NASA Lewis Icing Tunnel (Reference 1). 

3. Velocity variation be no more than 1 Kn of the 
center line velocity. 

Facility Description - Overview 
Because of the added icing capability of the BRWT, 
it was renamed to the Boeing Research Aerody- 
namic Icing Tunnel (BRAIT). Figure 1 shows a 
pictorial view of the overall BRAIT as currently 
built. This figure also illustrates the major modifi- 
cations and additions to the existing Boeing Re- 
search Wind Tunnel. The most important being the 
new equipment building erected above the tunnel 
comers 3 and 4. Most of the essential machinery 
and compressors necessary to the operation of the 
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icing tunnel air refrigeration and water spraybar 
systems are housed in this building. In order to 
accommodate a large air heat exchanger, the tunnel 
was expanded in the area between the third and 
fourth comers (figure 1). 
Special interchangeable flow quality control mod- 
ules are provided for either aerodynamic or icing 
tests. The changeover modules are illustrated in 
figure 2. One module is a reconstruction of the 
honeycomb and screens of the existing facility, used 
for aerodynamic testing. It is interchangeable with a 
second module used for icing tests. This consists of 
a honeycomb and water spraybar nozzles used to 
inject the air water mixture which will form the 
cloud in the test section. 

In addition, the tunnel is powered with a new fan 
and drive system replacing the existing 600 Hp 
motor and four bladed fan system. The rebuilt 
circuit retained the same dimensions except as 
stated above. However, the new design accounted 
for increased air loads and thermal effects due to hot 
and cold operations. In the icing mode of operation, 
strict criteria for temperature, velocity and cloud 
uniformity were emphasized. 

Wind lbnnel Modifications 
Four major changes were made to the existing 
BRWT to facilitate the requirements for icing tests. 
The first change is a new 2,000 HP, 900 RPM motor 
with a variable frequency drive and a ten bladed fan 
with 90% efficiency. At the maximum operating 
condition the blades have at least a 25% stall 
margin. The blade pitch is equipped with remote 
control capability. A bank of 7 stators limits the exit 
flow swirl to 5". 
The second major change from BRWT is in the test 
section. As stated before, the BRAIT testing 
envelope utilizes different sized test sections (two 
initially). The 4 foot by 6 foot test section is as- 
sembled through the use of insert panels which 
install in the floor and ceiling of the basic 5 foot by 
8 foot test section. The side walls move inward to 
complete the formation of the 4 foot by 6 foot 
configuration. Fairing panels are fitted to the 
bellmouth, test section entry and the test section 
diffuser. The new test section walls and ceilings are 
designed to have a substantial number of optical 
quality heated windows for lighting, photography, 
and laser droplet measurement system. Figure 3 
shows the details of the test section assembly. 

I 1 1  I I  I 

Figure 3. Test Section With Test Model. 
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The third modification is the removal of existing 
screens and honeycomb sections. In their place 
provisions exist for the two interchangeable mod- 
ules mentioned earlier. The modules are exchanged 
using perpendicular rails, deployable wheels and 
two transport carts. An overhead guideway facili- 
tates the removal and installation. Inflatable seals 
are employed to eliminate leaks around the modules. 
Lastly, the majority of the tunnel circuit was rebuilt. 
The only exception being the contraction and 
turning vanes at the first and second comers. The 
tunnel walls are fabricated from steel, replacing 
mostly plywood sheet. Various tunnel components 
and support structure interfaces are designed to 
allow for thermal expansion and contraction. The 
entire tunnel circuit is heavily insulated in order to 
minimize heat transfer through the tunnel walls and 
maintain a constant cold temperature of operation. 
An ice debris catch basin and foreign object damage 
screen were added to protect the fan blades. The 
newly configured third comer consists of 30 turning 
vanes and the fourth has 14 vanes. Further discus- 
sion on the first comer turning vane will be dis- 
cussed later. 
Some of the significant features are described in the 
following sections. 
Fan and Drive Power 

The tunnel drive is provided by a 2,000 HP motor 
equipped with variable frequency drive. The power 
requirement was determined from the estimates of 
measured static pressure distributions along the 
BRWT circuit. In addition, losses due to heat- 
exchanger, circuit icing, and ice accreted model 

120, 1 
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Figure 4. Circuit Operating Lines. 

were taken into account. The fan pressure rise and 
volumetric flow characteristics is shown in figure 4. 
It is readily seen from the figure that the tunnel 
operates in a wide range of volume flow, (400,000 
to 700,000 cubic feet per minute.). This figure was 
developed by accounting for a 25 percent increase in 
the dry air circuit losses occumng during ice 
accretion tests (Reference 2). Detailed analysis 
indicated that the 4 by 6 feet test section at 250 
knots and at -25 deg F would require full power 
(2,000 Hp) to conduct ice accretion tests on a full 
scale model (condition 8, Figure 4). 

A) In addition to the above, fan dimensions must be 
compatible with the wind tunnel circuit: 
1. Outside diameter, overall length, and inlet and 
outlet dimensions are dictated by the wind tunnel 
geometry 
2. Hub diameter must allow the motor to fit inside 
and must be compatible with fan diffuser geometry. 
B) High efficiency (up to 90%) performance is 
required over a wide range of operating conditions. 
C) Stall margin must be sufficient at the primary 
operating conditions to protect against excessive ice 
build-up during testing. 

D) Good flow uniformity is required at the exit from 
the fan section for better fan diffuser performance. 
E) The fan must operate under extremes of tempera- 
ture and humidity. 
Aerodynamic Design Philosophy 

The starting point for any fan design is to select a 
primary operating point and, given geometric 
constraints, design the rotor and stator blade geom- 
etry to achieve high efficiency at practical operating 
speeds. For the BRAIT fan, point #8 from figure 4 
was selected as the primary operating point. At this 
condition the fan was required to operate at 90 
percent efficiency in order to successfully conduct 
icing tests on large models at 250 Kn. From the 
estimates of power requirements this condition was 
critical because of maximum power demand of over 
2000 HP. Additional power over and above the 
maximum rated power is provided by 15 percent 
service factor of the drive motor. 
A high performance single-stage axial flow fan can 
be expected to operate in excess of 90% efficiency 
at its design point. The fan design is based on 
conventional free vortex airfoil theory as applied to 
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fan design (see References 3 and 4) to maximize 
efficiency at the primary design’point. The rotor 
blade geometry selected is based on a commonly 
used class of blade (circular arc camber) with a 
thickness profile similar to the NACA 4-digit series 
profile. The maximum rotor blade thickness at each 
section is determined by strength and vibration 
issues. The thickness of the stators was set for 
structural reasons and to allow the air passages for 
motor cooling air. The design lift coefficients for the 
rotor blades are typically less than 1.0 with the 
heaviest loading at the hub. The loading on the 
stator blades is less. 
The fan is based on a proprietary design by the TLT 
Babcock Company of Akron, Ohio. Based on their 
design, a maximum fan speed of 900 rpm was used. 
The rotor has 10 tapered and twisted blades with the 
chord varying from 22.4 inches at the root to 20.8 
inches at the tip (profile designation TLT 91-2), 
aspect ratio 1.29, blade length 27.8 inches, twist 
14.3O, and 7 stator vanes. The blade design provides 
a near uniform loading across the fan at the maxi- 
mum power requirements, and has a 25% stall 
margin at 90% efficiency. Geometric details of the 
fan and stator are summarized in the following table: 

Off-design performance can be determined through 
computational methods but is more accurately 
determined using model or full-scale tests. The 
predicted performance of the BRAIT fan was based 
on model and full scale tests of a similar fan that 
was built and installed in a slightly smaller wind 
tunnel. The fan characteristics are summarized in 
figure 5 (see page 8). In this “fan map” the pressure 
rise is plotted against the flow rate for different blade 
pitch settings. The upper left boundary represents 
the stall line which must be avoided during normal 
operation. 

The flow uniformity at the exit of the fan was also 
verified from earlier scale model tests and shown to 
conform to the BRAIT requirement. 

When all operating points for the BRAIT fan 
(Figure 4) were compared to the predicted perfor- 
mance of the fan, it was determined that blade pitch 
adjustment would be necessary to handle all points. 
For example, operation at the design points for the 3 
x 5 ft test section (Figure 4, Conditions 11 to 14) 
would stall the fan if run at the same blade pitch as 
is required to achieve high efficiency in the 4 x 6 ft 
test section (Condition #8). Therefore, the BRAIT 
fan has provisions for rotor blade adjustment in 
flight. The combination of adjustable pitch and 
variable speed allows precise control at all the 
required design points while ensuring maximum 
efficiency at critical points. An additional advan- 
tage is that if structural resonances occur at a 
particular fan speed, the blade pitch can be adjusted 
and the fan speed changed to achieve the same 
operating point. 

In addition to the above, the tunnel velocity can be 
controlled to a very low value of 10 to 15 feet per 
second at -25 deg F through a combination of low 

fan rpm of 90 and blade feathering. At this condi- 
tion the tunnel temperature can be maintained at -25 
deg F, while allowing access to the test section. 
Details of the fan evaluation are reported in Ref. 5. 

High Speed Diffuser 

The design of the high speed diffuser insert for the 4 
by 6 feet test section proved to be a challenging 
problem. The problem becomes more complicated 
when large models with high blockage are tested. In 
addition, the access door to the test section was 
located at the end of 20 feet long test section. 
Immediately downstream, a pressure relief vent was 
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provided to prevent excessive wall loads which can 
occur during fan start up ramps. All these possibili- 
ties were thoroughly investigated through a combi- 
nation of two and three dimensional potential flow 
code analyses. Based on the analysis it was decided 
to provide a 9 inch wide vent on both sides of the 
test section diffuser. The final compromise resulted 
in the diffusion half angle of 2.37 at the sidewalls 
and 4.4 degrees at the top and bottom walls 
respectively. 
First Corner Turning Vanes 
During the initial design phase it. was strongly 
recommended that the first corner turning be heated 
to prevent excessive ice accretion. Also, the blunt 
leading edge (made from bent 0.375 inch sheet 
metal) has very high collection efficiency of about 
90 percent. This was not included in the final 
design phase due to cost considerations. Therefore, 
the existing tuming vanes from BRWT were used. 
During initial check out of the rebuilt circuit integ- 
rity and fan performance checks, a problem was 
discovered with the reused first comer turning 
vanes. After 30 hours of operation, failure of the 
attachment welds of the turning vanes were noticed. 
Diagnostic tests were conducted by using acceler- 
ometers at select locations in order to obtain the 

magnitude of unsteady loads in terns of G nns. In 
addition to G rms measurements strain gauges at the 
vane support were also employed. A representative 
20 percent thick symmetric airfoil ( 3ft chord, 4ft 
span ) at 18 deg angle of attack was used to simulate 
realistic ice accretion tests. Tunnel speed was 250 
kn and temperature of -25 deg F. Existing tuming 
vanes registered a G rms value of about 16 with 
peak to peak value excursions of 25 G. Frequency 
spectrum indicated large energy concentrations at 55 
and 160 Hz from the mid-span leading edge acceler- 
ometer. In view of urgency an immediate solution 
was desired. An effective and quick solution was 
readily implemented. This was accomplished by 
modifying the blunt leading edge into a rounded 
leading edge with a 1 inch diameter pipe. The 
concept of rounded leading edges to control and 
eliminate flow unsteadiness will be discussed later 
under the section on third comer vanes. With 
rounded leading edges, G rms was reduced to 4.5 
indicating a substantial reduction of about 70 
percent. The dominant frequency with the modified 
vanes was 70 Hz and the spectrum was flat at all 
other frequencies. The rounded leading edge 
geometry has been implemented in all 22 turning 
vanes of the first comer. 
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Fan Diffuser 
The fan diffuser entrance has an octagonal section 
with a side of 61.1 inches and expands into a 
rectangle 176 inches wide and 236 inches high in a 
length of 654 inches (see figure 6). The cone angle 
from the concept of hydraulic diameter is about 4.75 
deg and the a m  ratio is about 2.3. Total pressure 
surveys at the diffuser exit indicated pockets of 
separation at the outer wall at the entrance to the 
third corner. There was an opportunity to improve 
the. diffuser performance by redesigning the the 
entrance. Since this involved substantial rework and 
design of fan housing shell and nacelle it was not 
considered. 
Third and Fourth Corner 'hrning Vanes 
One of the main components of the icing tunnel is 
an efficient heat exchanger that will maintain the 
temperature uniformity within f l0F in the test 
section. To ensure this goal the heat exchanger 
manufacturer specified the following requirement: 

Approach verOcily to the heat exchanger no more 
than IS feetlsecond with maximum variation of 
390%. 

Since the conversion or the BRWT to icing capabili- 
ties was a modification of an existing circuit, the 
footprint available for the third and fourth comers is 
limited. The third corner entrance velocity was 
estimated to be approximately 35 feet/second for an 
area of 288 square feet. In order to achieve the 
approach velocity of 15 feet/second at the heat 
exchanger. which is located between the third and 
fourth comers. the third comer must have an area 
expansion ratio of 2.34. Design of efficient turning 
vanes in an expanding comer is not within the realm 
of conventional wind tunnel design. The problem 
was complicated by the imposition of the stringent 
constraint on velocity uniformity. Various ap- 
proaches invoking a combination of computational 
fluid dynamics and empirical methods were used to 
select candidate designs for US-scale model tests. 
These tests demonstrated that simple cambered flat 
plate 90" turning vanes offered nearly the desired 
flow qualities, but they suffered from a dramatic 
periodic stall. Only after a unique vane leading 
edge treatment (Figure 1) was added was the stall 
eliminated and the requirements met. The velocity 
and turbulence intensity distributions are illustrated 
in figures 7 and 8 (reference 6). The tests also 
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revealed that the modified vanes are reasonably 
tolerant of inlet flow distortions and do indeed 
demonstrate the desired robustness. (US Patent no 
5,405,106, April 11, 1995). 

Inches - 
Mean Velocity Contours; Upstream of Heat Exchanger; Basic Configuration. 

50 Inches 

The fourth corner turning vane design is relatively 
simple since it is a converging comer. Scale model 
test results indicated that by providing adjustability 
in the vane trailing edge, the velocity profile exiting 
the comer can be trimmed to be reasonably uniform. 

tl 
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The downstream flow conditioning and the contrac- 
tion will aid in delivering the necessary flow unifor- 
mity in the test section. Figure. 1 shows the final 
configuration of the turning vane geometry with 10 
inch trailing edge extensions deflected 10 degrees. 

Heat Exchanger 
A conventional flat configuration which is used in 
several industrial and domestic applications was 
used. Fin spacing was an important consideration, 
particularly for closed return icing tunnels. While 
normal heat exchangers have 8 to 10 fins per inch, - 

50 lriches 

I 80 Inches 

Turbulence Intensity; Basic Configuration. 

I Inches 

,80 lirchcs 

Turbulence Intensity; Effect of Leading-Edge Modification. 

Figure 8. Turbulence Intensity. 
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Figure 9. Spraybar/Honeycomb Tunnel Section (.Exploded View). 

BRAIT has 4 fins per inch. Wider spacing of fins 
minimizes the possibility of frosting and icing on 
the fins. Final configuration of the heat exchanger 
has the following dimensions: 

Fins: 4 fins per inch, 0.015 inch aluminum 
Coils: 1 inch dia aluminum. 

Surface Area : 675 sq feet 

Maximum Volumetric flow: 1000 cubic Wminute. 
Refrigerant: 22000 lb of R-22 liquid freon at -52°F 
is delivered to the coils by means of 1250 and 900 
hp screw compressors. 
The heat exchanger is 2 feet deep and is arranged in 
six sections. Freon flow can be controlled in indi- 
vidual sections to obtain good exit flow temperature 
uniformity (within f 1°F.). 

The heat exchanger supplier made an estimate of the 
pressure loss across the heat exchanger based upon 
experience. In order to determine a better estimate, 
the actual pressure loss across the sample piece 
provided by the supplier was measured. This 
experiment was conducted during the development 
of turning vanes for the third corner. Measured pres- 
sure losses were 40 percent lower than the estimate. 

Spraybar System 

The water spray system is comprised of a water 
spraybar assembly, a water heater and an air heater 
that provides conditioned air to the individual 
spraybars. The water spraybar assembly consists of 
eight (8) individually controlled spraybars each con- 
taining twenty seven (27) spray nozzles (Figure 9). 
The nozzles are modified designs of the NASA 
Lewis Icing ' h n e l  nozzle. Air and water control to 
each nozzle and activation and deactivation is 
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accomplished electronically. A spray air heater 
provides 75OF to 300OF conditioned air to the 
sprayban. The spray water heater provides 35°F to 
200°F conditioned water to the sprayban. This 
water spray system is predicted to provide stabilized 
spray conditions in less than fifteen (15) seconds 
after initiating spray. Operational tests have demon- 
strated that this is achieved. Rapid stabilization is 
critical for icing testing. Figure 10 shows the details 
of the spraybar system assembly. 
In addition to the refrigeration and water spray 
system, a thermal anti-ice air system was also 
installed in the BRAlT facility. This auxiliary air 
system will allow simulation of engine bleed air in 
the airfoiuwing models to be tested. It provides up 
to 25 pounddminute of l O O O O F  air at up to 75 psig. 
Aerodynamic Module 
Extensive pilot testing was done before the modifi- 
cation to improve the flow qualities of the Boeing 
Research Wind Tunnel. This was initiated due to 
pressure by the user community, particularly the 
laminar flow research group wolking on Natural and 
Hybrid Laminar flow wings. The flow manipulator 
array of the existing configuration consisted of five 

screens and a honeycomb. Two 0.W5 inch diam- 
eter, 38 mesh screens were used upstream of the 
honeycomb. The 0.375 inch cell honeycomb section 
was assembled in 12 sections with 0.25 inch seams. 
Two Ene 38 mesh screens followed by a 20 mesh, 
0.0017 inch diameter screen was used downstream 
of the honeycomb. These fine mesh screens also 
had seams of 0.25 inch. Hot wire traverses in the 
test section indicated a non uniform turbulence 
distribution across the cross section. This was 
traced to the signatures from the seams. This was 
undesirable for the laminar flow wing tests. There- 
fore, the honeycomb was replaced by a single piece 
seamless 0.75 inch cell 10 inch deep configuration. 
The five original screens were eliminated. They 
were replaced by a high porosity 10 mesh, 0.02 inch 
diameter screen 2.5 inches downstream of the 
honeycomb. Two 20 mesh 0.017 inch diameter 
screens were also used, one located 20 inch up- 
stream of honeycomb and the other 17 inches 
downstream of the high porosity screen (Figure 11). 
This configuration resulted in a very uniform 
turbulence distribution. This module is not yet tested 
in the BRAIT. 

Figure 10. Spraybar Assetnbw. 
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Figure 11. Flow Manipulator System for Aerodynamic Testing. 

Contraction 
The original contraction for the 5 by 8 ft. test 
section was retained. The contraction shape was 
developed for the 4 by 6 ft. test section. Care was 
taken to ensure smooth longitudinal acceleration 
throughout the length of the contraction. One main 
concern was to ensure that ice does not accrete on 
the contraction walls. 

TUNNEL CALIBRATION 

The BRAIT calibration was carried out in the 4 foot 
x 6 foot test section configuration which was 
immediately required for icing tests of the 777 
airplane program. In this configuration the tunnel 
circuit was fined with the spraybar honeycomb 
module. The calibration program was carried out in 
two phases. The first phase concentrated on the 
determination of basic flow qualities of the clear 
tunnel in the dry mode without water injection. The 
second phase determined the calibration of the 
BRAIT in the icing mode. In the dry mode of 
running, the effect of air injection for a preselected 
combination of nozzles on the flow qualities was 
also included in the calibration. The calibration was 
made at the center plane of the test section. 'Ihne.1 
Station 120 (Figure 6) in order to determine the 
following flow parameters: A) Centerline static 
pressure correction, B) Velocity uniformity, C) 
'Mbulence Intensity distribution, D) Temperature 
uniformity, E) Clear tunnel upflow and crossflow, F) 
Boundary layer thickness. 

The original aerodynamic calibration was conducted 
in March 1993 (Reference 7). Calibrations for 
centerline static pressure corrections, velocity 
uniformity, flow angularity and turbulence surveys 
were made. TuMence intensity and flow angle 
profiles exhibited regions of high turbulence inten- 
sity and crossflow angles. This was traced to the 
discontinuous vertical strut supporting the 
spraybars. A gap between spraybars 4 and 5 of about 
14 inches was intentionally provided in the design to 
accommodate thermal effects. This gap was filled in 
and limited calibrations were done to determine 
centerline static pressure comtions, velocity and 
temperature uniformity. Results of 1993 and 1995 
calibrations are presented in the later sections. 

AERODYNAMIC CALIBRATION 
Test Conditions 
The calibration was made in the following range of 
tunnel operating conditions: 
Velocity Range 

Temperature Range 

'hbulence measurements were made at a nominal 
temperature of 500" R (40° F). 
Instrumentation 
Velocity and pressure surveys were made with the 
use of Super Probe 11, figure 12. Super Robe I1 is a 
1 inch diameter five-hole probe designed to measure 

150 to 250 Knots 

435' R to 485' R 
(- 25' to 25' F) 
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They were positioned 8 inches above the tunnel 
horizontal center line (water Line 44) on the test 
section sidewalls at l hne l  Station 120. The rakes 
were made fmm 19.0.043 inch diameter stainless 
steel tubes arranged with closer pitch near the wall 
to obtain a good definition of boundary layer 
profile, a static pressure probe was included on the 
rake at a height of 3 inches. 

The hot wire and anemometer data was recorded on 
a magnetic tape for spectral analysis of the unsteady 
loads and fluid flow. The root mean square value of 
the three component turbulence was recorded in a 
frequency bandwidth of 2 Hz to 10 lrHz and King's 
Law method was used to compute all three compo- 
nents of turbulence. 
RESULTS AND DISCUSSION 
Tunnel Centerline Static Pressure Correction 
This test was conducted by positioning the Super 
Probe at the tunnel center line, Tunnel Station 120 
and Water line 36, which is the balance center 
reference. The vertical spraybar support was 
continuous with no 14 inch gap in the center of the 
tunnel. This test was made to establish the relation 
between the static pressure input to the tunnel 
velocity controller and the test section center line 
static pressure measured by the Super Probe in the 
velocity range of 50 to 250 knots. The ratio of the 
center line static pressure to the test section static 
pressure (PSCORR) is used to compute the cor- 
rected free sVeam m e l  velocity (Fgure 14). This 
data is compared to the 1993 data with the 14 inch 
gap in the vertical spraybar support. Note the 
significant change in the centerline static pressure 

Figure 12. Super Probe I1 Instrumentation. 

total and static pressures, with four pressure taps 
located 90" apart on the conical portion used to 
measure the clear tunnel upflow and crossflow. In 
addition to pressure measurements, the probe is 
equipped with two temperature measuring platinum 
resistance thermometers. The Super Probe I1 is 
extensively used in the calibration of several Boeing 
facilities and the NASA Ames 11 foot transonic 
tunnel. Super probe I1 was fixed to the tunnel 
traversing mechanism, capable of horizontal and 
vertical travels. The traverse range in the horizontal 
direction was f12  inches from the tunnel center and 
in the vertical direction fmm Water Lines 18 to 68. 
Turbulence measurements were obtained using hot 
wire anemometers. Three hot wire probes of 
0.00015 inch diameter (one single wire and two 
cross wires) were assembled 0.5 inch apart on a 
frame holder which could be fixed to the traversing 
mechanism. In addition to the hot wires. two 
accelerometers were used to c o m t  the hot wire 
data for support system vibrations as needed. figure 
13 shows the arrangement of hot wire probes and 

--mpII*l 
accelerometers. 

2. / 

Figure 13. Hot Wire Diagram. 

Two, 3 inch boundary layer rakes were used to 
measure the clear tunnel boundary layer thickness. 

I '  
.o I c a  8 -  I .0  m ¶ a o n a  

CTIYEL knmw 
f u n w n m W c l l V . m n  

Figure 14. Tunnel Centerline Static 
pressure Correction. 
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correction for the 1995 data. A f20 band for 95.4 
percent confidence level is shown for comparison 
for each set of data. This confidence level was 
determined from four repeat runs. No total pressure 
corrections are made for either case since the Super 
Robe total pressure agreed well with the measured 

Velocity Distribution: The velocity distribution 
was reevaluated by performing Super Robe vertical 
traverses. The traverses were made at five buttock 
lines including tunnel center line, with and without 
spraybar blowing. The results shown in figure 
15 for a free stream velocity of 250 knots and are 

tunnel total pressure. 
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Figure 15. Velocity Distrifwtions. 

compared to the 1993 calibration in which the 
vertical shut had a 14 inch gap. Local velocity is 
normalized with respect to the tunnel velocity. The 
results indicate a steady gradient of about 0.4 
percent per foot with fm stream velocity reaching 
test section velocity at tunnel Water Line 30 for the 
discontinuous vertical shut data. The continuous 
vertical strut data indicates nearly no velocity 
gradient except near the floor at Water Line 20. 
Velocity is practically uniform across all buttock 
lines. At a tunnel velocity of 250 knots the maxi- 
mum variation is within fl knot. However, the 
velocity variation is within 53.25 knots in an area of 
fl foot about the tunnel center plane where most 
models are tested. The velocity distribution is 
excellent and shows a marked improvement over the 
1993 data. 

Temperature Distribution: Temperature surveys 
were carried out with the Super h b e  I1 and a 
special probe holder to cover the areas not covered 
by the traverse mechanism. The results indicate an 

excellent temperature uniformity over the entire 
cross section of the test section at 'hnne.lStation 120. 
Figure 16 shows that at a tunnel temperature of 0°F. 
temperature uniformity is within f 1' F except for a 
small region abwe Water Line 25 at 150 Kn. 

.. 

".- 
lT.9uh;;;;;rrrr-q 

Figure 16. Test Section Temperature 
Distribution. 
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Boundary Layer Measurements: The boundary 
layer thickness was not reevaluated in 1995 because 
the vertical spraybar support strut gap change would 
have no effect on the boundary layer thickness of 
the tunnel. Total pressure measurements obtained in 
1993 from the boundary layer takes were normal- 
ized with the outer edge velocity; these are shown 
in figure 17. The physical thickness of the bound- 
ary layer at 250 knots is 2.3 inches at a velocity 
ratio of 0.995. Further analysis of the profile 
indicated a power law fit of 119. The displacement 
thickness for this power law profile is 0.23 inch. At 
150 knots the boundary layer thickness is about 2.5 
inches indicating a slight increase as expected. 
Also, the spray nozzle blowing did not alter the 
boundary layer characteristics. 

Flow Angle Measurements: Flow angle measure- 
ments were not repeated in 1995 due to time 
constraints and the fact that the data was not impor- 
tant for ice accretion testing. Figures 18 and 19 
show clear tunnel upflow and crossflow profiles at 
several buttock lines, at two velocities of 150 and 
250 knots respectively. Since all icing tests are 
done with spraybar blowing, flow angularity 

-6 -2 0 2 

distributions are presented for that condition. At the 
tunnel velocity of 150 knots (Figure 18) the upflow 
and crossflow distribution is well within a . 2 "  and 
uniform. Whereas at 250 knots (Figure 19) the flow 
angularity distribution is substantially non-uniform. 
Also the maximum crossflow is more than 0.4". 
This was rather surprising since the flow conditions 
were the same except for the 67 percent increase in 
the approach velocity to the spraybar. However, the 
following explanation is proposed. At 150 knots the 
momentum in the approach flow and the jet momen- 
tum from the spray nozzles appear to be well 
balanced such that the down stream flow and the 
wakes from the spraybars and support structure mix 
well resulting in a fairly uniform flow angle distri- 
bution in the test section. For the case of 250 knots. 
because of higher approach momentum at the 
spraybar. and with the same jet momentum, the 
mixing process is incomplete. This results in 
relatively higher flow angularity with non-uniform 
profiles. Also, the discontinuous vertical spraybar 
support could cause excessive crossflow due to 
wakes shedding off the ends of the spraybars in the 
center of the stilling chamber. With a continuous 

6 12 4 - TUNNEL BUTTOCK LINE 

-0.4 0.4 

FLU# ANGULARITY I d i g r c s i l  

Figure 18. Flow Angularity (degrees). 



8-18 

-12 
10 

80 

I 
U 50 
W 
Y 
I 
L 40 

1 
A 

I 
I 
L 

I 
I 

1 s  

I N  

1s 

0 

-6 -2 0 2 

-0.4 0.4 

FLOl ANOULARllV ldrprsrsl 
Rgure 19. Flow Angularity (degrees). 

vertical spraybar support, improved crossflow 
distributions is expected. 
Turbulence Measurements: Data shown is from 
the 1993 Calibration with the discontinuous vertical 
spraybar support. 'hrbulence measurements were 
obtained at a tunnel temperature of 40"E with and 
without spraybar blowing. Attempts to obtain the 
data at lower temperatures proved unsuccessful 
since the tunnel was not completely dry. Small ice 
crystals formed at subzero temperamm damaging 
the hot wires. 
The output from the hot wires was carefully ana- 
lywl and compared with the accelerometer signals. 
This cornpaison was made from frequency specrra, 
coherence plots of accelerometer and anemometer 
signals. Detailed analysis indicated a very weak 
dependence on the mounting system vibrations, but 
the turbulence data was not affected by more than 
0.005. Therefore, the final data does not include 
this correction. Figure 20 shows the distribution of 
turbulence intensity at 250 knots without spraybar 
blowing. The turbulence intensity is defined as 
follows: 

U' = 4 1/3 ( U ' ~ ~ + V ' ~ ~ + W ' ~ ~ )  Eq. (1) 

where u*av = average of longitudinal turbulence 
measurements. 
Note the high regions of turbulence intensity on 
either side of the horizontal center plane (Water 
Line 36 ). The center line turbulence intensity is 
about 0.8 to 0.9 percent. This is due to the discon- 
tinuous vertical strut supporting the spraybarn. As 
stated before, with spraybar blowing, the turbulence 
profiles tend to flatten as seen in figure 20. It is also 
seen from the figure that overall mean nvbulence 
level is about 1.1 percent. 
The role played by turbulence on the ice accretion 
process is not clearly undemood. As such, there is 
no specific recommendation on the desired level of 
turbulence intensity by the icing test community. 
However, intuitively it is necessary to obtain a 
reasonable turbulence intensity uniformity in the test 
section. Uniform turbulence results in enhanced 
regions of cloud uniformity. 

Overall Flow Qualities: The flow qualities are 
qualitatively compared with the NASA Lewis Icing 
Research Tunnel 
Reference 1. 

calibration data reported in 
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TURBULENCE I N l E l l S l T I  , h c t n l  
Figure 20. TurtnJlence Intensity. 

1. Clear tunnel velocity uniformity is superior to 
IRT. For most of the test section, the velocity is 
within f 1 percent of the free stream velocity. 
Velocity distribution is not affected by spraybar 
blowing. 

uniformity of fl"F for all tunnel temperatures. 

which is higher than lRT. However, at the center 
line the value is comparable to lRT. 

The dry air flow qualities demonstrate much better 
characteristics compared to IRT. Higher level of 
turbulence and homogeneity has helped in achieving 
the desired cloud uniformity in the test section. 

ICING CALIBRATION 
The icing calibration was initially conducted in 
1993 and repeated in 1996 in the 4 foot x 6 foot test 
section. The calibration procedures followed NASA 
Lewis lRT pmcedures very closely. Icing calibra- 
tion in the BRAIT is accomplished by cooling the 
air to 00 F and injecting water droplets into the 
airsoeamvia the spraybar system (figure 10) to 

2. Temperam uniformity is excellent. with a 

3. Mean turbulence intensity is about 1 percent 

- TUNNEL BUTTCCX LINE 

simulate natural icing conditions encountered during 
flight. Temperature has negligible effect on icing 
cloud quality and hence, the icing calibration can be 
conducted at a fixed temperahue. The icing Calibra- 
tion was completed in order to determine the 
following: A) Individual nozzle calibrations, 
B) Droplet size calibration, C) Cloud uniformity, 
D) Liquid water content. 
Test Conditions 
The calibration was made in the following range of 
tunnel operating conditions: 
Velocity Range 
Temperature Range 

50 to 250 Knots 
442' R ( 0' F )  

Droplet sizes varying 
Liquid Water Content varying 
Instrumentation 
The Laser Droplet Measurement System GDMS) 
being used in the BRAIT facility is mounted exter- 
nally to the tunnel circuit for fixed point drop size 
measurements during normal icing runs. The laser 
being used is an Aemmetrics Phase Doppler Particle 



6-20 

Analyzer (PDPA). It simultaneously measures the 
size and velocity of spherical particles that pass 
thmugh the sample volume formed by the intersee 
tion of two argon-ion laser teams. The fringe 
pattern is reflected back to the receiver apemre. 
The method for measuring the particle velocity is 
based on the laser Phase Doppler velocimeter 
principle. The PDPA is used in the off-axis back- 
scatter mode of operation and the typical diameter 
range is from 0.5 to 8.000 microns. 
Nozzle Calibrations 
Prior to conducting an icing calibration, the indi- 
vidual nozzles which inject water into the tunnel 
must be calibrated. This is done to determine nozzle 
selection and optimum spacing. There are two sizes 
of nozzles used in the BRAIT, MODl and Standard 
nozzles which are similar to the nozzles used in the 
NASA Lewis IRT. The MODl nozzles are used for 
the low liquid water content range ( 0.5 to 1.0 g/m3 ) 
and have a water tube internal diameter of 0.0155 
inch The Standard nozzles are used for the high 
liquid water content range ( 0.8 to 2.5 g/m3 ) and 
have a water tube internal diameter of 0.0250 inch. 

Individual nozzle calibrations are accomplished by 
the use of a spray rig which uses high pressure air to 
atomize a water jet. The droplet size and liquid 
water content are set by adjusting the water and air 
pressure delivered to each nozzle. Each nozzle is 
installed in the spray rig and a predetermined 
schedule of water and air pressures tested on each 
individual nozzle to determine a flow coefficient 
which is defined as follows: 

cf=Wl6So” Eq. (2) 
where W is the water flow rate in gallons/miin and 
dP is the differential pressure between the water and 
air supplied to the nozzle in pounds per square inch 
(psi). For most nozzles, the flow coefficient re- 
mains relatively constant over the entire water and 
air pressure schedule. A total of 139 MODl and 
209 Standard nozzles were tested. 
The nozzles used in the BRAIT spraybar system 
were selected based upon the consistency of the 
flow coefficients over the test conditions and then 
puped  with other nozzles that varied no more than 
f5% from the average of the nozzles calibrated for 
that type of nozzle. The average flow coefficient for 
the MODl nozzles was O.M)4873 and for the 
Standard nozzles, 0.01 13. A total of 63 MOD-1 and 
106 Standard nozzles were used in the final BRAIT 

configuration. The total number of nozzles to be 
used is determined by calculating the range of water 
weight flows needed for a given range of liquid 
water contents. Given the average flow coefficient 
for each type of nozzle, one can determine the 
number of that type of nozzle needed. 
Droplet Size Calibration 
The Laser Droplet Measurement System described 
earlier measures a Median Volume Diameter (MVD) 
which is the droplet diameter at which half the 
liquid volume has smaller diameters. It is calculated 
by integrating a histogram of volume weighted 
diameters and determining the 50% point. The 
Laser Droplet MeaSurement System was used to 
map the droplet sizes as a function of air pressure 
and the differential pressure between the water jet 
and air pressure (AP). This was done for both the 
MOP1 and Standard nozzles. The droplet sizes 
were recorded in the middle of the tunnel only. 

Cloud Uniformity 
Liquid water content cloud uniformity testing was 
conducted for each set of nozzles. It was done in 
three phases. In the first phase, a 6 inch square 
mesh grid with 0.188 thick horizontal and vertical 
members was installed in the tunnel. Testing began 
by installing the 63 MOD-1 nozzles in a uniform 
pattern in the spraybars. Using a nominal tunnel 
setting, spray was initiated until approximately 0.5 
inch of ice was accreted on the grid. Initial studies 
were to determine where individual nozzles accreted 
on the grid. This was accomplished by activating 
only a few of the MOD-1 nozzles at a time and 
recording where the ice accretion occurred until a l l  
the nozzles had been activated and their respective 
ice accretion locations recorded. It was shown that 
the nozzle spray followed the contraction ratio of 
the tunnel bellmouth to a reasonable extent. This 
allowed the determination of which nozzles to move 
when the local ice accretion was deficient or too 

The second phase of cloud uniformity testing 
involved using the 6 inch mesh grid to move spray 
nozzles to obtain a uniform ice accretion over the 
entire grid. The determination of uniformity was 
done visually due to the difficulty in measuring the 
ice accretion on the grid. For areas of low ice 
accretion, the nozzle accretion map described above 
was used to determine which nozzle to exchange 
with a nozzle which had a higher flow coefficient. 

high. 
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Likewise, for anm of high ice accretion, the suspect 
nozzle. was identified using the map, and that 
suspect nozzle was exchanged with a nozzle with a 
lower flow coefficient. In addition, nozzles were 
activated or deactivated for areas of low or high ice 
accretion. This process was repeated until a reason- 
able cloud uniformity was obtained. 

The third phase of cloud uniformity testing involved 
using a series of 1.5 inch diameter pipes to quantita- 
tively assess the cloud uniformity. There are two 
sets of pipes, one horizontal and one vertical. The 
horizontal pipes consist Of 7 pipes located at Water 
Lines 6,16.24,36,48,56, and 66. The vertical 
pipes consist of 5 pipes located at buttocklines f18, 
33, and 0. 
Initially, the horizontal pipes were installed with the 
MOD1 nozzles. nominal test conditions set, and 
spray initiated. Ice was allowed to accrete on the 
pipes until approximately 0.25 inch of ice had 
accumulated in the center of the test section. The 
circumference of the ice accretion was then mea- 
sured at two inch intervals along each pipe. The 
recorded measurements were normalized to the test 
section center value using the following equation: 

%.Y) - % LWC(&Y) 

LWC, cc - CPlP 

Eq. (3) - - 

C u m t  NASA Lewis IRT guidelines define an 
acceptable cloud uniformity as being within S O 9 6  
of the test section center value. For the above 
equation this equates to values between 0.8 and 1.2. 
To get an acceptable cloud uniformity condition, 
several iterations of nozzle exchanging were com- 
pleted until a reasonable cloud uniformity was 
established. These nozzle changes were made using 
the data from the horizontal pipes. Once an accept- 
able cloud uniformity was established using the 
horizontal pipes, the vertical pipes were installed 
and identical test conditions run. Because the 
vertical pipes measure the cloud uniformity at 
different points in the test section than the horizontal 
pipes, it became necessary to change nozzles on the 
basii of the vertical pipe cloud uniformity data also. 
Once the nozzles are changed on the basis of 
vertical pipe results, the horizontal pipes must be re- 
installed to check the cloud uniformity at the 
horizontal stations. Thus, it becomes an iterative 
process to achieve an acceptable cloud uniformity. 
Once an amptable cloud uniformity has been 

stablished for both thehorizontal and vertical pipes. 
he data is algebraically m e a d  together and a con- 
our plot is created for each calibration condition. 

Jsing the above procedures, reasonable cloud 
miformity levels were achieved with Standard 
lozzles. However, close examination of Figure 21a 
evealed that pockets of low levels of ice accretion 
were present in the regions adjacent to the vertical 
Enterline. This was traced to the continuous vertical 
;praybar support wake. It was deduced that the now 
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Figure 21a. Cloud Uniformity Plot Without 
Spmbar Mixers. 

continuous vertical spraybar support was creating a 
wake which propagated into the test section. It is 
believed this wake caused the spray from other 
nozzles to be entrained into it causing a Large 
concentration of water directly downstteam of the 
vertical support. In the interest of improving the 

I 



a-22 

72 

60 

50 

40 

30 

20 

10 

0 

Velocity = 220 knots 
MVD 27 microns, LWC 1.5 g/m' 

I I l b  20 30 40 A 

Figure 21b. Cloud Uniformity Plot with 
Spraybar Mixers. 

cloud uniformity further, two vertical airfoil sections 
we= installed between spraybar numbers 4 and 5 
midway between the stilling chamber wall and the 
spraybar vertical support Figure 9). These two 
sections a~ identical in shape to the airfoil shaped 
spraybar vertical support. These two airfoil sections 
served the purpose of enhancing the mixing p m s s  
by mating wakes which enhances the mixing of the 
water cloud prior to entering the contraction. 
Figures 2la and 21b show the cloud uniformity with 
the two airfoil sections removed and installed, 
mpectively. This clearly illustrates the improve- 
ment in cloud uniformity with the airfoil cloud 
mixers installed. The resulting data shows remark- 
able improvement in the spread of the icing cloud 
across the center of the test section. This would 
indicate that the turbulence uniformity across the 

test section has improved with the addition of the 
two airfoil cloud mixers similar to the improvement 
seen with the closure of the 14 inch gap in the 
vertical spraybar support. The improved turbulence 
uniformity due. to these cloud mixers caused an 
overall improvement in the icing cloud homogene- 
ity. 
Much discussion has occurred in the icing commu- 
nity about the effect of turbulence levels and Nrbu- 
lence homogeneity on the icing cloud. The correla- 
tion between flight turbulenF intensity and ice 
accretion is an unknown factor in the industry. 
Likewise. the effect of turbulence on the icing cloud 
and ice accretion in a wind tunnel environment is 
unknown and much study remains to find a correla- 
tion between the two, if any. 
It was found that tunnel velocity and LWC impacted 
cloud uniformity the most. Decreasing velocity or 
increasing LWC improves the cloud uniformity 
dramatically. Droplet size and tunnel temperature 
had little or no effect on cloud uniformity. figures 
22 and 23 show typical MOD- 1 nozzle cloud 
uniformity contour plots. Figure 22 shows the cloud 
uniformity at a nearly constant LWC with Werent 
velocities. The 130 knot velocity map clearly shows 
a superior cloud uniformity than that of the the 235 
knot case demonstrating that cloud uniformity 
improves with decreasing velocity. Similarly, figure 
23 shows the cloud uniformity at a constant velocity 
of 220 knots and different liquid water contents. 
The .75 ghn3 map clearly shows a superior cloud 
uniformity than that of the .45 ghn3 map, demon- 
strating that cloud uniformity improves with in- 
creasing liquid water content. 

Liquid Water Content Calibration 
The liquid water content (LWC) of an icing run is 
defined as the amount of water delivered into a 
volume of air. It is defined in units of grams per 
meter cubed and is a function of tunnel velocity, test 
section size, number of spray nozzles, and nozzle 
water and air pressure. Liquid water content was 
determined using the NASA Lewis IRT icing blade 
method. An icing blade installed in the center of the 
test section was used to measure the liquid water 
content over a range of velocities and nozzle air and 
water pressures. The blade is made of aluminum 
and is 6 inch long, 2 inch wide and 0.125 inch thick. 
Spray time was adjusted for each condition to allow 
approximately 0.125 inch of ice to accrete on the 
blunt leading edge of the blade (Figure 24). The 
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Figure 24. Liquid Wafer content Icing Blade. 

thickness of the ice on the blade was measured at 5 
stations spaced 1D inch apart using chilled calipers. 
The average ice thickness and the time of e x p o w  
were used in the following equation to calculate 
Lwc: 
LWC = c * pia */(E, *v * t ) Eq. (4) 

where c is a unit conversion factor, pia is the ice 
density (0.88 glcm3), AS is the average ice accretion 
in inches, F.,, is the blade collection efficiency, V is 
the freestream velocity in knots, and t is the blade 
exposure time in seconds. A blunt blade is used to 
maximize blade efficiency. The. blade efficiencies 
range from 0.90 to 0.99. The blade efficiency data 
is provided by NASA Lewis I F 0  and is expressed as 
a function of tunnel velocity and droplet size. It 
should be noted that the blade is covered by a sheath 
until the spraybar air and water pressure stabiize. 
Once the spraybar air and water pressure stabilize, 
the sheath is pulled from in front of the blade and 
the blade exposure to the icing cloud begins. 
Ib predict liquid water content based upon spraybar 
pressure settings and tunnel velocity, the following 
equation is used: 

It has been determined that the calibration constant 
K is best defined as a function of air pressure and 
test section velocity. This relationship takes the 
form: 

LWC = K * /V Eq. (5) 

K = K , * K , / %  m. (6) 
where K, is a reference constant. For calibration 
purposes, K, and K, are calculated at any given 
tunnel condition by equating Eqs. (4) and (5) 

K = C * pia *AS/( E, * AF"'.s * t ) Eq. (7) 
K, and K,. 1111: linear functions of their respective 
independent variables. K, is determined by holding 
velocity constant and varying the spraybar air 
pressure. K, is determined by holding spraybar air 
pressure constant and varying the tunnel velocity. 
Figures 25 and 26 show plots of K. versus spraybar 
air pressure for Standard and MOD-1 nozzles, 

resulting in the following: 

lo ia lo $0 do lo b 
sp.ybuu Rvun IWtl 

Figure 25. LWC K, Calibration br 
Standard Nozzles. 

8 .  

io  lo jo lo $0 da fo 
sprlbu*k - W O  

M o b 1  Nozzles. 
Figure 26. LWC K. Calibration for 
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Figure 27. LWC K, Calibration for 
Standard Nozzles. 
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Figure 29. L WC Calibration Evaluation 
for Standard Nozzles. 
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Figure 30. L WC Calibration Evaluation 
for M O B 1  Nozzles. 

respectively. Figures 27 and 28 show plots of K, 
versus velocity for Standard and MOD-1 nozzles, 
respectively. The following equations show the 
linear relationships for both K, and K,: 

K,=m, *Ph +b, Eq. (8) 
KV=mv*V +bv Eq. (9) 

To check the validity of the calibration, the calibra- 
tion data was reduced using Eq. (5) for both the 
Standard and MOD-1 nozzles. The results are 
presented in figures 29 and 30, respectively. The 
two lines on this plot represent the f10% error 
bands to illustrate the validity of the calibration. As 
these figures illustrate, the majority of the calibra- 
tion data points lie within the f10% error bands. 
The f10% error bands are the current industry 
standards based on using icing blade methodology 
to measure liquid water content. 
Concluding Remarks 

Since the commissioning in 1993, the BRAIT has 
demonstrated impressive flow quality and substan- 
tial regions of good cloud uniformity distribution in 
the test section. The results presented in this paper 
illustrate further improvement efforts which were 
possible. 

Velocity variation is within 0.40 percent in the 
area covered by f 1 foot from the center plane. 
However, at the tunnel center, (Buttock Line 0, 
and Water Line 36) the local velocity is within 
0.20 percent of the calibrated velocity which is 
excellent. The addition of the vertical strut 
between the spraybars resulted in a marked 
improvement in the velocity distribution over the 
1993 tests. 

120 is 2.3 inches and the corresponding displace 
ment thickness is 0.23 inches. 

At 150 knots with the spraybar blowing, the flow 
angularity (upflow and crossflow) is within 
f 0.2". At 250 knots the tunnel upflow is also 
within f 0.2O. but the crossflow increases to levels 
approaching 0.4". These values are typical of 
most low speed wind tunnels. 

The tunnel free stream temperature uniformity is 
excellent. The tunnel temperature uniformity is 
within f l "F  throughout the test section at Tunnel 
Station 120. 
Cloud uniformity improves with increasing liquid 
water content and decreasing velocity. 

The boundary layer thickness at Tunnel Station 



8-26 

Cloud uniformity for the BRAIT is better than the 
NASA Lewis IRT, however, improvements in the 
MOD-1 nozzle cloud uniformity could be achieved 
with airfoil cloud mixers. 

will improve cloud uniformity. 

ally accurate to within 10% of the measured value 
which is the current industry standard. 
The tunnel is currently being used as a major 
certification tool in the determination of ice 
shapes on sensitive airplane components such as 
the wing, horizontal tail, engine nacelles and air 
data probes. 

The tunnel has been operating since 1993. Exten- 
sive certification tests were conducted relating to the 
777 program. Demonstration of ice shapes, deicing 
systems, engine nacelle intake ice shapes at signifi- 
cant thrust level conditions and ram air turbine 
power assessment under icing conditions were 
successfully accomplished. Very few flight tests 
were made to confirm the results of the wind tunnel 
tests. Substantial time and cost savings were 
realized. During 1996, we completed the tests on 
the deicing system evaluation of the 737-800 engine 
nacelle. We have completed the test requirements of 
national and international customers with great 
success. We are closely working with NASA Lewis 
on their Icing Research Tunnel upgrade program for 
the proposed development of large droplet nozzles. 

Incorporating improved cloud mixing methods 

The calculated liquid water calibration is gener- 

Recommendations 
It should be noted that although some minor im- 
provements to the BRAIT circuit have been under- 
taken, this does not invalidate any previous testing 
done in the BRAIT. 

The effect of turbulence intensity and homo- 
geneity on ice accretion in both the wind tunnel 
and flight needs to be more closely investigated. 
The addition of airfoil cloud mixers between the 
spraybars improved the overall cloud homo- 
geneity. However, further optimization could be 
realized with additional testing. 
With the addition of airfoil cloud mixers in the 
BRAIT, the level of turbulence intensity and 
turbulence distribution needs to be determined. 
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NEW TEST CELL DESIGN METHODS BASED ON INTEGRATED USAGE 
OF CALCULATED AND EXPERIMENTAL RESEARCHES 

1.1. KABAKOV, A.N. TIMOSHIN 
Central Institute of Aviation Motors, 12/30 Naberezhnaya Str. 

140061 Lythkarina, Moscow Region, Russia 

SUMMARY 

The results of integrated usage of 
mathematical and physical models to develop 
aerodynamic lay-outs of altitude and sea-level 
test cell components to test aviation engines 
are presented in the report. Perfornlanccs of 
dissipative layer in the intake inanifold arc 
investigated. New scheme of effective gas 
flows mixing is developed. The method for 
pressure control by inducing jets in the 
pressure cell is given. The basic principles for 
engine simulators crcation are shown. 

LIST OF SYMBOLS 

Pk air pressure in the altitude chamber 

P1,R total gas pressure in the inner and 
outlct prolilcs of thc jcl tiozzlc 

Pc total pressure of the induced air 

nl ,  n2 pressure ratio decreasing in the jet 
nozzle 

Gk relative flow rate of ventilating air 

Gm,Gf air mass flows through the simulator 
and full-scale engine intakc 

GIm,G2ni gas flow rates in the Core &Fan jct 
nozzle profiles of the simulator 
engine 

Glf,G2f gas flow rates in the Core &Fan jet 
nozzle profiles of the full-scalc 
engine 

Tlm=T2m air temperature in the jet nozzle 
and simulator profiles 

Tlf,T2f gas temperature in the inner and 
outlet full-scale engine profiles 

1. INTRODUCTION 

During construction of new test cells and 
during reconstruction of the existing ones to 
rcst large - thrust R = 40 000 ..SO 000 H 
turbofan engines and turbojet with reheating 
cngines at cyclic and transient modes, it is 
necessary to pay great attention to 
acrodynamic perfection of the test cells under 
construction. 
The* following procedure of test cells 
acrodynamic design is widely used in CIAM 
for a few tens of years: 

preliminary mathematical modelling using 
rather simple and practically approved 
calculated models; 
physical modelling using aerodynamic 
models of test cell and its components 
nianufxturcd in the scale-M = 1/12 ... 1/30; 
final niathcniatical modelling using the 
rcsults or cspcrinicntal rcscarch. 

Result analysis of experimental research of 
full-scale test cells showed good coincidence 
with the designed ones. 
it should be mentioned that during the 
aerodynaniic test, very often we are successful 
to simplify the configuration and to improve 
the aerodynamic perfomances of different test 
cell components. Close combination of 
calculated and experimental researches allows 
to pcrfcct acrodynamic performances of the 
test cell components and the test cell itself. It 
is also possiblc to achieve reliable 
aerodynamic test cell performances during the 
process of the test cell designing excluding 
even the smallest risk of error in aerodynamic 
performances. 
I n  thc givcn rcport thc devclopmcnt rcsults of 
some test cell components are stated. Of 
course, it is not possible to cover the whole 
test cell, but the presented components are the 
basic ones and they give us idea about the 
integrated usage of mathematical and physical 
niodelli ng. 
The following components are considcrcd in 
the report: 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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1. intake manifold; 
2. different temperature air flows mixer; 
3.  thernial vacuum chamber; 
4. ejector device for pressure control inside 

5.  engine simulator for acrodyiiaiiiic 
the thermal vacuum chamber; 

researches. 

2. INTAKE MANIFOLD 

In practice of aviation engine testing both in 
sea-level test cells and in altitude test cells the 
intake manifold is widely and frequently used 
with the gap of a profile realized when the 
intake manifold has a smooth profile. Such a 
profile has been introduced into the practice 
out of engine tests in unrestricted space or in 
large-size sea-level test cells. 
At present due to the increase of engine sizes, 
that is with the increase of relative dimension 
of the intake manifold (d/D) the problcms 
associated with the separated flow in the 
circulation zone upstream the intake manifold 
arise. The preliminary calculations showed the 
increase of the dissipative layer in the 
manifold But for more reliable determination 
of the dissipative layer thickness, experimental 
researches using a model were camed out (See 
Fig.1). To determine the influence of relative 
manifold diameter, one manifold and 1 
settling chamber models were manufactured. 
Constant M number value and 
correspondingly Re number were kept up in 
the manifold.It gave an opportunity to obtain 
the dependence of dissipative laycr thickness 
only of the relative diameter at constant M and 
Re numbers. 
Fig.1 shows the velocity profile in the 
manifold at the distance equal to two 
diameters of the manifold froni its entrance. 
As it is seen in Fig.1, at the increase of the 
relative manifold diameter, the dissipative 
layer thickness increases. The velocity profile 
in the boundary layer changes, it becomes less 
filled out. It takes place because the dissipative 
layer in the manifold is a part of mixing layer 
in front of the manifold which interacts with 
the manifold walls. As a result of this 
interaction, a very complicated dissipative 
layer appears the thickness and the filling of 
which depends on the relative manifold 
diameter and the distance from the entrance to 
the manifold. As it is seen in Fig. 1, the intake 
nunifold with the profile 'gap is expediciit to 
use at relative manifold diameter C 0.3 . At 
larger values of relative manifold diametcr, it 

is expedient to use the manifold profile 
without any gap - like Vitoshinsky nozzle 
I y x .  

3. DIFFERENT TEMPERATURE GAS 
FLOWS MIXER 

To control air temperature at the engine face, 
cold air and hot air mixers are used. The basic 
performances of such mixers are: 
0 Temperature field uniformity. 
0 ' Temperature time lag. 
0 Coeficient of hydraulic resistance. 
A geat deal of Werent types of gas flow 
nusers do exist, including petalled, jet, 
vortical, etc. 
To decrease the mixing chamber length, the 
jct split-up for a great number of jets is used 
But in this case a number of problems 
associated with ensuring the uniform flow 
distribution by small jets arise. In case of a 
non-uniform distribution of flow rates by jets, 
the global non-uniformity appears; its 
smoothing takes place on a length which is 
proportional to the mixing chamber diameter. 
Besides, if the global non-uniformity already 
exists, some problems connected with the 
decrease of the non-uniformity arise. 
On the basis of numerous experimental 
researches "S"-shape mixers were designed by 
CIAM specialists. This type of a mixer is two 
reversible elbows joined in series. The twin 
vortex is formed in the elbow and because of 
this the temperature profile downstream the 
elbow changes nearly on the contrary one. In 
the second elbow the twin vortex with a very 
high turbulence intensity is also fonned. As a 
result, downstream the two reversible rotatable 
elbows the uniforni velocity field with 0.8% of 
non-uniformity takes place. On the same 
length in the straight-line channel the 
temperature field non-uniformity is 12%, but 
downstream one rotatable elbow it is 7%. The 
schematic of "S"-shape mixer and the 
temperature field in Werent type mixers are 
presented in Fig.2. It should be mentioned that 
due to a decrease of mixing chamber length, 
the temperature time lag and the mixer 
hydraulic resistance coefficient decreases. 
The coefficient of the mixer resistance is 
approximately equal to the resistance 
coefficients sum of the two rotatable elbows 
and it makes 1 (according to dynamic 
pressure in the mixer). 
Performances comparison of "S"-shape mixer 
with other miser types demonstrates 

(I 

1 
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the advantage and the design simplicity of 
"S"-shape mixer. These type of mixers 
("S"-shape) are widely used in the test cells for 
aviation engine tests. 

4. ALTITUDE CHAMBER AND 
EXHAUST DIFFUSER INFLUENCE 
ON THE JET NOZZLE 
PERFORMANCES 

One of the basic demands presented to the test 
cell when altitude engine tests are camed out 
is elimination of altitude chamber and exhaust 
device influence on engine performances. For 
this purpose in the whole altitude chamber out 
of the jet bounds it should be one and the wmc 
pressure and low velocity of the air flow inside 
the altitude chamber. It is only possible at 
definite area ratio of the jet nozzle, altitude 
chamber and the exhaust diffuser.Moreover, 
the increased pressure fluctuations inside the 
altitude chambershould not take place. 
During the aviation engine tests at altitude 
conditions inside the altitude chamber with 
delivery of the ventilated air, the air mass flow 
of which is Gk = 0.05 ... 0.10 (5 ... 10%)of the 
air mass flow through the engine to the 
altitude chamber, the circulating flow appears 
as a rule. Its nature and intensity depcnd upon 
the relative area Fd of the exhaust diffuser, the 
distance IC from the nozzle section to the 
exhaust diffuser, relative altitude chamber 
area Fk and engine operation mode, where Fd 
and Fk is a relation of the exhaust dilluscr 
area and the altitude chamber to the areaFc of 
the jet nozzle exit section. 

Investigations of jet nozzle models for turbojet 
engines in the altitude chamber with the 
exhaust diffuser showed that the most 
favourable geometric parameters are the 
parameters when the whole jet with the 
mixing layer enters into the exhaust diffuser. 
The reverse flow which appears in the diffuser 
at its wall induces the secondary vortex. When 
the part of the mixing layer does not enter the 
exhaust diffuser, but flows around its outer 
wall, several vortexes may appear in the 
altitude chamber. The pressure fluctuations 
inside thc altitude chamber is grcatcr by 
several fold if we compare with the first casc, 
and the pressure along the altitude chamber 
wall becomes variable.That is why it is 
expecfient to spec@ small distances IC but in 
addition it should not be an influence on 
pressure along the outer surface of the jet 

nozzle. The investigations showed, to exclude 
the altitude chamber and the exhaust diffuser 
influence on the jet nozzle it is enough to 
arrange the jet nozzle section at the distance 
IC =(0.5 - 0.7)dc, where dc is a diameter of jet 
nozzle exit section. 

The investigations showed that the 
pressure along the altitude chamber wall is 
practically constant for a wide range of change 
od engine operation mode if Fk > 15 - 20. For 
high by-pass ratio engines and large thrust 
cngines (like "Trent", GE-90) it is a problem 
to create altitude chambers nith the relative 
arca Fk = 15-20.Russim altitude test cell 
chambers can have the relative area -3.5.. 5 
to tcst sinular cngines. Due to this it is 
necessary to study the altitude chamber and 
the exhaust device influence on the 
performances of by-pass ratio jet nozzle. For 
this purposes the model installation and the jet 
nozzle model was designed It simulated the 
jet nozzle for HK-93 engine the by-pass ratio 
of which is 16. The schematic diagram of the 
model installation is presented in Fig.3. The 
diffuser nith the punch@ and optimal 
configuration gas intake was used in the 
model installation. During the tests the 
coefficient of flow rates for inner and outer 
profiles of the engine model was determined 
as well as distribution of pressure along the 
surfaces of the jet nozzle when the article was 
tested without any altitude chamber (reference 
conditions) and with the altitude chamber. 
The investigations showed that at Fk = 5 with 
the optimal configuration of a diffuser the flow 
rate cocficients of the inner and outer profiles 
for test reference conditions and for tests in 
the altitude chamber practically coincide. 

It is shown that the altitude chamber 
nith the exhaust diffuser does not also 
influence the distribution of pressure along the 
engine nacelle and the flow over the inner 
profile in the investigated range 

The scheme and velocity fields in the 
altitude chamber for section 1 are given in 
Fig.3. The section 1 agrees with outlet nozzle 
section of the outer profile and for section I1 
located in the zone of circulating flow. The 
mcasurcmcnts were pcrformed for 
Gk = 0;O.O G and 0.11 . At Gk = 0 in the 
section 1 the reverse flow in the altitude 
chamber takes place and it disappears when 
Gk = 0.06 ... 0.11. Pressure distribution along 
the altitude chamber wall is a result of inner 

l 7 ~ 2  = 1.2-1.7. 
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flow in the altitude chamber. Invcstigations 
showed the pressure on the altitude chamber 
wall on the length of its front cnd to the 
section 1 is practically constant. 

In the zone of the inner profile nozzle 
positioning the pressure slightlydiffers from 
the pressure in the section 1; the greatest 
difference of the static pressure is observed in 
the circulating zone downstream the jet 
nozzle. During the experiment it was obtained 
that with the increase of the relative flow rate 
of ventilating air Gk up to 0.06 ... 0.10, 
pressure distribution on the altitude chambcr 
wall in circulating zone becomcs more 
WlifOrm. 

5. PRESSURE CONTROL IN THE 
ALTITUDE CHAMBER DURING 
ENGINE TESTS AT TRANSIENT 
MODES 

At transient modes of engine tests such as 
engine response, rotational frequcncy release, 
increase of rotational frequency just after 
enginc rcsponsejt is necessary to maintain 
constant pressure inside the altitude chamber. 
The task becomes more complicated because 
with rotational speed change the exhaust 
diffuser efficiency changes. For exzlmple, with 
engine rotational frequency increase at 
constant pressure downstream the exhaust 
diffuser the pressure inside the altitude 
chamber will decrease. In order not to have 
such situation, during the transient mode it is 
necessary to compensate the efficiency of the 
e.xhaust dffuser. Such problem might be 
solved by mechanical throttle installation 
downstream the eshaust diffuser. But because 
of high tcmpcrature of the exhaust gascs 
(2300 K) it is difficult to realize. That is why 
the throttle is usually installed downstream the 
test cell gas cooler. 

Altitude test cells as a rule have large 
dinicnsions (1000 - 3000ni3) froill thc cshausl 
diffuser up to the throttle that predetermines 
the pressure control system time lag in the 
altitude chamber even in case if the throttle is 
a quick-acting one. 

Calculation researches of possibility to 
control the pressure in the altitude chamber by 
additional air delivery downstream the 
exhaust diffuser demonstrated low efficiency 
of this procedure. 

Introduction of ventilating air to the 
altitude chamber will be effective only during 
the exhaust diffuser operation at critical 

modcs, that is very seldom at altitude test cell 
conditions. The exhaust diffuser operates 
mainly at subcritical modes whcn the 
ventilating air influence on the exhaust 
diffuser performance in not sigmficant. 

A new procedure to maintain pressure 
inside the altitude chamber during engine 
transient modc is worded. The procedurc 
consists in the fol1owing:different 
cffectiveness compensation of the exhaust 
dffuser is performed by exhaust gases ejection 
at small rotational frequencies up to the 
pressure made by the exhaust diffUser at 
maximal or reheated modes, but not with the 
help of counterpressure downstream the 
diffuser. 

Schematic diagram of the altitude test 
cell with pressure ejector control system is 
depicted in Fig.4. 

To control pressure in the altitude 
chamber, to the initial section of the exhaust 
diffuser inducing air is delivered through the 
nozzles; so the exhaust diffuser is used as a 
nuxing chamber. At engine rotational 
frequency the inducing air is mixed with 
cnginc eshaust gases and vcn.ilating air of the 
altitude chamber. As a result pressure 
increases from Pk in the altitude chamber up 
to pressure P3 downstream the diffuser. Air 
mass flow through the ejector nozzle is 
controlled by a throttle. 

At large air volume of the exhaust 
system pressure P3will change slightly and 
this pressure approximately can be maintained 
unchangeable with the help of the test cell 
throttle. 

During thc transient modc, for cxamplc, 
engine response from idle to maximal mode to 
achieve Pk = Const., it is necessary at all the 
rotational frequencies of engine transient 
modes to have constant pressure ratio in the 
combined system "exhaust diffuser - ejector'' 
and to have it equal as well to the pressure 
ratio of the exhaust diffuser at maximal mode. 
The largest air mass flow of the inducing air 
will be at idle mode; with rotational frequency 
increase the above air mass flow will be 
decreased and at the maximal mode it will be 
equal to the zero. Hence, the inducing air is 
delivered only during the transient mode, that 
is it is delivered in the shot run. That is why it 
is expedient to deliver the inducing air from 
high pressure tank system. 

To choose optimal parameters of the 
inducing jet, gasdynamic calculations were 
performed. Well known ejection equations 
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[ 1,2] for slightly complicatcd diagram 
presented in Fig.4 were used. 
These calculations showed that in case the 
exhaust diffuser is used as a mixing chamber, 
the supersonic nozzle for the inducing air 
practically does not improve the ejector 
performances in comparison with the sonic 
nozzle. 

On the other hand it is more simple to 
manufacture a convergent nozzle. That is why 
the further calculations and designing were 
carried out for h = 1. Test modc (altitude and 
Mach number) influences the required air 
mass flow of the inducing air as well as 
transient mode type and its nature. In order to 
design the system it was necessary to choose 
the nondimentional area value Fe as the 
relation of the nozzle exit area for the 
inducing air to the exhaust W s e r  area. 

Calculations for different Fe values were 
done. It should be mentioned that the area of 
the critical section for the ejector nozzle is 
only some percents of the exhaust diffuser area 
and the choice of Fe value was deterrnincd 
by pressure Pe. As the area Fe was not large, 
24 axisymmetrical nozzles were used in the 
altitude chamber for pressure control system. 
The nozzles arrangement wasuniform along 
the circumference, nearby the exhaust diffuser 
walls. Gas parameters calculations in the 
e.dust system and in the ejector nozzles were 
performed for different engine transient 
modes. 

The calculations showed there is a 
possibility to use the procedure to control 
prcssurc in tlic altitudc chanibcr by 
introduction of inducing jcts to the initial 
scction of thc cshaust cfill-uscr. 

6. BASIC PRINCIPLES OF ENGINE 
SIMULATOR MODELLING 

For aerodynamic researches to detemine 
optimal nozzle blockage for aerodynamic test 
cell with external flow around the test engine 
and for investigation of closed sea-level test 
cells performances the engine simulator is 
required. Flow parameters of this simulator at 
its inlet and outlet are similar to the realistic 
ones. It is more simple to manufacture the 
engine simulator at aerodynamic modelling 
when the air flow at the outlet of the simulator 
jet nozzle is originated with ejector. 
0 The initial modelling condition is 

geometric similarity of the intake entrance 
section and the jet nozzle passage. 

Anothcr modclling condition is 
achievement of two flows with Mach 
numbcrs similar to the full-scale engine 
both at the intake inlet section and at the 
jet nozzle exit section. It means that the air 
mass flow through the intake should be 
deteimined by the following relation: 
Gm = G W A 2  where M is the modelling 
scale. 

Equality of Mach numbers at the jet nozzle 
esit section of the model and the full scale 
cngine dcmands the equality of pressure ratio 
decrease in the jet nozzle. Hence, pressure in. 
the simulator jet nozzle should be higher than 
the pressure at the inlet as it has place in the 
111-scale engine. 
Flow rate in both flows of the jet nozzle 
should be equal: 
0 for theFan 

0 forthe Core 
(3) 

From relations (2,3) it follows that in the 
cnginc simulator the total air mass flow 
through the jet nozzle is higher than the air 
mass flow through the intake. With high by- 
pass ratio "m" increase the difference in the 
air mass flows through the jet nozzle and the 
intake decreases. The fact that the air mass 
flow through the jet nozzle of the simulator is 
higher than the air mass flow through the 
intake gives the possibility to introduce to the 
engine model the compressed air, thereby to 
increase the air pressure in the ejector channel 
upstream the jet nozzle . 

Thc calculations showed at large Wt 
\~~ lucs  the cjcction coefficients are high and it 
IS not always possible to providc thc rcquircd 
pressure ratio. 
To achieve the prescribed parameters of the 
engme simulator jet with high by-pass ratio, 
we are to perform a separate partial suction of 
air which passes through the intake. With this 
the flow rate of the induced air increa es and 
the ejection coefficient of the ejector decreases 
that gives precondition to achieve the 
prescribed pressures in the jet nozzle. With 
"m" increase the relative flow rate of the 
suction air becomes higher and with relative 
pressure increase of the induced air it 
decreases. Pressure increase of the compressed 
air is also espedient on constructional 
considerations as well because at higher 
pressure it is easier to solve the problems 
dealing with the induced air distribution along 
the mixing chamber section. Engine simulator 

G2m =G2E/MA2 * sqrt(T2flT2m) (2) 

Glm = GlW"2 * sqrt(T1flTlm) 
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length should corrcspond to the icngth of the 
full-scale engine at the acceptcd modclling 
scale and during the development of the 
simulator the problem about the mising 
chamber length arises. For ejector efficient 
operation it is necessary to have the length of 
the mixing flows sufficient to achieve uniform 
flow in the jet nozzle. It can be only obtained 
by splitting of the mixing flows for small jets 
the relative length of which should be 10-15. 
All this requires the application of multino7Ac 
ejector with the delivery of the compressed air 
to the nozzles through the pylons located 
along the profile sections. The simulator with 
264 supersonic inducing nozzles is described 
in work [3]. 

The optimal parameters of the ejector 
for engine simulators PW - 2037, GE - 90 and 
HK - 93 with high by-pass ratio corresponding 
to 6,s and 16 were determined PW - 2037 
engine model was manufactured in the scale 
1 / 12. GE - 90 engine model scale was 
1 / 15,6 and the scale of HK - 93 engine modcl 
was 1 / 30. Aerodynamic configuration of 
engine simulator is shown in FigS. Air from 
the engine simulator was extracted through 
the punched section located between the entry 
manifold and the screen of the ejector nozzles. 
and through the annular channel inside the 
simulator the estracted air was delivered to the 
pylons and further into the eshaustcrs. All thc 
models have multinozzle design with 60 - 2 10 
ejector nozzles. Ejecting nozzles were located 
uniformly along the mixing chamber section. 
Compressed air pressure was (12 - 14)1OA5Pa. 
Different prescribed pressures P1 and P2 in 
the simulator flows were achieved by choice of 
corresponding geometric ejector parameters. 

Testing of aerodynamic simulators 
for PW - 2037, GE - 90 and HK - 93 showed 
good agreement of calculated and 
experimental flow parameters at the simulator 
inlet and outlet and the possibility of operation 
modes change to simulate taking - off, cruise 
and idle modes of the simulated engines. 

7. CONCLUSIONS 

It is seen from the report that for successhl 
development and selection of aerodynamic test 
cell and its components configuration, 
integrated application of mathematical and 
physical models is required. 

It is shown that in conditions of relativcly 
large inlet manifold diameters a thick 
dissipative layer is formed on the manifold 

walls. It is c s w e n t  to use the profile 
with thc gap in the inlct manifold at 
relative manifold diameter, up to 0,3, but 
at larger values of relative diameter the 
inlet manifold without a gap is preferable. 

- shape configuration of the mixer 
sugg&ed in the report provides 
temperature field with 0,8% of non- 
uniformity at the length less than 7 mixing 
chamber diameters. This mixer allows to 
reduce non-uniformity in the channels with 
high global temperature non-unifornuty. 
Flows in the altitude chamber can 
influence the performances of the engne 
nozzles at relative altitude chamber area 
less 0.15 and small distances between the 
nozzle section and the inlet exhaust 
4lffuser (KO.15). The possibility to test 
large - thrust engines at relative altitude 
chamber area with selection of optimal 
exhaust diffuser providing ventilation air 
mass flow 0.06 ... 0.10 of air mass flow 
through the engine is presented in the 
repon. 
Schematic diagram suggested in the report 
to control pressure in the altitude chamber 
at transient modes provides pressure 
steadiness in the altitude chamber by 
introducing induced jets into the front 
section of the eshaust difhser. 

'S" 

On the basis of the suggested concepts to 
simulate large - thrust engines,engine models 
GE - 90. PW - 2037 and HK - 93 were 
designed and investigated. Investigations 
showcd good performances matching between 
thc modcl engines and full-scale cngnes. 
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Fig.:! S-Shape Mixing Chamber 

TC-Temperature of cold air 
Th-Temperature of hot air 

Temperatute Profile at Mixing Chamber 
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Fig4 Ejector system for Test Cell pressure control 

2 
c3 

Fig5 Engine Simulator 
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summary 

The European Transonic Windtunnel, ETW offers 
flighthear flight Reynolds numbers. This paper addresses the 
definition of the basic specification and the expansion of th~s basic 
specification into an overall aerodynamic design and concept of 
umtrol of the f d t y .  The donale used in the definition of various 
tunnel components is explained and an overview of some of the 
studies and calculation methods employed to achieve the design of 
Werent sections of the tunnel are given. 
The need of test rigs is discussed and some details of the use of the 
pilot facility PETW in the development of the design are presented. 
The calibration methods and calibration results showing that the 
design was successfuuy implemented are outlined and show the 
excellent quality that is currently being achieved and demonstrate 
tbat the design concept works up to fuu flight Reynolds numbers. 

budget one of the most demanding wind tunnel projects ever 
mhed, ETW designers had to deal with a "real world's situation" 
where difficulties were not only technical: 

since the cmstruction of a first major generation of wind 
tunnels in the 50 and ~ O ' S ,  much of the relevant hands 
on experience had been lost 

requirements had increased substantially over the 70 and 
80's especially for high Reynolds number simulation 

were adding serious challenges 

large number of finding partners could have led to non- 
desirable situiions. "designing by committee" syndrome 
etc. 

. d y n a m i c  testing quality and associated wind tunnel 

minimisation of operahg costs and cryogenic operations 

the many deferments of the final "go ahead" and the 

. 

. 

Fortunately, three factors considerably helped to the h a l  success: 
List of Symbols 

Area 
Broadband noise level 
contribution to Cp,, in reduced frequency band An 
frequency 
gaseous nitrogen 
total pressure loss coefficient 
liquid nitrogen 
Mach number 
reduced fkquency = f. w/U 
static pressure 
total pressure 
test section cross sectional area 
total temperature 
mean axial velocity 
axial pressure fluctuation 
lateral pressure fluctuation 
test section width 
turbulence intensity 
wall angle relative to tunnel centerline 
static pressure recovery efficiency 

Introduction 

Much has already been published on ETW, the European 
Transonic Wind Tunnel, little however on the way its design 
actually proceeded. Indeed, before achieving in time and within 

. the long time, more than eight years before f d  design 
really started, could be used judiciously and whilst the 
spending rate was kept low, it allowed time to look at 
numerous options, to run pilot facilities, to learn from 
other's experiences: hence to pave the way for quick 
decisions in the next phase. The few engineers who 
stayed all through these years and the main engineering 
consultant helped in saving the project's memory 

main spedidons were definitely frozen and limited to 
the most essential goals 

to manage all aspects of the project, technically and 
commercially, by the four share holders: DLR, DRA, 
NLR and ONERA. This team brought up to date 
practical experience into the project and could easily 
access any relevant information or advise in the four 
above European establishments. 

. shortly after the start of fmal design i.e. late 1985, the 

the new ETW team was then given adequate authority . 

Following AGARD's request to present a "case study" the paper 
reviews item by item how the aerodynarmc design developed. It can 
be seen that some concepts and shapes were frozen very early 
whilst othm had to be reumsidered at a time where machining was 
already going on! Some of the results of the calibration of the 
tunnel and of early model tests which demonstrate the success of 
the design are also presented. 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-58.5. 
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Ma& Number 
uniformity 

Basic Specification 

The need for a high Reynolds number wind tunnel was identified 
as long ago as 1968 by the Fluids Dynanuc Panel of AGARD. In 
1%9 the Large Wind Tunnel Working Group (Laws) proposed a 
basic specification of the lrammic wind tunnel. In 1 97 1 the NATO 
Defence Research Group (DRG) established an ad-hoc group 
caUed the AEROTEST Group that in 1973 recommended to build 
a hgh Reynolds number transonic wind tunnel, to be jointly 
constructed and operated by several European countries. In 1975 
aProJect GToup (PG7) also under the aegis of the DRG was tasked 
with selectmg the power drive system for the tunnel and to develop 
a plan for its realisaton. After loo& at a number of concepts of 
drive systems the cryogenic transonic tunnel was adopted 

Subsonic f 0.001 
Supersonic f 0.008 

The Laws group recmnmmdations related to a facility that was 
based on different concepts to that finally adopted. the cryogenic 
CoQoePt The main stipulations of the Laws group, relevant to this 
paper, was that the maximum Mach number was to be 1.35, the 
design Mach number should be 0.9, and at the design Mach 
number, it should have a Reynolds number range of 25 million to 
40 million at constant dynamic pressure. 
In 1976 the Pnyect Group pG.7 defined the flow &ty necessary 
for a high Reynolds number wind tunnel, reference 1. 
Afta the adoption of the cryogenic option in 1977 the test section 
size of 1.95m x 1.65m was chosen as the minimum at which the 
required model detail could be adequately represented and to 
minimise capital investments. Furthermore the conservative 
assumption was made that the model local flow saturation would 
take place at a local flow Mach number of 1.7. This, together with 
the given test section dimensions and the required Reynolds 
number of 40 x 1 06, leads to a maximum stagnation pressure of 
about 450Wa. The operatmg envelope for M 4 . 9  is shown in 
figure 1. 

I I ! ,  I 

5 1  I I I I 

I I 
I I 
I 

I 1 Pressue 

Specification Development 

An Airline Opthisalion Study, ref. 2, was conducted by DSMA of 
Canada to define the most economical circuit configuration based 
on the combination of capital and operating costs consistent with 
flow quaky, test spectrum and opexational flexibility requirements. 

The main parameters considered in the optimisation study were the 
basic geometrid circuit features: contraction ratio, area ratio of the 
1st cross leg and the transonic cliffuser angle, fan power, fan 
diffuser angle and area ratio of the 2nd cross leg. 
As the circuit losses have a direct impact on the fan power and 
therefore on the LN2 consumption, a loss prediction program was 
developed and validated against HST(of the NLR) test results. It 
was determined that the main circuit losses are distributed in the 
test section diffiser (28%), the model and its support strut (24%), 
the nozzle and test section (14%). the 2nd comer (1 3%), all other 
components accounting for the remaking 2 1 % of the total circuit 
loss. 

By tuning the circuit geometrid parameters and checking the 
sensitivity of the optimum configuration to these parameters, an 
optimised circuit was arrived at, with the following features: 

e 

e 

optimum contraction ratio: 8 to 12 
opbmum 1 st QDSS leg area ratio: 2.25 with a test section 

optimum 2nd cross leg area ratio: 5, with a fan diffuser 
diffuser angle 20 of 4.25 deg. 

angle 20 of 2.75 deg. 
. 
The results of the above study and the flow quality requirements of 
PG7 were an input to the Preliminary Design performed by 
Sverdmp Technology of the USA. 
Later, it became apparent that the overall tunnel optimisation had 
to take more into accounf the demanding requirements from 
potential users concerning the productivity and flexibility of tunnel 
operation, especially in terms of set point changes. The 
consideration of these dynam~c aspects led to the development of 
a dpamc model (see section Control Aspects of ETW) which was 
a pow& tool in the overall optimisation throughout final design 
and construction stages. 

The flow qual~ty requirements were continuously reviewed during 
the development of the facility and finalised in 1988 as 
umstruction began. Thw flow quality goals for the test section are 
given in Table 1. 

Ma& Number stability 

Temperature Uniformity f 0.25 K ! and stability 

f 0.001 duringpolar 

Flow Angularity 

Pressure Stability and 

fluctuations 

Turbulence 

low ffequency 

1 f0.1 degree 
(repeatability and 
measurability * 0.01 degree) 

A PIP < 0.002 duringpolar 
A PE' < 0.001 between 0.2 
and 5 Hz 

< 0.05 Yo 

Noise pm 5 0.004 7 nF(n) s 0.001 
fern< l(n=fiv/u) 

Dew Point Temperature I; 210 K 

Table 1 Flow Quality Goals 



T a t  sation and %Enby 

Asmenlicdpaimdythe tesi seoti00 size of 1.95 x 1.65 m was 
initiany aefincdby po.7 88 hmg the minimum at whichmcdel 
W d b e  mpcsdedforhiep Reynolds numb. The slotted 
u l d l ~ m m k y B a p l a m 6 ~ w a s a l s o ~ a t t h i s h m e .  
This &&+m was made with the cxpxthm ' thatthesnbmic 
~oftestingwasofprimcimportsnce andtheassooiatedslot 
noise &odd be kept to a minimum. 

With the aexible node on the top and bottom walls, the best 
supwonic flow quabiy (Jmallast Mach number deviation) win 
DOCUI when the top andbottom wallangles mateh the nozzle exit 
aoglcs, nfnencc 3. Remotely adjustable wall angle cspabihty was 
povidcdfmthesidcwalls.allowingaOto0.25 &gdivergenccon 
each wall fm amid of axial Mach number gradients m the test 
section. Using srmple hi l -Meyer  angle theoly, the resulting 
gupasOnicMach numberdcviationswcrc oalculaicdto be: 

M 8k AM AM 
(Wall) (antafine) 

120 4.132 0.00032 o.ooo65 
1.40 -0.147 0.00024 O.oo048 
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dboawuldlmgkvmialion. The initial slot +is of exheme 

removsl through the slots. The development of slot shspes to 
aohicvc smmth supwooicMach numb without overclrpension 
or wavinfm m the axial disbibnlion h a sonic Contour, m to 
increase the level above a supwonic nuzzle exit value, has until 
recently bcen largely an experimental iteration pmccss. An 
Snalytical W. 5 that is directly applicable to tw- 
dimensionally slotted tunnels (top and bottom slots) provides an 
explanation of the flow ' ' cambgtheovereqmosion 
f d f m ~ ~ l y  tapaaa slots and cmiirm the value of the 
"pinched" slots san m scvcral tranaonto ' tunnels. Smcc the 
achievement of smooth tlow for 1 .O s M s 1 .I mth the ETW 
nredc wasmwtiin, a slot shape daermmed ' fmmthemethodsm 
Ref. 5 shouldbeumsidedtoallowthisMachregimetobe 
q#icmdy aohicvcdwith a scmicncde contour. The slot widthin 
the mcdel teat location should also be h i e d  to avoid slot tom 
naaumcc with the htlimdamental hladc passing tom. 

For -Mach numb, the axial Mnch number nnifcmnily 
is p n m d y  a function of the flow quahty m the nunk timi 
m a m b u s d  seccmdq influara of slot shspc, @cuMy ifthc 
tcst scction Mnch number is madc to &&e fmm tbc n o d e  exit 
due. 

For the initisl huildofETWthe top andbottom wall slots s!xlas 
OlOsetotI~cxit ofthe nozzle as possible and +ova a length 

funIa@ofthe dois. A umioord slot will be &vclop.l as m01c 
isknomofthe,2h&amw ' ' ofthetunncl 

Test Section Slot Noise: The largest spectral rmnponcnt 
contribution anti+ over and above the turbukot boundary 
layer sound fidd is the acratynsmic noisE @by vortcx 

ofthe slddgcwasnunhdand bcveUed to minimise this scoustic 

irmpatance if& &Jw is expded to supasonic Mnditions by flow 

Of 38hnmbavdhOf z5IlUYl,TheddS~k@@dfMthC 

i o a r a c t a o s m m C ~ s l o t s . T h e ~ s c c t i o n a l s h a p c  
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Figure 2: Supersonic Flow Pattern of Original (top) 
and M e  (hottom) Re-entry Configuration 

A View of the test section and re-entry is shown m the photogqh 
OffiBUre3. 
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entry loolung upsheun 

Second Throat and Eigb Sptd DLfhrrer 

The Aalme Optmmamn Study was basedon a ample Gxed 
m downstnam of the test sctroll HOWWR, It was 
antqxded, at that lune, that a vanable would be 
mcorpmakdalalatexdate 
The loss m total pressme was calculated from the statle pressme 
mvery effiaency, q , where 

A adahon between q and the blocfrage at the d&aer entrrmce 
wasusad,ukerebbckagewasdefincdasthearearedu&ondueto 
tbe bowday laya displacement tlnckness and the plenum mentry 

flow Thebolmdary layer tlnckness at mthLsa d e t  was calculated 
from the last scnenm the sblhugclunnb to the test sctroll em1 
plane The mtnbuhon of the phum re-en!q flnu to the test 
sectron m l n k t  blockage lsrclatedto the mags flow and 
velouly of the plenum flow re-entering the crmut 
A two-puce translhon section was a c d  to pronde aa area 
&ski ion  that match= aconstant halfaogle as the cmss-x&on 
changes from mtauguh to c u c h  

Once the test section geometry was clear a number of stumes on 
tbe mclunon of a vanable second throat was un&rlaken In 1985 
the&cmmwmmadetomwprateasecondthroatmETW The 
se ldoonccpt  UI shownm figurc4 

Figure 4 Schematic of ETW Second Throat 

The saondthroad is situated at the ingh speed-det. It 
consists of movcable sidewalls operatins though a three hinge 
systcanrmdacatr&dyr6tusteddkectlytehindthemodelsupport 

purpase ofthe second throat in to: 
sector m which a ~ a c h  wlltrona (h f l e p s )  is huted  he 

mh-edidu&Es pmpaphg upstnsm from the high 
spmddiascranddow&cm~ 
p r o d  faster Maoh n u m b  d l  during model 
traVCrsCS 
stabiliss terminsl shock in the supmmic regime md 

A contract was placedmithlkmier GmbH to maduct a &ailed 
pannneta study of the flow through the second throat. The flow 
was assumed to be mtiscid and twodimcnsional as well as 
symmetrical to the antreline of the cakebody. A finite volume 
d W X 3 U s e d f O r  dV%lg the EdR eqlmhmsin full mscrvalion 
form. 
Two test c89cs wae mnsi&md, one with a d k m  inlet profile, 
thehcothcrwithanmdorminldprofilctosimulatere-entryflow 
conditions, d by fbgcr flaps. FigurC 5 shoukg the total 

V a S u 8  the ~dnuall shock position fM d m  ;md non-dorm 
ihwwcaMUud the difference in loss was leas thsn 0.25%. The 

&6citwas2.%. The ETW tqet value for the shock face 
Mach n u m b  was 1.15, sec f i p  6. Forthin codlion the total 
presmuc lms equals 2.5% for almiforminlet p t 3 e  with a shock 
position 0.4m downstrmm of the first moveable hinge. The non- 
uniform inlet m e  gives 3.5% total presmuc loss and a shock 
position at 0.7m &w&eam of the throat. 

meintsin plenum suction. 

FiRaUe loss calculatedas mam values at the diffmer&t Section 

0.0 0 . 2  0 . 4  0 .5  0.a 1.0 1 . 2  

X - X m m  

Figure 5 Total Pressure Loss vs Sidewall Shock Position 
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compressor A larger comer 2 has the additional advantage io 
firrther reduce the pressure losses tbrough the comer and the catch 
net. 

Increasing wmer 2 s& without changing comer 1 size would 
increase the cross leg mffuscr angle bcyondacqtable limits 
(5.6 degree half angle). It was therefore recommended io 
increase comer 1 size in the same proporbon as m e r  2. Again, 
comer 1 losses would decrease as a result of this modifidon. 

It wasclear that thelllgh speed diffuser, fiitedbetwman 
extended second throat and an enlarged m e r  1 would not be 
adequate. li was therefore recommended io lengthen the high 

- 
0.0 0, :  C . 4  C.3 2 3  I C  1 2  

- Xthrwt 
spedd d~ffuser, keeping the same wall angle, -until the &it Figure 6: Sidewall Mach Number vs Sidewall Shock diameter reaches the enlarged mer *ameter. obviously this 

extra lenpth had to be comcensaied for bv an eanivaleni Position 
kgend fM fignrer 5 and 6: 

0 umform 
o non-uniform 
n uniforrm 
+ non-uniform 
X u n i f o r m  
0 non-unifmn 
+uniform 

trimflap trimflap 
position @e 
1 . Y 4 h  15" 
1 . Y 4 h  15" 
1.700m 15" 
1.700m 15"  
2 . 1 9 h  15" 
2.19om 15" 
I .940m 9" 

For a d o r m  m!d pro&, the most upsheam position of the shock 
Mmsponding to a compleiely choked flow was ai X - Xthroal= 
0.15m. With nonunifm del profis however, the shock can only 
be moved up io X - Xthroai= 0.6m. FM values below 0.6m the 
tlow was mbked Due io the m h y  defrcii the sonic line is not 
emanaiing from the 1 st movable hinge (geometrid throat) but 
appmximate~ 0.5m downstream showing a lngbly curved form in 
this regon. This ConfiBUration should be avoided with respect to 
the following reasons: 

the total pressure losses are high 
the allowable d i s p h e n i  of the shock is confined to a 
d re@on at the aii part of the second ramp resulting 

a sonic line emanating frm the tlat plate may mtluence 
the Mach conhohkdity during a polar. 

Shifting the trim flap down Stream of its normal position had a 
negative effect because it supports the above mentioned negative 
mawbacks. 
S h h g  the ~I%II ilap u p k m  gives positive effects, the drawback 
of point 2 and 3 above are now eliminated. The shock 

in poor conlrouability 

conhOllabIMy was i n d .  

Fan lnkt 

Durmg &hmmary &qn  further analysis of the circuit losses was 
undertaken. It was found necessary to increase the flow area of 
comer 2 to reduce the velocity in that aea and hence reduce the 
losses. Deletion of the mpressor rime cone extension through 
comer 2 and a nossleg diffuser was adqted An aercdynmnc 

was provided to wver the compressor shafl to reduce shatt 
wake effecis on the compressn dei profile. Fignre 7 shows the 
comer 2 layout at that time. 
In 1986 a numbcr of siudies were UndRtaken by prospective 
compressor suppliers which revealed the need io further increase 
Gx size of m m  2 in  der io provide some contraction to 
improve the flow velocity distribution at the d e i  of the 

I 

lengthening of the low speed leg of thecircuit 

Figure 7: Layout of Comer 2 

The above proposed change, alone, would result in a k u i t  
volume increase. This volume increase would impact not only 
the construction wst hut also the operating cost of the faciliiy as 
the volume increases, the response time of the circuit would 
increase andthereforethehansieni times M e e n  setpoints 
would inapase acmrdmgly. It was necsssary io consider additid 
circuit changes in  der io minimize or if possible balance out 
the above volume inerease. In   der to improve the paformancc 
of the compessor fmlcone diffuser without increasing its lengih, 
it was desirable to reduce the exii diameier. This, in itself, 
mahihies to a sbghi volume reduction. Further, the low speed 
diffuser had a vay d v e  design and could, without any 
significant adverse effect, be replaced by a constimt diameter 
hlbe fdowed by a 2 degree half angle d e a l  diffusR umncxied 
to the third comer. The &g volume reduction could be further 
extended by reducing m e r  3 diameier. This COIIIR sizs 
reduction has a large beneficial effcxi on volume and a minor 
adverse effect on the pressure losses, as the flow velocity in that 
area is very low. Cmers 3 and 4 would then be connected by a 
diffuser. The diffuser performance was improved by the GN, blow 
off section located there. The rest of thc &uii from thc d e i  of 
m e r  4 down io the test section would not be modifd. 
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The amqumm of the propodchanges on the flow quahty 
aspccrsofthefauhtywereconsldcredtobe d,as thcseaspeas 
aeplrmwhlcktsrmnedbythe Clmnt&gurakm andmtemals 
between corner4 and the teat sechon and tills pad of the a t  
was ~t affected by the proposed cbmges 

WideAngkDiflerer 

Ibc h e  optimisation study indicated an aren retio of2 for the 
wide angle dif€uscrwitha colltraction having a d o  of 10. In the 
R r l i m i n s r y ~ t h e ~ r a t i o w a s i n o r e a s e d t o  12togive 
aaafety m q h  on the teat section turbulence level which 
in the wide angle diffuser ratio being incrcasedto 2.4. The wide 
angle diffuser contour was modi6ed at this h e  to be formedby 
two d &of 12.5 and 25 dcgree half angles respectively. 
It is i%=.iwith two fillinB mums, one at thejunclirm ofthe two 
conical sections and the othu at the outlet of the diffuser. The 

tion g m e t q  wen selected to saw both structural and 

acreena f d d  the CW experimental findings of Ref 6. The 
ailuion equakmofRd. 6 spdkdapnssure losscoeftieient of 
lM6fQthcaaunbcldlmsandasph&aIgmetqwaschosm 
to equalize this factor. To be on the OOllservatiYe side, and to 
insure mmplac diffuser f i l l i ~ ~  with minimal int-inmt 
separation, the loss factol6naUy selected was 1.447. The screen 

placcmmtofthe~cauy%hapedmums,theirsizeandfalnica 

acrodylurmio wnsidwfions. The auodymmc CIitelia for the 

gUllIEkyfCRthis w C & i d  f O k  

Scre'm Mesh Wire K, 

1 118.1 2.34 1.447 
2 118.1 2.34 1.447 

Tcs$m&e DLR I& a &momlrakdthe xkquacy of the design 
of the diffuser and screen localion and the h c e  of any 

wires/m =(=) 

sepsratioll. 

The stilling chamber &sign has ch6ngcd very little Iiwn that 
developd dnring the Rehrmn;ay w. 
The ding chamber inserts include one honeycomb and two 
screens, notlakmginto account the wide a& diffuser scmzns. 
The comtant diameter part of the &tliq chamber is 1.3 tLnes its 
radins, which is more thrm dicient accndiog to reference 7. 
ConsistCnt with &adshaw and Paukhurst, reference 7, it was 
assumcdthat the iurhnhee level at the exit ofooma4 was 5% 
andis isotmpic. 

The tunnel spcciscatlom onginally called for a iurhulence level of 
0.1% a n d w a s l a t a ~ t o a ~ w n I e v e l o f O . O S % .  The 
turbnloloc level was d e h d  as: 

wouldbe dEuU to &eve, while t i 0.05% was a rcalistic goal. 

Altbwgh inifid calculations were perfmed for a s p l f k a l m  of 
E 5 0.1%, it was s h w  that with the assumptions made, L 6 
O.wo44 was achieved, thus mating the new specification of 
0.0005. 

F a  the suppression of iurhulmce a curve M of -tal data 
provided in ref 7 was used to pnxhet the effect of scrans. This 
curve fit is shnilar to the simple tlpbulenoe rdtcnuation factor - (1 
+ K)" for a meen given in ref. 7 for the lateral tllrbulnrcc 
component. Thin simple cxprrssion shows that using multiple 
screens is more effcctivcthrmusing a single sc~oen ofthe SBme 
ovaall reaistsnCe. Based on the above formulae and experimental 
data the attenuation faotas mmlate well with. 

fMdComP0nent 

for lateral component 

thus s6owmg that the lateral wmponcnt 18 more e c u i t  to 
suppress than the anal one In order to aclneve then turbulence 
suppression the screens have to f&um a fine mesh for the 
turbulent wake of the wnes to decay and a s p a ~ g  of about 500 
wne mametns to allow tills decaymBplocess to lakc place before 
the nod scnen For ETW two anh-turbulence screens wth a loss 
E@m(K) of1 2 aepwrdDdVnm a p r o m  of a thirdifreqmred 

Fortbe l m q w m b  alargclcngth to b e t e r  (UD) h o  wth fully 
 flow mthe cells, latcralwmponent lalmhlboncanbe 
dnevedrefercnce8 The xkquacy ofthe 0 5 m honeywmb mth 
2Onrm cells (Kl= 25) to generate fully &vebpedflow hasbeen 
C c n n p a r o d t o l ~  cntmonm tigurc 8 and au adequate mugm 
IS av&le even at mmrmel Rqaolds numk eondmons 

Thealigmnentofthehoneymnbtothe dingchambermtedine 
is critical for ita perfounance. FM the transverse stcady-atate 
component it was assumedthatthe aDwnstnampnturbation is a 
direct function of the taugent of the two-sigma cell aiipment 
tal-. Raulls ofthe application of the calculations though the 
vadous elements are shownmFigs. 9 and 10 for a Maoh nwnber 
of 0.90. 

Figure 8: Adequacy of L/D = 25 Honeycomb to 
Generale Fully Developed Flow 
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Figwe 9: Schematic of Calculation Algorithm for 
Test Section Spatial Velocity Deviations 

The Av/U nwe(Fig. 9))throughthe honeycon& is for 5 assumed 
honeyooaib alignment of 0.75 aegneS relaiive to the tunnel 
anterline. With this slignmenf the flow quality goal on this 
plwmehrismagmr4rmetat~~hnmnber. The A d  goal 
isdlymd,ask the hubulenwhkmdy goal of O.OOO5 (See Fig. 
10). 

Figure 10: schemrdc of Cd&tion Algorithm for 
Test Section RMS Turbulence Intensities 

Fig~mllsbowsW " t of the flow angulwty goal at the 
lowa Mach numb will require a hmeycmnh alignment of near 
0.5 degrees. Ifthis alipment aocuracy cam01 be achieved, the 
addition of mother screen maybe necessary. -- 

al. tn 

3 - 
1 8 . I . B r m D * W * Y I I Y  

Figmm 11: Redided Test section Stesdy-State Velocity 
Lkviatiom (Pt = 4.0 bars, TP140 K) 
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In ETW, for stnrchnrtl reasons, a honeyoomb length of 4oonrm 
wasmstalledgivmg a U D  of 20 to m alrgnment BCCUIBC~ of bater 
than 0 5  degrees Further analyszs was done to Wnfirm the 
adequacy of ttns change 

The tinallapld oftheETW sblhng chamber IS shown m figure I2 

"O*=E- :Egz?E-- 

- 

Figure 12: Layoot of ETW Stilling Chamber 

Gmfractlon 

The initial contractiOn configuration was L m d  on a one 
dimensional criterion that the second derivative of the velocity 
versus axial distatlcc should he a sine function. Further analysis 

ntheinktqim. Tbe sea distrihution reaulliug from this analysis 
issbownmfigure13asthe~line.Thiarathnrapidanachaogc 
nesa the inlet was h e d p a r U Y  m b l e  for the magnitude of 
the adverse pressure gradlent and the risk of boundmy layer 
scparatioa A '"woim" area distribution was developed which, as 
cau he 8ccn by the daghcdlinc of figure 13, relaxed the rapid ana 
reduction ovm the region Im to 6m whilst r&ning the requued 
inlet and outid radii. 

idicatdthat this con6guration gave m adverse pnssure gradient 

Figurr 13: Parametrrc ' C w e s  for Three Dimensional 
contraotion 

The effeot of this red&ihution of ana change is shown in figure 
14vhi&~thecalntlatalwaUpressuremdMachnumber 
as a function of sdel distance along the titst 1.5 m of the 
cmtzxtiion for both the original md modified geomdies. The 

' 'c flouacld was wmpukd using ao mviscid 
adysip based on a mmpreaaible stream function formulation of 
the Euler equalions for irrotational flow. A simple sonic umtour 
was added downstream ofthe ccmiradion exit to parnit the 

.. 
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computation of the entire contractiodnde flowfield The 
computations shown in figwe 14 were made using an mlet Mach 
number of 0.047 which yielded a test section Mach number of 
appmmdy0.83whichrepsentsatpicalcontractionoperating 
condition. 

Figure 14: Inviscid Wall Mach Number and 
Pressure Dhhibutions 

Based on this analysis Ggure 14 also illustrates the degra of 
hnprowment in reducing the adverse pressure @at .  Figure I 5 
@vcs the mmpulcd distributions of &in friction resnlh from the 
pressure distdbutim show in figure 14 for the lowest expected 
Reynolds number at Mn = 0.83. The computations were made 
uskg animprovedversion of the integral lnrbulent boundary layer 
code reported in reference 9. 
It is evident that the modified geometry causes a mder drop in 
2411 liidirm thus reducing the chance of boundary layer separation 
compa~ed to the ongal  geomeby. Check computalim 
undutnken hy DLR w d r m  these improvements to the contour. 

correction p r d u r e  involved the iteration of the boundary layer 
growth characteristics with the inviscid contours adlusted in such 
o way that the physical contour maintains the proper slope and 
pnitim characteristics both at the upstream and downst~eam ends 
of the node. The resulting viscous comcted aerodynwuc 
mntnns for w d  piIi4m and Id w d  angk icn shown in f i p s  
16 and 17 respectively. 

Figure 16: Supersonic N o d e  Contour Wall Angle 
Corrected for Viscous Effects 

2 0  

ld 

"*I 

I d  

8 4  

I2 

d 7 B e to , I I U I I  11 

Figure 17: Supersonic Nozzle Contours Corrected 
for Viscous Effects 

Test Development Facilities Figure 15: Contraction Flow Characteristics - Skin 
Friction 

Flexible Noale 

Afier the tunnel was upsized the specificatiOn of the nozzle was 
reviewed and the maximum Mach n u m b  reqnirement was 
relmui h m  the ongmal1.4 to 1.3. Based on the revised geometry 
newanodyn;mm:umtomwerede!inedforMach 1.0,1.1,1.2 and 
I .3. Viscouy correcfions were applied to the inviscid aerodynarme 
contours at a deign point based upon the mea with the highest 
percentage of operating time as a fundon of temperahue and 
pmm from the pmkted test spectrum of the f d t y  To correct 
the inviscid Contours for boundary layer growth, an idkl estimate 
was made of the boundmy layer cb te r i s t i c s  at the junction 
ktwan the ~onfmcka~ and the fkxible plate. These characteristics 
were established using the Shear Work Integral Method ( S W  
documented in refereace 9. The calculations to start the . ' '. werebegunatthelastseneninthessllingchambcr 
just upstrurm of the m ~ r e g i o n .  
Once the starting viscous layer proprlies were determined at the 
contractidflexible plate junctiq viscous COrrOCtiOns were 
determined for the inviscid aerodynamic umtom. The viscous 

Two test facilities were built in the early stages of the evolvement 
of ETW to develop the design and to evalnate the flow &ty 
atbind Both facilities, the test rig and the pilot ETW ( P E W  
have demonstrated there usefulness fM the debd design and 
const~~t ion of ETW. 

Test Rig 

Towardstheendoftheprehmmary~phaseofETWitbecame 
evident that results from the Not faciity PETW would not be 
available in time to suiliciently confirm the ETW aercdynamic 
circuit before the start of the final design phase. It was decided to 
buildatest rig operating under neaT ambient flow conditions, well 
aw;ne of the deiiciency that Reynolds nwnbcr in such a rig would 
be about 2 M&IS of magnihlde IOWR than that in ETW. 
Nevertheless there was hope to get valnable i d d o n  not only 
for test section flow qnal~ty but also for high speed leg and cross- 
leg diffuser operation. 

The predictive computational methods in use was examined by 
meSeresultsatlowR~~~bcrsapplyingthemtospecialtest 
rig geomeQ io order to give Mer umiidence in the extrapoion 
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tothehgherRqaoklsnumhofETW. Likewise any component 
ofthe circuit e n - 4  by flow separation could be mvehgated 
m order to look for possible changes to avoid these effects at least 
a t h R m u m b a s . ~ p m m e t e r s  such as local flow angukmty 
and Mach number distriiution m the test sootion may be less 
infhmced by Reynolds number effects so these results give direct 
i n f o d o n  on the flow quahty 

Flow visualization teohniqnes are very advantageous in these 
invedgaiim. Thenfole the material for the tunnel tnbe was 
s e l e a e d ~ t h i s p m m b i n e d a i t h s u f f i c i e n l s t r e n ~  
towiths$ndthe loads and with a very mooth surfaa 
to avoid flow effects m d u d  by addit id roughness. Further the 
matnial was requucd to be macbind easily and exactly to 
guar;mtee for the high gwm&cal ~ o o l t ~ ~ c y  specified 

t h m  &&X&OlU led to the choice Of pleXi&SS mCept for 
the c0mc1 vanes, which, becsuse of the complicated form aud for 
tnnesaving fabrica!ion, have ban made out of metal. A schematic 
of the rig is given m figure 1 8 end a photograph in figure 1 9. 

Tests were conducted to invesiigale: 

the flow quai@ in the test d o n  and presswe 
losses of major compents of the circuit and to 
compare these with the thwmtid de@ 
@ 
high speed diffuser performanoe and its 
improvement by boundary layer blow4T 
the second throat configunmon and noise 
measnmnents at various locations amund the 
oirndt 
oompressor inlet flow quahty and possible 
improvement by a c o n k h .  

using the o n p a l  configuration were to: 
confirm flow qualily 
loss measurement - validate stafic model 
validateoentemodysewndthrd 
loss measurement - offset sting 
assessment of the noise spectnun m the test 
d o n  
supersonic testing 
gain experience of the operation of a cryogenic 
transonic wind tunnel. 

In1988thePETW~~mwasupdafedtomattheEWflow 
sualay spedca t im.  Tests undertaken included: 

Noise measurements: checking improvements from slot profde 
chaogesandthe effect of on windswept 
regions of the plenum structure. To assess noise 
contriiutim Iimn the m t ,  ream @s, 
plenum, etc. 

Supwmic Tests: initial tests indicated that PETW was unable to 
achieve supersonic Mach Numbers. 
Modificationtothere-enhy sreawpmadeto 
hmPasetheMachnumbcrpviouslylirniledby 

the success ofthe cbaoge. 
nahwlcboclongoftherecntry.TestsWllhld 

Flow quality: measnrements of turbulence, tempaatun 
fhcbkms, effect of wall divergence and hger 
flaps on Mach number uniformity. 

W C  ~easuranentS: for C O J l h l  PUrpOSeS. 

A schematie of the PETW is shown m figure 20. 

Figure 18: Schematic of Test Rig Figure 20: PETW Schematic 

I .- 
- I  

Fenre 19: Test Rig 

pilot F d t y  ~ PETW 

In 1978, A y  m the Prehmkwy Design phase of the project the 
decision was madc to build a p h t  vwion of ETW - PETW. 
odgmany,basedup mthe initial ETW cmGgumhon, its d e  was 
118. The xale faotor forthe present sizedETWis 118.8 With test 
~dhnmsiaosof270.8mmwidex2292mmhighIni~ tests 

Conhl As- 01 ETW 

This p8per only touches the control aspects of the tunnd as it 
directly ~Kects the aerodynsrmc . perfnrmmce. For a mare 
mmprehensive discussion of the control system see the paper, ref 
10,preScntedlater atthismating. 

whilst it is important to be able to operate the tunnelunder statio 
test d t i m  it is also importaut to the aaodynarmust ' '  tobeable 
to move tiom one test wndition to the next end to be able to 
stabilise the new wndition as quickly as possible. Dmug the 
Pdnnimy Ikqy phsse ofEWagened unnpuler model ofthe 
tunnel was developed as purl of the mkol M e s .  A simpli6Ed 
dynamic model, developsd separately, was implemented and 
compared with the genaslm&l&.mngtbatphase. Jnbxmdate 
results of these studies exposed a nnmber of problems. The main 
problem meas relatc to the Loss of physical sk@cmcc of lhe 
eqalims afler the vrnious moditications and mauipulabons of the 
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modcl over the years, the lack of propr documentation of these 
mcdhkm, tbeincnasing mathematid compkxity of the eode, 
the dis- hdwculthe model and the static loss progrrrm 
resulb, the ratba unbslsnced combinaticm of O v e r d e h W  
talc- and Onrde "RLmptions in the model and thc in- 
s u l E r h i  .' '' giventotheeonsequencesofthechangeto 
 insulation and to the effects of the maallic intends ofthe 
hmnd zbcscdi5dies surfaced when the model failedtopredict 
IcBsonable SfA pcint cheoges. 

. .  

Hena in 1986 the build up of a new dynamic model waa 
undntslan The goal of the which was to rcprescnt the t iyam~c 
bchaviourofthewindbmnelpnxessusingaoanputcrprogram 
dtomaLeitEexibleenoughsothatitcoddhedin~-real 

For that purpose two solutions canusudy he used : 
time and d y  mGdi6ed to Bcurmmodate futun &velopmCnts. 

. Dcvclop a model t e e d  on physical 

Dcvebp a modcl of repraentstion using test 
results. 

Aa ETW waa not y C t M  only the 6rstsolution muldbe uscdat 
this time. 
The 6rst step was eatablisheabydcnloplng a CompUtRized 

a i c a l d  aMe torqXe6mt the dynamu: behaviour of the 
wind hmnel process. The accondstsp was to develop a set of 
simple mtml laws in order to drive the dynamic model in closcd 
loop. 
Uskg the dynamic model and the control algorithms. it hasbeen 
possible to nm simulations of wind humel opuatirms m mder to 
dcterminc the nquired performmces for all subsystems 
(mmpmmrldrive. LNZ injcotiOn system. Blow-off) and 
ptidadyto sbdyd&the azsignS of the LN2 injection and 

1 

Mow-off systems. 

From the bcgmnmg, solutioaS requiring large amonnta of 
mmputationandthneforc~computwwmedibmissed This 
led to a c o m p m k  bctwecn optimizetion and simplicity. In 
addition adDdicatcdprogrmn running in real time m the control 
compltermmaas ~ I t l E u b e h a v i O u r  of the o v d  system 
(wind tunnel + s n w  + m t m l  system). 

As it wzm obvious that the aaodynamicists would want to use the 
w i n d l l m d s s r a m a a p a s s b l e f o r ~  testsandthattime 
h l W l i U g t b e c r a m o l ~ W d h e S l l O I t , t h e a l g O I i l h U l S &  
toheeasy tobe tuned one ycarbefm at&lg commissioningof 

themsclvcs w89 d c v e l o p e d a n d ~ m y  tcstcdm simulation 
the tunnel a new Scr of algoitbms able to lcam and hme 

mode. 

Total temperatma at various places around the 
&nit 
IntcmldS -. for d&um ha and 
steel struohrres at various locations around the 
circuit. 

. 
TheETW~isverymuchamulti&disciplyoperafion. The 
kknd&&gyofthe ETW dynamic model consistS of dinmng 
tbe wind tunnel circuit into anumber of volumcs and black born 
as shorn on Fig. 21 andZ2. A black box, the present context. 
rcp*m$ a-phenomena which determines the state of the 
~ ( ~ 8 o d / c c ~ 8 u n B n d l o r ~ w ) a t t h e o u t p u t o f  
tbe box= afunction of the state of the gas at the input The blsck 
boxes ~ ~ m t i l e  circuit whuc the control plnsmctcrs 
are. active (test sectioll/second tluad. mmpmmr, LNZ injecticm, 
and GN2 Exhaust). 

Figure 22: Dynamic Model - Temperatmes and Heat 
Exchanges 

The &ulation schcme consists bapicany m Iesolving volume 
qafions and blackboxequalions m ssqucncc around the circuit 
Thc blsck boxequstions provide the v b  of the stafc VeriaMeS 
resulting from the control parantas and the volume equalions 
provide the time dcrivativcs of thcx slate variables. once the 
o i m d t h o p i s ~ t h e t i m ~ v a i i v c s a r e d t o u p d s t e t h e  
state vsdebles before at&lg the next circuit loop. A clear 
pmntionhdwculspabalintegrationennmdthecircuitandtime 
h g r a h  is maintained The dcfinitionandoniemg ofthe black 
boxes and volumcs is suoh that thc eqwtiom have au explicit 
solution and therefore are. kept simple. 
At an early stage the modelhsbeenimprovcdto snnulate mom 
accurately the aaodynarmc ' phenomena m the test scction. the 
plenum chamber and the mentry ma For that purpose an 
additiunai blsck boxhas been added with a new input vmiable 
*isthcincidurccOftheairnaftmodelinthetestsccfion The 
added stafcvmiabks are the statiCprcmre.,the gastcmpRsture 
and the tcmpRsture of the intends in the phumchamber. 
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. 
The c a h i  of the tunnel is not yet oompletc. Calibration teat 
mtluvehcardedcui inc lo~ d o n  with d o &  
activities and model teats in order to gain informstion on 
pafmnavrofthe Wty as wcll 88 erqaiena m opgaticm at the 
-time. Tkc m y  ambihs specifications have bxn checkdm 
c a h i n m s o n :  

tuonel cinxit losses 

pressure distribution 
turbulence and noise level 

. temperahue dishibution 

Moddo*l$havehumiedcuttogetrealisticinfcmnationonthe 
pmhmmcc ofthecmntrcd system, the data +tion system, and 
&e poduclivity of the tunnel, i.e. in terms of mea.9ured quantitim. 

chauge and stability of flow conditicms . dah quality 

These tests have teen pdormed over the complete subsonic and 
hsnsolllc Ma, Re-onvelope which is show in Iigure 23, the 
symbols indicate the calibration conditions. 

0 0 2  0.4 0.6 0.8 1.0 1.2 1.4 
Test Section Mach Number 

Figure U: C o v e d  Ma, Re - envelope 

of the circuit hsa, pressure data fiom22 FDIthedctermmahon 
pitot pmbes upatrann and downstream of the compressor have 
h$Irendcompmedmththenreiidpruiich. T h e d t s  
am given in iignre 24. The tem "low Re" mfm to tunnel 
wnditim of Tt = 280 K and F't = 125 kPa, the term "high Re" 
&as to 180 K d  300 kPa In the Msch number region between 
0.65 d o 9 5  the control of the Maeh number can be done by the 

. .  

d ~ w h i c h c s l 4 * l ~ l o s 4 c s t h a n g i v e n ~ t h e ~ .  

~ i S O f ~ ~  .Thetlnlingoftheinjecticm~ 
for a uniform test scciion tempaature dishiiutim has been 
p c l r a m v d b y d g  the hpmhwe at 45 points in the stuiug 
adlmlh7 wverillgthe whole C m M  scotion m a s  shownin 6gnre 
25. Compmjmns Withmemmmts m the teat section using 
probes on a rotating rake p r o d  the uniformity of temperahue 
wittdn 10.25 K e m d i n g  h non-uniformities the ding 
chamberofles4 thaniO.6 K In sddition, the teats showed that the 
flow is lice of twist as the paltcln of non-uniformity stays 
unchfmged bdween the ding cbamber and the test section. 

FmaolyogenicHindbmnd,&ehpmhwedistributiminthetest 

I /  - nkmhlrd 

0 1  / I I t 
I .5 

M "l 0 0.3 1.0 

Figure 24: P r e h m q  Results of ETW Circuit Loss 
Measurements 

an n 
am 

Figure 25: Temperalure Distribution at Stilling Chamber 
EXiI 

The total pressue has been m d  in the test section at the 
modcl location by means of pitot pmbes mounted on the rotating 
rake. Using high sxumy, small range Wcren!ial pressure 
-aur&mity of better than f 0.1 5% (Le. i600 Pa) has 

milligl(l't=400 Pa,  Tt = 120 K, Ma= 0.78). On the centerline, 
bismpressure  h between the setthg chamber and the test 
& The&ributicm ofthe static pressure along the empty teat 
section walls is potted in figwe 26. OVR the modcl volume, 
indicatedby the cen!xedline neax ibe botkom ofthe diagram, the 
m i s i n t h e  order of Acp=M0.005 whichis equivalent to AMa 
= M.002 at the given Mach number. This value inoludes the 
tatter &by the individual pressure tapa +ah%. 

been dnnonstratcd fM the teat seofion RCYllddS UUUlber Of 42 
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RephbiMJ: 
shortterm 
low 

Turbulence rnemmnmts at lugh Reynolds number transsonic 
flow wnditions mean a challenge for the measunment technique 
appliui At ETW, hot film andhot wire probes have been usedin 
the sstthng chamberaodmthetrrt section up to Reynolds numbas 
of about 40 million and Maoh numbas of 0.9. At the same time, 
noise measnrements with wall and rake mounted Kulite prcssun 
lmsdmm have been pnformea From @ure 27 the beneftoial 
deet ofthe semnd thmst being h v e  can he seen. The data bave 
been taken with an admy instnrmentatiOngrid installed m the 
setthng chamber. 

13 2nd thnnl 
0 normal 

rloked 

<o.sdlagwunt 
= 1 drag count 

0 02 0.4 0.6 0.8 1.0 
M d  

Figure 27 Pressure Fluctuation Level in the-Test Section 

The excellent control capahihty of ETW has been v d e d  by 
measurements on set point changes and set point mainraining 
stability. For the= kids, the flow reference systemanda speual 
“check out probe”, mounted on the centcrline of the test 
seclion,have bcen d FigUn 28 gives a plot of Mach number 
versus time, the Mach number hemg changed step% with 
perids of “set point mnintaini@ m betwan. The difiemm m 
Mxhnumlxr by the difiment measunment systems is due to the 

aMaohmrmba stepof AMa=M.OZ can he achievedinabout 
2Ssaonds and the stability is bmer thanAMa=iO.OOl. 

~ ~ o f t h e c o u t p r o b e s u p p o r t . A s c a n b e s m n ,  

%= i n m a  - - ~ - -8Upohl 

n Inn 200 I(#) 300 
Figure 28 Mach Number Control Capablldy 

Tluxcpphes of the control system are the pmqumtes for the 
iugh pmductway and the mhbmdmg data puallty of ETW In 
Bmgalpolarn are takenm awtmuous mode., andafast nschon 

n&ofmodel tests have been caned out until now, all of 
them shomng a h &  data sualrty Qcumented by a vay good 
qataMdy T k  falb\mng table up typloel results obfamed at 
tests anth the ETW nferenoe model BS well as chents models 

m- 0.74 , I I I I I 1 

of the WJltCOl SyStem IS RquindfM the tugh pltchrate apphed. A 

Mach Stability: 

pnssun stability: I APtlPt I <o.m 
Tempendun Stability: 

T > 2 W K  *0.3K 
T < 2 W K  *0.1K 

I ~low~nnularitv:  a I =0.02&a. 1 
I FlowC!uvalmeTdoE ACM I =O.M)03 I 

Tabk 2: Typrcal uodel ResulrS during Test Cmnpaips 
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Control and Mathematical Model of Transonic Wind Tunnels. 
ModClisation et pilotage des souffleries transsoniques. 

SUMMARY : 

J.L. Gobert 
CERT-ONERA, 2 av. Ed. Belin, 3 1055 Toulouse Cedex 

Presently, a large part of wind tunnel 
testing concerns the subsonic and transonic ranges 
for civil transport aircraft; one particular topic in 
such type of tests is that the flow parameters 
(Mach number, pressure, temperature) require to 
be controlled with a high level of accuracy. 

Then, today’s wind tunnels shall be 
equipped with an efficient control system capable 
to take the best of their performances. During the 
acquisition of data on the model, the flow 
parameters shall be maintained within small 
tolerances, leading to a restricted number of tests 
performed with a high level of quality in very 
well defined conditions. The operations of 
interpolation to be carried out during data post- 
processing are minimized and the task of the 
aerodynamicists while scaling up the results to 
the actual flying conditions shall be easier. On 
another hand, dead times during the transition 
periods when going from one set point to another 
one shall be reduced to keep the running costs as 
low as possible. 

This document presents a control technic 
which was originally developped at ONERA and 
then adapted, improved and implemented in a 
recently built and large facility, the European 
Transonic Wind tunnel ETW erected in Cologne 
(Germany). During the first years of the ETW 
design, a computer dynamic model of the facility 
has been developped to support the control 
activities. This model, based on the knowledge of 
the aerodynamic phenomena present in the wind 
tunnel circuit, simulates the effects of heat 
transfers and temperature propagation along the 
circuit as well as the breathing of the Plenum 
Chamber. It performs a time simulation of the 
wind tunnel physical phenomena; at each time 
step, the parameter variations are integrated using 
the thermodynamics equations. In a following 
stage, control laws have been studied to drive the 
dynamic model; then careful checking and tuning 
have been performed before to implement them 

into the wind tunnel control system in order to 
drive the actual process. Results of tests recorded 
on the actual plant are included in the document. 

At the present time, a task is undertaken 
to enhance the performances of the ONERA SI 
and S2 wind tunnels. The way this technic can be 
adapted to existing wind tunnels in order to trace 
the possible weaknesses of the facility, to correct 
them and improve the overall behavior are quickly 
discussed and supported by results of simulation. 

It is demonstrated that this type of 
dynamic model can be used to design or redesign, 
set up and tune a transonic wind tunnel control 
system in an efficient and economical way as well 
as to improve the overall performances. Use of 
this technic enabled to run the ETW facility 
almost from the first days in automatic mode 
minimizing considerably the time required to tune 
the control system and providing quickly 
satisfactory results. 

INTRODUCTION 

Les souffleries atrodynamiques 
contribuent de manibre decisive au dtveloppement 
des projets atronautiques. Compltmentaires des 
puissants ordinateurs, elles sont resttes et 
resteront encore I’outil principal des 
atrodynamiciens. Durant les dernibres dtcennies, 
les avions ont considtrablement Cvolut par leur 
taille et leurs performances et les industriels ont 
fait apparaitre un  besoin en installations 
permettant une meilleure simulation des 
conditions de vol et une maitrise plus fine des 
conditions d’essais. Ceci s’est traduit soit par la 
modernisation de souffleries existantes, soit par la 
construction de nouvelles installations telles que 
la soufflerie transsonique europienne ETW trigte 
h Cologne. Dans un  cas comme dans l’autre, un  
point important est la ntcessitt d’un pilotage trbs 
prCcis des parambtres de I’tcoulement, ce qui  a 
entrain6 I’introduction de calculateurs performants 
dans les boucles de contrele-commande ainsi que 
la mise en Ceuvre de nouvelles mCthodes. 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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Avant de chercher B mettre en place des 
lois de commande permettant de tirer le meilleur 
profit des capacitCs globales de l'installation, il 
est important de veiller B la bonne intCgration des 
diffkrents composants (compresseur, systkme de 
refroidissement, ....) et principalement B 
I'homogtnCitC de leurs performances dynamiques. 
Dans un  m&me ordre d'idCe, lors de la remise B 
niveau d'une installation existante, il sera trbs 
intCressant et mCme nCcessaire de verifier que les 
performances globales ne sont pas dCgradCes de 
faqon inacceptable par certains points faibles 
possibles de I'un ou I'autre de ces composants, 
auquel cas une reconsidCration du composant 
incriminC sera souhaitable prkalablement B 1'Ctude 
et I'installation d'un nouveau systkme de contrcile. 

Ce document dCcrit bribvement un 
modde mathkmatique simulant le comportement 
dy namique dune soufflerie transsonique. I1 montre 
comment sa mise en aeuvre permet de rCsoudre de 
faqon sore et Cconomique les problkmes CvoquCs 
ci-dessus. 

Cette technique, dCveloppCe initialement 
vers 1975 pour la soufflerie RlCh de I'ONERA 
(France) [ref.I], a CtC reprise sous one forme plus 
Claborte durant les annCes 80 lors de la 
transformation de la soufflerie T2 du CERT- 
ONERA (France) pour fonctionner B tempirature 
cryogCnique [ref.2 et 31. L'augmentation des 
performances des calculateurs a rendu possible une 
tvolution apprCciable de cette technique par 
adjonction d'identification en temps rCel au dCbut 
des annCes 90 pour les besoins de la soufflerie 
ETW [ref.4] oh elle donne des rCsultats trks 
satisfaisants tant du point de vue de la prCcision 
du pilotage des parambtres d'essais (nombre de 
Mach, tempCrature et pression gtnkratrices) que du 
point de vue de I'efficacitC (coot et productivid). 

En 1995, la direction des Grands Moyens 
d'Essais de I'ONERA a demand6 une Ctude 
concernant les souffleries SI et S2 du centre de 
Modane-Avrieux Iref.51. L'objectif essentiel de 
cette Ctude est la reduction du coQt moyen des 
essais rCalists B SI et S2. Quelques rksultats de 
simulation sont don& dans ce document. 

1- OBJECTIFS 

Le systkme de contrcile d'une soufflerie 
transsonique doit satisfaire des spCcifications trks 
strictes concernant trois points essentiels qui sont 
la prCcision, I'efficacitC et la robustesse. 

- Precision : Le but primordial est 
d'obtenir et surtout de maintenir les paramhtres de 
1'Ccoulement avec une excellente prkcision. Cette 
prCcision est Ctroitement like aux possibilitCs 
matCrielles de I'installation et aux performances 
intrinskques de ses organes de pilotage. Les 
prCcisions couramment recherchCes sont les 
suivantes: 

. Nombre de Mach : f0,001 , une valeur 
de fo,002 est parfois suffisante 

. TemDCrature : f0,25 K si un moyen 
d'action efficace est existant, ce qui est le cas dans 
les souffleries cryogkniques. Cette valeur peut Ctre 
retenue pour les souffleries conventionnelles 
6quip6es d'un dispositif de rCglage efficace du debit 
deau dans le rkfrigtrant. 

. Pression : +0,1% B +0,2% en valeur 
celative dans le cas oh un  dispositif de pilotage 
efficace de la pression Cquipe I'installation, ce qui 
est le cas des souffleries cryogCniques ainsi que de 
quelques souffleries pressurisCes conventionnelles. 

- EfficacitC : Devant les restrictions 
croissantes de budget, une reduction du coQt 
d'exploitation des souffleries est apparue 
nCcessaire. Dans le cas de la soufflerie ETW, cette 
nCcessitC de faible coQt s'accompagne d'un souci 
de productivitC ClevCe, les spCcifications d'ETW 
prCvoient en effet 3000 polaires par an. Pour cela, 
le systbme de contrcile doit maintenir les valeurs 
des paramktres avec la prkision demandCe pendant 
la phase d'acquisition des donntes intCressant les 
drodynamiciens; mais il doit aussi Ctre capable de 
changer les conditions d'Ccoulement d'un point de 
fonctionnement B un autre le plus rapidement 
possible. A titre d'exemple B S2, une reduction de 
la duke des transitoires dun facteur 2 (ce qui est 
tout B fait envisageable) permettrait une rkduction 
de consommation totale dCnergie proche de 40%. 

- Robustesse : Compte tenu du coQt 
des installations et des maquettes utilistes dans 
les souffleries, il est evident que le systkme de 
pilotage doit assurer un  trks haut niveau de 
sCcuritC matCrielle. Pour cela, tout risque de 
divergence des lois de contrcile doit Ctre totalement 
CvitC et 1'Cvolution des paramktres doit Ctre 
parfaitement maitriske pour ne pas sortir du 
domaine admissible qui peut Cventuellement Ctre 
restreint en fonction du type d'essai rkalisC. I1 sera 
Cgalement nCcessaire de tenir compte de la fatigue 
des actionneurs et de la rCduire autant que possible 
en Cvitant toute oscillation inutile, ceci permettra 
d'allonger la durk de vie de ces actionneurs et d'en 
rduire la maintenance. 

2- DESCRIPTION DU CIRCUIT TYPE 

Les circuits des souffleries transsoniques 
prCsentent des points communs; dans ce 
document, nous utiliserons le circuit type dCcrit 
sur la fig. 1. I1 s'agit d'un circuit fermC oh 
1'Ccoulement est entrain6 par un compresseur 
install6 dans le circuit retour. Ce compresseur 
peut Ctre entrain6 de fasons diverses; B ETW, il 
est entrain6 par un moteur Clectrique B vitesse 
variable (Puissance = 50 MW); B S1 et S2, il est 
entrain6 par des turbines mues par I'eau provenant 
dune conduite forcCe. I1 est B noter que pour la 
soufflerie T2 de I'ONERA, I'tcoulement n'est pas 
entrain6 par un compresseur, mais par un systkme 
B induction injectant de I'air comprimC B grande 
vitesse dans les aubes du coude numCo 2. 
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Volume 40 = veine d'essais 

I 
t RP, 

t 
q3air 9 eau Compresseur 

Refrigerant 

Fig. 1: Circuit type de soufflerie transsonique ii compresseur 

Un systbme de refroidissement dispost? en 
amont ou en aval du compresseur (en aval sur la 
fig. 1) permet de compenser 1'ClCvation de 
tempCrature due h la dissipation de puissance de ce 
dernier; un moyen d'action sur la temperature du 
gaz est ainsi disponible. Dans le cas d'une 
soufflerie conventionnelle, le systbme de 
refroidissement est gCnCralement un rCfrigCrant h 
circuit deau (soufflerie S2 par exemple); il peut 
Cgalement se materialiser sous la forme d'entrCes 
d'air atmosphCrique comme sur la soufflerie S 1. 
Sur les souffleries cryogkniques, le systkme de 
refroidissement est constituC d'une injection 
d'azote liquide (ETW, NTF aux U.S.A ou T2 en 
France). 

Les souffleries pressurisCes sont CquipCes 
de dispositifs permettant dinjecter et d'extraire les 
masses de gaz nkcessaires au pilotage de la 
pression, ces dispositifs peuvent Ctre situCs en 
divers points du circuit. Linjection dazote liquide 
des souffleries cryogCniques, en plus de son r81e 
de refroidissement, joue le r81e d'une entrCe de 
gaz, le liquide Ctant immtdiatement CvaporC; il est 
h noter qu'il en est de mCme du systbme 
d'entrainement h induction de la soufflerie T2. La 
veine d'essais est trks souvent entourCe d'un 
caisson appelC aussi Plenum Chamber qui 
communique avec le circuit par I'intermCdiaire de 
fentes ou de perforations situCes sur les parois de 
la veine dessais, la "respiration" de ce caisson 
avec la veine dessais a une forte influence sur les 
"constantes de temps" du circuit lors de 
changement de nombre de Mach. 

Les limites du domaine de 
fonctionnement sont variables d'une installation h 
une autre, les valeurs suivantes peuvent Ctre 
retenues (restriction au domaine transsonique): 

0,1 <Mach < 1 

275 K e TempCrature < 320 K pour les 

100 K < TempCrature c 320 K pour les 
souffleries conventionnelles 

souffleries cryoginiques 

Pression atmosphCrique pour les 
souffleries conventionnelles 

1 , l  b < Pression < 4 3  b pour les 
souffleries pressuristes; jusqu'h 9 bars h NTF 
[ref.6 et 71 
Certaines souffleries comme S2MA sont CquipCes 
de dispositifs (sphbres h vide) qui permettent de 
diminuer la pression h des valeurs largement en 
dessous de la pression atmosphCrique (jusqu'h 
0,15 b h S2). 

3- MODELE MATHEMATIOUE 

Les systbmes de contr8le des souffleries 
Rlch et T2 ont CtC dCveloppCs en utilisant des 
modkles de reprksentation trbs simplifib. Pour la 
soufflerie ETW, un modble mathkmatique mono- 
dimensionnel de simulation numCrique plus 
sophistiquC a CtC dCveloppC pour deux raisons: 

Les Ctudes du systbme de contr6le ont 
cornmenCC alors que la soufflerie n'Ctait pas 
encore construite, donc aucune information 
concernant son fonctionnement n'Ctait alors 
disponible. 

Ce mod2le Ctait Cgalement destinC h 
Cvaluer des scCnarii de fonctionnement incluant 
les durCes et les temps dans la phase d'Ctude 
prtliminaire d'ETW. 
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6changes thermiques 

MODELE 
Qeau MATHEMATIQUE P t  
Qair T 

fig2 : Entrkes-sorties du 
mod5le mathkmatique 

Le but du modble mathCmatique est de 
reprksenter le comportement dynamique de 
I'installation; la fig.2 donne un  diagramme 
schCmatique de sa fonctionnalitC. Ses entrtes 
principales sont les parambtres qui sont 
normalement, sous le contr6le direct de 
I'utilisateur, soit : 
- La vitesse rotationnelle du compresseur Rpm 
ou son equivalent. 
- Les rCglages du systkme de refroidissement 
(dCbit deau du rCfrigCrant ou dazote liquide, ...) 
- Les rCglages du systkme de pressurisation. 
- Certains ClCments de la gComCtrie (tuybre, 
second col, . . .) 

Bien que n'Ctant pas u n  moyen de 
pilotage des parambtres de I'Ccoulement, 
l'incidence de la maquette installCe dans la veine 
d'essais ainsi que la gComCtrie du circuit sont, du 
point de vue mathe'matique, des entrCes du 
modble. 

Les sorties calcultes par le modble sont 
les grandeurs observables: 
- Pressions totales en amont et en aval du 
compresseur. 
- Pression statique dans la Plenum Chamber. 
- TempCratures du gaz le long du circuit. 
- DCbits en divers points du circuit. 
- TempCratures de nombreux ClCments du circuit 
(ClCments mCcaniques situ& h I'intbrieur du circuit 
et enveloppe du circuit) 

La mCthode de base consiste h 
dCcomposer le circuit de la soufflerie en un certain 
nombre de volumes et de fonctions de transfert 
(boites noires), representant les organes de 
contr6le; le schema de la fig.1 montre un  
dCcoupage en 40 volumes du circuit de S2. 

Les fonctions de transfert simulent les 
endroits oh les parambtres de contr6le sont 
appliquCs (compresseur, rCfrigCrant, ....). Une 
fonction de transfert, dans ce contexte, reprksente 
u n  phCnom&ne physique qui determine 1'Ctat du 
gaz (tempkratures etlou pressions etlou dCbits) 2 
la sortie en fonction de son &at 2 I'entrCe et des 
commandes qui sont appliqutes. 

Un exemple est donnC par la fonction de 
transfert du compresseur (fig.3) qui sert h 
dCterminer le dtbit masse Qc et la temperature de 

sortie Tsortie h partir de lois f et g reprCsentCes 
par des rCseaux de polynemes fournissant une 
approximation de la caractkristique du 
compresseur; on a: 

oij q reprCsente I'efficacitC et h le rapport de 
pression. 

- 
Psortie Qc 

- QC 

Tsortie 

Fig3 : Fonction de transfert du 
compresseur 

Dans le cas dun rCfrigCrant, on considbre 
que toute I'Cnergie de refroidissement de I'eau est 
entibrement transfCrCe h I'air suivant I'Cquation: 

Qair.Cp.ATgaz = 4183 . Qeau . ATeau 

Pour u n  systbme d'injection d'azote 
liquide, on aura: 

Qair.Cp.ATgaz = 120000. Qln2 

A I'encontre des fonctions de transfert, 
les volumes sont utilisCs pour dkterminer non pas 
les variables dCtat, mais pour calculer les valeurs 
de leurs dCrivCes premibres. Les hypotheses 
suivantes sont faites: 
- Les variations de pression sont instantanCes dans 
les volumes; ce qui revient h considher que le 
temps de propagation de I'onde de pression est 
nCgligC. 
- Les pertes de charge sont concentrkes dans la 
partie haute vitesse du circuit (veine d'essais, 
second col, diffuseur aval). Ceci entraine que la 
pression est constante de la veine d'essais au 
compresseur (Pent& et du compresseur h la 
veine d'essais (Psortie); il est donc h noter que 
seulement deux pressions totales sont calculCes. 

Les equations des volumes sont 
essentiellement basCes sur les Cquations de 
conservation de I'Cnergie et de la masse en tenant 
compte des flux de chaleur entre le gaz et les 
ClCments situ& dans le circuit ainsi que ceux entre 
le gaz et I'enveloppe. Les Cchanges entre 
I'enveloppe et I'air extCrieur sont Cgalement 
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calculCs sauf si la soufflerie est CquipCe d'une trbs 
bonne isolation interne (ETW par exemple). 

La veine d'essais, la Plenum Chamber et 
le col aval sont simulCs par une fonction de 
transfert. Ce cas est beaucoup plus complexe. 
L'hypothbse est faite que le dCbit rentrant dans 
cette zone se divise en deux parties, I'une allant 
dans la veine d'essais et l'autre dans la Plenum 
Chamber, le partage est fonction de I'angle 
d'incidence de la maquette installCe dans la veine 
d'essais. Un calcul itbratif permet alors de 
diterminer le dCbit sortant de la Plenum Chamber 
et entrant dans la veine dessais dans la zone aval 
appelCe rtentrCe. A l'kquilibre, ces deux dCbits 
sont Cgaux, mais ils peuvent Ctre trbs diffkrents 
pendant les changements de rCgime du 
compresseur ainsi que pendant les changements de 
pression. Une fois ce debit calcult, les autres 
grandeurs en dkoulent. Les Cchanges thermiques B 
I'intCrieur de la Plenum Chamber sont Cgalement 
pris en compte. 

La mCthode de calcul utilisCe dans le 
modble dynamique consiste B rCsoudre en skquence 
les Cquations des fonctions de transfert et des 
volumes le long du circuit. Les fonctions de 
transfert fournissent les valeurs des variables dCtat 
B leur sortie, les volumes donnent les dCrivCes 
premibres de ces variables d'Ctat. Une fois ces 
calculs effectds, les valeurs sont inttgrCes avant 
de dtmarrer I'itCration suivante. Une nette 
distinction entre calcul spatial et calcul temporel 
est faite. 

4- LOIS DE CONTROLE 

Le contrde d'une soufflerie prksente de 
nombreuses difficultts parmi lesquelles nous 
pouvons citer : 
- La non-IinCaritC des relations entrCes-sorties; 
celles ci sont en effet extrCmernent liCes au point 
de fonctionnement. 
- Les couplages trbs serrCs entre les paramhtres. 
Chaque entree agit sur tous les parambtres et non 
pas sur un seul B la fois. 
- Le temps de propagation de la temptrature d u n  
endroit du circuit B un autre. A ETW ce temps 
peut atteindre 15 secondes B basse tempCrature et 
faible nombre de Mach. Ce temps de propagation 
introduit un retard pur avec toutes les difficultCS 
connues que cela implique sur le contr6le. 

Le modble mathdmatique a permis d'avoir 
une meilleure connaissance des phCnomhnes 
physiques prCsents dans un circuit de soufflerie. I1 
a donc CtC dCcidC de tenir compte de cette 
connaissance pour simplifier le problbme et 
d'essayer d'adapter des algorithmes de contr6le 
classiques. 

Le comportement du systbme est 
lintarisC B chaque instant autour de son point de 

fonctionnement, les effets des couplages sont 
annulCS par des termes correcteurs ou en 
choisissant des variables rCduites mieux 
appropriCes. L'effet du temps de retard pur 
introduit par la propagation de la tempCrature est 
CliminC en prenant en compte le fait que le gaz 
recircule en permanence dans le circuit. 

Le contr6le du compresseur utilise une 
reprtsentation simplifiCe du premier ordre 
1inCarisC du type: 

zM(t)+M(t)=C+G.o(t  - tr) 

z = constante de temps 
tr= retard pur 
o= vitesse rotationnelle du compresseur. 

Une loi de contr6le optimale basCe sur le principe 
du maximum de Pontryagin [ref.& 9 et 11 est 
alors utilisCe, cette loi consiste B minimiser une 
fonction de co0t; dans le cas prCsent lafonction de 
coOt choisie J rend minimum une pondkration du 
carre de l'erreur E et de sa dCrivCe 'E , elle s'Ccrit: 

J = Z(E+ k6) 
avec E = M o - M  

. de: et E=- 
dt 

M est le nombre de Mach mesurC. 
MO est le nombre de Mach de consigne. 

I1 est B noter que le mCme type 
d'algorithme est utilis6 pour une soufflerie russe 
du TsAGI [ref.10], la fonction de coOt choisie 
Ctant un critbre de temps minimum pour atteindre 
le nombre de Mach de consigne. 

En ce qui concerne le contr6le des autres 
parambtres (dCbits d'eau, air, azote liquide ou 
gazeux,..), ils utilisent des lois de type 
proportionnel, inttgral et dCrivCe auxquelles de 
nombreux termes correcteurs ont CtC ajoutCs afin 
de s'affranchir des effets de couplage et des non 
1inCaritCs. 

m Apprentissage 

Qair 
A i r  

Fig. 4 : structure des lois de contr6le 
utilisies 2 ETW. 
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La fig. 4 montre deux particularitCS des 
lois de contrale utilisCes pour la soufflerie ETW. 

La premibre est I'adjonction dans le 
logiciel de parties destinCes h mtmoriser de 
manibre automatique les informations nCcessaires 
h la 1inCarisation des paramhtres des lois de 
contr6le. (boite apprentissage de la fig.4). Ce 
dispositif a permis de dCmarrer ETW en mode 
entibrement automatique dbs les premiers jours de 
rotation acqukrant progressivement les 
connaissances nkcessaires pour piloter 
I'installation dans I'ensemble du domaine de 
fonctionnement. 

.La seconde particularit6 est la 
dktermination de certains parambtres par une 
identification en temps rCel utilisant la mCthode 
du gradient. Cette identification permet en 
particulier de dCterminer des constantes de temps 
et des temps de retard. 

d'identification Ctaient capables d'exCcuter leurs 
tlches correctement. Mais, le simulateur a 
Cgalement CtC utilis6 pour fixer les spCcifications 
d'acctlkration, de rCsolution et de prCcision 
nicessaires pour les sous-systbmes (Compresseur, 
systbme d'injection d'azote, ...) ainsi que les 
toltrances acceptables sur I'hystCrCsis et la 
stabilitC de faqon h garantir que les performances 
globales de I'installation seraient en accord avec 
celles souhaides. Le logiciel de contrale de la 
soufflerie install6 sur le site dans sa version et sa 
configuration finales sur le matCriel dCfinitif a pu 
Ctre complbtement test6 pendant les six mois qui 
ont prCcCdC la mise en service d'ETW en 
fonctionnant en mode simulation avec le modble 
dynamique. Ceci a permis de passer au contrale 
reel de la soufflerie en mode totalement 
automatique en un  temps trbs court, en toute 
sCcuritC et avec un coot de mise au point trbs 
rduit. 

6- RESULTATS 
5-  SIMULATION 

6-1 Resultats de simulation 
Le modble, comme la soufflerie qu'il 

reprksente, doit Ctre piloti; ceci peut Ctre rCalis6 de 
diverses faGons et particulibrement en lu i  
adjoignant un jeu de lois de contrale. 

modble 

sorties 
commandes 

I 

lois de 
contr8le 

fig.5: utilisation du modkle dynamique en 
mode simulation 

Une configuration telle que celle dCcrite 
sur la fig.5 rCalise un simulateur sur lequel 
diverses idCes de lois de contrale peuvent Ctre 
essaytes h un coot trbs faible cornpart h celui 
d'essais en soufflerie. Le modble peut Ctre modifiC 
h la demande en ajoutant du bruit, de I'hystCrCsis, 
des non-linCaritCs, .... sur les actionneurs et 
capteurs afin de procCder h des Ctudes de 
sensibilitt. Dans le mCme ordre d'idte, des 
modifications dans les caractCristiques des 
composants (compresseur,  systbme 
d'entrainement, rCfrigCrant, circuit d'air, ...) 
peuvent Ctre testCes. 

Durant la phase de construction de la 
soufflerie ETW, ce type de simulateur a permis de 
vCrifier le comportement des lois de contrale sur 
tout le domaine de fonctionnement de 
I'installation. I1 a CtC en particulier possible de 
s'assurer que les systbmes d'apprentissage et 

M=0,5 -->0,7 ; Pt=2,27 b -->1,356 b ; T=300 K 
Nombre de Mach et RPM en fonction du temps 

Fig.6: Changement de point de consigne h 
S2 simulC avec trois valeurs d'accC1Cration 

du compresseur 

i 
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La figure 6 donne un exemple typique de 
ce que le modble, fonctionnant en mode 
simulation, peut apporter dans le cas d'une remise 
h niveau d'installation. I1 s'agit ici de simulations 
qui ont CtC faites pour la soufflerie S2 de 
I'ONERA. Le but de cette phase de I'Ctude 
consistait ?i voir que1 serait I'effet d'une 
amClioration des capacitCs d'accC1Cration des 
turbines entrainant le compresseur sur le temps 
d'Ctablissement du nombre de Mach. Pour cela, 
plusieurs changements de point de consigne en 
nombre de Mach ont CtC simulCs avec trois 
valeurs de I'accClCration maximale du systbme 
compresseur/turbines, une de ces simulations est 
prCsentCe sur la figure 6. 

La figure 7 donne la synthbse de quatre 
changements de point de consigne diffdrents, 
I'essai 2 correspond aux courbes de la figure 6.. 
L'essai 1 correspond h un changement de M=0,7 h 
M=0,9; P=1,35b h P=lb h T constante (300K) et 
l'essai 3 h un changement de M=0,9 h M=0,95; 
P=lb ?i P=0,95b h T constante (300K). L'essai 4 
correspond h un dtmarrage de M=O h M=0,95; 
P=0,9b h P=0,95b.h T=300K. L'analyse des 
rksultats montre qu'il serait illusoire de penser 
qu'une augmentation des capacitCs d'accC1Cration 
du compresseur diminuerait de fagon trbs sensible 
les temps nkcessaires aux changements du nombre 
de Mach dans tous les cas. Seul I'essai 4 qui 
correspond h un dCmarrage de I'installation est trks 
affect6 par la valeur de ce parambtre. Le gain 
escomptC en exploitation ne permet pas de 
justifier la dCpense trbs ClevCe que necessiterait 
une telle modification. Sans l'utilisation d'un 
modble dynamique, il aurait Ctt trbs difficile, voire 
impossible de faire cette Cvaluation. 

Fig.7: Effet de l'accC1Cration du 
compresseur sur les performances 

globales de S2 

6-2 RCsultats sur soufflerie 

Les rCsultats obtenus h ETW permettent 
une comparaison objective entre simulation et 
rtalitC, puisque le systbme de contr6le a CtC 
entibrement ClaborC h I'aide du modkle dynamique 
d'ETW puis install6 sur la soufflerie elle-mCme 
oh il est utilis6 quotidiennement depuis plus de 3 
ans. 

Grlce l'auto-adaptation des lois de 
pilotage, le systbme de contr6le d'ETW a 
fonctionnC dbs les premiers jours en mode 
totalement automatique. La fig. 8 montre un  
changement de point de consigne typique en 
nombre de Mach et temgrature; ce changement de 
M=0,8 h M=0,6 et de T=290K h T=275K est 
effectuC en moins de 50 s. 

1%. J 

Mach 

0. 50. l i m e  (s) 

Fig.8:Changement de point de consigne h 
ETW (Resultat rkl)  

La fig. 9 donne les valeurs des 
parambtres enregistrks pendant une polaire, on 
peut voir que les trois grandeurs (Mach, pression 
et tempkrature) sont maintenues dans des 
fourchettes meilleures que les spCcifications de la 
soufflerie. 

179.5 J 
.7805, Mach 

0. m. 40. 

Fig.9:Maintien des valeurs de consigne h 
ETW en phase stabilisie 

Les rksultats prCsentCs pour ETW sont 
tous des rCsultats d'essais enregistrks sur 
l'installation elle mCme. Les Ccarts de durCes de 
transitoires relevCs gCnCralement entre le modble 
dynamique (non reprCsentC dans ce document) et la 
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rCalitC sont infkrieurs ?I IO%, les rCsultats obtenus 
sur I'installation sont sensiblement meilleurs que 
ceux obtenus en simulation concernant ce point. 

CONCLUSION 

Un modble mathkmatique permettant la 
simulation dy namique de souffleries transsoniques 
est disponible. Ce modble utilise les Cquations 
simplifiCes de la mCcanique des fluides. I1 est 
suffisamment dCtaillC pour reprisenter fidblement 
des phbnomknes tels que la respiration de la 
Plenum Chamber et la propagation de la 
tempCrature du gaz dans le circuit qui sont des 
points particulibement cruciaux pour le pilotage 
des parambtres d'essais d'une soufflerie. Mais il 
est Cgalement suffisamment simple pour 
s'extcuter rapidement sur u n  ordinateur de 
performances relativement modestes, des 
simulations en temps rCel sont possibles sur un 
PC Quip6 d'un processeur 486 fonctionnant h 100 
MHz. I1 reprksente donc l'outil idtal pour 1'Ctude 
d'un systbme de conduite et pour I'Claboration de 
ses lois. Son utilisation pour la soufflerie ETW a 
montrC qu'il est possible de passer directement de 
la simulation h la conduite du processus riel 
rCduisant considCrablement les coiits de mise au 
point. Le logiciel de contrde-commande avec 
tous ses ClCments incluant l'interface homme- 
machine a CtC test6 en simulation pendant 
plusieurs mois dans toutes les configurations 
possibles et sur tout le domaine de 
fonctionnement de la soufflerie. De ce fait, seul 
un nombre trks restreint d'erreurs logicielles a CtC 
recensC aprbs trois annCes de fonctionnement. 
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ELABORATION OF CRYOGENIC TRANSONIC SHORT-DURATION 
WIND TUNNEL AT ITAM 
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Institute of Theoretical and Applied Mechanics, 
Siberian Branch of Russian Academy of Sciences, 

Novosibirsk, 630090, Russia 

ABSTRACT 

The research program directed to the transonic 
cryogenic wind tunnel creation have been carried 
out at the ITAM. Two variants of short-duration 
cryogenic wind tunnel have been worked out as a 
paper projects. One of them is constructed as a 
classic blow-down wind tunnel. Here the cold air 
(or nitrogen) is collected within thermoinsulated 
storage vessels at a pressure up to 20 MPa and 
temperature 190 K. During a run the gas is flowing 
into the settling (plenum) chamber wherein its pres- 
sure falls down to 1 MPa and temperature to 120 K 
due to throttling effect. The cold gas flowing out is 
accompanied by a high pressure and ambient tem- 
perature air flowing into the accumulator thus 
practically constant stagnation parameters of flow 
will be kept during the run. Another variant is con- 
structed as a modified Ludwieg tube tunnel. The 
modification consists in the using of an additional 
reservoir attached to the high-pressure tube with a 
perforated baMe (wall) between them. Such device 
allows one to eliminate reflected rarefaction wave 
and to prolong useh1 running time. 

An experimental program has been initiated at 
short-duration impulse gasdynamic facility where 
the first mentioned variant of transonic wind tunnel 
was checked out. A transonic flow with a good 
uniformity after throttling device was brought off 
during these tests. The experiments carried out at 
TsAGI (Moscow) allow one to establish the con&- 
tions when the reflected wave is eliminated for the 
second version of the tunnel. 

1. INTRODUCTION 

At the Institute of Theoretical and Applied Mechan- 
ics of the Siberian Branch of the Russian Academy 
of Sciences the investigations directed to the crea- 
tion of a transonic cryogenic wind tunnel are car- 
ried out. Such tunnel as assumed essentially ex- 
pands the Institute’s experimental possibilities while 
performing of physical and industrial aerodynamic 
investigations. At the same time, it can be regarded 
as model set for new design solutions checking out 
while creating large-size transonic tunnels. 

At the beginning, the studies were concentrated on 
the evelopment of a steady-operation compressor- 
type wind tunnel known as “T-334”. The scheme 
of gasdynamic contour of this tunnel was worked 
out at the Central Aerohydrodynamics Institute 
(TsAGI, Moscow). The tunnel is of closed type 
designed for the pressures of air up to 0.8 MPa with 
a temperature of 100 K. The test section has cross 
section of 0.625 by 0.625 m. During the process of 
this tunnel development an extensive research pro- 
gram on the problems of injection, mixing and 
evaporation of the liquid-nitrogen jets was carried 
out [ 13. 

Further, the complexity of the of such tunnel design 
and high cost of its construction and operation have 
resulted in the necessity of alternative variants 
studying. 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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2. THE PROBLEMS OF TRANSONIC FLOW 
SIMULATION 

It has been relatively easy to duplicate flight Mach 
number in the ground facilities. However, the abil- 
ity to simulate the flight Reynolds number is condi- 
tioned by two main peculiarities of transonic flows 
that result in the necessity of huge consumption of 
air and energy. First, the flow at M = 1 has maxi- 
mal value of specific density. Hence, it has the 
maximal value of flow mass rate in comparison 
with the flow that has an equal cross section, but 
differs in Mach number (see Figure 1 , curve 1). 
Second, acceptable sizes of the model which can be 
tested without a flow field distortion decrease theo- 
retically up to zero at M = 1 (practically by factor 3 
to 5 compared to usual model sizes tested in super- 
sonic tunnels). Reduction of tested model sizes 
means that attainable value of Reynolds number 
will decrease too. Moreover, the fabrication and 
handling of a small sizes model become very com- 
plicated. If one should try to use the model of nor- 
mal sizes it leads to an additional flow rate growth 
(see Figure 1, curve 2). It can be seen from the 
Figure 1, the total increase in required air con- 
sumption at M = 1 is 8 times more in comparison 
with M = 2 ,2  1 times more compared with M = 3 
and 50 times more compared with M = 4. 

It is well-known the decrease of the flow tempera- 
ture T increases Reynolds number Re and simulta- 
neously decreases the drive power N (see Figure 2). 
Based on this pointed out consideration, at present 
time, the most perspective direction is considered a 
flow temperature lowering up to air condensation. 
An investigation and development of the cryogenic 
transonic wind tunnels are under consideration in 
different countries now [2]. 

Characteristics of cryogenic wind tunnels 
under consideration at the ITAM 

Wind Test Pressure Reynolds Running 
tunnel section MPa number time 
index sizes. m millions S 

T - 3 3 4  0.6 * 0.6 0.8 24 1800 
T - 335 0.4 * 0.4 1.0 20 3 - 5  
T - 336 0.4 * 0.4 1.0 20 1 

The general acknowledged leader among of this 
type tunnels is NTF (USA) [3]. 

In our opinion one of the attractive method of air 
and energy economy consists in a run duration de- 
creasing. During two decades the experience of 
short-duration wind tunnel design and operation has 
been accumulated at the ITAM. So, the possibilities 
of short-duration facilities for transonic flow crea- 
tion were examined. It was supposed that future 
short-duration transonic tunnel must preserve the 
main advantages of classic (usual) steady flow tran- 
sonic wind tunnel, as well as to provide a cost re- 
duction and realizable parameters range expansion. 

3. SHORT-DURATION BLOW-DOWN WIND 
TUNNEL. GENERAL DESCRIPTION 

The variant of short-duration transonic wind tunnel 
with a title "T-335" is represented in Figure 3. In 
this scheme, working gas (nitrogen or air) at pres- 
sure up to 20 MPa comes from the supply system 
flowing via special refrigerator (1) filled by evapo- 
rating liquid nitrogen. The working gas is cooled in 
the refrigerator to the temperature 180 to 190 K. 
Depending on the refrigerator efficiency from 0.4.to 
0.8 kg of liquid nitrogen is required to cool 1 kg of 
working gas. Cold working gas is collected in the 
accumulator (2) which consists of standard high- 
pressure storage vessels. The number of storage 
vessels depends on the sizes of creating flow and on 
the desired run duration. In the scheme considered, 
16 storage vessels are used with a total volume 6.4 
m3 and having up to 2430 kg of cold working gas. 

To start the tunnel, fast-acting valve (3) is opened. 
The gas from the accumulator (2) begins to flow 
into the plenum chamber (5). A non-regulating 
constrictor (4) is placed between the valve and ple- 
num chamber, where the pressure of working gas is 
reduced by approximately a factor of 20. After 
that, the stagnation pressure in the plenum chamber 
doesn't exceed 1 MPa. Simultaneously, at the ex- 
pense of the effect of Joule-Tompson, while adia- 
batic throttling, the stagnation temperature of the 
working gas decreases up to 110 or 120 K. In the 
plenum chamber, we use well-known methods 
aimed on the flow equalization and its level of tur- 
bulence reduction before entering the nozzle such 
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as: assembling of screens, boundary-layer suction 
and high degree of flow contraction ratio (from 7 to 
10). After the plenum chamber, the working gas 
flows into the nozzle (6), then to the test section (7) 
with the sizes 0.4 by 0.4 my then it is pushed,via 
diffuser (8) into the (dump tank) exhaust reservoir 
(9) with volume 220 m3. The test section has perfo- 
rated walls and is surrounded by a pressure cham- 
ber from whch gas suction takes place. 

Another fast-acting valve (10) is located between 
the diffuser and the exhaust reservoir. During the 
run this valve allows us to control a flow Mach 
number in the test section, as a sonic-throat adjust- 
able diffuser when subsonic regimes are realized. 
When the test is completed the valves (3) and (10) 
are closed. The cold gas from the test section is 
quickly discharged into the atmosphere. After that 
the access to the model for readjustment is possible. 
Some part of this gas is used for accumulator (2) 
cooling. 

One of the advantages of the tunnel T - 335 is that 
it doesn't need a thermal insulation of the contour 
walls because of short time of low-temperature flow 
influence on them. Besides, the high-pressure stor- 
age vessels of the accumulator (2) will be working 
at comparatively small cryogenic temperatures ( 180 
to 190 K). It sufficiently simplifies their operation 
and decreases the cooling expenses. 

4. POSSIBLE OPERATION MODES 

On the base of quasistationary mathematical 
model, three possible operation modes of tunnel 
T-335 work were analyzed [4]. 

1. Cold operating gas at a temperature 190 K flows 
out the accumulator via plenum chamber and noz- 
zle. The time of flow maintaining in nozzle is 0,6 s. 
After that, the gas flowing down with smooth qua- 
sistationary decreasing of flow pressure and tem- 
perature takes place as it happens in a hot-shot 
tunnel (see Figure 4, curve 1) .  The duration of 
operating regime, in this case, continues about 3 - 
4 s, and it is limited by pressure increasing inside 
exhaust reservoir. During this time, pressure in the 
flow decreases approximately by the factor 2. We 
should note that the comparatively low rate of pres- 

sure change allows us to apply a controlled con- 
strictor (4) which could maintain constant pressure 
in the plenum chamber. 

2. The cold gas flowing out from accumulator is 
accompanied by flowing in of hgh-pressure ambi- 
ent temperature air from the existing at the ITAM 
pressurized air supply with volume of 100 m3. In 
this case, the air flow works as a gas piston. It 
pushes out cold workmg gas during 4 - 5 s practi- 
cally at constant pressure. Pressure drop during the 
run doesn't exceed 5 % (see Figure 4, curve 2). 

3. Air of ambient temperature flowing out the ac- 
cumulator and from the air supply system, men- 
tioned above, is used. With that the operating re- 
gime duration as well as the velocity of pressure 
drop are preserved as in the previous case, but the 
resulting Re numbers are smaller by a factor of 4 to 
5 (see Figure 4, curve 3). Such regime of the work 
is simply realized and it is useful for comparative 
and adjusting experiments. 

The principle of cryogenic transonic tunnel T - 335 
operation provides the possibility of increasing in 
the sizes of the test section. Thus, for test section 
sizes 1 by 1 m, it is necessary to increase the accu- 
mulator volume up to 32 m3 and the volume of 
exhaust reservoir should be increased up to 2000 
m3. Then the duration of operating regime remains 
about 5 s. As to the Re number value, it will be 
increased by a factor 2.5. 

5. MODIFIED LUDWIEG TUBE TUNNEL. 
GENERAL DESCRIPTION 

This innovative short-duration transonic tunnel, 
known as "T-336", was designed on the base of 
gasdynamic scheme suggested at the TsAGI [5]. A 
general view of this tunnel is given in Figure 5. As a 
classic Ludwieg tube the tunnel T-336 consist of a 
high pressure channel (1). The diameter of the 
channel is 0.8 m and the length is 40 m. The chan- 
nel serves as a plenum chamber for a transonic 
nozzle (2) attached to the ventilated test section (3) 
with sizes 0.4 by 0.4 m. The flow contraction ratio 
in the plenum chamber is 3.14. 
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The modification of usual scheme lies in additional 
reservoir (4) which is connected to the opposite end 
of the cylindrical channel via the perforated bame 
( 5 ) .  The volume ofthe reservoir is 8 m3. The main 
starting valve (7) is located down-stream of the test 
section and includes the changeable sonic throat for 
a Mach number control. The valve (7) has a diame- 
ter 950 mm and a moving mass 584 kg. The work- 
ing gas, after flowing over the model in the test 
section, is pushed into the exhaust (dump tank) 
reservoir (8) with volume of 220 m3. 

Before the run, the volume of tunnel contour from 
the perforated bame (wall) ( 5 )  to starting valve (7) 
is filled by a cold working gas (nitrogen at a pres- 
sure 1 MPa and temperature from 100 to 120 K) 
from the supply system (9). The problem of insula- 
tion of the tunnel walls is not analyzed at th ls step. 
The maximal gas consumption for one run is 850 
kg. The attached reservoir (4) is filled by usual air 
at the same pressure. Ambient pressure is main- 
tained in the exhaust reservoir (8). 

When the fast-acting valve (7) is opened, the rare- 
faction (expansion) wave starts toextend along the 
test section. Behind the wave there appears flow 
moving with the required speed. The Mach number 
of the creating flow is defined by opening degree of 
pass cross-section of the valve (7). The perforated 
baffle (wall) (5) and reservoir (4) allows us to 
eliminate reflected rarefaction wave almost com- 
pletely and to increase useful operating time by the 
factor of 3 to 5 at the expense of choosing of corre- 
sponding wall perforation degree which consist 10 
to 20%. With that, a warm air flowing out from 
the attached reservoir (4) into the channel (1) via 
perforation represents, by itself, a gas piston which 
is pushing out a cold working gas. The main advan- 
tage of the tunnel T-336 is low expected turbulence 
level of creating flow. 

6. TUNNEL RUN DURATION 

The useful time interval of operating regime of 
tunnel T-336 begins after the valve (7) is opened 
and nozzle (2) is started. The end of this interval is 
defined by the moment of approaching (arrival) of 
contact surface separating warm pushing-out gas 
(gas piston) to the nozzle. The time of acting of the 

starting valve (7) is between 0.09 to 0.105 s. The 
duration of a nozzle starting process is 0.22 to 
0.24 s. Valid duration of tunnel run is minimal at 
M = 1 and it lasts from 0.9 to 1.0 s. For compari- 
son it may be pointed out that, while operating of 
given facility in Ludwieg tube mode (regime) 
(without attached reservoir and with rarefaction 
wave reflection), valid useful run duration will be 
only 0.04 s. If the length of the high-pressure tube is 
increased to 80 m then useful running time rows to 
2.1 to 2.3 s. The Ludwieg tube of the same sizes 
have the useful running time from 0.40 to 0.44 s. 

7. TRANSONIC FLOW IN A SHORT- 
DURATION FACILITY 

The experimental program aimed on check-out of 
the transonic flow in a short-duration facility crea- 
tion was carried out. Tests were conducted in the 
innovative small sizes impulse wind tunnel [6]. Lay- 
out of the tunnel is presented in Figure 6a. The faci- 
lity is equipped by the set of changeable contoured 
nozzles that gives us a possibility to create the flow 
with Mach number from 1 to 7. The diameter of the 
flow is 100 mm. A typical run duration - 0.1 s. 

For transonic testing a modification of the facility 
was made out (see Figure 6b). An additional 
(auxiliary) plenum chamber with volume 6.4 cubic 
dm was mounted next to the main plenum chamber 
(volume 6.7 cubic dm). The main chamber is closed 
by a fast-acting valve and filled by pressurized air 
before the run. After the valve is switched on 
(opened) a working gas flows via the throttling 
device into the additional chamber and then through 
the contoured sonic nozzle (with diameter 100 mm) 
to the atmosphere. High pressure of air in the main 
chamber drops within an additional chamber due to 
throttling effect. In much the same way the flow 
density and mass flow rate are decreased. This 
modification allows us to achieve a running time up 
to 0.15 s at M = 1 and at the mentioned above ge- 
ometry [ 71. 

Some results of the pressure measurements in the 
both chambers during the run are shown in Figure 
7. As it is usual for the hot-shot wind tunnel a pres- 
sure in the main plenum chamber is smoothly de- 
creasing after the starting valve is opened. 
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In a steady state a pressure in the additional cham- 
ber must follow it thus their ratio will be equal to 
this chamber entrance and exit area ratio (that is 1 : 
15 in our case). In the reality the process of cham- 
ber filling becomes at the run beginning so the pres- 
sure is raising here. According to experimental 
results a transition to a steady state lasts approxi- 
mately 20 ms. The total (Pito) and static pressures 
were measured at the nozzle exit plane during the 
tests. With using of these results a Mach number 
variation at the different points of the flow was 
calculated. As it is seen from the Figure 7 after a 
short transition process the quasistationary tran- 
sonic flow established. When the run is over a flow 
static pressure becomes equal to the ambient pres- 
sure. Since the total pressure is decreasing the flow 
Mach number is decreasing from this moment up to 
full stop (M = 0). 

One of the key problems for the wind tunnel of 
proposed scheme is a flow quality (uniformity) at 
the test section. This problem arises with a strong 
distortion of the flow after throttling device at the 
entrance of additional plenum chamber. In our fa- 
cility the flow velocity profile is equalized by: the 
entering flow breaking into a number of jets; air jets 
turning out from a longitudinal axis; a large volume 
of the additional chamber and high contraction ratio 
using; proper sonic nozzle contouring. The results 
of Mach number measurement at the nozzle exit 
during the quasisteady period of the run show that 
the spatial and temporal average value of Mach 
number obtained in this experiment is M = 1.04. 
The root-mean-square deviations from this value 
are not more than 2 % and are located within the 
measurement errors. 

8. REFLECTED RAREFACTION WAVE 
ELIMINATION 

The method of a Ludwieg tube run duration en- 
largement (increasing) is based on the well-known 
principle: a rarefaction wave reflects from the 
hard surface as another rarefaction wave and from 
the free surface as a shock wave. When we are 
using a certain combination of the hard and free 
surfaces (as a perforated wall, for example), we can 
obtain the situation when the rarefaction wave does 
not reflect in any way. 

The possibilities of reflected wave elimination have 
been investigated at the TsAGI [8]. Sketch of the 
experimental setup arrangement is given in Figure 
8. The main part of the facility consists of two co- 
axial steel tubes, filled by pressurized air. When the 
diaphragm 1 is destroyed the rarefaction wave be- 
gins to move along the smaller tube and reflects 
from the perforated baffle 3. The nature of reflec- 
tion is related to the initial wave intensity (or Mach 
number M of moving gas) and level of a baffle 
perforation. 

The results on reflected wave intensity measure- 
ments are shown in Figure 9. It is seen from this 
figure, when the level of perforation (a number of 
holes with diameter of 3 mm in the bame) is raised 
the reflection as a rarefaction wave (dPP < 0) 
transforms into the reflection as a shock wave 
(dPP > 0). The value d P P  = 0 means the reflected 
wave is eliminated at that level of perforation. 

The same experiments were conducted with differ- 
ent temperatures of gas from both sides of the 
baffle [9]. These results are shown in Figure 10 as a 
required level of perforation against the temperature 
ratio. The solid lines in the Figure 9, 10 represent 
theoretically predicted values that are in a good 
agreement with the experimental results. In whole, 
the required level of the baffle perforation account 
for 15 - 20 % of the high-pressure tube area. 

9. CONCLUSION 

The analyses of developed versions of the wind 
tunnels show that cryogenic transonic short- 
duration wind tunnels may provide rather high pa- 
rameters of creating flow with sufficient reduction 
in design and operating cost. Short-duration facili- 
ties are distinguished by the simplicity, wide range 
of flow parameters, high level of Reynolds number. 
They provide a possibility of gradual increasing of 
working characteristics at the expense of modular- 
ity of the main units. 
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Fig. 1 Transonic peak in flow mass rate. 
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Fig. 2 Variation in Re number 
with static temperature. 

Fig. 3 Schematic layout of transonic wind tunnel T - 335. 
1 - refrigerator; 2 - accumulator; 3 - starting valve; 4 - thrc tling device; 5 - plenum chamb 
7 - test section; 8 - diffuser; 9 - exhaust reservoir; 10 - fast-acting valve. 

r; 6 - n zzle; 

Fig. 4 A stagnation pressure as function of time. 
1 - gas flows out from the accumulator; 2 - gas is 
pushed out by a "gas piston"; 3 - ambient tempera- 
ture gas is pushed out by a "gas piston". 

- 
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Fig. 5 Schematic layout of transonic wind tunnel T - 336. 1 - high-pressure tube; 2 - nozzle; 
3 - test section; 4 - additional reservoir; 5 - perforated baffle; 6 - diffuser; 7 - starting valve; 
8 - exhaust reservoir; 9 - cold nitrogen accumulator. 

I .  

U U 

Fig. 6 a) Short-duration wind tunnel. 1 - driving piston; 2 - plenum chamber; 3 - electric heater; 
4 - plug valve; 5 - nozzle; 6 - test section; 7 - diffuser; 8 - exhaust deflector. b) Transonic assembly. 
1 - main plenum chamber; 2 - plug valve; 3 - insert; 4 - additional plenum chamber; 5 - throttling 
device: 6 - sonic nozzle; 7 - basement. 
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i 

Fig. 7 Typical pressure records during the running time 
Mach number from Pito and static pressure measurments. 

I 

200u 

Fig. 8 Experimental facility set-up. 1 - diaphragm; 2 - flange; 3 - perforated baffle. 
A, B - pressure gages. 

Fig. 9 Variation in reflected wave 
intensity with level of perforation. 

Figure 10 Required level of perforation. 
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14. The Impulse Transonic Wind Tunnel U-I 1. New effective 
technology for generation of sub-, trans- and supersonic gas flow. 

V.V.Kislykh *), V.V,Koudriavtsev, OXPetrova, V.V.Puchkov 
Central Research Institute of Machine Building 

(4, Pionerskaya st, 141070 Korolev, Moscow region, Russia) 

Abstract 

New technology for generation of 
sub-, trans-, and supersonic gas flows 
along with based on this technology 
impulse transonic wind tunnel ITT U-I I 
(nozzle dia 0.8) operated at TSNIIMASH 
are presented. 

The most important units and 
systems of the wind tunnel, test results on 
flow parameters in the working section 
and also their comparison with the same 
parameters for usual intermittent wind 
tunnels are described. The comparison has 
shown that suggested technology and the 
wind tunnel design, which allow to reduce 
essentially wind tunnel dimensions and 
power consumption, may be used for 
development of special rigs for complex 
investigation of aerogasdynamic and 
acoustic characteristics of flight vehicle 
models with engine jets simulation. 

List of symbols 
C,-pressure coefficient 
dhole - perforation hole diameter 
Dnow - gas flow diameter 
E C/O) - turbulence intensity 
F - I * -  non-dimensional spectral density of 
velocity fluctuation 
G - flow rate per second 
G m o d  - je t  rate for model 
Gveh - jet rate for vehicle 
KG -jet  rate coefficient 
LE - noise level 
L -distance from perforate plate to 
downstream 
m - model scale 

*) Head,PGU Department , 
Member AIAA 

1 4 - 1  

Po - total pressure 

neighbouring points of the flow 
p’ - pressure fluctuations 
Pb - base pressure 
P, - static pressure 
q, - dynamichead 
p - gas density 
U‘ - velocity fluctuations 
i i l 2 -  mean value of velocity fluctuation 
U, - flow velocity 
d( U’)*- relative intensity of turbulent 
velocity fluctuations 
V - vacuum chamber volume 

AP-pressure difference in two 

Indices 
- stagnation parameter 
, - oncoming flow parameter 

1. Introduction 

In the last years requirements 
imposed on ground experimental facilities, 
used for developing new types of flight 
vehicles, have become more severe. In 
particular it is necessary to  create cost- 
effective transonic wind tunnels which 
allow to provide investigations on 
relatively large-scale models at high 
values of Reynolds number Re,. As a 
result of analysis existing transonic wind 
tunnel designs and investigations the 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components ”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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concept of an impulse transonic wind 
tunnel (ITT) was developed in 
TSNIIMASH for generation of sub-, 
trans-, and supersonic flows with Mach 
number M-0.1-2. 

One of the variants of ITT was 
realized on  the basis of the large-scale 
multi-purpose piston unit PGU-I I 
TSNIIMASH which is widely used for 
simulation of hypersonic flows [ I ] ,  
investigation of supersonic combustion 
[2], and also as a generator of high 
temperature jets with various composition 
exhausted into vacuum chamber [3]. Wide 
use of PGU is explained by the unique 
properties of piston gasdynamic units 
based on multi-cascade compression 
technology [4] for a generation of 
different gas flows with pressure up to 250 
MPa and temperature in the range 300 - 
3500 K - for diatomic gases, and up to 
10000 K - for monatomic gases, its 
operation time is about 1 sec and more. 

In 1980s a problem of influence of 
heavy launch vehicle "Energia" engine jets 
on aerogasdynamic and acoustic 
characteristics of joint craft "Energia - 
Buran" had arisen. Multi-purpose PGU- 1 1 
operation regimes, if it is used as gas 
generator, comply with requirements for 
simulation of flight parameters of 
"Energia" engine jets, in particular their 
ejecting and acoustic effect on "Energia- 
Buran'' aerodynamic characteristics [SI. 
Several interchangeable modules for 
PGU-I 1 were manufactured in order to 
provide simulation of flow over vehicle up 
to  Mach number M = 2. This variant of 
the facility was named "Impulse transonic 
wind tunnel U-I 1 (ITT - U-I 1)". 

2. ITT operation and scheme. 

The scheme of ITT is shown in Fig. 
1 .  The wind tunnel includes vessels for 
accumulation of high pressure working 
gas (i. 1,2), impulse shutoff- starting valves 
for forechamber (SSVf, i.3) and for gas 
supply line (SSV,, i.4), throttle-expanding 
nozzle ( iS) ,  vacuum chamber (i.6) with 
silencer (i.7), diffuser (i.8) with system for 
adjustment of pressure under perforated 
walls (i.9), buffer vessel ( i .  IO), impulse 

adjusting exhaust valve (AEV, i.1 I ) ,  and 
vacuum vessel as exhaust channel ( 1  2). 

ITT performance is based on 
accumulation of working gas in high 
pressure vessels, pumping of vacuum 
vessels and setting initial pressure in 
vacuum chamber prior to a run. The wind 
tunnel starts, depending on a specific task 
of a run starting of the wind tunnel occur 
by programmed opening either both 
impulse valves SSVf and SSV, through 
time interval I 1 sec, or one of them. 
Working gas flows to  the throttle- 
expanding nozzle where its cross-section 
area increases while throttling. 
Compression wave, arisen during 
formation of jet and then uniform flow, 
reaches AEV and affects the latter, the 
valve is opened according to  prescribed 
program, and then required gas flow 
regime is set in the vacuum chamber. 

The flow with given parameters is 
formed by the throttle-expanding nozzle. 
Schemes of two such type nozzles for 
generation of sub-, trans-, and supersonic 
gas flows [6] are shown in Fig. 2,3. The 
nozzle I (Fig. 2) is used for generation of 
air flows and incorporates perforated plate 
(i.1) and silencer (i.2). The nozzle I1 
(Fig.3) comprises perforated plates in 
series (i. 1) and is used for formation of air, 
nitrogen, carbon dioxide flows while 
simulating atmospheres of Mars and 
Venus, and also of methane and other 
gases flows for simulation of other planets' 
atmospheres. Provision is made for 
preliminary gas (for instance, carbon 
dioxide) heating, while supplying the 
nozzle 11, or for gas cooling to  obtain 
maximum Reynolds numbers. 

Throttle-expanding nozzles include 
one or several thick perforated plates for 
generation of a flow with prescribed 
parameters. The last perforated plate have 
a decisive effect on flow structure. Flow 
parameters in vacuum chamber are 
defined by a ratio dhod Dflow, by a drag 
and a permeability of the last plate and a 
set of wire meshes placed just before the 
plate are selected to  provide in a place of a 
model location acceptable levels of flow 
uniformity; flow turbulence; acoustic 
disturbances (background noise), low- 
frequency pressure fluctuations; 
temperature fluctuations, etc. 
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Gas supply system for ITT nozzle is 
done in such a way that it excludes 
powerful noise at low frequency, and high 
frequency noise caused by jet flows is 
reduced in the vacuum chamber using 
noise-absorbing coating of the facility 
circuit. 

As it is indicated in [7], lattices of 
contoured axisymmetric supersonic 
nozzles were used in Germany to reduce 
the length of a supersonic nozzle. At a 
certain distance from the nozzle lattice exit 
a flow uniformity was satisfactory, but 
this distance is comparable with the length 
of equivalent customary nozzle, thus the 
aim - to  reduce a nozzle length - was not , 

obtained. 
In our case by using transonic 

t hrot t le-expanding nozzles, which 
incorporate thick perforated plate with 
cylindrical channels (Fig 1, i. 13; Fig.2,3, 
i.l), it is unnecessary to  have a bulky 
stilling chamber with corresponding pipes 
and relatively long customary nozzle. So 
dimensions of facility essentially reduce.. 

Duration of ITT run is defined by 
volumes of high pressure chambers, 
vacuum vessel and a time interval of 
transient process in the facility circuit. For 
given crosswise size of a flow in ITT, 
which in fact set a vacuum chamber 
volume, the time interval required for 
transition to  a steady state flow is: 

z - V -p I G << I sec. 
Since. ITT has no forechamber, 

shutoff-starting valves are placed in the 
immediate vicinity of the throttle- 
expanding nozzle and a working gas with 
a given flow rate are supplied at high 
pressure (-5.0- 15.0 MPa), a time interval 
required for the flow in the facility to 
become steady depends mainly on a speed 
of opening impulse valves SSVf , SSV, 
and AEV. Calculations of transition with 
use of quasi-one-dimensional analysis 
have shown that this time interval is 
about z 5 1 sec for impulse valves 
designed at TSNIIMASH. 

Impulse regime of ITT operation has 
allowed t o  devise a method for increasing 
Reynolds number which use a cooling of 
gas in the facility without some problems 
and disadvantages inherent to usual 
intermittent wind tunnels. The basic idea 

of this method is an application of 
positive effect of Joule-Tompson during 
gas throttling from ITT accumulating high 
pressure chambers from initial 
temperature which on the one hand is less 
than temperature of inversion and on the 
other hand its level is high enough to 
exclude influence of low temperature on 
structural materials' strength. The analysis 
has shown that throttling of working gas 
from pressure -15 - 20 MPa to pressure 
0.3-0.5 MPa in vacuum chamber allows to 
vary working gas temperature in the 
vacuum chamber in the range 100 K - 200 
K. Short action of low temperature flow 
on the facility design is analogous to  effect 
of high temperature flow in PGU where, 
due to a short run duration, temperature 
of PGU elements surface does not reach a 
level when materials' strength starts to 
reduce noticeably. 

3. ITT U-I1 operation and main 
units for conducting tests in air 
at Mach number M I 0.6 - 0.7 with 
jet simulation. 

External view of the facility is shown 
in Fig. 4, and Fig.5 presents its 
gasdynamic scheme for calculation. PGU 
U-l l  power part (i.1) is used in this 
scheme as jet generator. Model gases (air 
at To- 300 K, nitrogen at To  - 380-400 
K, helium at To  - 500-600 K flow through 
collector (i. 18) from PGU forechamber to 
hollow sting (i. 19) where 1 :SO-scaled 
model of "Energia-Buran" was mounted 
on. Run duration was defined by the 
volume of model gas for jets simulation. 
When the model gas was nitrogen, the 
duration was - 1.5-2.5 sec, and for helium 
- -0.8-1 sec. The facility includes some 
units which allow to modify it for tests of 
various types. For instance a nozzle with 
exit diameter 800 mm for PGU operation 
as hypersonic facility can be placed 
instead of interchangeable modules of 
vacuum chamber (i.8). 

The throttle-expanding transonic 
nozzle with maximum exit cross section 
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800 mm is done according to the scheme I 
(Fig.2). The main element of the nozzle is 
a perforated plate with thickness 60mm, 
holes’ diameter dhole = 4 mm and 
permeability 22 YO. 

The design of ITT U-I 1 vacuum 
chamber with diameter 1.4 m permits to 
locate tested model at any its cross 
section. Vacuum chamber working zone 
proper is at a distance L = 3.0-3.5 m from 
the nozzle exit (the last perforated plate). 

Fig. 4 presents most of the above 
mentioned ITT units including collector 
for high pressure air supply (20 MPa) with 
shut off-s t art ing valve (SSV,) with 
diameter of pass cross section 200 mm (i.5) 
and pipes (i.4) for supplying of throttle- 
expanding nozzle (i.6) with high pressure 
air. 

The system for formation of 
axisymmetric air flow in vacuum chamber 
includes cylindrical shell made from wire 
mesh and fixed on elements of slot 
perforation manufactured from circular 
rods with total permeability about 20% 
and noise-adsorbing cover placed between 
circular rods and vacuum chamber walls 
with thickness 200+300 mm. Cylindrical 
diffuser with diameter 800 mm (i.11) 
adjoin to permeable walls of the facility is 
mounted in exit cross section of the 
vacuum chamber. There is an annular 
channel between the diffuser walls and 
vacuum chamber which diameter in this 
place is equal to  1000 mm, the channel 
area at the exit is adjusted by special 
device. The vacuum chamber has exhaust 
into vacuum vessel with volume - 1000 m3 
through impulse adjusting exhaust valve 
(AEV). 

4. Flow parameters in ITT U-I1 

Jet flow in ITT ahead of perforated 
plate is highly nonuniform. Required 
uniformity of the flow parameters in test 
section is obtained by equalizing action of 
the perforated plate and subsequent 
alignment of the flow field formed by 
mixing of jets exhausting from the plate 
holes with diameter dhole = 4 mm. 

In order to examine efficiency of the 
process on the flow field alignment, total 

pressures have been measured in cross 
sections at distances L = 3180 mm and 
4400 mm from the plate using a rake with 
total pressure heads. Pressure transducers 
have been connected with the heads 
through differential scheme. Such 
technique permits to determine a pressure 
difference between two near by points 
AP. Besides 2 transducers in the central 
head of the rake measure absolute value of 
total pressure Po. 

Static pressure was measured on 
vacuum chamber walls between cross 
sections L = 1200 mm to 3 100 mm. 

Particular attention has been given 
in the last years to such characteristic of 
flow quality as turbulence intensity : 

E (%) = [d( ir)2 100 Yo] / U, . 
For conventional wind tunnels 

oncoming flow turbulence depends on air 
supply system, flow contraction in 
forechamber and so on. Some special wind 
tunnels are known for which E is a 
fraction of a percent, but usually it is 
equal to 1~3%. In ITT U-I 1 pressure 
difference up to 15 MPa is realised at 
perforated plate and behind the plate 
powerful jet flow forms with high 
turbulence intensity E which decay 
downstream due mixing. A study of ITT 
U-I I flow parameters included 
measurements of flow mean velocity U,, 
turbulence intensity E , frequency 
spectrum of velocity fluctuations, and 
mean flow temperature. 

Measurements of mean velocity and 
intensity of turbulence were conducted at 
a distance L = 3000 mm from perforated 
plate by thermoanemometer of constant 
temperature. Average flow temperature 
was measured also by thermoanemometer 
probe when it operates as thermometer of 
resistance. Relative error for mean velocity 
measurements was 5 & 3%, for turbulence 
intensity 5 &4%, for mean flow 
temperature I k 1% and for Mach 
number I f 4%. 

Some results of the measurements 
are presented in Fig. 6, and fig. 7 shows 
results of spectral measurements ( F ?2 = 
U’2 (f) / U’2). 
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M I T T U - l I  U-3 

0.6 1.42 - 1.49 1.6 - 2.4 

Nonuniformity of Po field in cross 
sections (L = 3000 G 3500mm from the 
plate) is 0.6+0.7% in the flow core. 
Nonuniformity of P, along the vacuum 
chamber length at the indicated interval 
does not exceed I%. 

In particular it should be noticed 
that values of turbulence intensity in the 
flow at L = 3000 m is lower comparing 
with data for more close distance from the 
plate. 

As it is seen in Fig. 6, value of E 

depends on Mach number. In the region 
where models are placed in ITT U-I 1 
value of E at Mach number M- 0.6 is 
lower than in test sections of conventional 
intermittent wind tunnels ( U-3 - ejector 
type transonic wind tunnel at 
TSNIIMASH). 

References 

1 - 4  

The next important flow feature is 
level of background noise. From this 
point of view ITT differs from 
conventional wind tunnels by gas supply 
system and perforated plate as the facility 
nozzle. As it is mentioned above, gas 
supply system is designed in such a way 
that appearance of intensive low 
frequency noise, which may arise during 
throttling of compressed air from pressure 
20 MPa to 1+5 MPa, is excluded. High 
level of flow noise reduces in a cavity 
before perforated plate using noise- 
absorbing coating , Fig.2 (i.2). In turn, jet 
flow behind the plate is noise source where 
maximum intensity with frequency 1 0 ~ 2 0  
kHz takes place at sonic flow in the plate 
holes. 

Analysis of the results has shown 
that the main source of noise is the unit 
for generation of sub-, trans-, and 
supersonic flows, including perforated 
plate. Noise level measured near the plate 
(L = 480 mm) is equal to -160 dB, that is 
in agreement with preliminary evaluations. 
Noise level in the flow downstream from 
the plate reduces due to attenuation and 

effect of noise-absorbing coating in 
vacuum chamber. At the distance L = 
3500 mm from the plate noise level LE [dB] 
is lower than at the distance L = 480 mm 
by 13+20 dB. 

As it follows from the comparison of 
background noise for different Russian 
conventional wind tunnels U-3, ST-5, T- 
109 and for ITT U-I 1 (Fig.8) at M- 0.6 
background noise level for ITT U-1 1 lays 
practically in region inherent to 
conventional wind tunnels even for 
conditions far from the optimal for used 
noise-absorbing material. Fig.9 shows 

c p =  dependency downstream 

from the nozzle. 
4, 

Investigation which has been carried 
out confirmed main principles of ITT 
design. 

ITT U-I 1 were used for investigation 
of engine jet influence on gasdynamic and 
acoustic characteristics of “Energia- 
Buran”. Results of this investigation are 
a specific theme. Here we only note that 
in case of identical tests of “Energia- 
Buran” models in conventional 
intermittent wind tunnels and in ITT U-I 1 
when compressed air at temperature T 
-300” is used for engine jet simulation, 
results agree well. 

The influence of jet composition on 
base pressure was examined in ITT U- I I ,  
and the method for selection of working 
gas and its parameters for model jets was 
confirmed [8]. Fig. I O  presents reduced 
base pressure 5 = Pb / P ,  plotted against 
jet flow rate coefficient 
KG = Gmod / me Gveh (m = 1/50 - model 
scale) at M, - 0 ~ 0 . 3  and M, - 0.6. As 
expected, ejection properties of heated 
helium jet are the most close to  real jet 
properties. 

Fig. 1 1  presents appearance of 
“Energia-Buran” model mounted in ITT 
U-1 I as viewed from the throttle- 
expanding nozzle. The model against a 
background of the nozzle (perforated 
plate) during its arrangement before test is 
shown in Fig. 12. 
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5. Conclusion. 

Suggested concept and technology of 
ITT are promising for creation of new 
experimental facilities. 

It should be noticed that ITT U-I 1 
designed and built at TSNIIMASH is the 
first example of such kind facility which 
performance may be improved essentially 
optimising its elements and systems. The 
concept is of special importance for 
creation large-scale facilities with nozzle 
diameter -5t10 m. With the same size of 
perforation (and hence jet flow behind a 
perforated plate) -4 mm and increased 
diameter of the plate (by an order) 
influence of jet flow on flow parameters 
rather reduces in a zone of the model 
location. 

It is interesting that the main element 
of ITT, namely thick perforated plate with 
required dimensions is in production and 
used, for instance, in timber industry. 
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Fig.10. Relative bottom pressure phot= Pbot /Pst 
as function of model jets expenditure coefficient 
dependence Kg = Gmod /m G nat, in wake 

(m-model scale) 
1 -FT data, 2- ITT U- I  1, jets He, To-600 K, 

3- ITT U-1 1, jets N2, To-400 K, 
4-T-109, air jets, To-290 K.  
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Fig. 12. View of Nozzle from back Model. 
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A NEW TOOL FOR SCREEN INTEGRATION IN INTERNAL FLOW 
SYSTEMS AND ITS APPLICATION TO WIND TUNNEL DESIGN 

M. M. Seltsam 
Deutsche Forschungsanstalt fur Luft- und Raumfahrt 

Bunsenstrasse 10, D-37073 Gottingen, Germany 

Summary 
To consider mesh screens in internal fluid flow a numer- 
ical method is modified. A Navier-Stokes method with 
the standard k-E turbulence model is employed. The 
new extended numerical method is applied to  wide- 
angle diffuser flow. The comparison of calculated dif- 
fuser flows with experimental results yields the requi- 
site correspondence. The numerical and experimen- 
tal investigations lead to a modification of the actual 
windtunnel. After realization of the modification a re- 
markable reduction of spatial velocity disturbances is 
achieved. The  capability of screens to  suppress tur- 
bulence is displayed by comparison of turbulence level 
distributions before and past the optimization of the 
settling chamber. 

List of Symbols 
constant of k-6 turbulence model 
width 
diameter 
height 
pressure drop coefficient 
turbulent kinetic energy 
length scale 
exponent 
pressure 
stagnation pressure 
radius coordinate 
screen Reynolds number 
source term 
turbulence level 
velocity components 
turbulent velocities 
velocity 
mean velocity 
Cartesian coordinate 
deflection coefficient 
screen porosity 

dissipation rate 
angle between screen normal and up- 
stream flow 
dynamic viscosity 
damping factor in longitudinal, lateral 
directions 
eddy viscosity 
kinematic viscosity 
density 
constants of k-E turbulence model 
angle between screen normal and down- 
stream flow 

Subscripts 
2 ,  j ,  k grid indices 
K 
sc screen 
5, Y, 2 
0 dependent on 0 
172 before, past the screen 

related to the pressure drop 

direction of Cartesian coordinates 

1 Introduction 

The main task of every wind tunnel design is to pro- 
vide uniform flow conditions in the test section. That  
means every component of the wind tunnel circuit has 
to  be evaluated concerning its generation of distur- 
bances. Sections which tend to  contain flow separation. 
like diffusers are especially critical. Therefore, prop- 
er design of diffusers is essential for attaining the de- 
sired flow quality in the test section. The  problems 
arise, if employment of a wide-angle diffuser is un- 
avoidable. Wire screens or similiar installations are 
necessary to prevent flow separation. However, the 
treatment of screens in the design of internal flow sys- 
tems and their use in wide-angle diffusers or in stilling 
chambers comprise a lot of unsolved questions. Some 
of these questions concern the characteristics of screens 
and its mechanism of turbulence generation. For de- 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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signers of wind tunnels flexible tools must be available 
to account for screens computing ducted flows. 

Up to now wide-angle diffuser design is carried out 
by simple empirical means. Support is provided by de- 
sign charts, e.g. given by the ESDU [l] or by the data 
collection of Mehta [2]. Some attempts were made to 
calculate ducted screen flow - in every case with lim- 
ited success, respectively with limited practicability. 

Investigations on wide-angle diffuser flow were 
prompted by demands of flow quality improvement 
during the modernization of the Transonic Windtunnel 
Gottingen (TWG). An appropriate modification had 
to  be found to  remove the flow separation in the wide- 
angle diffuser and to  reduce flow disturbances. 

In this paper a method to perform a complete com- 
putation of internal flows with integrated screens is 
presented. Its application to the wind tunnel leads to  
a distinct flow quality improvement. 

2 Properties of Wire Screens 

A detailed description of fluid flow through screens 
comprising every effect becomes an expensive venture. 
Each wire causes small scale flow separation in its 
wake. The complexity increases if spatial distribution 
and interaction of wakes is considered. There exist 
attempts to explain wake development past screens: 
Bottcher [3] presents investigations on vortex struc- 
tures past screens obtained from water towing tank 
tests under laminar flow conditions. A different point 
of view is considered by Morgan [4]: Fluid emerges 
from the plane of the screen as a pattern of jets. They 
tend to stick together in random groups and form typ- 
ical structures. Bradshaw [5] shows an expressive pic- 
ture of coalescing jets past a grid. 

A screen can be regarded as a device to generate 
or alterate turbulence. There are many useful papers 
which deal with screens as turbulence generators, like 
Cenedese et al. [6] and many others. Suppression of 
turbulence by screens in wind tunnels is investigated 
by Dryden & Schubauer [7] and Schubauer et al. [S, 
91. In each contribution screens and their influence on 
ducted flows are regarded from a global point of view. 
The lack of a ’high resolution’ model of screen effects 
enforces employing existing global relations. 

The various influences of screens on fluid flow can 
be reduced to  two basic effects: The screen causes a 
pressure drop Ap and an alteration of the turbulence, 
expressed by the turbulent kinetic energy IC and the 
dissipation rate E .  

2.1 Pressure Drop 

Global relations are transfered to  local conditions. So, 
the local pressure drop across the screen plane is de- 
fined as 

(1) 
1 

3 2  
Apj = I < .  -pu; 

The pressure drop coefficient K j  is calculated by the 
formula of Wieghardt [lo]. This formula is derived 
from the resistance of a single cylinder. It is the best 
validated approximation among all existing attempts 
to  correlate pressure drop and screen porosity: 

This formula is valid in the range of the screen 
Reynolds number, Res=(ud)/(vP),  from 60 to  600. 
The screen porosity P is defined as the fraction of 
the open area based on frontal projection; d is the 
wire diameter, and U is the upstream velocity. Above 
Res=600 the pressure drop remains almost constant 
according to Cornel1 [ll], i.e. Ii‘j=6(1-p)/p2 600-’13. 

The pressure drop diminishes with increasing incli- 
nation angle 0: 

I<@ = K COSm 0 (3) 

Mehta [12] presents proper data for the definition of 
the exponent m dependent on screen porosity p. For 
usage in a numerical method the following analytical 
relation is defined [13]: 

(4) 

Screens are also used for changing flow direction. For 
small angles between the screen and the up and down- 
stream flows, 0 and @, and for a moderate porosity 
(P  E 0.6) Mehta [12] gives the empirical relation: 

( 5 )  

This is a modification of Dryden & Schubauer’s rela- 
tion presented by Taylor & Batchelor [14]. It is on- 
ly applied for the calculation of change in turbulence, 
eqn. (11). In the numerical procedure streamline de- 
flection is practically the only result due to  screen pres- 
sure drop. 

2.2 Alteration of Turbulence 
The most important task of screens in windtunnels 
is to damp turbulence. Big oncoming eddies are de- 
stroyed and smaller, soon dissipating eddies are gener- 
ated. After a short distance flow turbulence becomes 



15-3 

isotropic. Depending on screen geometry screens also 
work as turbulence generators. As screen porosity de- 
creases so does the influence of upstream turbulence on 
the downstream turbulence. Longitudinal motions are 
generally more damped than lateral ones. The damp- 
ing factors in longitudinal and lateral direction, pk and 
vk, are defined from turbulent velocities before and 
past the screen: 

The mean energy of turbulence upstream is: 

kl = 1 (U:’ + vi’ + w:’) 
2 (7) 

The turbulent energy of the downstream flow is de- 
termined by the damping factors pk and &: 

1 
k2 = - 2 (Nu;’ + U k ( v ; ’  + &)) 

The assumption of isotropic turbulence a t  the screen 
plane simplifies the relation between the upstream and 
downstream turbulent energies: 

(9) 
1 

k2 = j k l  (pk + 2vk) 

Taylor & Batchelor [14] derive damping factors pk 
and Vk for steady and unsteady disturbances. Because 
steady disturbance relations better approximate exper- 
imental finding, they are used in this study. 

This equation for longitudinal motion is an univer- 
sal relation including the more restrictive theories of 
Prandtl [15] (cy=O) and Collar [16] ( c y = l ) :  Lateral dis- 
turbances are damped by the factor Vk, which is equal 
t o  the screen deflection coefficient cy (equation (5)):  

The alteration of the length scale 1 generated by a 
screen is also calculated by an equation given by Taylor 
& Batchelor (141. Independent of the isotropy of the 
turbulence the length scale alteration is: 

- (12) 
l K  - (1 + c y  -aK)’ - 

I K = O  pk(1 + c y  + K ) 2  
For high Reynolds numbers the dissipation rate E 

relates to the length scale 1 and the turbulent kinetic 
energy k :  

According to  equation (12) alteration of the dissipa- 
tion rate a t  the screen plane becomes: 

3 Numerical Method 
To obtain complete information on the flow field a nu- 
merical method has to  be applied. Diffuser flow, and 
particularly wide-angle diffuser flow is dominated by 
viscous effects, flow separation often occurs. To cal- 
culate appropriate diffuser flows the complete Navier- 
Stokes equations must be solved. 

By integrating extensions in an existing finite vol- 
umen method the computation of internal fluid flow 
with screens becomes possible. The  computational 
method is based upon the assumption of incompress- 
ible flow. It employs the k-E turbulence model with the 
standard constants according to  Launder & Spalding 
[17]. A detailed description is published by PeriC et al. 
[18] and by Kessler et al. [19]. The viscous sublayer 
near the walls is bridged by the wall functions which 
assume that the velocity profile near the walls is loga- 
rithmic. While the k-E turbulence model has a number 
of well known limitations, the proposed computation- 
al method is not intended for extreme accuracy, but 
rather for guiding a proposed change in design’. I t  has 
the requisite accuracy to  demonstrate general effects 
of screens on ducted flows. Future improvements using 
refined turbulence models should be easy to  integrate. 

3.1 Governing Equations 

Direct representation of a close-meshed screen in a nu- 
merical method requires an unacceptable effort. It is 
not feasible with today’s computers. Therefore the 
screen is considered as a local discontinuity. The nu- 
merical method is modified merely by introducing the 
effects of screens. 

Dependent on upstream flow, the determining values 
of p ,  IC and E are altered in the screen plane. The 
momentum equation is: 

Pressure drop across the screen plane is represented 
as an additional source term: 
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Figure 1: Influence of different screen resistances on velocity profiles: straight duct, 1=4.00m, b=0.40m. 

The screen source term is defined as: 

The values of IC and E produced by a screen are rep- 
resented in the transport equations of the IC-E model in 
a similar way: 

k-equation: 

€-equation: 

The source terms s k  and s, at  the screen plane are re- 
placed by screen-determined source terms, depending 
on the upstream turbulence values: 

3.2 Straight Duct with Screens 
The screen representation in the numerical method is 
examined by calculating the screen effects on the flow 

of a straight duct. The alteration of the velocity pro- 
files by the screen is emphasized. Effects of different 
screen resistances and damping potentialities are in- 
vestigated. Plane, two-dimensional flow is calculat- 
ed using Cartesian, non-uniform computational grids. 
Grid-lines are concentrated near the screen location in 
x-direction and near the walls in y-direction. Pres- 
sure drop at  the screen is added to  the source terms 
of three grid cells behind each other in the ratio of 
25%/50%/25%, in order t o  smooth the screen influ- 
ence and to  avoid difficulties concerning numerical in- 
stability. The development of the turbulent quantities 
is of minor interest in this study. 

To simulate highly non-uniform inlet flow condi- 
tions, a parabolic velocity profile a t  the entrance plane 
is defined. Test calculations were carried out with 
three different supposed screen resistances. As the 
most essential results the developments of the velocity 
profiles across the screen plane are displayed in figure 
1: 

The rather low pressure drop K=0.5 is accomplished 
by a screen with high porosity, pS0.75. Such a screen 
is typically applied in settling chambers of windtun- 
nels to damp flow disturbances. This screen slightly 
reduces velocity nonuniformities. 
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n 
Figure 2: Axisymmetric diffuser flow, no screen: a) flow vectors, b) longitudinal velocity profiles, c) streamlines; 
inlet velocity u(a=0)=65m/s. 

Figure 3: Axisymmetric diffuser flow, with screen (terminal resistance, K=15, x=392mm): a) flow vectors, b) 
longitudinal velocity profiles, c) streamlines; inlet velocity u(s=0)=65m/s. 



15-6 

exchangeable test sections: 

(1) adaptive subronic 
screens 

I 

flow straightener 
(2) perforated sub-ltransona 

II 

m 

46 5 rn 

Figure 4: Transonic wind tunnel a t  DLR in Gottingen (TWG). 

This screen simulation is compared with calculations 
of two different screen resistances. The resistance coef- 
ficient of K=2.0 corresponding to  the porosity ,020.53 
generates an almost completely homogeneous axial ve- 
locity profile. Although they produce a high degree 
of homogeneity, these screens are rarely used due to 
higher losses and an increased possibility of instability 
generation, a phenomenon which is supposed to be ob- 
served during the experiments presented later in this 
paper. 

Further increase in screen resistance does not pro- 
duce a more uniform velocity profile. Inverted velocity 
profiles are obtained past a very high pressure drop 
(KS15  corresponding to  ,020.20). The streamline de- 
flection takes place before the screen due to the 'filling 
effect' and past the screen due to  an 'acceleration ef- 
fect'. The latter is caused by different local static pres- 
sures due to different local pressure drops. Increased 
upstream velocity leads t o  reduced local static pressure 
past the screen and to  decelerated flow downstream. 
Conversely, reduced upstream velocity generates ac- 
celerated flow. This 'inversion effect' is surprising for 
the present. Nevertheless it corresponds to  experimen- 
tal findings presented in the next section. Some earli- 
er investigators obtained similar experimental results, 
e.g. Mehta [12], who detected the 'overshoot' in the 
boundary layer flow past a screen. 

3.3 Diffuser Flow with Screens 

The numerical method is applied to  the flow of a diffus- 
er. In fig. 2 the results of a diffuser flow with an area 
ratio of 3.26 and a cone half-angle of 23.3" is shown. 
This is analogous to the geometry of the model diffuser 
introduced in the next section. Without screen resist- 
ance at  the exit plane of the diffuser the flow separates 
near the diffuser entrance; a large separation bubble is 
generated. Results of calculations for a screen a t  the 
diffuser exit are presented in fig. 3. The  resistance 
coefficient of K=15 is equal t o  the cooler resistance of 
the actual windtunnel. The separation is removed a t  
the screen location but a separation bubble remains in 
front of the screen. A remarkable change in the veloc- 
ity profiles is generated by the screen resistance due 
to the streamline deflection. The enormous increase of 
the velocities past the screen near the wall corresponds 
to the results obtained for a straight duct. 

4 Wind Tunnel Application 

4.1 Transonic Wind Tunnel 

The numerical method was employed for investigations 
at  the transonic wind tunnel at DLR (TWG), fig. 4. 
Before the modernization, which took place in 1991/92 
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Figure 5: Model diffuser test rig (measuring units in mm). 

[20], the flow in the wide-angle diffuser was separated. 
This wind tunnel has a test section area of lm*lm. 
It operates in a Mach-number range from M=0.50 to 
2.20 and in a stagnation pressure range of p0=30 to 
145 kPa. The  settling chamber contains a cooler, a 
honeycomb flow straightener and four screens. The 
diffuser, located upstream, has a mean half-angle of 
23.3" and accomplishes the cross-sectional transition 
from circular t o  quadratic by an area ratio of 3.26. No 
screen was installed in the diffuser. The flow separa- 
tion in the diffuser reduces the efficiency of the wind 
tunnel cooler located immediately behind the diffuser 
and causes non-uniform temperature distribution. Ve- 
locity inhomogeneities that  affect the flow in the test 
section downstream may also result. 

The investigations on TWG flow quality were carried 
out in four steps: 

A model diffuser was built in order t o  test modifi- 
cations at the diffuser and to  obtain data sets for 
comparison with theoretical results. 

0 The  model diffuser flow with integrated screens 
was calculated by the extended numerical method. 
The  numerical method was validated by the ex- 
perimental results. 

The flow of the TWG wide-angle diffuser was 
calculated and the best screen arrangement was 
found. 

The results were transfered to  the actual wind 
tunnel and the success of the modification was 
examined. 

4.2 Model Diffuser 
Existing analytical methods to  improve the flow of the 
TWG diffuser are thought not t o  be reliable enough. 
Therefore a test rig (fig. 5 )  at a scale of 1:5.95 has 
been built t o  test various modifications in the diffuser. 
With a traversing Prandtl probe past the screens rep- 
resenting the wind tunnel cooler the most interesting 
data  was recorded. The velocity is determined using 
the local total pressure and the local static pressure. 
It is related to the mean velocity in the section plane 
and plotted against the tunnel-height. 

The results a t  the center line for the empty diffuser 
(fig. 6 top) show increased velocities in the center 
and also increasing velocities near the walls. Several 
types of guide vanes are tested in the diffuser, as well as 
several screens and screen combinations. Best results 
are achieved using a screen of K=1.90 at  x=130mm. 
The velocity distribution (fig. 6 bottom) with this 
moderate additional loss is more uniform, although a 
slight increase near the walls persists. 

Experimental values for the middle measuring line 
of the downstream duct a t  various distances from the 
outlet plane the diffuser, with and without a screen, 
are compared with numerical results plotted for differ- 
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Figure 6:  Comparison calculation - experiment: veloc- 
ity distribution past the terminal resistance; calculated 
velocity profiles a t  different distances past the screen. 

ent distances from the screen (fig. 6 ) .  The traversing 
probe has been about 50mm away from the screen. 
Agreement is quite remarkable, though the geometries 
are different. The tested diffuser performs the tran- 
sition from circular to quadratic cross-section area in 
contrast to the axisymmetric design of the calculated 
diffuser. A large computed increase in velocity near 
the walls occurs because of the absence of the wind 
tunnel nozzle in the computational representation, be- 
cause of three-dimensional effects in the tested diffuser 
and because of deficiencies in the representation of the 
screen in the numerical method. The  screen is consid- 
ered in a very narrow region, i.e. over three grid cells. 
The simulation of the cooler shows that the velocity 
profiles become more uniform with a distributed pres- 
sure drop. Therefore, more about the generation of 
the pressure drop and its local distribution should be 
known to  achieve an even more realistic consideration 

of screens. 

4.3 Wind Tunnel Diffuser Flow 

The TWG wide-angle diffuser flow was analized by the 
extended numerical method. For proper determina- 
tion of the diffuser flow the pressure drop of the cool- 
er, which is located a t  the exit as terminal resistance, 
must be considered in an appropriate way. Tha t  means 
the pressure drop must be distributed in x-direction. 
The arrangement of the actual settling chamber instal- 
lations with cooler, flow straightener, and four screens 
is displayed in fig. 7. Fig. 8 displays the resulting 
flow for the dimensions of the transonic wind tunnel 
of DLR, TWG. Still a separation persists in the dif- 
fuser. Nevertheless, the outlet velocity profiles show 
increased homogeneity. Nearly, uniform velocity pro- 
files are obtained by adding a screen in the diffuser 
(fig. 9). Integration of a screen (K=1.90) into the 
wind tunnel diffuser leads to  nearly optimal diffusion. 
This modification was put into practice at the TWG. 

The results of both, the numerical and the exper- 
imental investigations, lead to  a modification of the 
actual wind tunnel. The velocity profiles of the flow 
downstream of all stilling chamber installations, tak- 
en before and past installing the specified screen in- 
t o  the diffuser, show remarkable reduction of distur- 
bances (fig. 10). 

5 Flow Quality 

5.1 Screen Flow 

The measured velocity profiles past screens present- 
ed in this paper are highly non-uniform. The da ta  
for each line seems to  be noisy and scattered. Mea- 
surements for several of the different versions were 
repeated under the same conditions and almost ex- 
actly the same results were always obtained. This is 
exemplified by fig. 10 presenting overlapping veloci- 
ty distributions taken four times for each configura- 
tion. That means, these small-scale disturbances are 
local non-uniformities and not time dependent. These 
steady structures can only be obtained by measuring 
techniques with high spatial resolution. Mutual coa- 
lescence of the jets emerging from a screen with low 
porosity is responsible for that  typical phenomenon. 
This effect, also called ’instability’ [4, 51, was not ex- 
pected past the employed screen with a porosity of 
B=0.59. 
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Figure 7: Settling chamber of the TWG (measuring units in mm). 
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Figure 8: Axisymmetric diffuser flow, cooler at the end, no screen. (TWG-Configuration): a) flow vectors, b) 
longitudinal velocity profiles, c) streamlines; inlet velocity u(z=0)=37.35m/s. 
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Figure 9: Axisymmetric diffuser flow, cooler a t  the end, with screen. (TWG configuration after modification): 
a) flow vectors, b) longitudinal velocity profiles, c) streamlines; inlet velocity u(z=0)=37.35m/s. 

I empty diffuser I 
1.04 

1.03 

1.02 

1.01 

1.00 
E 

\ 
>- 0.99 

0.98 

0.97 

0 . 9 6 1  I 7 I i ' r '  I 
0.00 0.20 0.40 0.60 0.80 1.00 

Y / B  

I screen in diffuser 

Figure 10: Measured velocity distribution in the settling chamber of the TWG (four measuring lines of the same 
flow situation overlap each other). 
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pre- modernization 
past modernization 

Wide-angle Diffuser Cooler Honeycomb Screens Tu, = u’/u 

empty circular tubes d/l=0.13 2* d=1.20mm1 p=0.41 1.0.. .4.0% 
with screen elliptic tubes d/l=0.10 2* d=0.40mm1 p=0.59 E0.75% 
d=0.40mm, 0=0.37 2* d=0.60mm. 0=0.59 

n 

$? 
Y 

4.00 

3.50 

3.00 

2.50 

2.00 

1.50 

1.00 

0.50 

Table 1: Settling chamber of TWG pre- and past modernization 

Inner circle, r/H=0.1875 Outer circle, r/H=0.3750 

- Tu-x old 

0.00 1 I I I t 
0.0 90.0 180.0 270.0 360.0 

probe position [deg] 

4.00 

3.50 

3.00 

2.50 

2.00 

1.50 

1.00 

0.50 

0.00 
0.0 90.0 180.0 270.0 360.0 

probe position [deg] 

Figure 11: Local turbulence level a t  the downstream end of the TWG settling chamber: Tuz=u’/u, Tuy=v’/v, 
Tu,=w’/w, before modernization (’old’), and past modernization (’new’). 

5.2 Turbulence Level 

The turbulence level in a wind tunnel test section is 
mainly governed by the turbulence generated in the 
stilling chamber. The turbulence here is usually domi- 
nated by screens, used as the last downstream installa- 
tions. Their ability t o  eliminate disturbances is respon- 
sible for flow homogeneity in the test section. Proper 
stilling chamber design is therefore substantial for at- 
taining the desired high flow quality. 

Measured da ta  from the wind tunnel calibration of 
TWG show the result of an improved stilling chamber 
and screen arrangement. The turbulence levels before 
and past wind tunnel modernization taken in a cross- 
sectional plane past the last settling chamber screen 
are compared. In fig. 11 the achieved turbulence re- 
duction is displayed] presenting the local relative fluc- 
tuation velocities in each direction on two circles (com- 
pare fig. 7, section A-A) around the tunnel centre axis. 
This is achieved by settling chamber installations list- 
ed in tab. 1. 

A major difference between old and new settling 
chamber is found in the design of struts for the wind 
tunnel cooler and the honeycomb flow straightener. 
Past  the modernization less struts are inserted and the 

strut cross-section profiles are improved. The change 
of the cross section of the cooler tubes from circular 
t o  elliptic should diminish the wake turbulence. Before 
the modernization the two screens in the settling cham- 
ber were not capable to  remove disturbances caused by 
the wakes of th&lunt struts of cooler, flow straight- 
ener, and screens. 

Additionally the screens of the ’old’ wind tunnel 
made of four pieces with soldered seams and a frame- 
work on each upstream side had of course no perfect 
structure. The one-piece cantilever screens of the new 
wind tunnel provide a uniform surface and meet the 
requirements for full homogeneous fluid flow. 

6 Conclusion 

Extensions on a numerical method permit t o  a.ccount 
for screens in internal fluid flow systems. The applica- 
tion of this method is demonstrated in the calculation 
of a wide-angle diffuser with screens. The result of the- 
oretical and experimental investigations was used to  
optimize a wind tunnel wide-angle diffuser flow. Con- 
vincingly better uniformity of the downstream velocity 
profile is demonstrated. The presented procedure can 



15-12 

be used to  design new facilities as well as to improve 
existing flow systems. 

Detected patterns in measured velocity profiles 
downstream of meshed screens lead to  new considera- 
tions of screen effects and come along with new ques- 
tions for future investigations. Stilling chamber design 
must be done carefully regarding screen generated tur- 
bulence. Improved arrangement and mounting of set- 
tling chamber installations may reduce the turbulence 
level dramatically. 
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ADAPTIVEWALL PERFORATED TEST SECTION 
FOR TRANSONIC WIND TUNNELS 

Neyland V.M., Ivanov A.I., Semenov A. V., Semenova O.K., Amirjanz G.A. 
Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 

140160 Zhukovsky-3, Moscow Region, Russia 

ABSTRACT 

The review will be presented on the experimental 
study of using of variable wall porosity for the 
methodical and productive wind tunnel testing of 
the aircraft models. Except for brief discussion of 
present state in this area the main reported results 
are based on the experience of exploitation of 
different porous wall test sections of TsAGI T- I28 
wind tunnel. 

This facility has 4 interchangeable test sections, 
each of them equipped with the specially designed 
variable porous walls according to the testing 
specialty. For example, test sections N I  and N2 
have each 128 controlled sections designed as 
overlapping porous surfaces with the open area 
ratio variation from 0 to 18%. Test section N3 is 
equipped with longitudinally- variable slots, open 
area ratio changing from 0 to 13%. This test 
section is used for 2-D airfoil testing and has all the 
necessary instrumentation: controlled wall 
boundary layer suction upstream the model, 2- 
degree of freedom wake survey mechanism, 
pressure measurement system for I200 points on 
the basis of electronic modules etc. 

Test section N5 serves for aeroelastic model testing. 
Adjustable wall porosity is designed only in model 
location area. It is used not only for wall 
interference reduction but also as an flow 
excitation source. 

As the example of different adaptive-wall test 
sections using the data are presented at two 
geometrically-similar A4 airfoil models testing in 
the test section N3; reference model AEDC-2 
testing in the test section N I  as compared to the 
16-T wind tunnel testing of the same model; 
"flying" strut testing in the test section NS. 

1. INTRODUCTION 

In the near future wind tunnels will remain the 
decisive instrument when developing new flying 
vehicles. And every time the desire will appear to 
test the largest possible model in a given wind 
tunnel. One of the means to achieve this target is 
adaptive walls of test section. 

History of the development of the adaptive-wall 
wind tunnel is well known primarily due to the 
studies of Dr. S .  Wolf and Dr. H. Goodyer [I]. 
They found out publications describing the 
experiment carried out in such facility as early as in 
the pre-war years. However, the second and true 
birth of the concept of the adaptive boundaries of 
the flow is tightly related to the names of Sears [2] 
and Ferry and Baronti [3]. They have based their 
idea on well-known principle of solid stream lines. 

Therefore, the first technical implementation of this 
concept was also realized in most obvious way, i.e. 
flexible adaptive walls. Since that time and up to 
now this type of self-adaptive flow boundaries 
remains most popular in the world, though neither 
of these facilities was used for industrial purposes. 

First non-classified Russian papers in this direction 
[4] were published soon after the pioneer works [2], 
[3] appeared, so their independent development and 
implementation is quite obvious. 

In the end of 60-s TsAGI began to develop project 
of large industrial wind tunnel T-128 with 
perforated adaptive panels on the test section walls. 
The facility was put into service in 1982. The new 
configuration of test section walls was aimed at 
minimization of hannful effect of flow boundaries 
on the flow past model by optimum adjustment of 
local perforation. This adjustment should be 
performed automatically by the controlling 
computer. During years of its operation certain 
advantages (rather significant) as well as 
drawbacks (which can be eliminated) were ' found 
out [6, 71. 

The present paper contains brief description or  
T-128 wind tunnel and all its sections having 
different variable porosity design depending on 
experiment requirements. 

Nomenclature 

M Mach number 
Re Reynolds number 
Cp dimensionless pressure coefficient 
f 
X 

R mathematical porosity parameter 
a angle of attack 

CL lift 
b airfoil chord 
h wind tunnel width (highth) 

porosity coefficient = (S orifices) / (S wall) 
coordinate along the tunnel axis 

2. T- I28 wind tunnel is a closed-circuit facility (Fig. 
I )  with variable density (total pressure varies from 
0.3 to 4 atm). Mach number range is 0.2 - 1.7, 
dimensions of the test section are 2.75~2.751~1. 
Reynolds number range of T- 128 is compared with 
Re numbers of other facilities of analogous size in 
Fig. 2. The facility is equipped with 5 interchan- 
geable test sections designed for various expe- 
riments: 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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- N I : 

- N 2: 
- N 3: 
- N 4: 

- N 5: aeroelasticity tests. 
Interchangeable test sections allow enhancing the 
productivity of the facility because the time 
required for the model installation in the tunnel 
circuit is reduced considerably. 

All the test sections are equipped with perforated 
wall panels of different configuration. Test section 
NI and N2 have similar design of variable 
perforation. 

The walls of either of these test sections consist of 
128 independent panels the porosity of which may 
vary from 0 to 18%. Porosity level is varied by 
overlapping the perforation holes by external plates 
moving along the fixed frame. Schematic of the 
wall panels as well as conventional locations of 
models are presented in Fig. 3.4. 

By the moment of putting the facility into 
operation no one had clear understanding of what 
should be the algorithm for wall porosity control. 
The investigations showed that the classical scheme 
of Sears matching the flow in the tunnel with the 
imaginary flow outside the circuit was not good 
because of the lack of super-fast techniques of 
computing 3-D transonic flows which allow to 
control the experiment in the on-line mode. On the 
other hand, it was technically difficult to measure 
the flow velocity component normal to the wall. 
For these purposes a non-intrusive method of 
measurements is desirable for transonic regimes, 
but at present this problem remains unsolved for 
the facilities of this size. 

tests of full models installed on the tail 

tests of half-models; 
test of airfoil models; 
(is not completed yet); simulation ofjets; 
optical/physical studies 

sting; 

To cope with these difficulties a simplified 
approach was adopted which was based on the 
following considerations. It is known that in a 
purely subsonic potential flow the internal region is 
fully governed by a single velocity component given 
on its boundaries. In this case, maintaining the 
given pressure distribution on the boundary 
corresponding to free stream conditions around a 
model shall ensure interference-free tests. There 
are two factors that distinguish the tunnel 
conditions from the above assumptions: viscous 
layer near the walls and local supersonic regions in 
the flow. 

Account of the first factor may be taken with the 
help of traditional (though rather complicated) 
methods. As for the second factor, it deteriorates 
the assumption of harmonicity of the functions 
defining the flow in the internal region. So, 
generally speaking, the above consideration 
becomes inapplicable. And the problem of 
errors induced by the local supersonic regions is 
still waiting in-depth analysis if the wall 

adaptation procedure is based on the given 
pressure distribution. 

So, the strongly simplified version of boundary 
conditions adaptation up to the wall interference 
elimination looks as follows (Fig. 5). The viscosity 
effect correction is applied to the measured wall 
pressure, and the resultant figure is compared 
with the designed value of free stream conditions 
near the model, The value of the mismatch 
pennits us to correct the local wall porosity. 

In fact, practical application of a theoretical 
concept even in such an over-simplified version 
causes a lot of problems. First of all, to calculate 
the reference far field one should choose the 
proper schematizing of the model. In subsonic 
case a set of singularities is quite adequate. 
Proper choice of schematizing is validated by 
comparison of the computed pressure with the 
measured pressure distribution on the walls at 
the given wall boundary conditions. 

In transonic flows at low angles of attack and 
side-slip angles the far field is governed by the 
transonic area rule. For high-lift models one 
may use the transonic lifting line theory. 
However, one should bear in mind that the both 
cases correspond to the test section size which 
is much larger than the size of a model. As a rule, 
in wind tunnel conditions the width of the test 
section is close to the length of the model. To 
predict the reference field for these conditions the 
calculations of a flow past a real configuration 
shall be done by the known numerical methods. 

Re-calculation of pressure measured on the tunnel 
walls to the edge of the potential flow core is done 
by computation of the boundary layer 
development on a porous surface at the measured 
Cp(x) [5].  Fortunately, in the majority of cases the 
optimum porosity level of the walls is very small, 
so the corrections applied to Cp due to mass flow 
through the wall are small too. The alternative 
approach is measuring of Cp at  some distance 
from the wall, for example, with the rails tapped by 
static pressure holes. 

The adaptation procedure presented in Fig. 5 is an 
iterative process the convergence of which depends 
on the choice of the initial approximation. At 
transonic regimes it is asymptotic transonic theory 
[6] that can help us to understand what is the initial 
porosity level. In accordance with this theory 

fopt  - ,/I! - M:l, i.e. the porosity f is close to 

zero at M, - 1. It will be shown below that this 
conclusion is proved experimentally. 

3. Let us present some experimental data based on 
the above considerations. 

3.1 In test section N 2 of T-128 the two 
geometrically-similar half-models of a civil aircraft 
were tested which differ in their size by a factor of 
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I .  (schematic of the laree modc installation is 
s h o A  in Fig. 4). Blocka&. ratio was 1.03% and 
3.16%, respectively. The models were installed on 
the external 5-component strain gage balance on 
t,he test section ceiling. Simultaneously with load 
measurements the pressure distributions were 
measured in 8 wing sections and along the 4 walls 
of the test section. 

When testing large half-model, pressure 
distribution Cpt along 6 rails, located outside of 
wall boundary layer was measured to provide data 
for wall adaptation in on-line mode. 

For the large model tests the wall adaptation was 
done at M=0.88, Re, = 7.10 , a = 0" and -4" . The 
interference free pressure field was determined by 
the linear subsonic theory. 

The wall porosity was adjusted to the optimum 

value by maintaining the measured pressure Cpt (x) 

close to the predicted value of Cpf(x). 

To find fopt(x) the technique of coordinate-by- 
coordinate retrieval was used. The resultant table 
of the functions fopt for each of the four walls and 
dependencies versus M and a were input in the 
computer controlling the porosity of the walls. 

Fig. 6 shows the rail pressure distribution obtained 
for the optimum porosity values in comparison 
with predicted free flow value Cpf. One can see that 
we managed to achieve rather good agreement of 
pressure profiles near the left wall where the 
pressure amplitude was maximum, and, 
consequently, its contribution of the interference 
effect should be maximum, too. On bottom wall 
Cp is close to 0 and is not sensitive to the porosity 
variations. 

6 

3.2 The wall adaptation procedure is quite time- 
consuming one and in many cases it can be 
substituted by less expansive approach - wall 
interference correction method. The original 
method was developed in T-128 based on its 
variable porosity implementation [7]. It consists of: 
a) a few runs with constant porosity value varying 
from min. to max. and showing the scatter in 
aerodynamic characteristics due to this variation; 
b) wall interference corrections obtained with CFD 
method being applied to given porosity value 
should collapse all data to a single curve, 
representing interference free results. 

The example of such an approach is given in Figs. 
7, 8 for AEDC-2 reference model, It was tested in 
T-128 test section NI at different porosity value 
f = 2% - IO%. (Left curve show scatter in C L ( ~ )  due 
to f variation). Then it was tested in AEDC 16-T 
wind tunnel of much large size, so that AEDC data 
can be considered as interference free ones. The 
comparison of T- I28 corrected for wall interference 
C~(o1) (right curves) not- only collapse to a single 

curve but also coincide with AEDC data. The last 
were obtained a few month later, when fully 
corrected results of T-I28 were issued. 

3.3 Wind tunnel T-128 has special test section N3 
destined to airfoils testing which are placed 
between side walls. Model is attached to two 
rotating discs which provide given angle of attack. 

Airfoil drag is measured as total pressure deficit in 
the wake profile as determined by Pitot tube. The 
automatic 2-degree of freedom survey mechanism 
provides with the profiles of total pressure. All 
pressure measurements in the wake and on the 
model surface are executed by electronic modules 
and gages collected into single measuring system. 

Test section walls are designed as variable 
longitudinal slots with porosity value change from 
0 to 13%. Slots are longitudinally segmented in 
such a way that each part of about I in length can 
vary its porosity independently. In the model 
location area only horizontal walls are perforated, 
while side walls are solid, downstream of the airfoil 
all 4 walls are perforated. Along centerlines of test 
section walls more than 1000 static pressure taps 
are located. 

One of the most valuable features of test section 
N 3  is that controllable suction from side walls 
upstream of the model provides perfect 2-D flow. 

Some results of two geometrically-similar models 
of A4 airfoil of Boeing company are presented in 
Figs. 9, I O .  Lift curves  CL(^), obtained at T-128 
and corrected for wall interference by very 
sophisticated CFD approach [8] gave good 
coincidence for two models of different blockage 
parameter b/h = 0.17 and b/h = 0.29. These data 
are in good agreement with 1AR wind tunnel data 
obtained earlier. 

3.4 Test section N5 is used for aeroelastic testing, 
for example, so called flying strut (Fig. I I)was 
tested here at transonic M number to prove 
stability and safety of the design. Wall porosity 
variation in this case served as excitation source to 
produce acoustic disturbances in the flow. 

Typical examples of digital waveforms recording 2 
sec. long in the frequency range up to 200 Hz for 4 
sensors outputs, obtained by means of spectrum 
analyzer, are depicted at Fig. 12. These pictures are 
for M=0.9 and two values of porosity factor - 2% 
and 18% (for P = I  atm). 

The signals from bending and torsional gauges, 
exhibits stochastic irregular character with random 
changes of amplitude. It means these elastic 
oscillations are pure forced ones due to tunnel 
turbulence, but not self-excited oscillations. 

Therefore, the system is far from loss of dynamic 
stability in frequency range of main vibration 
modes, i.e. it is far from flutter. 
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4.1 15 years of T-128 exploitation has shown that 
variable adaptive porosity is very valuable tool for 
wall interference reduction/elimination 

4.2 The variable porosity could be used in two 
ways: 

- non adaptive (relatively chiep) mode, giving 
data for wall interference corrections on the 
base of CFD/experiment matching. 

- adaptive (quite expansive) mode, eliminating 

4.3 Some improvements of adaptive variable 
porosity design should be done when repeating this 
approach in a new or modified transonic wind 

wall interference in on-line regime. 

, , tunnel. 
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i SUMMARY 
The complicated flow mechanism in the empty, pnrous IAK 2D 
test section including the plenum chamber and downstream 
diffuser section was studied and postulated. The forward-facing 
inclined holes in the test section top and bottom walls resulted i n  
the plenum pressure being higher than the test section static 
pressure. The original test section side walls were too short and 
a big opening was fornied behveen the rest section and the 
downstream diffuser. The plenum air mass was readily entrained 
through this opening by the free jet flow formed downstream of 
the test section. The removal of the plenum air mass from this 
opening effectively lower the plenum pressure resulting i n  the 
outflow phenomenon in the test section. With the presence o fa  
IOng side wall extension, the opening between the test section 
and the downstrean1 diffuser section would be shortened. The 
plenum mass flow was greatly reduced as entrainment was 
decreased due to a shorter free jet flow. A pressure equilibrium 
condition between the plenum and the test section was thus 
established resulting in  a constant pressure distribution along the 
test section. This paper presents the results obtained during tlie 
commissioning of this extended side wall configuration and tlie 
subsequent modifications made to it. A close to optimum 
configurdtion for the IAR 2D test section extension has been 
found. 

1. INTRODUCTION 
During commissioning of the IAR 1.5111 Trisonic Wind Tunnel 
with inter-changeable test sections in 1989 (Ref. 1 ), an adverse 
static pressure gradient in the axial direction was observed in  the 
2D test section. The side walls of the test section (Fig. 1 ) are solid 
and form a 0.38m (15") wide channel. The top and bottom walls 
feature variable porosity having slanted holes with splitter plates 
(Fig. 2) as opposed to the old test section with nannal holes 
perforation. The forward-facing, 60" inclined holes are 'more 
effective in inducing flow from the test section to the plenum 
chamber. The plenum pressure for this type of wall configuration 
is always higher than the test section static pressure. There is an  
equilibrium plenum pressure with which the mass flow from the 
test section into the plenum chamber through the perforations 
and the discharge of air mass from the plenum chamber to the 
downstream diffuser is matched. Once tlie plenum pressure 
deviates from this equilibrium value, either an out-flow or in- 
flow situation will develop at the walls, resulting i n  static 
pressure gradient changes in the test section. 

The static pressure gradient observed in the 2D test section is 
found to be Mach number dependent and its magnitude varies 
fiom 1.4X 10'/matM = 0.2 to 5.5 X lO"/m at M = 0.9 i n  ternis 
ofC,. In the quest for ongoing improvement of wind tunnel flow 
quality, the presence ofthis adverse static pressure gradient, even 
though its magnitude is quite small, is undesirable. Recently there 
have been attempts to alleviate this adverse pressure gradient 
(Ref. 2). The preliminary findings indicated that by installing 
side wall extensions to the wind tunnel test section (Fig. 3), flat 
axial static pressure distributions could be achieved for a wide 

rengc cif Mach number. The success was attributed to the control 
of  the re-entty flow from the plenum chamber into the 
downstream diffuser section. The side wall extensions used were 
ciforclinary steel plates and measurements could only be carried 
out a t  low Reynolds number, up to 26 X 1O6/m, due to safety 
concerns. 

A structurally durable set of side wall extensions was designed 
and manufactured based on findings of this preliminary 
investigation. This paper presents the results obtained during the 
conimissi~ining of this extended side wall configuration and the 
subsequent modifications made to it. 

2. 2D TEST FACILITY 
As mentioned before, the 2D test section featured porous top and 
bottom walls and solid side walls. The solid side walls terminated 
about 0.56m (22") ahead of the downstream diffuser section. 
This large opening was originally designed to avoid the 
possibility ofchoking the channel at higher Mach number due to 
the blockage ofthe 3D model support and at the same time avoid 
excessive transient loading of the side wall structure during 
tunnel start-up and shut-down. Both concerns were eventually 
discarded. Settings of the Side Entry Flap (SEF), "L" and 
Contraction Joint (CJ), "D" in the downstream diffuser section 
were adjustable and were usually set wider than the test section 
width (Figs. 3, 5). 

At the IAR 1.5m wind tunncl, top and bottom walls static 
pressure measurements were routinely made when operating in 
the 2D mode. The measurenients were used in determining 
corrections to the measured data due to wind tunnel wall 
interference (Ref. 3). The present set of measurements were made 
in the empty test section in  the Mach number range of 0.2 to 0.9. 
Unit Reynolds number varied from 6.6 to 98 X 106/m. Top and 
bottom walls tubes were used to measure static pressure 
distribution in the axial direction (Fig. 4). Each tube had 40 static 
pressure orifices but only 32 were measured using the 32-port 
Scanivalve 15 psid ZOC-22 module. For calibration purposes, a 
centreline static pressure tube, having 29 ports, was available. 
However, when side wall extensions were in place, 
measurements from the static pressure tubes were found to be 
influenced by the position of the 3D model strut. The 
downstream mounting mechanism of the centreline tube 
interfered with the "NAE Sting Support" of the 3D model 
support strut at its nonnal centreline position. The strut had to be 
re-positioned to either below or above the tunnel centreline. This 
ofkenhr. position produced an asynnnetry in the static pressure 
distrihutions on the wind tunnel top and bottom walls. 
Eventually, the centreline static pressure tube was removed and 
only the results obtained from the top and bottom walls static 
pressure tubes were used to evaluate the static pressure 
distributions in the test section. 

Various configurations of side wall extensions were tested to 
investigate their effects on test section static pressure gradients. 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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3. FLOW MECHANISM 
It is well known that for a test section with forward facing 
inclined holes, the plenum chamber pressure tends to be higher 
than the test section static pressure. When an equilibrium pressure 
is established in the plenum chamber, there is no in-flow or out- 
flow and the ideal flat static pressure gradient is achieved in the 
test section (Ref. 4). The large openings at the downstream end 
ofthe original 2D test section allowed unrestricted plenum flow 
to be entrained by the free jet formed downstream of the test 
section (Fig. 5). This excessive mass flow from the plenum 
chamber lowered the plenum pressure below the equilibrium 
value and induced flow out of the test section. The resulting out- 
flow led to the adverse static pressure gradient observed in the 
test section (Fig. 6). 

The placement of the solid side wall extensions as well as the 
blanking plates in the downstream diffuser section were intended 
to eliminate the communication between the plenum chamber 
and the diffuser exit flow (Fig. 3). By adjusting settings of the 
Side Entry Flap (SEF) and the Contraction Joint (CJ) of the 
d i b r  section (Fig. 5), it was hoped that an effective control of 
the plenum exit flow could be achieved, and consequently the 
control of the static pressure gradient. Preliminary results from 
Reference 2 do support this hypothesis. 

Results from the present investigation provides additional 
information about the flow mechanism in the exit of the test 
section and the downstream diffuser section. It was found that the 
control ofplenum exit flow by adjustment of settings of the Side 
Entry Flap and the Contraction Joint of the diffuser section was 
marginal at best. The test section exit configuration had to be 
very close to the optimum case for the control to be effective. 
The pressure at the test section exit location (Pe) and 
subsequently at the downstream diffuser section (Pd) may have 
a more profound effect on the plenum pressure and in turn the 
test section static pressure distribution than previously 
anticipated. Tufts flow visualization showed that the flow 
direction at the channels formed by the flow restraining walls and 
the downstream diffuser walls could be either upstream or 
downstream, which further complicated the flow mechanisni at 
this region. 

4. RESULTS 
Figure 6 shows the static pressure distributions in coefficient 
form as measured by the ceiling tube in the original test section 
for a wide range of Mach number. The unit Reynolds number 
was kept constant at 49 X 1 06/m (1 5 X 1 06/Ft.). Only results from 
the ceiling tube are shown as there is hardly any differences 
between the top and bottom walls data. The static pressure 
gradients are found to be Mach number dependent and their 
magnitude varied from 1.4 X 1 O-*/rn (3.6 X 1 04/in.) at M = 0.2 
to 5.5 X 103/m (1.4 X 104/in.)at M = 0.9 in termsofC,. 

The 2D side wall extension as used in  Reference 2 is quite simple 
in design. The schematic of the final configuration of extension 
used in that preliminary study is shown in Figure 7. Basically the 
extension was made up of three pieces of 15.81nm (5/8") thick 
carbon steel plate for each side wall, staggered as shown. The 
overall length was 0.56m (22") and angle irons were used as 
reinforcement at the back. The improvement to the static pressure 
gradients is quite dramatic. Figure 8 shows the results obtained 
with this preliminary side wall extension in place during the 
present test programme. The static pressure distributions in the 
test section are flat for all Mach numbers investigated. The SEF 
and CJ settings ofthe downstream diffuser allowed for a 0.254m 

( lo")  gap between the side wall extension and the flow 
restraining wall laterally (Fig. 5). The flow restraining wall 
formed a 1.5" half angle diffuser as well. The blanking plates in 
the downstream diffuser were not used. It should be noted that 
due to safety concerns, measurements were made at a very low 
stagnation pressure (25 psia) for this extension configuration. 

The very encouraging improvements to the 2D test section static 
pressure distributions by such a simple modification prompted 
the design of structurally-sound "permanent" side wall extension 
to the facility. The schematic of this test section extension is 
shown in Figure 9. More elaborate reinforcement of the 15.9mm 
(5/8") thick carbon steel plate is incorporated. The overall length 
of the extension is 0.55m (21.5"). Mounting brackets for the 
extension are designed such that upon installation in the tunnel 
circuit, the test section extension formed a 2" half angle diffuser. 
This configuration retained approximately the same exit area of 
the preliminary extension as described before and at the same 
time eliminated the steps which are not very practical in the wind 
tunnel routine operation. Upon commissioning of this 
"permanent" side wall extension, it was found that the tunnel 
flow characteristic had been changed from that of out-flow to that 
of in-flow (Fig. 10). The subject length of this solid extension 
almost closed the opening between the test section and the 
downstream diffuser. The control of plenum exit flow by 
adjustment of settings of the Side Entry Flap and the Contraction 
Joint of the diffuser section was marginal at best and insufficient 
to alter the gross negative static pressure gradients with or 
without the blanking plates in the diffuser section. Schemes to 
change the extension exit conditions such as installing forward 
facing steps of various heights worked well but were highly 
Mach number dependent. 

Quite a number of conjectures were put forward as to the reasons 
why the very crude preliminary side wall extension appeared to 
work well in the initial investigation but not at all with the more 
refined configuration of the "permanent" side wall extension. The 
most plausible one being that small gaps were created in forming 
the steps in the preliminary side wall extension. These gaps 
allowed some plenum flow to leak through (as confirmed by 
flow visualization). The "permanent" extension with smooth 
surface is a far more effective diffuser and the solid section 
effectively restricted the outflow of the plenum air mass. Notably, 
it was found that a very small change in the plenum pressure, in 
the order of 0.001 in C,, was sufficient to alter the static pressure 
gradients in the test section. 

Modifications had to be made to the "permanent" side wall 
extension in order to make it functional and practical for routine 
wind tunnel operation. Several parameters of the test section 
extension were investigated, among them the extension length, 
the extension configuration and the extension's diffuser angle. 

4.1 Effects of Length 
With the "pernianent" extension in place, the plenum pressure 
was found to be higher than the desirable equilibrium value and 
resulted in the "in-flow'' phenomenon. It was thought that by 
reducing the length of the extension, the restriction to the 
plenum flow to be entrained by the free jet flow would be 
reduced. The preliminary extension used in the initial trial was 
suitable for such an investigation. There were sufficient 
adjustments in the set up to allow one of the three plates to be 
moved back and forth (Fig. 11) to form extensions with lengths 
of 0.4m (16"), 0.43111 (17") and 0.46m (18"). The test section 
static pressure distributions as obtained from these various 
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extended lengths extensions are shown in Figure 12. The 
pressure distribution fiom the original test section (designated by 
0") is included for comparison as well. It can be seen that the 
static pressure distribution obtained with the 0.43ni (1 7") 
extension in place is the best. With the test section shortened by 
just 2.54cm (1") from the 0.43ni long extension, the opening 
between the test section and the downstream diffuser became 
bigger and allowed more plenum mass flow to exit. Lower than 
equilibrium plenum pressure was established resulting in the 
"out-flow'' situation. With the test section lengthened by 2.54cm 
(1") from the 0.43ni (1 7") long extension, the opening between 
the test section and the downstream diffuser became smaller and 
allowed less plenum mass flow to exit. Higher than equilibrium 
plenum pressure was established resulting in the "in-flow'' 
situation. The results h n i  this Figure further substantiate the 
hypothesis that there is an optimum opening between the test 
section and the downstream difhser to allow an equilibrium 
value of plenum pressure to be established. However, this is not 
the only parameter that has an effect on the test section static 
pressure distribution as is shown below. 

4.2 Effects of Extension Configuration 
Having established the most appropriate side wall extension 
length b use, the effects ofvarious extension configurations were 
investigated. The preliminary extension which was made up of 
three separate pieces as described before were arranged in various 
combinations. Five extension configurations resulted, all of  the 
same length (0.43m, 17"), and are shown in Figure 13. 
Configuration (a) is just a parallel extension of the existing test 
section. Configuration (b) has a 0.35m (14") long parallel section 
followed by a 0.08m (3") long parallel section with a 15.9mm 
(5/8") step. Configuration (c) features a 0.23m (9") long parallel 
section followed by a 0.2m (8") long parallel section with a 
6.4mm (1/4") step. Configuration (d) has a 0.23m (9") long 
parallel section followed by a 0.2m (8") long section with a 2" 
half angle. Configuration (e) has a 0.23m (9") long parallel 
section followed by a 0.2m (8") long section with a 6.4nim (1/4") 
step and a 2" half angle. 

The results obtained are shown in Figure 14. The simple parallel 
extension, Configuration (a), and Configuration (b) still have 
features of the out-flow situation. Configuration (e) with the 
6.4mm (1/4") step and a 2" halfangle over the last 0.2m (8") of 
the extension shows features of the in-flow phenomenon. 
Configuration (d) with the 0.23m (9") long parallel section 
followed by a 0.2m (8") long section with a 2" half angle resulted 
in the most desirable static pressure distribution in the test section 
among the five configurations investigated. 

4 3  Effects of Extension Diffuser Angle 
Spacers of different thickness were used with the side wall 
extension brackets to form extension of the same length but with 
various diffusion angles. The investigations were carried out only 
at low Mach number and low dynamic pressure (,M = 0.26, 
q = 1 psia) for safety concerns. 

Figure 15 shows that for the side wall extension with length of 
0.44m (17.5"), a difhsion angle of approximately 1 half angle 
would provide the flattest static pressure distribution in the test 
section. With the side wall extension diffusion angle at 2" half 
angle, the pressure at the exit of the extension would be higher 
than that ofthe extension with diffusion angle of 1.1 O half angle. 
It is believed that the higher pressure at the test section exit would 
provide more resistance for the plenum mass flow to be entrained 
into the main flow. The higher exit pressure would eventually 

communicate with the plenum pressure via the channels formed 
by flow constraining walls and the downstream di f i se r  section 
side walls. As expected, the lower test section exit pressure from 
the 0.67" half angle diffuser would provide less resistance for 
the plenum mass flow to be entrained by the freestream flow. No 
pressure measurement at the test section exit location was taken, 
however a rough estimate based on ideal isentropic relations 
suggest that the pressure difference at the test section exit 
between the 2" half angle extension and the 1.1" half angle 
extension would be approximately 0.08 in C,. This small 
difference in test section exit pressure does have a large effect on 
the wind tunnel test section static pressure gradient as can be seen 
in Figure 15. 

4.4 Final Extension Configuration 
Modifications were made to the "permanent" side wall extension 
based on results reported above. The length of the extension was 
reduced to 0.44m. An aluminum plate with a 2" wedge angle 
followed by a constant thickness section was attached to the 
surface ofeach side wall extension (Fig. 16). After installation in 
the wind tunnel, the extension would be a 0.22m long parallel 
section followed by a 0.2m long section with a 2" half angle, 
very similar to Configuration (d). 

The test section static pressure distributions obtained with this 
extension are shown in Figure 17 for a wide Mach number range 
of  0.2 to 0.9. The unit Reynolds number is constant at 
49 X 1 06/m (1 5 X 1 06/A.). The settings of Side Entry Flap and 
Contraction Joint are the same for all cases. The pressure 
distributions are very flat for all Mach numbers. Figure 18 shows 
the results as expressed in AM (M,,, - M,, ) distributions. There 
is hardly any gradient in the test section for all Mach numbers of 
interest. This particular extension configuration works for the 
higher, more realistic Reynolds numbers as well. Figure 19 
shows the pressure distributions obtained for unit Reynolds 
number of 49 X 106/m (15 X 106/ft.) and 98 X 106/m 
(30 X 106/ft.) forthe M = 0.9 case. The pressure distributions are 
very flat for both Reynolds numbers. 

5. CONCLUSIONS 
The complicated flow mechanism in the empty, porous IAR 2D 
test section including the plenum chamber and downstream 
diffuser section was postulated. The forward-facing inclined 
holes in the test section top and bottom walls resulted in the 
plenum pressure being higher than the test section static pressure. 
There is an equilibrium plenum pressure where no in-flow or out- 
flow situation occurs at the walls. The original test section side 
walls were too short and a big opening was formed between the 
test section and the downstream diffuser. The plenum air mass 
was readily entrained by the free jet flow through this opening. 
The removal of the plenum air mass from this opening effectively 
lower the plenum pressure resulting in the out-flow phenomenon 
in the test section. With the presence of a solid side wall 
extension, the opening between the test section and the 
downstream diffuser section was reduced. The plenum mass flow 
was greatly reduced as entrainment was decreased due to a 
shorter free jet flow. A pressure equilibrium condition between 
the plenum and the test section was thus established resulting in 
a constant pressure distribution along the test section. 

Some of the more important parameters having an effect on the 
IAR 2D test section static pressure distributions have been 
identified. They are: 

size of opening between test section and 
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downstream dif iser  section (extension length); 

- test section exit area configurations and 

- test section exit pressure. 

A close to optimum configuration for the IAR 2D test section 
extension has been found. The extension features a 0.22111 long 
parallel section followed by a 0.2111 section with a 2" half angle. 
The addition of this extension has proved to be insensitive to 
Mach number and Reynolds number variations. The empty test 
section static pressure distributions have been improved. There 
is no need to make run to run fine adjustment to the wind tunnel 
which makes it a very practical addition to the test facility. 
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Configuration with Adjustable Length 
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Figure 12 Effects of Extension Length to Test Section 
Static Pressure Distributions 
Re = 5X106/ft.. M = 0.5 
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Figure 14 Effects of Extension Configurations to Test 
Section Static Pressure Distributions 
Re = 8.6X106/ft., M = 0.8 
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Figure 16 Schematicof Final 20  Test Section Extension 
Configuration (Top View) 
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Figure 18 Ceiling Mach Number Distributions (with Final 
2D Test Section Extension Configuration) 
Re = 15XlOB/ft., M = 0.2 to 0.9 
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Figure 19 Ceiling Static Pressure Distributions (with Final 
2D Test Section Extension Configuration) 
Re = 15 and 30X106/ft.. M = 0.2 to 0.9 

Figure 17 Ceiling Static Pressure Distributions (with Final 
2D Test Section Extension Configuration) 
Re = 15X106/ft., M = 0.2 to 0.9 
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EVALUATING ANALYTICALLY AND EXPERIMENTALLY THE GAS DYNAMICS OF 
TRANSONIC WIND TUNNELS WITH DEVICES FOR AIR EVACUATION FROM PLENUM CHAMBER 

V.P. Verkhovskv 
I O.V. Lyzhin I 
Z.G. Pasova, 

Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 
140160 Zhukovsky, Moscow Region, Russia 

ABSTRACT 

The report provides results of experimental evaluation of 
flow in a transonic wind tunnel with forced suction from the 
plenum chamber surrounding a perforated test section. It is 
sliown that the test sectioii exit part features ai air outnow 
into the plenum cham be^ this deceleratcs flow, increases 
pressure, and decreases the Mach number at the entry into 
the main subsonic diffuser of the wind tunnel. In this case, 
total pressure losses become notably less. 

Also reported are results of experimental investigation into 
operation of a large Wind tunnel with the suction system 
wluch extends the ranges of Mach and Reynolds numbers and 
reduces total pressure losses. 

Nomenclature 

suction system flowrate 
test section flowate 
suction flowrate factor 
length of the "suction dilruser" 
Mach numbcr in test section 
Mach number at the test section exit , 

stilling chamber pressure 
total pressure at the exit section of 
subsonic diffuser 
total pressure recovery coefficient 
permeability coefficient of test section 
walls 

INTRODUCTION 

When operating a transonic \hind tunnel iuidlor making a 
wind tunnel with subsokc nozzle reach a Mach number of 
over 1, the process is accompanied with penetration of a 
certain fraction of Uie working gas through perforated walls 
into the plenum chamber surrounding the test section. This 
fraction may be either returned into the main stream through 
an end slot at the test section exit (the self-adjusting suction) 
or removed from the plenum chamber by using a special 
system (the suction). 

The total pressure losses at a certain test section Mach 
number can be characterized in terms of the total pressure 
recovery coefficient v. In the design with self-adjusting 
suctioii tlie fwiction A ( M )  is completely governed by the 
wiiid tunnel geometry - in particular, by the height of an end 
slot domstream of the test section. In a wind tunnel with 
suction the value of v depends not only on M but also on the 
suction llow~ate factor K. 

The v values attainable with the suction system are higher 
than those in the case of self-adjusting suction; this reduces 
the compression required (thus, the power of the main fan). 
However, removing the gas from the test section requires 
estra power. Nevertheless, the theory predicts that resorting 
to suction is beneficial at certain operation conditions. 
Moreover, suction becomes notably profitable when test 

section pressure is higher than atmospheric and the removal 
does not require power. 

1. EXPERIMENTAL EVALUATION OF "SUCTION 
DIFFUSER" 

The experiments were mounted in a blow-down wind tunnel 
with a 180 inn1 by 180 iiun test scction; it is supplied with 
the air from bottles with prcssure of up to 1 ma. Nozzles in 
Uie Wind tunnel are p h w ,  will1 fixed geometry. All four 
walls of the test section are perforated, with the wall 
permeability coefficient ranging from 0% to 30%. Si& walls 
are parallel to the test section axis. whereas the upper and 
lower walls are set at 30 to the axis (in order to compensate 
for bounday layer displacement). Downstream of the test 
section is the section with controllable flaps that provide for 
operation with both self-adjusting suction and forced suction. 
The test section is surrounded by the chamber from which the 
air may be sucked by a single-stage supersonic ejector. 

Figure 1 represents the experimentally obtained relation of 
the total pressure losses to the suction flowrate factor, 
FRK). for test section Mach numbers 0.8, '1.0, and 1.2 (at 
a=l - 13%). With Mach number fixed, the value of v 
notably increases widi the suction flownte factor, while not 
depending on tlie wall permeability degree. 

For comparison's sake, Figure 2 depicts the b c t i o n  FRM) 
for operation with self-adjust@ suction. One can see that 
forced suction ensures much greater v values Urn the self- 
adjusting suction. 

Figure 3 shows the pressure distribution along the test 
section at M=l and various wlucs of the suction flowrate 
factor (the wall penlieability U is approximately 13%); a id  
Figure 4 represents the Mach 'number profile along the test 
section with different permeability degrees at K4.14. It is 
seen from Figure 3 that a major part of the test section 
features an almost constant pressure which is equal to the 
plenum pressure. At the exit of the test section there exist an 
elevated pressure zone. It is in this zone that the gas does run 
from the test section into the plenum chamber, thereafter into 
the suction system. The measured values of P/Po may be 
utilized to evaluate Mach number profiles along the test 
section, refer to Figure 4. It is seen that pressure does rise in 
going to the test section exit, while Mach number gets 
significantly less. This test section zone with higher pressure 
may be called "a diffuser due to suction", or "a suction 
d i t h r " ,  because gas is decelerated here due to gas flowing 
out into the plenum'chmber, whereas at M--const the Mach 
number at the test section exit, &, is only governed by the 
gas removal rate (the K factor). 

Figure 5 demonstrates how the test section end Mach number 
I&,,, depends,on K at M4.6.0.8, 1 .O. For all values of u the 
test points for each M value are on common curves. The 
experimental data obtained at Mach numbers 0.6 and 0.8 
nlay very accurately be described by a simple relation 
q(&)=q(MXl-K) where q(M) is a function of a relative 
flowrate of Uie nozde. Sonic. discrepancy between the test 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
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points and the theoretical curve at M=l.O seems to be due to 
inadequate compensation for boundary layer in the test 
section under these conditions. 

The length L of the "suction d i f i e r "  at M-onst depends on 
tlie suction flowate factor and the test section wall 
permeability: L q K ,  U). The length increases if the suction 
flowrate factor increases andlor the permeability degree is 
decreased. In the case of low pcrmeability (say, uG%) and 
Kz0.1 the "suction diffuser" mag be as long as the test 
section (Figure 6). 

Dependence of the "suction diffuscr" rclativc lcnglh 
L =f(K, U) (% = L L )  for M=l .O may be seen in Fig. 7. 

All the points obtaincd .expcrimentcllly at K=const are on 
smooth cwes .  With Mach number and K being maintained, 
for most conditions (especially at ~ 1 0 %  - 30%) the E value 
is invcrsely proportional to U. This function 1 =f (K, U) is of 
practical significance since it enables determining the test 
section exit value U necessary for the "suction diffuser" being 
downstream of the test model. From the relation E =rlrc, U) 
it follows that the "suction diffuscr" length is 0.15 for K=O. 1 
and ~ 3 0 % .  It may be assumed that if permeability U of 
walls in the test section exit section of length L c 0.10 is 
40% (with some kind of extrapolation from the data 
available) then the flow deceleration zone will be strictly 
downstream of the test model, regardless of the permeability 
degree over the main part of walls. Test results demonstrated 
in Fig. 8 have been the decisive validation of this assumption. 
Resorting to perforation with 0 ~ 4 0 %  does almost eliminate 
the effects of plenum chamber suction on quality of the 
stream in the domain for installing a test model. 

- 

In a wind tunnel with "suction diffuw" thc Mach number 
M&t of thc strcam outflowing into a subsonic diffuser is lcss 
than the test section Mach number. In this situation the 
recovery of total pressure in the main d i k e r  depends on 
Mad, only. Plotting the dependence of Y on Modit for M values 
not exceeding 1.0 shows that experimental points fall on a 
common curve (Fig. 9). Test data for the facility witb forced 
suction are slightly over the curve for tests with self-adjusting 
suction. This can be explained taking into account the fact 
that the main diffuser with forced suction has a thinner 
boundruy layer at the entry. 

2. RESULTS OF STUDYING THE PERFORMANCE OF 
TRISONIC WIND TUNNEL WITH SYSTEM FOR AIR 
EVACUATION FROM PLENUM CHAMBER 

The experimentally validated theoretical principles for a 
wind tunnel with a suction system have been embodied in the 
fan-driven T-128 wind tunnel with a 2.75 m by 2.75 m test 
section for a Mach number range 0.2 to 1.7. A schematic of 
the suction system is depicted in Fig. 10. The system includes 
a separate fan, heat exchanger, and control components. 

An important problem was to develop subsystems for 
controlling the suction operation and protecting the wind 
tunnel in emergency. Special experiments for determining the 
characteristics of the suction subsystem were carried out to 
create suction subsystem control algorithms and computer 
software. These envisage 

- monitoring the condition of shut-offlcontrol components, 
- flow monitoring, 
- controlling the suction flowate, and 
- shutting down the subsystem in emergency situations. 

Thc suction flowrate is controlled by mc;LI1s of suctionby- 
pass throttles. The maximum flowrate depends on the suction 
subsystem fan drive power (=20 MW) and may be as great as 
110 kg/s. The maximum suction flowrate factor K depends on 
a rated Mach number and a stilling chamber pressure. Figure 
11 represents the maximum suction flowate factor K as a 
h c t i o n  of the test section Mach number M at the stilling 
chamber pressure PO+. 1 MPa. 

The suction system has made it possible to extend the M and 
Re ranges available. For example, the Reynolds niunber has 
been increased by 9% - 28% for M4.87  - 1.0. As well, 
Mach niunber of 1.4 - 1.7 has been reached, while ensuring a 
uniform flow in the model installation domain - without the 
suction system the maximum Mach number is 1.4. 

The extension of capabilities has earlier been said to be due 
to reduction of total pressure losses. With this in mind, Fig. 
12 demonstrates the experimentally obtained relation of the 
total pressure recovery coefficient to M in the wind tunnel 
with forced and self-adjusting suction. In these evaluations 
the test section contained an airplane model with a relative 
wing area of 0.07, the angle of attack being as higli as 20 
degees. 

The suction system was also used to remove boundary layer 
from test section side walls in fiont of an airfoil. Because of 
extremely low gas flowrate required (K-1%) the suction 
system control options have been modified. Sucking the 
boundary layer enabled reducing the boundary layer 
displacement thickness by 75% - 80% of the value for the 
wind tunnel with no suction system; this ensured highquality 
"two-dimensional" flow around the model. 

Thc prcscnt suction system \vas also cmploycd to cvacuatc 
the main channel of the wind tunnel. In this case the time to 
pressure of 30 kPa has been 3 minutes instead of 40 to 50 
minutes with vacuum pumps. 
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1 ,  test section 4, suction throttle 7, suction pump 9, hcat cxchangcr 
2, plenum chnmbcr 5,  by-pass throttle 8, elcctric drivc 10, air return chamhcr 
3, gate 6, antisurge valve 

Figure 10. Schematic of TsAGI T-I28 wind tunnel air section system 
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SUMMARY 

An alternative concept to reduce wall interference in 
wind-tunnel testing by means of adaptive slots is pre- 
sented and its benefits are highlighted by means of 
experimental as well as numerical investigations. The 
qualification of the 3d-NAVIER-STOKES code 
empbyed for the parametric numerical investigations is 
demonstrated by comparison with Laser 2-focus and 
surface pressure measurements. 

The effectiveness of a single central adaptive slot Is 
proved for a convex profile as well as for a body of 
revolution by referencing the results to 2d wali 
adaptations. 

For a simplified 3d slot adaptation featuring 6 slots on 
top and bottom wall each, better agreement with the 
freestream solubbn than for the 2d wall adaptation was 
achieved. 

- 1. INTRODUCTION 

The benefit of the adaptive wall technique for the 
reduction of wall interference in windtunnel testing 
has been impressively and successfully demonstrated 
since more than a decade [ 1, 2 1. Nevertheless, its 
appkatbn is nowadays still restricted to small size test- 
sections, mainly of research facilities. 

Hence, it was obvious that adapllve wali aspects 
should also be considered during the design phase of 
the European Transonic Windtunnel ( ETW ). But the 
tM&n dlmensiansof 9 x2.4 x 2 m ( length x width 
x h&ht ) combined with the tunnel operation limits of 
450 kPa In pressure and down to 100 K in temperature 
Would have required large flexible plates and poWerfUl 
actuators with high load capabilities and suitable for 
clyogenic operatbns. Consequently, only an option for 
afuture retrofn of adapted walls was set up at that time. 

The present design of ETW consists of a slotted Wall 
test-section with six slots in the floor and ceiling and 
four on each sidewall, the latter currently closed for full 

model testing. Machined Insens define the slot shape 
providing a low flexibility for an individual adaptation. The 
hail model test capability at ETW ( available in 1998 ) will 
require the models to be attached to the top wall. Thus, 
wall adaptahns would preferably be provided on the side- 
wails of the test-section. In the light of these aspects and 
the additional request to generate fast and easily a solid 
wall configuration a new adaptation concept employing 
adaptive slots instead of adaptive walls has been 
developed. 

- 2. 

The basis of the so called ‘Adaptive Slot’ concept is closely 
allied lo the ‘adaptive wall ’ principle. The principle is 
sketched in fig. 1. 

THE ADAPTIVE SLOT PRINCIPLE 

Fig. 1 Sketch of a test-section with adaptive slots 

As opposed to the ‘Adaptive Wall‘, where due to the 
streamlining process additional cross-section area is 
provided by a deflection of a complete wall, the ‘Adaptive 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and rheir Comportenrs”. 
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SM' offers the capabiky to adjust the floor of each slot 
individually, hence, allowing a three dimensional 
adaptation by reducing the residual effects over the 
span of nting models. Referring to a slotted rectangular 
test-section as in ETW, the slot channels (i.e. the 
region behind the gaps in the walls which is typically 
open to the surrounding plenum ) may be bounded by 
the backup structure of the walls while the floor of 
each channel consists of a flexible plate. Small size 
hydraulic, pneumatic or electric actuators manage the 
longitudinal deflection of each plate to achieve the 
required shape being requested for the specific model 
and its test condition to minimize wall interference. A 
use of sliding seals on the plates will protect against 
hderal gas exchange between two adjacent channels 
and render the plenum superfluous. 

With respect to a possible modification of existing 
sbtted tunnek cost for implementation or retrofit will be 
lower than for adaptive walls because the main 
supporting structure of the test-section can be kept. 
The rewiling cancellation of classical high energy slot 
flow should also cause a reduction in circuit losses 
and aerodynamic noise. 

- 3. THE VALIDATION CONCEPT 

- 3.1 The Strateqy 

Attempting to demonstrate that a concept for 3- 
dimensional adaptation works satisfactory for any test- 
object and tunnel configuration would be unrealistic. 
Even &er the introduction of major simplifications and 
restrictions there are to many parameters left which 
might have an influence on the final solution (e.g. 
number of slots, longitudinal slot shape, slot width to 
depth ratio, slot spacing, slot I wall or slot I sbt 
intetference). Consequently, the majority of parametric 
investigations had to be carried out by means of a 
qualified Navier - Stokes code. While the flow sober 
itself is validated by comparison with wind-tunnel 
measurements, calculations for adapted slot 
configuralbns are referenced to results obtained for 2d 
adaptive wall solutions. 

Future work is planned to modify the test-section of a 
research faciily by an implementation of 'adaptive slots' 
to perform the final experimental proof. 

- 3.2 TheTool 

The presence of complex 3 dimensional flow fields 
clearly favoured the use of a 3d Navier Stokes Code. 
The Department of Aeronautks and Astronautics at the 
Technical University of Berlin in Germany, which 
performed all numerical calculations on the presented 
subject, operates the flow solver TASCFLOW3d. 
Generally, it solves the time-averaged Navier-Stokes 
equalbns by appkation of a simultaneous treatment of 
pressure and velocity terms. For turbulent flow 
quantities a standard k-e turbulence model is used. 

The numerical grid generation is favourably of the 
elBpW type offering the application of block-strudured 
non-orthogonal grids with embedding and attaching 

fundons. Storing all dependent variables at each grid node 
this single cell storage simplifies the implementation of the 
discretization scheme and provides a strong conselvation 
of momentum. Thediscretization of the calculation domain 
isperformed byafiniteelement ( FEM) based finitevolume 
( FVM ) method combining their individual advantages of 
high geametrical flexibility ( FEM) with amrate 
mnsewatlon properly ( FVM ). 

A futy impkit, incomplete lower I upper factorization solver 
manqes the rehxatbn scheme empbying an unstructured 
grid data structure. Acceleration capacity for the solution 
process Is avallable from an algebraic mukigrid method, 
which is capable of generating automatically adequate 
equations for grid crudeness without requiring any 
information about local grid geometry or structure. 

- 4. THE VALIDATION PERFORMANCE 

Validatino the numerical Code 

The numerical fbw s o h  was considered to be suitable for 
the analytical purpose if the static pressure distribution 
calcohded on a test model and its surrounding test-section 
walls was in acceptable agreement with the relevant 
measurements. k was also expected that the development 
of flow In the environment of slot@) could be simulated 
correctly to understand the aerodynamic background. 

The exoerimental Setup 

The experimental basic Investigations and the 2d tests 
were carried out in the transonic wind tunnel of the 
Technical University of Berlin. Taking the benefit of the 
adapted wall capability of the quadratic test section sized 
150 x 150 mm, the floor was modified to form a single 
central slot 40 mm wide and framed by two identical slats 
as presented in figure 2. For the model tests a convex 
profile with 100 mm chord and a thickness of d/2 = 6 mm 
(allernatively d/2 = 10 mm ) was attached to the ceiling at 
test section centre. . . . . ~  :.., . . , . . ... . ... . . . : . ... ... . . , . . . . . . ... . . .. .,. 

Fig. 2 Test -S&n of TU - Berlin tunnel with single slot 

Longitudinal rows of pressure taps on each slat, on the 
bottom of the slot as well as on the ceiling provide wall 
pressure distributions. 

While the sbt width is Ways kept wnstant over the length 



19-3 

of the test-section, the depth contour follows a m i n e  
functbn generating zero deflection at bdh ends and a 
maximum of 25 mm at the centre. To compensate for 
the boundary layer growth and to achieve a zero axial 
pressure gradient, top and bottom wall were set to a 
sliiht divergence. The resulting test-section geometry 
used for numerical and experimental basic 
investbatons is given in figure 3. At five axial p i t ions  
local flow field measurements were performed with a 
Laser 2-focus anemometer indicated by 'Plane'. 
whereas 'BC stands for the locations of boundary layer 
sutveys to determine the velcdty profiles. 

plana 

Fig. 3 Basic test-section geometry and location of 
L2F surveys 

Realistic boundary conditions for the flow field 
calculation were provided by the Mach number 
distribution in the wind tunnel nozzle and the 
turbulence profile at test-section inlet. 

An e m m  test-section with a s i d e  slcX 

The single slot configuration described was 
n u m e w  simulated by about 70000 control volumes 
representing half the test-section. At the downstream 
boundary of the calculation domain a homogeneous 
static pressure distribution was assumed. 
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Fig. 4 Vector plot of calculated velodties for 

Having achieved a stable converged solution when 
running the code on an IBM-RS 6000/370 computer, 

returning slot flow 

calculation and measurements were in excellent 
agreement and allowed a study of the development of slot 
flow. This is characterized by an inflow into the slot in the 
first half of the test-section followed by an outflow 
downstream of the location of maximum slot depth. While 
the entering flow only slightly affects the environmental 
main flow, two strong counterrotating vonices are 
generated by the returning slot flow as seen in figure 4 by 
means of a vector plot. The strong wnex shifts the region 
of low turbulence towards the test-section side walls. 
Resuiting major disturbances of the main flow are traceable 
up to about 20% of test-section height ( z = 25 mm ). 

A comparison between the measured and calculated 
relevant Mach number distributions at the same axial 
position is glven in figure 5. It has to be pointed out that 
due to the limited availability of windows no L2F 
measurements could be periormed within the slot. 
Additionally, due to the 2-focus prindple no information 
about the third ( the lateral ) velocity component can be 
provided. 

measured 

20 1 

40 70 

calculated 

Fig. 5 Mach number comparison L2F measurement - 
NS calculation for a slot region 
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Despite these restrictions a qualitatively good 
agreement can be stated. The Iso-Mach lines in the 
segments presented are based on an L2F survey at 
about 250 locations while the numerical results, 
showing smoothed and laterally more stretched 
constant Mach areas, rely on 860 volumes 
representing the test-section and about 100 volumes 
lor the slot itself. 

Aconve x orofile beina attached to the mof 

After acceptable agreement was achieved between 
experimental and numerical results for an empty test- 
section configuration with and without a slot, the 
comparative work was extended to more practical test 
cases including a model. Beside the objective of 
vaklatbn of the numerical code also lor more complex 
configurations it was aimed at an investigation of 
mulual interference between slot and test object. To 
start with a simple case, a symmetrical 2d convex 
proflie ( max. thickness d/2 = 6 mm ) was attached to 
the top wail. Funher studies were carried out using a 
similar profile with d12 = 10 mm, but operated at a 
reduced freestream Mach number of 0.7 to avoid 
supersonic flow areas. 

so 40 6 

P b  x= 80 mm 

Fig. 6 Measured Mach number distribution around 
a convex profile (d/2=6 mm) for a floor with 
a single slot ( Mach = 0.78 ) 

The Iso-Mach lines based on L2F measurements are 
presented in figure 8 and document the 2d flow 
character in the vicinity of the profile. There seams to 
be a sbht slot generated effect at y = 55 mm ( and y 
= 95 mm ), but it should be noted that for the 
configuration considered here the emphasis is on 
numerical I expenmental comparison for code 
validation and, therefore, the slot depth was not 
adapted lor interference free flow around the profile. 

Such comparative results lor measured ( by pressure 
taps ) and calculated surface pressures in the vertical 
plane 01 symmetry are given in figure 7. 
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Fig. 7 Measured versus calculated surface pressure 
distributions 

An agreement in static pressure of better than 1% is 
achieved everywhere. The largest discrepancies exist at 
the beginning and end of a slot where the geometry is 
complex and in the separated flow region close to the 
leading edge of the protile. Local grid refinement which was 
applied at a later Sage led to remarkable improvement of 
resuns In these areas. The very satisfying accordance on 
the slot floor and on the profile suriaca was considered to 
qualify the numerical code as suitable for the intended 
analytical investigations. 

U Side -wall effects 

One aspen not yet considered is the possible interference 
between siot generated effects and the test-section side 
walls. it Is obvious that with justifiable expenditure such a 
configuratbn could ontj be investigated numerically. Figure 
8 documents the outcome of a parametric study lor a non 
adapted slot of increased depth. A deeper slot should 
provide additional area for compensation and, hence, 
causa conditions to be expected from an 
overmmpensation by an adaptive wall. In fact, a stronger 
vertical Mach number gradient is generated in the test- 
ssction and the returning slot flow develops more distinct 
votiices. Nevertheless, even at this sensitive cross section 
area just below the maximum thidtness of the profile and 
at the deepest location of the slot, ail 3d effects are rapidly 
cancelled out in the vicinity of the slot and do not aflect the 
profile environment. it clearly turns out that the three 
dimensional flow behaviour in the test - SBCtion is 
introduced by the side-walls and not by the slot. 
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0.4 0.48 0.56 0.64 0.72 0.8 

Fig. 8 Side -wall effects on Mach no. distribution 
(Ma==0.78) 

Sinale Slot Adamation for a 2d convex 
Drofile 

The adaptive wall techniques for two dimensional 
aerofoiltesting retyon the prinapie of wall streamlining. 
In ourpatticularcase for a profile being attached to the 
top wall, bottom wall interference should be eliminated 
by adjusting the flexible bottom wail In acurvature so 
that the effective contour follows a streamline in the 
infinite flowfield. This is achieved by driving the flexible 
wall to a shape where its static pressure distribution 
( measured inslde the test-seaion ) matches the one 
computed abng the flexible wall boundary of imaginary 
( exterior) fbw which completes the infinite flowfield. 

Contouring the wail, a process usually referred to as 
wall streamlining or wall adaptation, is made by 
refermceto theteat-sectkn abne, hence, independent 
of any knowledge of the model geometry of the flow 
around it. In practice the adaptation is often achieved 
by iterative wall adjustment [ 3 1. Each iteration then 
requires test-section measurements comMned with 
theorelical calcukbnsto ascertain whether the desired 
flow conditions have been reached and to determine 
necessary adjustments to the shape of the flowfieid. 

An aiternative adaptation procedure was proposed by 
AMECKE [ 4 ] known as single step method. Based 
on a solid wail test-section measurement the required 
wall shape for interference free conditions is now 
calculated and subsequently adjusted in one step. 
From a comparison of the two measurements the 
remaining interferences ( residua ) can be calculated 
and used for flnal corrections. In this way 2d wall 
adaptation is performed for 2d models in the tunnel of 
TU Berlin. 

After a comparison of non adapted empty tunnel 
measurement and calculation which showed excellent 
agreement, thetheoretica#y required 2d -shape for the 
test-saction fbor was calculated. For the resuiting 
geometrythe Nader Stokes flow sober was applied. In 

2d adaptation single slot adaptation 
b I t  = 0.2 
2 . .  . 

. .  . .  . .  

0.52 0.60 0.68 0.76 0.84 0.92 

Fig. 9 

the upper part of figure 9 the relevant Mach number 
distribution is presented for the cross section at the 
maximum thickness of the convex profile. 

As outlined above the static pressure distributions on the 
fbor and profile surface are essential for the judgement of 
remaining interference. In case of a slot adaptation the 
lateral static pressure distribution will be different on the 
test-section floor and within the slot. Therefore, a transfer 
function has to be developed to convert bcai or laterally 
averaged static pressure into relevant slot floor deflection 
or adequate sbt depth if the slot width is kept constant. As 
no suitable rule is available from theory it was decided to 
apply an area tule for the first approach which is effectively 
redistlibuting the deflection of the 2d adapted floor at each 
axial position into a slot with given and constant width. 
Thus, the resulting axial slot depth distribution is 
proportional to the vertical ebngation of a 2d wail. 

CaiuJiated Mach number distributions in the central cross 
sectkn as we0 asthe piane of symmetry of the testliection 
are presented in figures 9 and 10. 

Mach number distribution in the cross-section 
at maximum profile thickness ( Ma- = 0.7) 

. . . . . . . . . . . 

Fig loa 2d adaptation 
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I 

Fig lob single slot adaptation b / t = 0.2 

0.450.500.55 0.60 0.650.700.75 0.800.850.gO0.05 

i ! 

Fig. 10a,b Mach number distribution in the 
pianeof symmetry of the test- 

section 

in the vicinity of the profile the Mach number contours 
show no significant dmerence between the hl adapted 
wall and the adapted sbt configuration. Obviously, low 
energy material is concentrated on the floor of the 
narmw deep slot but all indmuai slot generated effects 
on speed seem to be cancelled out at a test-section 
height of less than 10%. Figure 9 gives even the 
impression of a reduced low speed area in the lower 
corners of the test-section. 

A more sensitive indicator for finding differences is the 
profile surface pressure distribution. Hence, the 
relevant calarbded distribution in the plane of symmetry 
is given in figure 11. 

in the upper part of the figure the convex profile is 
sketched, indicating the bcation of maximum thickness 
at station x = 0.465 m. 

-0.9 I I I I I 

I 
4 . 6  

-04 
0.42 O Y  oAn 

x l m l  

Fig. 11 Pressure distribution on the convex profile 
( plane of symmetry ) 

Where the Cpdistribution peaks, the agreement for all 
considered types of adaptation is better than 0.01 5 which 
is equivalent to a difference in Mach number of A M 0 

0.005. For comparison the non adapted case ( top bottom 
wall sightly divergent for boundary layer compensation 
and zero axial pressure gradient and no slot ) is a h  
presented. Related to the 2d adaptation a Mach number 
increase of A M = 0.04 is to be Implied. 

The basic investigations were performed with a relatively 
wide slot generating a maximum width to depth ratio ( b I 
t)ofaboutZ(seefig.Z). itwasnaturaitochedctheeffect 
of this parameter on the level of achievable wall 
interference cancellation and whether a lower limit exists in 
practice. Also in the light of possible modifications of 
existing slotted wail facilities it is more reasonable to 
consider low ratios to make allowance for existing 
constraints in the test-section structure. ETW has the 
capabiilyto r& a maximum slot width of 90 mm only by 
removing inselts. Combined with the backup structure of 
the top I bottom wails deep channels with ratios down to 
values of 0.2 can be formed. 

Thecalcubaed effect of a simple variation of slot geometry 
is visible in figure 11. Referring to the solution for the 
adapted wail, narrowing the slot causes a deterioration of 
the adaptation. This may be explained by the fact that the 
slot is generated by a redistribution of the individual axial 
cIosssBcDbn area whereas the flow reacts on an effective 
area. Entering a slot a jet contraction takes place 
comparable to the development around an orifice. The 
introduction of a suitable contraction-coeffident in the slot 
design and consequently an increase in slot cross-section 
area might remove the existing discrepancies. 

- 4.3 Sinaie slot adaotation for a 3d model 

To extend the validation to three dimensional test objects 
a body of revolution was selected. A suitable candidate 
was found in the "ETW Transition Body" ( ETB ), a model 
which is designed to study the shift of the boundary layer 
transition location over a wide Reynolds number range. 

F o  erimental efforts 

While the ET6 was undergoing being tested for design 
validation in the T2 cryogenic windtunnei of ONERA - 
CERT in Toulouse, France, an excellent opportunity was 
given to obtain body surface pressure distributions for 
comparison with numerical calculations. As T2 is a 2d 
adaptive wail fadiny with a test-section of 0.4 x 0.4 rn, the 
transition body with 'ts maximum diameter of 100 mm 
generates a blockage of about 5 %, hence, representing 
conditions to demonstrate the benefit of the adaptive wail 
I slot technology to reduce wail interference. The 
ekperimentalsetup showing the ETB mounted in the test- 
section of T2 is given by figure 12. 

in T2 the required wall setting for an adaptation is achieved 
by an iterative pmedure. Bassd on a comparison between 
calculated and measured static pressure distributions the 
final wail shape is approached step by step until the 
requested aaxlracy is obtained. The s tdng  configuration 
always reflects the empty test-section with zero axial 
pressure gradient which is achieved by a top and bottom 
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maximum surface velodty. The deviation at x - 0.171 m 
is due to an imperfection on a pressure tap. Approaching 
the joint between body and sting, the existing 
dkqreements migM be due to numerical boundary layer 
treatment. 

wall divergence of 0.17 deg, while both side walls are 
non flexible and parallel. Hence, it was naiural to select 
this configuradion for the so called "mn adapted case. 

Fig. 12 ETW Transition Body ( ETB ) in the test- 
section of T2 wind-tunnel ( ONERA - CERT) 

For the numerical representation this test-section 
geometly including the upstream nozzle and the 
downstream second throat area was transmitted to TU 
Berlin. Addltionally, strivingfor high quality resuits the 
turbulence distribution and the boundary layer profiles 
at test-section inlet were a b  provided. The stNt and 
the suspension wires for model support and 
attachment which are visible in figure 12 have been 
neglected in the application of CFD. Taking the benefit 
of the top I bottom and rigM I la symmetry of the 
considered arrangement the calculation domain was 
reducsd to a quarter of the test-section allowing a finer 
numerical grid and a bener representation of the 
individual geometry. 

Of course, the expetimentally determined wall shape of 
theT2 tunnel could also be used as input for the NS - 
calculation of the 26 adapted wall case. But is was 
dsdded to take the challenging opportunity to perform 
theoretical calculations prior to a test for subsequent 
comparisons. More difficulties were caused by the fact 
that TU Berh operate a different procedure for 2d wall 
adaptation in their tunnel. Here, a single step method 
developed by HOLST [ 5 ] is usuaiiy applied to 
determine the wall sening to minimize interference. The 
method allows the calcuiatlon of the required final wall 
shape in one step based on the measured or 
calculated wall pressure distribution obtained for the 
non adapted test-secIjon. Remaining interferences can 
be estimated fmm comparison of the measurements of 
the adapted and non adapted configuration. 
Consequently, thefbw fieid for the ETB installed in T2 
was at Rrst calculated for the non adapted case. The 
resulting pressure distribution was fed into the HOLST 
code to determine the wail shape. The obtained 
contour defined subsequently the top I bottom wall 
shape for the numerical Simulation of the transition 
body Installed in T2 with a 2d wall adaptation. 

A comparison of measurements with calculations is 
presented in figure 13 for the static pressure 
distributions on the ETB surface. The body starts at 
x = 0 reaching its maximum thlckness at x = 0.175 m 
and intersects with the cylindrical sting at x =0.248 m. 
A perfect agreement between measured and 
calculated pressures can be seen up to the paint of 

Z I ~ I  

Fig. 13 Comparison of measured I calculated body 
surface pressure distribution 

& p  sinaie Slot versus 2d Wall AdaDt atim 

In the same way as for the mnvex protile the axial 2d wall 
deflection was translormed into the relevant depth of a 
single central slot on the top and bottom wail by applying 
the area rule ( see chapter 4.2 ). A slot width to depth ratio 
of 0.2 was selected for this numerical test case. By 
applying the flow solver on the isolated ETB, i.e. all walls 
removed, the interference free condition could be included 
In the considerations and used as a reference for 
subsequent parametric studies. 

An extract from the resuiting body surface pressure 
distribution is provided in ligure 14. In the environment of 
maximum diameter a nearly 100% agreement Is achieved 
between 2d - design and the fully 3d vismus solution. 
Here, the 2d wall adaptation results in a Cp- drop of 0.012 
( equivalent to A M = 0.004 ) whereas about twice this 
value is achieved for the single slot. 
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Fig. 14 calariated body surface pressure distributions 
for different configurations 

Referring to chapter 4.2 it is assumed that the narrow slot 
does not provide sufflaent effective crass section area due 
to an increaSed internal low energy flow development. The 
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outlined flow situation is clearly visible in figure 15 
which presents Mach number contours in the cross 
section at station x = 0.175 m. 

0 3  0.35 0.4 0.45 0.5 0.550.6 0.65 0.7 0.75 0.8 

Ma 

2d adaptation 

.............................. 
: ............... ... >........... .:. .......... :::._.:.:i ................ 

:.;:.x~*.::A:i::: ......... 
............... 

0.3 035 0 4  0.45 0 5  0.550.6 0.65 0.7 0.75 0.8 

Ma 

single slot adaptation b I t  = 0.2 

Fig. 15 Mach contours for the ETB in T2 in the 
cross section at x = 0.175 m 

An extended low energy flow region can be identified 
in the lower part of the slot offering less effective area 
for the compensation of the body in the test-section. 
The individual slot generated effects are limited to the 
vianity of the slot and do not reach the main flow and 
even less the region around the test object. 

- 4.4 Multislot Arrana ements 

For a demonstration of the full advantage of the 
adaptiie slot concept it would be desirable to see the 
CapabiRyof individual slot adaptation in a muitislot test- 
section configuration. Increasing the number of sbts 
means at first the creation of additional variable 
parameters concerning the geometry of an individual 
slot and its arrangement in a test-section. For the 
numerical representation fine grids have to be 

generated leading to extended computer CPU-times to 
achieve converged solutions. 

As theorigin ofthe ad- slot concept is in close relation 
to ETW. it was natural to select a configuration which 
might be similar to a passible realization by retrotit in the 
edsting test-&on of the fadiity. Based on the maximum 
sbt width of ETW the bottom wail was scaled down to the 
dimension of the T2 test-section floor. Consequently, the 
relevant sbt wknh to depth ratio of 0.2 was also kept. Wlth 
the ETB on the Centreline generating about 5 % test- 
section blockage, two dlfferent slot arrangements were 
numerically considered. 

0.3 0.35 0.4 0.45 0.5 0.550.6 0.65 0.7 0.75 0.8 

Ma 

Fig. 16 Mach Number Contours in the Cross section at 
X =  0.175 m for a muitislot arrangement with slot 
arrangement with linear slot depth distribution 

At first. a configuration with 6 identical slots on floor and 
ceiling was investigated. At each axial position the total 
cross-section area of all si& reflects the wall elongation 
being calculated and experimentally determined for the 
case of 2d adapted walls. Secondly. the latter total slot 
cross section area was kept but this time the slot depth 
was varied laterally in a linear way. The resuiting 
configuration per wall is characterized by two deep slots 
( b I t  = 0.33 ) in the middle of floor and ceiling while the 
two sbts with minimum depth ( b I t  = 1 ) are located close 
to the side wails of the test-section. 

The calculated Mach number contours and the test- 
section configuration for the latter mukisbt ( 12 slots) 
arrangement are presented in figure 16. 

it is worth noting that oow there is no central slot anymore 
just bebw the body. The selected "random" distribution of 
sbt depth over the test-section width causes quite different 
aerodynamic loading to the individual slots. High speed 
fbw penetrates deeper into the more central channels but 
boundary layers seem a h  to grow faster over there. No 
&generated eflaaon the flwvfield around the test objecl 
is to be seen. 

The calculated surface pressure distributions on the 
transition body are presented in figure 17. Assuming that 
the freestream solution reflects the interference free 
condition, the largest deviatlon In Mach number at peak 
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vebdtybcation ( x =  0.15 m ) isof aboutAM = 0.008 
for the 2 slot ( central slot on top and bottom ) 
configuration. Maximum speed determined for the 
classical 2d wall adaptation is higher by 1.5 Wsec 
compared to the reference case. The best agreement 
was achieved with six slots on floor and ceiling each, 
the test-sectkn setup given in figure 16. The calculated 
deviation of A M  = 0.002 is equivalent to a difference 
in flow speed of less than 1 Ws for a freestream 
veloaty of 243 m/s, i.e. 0.3 %. 

oa 
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Rg. 17 Calculated body surface pressure 
distributlons for 2d and l2-sld adaptation 

Some checks have been performed to ensure the 
independency of the numerical solutions from grid 
g e n a n  and refinement. Accepting some inaccuracy 
in CFD which is natural, it has to be pointed out that 
the given objective was the validation of the adaptive 
slot concept mainly by comparisons to a classical 2d 
wall adaptation. This target is successfully met. 

- 5. 

Numerical investigations using a 3d Navier-Stokes 
code have successfultfdemonstrated the validity of the 
adaptbe sbi concept for reduction of wall interference. 
The method offers the additional capability for an 
individual M-adaptation if a suffiaent number of slots 
can be provided. 

No significant influences from the slots onto the flow 
field around the test object could be detected. 
VatiaMns of the sbi width to depth ratio over the range 
of 0.2 e btt c 2 have been analyzed. The use of deep 
narrow slots seems to require more specific 
consideration to take into account jet contraction and 
viscous effects. 

For practical application, the simple area rule must be 
replaced by asuitable transfer function to correlate the 
pressure distribution on the walls and on the bottom of 
the slot floors with the relevant deflection of each floor 
to achieve interference free flow around the test object. 
Alternatively, a modified single step method might be 
applicable. 

An experimental validation of the adaptive slot concept 
by modifying the test-section of a suitable research 

CONCl USIONS AND FUTURE WORK 

fadlity is under consideration. 
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PROGRESS IN DETERMINING WALL-INDUCED INTERFERENCE IN 
SLOTTED-LINER WIND TUNNELS USING MEASURED WALL CONDITIONS 

by 
M.M. Freestone and D.M. Sykes 

City University, Northampton Square 
London EClV O H B  

United Kingdon 

SUMMARY 

Further work and analysis relating to a previously proposed scheme for determining slotted-liner wall-induced interference at subsonic 
speeds are presented. The scheme utilises measurements of wall (slat) pressures and values of the velocity-component normal to the liner 
measured in the plane of the liner along a slot centre line. This flow component is measured by a probe, and longitudinal distributions of 
the normal velocity are obtained both from traverses and multiple point measurements. With a three-dimensional test configuration, 
measurements would be made on each slat and slot, but in the present tests with a two-dimensional aerofoil the slats and slots in each wall 
(roof and floor) are assumed to behave equally. Assessment of the results of utilising the scheme is based on comparisons of aerofoil 
pressures at corrected conditions of Mach number and (three-quarter chord) incidence. More detailed assessment by other means is 
suggested. The scheme appears reliable for the range of test conditions undertaken, and these more than adequately cover conditions likely 
to be found in the large three-dimensional test facilities for. which the method is intended. 

1. NOTATION 

a 

CL 

CLc 

cP 

C 
P C  

C 

d 

H 

h 

k 

L 

M C  

Mc 1 

Mprobe 

Mref 

slot width over parallel portion of slot 

lift coefficient 

corrected lift coefficient = (Lift per unit span)/( 5 p c M t )  

M ’ )  pressure coefficient = ( p  - p r e f )  I( 5 P r e f  
ref 

corrected pressure coefficient = ( p  - p ) / - p M c (i c 2) 
aerofoil chord 

lateral spacing between slots in roof and floor 

working section height, at model mid-chord 

slot depth 

vortex strength used in two-dimensional theory 

slot length 

average of M c l  over aerofoil chord 

local Mach number, corrected for wall interference, on test section centre-line 

local Mach number indicated by three-hole probe 

reference Mach number - related to p and p o  ref 

Copyright 

City Universiiy 
1996 

0 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 



20-2 

P 

PC 

Pref  

P O  

R 

S 

%? f 

U 

V n 

V 

X 

Y 

a 
g 

“ i  

a .  

P 

1 1  

Y 

P 

Pref 

Mach number in undisturbed flow (relates to VGK calculations of free-air flows) 

local static pressure 

static pressure corresponding to M c  and p 0 

static presure at reference pressure tap 

wind-tunnel total pressure 

Reynolds number based on aerofoil chord 

distance of probe centre-line from plane of floor 

axial velocity corresponding to M 
ref  

velocity component in x -direction 

velocity normal to plane of floor, positive into the test section 

velocity component in y -direction 

axial coordinate along test section centre line, with origin at leading edge of aerofoil 

coordinate normal tox , positive upwards 

aerofoil incidence, corrected for wall interference, evaluated at aerofoil 
three-quarter-chord position 

aerofoil geometric incidence (angle relative to x direction), positive nose-up 

value of ail at aerofoil three-quarter chord position 

local induced aerofoil incidence, due to wall interference 

(I-MEY 

ratio of specific heats 

local density of air 

density of air at reference pressure and temperature 
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2. INTRODUCTION 

Earlier work carried out at City University with the object of 
establishing a method for the accurate determination of the 
interference velocity field in a slotted-liner transonic wind tunnel 
has been reported in Refs. 1-3. This earlier work developed a 
method of utilising wall pressure measurements and slot flow 
measurements to yield the conditions of the effective 
inviscid-flow (EIF) at the test section boundary, and then used 
these conditions with the Ashill and Weeks method (Ref. 4) to 
find the wall-induced interference flow. It was shown that the 
proposed method could be both feasible and accurate for 
two-dimensional and three-dimensional tests. By avoiding the 
need for specific model-flow representation, and also by avoiding 
the need to represent the slot-flow by either an analytic or 
empirical scheme, the proposed approach based on boundary 
measurements has several attractions. It is essentially a post-test 
method of interference determination, which may readily be 
automated and incorporated into the wind-tunnel analysis 
software, so as to be used on-line. With results established from 
a number of typical cases, the method could also be used 
predictively, prior to testing. 

A major reservation associated with the introduction of the 
procedure to large slotted-liner facilities is perceived to be a doubt 
about the universal validity of relating the local EIF normal 
velocity to the slot-flow normal velocity in the way that would be 
appropriate and accurate in inviscid flows. (The relation used is 
actually applied to normal mass flux rather than normal velocity.) 
This doubt arose from the work of Refs. 2 and 5, which showed 
that in certain situations, where slot flow was passing from the 
plenum chamber back into the working section (inflow), 
relatively large disturbances in the near-wall flow could result, 
and that these disturbances would not be accounted for by use of 
the simple (i.e. direct) approach proposed. In Ref. 2 it was shown 
that this returning flow could be effectively amplified by a factor 
of about 4, in terms of the disturbance it generated in the EIF. In 
Ref. 3, where steps were taken to avoid strong returning flow, the 
direct (inviscid) relationship between measured slot normal 
velocity and EIF normal velocity was entirely adequate, and no 
difficult-to-determine amplification factor was needed. 

To resolve the doubt about using the simple relationship between 
the slot-flow normal velocity and EIF normal velocity, it is 
necessary to demonstrate that there are cases with returning flow 
for which it is adequate, and, ideally, to show that these cases 
include all situations of potential interest. The consideration that 
this might be possible is based on the observation that the only 
cases so far identified where the direct approach proved 
inadequate occurred with two-dimensional tests where there was 
exceptionally large wall interference, due either to the relatively 
large model chord or to relatively high lift. 

In the present work, a number of two-dimensional test cases are 
studied, and the approach is somewhat similar to that reported in 
Ref. 2. The same small induced-flow transonic wind-tunnel is 
used, and the aerofoil section employed is again the 
well-documented NACA0012, but in the present case the chord 
is smaller, being 4 inch (101.6mm), rather than the 5 inch 
(127mm) chord used in the earlier tests, see Figure 1. There are 
also a number of other important differences. In the present tests, 
great care was taken to make the slot-flow probe measurements 

as free of aerodynamic interference as possible, and to this end 
the traverse system previously employed was rejected, for the 
majority of the tests, in favour of a number of fixed-position probe 
measurements. (Incidentally, fixed-position probes would be 
utilised in any large-scale application.) 

A further new development is in the form of the three-hole flow 
probe employed for the slot-flow measurements. This has a 
geometry (see Figure 2) enabling the local (pitch) flow inclination 
angle to be found accurately even in flows with large rates of shear 
normal to the plane of the wall-liner. The probe is also relatively 
insensitive to yaw. Another significant enhancement is provided 
by measurements made with the flow probe within the test section 
flow, see Section 5.1. 

The following Sections describe in outline the current work, and 
present the conclusions that may be drawn so far. 

3. OUTLINE OF APPROACH FOR ASSESSING 
SCHEME FOR DETERMINING 
SLOlTED-LINER INTERFERENCE 

3.1 Appropriate Range of Pressure Variations 

It is important to note that the work is intended to be applied to 
three-dimensional testing at high subsonic speeds in large 
slotted-liner wind tunnels. Consequently, levels and gradients of 
pressure coefficient in the locality of the slotted liners of the 
present tests should be comparable with those likely to arise in 
the large facilities. A good indication of these large facility C 
levels and gradients is given in Ref.6, where data from tegs 
conducted on two transport aircraft configurations in the National 
Transonic Facility at the Langley Research Center are reported. 
It would appear from these tests that wall-liner Cp variations, 
(Cp)m,, - ( C p ) m i n ,  of about 0.05 could be expected, with 
associated pressure gradients corresponding to these C,, 
variations occurring over a streamwise distance of about half the 
test section height or width. Expressed in terms of corresponding 
variations in p l p o  , these amount to variations of about 0.017 in 
this parameter at high subsonic test Mach numbers. More extreme 
tests could be expected to generate variations and gradients 
possibly twice as high as these. These levels will be referred to 
again in the discussion of the present results. 

3.2 Methods of Assessment 

The method of assessment adopted in Ref. 2 was based on 
comparisons of aerofoil pressure distributions at corrected 
conditions with pressure distributions considered to represent 
free-air conditions accurately. The comparisons were made 
utilising the proposed scheme to correct the Mach number and 
incidence of the slotted-liner data. Determining what constitute 
reliable yardstick pressure distributions at the test Reynolds 
numbers and flow conditions is not a simple matter, but may be 
done by combining information provided by a well-established 
free-air aerofoil code (VGK, see Refs. 7 and 8) with test data 
obtained from solid-liner tests for which the wall-induced 
interference and corresponding corrections can be found highly 
reliably. This method of assessment is again utilised. 

In the present work, a further assessment of the slot flow influence 
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on the test section flow is provided from data obtained from 
traverses made with the three-hole probe along a slot. These 
traverses were made at two different values of s (distance from 
the liner plane), in each case centrally along a slot. They revealed 
data for the 'decay' of normal velocity (or, more precisely normal 
mass-flux) with s , both for regions of outflow (flow passing into 
the plenum chamber) and inflow (flow passing into the test 
section), which can be compared with the decay expected on the 
basis of inviscid crossflow-theory. 

In principle, a more detailed assessment of the present scheme of 
determining slotted-liner wall interference could be made by 
utilising a method similar to that of Capelier, Chevallier and 
Bouniol (Ref. 9, see also Ref. IO). In this approach, the free-air 
flow about the model, at conditions appropriate to those of a test, 
would be represented, and, together with measured wall 
pressures, could be used to provide the distributions of EIF normal 
velocity along the test section boundaries - at least within an 
arbitrary constant normal velocity. This approach is under 
investigation, but no data from it are given here. 

4. DESCRIPTION OF EXPERIMENTS 

4.1 Test Section, Aerofoil and Test Procedure 

The test section of the induced-flow wind tunnel, T5, which is 
constructed in steel to a high standard of accuracy, is shown in 
Figure 1. It has slotted roof and floor wall-liners (each with four 
slots) and solid sidewalls. The roof and floor liners are each set 
at a divergence angle to the tunnel centre-line of 0.67 deg. The 
plenum chambers above and below the slotted liners are 80 mm 
deep. At the rear of the roof and floor (the re-entry section) the 
walls diverge rapidly and the slots widen, so providing the means 
by which fluid is extracted (sucked) from the plenums. Each of 
the slotted liners has 23 pressure taps located along a slat 
centre-line, and 14 pressure taps near a slot edge (along the length 
of the slot) on the plenum chamber side. 

The aerofoil used in the current tests has a chord of 101.6 mm and 
has the NACA0012 profile. It is equipped with 43 pressure taps. 
Boundary-layer transition at about 7 per cent chord was ensured, 
on both upper and lower surfaces, by means of roughness strips. 
Tests at geometric aerofoil incidences of 0 deg, f 2 deg, & 4 deg 
were conducted. Pressures from the reference tap, contraction 
pitot tube, aerofoil, roof- and floor-liners, and plenum chambers 
were recorded by means of three 48-port Scanivalves. For runs 
utilising the Scanivalves, the wind tunnel would be run up to the 
desired reference pressure, the pressure lines would be clamped, 
and the tunnel then shut down. Scanning of the lines would then 
be carried out. Repeated scanning was employed to detect leaks. 
Reservoir volumes were employed in the pressure lines to ensure 
that the process of scanning clamped lines introduced no 
perceptible error. 

A traverse mechanism is mounted in the lower plenum, consisting 
of two end supports, two guide bars, a lead-screw and a traversible 
block. A probe could be attached to this block, and arranged so 
as to traverse most of the length of one of the floor slots. 
Unfortunately, the traversible block presents some degree of 
obstruction to the lower plenum flow, and despite the use of 
fairings attached to the block, it was found that the flows in the 

wind tunnel were slightly affected by the position of the block. 
For most of the tests, therefore, the traverse block was left in a 
fixed position (parked most forward), and the slot flow was 
investigated by means of the probe attached to a low-interference 
mount. This mount could not be traversed, but had to be 
re-positioned between tunnel runs. For tests employing the flow 
probe, Scanivalves were not used. Instead, pressures from the 
three tubes of the probe, and the reference pressure tap, and one 
other pressure tap were logged during a run, using five pressure 
transducers and associated 14-bit logging channels. Logging at a 
rate of about 15 per second for each of the five channels was done. 
For these tests aMach sweep procedure was used, with the tunnel 
being gradually run through the desired Mach number range. For 
tests where the traverse was employed, the tunnel reference 
pressure was held as near constant as possible for the duration of 
each traverse. 

4.2 Three-Hole Probe and Calibration 

The form of the three-hole probe is shown in Figure 2. By having 
the inclined tubes mounted in line abreast, rather than displaced 
vertically, the probe is made insensitive to vertical variations in 
speed (i.e. in local pitot pressure). Inclining the faces of the outer 
tubes at 30 deg to the probe axis ensures that the probe can be 
utilised effectively at inclination angles up to 20 deg or more. 

The three-hole probe was first calibrated, using the Mach sweep 
procedure, by holding it in a mount at a number of different 
inclination angles to the flow in an otherwise empty test section. 
The probe was calibrated both upright and inverted, thus 
permitting absolute flow inclination angles to be found. Some 
tests were made with the probe yawed, and these showed that the 
probe was relatively insensitive to yaw, with 5 deg of yaw 
producing comparable pressure changes to those produced by 1 
deg of pitch. The calibrations involved measuring pressures from 
each of the three probe tubes individually. 

It was desired to use the three-hole probe to provide data for local 
pressure, local Mach number and local flow (pitch) angle. 
Individual measurement of the absolute pressure from each of the 
three probe tubes provides sufficient information, when used with 
the calibration data, to permit these parameters to be found. The 
actual process of determining the parameters is not particularly 
simple, and involves iteration, but once the process is 
programmed the required parameters can be found from the 
measured ones very rapidly. It was estimated that the flow 
inclination angle could be generally be found within about 0.2 
deg, with the limit of accuracy being set by the tunnel steadiness. 
Once local pressure, Mach number and inclination are found it is 
a simple matter to find other parameters, such as pv, /prd U r e f .  
provided some reasonable assumption relating to the local static 
temperature is made. When mounted in a slot, the probe 
introduces some disturbance, although this is thought to be small. 
Clearly a smaller probe in relation to the slot width would be 
desirable. Work on determining the levels of disturbance 
produced by the probe would be of value. 
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4.3 Test Series 

The test series conducted were as follows. 

(a) Three-hole calibration runs in empty tunnel. 

(b) Slot traverses using three-hole flow probe 
with aerofoil mounted. 

(cl Solid-liner aerofoil tests, in which aerofoil 
and liner pressures were measured. The solid 
liners comprised the slotted liners with the 
slots sealed with tape. 

(d) Slotted-liner aerofoil tests, in which aerofoil, 
liner and plenum pressures were measured. 

(e) Slot flow measurements with the three-hole 
probe mounted at a number of different 
positions. 

I 

t 

In Test Series (c) to (e), reference Mach numbers in the range 0.55 
to 0.8 were covered, for aerofoil incidences of 0, f 2, f 4 deg. 
Only a very few tests were made in Series (b). 

4.4 Accuracy of Measurements 

Accuracy of the use of the flow probe has already been referred 
to. Errors in measurement of the pressures arise from a number 
of sources. It is estimated that pressures are generally measured 
to within f 100 Pa. Consequently C,, is measured generally 
within & 0.002. Occasionally, because of the nature of the 
operation of the wind tunnel (by induced flow), pressure 
fluctuations arise which result in slightly anomalous values of C,, 
being evaluated, possibly as a result of different response rates of 
the pressure lines. These anomalies rarely exceed f 0.03 in C,, . 

5. TYPICAL RESULTS 

In this Section some typical results from the Test Series are 
presented. 

5.1 Traverse Tests 

Figure 3 shows results from Test Series (b) for the normal 
mass-flux parameter pv, / p r e s  Ure , for two traverses of the 
flow probe, one for s = 0 and the ornd for s = 10 mm. For these 
flows corresponding to ag =, 2 deg, there is outflow over the 
whole of the slot length, with v, remaining negative. The 
magnitude of the normal mass-flux parameter decreases rapidly 
as s increases from 0 to 10 mm, declining to about 25 per cent of 
the s = 0 values, although the decline is not uniform along the 
length of the slot. (A uniform decline would only be expected in 
inviscid flow if the streamwise pressure was uniform.) The 
inviscid crossflow theory indicates a decline in v, to about 27 
per cent of the mean slot normal velocity as s changes from 0 to 
10 mm (a change in s equal to 1.25 x slot width, i.e. 1 . 2 5 ~ ) .  
The rapid decline of mass-flux parameter with s points to the 
desirability of making routine measurements at or close to the 
plane s = 0, as this moderates the absolute accuracy requirements 
placed on the probe measurement technique. 

In Figure 4, results for a case where a = -2 deg are shown. Here 
there is a portion of the slot where t ie  flow returns to the test 
section. The probe Mach number decreases markedly in this 
region. The traverse at s = 10 mm again shows the decrease in 
Mach number, although it is less marked, as would be expected. 
A similar decline in the magnitude of normal mass-flux as s 
increases from 0 to 10 mm is again found, even in regions where 
v,, is positive, suggesting that no significant disturbances are 
produced by the degree of returning flow present in this case. 

The variation in the value of C,, as indicated by one of the aerofoil 
pressure taps during the course of a traverse is shown in Figure 
5. The variation is seen to amount to about 0.05, and indicates 
that there is a degree of aerodynamic interference generated by 
the traverse block in the lower plenum which it would be unwise 
to ignore. 

5.2 Solid-Liner Tests 

Typical results from this Test Series are shown in Figures 6 to 10. 
Data for pressures on the aerofoil, roof and floor are given, 
expressed in terms of p / p o  . 

5.3 Slotted-Liner Tests 

Typical results from this Test series are shown in Figures 1 1  to 
15. Relative to the solid liner tests the wall pressures show 
significantly less variation. 

5.4 Slot Flow Measurements 

Results from Mach sweeps with the flow probe located at two 
different positions are shown in Figures 16 and 17. The relatively 
complex nature of the variation of the slot flow for values of Mres 
above 0.75 is noted. The data for pv, / p r e s  UreS plotted against 
x are shown in Figures 18 to 22. It is not known at present if the 
rather odd behaviour indicated at ag = 2 deg is genuine or 
spurious, but i t  appears likely to be spurious. Investigation 
showed that the uncertainty associated with these data had a 
negligible impact on the calculated interference levels. 

A very limited number of tests with the probe mounted in a roof 
slot at x = 0 showed closely comparable results at a = 4 deg 
to those from a floor slot at x = 0 and ag = 4 deg. Tiis is taken 
as justification for relying on data from the floor slot to provide 
results relevant to the roof slots also. 

6. ANALYSIS OF RESULTS 

6.1 Solid-Liner Tests 

The first object is to apply the method of Ashill and Weeks (Ref. 
4) to derive the wall-induced interference for these tests. The 
measured wall pressures provide the distributions of the 
x -component of normalised velocity (U / U r d )  in the EIF at the 
test section boundary - by use of the small-disturbance 
relationship. The normalised y -component is set to zero for a 
parallel-wall section, and to the relevant wall inclination angle in 
the case of a divergent or convergent section. The effect of the 
tunnel boundary-layer displacement-thickness variation 
(estimated or measured) may also be allowed for through 
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adjustment of the v component. 

Results of applying the method of Ref. 4 to give the interference 
velocities on the test section centre-line are shown for two test 
runs in Figure 23. As expected, positive blockage is obtained. The 
upwash distributions are seen to compare very well with the 
distributions obtained from inviscid two-dimensional theory, in 
which the effects of the walls are represented by a series of image 
vortices, the strength of each vortex being k = CLccUre 12. 
Such good comparisons give confidence that the approach of Aef. 
4 yields the interference velocities accurately for the solid-liner 
tests. 

It has been shown (Ref. 11) that, so far as the aerofoil lift is 
concerned, the effects of a stream with wall-induced upwash 
varying with x are very close to those of a uniform stream 
inclined at a, , the value of the incidence (in the non-uniform 
stream) at the three-quarter chord position. On this basis, the 
lift-curve slopes, dC,,/dac, may be compared with the 
carefully assessed results given by McCrosky (Ref. 12) for the 
NACA0012 aerofoil. For the lift parameter that remains almost 
constant with M, (up to M, about 0.65). namely p dC,, I d a c ,  
the present tests yield values around 0.092 per deg, whereas 
Ref. 12 indicates that the best results at the relevant Reynolds 
numbers for this parameter are close to 0.103 per deg. The 
differences are probably due to the combined effects of a number 
of factors, including the relatively small span to chord ratio of the 
present model (which may result in a significant influence from 
the different rates of sidewall boundary-layer growth above and 
below the aerofoil), some influence of the roof and floor boundary 
layers, and effects of the transition-fixing trips. Such factors 
similarly affect the slotted-liner tests except for the roof and floor 
boundary layers which will be affected by the slot flows, so 
comparisons of corrected lift curves from the solid and slotted 
liner tests, may still be used to assess the accuracy of the 
corrections determined for the latter. 

In Figure 24, a comparison is given between an observed pressure 
distribution, and the distribution predicted by the VGK code for 
the NACA0012 aerofoil at the corresponding (corrected) Mach 
number, lift coefficient and Reynolds number. The good 
agreement suggests that any influence of wall-induced camber on 
aerofoil pressure distributions (not accounted for by the use of 
a,) is slight. 

6.2 Slotted-Liner Tests 

Again the method of Ashill and Weeks is used to determine the 
wall-induced interference. For the slotted-liner tests the 
normalised v -component at the wall liners allows for the normal 
velocity through the liner slots. This is done in the present analysis 
simply by factoring the normal flux parameter at a particular 
x-position (as measured by the three-hole probe at the slot 
centre-line in the plane of the floor liner) by the ratio of slot-width 
to 'slat-plus-slot' width - with allowance as appropriate for 
variation of this factor over the region where the slots are tapered 
- thus providing the laterally averaged EIF normal velocity as 
required by the method. Previous work (Refs. 1 and 3.) indicated 
that this procedure is accurate for a range of low-speed tests. 

Results of applying this procedure to some of the slotted-liner test 
cases are shown in Figure 25. The slot normal velocity has a 

significant influence on the blockage. The slots also influence 
upwash, but the major effect is indirect, in terms of changes that 
the slots produce in the wall (slat) pressures. 

The corrected slotted-liner tests yield for the lift-curve parameter, 
p dC,,/da,, values within a few per cent of those obtained 
from the corrected solid-liner tests (i.e. about 0.092 for 
Mc < 0.65 ), suggesting that the scheme utilised for determining 
the slotted-liner corrections provides upwash angle, a i ,  at least 
reasonably accurately, and probably better than 0.1 deg for most 
of the tests. 

Comparison of slotted-liner aerofoil pressures, at corrected 
conditions, with VGK calculations corresponding to the 
(corrected) lift coefficient (see Figure 26) also suggests that the 
slotted-liner corrections are being accurately evaluated by the 
scheme. 

7. DISCUSSION AND CONCLUSIONS 

In the foregoing Sections some of the test data have been 
presented and analysed. Further examination of the data obtained 
should be done, and some more tests are called for to improve 
upon some of the present incomplete or uncertain results. Further 
analysis of the data should, for example, indicate how static 
pressure in the slot differs from that on the slat, and allowance for 
this difference could be incorporated into the scheme. Roof, floor 
and sidewall boundary-layer effects should also be examined. 

The main evidence that blockage and upwash are being accurately 
obtained by the proposed scheme is indirect but quite strong. 
Further evidence provided by traverse measurements, which 
relates to the nature of the slot flow, indicates that for the 
slotted-liner cases of the present tests, the slot flows are 
well-behaved, and are compatible with the simple inviscid 
relationship between slot normal velocity and EIF normal 
velocity. The flows certainly encompass most slot flow 
conditions likely to be encountered in three-dimensional tests, 
since the pressure variations of the present tests well exceed those 
shown in Ref. 6, with the wall p lpo variations even at a = 2 
deg exceeding 0.02. More direct evidence of the error levels with 
which the EIF normal velocity are being determined would 
however clearly be desirable, and one possible suggestion for 
providing this evidence (using the approach of Ref. 9) has been 
given. Another way is to use an aerofoil flow calculation scheme 
in which the (measured) wall pressure distributions could be 
imposed as an outer boundary condition. The wall 
normal-velocity distributions would then be among the quantities 
capable of being accurately calculated, and these could be 
compared with the corresponding normal velocities deduced from 
the probe measurements of the present work. In all such 
investigations it would appear to be important first to check that 
the procedure deals reliably with the well-established solid-liner 
data. 

g .  

In terms of the practical application of the method to large-scale 
facilities, one has to note that additional probes (and 
corresponding calibrations) and measurements would need to be 
provided over and above those normally utilised. However, once 
a 'library' of detailed results was available for a particular test 
section configuration, it  would almost certainly be possible to 



simplify the approach, and reduce the number of individual 
probes required to provide an adequate definition of the slot flows. 
Furthermore, it seems that for solid-liner tunnels the 
wall-pressure technique is becoming more widely used, and the 
proposed scheme for slotted-liner sections may be seen as a 
parallel development. 
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parameters from two slot traverses, ag = - 2 deg 
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I AERODYNAMIC DESIGN OF AXIAL-FLOW FANS FOR SUBSONIC WIND TUNNELS 

ABSTRACT 

GOSNITs TsAGI named after Prof. N.E.Zhukovsky, Moscow, Russia 
Prof. I.V.Brusilovsky, Principal Research Scientist 

17, Radio Street, 107005 Moscow, Russia 

The report highlghts features of wind tunnel fans 
with axial annular diffusers, as well as relations for 
defining fan parameters (including the total pressure 
loss factor) with the aid of the equivalent diffuser 
length and the total pressure loss coefficient of a 
planar dif€user. Test data on planar and annular 
diffusers (including data on the annular d i w r s  
tested with fans) are compared. Foundations of fan 
aerodynamic design are provided; this is subdivided 
into two principal stages: 1) determining the basic 
parameters (volume-averaged axial flow-speed 
coefficient, theoretical pressure coefficient, and two 
new parameters: the prewhirl upstream of an impeller 
and the residual whirl downstream of an outlet guide 
vane) as well as the fan hub diameter; 2) shaping the 
guide vanes and impeller blading. The operational 
envelope is outlined; taking parameters in this 
domain ensures creating a fan with really separation- 
free flow about blades both at a rated regime at a 
maximum possible efficiency and over a certain 
domain around the rated regime. The design 
parameters are selected, and efficiency evaluated, in 
the general form for a complete fan configuration 
comprising an inlet guide vane (IGV), the impeller, 
and an outlet guide vane (OGV). Results for 
configurations without one or two guide vanes are the 
corresponding particular cases. Expressions for 
optimizing the design parameters and the respective 
efficiency are derived. Theoretical and experimental 
values of the two new parameters of flow whirl are 
compared. The shaping procedure (i.e., defining the 
airfoil setting angle, shape, curvature, the blade array 
spacing, rated airfoil angle of attack, total number 
and shapes of the blades) is based on generalized test- 
data; the relations allow for radial blading-variation 
and the “distance“ to the maximum pressure on the 
fan characteristic curve. Airfoil setting angles and 
radial variation of airfoil curvature are proposed to be 
defined from theoretical data on airfoil arrays on the 
basis of a unified method for all bladed components 
with arbitrary array density. This aerodynamic design 
method developed at GOSNITs TsAGI is being used 
and improved for more than 45 years and has been 
comprehensively verified. 

BASIC NOMENCLATURE 

Cjand c, - Joukowski circulation force 
coefficient and profile drag 
coefficient, respectively 

Caand Cu - flow axial and tangential speeds 

Cd - volume-averaged axial flow- 
speed [m/s]; in obvious 
situations the cUo is replaced 
with C, 

[ m/s] , respectively 

c, = ca/u; 
c, = c u p  

- flow axial and tangential speed 

coefficients, respectively 

D - fan diameter [m] 

d - hub diameter [m] 

L - diffuser length [m] 

r,, - planar diffuser generatrix length 

lequiv - equivalent diffuser length [m] 

I; = nD 2/4 - characteristic area [sq.m] 

N - fan wattage Iwl 
nl= cru/(qu- qU)- prewhirl upstream of impeller 

n2 = cgU/qu - residual whirl downstream of 

P - static pressure at a stream point 
[Pal 

Poi (i = 1,2,3) - total pressure at a stream point 
[Pal 

PV - total fan pressure rise [Pa] 

pi - total fan pressure [Pa] (for 
example, for an impeller with a 
diffuser) 

PTV = Pv/q - theoretical fan pressure [Pal 

p d v  - fan dynamic pressure [Pa] 

Q - fan throughput [cu.m/s] 

R = D/2 - impeller radius [m] 

r - a current radius [m] 

? = r / R  - relative radius 

S - diffuser wet surface area [sq.m] 

U - peripheral speed at the radius R 

Im1 

outlet guide vane 

W s l  

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 



inclination angles of the internal and 

(Po= c,,/u= - 
= (p/(l-v2) 

U' = 2P"/PU2 - 

et? 
- 

external- cones of the diffuser 
[degree] 

pressure loss coefficient 

fan efficiency 

relative efficiency 

fan diffuser efficiency 

drag-to-lift ratio of an airfoil in 
blading 

hub relative diameter 

gas density [kg/cu.m] 

fan throughput coefficient 

volume-averaged speed 
coefficient 

pressure coefficient 

local diffuser divergence angle, 
equivalent diffuser divergence 
angle [degree]. 

ABBREVIATIONS AND INDEXES 

IGV, 4 OGV - outlet guide vane, impeller, inlet 

a - axial component 

H, K - inlet and outlet sections, 

U - tangential component 

O P f  - optimum 

1, 2 ,  3 - upstream of impeller, 

guide vane, respectively 

respectively 

downstream of impeller, 
downstream of outlet guide 
vane, respectively 

of fan with diffuser. 
(7 - (the prime sign), for parameters 

1. SOME FEATURES OF MATING THE FAN 
WITH A DIFFUSER. OPTIMEZATION OF 
DIFFUZER 

Consideration hereafter is given to a fan with an 
attached d imer .  This is because the diffuser pressure 
losses depend on fan geometry (for example, on the 
fan hub relative diameter) and flow parameters at the 
fan exit section. Initial data for design include the 
required air flowrate (the fan throughput e> and the 
total pressure Py. Normal operation of a fan requires 
a fan entry air speed field to be rather uniform, 
especially well axisymmetric. This is important in 

order to improve vibratory characteristics of the very 
wind tunnel, fan shaft bearings, and fan blading. It is 
often that a fan diameter D is prescribed within a 
wind tunnel design. Also specified are usually a fan 
rotational speed n and an electric drive power N. A 
wind tunnel configuration may be seen in Fig. 1. 

Figure 1. Conventional wind tunnel flow path 

A particular recommendation is to reject the 
configurations in which the fan entry is immediately 
downstream of an exit section of a diffuser, however 
perfect, or the fan efficiency may get less by at least 
5%. An annular axial diffuser downstream of a fan 
needs to be hghly efficient. The GOSNITs TsAGI 
have generalized considerable amounts of 
experimental data for reasonably specifying the 
multiple parameters of such diffusers (and some other 
types). One should bear in mind that the fan itself, 
placed into a wind tunnel, is oRen "in the fourth 
quadrant", i.e., has negative static pressure, in which 
case the drag of the entire wind tunnel is overcome 
by transforming the fan dynamic pressure into static 
pressure in the diffuser. Straight annular diffusers may 
be designed by using the plot in Fig.2 that relates the 
optimum loss factor <; to diffuser geometry. 

k L 

0.4 

0.2 
I 

I I I 
2 4 6 8 n  

Figure 2.  Nomogram for determining the annular 
diffuser total pressure loss factor <; on the 

basis of data for planar diffusers ( r f  ) 
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In the plot the reduced length of a diffuser is as 
follows: 

(subscripts H and K identify the outlet and inlet 
sections, respectively). When working within the one- 
dimensional theory, one of the most reasonable 
methods for defining diffuser parameters uses the so- 
called equivalent length lequiv and the local 
divergence angle 8,. According to the proposal in [3], 
the equivalent divergence angle of an arbitrarily 
shaped diffuser is described by using. 

Here, n = F ~ F H  is a diffuser expansion ratio and 
lequi" = S/FH. The physical meaning of the angle 8 ,  
is that the value of sin (ee/2)  represents a pressure 
difference to be overcome by the stream, with the 
difference being referred to the dynamic pressure at a 
particular cross section of the diffuser. Thus the local 
angle shows the ability of flow to move against 
positive pressure gradient. For planar diffusers we 
have le =2L/(hEmy); here, 4, = L/cos(y/2) 
(the planar diffuser generatrix length). 
Comprehensive testing of insulated straight annular 
diffuser that are most widely employed in fan 
installations (especially in wind tunnels) was 
conducted; also, Reference [4] provides results of test 
evaluation of planar straight diffusers; these data 
enable designing and evaluating the annular diffusers 
by proceeding from characteristics of planar diffusers. 
The results of [4] were utilized to draw the plots of 
total pressure loss coefficient Sf for planar diffusers; 
two values of a relative boundary layer displacement 
thickness at the diffuser upstreammost section: 
A> = 6 k / h i  =0.015 and 0.03 (here, hE is the 
diffuser upstreammost section height). Note that 
generally ;t = <intern + SK, where 

r 1 

N K  

n N H  
S K  =2- (3) 

dF 
3 

1 
N H = - I ( k )  ~ sin2 6 

FH FH 
(4) 

In these expressions, we use n = F K / F H ,  
Sin 6~ = c / c H a ,  and 6~ the angle between the 
velocity and the d m e r  axis. Figure 2 depicts 
computed results, ST (n)  , for various values of l,, at 

A> = 6; / hft = 0.015. 

0.5 

rt 

0 

0.5 

rr 

0 

0.5 

r, 

0 

0.5 

0 

0.5 

Figure 3. Comparing the annular diffuser total 
pressure loss factor S," and the planar 

diffuser total pressure loss factor S f .  

Figure 3 compares the planar diffuser total pressure 
loss coefficient <T with the annular diffuser loss 
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coefficient <, as obtained in [ 6 ] .  In this Figure, the 
circles (0) in parts a) and b) correspond to 
A\ = 0.015 and filled circles, to A> = 0.03 ; part 
c) is for diffuser tested in [ 7 ] ,  with open circles 
corresponding to cHa = 0 and the filled ones, to 

cHa = 0.03. Reference [ 7 ]  provides the following 
formula: 

- 
- 

In the latter, the symbols rb and rH correspond to the 
F values at which the axial speed (c,) is equal to the 
volume-averaged flow-speed ( C H ~ O ) .  The part d) in 
Fig. 3 compares loss coefficients <f and <," of 
annular difisers experimentally evaluated with fan. 
Also, here circles (0) correspond to A> = 0.015 , 
and black points, to A\ = 0.03 ; note that the value 

<," (= <;) for the maximum-efficiency regime of the 
fan with the diffuser was determined by using 
<,* = 1 -to (here, E,D is the coefficient of 
transformation of dynamic pressure downstream of 
the fan into static pressure in the diffuser); in this 
case, 

Here, ev and P,v is the static pressure of the 
impeller with and without the diffuser, respectively, 
as measured immediately in a suction chamber of a 
test setup (see [ 9 ] ) ;  C H ~ ~  is a volume-averaged axial 
flow-speed downstream of the fan, at the d i m e r  
entry. The value of NH is set to 1. From Fig. 3 it is 
seen that the total pressure loss coefficient for annular 
diffusers installed downstream of axial-flow fans in 
wind tunnels may well be determined from total 
pressure loss plots such as those in Fig. 2 which were 
obtained by testing a planar diffuser with a rectilinear 
axis. 

2. FUNDAMENTALS OF AERODYNAMIC 
DESIGN OF FANS. 

Consider a general single-stage fan with a complete 
configuration incorporating the inlet guide vane 
(IGV), the impeller, and the outlet guide vane 
(OGV) (the "inlet guide vane + impeller + outlet 
guide vane" configuration). This breakdown simplifies 
analysis of particular mbinations in a wind tunnel: 
"impeller alone," "impeller + outlet guide vane," and 
"inlet guide vane + impeller." A similar approach has 
been prepared for developers of 

- axial fans with meridional acceleration of flow 
in all blade wheels, 
fans with counterrotating impellers, and - 

- multistage fans. 

The fan aerodynamic design includes two main 
phases: (1) determining the necessary values of 
parameters and (2) shaping the blading. In the 
general case the following four aerodynamic 
parameters are considered: 

- the coefficient of volume-averaged axial velocity ca. = c o p ,  
- the coefficient of theoretical pressure 

W T  = 2 p V / P u z q ,  

- the prewhirl parameter nl = C , , / ( C ~ ~  - clu) , 

- the residual whirl parameter for flow 
downstream of the outlet guide vane, 
n2 = c3u/c2u 

and the relative hub diameter v = d/D which is an 
aerodynamic and structural parameter simultaneously. 
Here, U is a circumferential fan speed at the impeller 
blade tip; Pv= Po2 - Pol is a fan total pressure rise; 
pol and Po2 are total pressures upstream and 
downstream of the fan, respectively; p is an air m a s  
density (consideration is given to fans in which air 
compressibility may be neglected, Le., when 
M = U/a < 0.5); q is a fan effciency (q =QPv/iV); 
clU is a flow tangential speed in the inlet guide vanes; 
~2~ is a flow tangential speed downstream of the 
impeller; ~3~ is a residual tangential speed 
downstream of the outlet guide vane. The efficiency 
of the complete configuration ("inlet guide vane + 
impeller + outlet guide vane") with a cylindrical 
passage is expressed as follows: 

- 
Here, cpo = C,, F = d ( l + v 2 ) / 2  is a mean 

geometric radius of a blading; p = CJCJ is a drag- 
to-lift ratio of the relevant blading (with c, taking 
into account both the profile drag and secondary 
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losses); CJ is a Joukowski circulation force 
coefficient; 6 is a diffuser pressure loss factor; K J ~  is 
a coefficient of losses related to the dynamic pressure 
determined on the basis of the tangential speed 
downstream of the fan. For various types of blading 
the value of p ranges from 0.04 to 0.055; its sign is 
the blading circulation sign. Circulation of an 
impeller is positive. If < = 0, we have q' = q , that 
is, the efficiency of the fan itself. With nl = 0 the 
relation ( 6 )  describes the efficiency of the fan in the 
"impeller + outlet guide vane" configuration; with 
n2 = 1 ,  the efficiency of the "inlet guide vane + 
impeller" configuration; with nl = 0 and n2 = 1 ,  the 
efficiency of the "impeller" configuration (with no 
vanes); and equalities nl = -1  and n2 = 0 correspond 
to axial outflow in "inlet guide vane + impeller" and 
"impeller + outlet guide vane" configurations, 
respectively. Initially, the variable \VT is determined 
on the basis of the efficiency q of a previously known 
design. Thereafter, equation (6) is utilized to evaluate 
efficiency. Usually, two iterations are enough. The 
theory suggests that the "inlet guide vane + impeller" 
configuration may be described by a relation for 
establishing nlopt, and the "impeller + outlet guide 
vane" configuration, by a relation for establishing 

experiments confirmed this statement. It is 
interesting to note that implementing these values 
increases the fan efficiency and decreases the mass 
and the longitudinal size (see Fig.4). 

Optimum values, nlopt and qopt, are determined 
from equations &l'/dn, = 0 and &-(/an, = 0 .  

In this case the value of nlopt can be obtained from 
the equation (7) 

(7) 2 
an1opt + b%p* + c = 0 

As for the "IGV + Impeller" configuration, we may 
write 

(7') 

The latter include coefficients 

0 0.2 0.4 0.6 0.8 1.0 -n, 
'(.I),,, . &ran),,, 

(4",.0 ' 

- ___ 1 - \v., = 0.56; cp,= 0.55; v = 0.6 

1 .o 

0.9 

0.8 

0.7 

0.6 

0.5 

0 0.2 0.4 0.6 0.8 1.0 n2 

Figure 4. Experimental data on dependence of 
efficiency and dimensions on inflow 
prewhirl parameter nl (for "IGV + 
Impeller" configuration) and outflow 
residual whirl parameter n2 (for "Impeller 
+ OGV' configuration) 

Behaviour of Equation (7) in the vicinity of nlopt is 
thoroughly analyzed in [ 11. Figure 4 demonstrates an 
example of experimentally determining the relative 
efficiency 4 ,  = q,,/qn,=-l as a hnction of nl and 

the "IGV + Impeller" configuration linear dimension 
L,,, = L,,,/L,,I=-l . Equation (7') was employed to 

evaluate nlopt for "IGV + Impeller" configuration 
with ( P ~  = 0.55, V T =  0.56, v = 0.6; this gives -0.7 
which is very close (refer to Fig. 4) to the 
experimental estimate. The n20pt is to be found from 
the relation. 

- 
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The corresponding expressions for coefficients A, B, 
and C are provided in [ 11. Each of these incorporates 

terms with [(l + n I ) v T / 2 r ) 2 .  If the latter are 
allowed to be neglected, we arrive at the following 
expression: 

(10) 

Values obtained from (9) and (10) differ very 
insignificantly. Figure 4 represents results of 
experimental study on the influence of the n2 
parameter on the relative efficiency (q)n2 /(T$,,~ = 0 
and the relative length (L,u,,),2 /(Lj0,Jn2 = of blading 
in the "Impeller + OGV configuration; treated were 
two "Impeller + OGV' fans. Computed values of 
nzopf do not almost differ from experimental results. 
It should be noted that the advantage in respect of 
efficiency of the fans designed for nlopt and n20pl is 
held in rather wide vicinities of the optimal 
condition. The advantage in respect of efficiency of 
fans with optimal residual whirl takes also place in 
some arrangements with diffusers downstream of 
them, see [ 6 ] .  Comprehensive experiments were 
summarized to outline the domain C from which the 
aerodynamic parameters of various types of fans 
should be taken (see Fig. 5). Adopting aerodynamic 
parameters \ v ~ ,  vu, nl ,  and v from this domain 

ensures the development of a fan with a high 
efficiency and almost separation-free flow in blading. 
If the fan diameter D is not specfied, the formula 
8q'/r3po = 0 is employed to determine the optimum 
value ( q ~ b ) , ~  for the installation with a d imer ,  and 
then the diameter is determined: 

Q .  
n'P opt 

"9 i 
Y'T 

0.5 

- 

0.3 

V I .o 2.0 3.0 - 
'Pa 

Figure 5. Operational envelope C for "Impeller + 
OGV' configuration 

Figure 

n = 1060 RPM 

1 I O  

6. Characteristics of TAG1 T- 102 wind tunnel model with difTering impeller blade setting angles 0 ~ .  
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It is usual that the extreme is shallow for small values 
of C,/y~s so the diameter can be reduced by selecting 
cpa in excess of ( (P; )~~~.  For this situation the 
respective expressions have been derived that evaluate 
losses in efficiency 11'. At GOSNITs TAG1 the 
software programs are available that solve the 
aforementioned problems of establishmg the 
aerodynamic design parameter, including the case 
with no specification of the diameter and/or the 
circumferential speed. The next phase is to compute 
the radial profiles of flow speeds in gaps between 
blade rows - the so-called velocity triangles. It is 
conventional to assume circulation and the axial 
speeds to be constant. Soflware programs have been 
prepared to calculate flows in devices where these 
parameters vary with radius under different laws. 
Having determined the velocity triangles, other 
programs are utihed to shape the blade rows, i.e., to 
define radial blade solidity, angles of attack, airfoil 
geometry (and camber), thickness-to-chord ratio, the 
total number of blades and their shape; requirements 
to acoustic characteristics and vibration intensity are 

w 
0.80 

0.64 

0.48 

0.32 

0.16 

taken into account. The shaping is based on 
generalized experimentally obtained relations that 
define the blade row solidity and angles of attack and 
allow for a position along a blade and for a margin to 
the pressure maximum on the fan characteristic 
curve. Specification of blade setting angles and 
camber as functions of the position radius is based on 
theoretical characteristics of airfoil rows. Methods 
and programs for adjusting the wind tunnel fans by 
re-setting the inlet guide vane and impeller blades 
have been developed. The wind tunnel fan 
aerodynamic design method (i.e., determining the 
necessary values of parameters and shaping the 
blading) is versatile for all configurations of the axial 
fans and takes into account customer's requirements 
in each case.This method has been comprehensively 
validated and is being used and improved for more 
than 45 years. The tremendous database concerning 
the fans and their performance, as compiled at 
GOSNITs TsAGI, simplifies definition of a point 
{cp,u/} with a high efficiency, in order to modify 
blading in compliance with customer requirements 
and to define the fan diameter and rotational speed: 

^" = 15' 

Figure 7. Characteristics of TsAGI T-124 wind tunnel model with differing inlet guide vane blade setting angles 
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Presented as examples in Figures 6 and 7 are 
aerodynamic characteristics of fans developed at 
GOSNITs TsAGI for T-102 and T-124 wind tunnels 
of TsAGI. 

The author confirms that there are no restrictions on 
presentation and publication of the paper described in 
the abstract. 

I .V. Brusilovsky .......................... 
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EJECTOR-DRIWN WIND TUNNELS 

Yu. K. Arkadov, V. P. Roukavets 
Central Aerohydrodynamic Institute UsAGI), 1, Zhukovsky Street 

140160 Zhukovsky, Moscow Region, Russia 

1. ABSTRACT 

The experience accumulated at the Central 
Aerohydrodynamic Institute for many years in calculating, 
designing, and running wind tiuuiels in which pressure 
difference is produced by a jet ejector-compressor, is 
analyzed. Theories for optimal gas ejectors and their systems 
are given, new schemes of gas ejectors of improved 
performance arc discussed, and problems of improving 
economic eficiency of the "wind tunnel-gas ejector" systcm 
are considered. Examples of a successful use of ejectors as a 
major drive of subsonic, trans-, and hipersonic wind tunnels 
are presented. 

2. Nomenclature 

p. p ,  -1, w 
p o p  Po, To 
a. critical velocity 
h -la. equivalent velocity 

q (h)  =p/p.\v. 

pressure, density, temperature, velocity 
pressure, density, stagnation temperature 

equivalent mass flow 

adiabatic exponent 
jet cross-section area 
ratio of areas of high- and low-pressure 
gas jets 
gas mass flow 
ejecting-toejected gas mass ratio 
ratio of pressures of high- a i d  low- 
pressure gas 
pressure ratio 
wind tunnel stilling chamber pressure 
ambient air pressure 
Mach number 
blokage factor 

- 
h ratio of diffiiser throat area to test section. 

Parameters of the ejecting gas are denoted by the sylnbols 
with a prime (for example, po' ); Parameters of the ejected 
gas are denoted by the symbols with the index " I "  (for 
example, pol); The mixtiue parameters are denoted by the 
symbols with a double prime (for example, po"). 

3. INTRODUCTION 

Russia and TsAGI arc pioneers in developing industrial wind 
tunnels in which the main flow is gcnerated by a jet 
compressor-ejector. Currently, TsAGl has more than twenty 
sub-, trans-, super- and hypersonic wind hmnels where 
single-stage and multi-stage ejectors can be used. It goes 
without saying that of interest is the experience of 
development of such wind tunnels. Abroad they have not 
practically used the ejector drive for a long time, except for 
the facilities designed for engine testing. They bccame 
interested in such a drive about 15 years ago in connection 
with the problems of developing transonic high-Reynolds- 
number wind tunnels. Currently, such hmnels are being or 
have been developed in Sweclen, China and other countries. 

When developing a wind huuiel the most complicated thing 
is to develop a compressor and for a closed-circuit wind 

tunnel it is the development of the system for flow cooling. 
When reaching supersonic speeds and large dimensioiis of 
wind hmnels and compressors thcse problems hccome h:ml to 
solve. The ejector drive provides solution of many problems, 
but at the same time generates a number of the specific ones. 
The major disadvantage of thc ejector drive is its low 
efficiency which is due to a specific operating process in thc 
drivc, namely: nonelastic collision of the cjecting and ejected 
jets. The other essential disadvantage is the noise which is 
also due to the operating process in it, that is jet tnixing. 
However, the ejector drive has several advantages. Besides 
simplicity, reliability, and large seivice life the possibility to 
accumulate energy in thc high pressure bottles Tor a rathcr 
long time as well as reduction of transient time wtiilc iimiiing 
the wind tiumel and changing its opcrating conditions caii bc 
addLd to the advantages. ' 

When developing the wind tunnel with such a drivc the 
problems of the ejector optimization are ILSII;~IIY solved. The 
currently developed theories for an optimal gas cjcctor allow 
it to be done rather successfully for dil'ferent operating wind 
tunnel conditions. Currently tlifficult.ics arise in  those i;lses 
when many operating conditions with respecl to Mach 
numbers, blockage factor, Reynolds niimkr range, and 
dynamic pressures are wanted to combine in one wind 
tunnel. In this case optimiiation is a diflicuft problem ant1 
extremely important one. 

A simple ,and widely used theory for the gas ejcctor is based 
on solving thc equations of conscrvation (mass, energy, anti 
momentun) for inlct and exit sections of a cylindrical mixing 
chambcr with regard io the total pressure losscs in the 
exhaust d i k e r .  This theory allows the device oplimality 
criteria to be determined by using the variational ciIlctllus 
methods. It tunis out that these critcria 11 ] arc different for 
high and low pressure ratios. At low pressure ratios (r;<l .OS) 
the ejector with a low equivalent velocity of tlie low-pressure 
gas is the optimal one (Fig. 1) and at high pressurc ratios 
(01 .1  ) it is the device with a high almost sonic specd of the 
low-pressure gas at the mixing chamber inlet (Fig. 2). 

The former of these optima is really achievablc and there are 
examples of its reali7ation in the practice of devclopmeiit of 
transonic wind tunnels and gas-filling systenis of infl;ilablc 
life rafts and escape slides. The latter optirniun (at sonic 
spced of low-pressure gas) requircs to fulfil contradictory 
criteria and is not really achievablc. To approach to it (and 
thereby to improve ejector efliciency) the multi-stage designs 
were conventionally used whose limiting possible 
characteristics were investigated in detail by IJqukov and 
Cluistianovich in [2]. A certain approach to this optimum is 
also possible in the single-stage designs with a specific 
generation of flow in the mixing chamber 131. 

5. HIGI1 PRESSURE RATIO EJEC'I'OHS W m  
IMPROVED LIMITING CH.4KACTERlWICS 

5. I .  Ejector with oRwt nozzles., There exist many vcrsious of 
ejectors with two nozzles for high-pressure gas. At a 
supersonic outtlow of improper pressure ratio the 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 



22-2 

high-pressuregas jets have a shape of divergent and 
convergent cones. With location of all nooJes in a single 
initial cross-section the area maximums of all jets are in a 
single cross-section as well. In case with one offset n o d e  in 
the flow direction this coincidence does not take place and as 
a result a passage section and ultimate mass flow of 
low-pressure gas increase. Figure 3 shows a flow pattern in 
the planar "sonic" ejector with the offset noale and Figure 4 
prcsents the results of the cxpcrimental invcstigation of such 
a device. It is seen that the offset increases the ejecting-to- 
cjcctcd gas mass ratio by a fmtor of 1.5-2. 

5.2. Ejector with helical nozzle arrangement. In the 
axisymmetric gas ejector the offset of the wave maximums 
of the adjacent jets can be obtained with the high- and low- 
pressure nozzles of a helical arrangement (Fig. 5). The 
experimental investigation confirmed the possibility of 
improving the limiting characteristics although it was 
observed in the reduced operating envelope: O<q(A)<O.8 

(Fig. 6) , 

5.3. Eiector with d o r a t e d  node .  It was discovered that 
perforation with longitudinal slots was the most effective way 
to change choking conditions for the gas ejector and improve 
its limiting characteristics at the initial section of the mixing 
chamber (Fig. 7). A perforated wall facilitates a rapid jet 
mixing already before the section of choking the ejector in 
the mixing chamber. The experiments show that this way 
allows some limiting charactcristics to bc improved by 
several times (Fig. 8). For example, a maximum pressure 
ratio of one of the tested ejectors has increased by a factor 
of 6. 

The devices considered above have the improved limiting 
characteristics in case of inequality of the static mixed gas 
pressures at the inlet of the mixing chamber, i. e., in case 
of q(A)<O.8. Further it was suggested the scheme which 
allowed the ejector characteristics to be improved 
throughout the operating envelope, this was the ejector 
with a noncylindrical wall perforated at the boundary of 
the mixed jets. The experiments have shown that in the 
operating envelope of high equivalent mass flow of the 
low-pressure gas q(A)=O.8 - 1 characteristics can be 
improved by a factor of 2-3. The wall profile in the 
longitudinal section can be linear (conical) or curvilinear. 

An example of a successfid use of the ejectors of the new 
schemes is upgrading the TsAGI SVS-2 wind tunnel. This 
wind tunnel is mainly designed for investigations of aircraft 
inlets at trans-, super- and hypersonic speeds. The wind 
tunnel has a variable nozzle of the 500 x 516 mm exit section 
and changeable round nozzles of 565 mm exit diameter. The 
variable nozzle is designed for Mach numbers of up to 5 
(without heating) and round nodes are used at W5 with 
flow heating. To achieve high Mach numbers a single-stage 
ejector was installed in the exhaust duct of the SVS-2 wind 
tunnel. For the purpo& of increasing a maximum Mach 
number achievable at a low pressure in the stilling chamber 
(up to 10 at) the above-said ejector was twice upgraded by 
means of installation of the wall with longitudinal slots in it. 

In 1968 the use of a 1700 mm long perforated nozzle with 16 
slots of 20 mm width allowed the ejector pressure ratio to be 
doubled from 5 to 10. In 1995 this nozzle was replaced by a 
new and longer one (P = 2350 nun) with 6 slots of 46 mm 
width. As a result of the second modernization the pressure 
ratio in the main operating wind tunnel conditions at Mach 

numbers of 5 - 6 become two times greater (Fig. 9) this 
provided the opportunity to run the wind tunnel at 2 - 4 at. 
At the same time this allowed the Mach number range to be 
increased up to 7.5 - 8. 

5.4. ComDact gas eiector of high Dresswe ratio with hclicd 
n o d e  arrangement. Schematic of this device is presented in 
Figure IO. The device comprises: mixing chamber 1, hipli- 
pressure pas stilling chamber 2, set of active supcrwiic 
n o d e s  3, low-pressure convergent n o d e  4, and difftiscr 5 .  
The dcsign suggested is simpler and easier to control than a 
multi-stngc cjcctor ystcm. ITowever, from the p i n t  of vicw 
of gasd>namics i t  is more complicated llinn the cjector ssstcm 
because all its 9 indcpcndcnt gcomctric parametcrs arc 
conncclcd with cacli other through the process in the mising 
chambcr and havc to be of a higher reliability. Whcn 
developing the given ejector these parameters were 
eqxrimcntally specified. 

An experimental characteristic of the investigated ejector 
with a helical n o d e  arrangement (line 1) is presented in 
Figure 11 in the form of a pressure ratio-mass ratio curvc. At 
zero mass ratio such an ejector provides a pressure ratio of 
546. With increasing the mass ratio the pressure ratio 
decreases up to 50 at K4.01. 

To compare eficicncy of such an. ejector with the other 
versions, characteristics of the 4-stage ejector (line 2), the 
ejector with longitudinal slots (line 3), and the conventional 
single-stage ejcctor (line 4) are also presented in Figure 1 1. It 
is seen that the ejector with the helical nozzle arrangement 
provides higher pressure ratios and is more economic among 
the given devices. In comparison with the single-stage ejector 
to which it is similar in terms of structural parameters (small 
length, one stilling chamber, one controlling element) the 
characteristics of the ejector with the helical iio/Ac 
arrangement are several times highcr. In comparison U i th  tlic 
4-stage ejector the pressure ratio and mass ratio gain is 20 - 
30% and plus stnictural advantngcs. 

This gas ejector is the first operating jet compressor of a high 
pressure ratio, in which the active gas supply distributed over 
the lcngth is fulfilled as in a single-stage device. The positive 
result obtained in experiments evidences that development of 
jet ejectors without stages along with multi-stage well-proven 
systems is reasonable. 

6. IMPROVING ECONOMIC EFFICIENCY OF 
WIND TUNNEL-EJECTOR SYSTEM 

The economic ejectordriven wind tunnel eficiency mainly 
depends on the drive quality and the ejector cross-section. 
The less is the inlet ejector area, the greater is the economic 
efficiency of the system, however one can encounter the 
problem of attaining low Mach numbers (if wind tunnel is 
designed for many operational modes) or at high blockage 
factor. In the present chapter possibilities of meeting these 
conflicting requirements in one wind tunnel design are 
considered. 

6.1. Gas cooling behind test section. In many \viiid tiiniicls 
the gas ahead of the n o d e  is heated. Downstream of the test 
section there is no need for such an increased tempcrature 
and the high-pressure gas flow rate is proportional to thc 
squarc root of the low-pressure gas tempcraturc. From this 
follows that one of the possible ways of reducing operational 
costs is cooling of the gas sucked ahead of the ejector. 
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number of the main flow heated up to the condensation 
boundary and then cooled down to the previous temperature 
was carried out. The calculations' have shown that at Mach 
numbers over 5 ,  cooling the main flow can essentially reduce 
the high-pressure gas mass flow through the ejector, 
particularly, at M=10 almost by a factor of 2. 

6.2. Suwonic  variable difliiser. Use of a supersonic 
variable diffuser in the induction blowdoun wind tunnels 
has a number of singularities. In particular, the invariable 
ejector located behind the variable diffiser demands almost 
the permanent compressed air mass flow irrespective of the 
diffuser throat dimension. That is why, there exists an 
opinion that a supersonic variable difiser is ineffective in 
the ejectordriven wind tunnel. In fact, the situation is 
ambiguous. If the ejector of the variable cross-section area 
would be located behind the variable diffuser then reducing 
simultaneously the supersonic diffuser throat and the ejector 
cross-section could decrease the compressed air mass flow. 

Starting and working heights of the d i b  throat sections of 
one of the TsAGI wind tunnels are presented in Figure 12. It 
is seen that at M=5 - 10 the starting height values in the 
wind tunnel with and without a model constitute about 0.5 of 
the test section height and the working height ones were up 
to 0.1. If the ejector dimensions can vary within a wide range 
then savings of the compressed air spend by the ejector could 
be 50 - 90% of the usual -quantity. To c o n f i i  these 
assumptions an experiment with xunning the hypersonic 
(M=5 - 10) wind tunnel model having the difiuser throat-to- 
test section cross-section area ratio of 0.49 and essential 
blockage factor equal to 4-7% for a conical model; with 
regard for the model support the blockage factor was about 
10 - 11% (Fig. 13). 

Fighe 14 shows the dependence of the starting and stalling 
conditions in such a wind tunnel on the Mach number of the 
cold flow (without heating). It is seen that the wind tunnel 
easily funs at all specified Mach numbers and a considerable 
flow contraction in the supersonic diffiser does not prevent 
from running the wind tunnel even with a large model. The 
flow heating soniehow changes these values, but apparently 
it has no effect on the qualitative flow pattern. The 
experiments were performed with the model of the compact 
ejector described above and they are applicable to any 
ejectordriven wind tunnel. As a whole, this experiment has 
confirmed the possibility of fiuther essential improvement of 
the efficiency of the Supersonic wind tunnel ejector drives. 

6.3. Use of m l l e l  eiectors. The abovedescribed ways for 
improving the eumomic efficiency encounter the obstacle 
which is due to the fact that the majority of wind tunnels are 
designed for m y  operating modes. The economic ejector 
cannot provide all operating modes. The solution of the 
problem may be in using into operation parallel ejectors: the 
wind tunnel can be equipped with several ejectors and 
involve them, if necessary. This will give an opportunity to 
real& more economic operating versions in all operating 
modes. 

7. TRANSONIC &ECTOR-DRIVEN WIND 
TUNNELS 

7.1. TsAGI T-109 wind tunnel. The TsAGI T-109 wind 
tunnel is one of the first and largest transonic ejectordriven 
wind tunnels. This wind tunnel is equipped witli two 
ejectors: upstream and downstream ejectors (a supplier- 
ejector and suctionejector). At transonic modes only the 
upstream ejector operates, it takes a dry air from the tunnel 
exhauster and supplies it the stilling chamber together with 
the active air coming from gasholders. The mass ratio at M=l 
attains 1, i. e., in comparison with a straight:through wind 
tunnel air savings constitute up to 50%. The T-109 wind 
tunnel was constructed in the 50s and at that time it was a 
great achievement. 

7.2. Modern transonic eiector-driven wind tunnels. Currcntly 
many transonic ejectordriven wind tunnels are in operation 
and undcr construction. Since 1970 the T-2 transonic 
ejectordriven wind tunnel has been operating in Toulouse 
(France). Since 1988 a large 1.5 x 1.5 m transonic ejector- 
driven wind tunnel has been successNly operating in 
Sweden. In China a greater 2.4 x 2.4 m transonic ejector- 
driven wind tunnel has been constructing. This growth in 
construction of such wind tunnels is caused by two reasons. 
The first one is connected with aspiration to achieve higher 
Reynolds numbers at M=l; this essentially increases the 
required fan power and makes the wind tunnel design more 
complicated. The other reason is such that at high Reynolds 
numbers and high pressures in the test section the inner drag 
of the ejectordriven wind tunnel can be essentially reduced 
in comparison with a fan version by means of gas suction at 
the stagnation point of the working flow. This improves the 
eficiency of the wind tunnelejector system and makes its 
operational cost similar to the operational cost of the fan- 
driven wind tunnel and therewith we have a simple and 
reliable design. 

There are several operating transonic model wind tunnels at 
TsAGI. In the T-02 facility the problem of an optimal suction 
of the air supplied by the ejector is studied with a special 
attention and for this purpose the tunnel has five suction 
units with the appropriate control devices. The T-02 proving 
wind tunnel characteristics are given in Figure 15. The Mach 
numbers obtained are in the range 0.2 - 1.35. The mass 
ratios at transonic speeds are 4 - 5. 
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Figure 9. Characteristics of SVS-2 wind tiinnel cjcctor of classical schcmc (withoul 
slots) and with 16 slots (1 968) and 6 slots (I 995) 



22-8 

1, mixing ch~nbci- 3,  scl of iict ivc supersonic iio//lcs 

4, low-piusurc convcrgcnt no//Ie 
5, diffuser 

,2,  1iigli-pi.ccsui~c gas stilling chamber 

1:i~iiic IO. Schcmnlic of  compact cjeclor with many n o / h  

300 

200 

100 

0 
i) i ).( )i 1s 0.01 k 

1:ix~irc 1 1 C'haractcristics o~'coinp:icl ejector ( I ) ,  4-stage ejector (2), cjcctor with 
pcrforated no/Ae ( 3 ) ,  convontional ejector (4) 

+ wit houl model 
0 with large inoclcl 
A with inodcl 
+ without model 

4 with large model 

test 

...,. 
0 5 M 

Fixiire 12 lixpci mental dcpendencics of minimum rclative tlitTiiscr throat height 
on flow Mach nurnbci with ancl withoul models i n  test scclion li)r 

stai.ting and operating wind tunnel modes 



22-9 

I ,  stilling chamber 3,110;lJ.l~ dc=lOO inm 5, siiport 1)=5 min 
2, grid 4, inodcl 6 ,  t o  ejector di = 7 0  min 

1:icuit 13. Shcmalic of hypcrscwic ejcclor-driven wiiid tunnel with high Ilow 
contraclion clownstrcam of test section I'=0.49 

4 6 8 IO M 

Figure 14. I'~.essui-c.s in st illiiig chaniber, con~cspondiiig t o  st art ing and operating 
hypersonic wind timiiel modcs Ilow coiitraction ?=0.4Y 

2 

1 '  

0 2 4 6 

l+wrc 15. lixpcriincntal charactcrishcs of '1-02 timsoiiic ejector-driven 
wind lunncl modcl. 





23- 1 

IMPROVING TRANSONIC WIND TUNNEL COMPRESSOR OPERATION BY MEANS OF GUIDE 
VANE ANGLE OPTIMIZATION 

A.G. Kukinov, G.E. Dyadchenko, 
A.A. Lunyov and V.S. Panasenko, 

Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 
140160 Zhukovsky, Moscow Region, Russia 

S W A R Y  

The implementation of adjustable guiding vanes (AGV) angle 
of sekiing optimizakion for the transonic wind tunnel's 
compressor characteristics' improvement IS considered. 
Experimental research results of gas dynamic characteristics 
of T-128 wind tunnel's compressor and dynamic stress in its 
blades are presented. 

Necessity of monitoring the operation point position in the 
compressor operating envelope for providing its stable 
operation is shown. 

NOMENCLATURE 

n 
G, = G&l8 

Nc = N I &  
8 

6 

i 
B 

ABBREVIA170NS 

compressor total pressure ratio 
corrected air flow 

corrected rotor rotational speed 
ratio of compressor inlet total 
temperature to stwdard condition 
ratio of compressor inlet total pressure to 
standard condition 
designed values of n , G, and N ,  

rated total pressure ratio 

rated corrected air tlow 

rated corrected rotor rohtiond speed 
Mach number in wind tunnel test section 
compressor adiabatic eficiency 
compressor adiabatic eficiency at 
designed pressure ratio 
compresstx ~ a t d  adiabatic ellici~mcy 
vane turn angle (vane setting angle 
increment) 
blade incidence angle 
vane dynamic stress 

GV guide vanes 
IGV inlet guide vanes 
OGV outlet guide vanes 
CW compressor wheel 

I .  INTRODUCTION 

We shall note some features of the compressor operation in 
the sub- and supersonic wind tunnel, which has fixed 
dimensions of the test section. These features are connected 
to matching of increase of a total pressure, required for 
operation of a wind tunnel and available increase of total 
pressure, produced by the compressor. In particular, an axial 
compressor has high eficiency only in the narrow area within 
its operating envelope: compressor total pressure ratio n 
versus corrected air flow G,. In the case of s u b  and 
supersonic wind tunnel only the regimes of compressor 

operation take place in this area, which correspond to 
maximum Mach numbers in the test section. 

At the supersonic regimes of the wind tunnel operation, if 
the Mach number decreases from maximum to M = 1, the 
required compressor total pressure ratio decreases under 
ncar-fixed air flow and the working point on the compressor 
characteristic ( n  versus G, curve) is brought into 
compressor low eficiency rlrea. Low required values of 
compressor total pressure ratio are still retained also at 
subsonic speeds in the wind tunnel test section. Because of 
this compressor eficiency has very low values in the whole 
range of subsonic speeds. This case takes place even in the 
wind tunnel, which is designed for moderate values of 
maximum Mach number (-1.6). For illus2ration in Fig. 1 the 
characteristics of the compressor, curves of the equal 
efficiency values and design curves of the required total 
pressure ratio are presented; Mach number values in the test 
section of the wind tunnel are also depicted on the last 
curves. 

The low values of eficiency are not the only negative 
property of the transonic wind tunnel compressor. The low 
values of the required total pressure ratio at subsonic speeds 
result in flow past the blade rows at off-desigied incidence 
angles that along with the eficiency decrease causes increase 
of blade dynamic stresses. 

In the present report by the example of the T-128 wind 
tunnel compressor, which aided by AGV, some opportunities 
of its operation improvement are considered. A double 
control of the compressor is applied in the wind tunnel: by 
changing the rotor rotational speed and setting up the AGV. 
Such 'a control noticeably improves the operating conditions 
of Ihe compressor, in particular, it excludes the necessity of a 
long operation close to resonant spceds of rotation and 
provides necessary fit-action of a control system. However, 
at original control of AGV (when the blades of all AGV turn 
through the same angle), mentioned above matching features 
of the compressor and wind tunnel characteristics are not 
eliminated. 

Ilesign parameters of 4-stage compressor of T-128 wind 
tunnel are follows: 

compressor total pressure ratio II = 1.56, 
corrected blade tip velocity LI /Jd = 212 mls, 
corrected axial llow velocity in front of compressor 
c,, /& = 124 mls, 

hubltip ratio dl, = 0.68. 

The model of the T-128 wind tunnel compressor was 
constructed for testing of design characteristics and 
simulation of possible operation regimes of the compressor. 
The given below gas dynamic characteristics of the 
compressor was obtained as a result of the model tests. 
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An attempt Wits made to incrcase the compressor el‘ficicncy 
at subsonic speeds in the wind tunnel test section through the 
app1ic;ition of optiniizition of vanes tiun angle. Ihr  this 
purpose the nonlinear programming problem of choice of 
vt~ne turn angle values, ensuring maximum efficiency at the 
given point in the compressor operating envelope 
(at n -vs.- G, plot) was solved I I]. 

‘Ihe solution of the problem will allow to design the 
optimized program for compressor AGV control, which is 
intended to operate at subsonic speeds in wind tunnel test 
section The optimiised program was checked of the model of 
wind tnnnel compressor. liesults or the model tests 
demonstrated, that compressor efliciency increased on 
approximately by 10% when it was controlled by the 
optimijlml program in compnrison with the case, when it was 
controlled by the original control program. The aforesaid may 
be illustrated in Fig. 2 where the efficiency values, referred to 
its value at the designed total pressure ratio, as a function of 
the rated coirected air flow G at various values of the rated 
coirected rotor rotational speed i7 . 

The compressor efficiency increase by optimiution of vane 
turn angle is the rcsult of a flow improvenienl past the blade 
rows. Thus non-uniformity of flow parameters distribution 
through the blade rows, in particular blade incidence angles, 
decreases. Figure 3 demonstrates the designed results of 
blade incidence angles distribution through the blade rows, 
when the compressor is operated by the original and 
optin1iu.d AGV control programs at i7 = 0 .55  and two 
values of G . 

As in the considered case operational total pressure rijtio of 
the compressor is distinctly 1 than its maximum value at 
the given rotor rotational speed, the blade incidence angles 
through all blade rows (except inlet guide vanes - IGV) 
hccome negative. For the original control program the 
maximum blade incidence angle in magnitude is achieved at 
last blade rows. I>uring the optimi7ation of AGV control 
progmni these values decrease noticeably, that owing to the 
nonlinear dependence of pressure loss caellicients versus 
blade incidence angles results in essential reduction of 
overall losses of total pressure in the compressor. 

Another impoitant outcome, obtained due to application of 
the optimized the ACV control program, was the resonant 
dynamic stresses decrease in the rotor blades of the full-scale 
compressor at the subsonic operation regimes of wind tunnel. 
As this takes place, dynaniic stresses in thc blades of 4-111 
compressor wheel have decreased noticeably ’fiese stresses 
were detect at blades vibrations under the third mode on 
frequencies equal J’ =34 N (at - 0.55) a i d  j” =24 N (at 

N-0.814), where N is the rotor rotational speed. In the 
lirst case the vibrations were caused by the influence of the 
guide vanes GV, located in lion1 of the compressor wheel; in 
the second case - by the influence of GV located behind it. 
The cnlci~lation analysis showed, that reduction of stresses 
took place at the expense of decreasing the variable 
aerodynamic forces which excite vibration of the blades. ‘[’he 
values of dynamic stresses arc determined by measurement 
results, which was pcrfi)rmed in 6 blades (of the 4-th 
compressor wheel) dcpentlmg on the dcsigncd estimation of 
the exciting aerodynaniic force are shown in Fig. 4 (where 7 
is nondimensional exiting aerodynamic lbrce; 

ci = (J / p ,  .lo-’ , where p,* is total pressure in front of - i  *I 
compressor). 

For estimation of the variable aerodynamic force, acting on 
the compressor wheel (CW) blade and which is induced by 
the upstream CV vortex wake, a simplified physical model 
12 I was used, in which this force was connected with the flow 
velocity in the wake by the same equations as for an 
undisturbed stream. According to the model the flow velocity 
decrease in the wake is considered Lo be proportional to the 
profile loss coelYicient in the GV cascade. The guiding vanes 
placed downstream of CW creates a circulatory non- 
uniformity of pressure and axial velocity distributions behind 
the compressor rotor cascade. For a quantitative estimation of 
the non-uniformity the jet strenmlining of flat plates cascade 
theoiy 131 was used. As it is shown in Fig. 4, optimi7ation of 
the AGV control program results in an essential decreasing of 
the variable aerodynamic forces, acting on the compressor 
wheel blades. It turned out that the dynamic stresses in the 
blades were near-proportional lo the variable aerodynamic 
Ibrce at application of both AGV control programs. 

3. SllPEKSONlC SPEEDS 1N THE WIMI ‘lIJ”131. ESI 
SEClJON 

I’hc mentioned above optimized control program cannot be 
used for compressor control in the supersonic operation 
regimes of the wind tunnel. In this case the problem of 
maximum Mach numher attainment in thc test section comes 
into lxing. Thus the AGV control program should provide the 
highest possible position of compressor stall boundary in the 
operating envelope . 

To create such control progun, due by the authors solution 
of the problem of maximum value of the compressor total 
pressure ratio at the given rotational speed and air flow, was 
used. Figure 5 compares the compressor stall boundaries 
(based on the compressor model test results) for the AGV 
various control programs. Here also designed connections 
between 5 and G are shown, which should be realized in 
the wind tunnel at various values of the model aerodynamic 
drag, which miiy be installed in the test section. It can be seen 
liom Fig. 5, that the optiniizd control progriun essentially 
rises up the conipressor stall boundary in comparison with 
original control program. The subsonic control program givcs 
the lowest position of the compressor stall boundary. 

At supersonic speeds in the wind tunnel test xction the 
required total pressire ratio depends on the tested model 
aerodynamic drag. As this drag is not known beforehand, the 
operation points on the compressor charactL7istic can appear 
near the compressor stall boundary. Therefore there is a 
necessity to supervise a compressor stall margin: 

M‘ = - - 1 .100% , (where x *  aid Cf are the values 

at stall boundary), when the wind tunnel operates in the 
supersonic regimes. For this purposc the reduced air flow and 
totd pressure ratio ire measured during tests on the fiill-scale 
compressor, basing on these values the stall margin AK is 
calculated. In doing so, coinpressor operation regimes are 
limited by a certain minimum value AK . 

(:: ) 

Figure 6 shows the compressor characteristic as superposition 
with designed c i n e s  of AK equal values and operation 
cnrvcs, which are drawn by the test points, reali7~d in the test 
of a ccitain aircratl model. Each operation curve corresponds 
to a constant value of Mach number in test section at various 



model angles of attack. I Iere is also depicted the compressor 
stall boundary for a subsonic control program case. It can bc 
seen from this cinves, that the considered regimes of 
eonipressor operation cannot be obtained cmipletely through 
the use of this progrrun. 

In conclusion it should be noted, that at supersonic 
vclocities of flow in test section, the wind tunnel is operates 
at design rotational speed of the compressor. The transfer 
lioin subsonic AGV control to supersonic onc (aid 
backwards) is accomplished :it this compressor rotational 
speed. Becausc of absence of blades resonant frequency in 
the vicinity of the compressor design rotational speed, 
problems of blades’ dynamic stresses have no1 takes plsce at 
supersonic regimes of wind tunnel operation and at transfer 
from the control program to another one. 

23-3 

REl~ElU5N CES 

I .  Kukinov, A.G., l,unyov, A A .  and Komashkin, I.K., “On 
Choice of Optimal Adjustable Guiding Vanes Ibrn 
Angles for Axial-lilow Compressor”, Trudy ’L’sAAGI, issue 
1785, 1 376 (in Russian). 

2. Snmoilovich, G.S . ,  ‘Wonstationary Flow Around and 
’I‘urbomachine Cascades Acroelitstic Vibration”, Nauka, 
Moscow, 19G9 (in Russian). 

3. Stepnov, G.Yu., “Hydrodynamics of ‘I’urboniiichine 
Cascades”, l~imatgiz, Moscow, 1 962 (in Russian). 



I 23-4 

n -1 
n i - 1  
- 

1 .o 

0.5 

1x) (A0 = +lV) 

0.0 

0.4 0.6 0.8 1.0 1.2 0 

Compressor performance characteristics and operating lines 

N=0.32 0.43 0.66 0.76 

- optimized control ptogram 
- - -origindcontrolprogram 

- 
0.2 0.4 0.6 0.8 -1.0 G 

Fiaiire 2. Compressor efficiency under two AGV control program 

, 



23-5 

0 ’  

-10 

-20 

- 
N = 0.55 

G = 0.60 
- 

. 

- 

I 
0 I I I I I I I I I I 

1 \ \ 3  4 5 6 7 8 9 / 1 0  

-10 

-20 

Number of 
the blade row 

- 
G =0.71 

Number of ’ the Made row I I I I 

2 3 4 5 6 7 8 9 10 

/ 
- optimized control program 
- - - -  original control program 

Number 1 2 3 4 5 6 7 8 9 IO 
Bladerow IGV 1-st CW 1-st GV 2-ndCW 2-ndGV 3-thCW 3-thGV CthCW 4-thGV OGV 

Figure 3. Incidence angles profile along blade rows 

8 3  

a, *RMZi 

2 

1 

0 

3 

2 

1 

f = 34N 
T 

0 - optimized control program 

Y 
0 - original control program - 

0.05 0.10 0.15 

0 
0.05 0.10 0.15 

Dynamic stresses in blades of 4-th rotor whell in depcnds on variable aerodynamic force 



23-6 

1.1 

1.0 

0.9 

0.8 

- 

- 

- 

- 

1 - original control program; 
3 - supersonic control program 

2 - subsonic control program; 

- 1 M = l . O  G 
0.7 I , t I 

0.7 0.8 0.9 1 .o 1.1 1.2 

F i w e  5. Compressor performance characteristics under different control program 

1 - compressor stall boundary for supersonic control program 
2 - compressor stall boundary for subsonic control program 

1 . 1  r 3E 

-10 -5 
A ~ ~ G v ,  deg 

0.6 I I I I I I I I 

0.6 0.7 0.8 0.9 1 .o I . I  1.2 1.3 

Figure 6. Compressor map at various Mach numbers in wind tunnel test section 



24- 1 

Development of Closed-Circuit Subsonic Wind Tunnel with Diametral Fan. 

Korovkin A.G.*, SavchukV.D., Kuroles V.K. 

RadugaMachine-BuildingDesignBu~eau 
2a, Zhukovsky Str, Dubna, 141980 Moscow Region, Russia 

* SCi~tifiic-researCh Centre of TAG1 
17, Radio Str, 107005 Moscow, Russia 

SUMMARY 

In this aper the features of air flow in a diametral 
fan (DF P contour and its aerodynamic characteristics 
are reported. The field of application for the DF in 
the wind tunnels is determined. The results of ex- 
perimental investigations of DF geometrical param- 
eters effect on DF aerodynamic parameters are given. 

The performance data of the MBDB Raduga com- 
pact subsonic wind tunnel and the Laboratory Train- 
ing Aerodynamic Complex (ULAK) for Technical 
Schools which is developed on its base are offered. 

The method of approximate simulation of following a 
body contour with a liquid with free surface in a 
wide range of Fz numbers for subsonic wind tun- 
nels is proposed, and the possibility of DF use in the 
installations of this type is considered. 

SYMBOLS 

b working wheel length, m; 
b= b/D relative length of the working wheel; 
D, D, working wheel diameter acc. to in- 

ner and outer blade edges, m; 
Dd= (DtD,)/2 ; 
F fan characteristic area, m2 

for DF F=D. b, 
for AF F=n W/4; 

F? = vZ/(gL) Froude number; 
f blade profile deflection; 
L characteristic dimension of the 

1 blade profile chord, m; 
M Mach number; 
N 
n 
P v  total fan pressure, Pa; 
Re = UD/v Reynolds number; 
Q 

d 

WT-tested model; 

working wheel $haft horsepower, W 
wheel rotation frequency, 1 /min; 

fan capacity, volumetric air con- 
sumption, m3/s; 

q=pv2/2 velocity head, Pa; 
U= n.D n /60 wheel tip speed, m/s; 
v air flow velocity, m/s; 
Z number of wheel blades; 

blades angle acc. to inner and outer 
blade edges; 

P I &  

6 radial clearance rate; 
q=Q p V / N + y K  DF overall efficiency; 
e angle of casing cowling opening, or 

wheel circular coordinate; 
A= 2.N/(pF.W) fan consumed power coefficient; 
V kinematic viscosity Coefficient, d / s ;  

wind tunnel hydraulic resistance 
coefficient related to velocity head 

5 
in the wind tunnel working section; 

P air density, kg/m3; 
‘F =Zsz/~Dd chord spacing ratio of wheel blade 

cascade; 
cp’=Q/(D.bU) DF capacity coefficient; 
w =2.pv/(pU2) DF total pressure coefficient. 

INDICIS: 
sh shaft 
w.s working section 
X in xdirection 
Y in ydirection 

I. INTRODUCTION 

The wind tunnel (WT) design work is to be per- 
formed with regard to the following requirements: 

- obtaining the conditions of uniform stationary flow 
in the WT working section; 
- providing a small degree of turbulence; 
- meeting the similarity criteria; 
- convenience in testing (access to the working sec- 
tion, working section capacity, noise, etc.); 
- high aerodynamic efficiency; 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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- simplicity of structure and small dimensions (com- 
pactness). 

The basic components of the closed-circuit subsonic 
WTs are: nozzle, working section, diffuser, fan unit, 
elbows with swinging blades, return channel and 
prechamber with flow straightening and aligning de- 
vices. The fan type and correlation between its aero- 
dynamic characteristics and WT air network charac- 
teristics are of first importance in selection of WT 
configuration and its geometric dimensions. 

At the present time, creating a subsonic wind tun- 
nel does not present to serious scientific or technical 
difficulties because of a great experience gained in 
many countries concerning its design, development 
and manufacturing. Both the configurations of such 
a wind tunnel and the use of the axial-flow fans (AF) 
in its structure are conventional. 

In this paper we consider ability of the use of DFs in 
the subsonic wind tunnels, which, even if less effi- 
cient than the AFs, are more simple in their struc- 
ture that allow us to reduce the WT dimensions and 
enhance WT capabilities for working-section flow 
control. 

It is known that these proposals have been offered 
before but we do not know any publications about 
the existing wind tunnel designs of this type, much 
less about their realization. 

’I his paper contains the results of: 
- conducting parametric and physical aerodynamic 
studies of all main components of the working wheel 
(rotor) and DF casing as well as of their inside flow 
pattern; 
- choosing the aerodynamic layout and designing op- 
timal DF dimensions for the subsonic WT with flow 
velocities in its working section of 10 to 60 m/s ,  
and analysis of aerodynamic control methods; 
- detailed design, manufacturing, adjustment and ex- 
perimental operation of the Laboratory Training Aero- 
dynamic Complex (ULAK-1) with the subsonic WT 
designed for R&D works and efforts of applied chai- 
acter on vehicle and industrial aerodynamics for pro- 
duction and training purposes. 

2. DF FEATURES AND POTENTIALITY OF USE 
FOR SUBSONIC WIND TUNNELS. 

The diametral flow in bladed turbomachines (in tech- 
nical literature they are designated as diametral, tan- 
gential or cross-flow ones) is characterized by two- 
fold flow about the common vaned circular cascade. 
The mechanism of initiation of the flow is as follows. 

When placing the uniformly rotating wheel with a 
cascade of forward-curved vanes in gas or fluid space 
unbounded with walls and in so doing eliminating 

the possibility of medium motion along the axis, a 
circulatory motion of a medium appears, a “vortex” 
with the rotation axis coincident with the wheel’s 
one. The major condition for initiation of diametral 
flow in the wheel is the availability of an asymmetry 
about the rotation axis. In this case the axisymmetric 
flow is transformed so that the vortex axis transfers 
to a new position - to the wheel periphery. Indepen- 
dently of a nature of flow-transforming elements the 
axis of the new vortex position in distorted, non- 
axisymmetric velocity field does not go beyond the 
circle boundaries with a diameter on outer tips of 
the wheel’s blades. And the vortex itself is generally 
located near the non-axisymmetric elements. 

The so-called lateral (diametral) flow which is formed 
under these conditions doubly intersects the circular 
cascade of the same wheel, turns through availability 
of the vortex zone about its axis and envelopes the 
vortex (Fig.1). In fact, the DF is a two-stage bladed 
machine with the one operating wheel. The first stage 
operates as in a centripetal fan, and the second one - 
as in a centrifugal fan. 

To obtain a diametral flow through creating an axial 
unsymmetry we can use: 
a) an outer (side) flow, such as a plane one, created 
through another machine; 
b) an unsymmetric casing, such as a bend-shaped 
one, or variously shaped bodies located outside the 
wheel’s circular cascade (Fig. 1); 
c) plate- or profile elements as  well as the bladed 
system (the interior guiding device) located inside 
the wheel, i.e. in the space which is bounded by a 
contour of the vaned circular cascade. 

Fig.1. Vector diagram of absolute velocities in 
the diametral fan flow section 
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Using the above-outlined wheel flow model as the 
base we have developed a great set of DF configura- 
tions with various aerodynamic and energy param- 
eters (Fig.2). The DF principal structural configura- 
tion consists of the operating bladed wheel with an 
arbitrary extention, which is mounted in the casing 
with an inlet branch pipe and a delivery one (dif- 
fuser). 

Y 
8 

6 

4 

2 

0 

Fig.2. Areas of nominal parameters at the re- 
gime of diametral-fan maximum efficiency. 

Ccmpared to the AF, the wheel (rotor) design is 
considerably simple. Furthermore, the flow in the 
DF can be rotated through 90 ... 180 degs, allowing 
the WT structure to be simplified. 

The different types of fans can be compared between 
each other using the accepted fan-building perfor- 
mances and parameters, like capacity and pressure 
coefficients, specific velocity and overall dimensions. 

To compare aerodynamic facilities with different types 
of fans, it is necessary to work out an integrated 
criterion which will include both the fan and WT 
performances. 

To assess an area of DF application in the WT we 
use the relation 

w=sv'/P ( 1 )  

derived from the following expressions 

At designated ratio of working section area to the 
fan characteristic one and at the known values of 
WT hydraulic resistance we obtain the relationship 
of necessary values y= f(cp). A comparison of this 
relationship with the aerodynamic characteristic of 
any type of a fan defines the area of its working 
points. 

In Fig.3 we present the comparison of characteris- 
tics of the particular DF/AF types. 

Let us introduce K , K9 , Kc , K,, K,, Kn coefficients 
as ratios between Lomogeneous characteristics and 
parameters of WT with DF and those of WT with 
AF, corresponding to operating points values. 

The following ratios are recorded for these coefficients: 

0.886 .K$5 
K, = 3 0 . 5  

- 
60.5 

Kn = 1.128- KV .K,1.5 

(3) 

(4) 

With reference to Fig.3, it can be seen that DF op- 
eration area as compared with AF one is defined by 
K9 > 3.0 and K > 10 coefficients. In addition it is 
seen that for Dfoperation in nominal conditions the 
WT should have high values of 6, and thus aerody- 
namic efficiency. of the WT with DF will always be 
less than that of the WT with AF, with regard to 
lower efficiency of DF. 

Fig.3. Chart for determination of fan's 
nondimensional coefficients depending on the 
WT hydraulic resistance. 
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On the other hand, from (3), (4) expressions it fol- 
lows that DF will be smaller in diameter and have 
lesser r.p.m. as compared with AF, and consequently 
the overall dimensions of the WT with DF can be 
considerably smaller than those of the WT with AF, 
with regard to structural features. 

Fig.4,5 demonstrate aerodynamic configurations of 
the WT with AF with working section of D=0.6 m 
and the WT with DF with working section of 0.6 x 
0.4 sqm.  

5800 I 
Fig.4. Scheme of the VVT with DF (working sec- 
tion of 0.4 x 0.6 sq.m). 

Fig.5. Scheme of the VVT with AF (working sec- 
tion of D=0.6 m). 

3. PARAMETER INVESTIGATIONS OF DF 
AERODYNAMIC CONFIGURATION. 

In theoretical and experimental investigations of DF 
aerodynamics geometrical parameters of the wheel 
vane cascade and contours of the casing flow ele- 

Fig.6. Scheme and designations of the main 
optimizing geometrical parameters of the work- 
ing wheel and fan casing. 

menls, given at the diagram in Fig.6, were optimized. 

I t  has been found that the vane channel of the wheel 
must be of a diffuser-confuser shape, and inner ( p,) 
and outer (p ) edge blade pitch optimum angles are: 
p, = 150°f go and p, = 80° f 3O. The vane channel 
bending is to be of f = 0.2. 

To acqiure high values of y~ and q and reduce the 
noise level solidity and number of blades in the vaned 
cascade are to be in the range of z = 1.6 ... 2.7,, and 
z = 20 ... 32. 

Tip loss reduction increases y~ and cp values by 
a factor of 112 with inc’easing of the rotor relative 
length from b = 0.2 to b = 1.0. 

I f x  > 1 .O its impact on w and cp is insignificant. 

The impact of 3 on q is limited by 5 < 0.5 area. 

An inner shaft mounted in the rotor causes consider- 
able losses of the fan efficiency and reduction in 
pressure coefficient w . So in nominal rating condi- 
tions at d = 0.1 the efficiency decreases by 20% 
and y~ dhecreases by 25%. Thus, to ensure better 
aerodynamic and energetic characteristics of DF, ro- 
tors should be performed without an inner shaft. 

The impact of the relative values of inlet and outlet 
flow wise sections on DF aerodynamic characteris- 
tics is defined 

c 

Z = C / D  and B = B / D .  

The resulting optimum F l u e s  of these parameters 
are: F = 1.25 ... 1.75 and B = 0.4 ... 0.5. 

The main element of DF flow section contour is the 
so-called “tongue” shape and 6 value of the relative 
clearance between the “tongue” and DF rotor. In 
nominal rating conditions of DF operation the tongue 
turned back to the delivery branch pipe is optimum. 
At cp’ > qN’ the tongue turned to the opposite 
direction is more advantageous, thus, the tongue 
optimum shape selection is eventually to be deter- 
mined by the operating point position on DF aerody- 
namic characteristic. 

Relative clearance 6 impact is shown in Fig.7. 

The fact that structural variation of the clearance 
between the rotor and tongue can be realized by 
tongue translation offers strong possibilities of WT 
characteristics regulating as well as non-stationary 
flows creating in the WT with specified characteris- 
tics. 

During DF parameter investigations, a scale effect 
evaluation was also carried out (see Fig.8). It has 
been followed from the experimental investigations 
that the automodel operating envelope of DF was at 
Re > lo5. At the lower values the pressure coeffi- 
cient y~ and q tend to considerable reduction. 
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DFs with devices for deep aerodynamic control of 
operating conditions and suppression of discrete com- 
ponents in the acoustic spectrum are designed. De- 
veloped DF configurations can be used not only In 
the WTs but also in the different production equip 
ment, conditioners, laser units, aircraft. air-cushion 
vehicles. etc. 

Io 
6 aa y f  w 41 au ~r 4 

Fig.7. DF aerodynamic characteristics for WTs 
with different radial clearances (model of b4.5 
m; D=QS m). 

Parameter investigations results have made it pos- 
sible to develop the wide range of the medium-loaded 
(I+I = 3.2 ... 4) and high-loaded (yf = 6.0 ... 8.5) DFs. 

0 

Fig.8. The action of scale effect on DF aerody- 
namic characteristics. 

4. DEVELOPMENT AND MANUFACTURING OF 
A COMPACT SUBSONIC WIND TUNNEL AND 
U W L  

Wheu working at the compact closed-circuit sub- 
sonic wind tunnel (WT) (Fig.9) we have developed 
its airflow channel with four swinging elbows, and a 
diametral fan with optimized flow layout and dimen- 
sions (rotor diameter D=0.46 m, rotor length b=l.l 
m) has beeh placed in the second swinging elbow 
flowwise, the fan casing, in which the flow makes a 
90-degree turn, functioning as  the second WT swing- 
ing elbow and the rotor rotation axis being normal 
to the tunnel plane of symmetry, placed outside the 
tunnel outlines. 

” 
Fig3 The general view of the UIAK-I . 

The above WT layout made possible to eliminate the 
employment of an angle gearbox or a long drive 
shaft, passing through the tunnel outlines. In the 
WT airflow channel developed, the diametral fan with 
the design pressure-flow characteristics delivers the 
flow into the diffuser with the vane guiding device 
and further through the third and fourth swinging 
elbows forces the flow into the prechamber with the 
honeycomb and the grid placed inside, and then, into 
the nozzle and the WT open working section. Pass- 
ing through the working section, the flow slows 
down in the inlet diffuser with the mouth and, pass- 
ing the first swinging elbow, appears directly in the 
DF intake that makes possible to substantially sim- 
plify the tunnel construction, make it more compact 
and improve the tunnel flow guality. 

The designed compact subsonic WT with DF has the 
following technical characteristics: 

Wind tunnel dimensions 

length 5.800 mm 
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width 2,OOO mm 

height 2,500 mm 

Flow velocity 

Working section open 

Working section length 1,ooo mm 

Model length 

10 to M) m/s  

Working cross-section 600 x 400 mm* 

up to 400 mm 

Fg.10. UIAK-1 working section. 

On the basis of the developed WT the test complex 
ULAK-I (Fig.9) has been created proving the follow- 
ing advantages: 
complex compact installation; 
automatic movement of a model under study; 
automatic measuring of aerodynamic parameters. 

'The W - I  complex consists of the following com- 
ponents: 

compact wind tunnel; 

model angular movement mechanism; 

control - manual and automatic; 

measurement range at: 

angle of attack -100 to +200 

slip angle -900 to +900; 

Sitting precision for : 

angle of attack f 0.10 

5 o/s; 

slip angle f 0.25O; 

model motion limit speed 

mechanism of sting motion along X. Y and Z axes; 

control - 
sting motion: 

along X axis 

along Y axis 

along 2 axis 

manual and automatic; 

600 mm 

600 mm 

400 mm; 

motion speed 25 mm/s; 

six-component strain gage; 

pressure gages and a sting, 

measuring units; 

program package to provide experiments 

6. AN EXAMPLE OF DF USE IN THE SUB- 
SONIC WT TO SIMULATE BODY MOTION IN A 
LIQUID WITH THE FREE BOUNDARY. 

W i g  to the above-mentioned features. the DF could 
be used not only as a WT power unit but also as an 
auxiliary equipment. As an example, we consider DF 
possible use to simulate body motion in the WT in a 
liquid with the free boundary. As a rule, this task is 
decided by means of pulling the body models through 
the flow channels. In addition, this example is of 
interest because it gives a clear interpretation of 
effect of the working-section walls to aerodynamic 
characteristics of the model under study. 

It has been known that in uniform body motion in a 
liquid, in parallel with it's free surface, the wave is 
initiated on the liquid's suriace and moves together 
with the body. When the flow moves in the opposite 
direction, the wave becomes steady, and the so- 
called low waves condition is fulfilled on the free 
surface. that mav be written as 

d v v  
-'=-I- 
dx F? (5) 

We consider gas two-layer flow in the closed work- 
ing section of the subsonic wind tunnel, where h, - 
height of the main flow and h, - height of gas layer, 
with h, < h, (see Fe.11). The gas parameters as it 
leaves the nozzle: P,, p, , V, - in the main flow and 
P,, p, , V, - in the layer. The relation among such a 
now has been developed in one of the works of 
Neyland V.M. 

1 
x 

Fig.11. Scheme oftwdayerfkw in the WT 
working section. 



A line of demarcation between two flows under 
disturbances caused by a body which is placed into 
the main flow is off a straight line by 6(x), with 

(6) 
d6 VIy 
dx VIS 

-=_ 

where VI" - nondimentional components of basic 
flow velocity on a line of demarcation. 

The gas motion in h, layer has the continuity and 
energy equations ' 

h;p;V, = (h, -G)(p,+p,)(V, +V,) (7) 

( 8 )  

In this case, under the assumption that the process 
is adiabatic: A, P2+PI' 

P,' (PZ+P;Y (9) 

Providing infinitesimal of P2 as compared to P, and 
us ing  express ions  (6)  - (9), we derive a 
nondimensional equation 

It follows from a correlation between (5) and (IO) 
that these equations are identical, if 

So, when creating an additional plane gas flow with 
the height h,, the velocity head q, and the Much 
number M, along one of the walls of the subsonic 
WT closed working section, we can approximately 
simulate the free heavy-liquid surface; an analogue of 
such a surface is the surface of demarcation of two 
gas flows. At given relation h,/h, and velocity 
head value q, in the WT working section, the "heavi- 
ness" of a liquid is primarily defined by additional 
gas flow velocity head qy 

An instance of Fr - 0 corresponding to very heavy 
liquid corresponds in our interpretation to the case 

Fig.12. The application of the DF to design the 
WT with two-layer flow in the working section. 

An instance of Fr -m corresponding to body mo- 
tion in weightless liquid corresponds to the case 

It can be noted that both cases bring closer i o  the 
cases achieved during aerodynamic experiments: the 
first - in the tunnel with rigid non-perforated walls, 
and the second - in the Eiffel chamber. 

The unit which allows an approximate simulation of 
Froude number action in the wind tunnel can be 
implemented using the DFs (see Fig.12). 

q 2  - 0. 

6. NOTES 

1. Korovkin A.G., etc. Diametral Fan. Certificate of 
authorship. N 1767234. Bulletin of inventions, N 37, 
1992. 

2. Savchuk V.D., etc. Closed-Circuit Subsonic Wind 
Tunnel. Certificate of authorship, N 1821664. Bulle- 
tin of inventions, N 22, 1993. 
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I. ABSTRACT 

Results of experimental study of various wnfiigurations of the 
subsonic wind tunnel test section with a bee jet aud Eiffel 
chamber are presented in order to determine its optimum 
variant corresprmding to minimum values of velocity and 
pressure pulsation, hydraulic losses and flow non-unifodty 
in the model location zone. At a given reduced jet length the 
parametas of the test section configuraton were provided by 
varying the relation of the diffusa entry section area to the 
nozzle exit section area and by variations of the collector 
placed in &out of the diffuser. Merent forms of the colleztor 
were studied: owpiece wntracting collector, wnhncting 
collector adjusted along the angle and mllector with parallel 
walls. From the collecto~~ investigated the best in the 
aggregste of the flow efficiency criteria is the onepiece 
mhncting collector with an angle of inchtion of walls 
-14' and an optimum relative value of the gap between it 
and the dithrser 00.2. 

2. NOMENCLATURE 

section mea 
parameter expressed by amas ofthe 
node exit section, diffuser entry section 
and ideal area of the collector exit section 
cross section height 
cross section width 
side of the cut angle of the octagonal cross 
section 
hydraulic diameter of the nozzle cross 
m i o n  
length, noise level 
microphone proper noise 
width of the wall 
cartffiancoordinates 

relative current mordinate s 

radius 
wall inclination angle toward the flow 
axis 
flow velocity 
mot-mean-spuc value of velocity 

air density 
air dynamic viscosity 
pl"nue 

pulsallcnS 

mot-mean-squsrr value of pressure 

-\P difference of mean static pressures in hvo 
pints 

K coefficient of hydraulic losses 
E=UN turbulence level (intensity of vrlocit) 

longitudmal pulsations) 
f fresuency of oscillations 
n rotational fresuenc! of the fan rotor. 

b 
C collector 
cx 
cl 

breathers in the collector walls 

cross section at the collector exit 
inlet &e of the collector 

co 
d 
g 
n 
P 
sc 
!4i 
jet 
an 
f 
0 
fl 
fz 
a 

collect& entry - entry 

plenum chamber 
seltllng chamber 
HRnd tunnel duct 
free let 
n d e  attachment 
fan 
mea0 flow parameters at the n d e  eat 
fan entry 
fan exit 
atmasphere 

gap betweea the collector and d~ffusa 
nonle exit 

3. WIRODUCTION 

To stndy flows over airrraft and other industrial objects 
(automobiles, buildings, speed facilities) wide use is msde 
of the wind tunnels of small subsonic velocities both with a 

The advantage ofthe last is a free ~cfess to the model and 
apparatus, simplicity of conshuction, possibility of creating a 
low-noise or anechoic test xction to PRfm acoustic tests. 

It is h o w  11-51 that in the closedcircuit wind tunnels with 
an open test section thge appear. over certain velocity 
rauges, antc-oscillations bringing about a noticeable p w t h  
of low-frequency pulsations of the longihldinal velocity and 
pressure throw& the whole duct of the wind hmnel. 
Formation of low-hpzmy pAturbations is associated with 
remmmce phenomaa apparing in the test section (We1 
Chamber) and in the remu circuit of the wind tunnel. Ibe 
circular vortices, that shcd tiom the n d e  edgn and 
envelope the jet, also hlrbulize the flow in the free jet of the 
test section. 

This paper presents the material on the mpaimentsl 

a free jet in the plenum chamber with an aim of choosing a 

closed (perforated walls included) and an open test section. 

invesiiglltion of various cdigmiions of the test d o n  with 

variant with minimum pulsations of velocity and presslln and 

Paper presented a1 the FVP Symposium on "Aerodynamics of Wind Tunnel Circuifs and their Componenfs". 
held in Moscow, Rursin, 30 September - 3 October 1996, and published in CP-585. 
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hydraulic losses and also non-unifonniw of the flow along the 
axis of the free jet and in the cmss section at the mid of its 
length. 

4. EXPERIMENTAL F A C W  AND OBJECTS OF 
TESTING 

The d y m m i c  diagram of the TsAGI T-03 uind tunnel 
t h t  served to @om the tests is shown in Fig. 1. The 
diagrams of the test section with the investigated collectors 
located in h n t  of the diffuser are presented inFigs 2 and 3. 

Aone-pieceu~n~cdlectorwasinvest igated,bmby 
papas [6,7], with thesetting angles of the walls to theaxis 
~1.512; 14.5; 16; 25; 45" at the presence of a gap with an 
area of & between the colle43or exit section (area &) and 
the diffuser enby section (Ad) t o m s  air fium the plenum 
chamber to the flow at the diffuser entry (Fig. 2). AU 
parametas given below were varied at each value of a, 

TheparametR Ad/& wasequaltoO.9; 1.0, 1.05. 

The second variable par am et^ was the value daRrmned . b y  
relaticn, 

AX = Ad-& 
Amid -As 

h e r e  h is an ideal section area at the collector exit 
calculated as part of the area of the free jet cmss d o n  at its 
end with the gas rate being equal to the rate through the 
ncczle [8]. In the ocperiment this -had the values: 
0.85; 1.00 and 1.30. 

The third variable param*cr was the radius of the collector 
entry edge RI. Its value as related to the collector half-width 
at the entry w,R, K I = ~ & , ~ ~  was equal to 0.05; 0.12 
and 0.36, the indicated values &I wue realized only for the 
collector with the parameters: a,=14.5", A d m . 9  and 

radii (&1=20; 50 and 150 mm) the thickness of the collector 
walls 8was 2.5 mm, while with variation of the pameten 
a, and Ad/&. the collectors had thick walls 
( 6 = = 4 o m m ) .  

The fourth parameter actively aecting the resomm 
phenomena in the wind tunnel was the total relative area of 
the gap between the collector and the diffuser &/&. For dl 
variants of the test section configuration in the w i t  
varied from0 to about 0.S to detamine theoptimum value of 
(&/A&+, under which pulsations of prrssure in the plenum 

range d d e r e d  (at the ncde exit) Uo from 30 to about 62 
m/s andat that there would be no resonaoce at U 0 d 0  - 60 
m/S. 

As a particular case of a colleaor an adjustable 
collector was investigated, the 5 p  of which were set at an 
angle to the colleetor axis c4= 4; 8 and 12'. This collects is 
Cbaraaenzed ' by the fact that it had four longitudinal wedge- 
type &sps between the adjustable 5p. The width of the gaps 
varied as a function of the angle cl, For this collector the 

&1=2OmmandAx =0.85; I.Wand1.30. 

A p t  6um the wnhacljng collector, a collector with pardel 
walls was also studied, that for the ultimate case had 14 
rectlmgnlar IongiMiuaI breathas (see Fig. 3). The relative 
totEd area of the breJhm Ab/& varied and was equal to 0; 

AA4.85; 1.00; l . ~ ( ~ ~ ~ ~ h y s = z . S - 2 . 8 ) . F 0 r t h e s e  

chamber p'Jqo. would be mioimum OVW the flow velocity 

parametas of the test seaion were Ad/&=l.O, &/Apo, 

0.1 and 0.4 at AJ&=O. This collector was also investigated 
for a combination of breathers uith a gap beween the 
wllec~or and the dimtser: Ab/&+).? and Ag/&=0.2. In this 
cax the other parameters of the collector were as folloas: 
&/&=1.00; Rp20 IIUII (Re , -  M S )  and AT=0.85: 1.00 
and 1.30. 

The length of the kee jet as related to the nonle hydraulic 
diameter varied over the mnge E," = .? 5 - 3.0. 

AU the above mentimed parameters of the test section 
configuration wete provided only by vaMtiws of the 
collectors and three shaped attachments (see Fig. I )  Tor the 
base n d e  of the T-03 uind tunnel. The other elements of 
the wind tunnel, includmg the ditfuser, were unchanged. The 
principal dimensions of the T-03 uind tunnel, the 
investigated types of collectors and the atiachments for the 
ndestudiedarepmentedinFigs. 1 - 3 .  

5.  METHOLXlLOGY AND TECHNIOUES OF THE 
EXPERIMENT 

For each d g u r a t i o n  of the test section, characteristics of 
the flow efficiency in the free jet were de(amined: noise 
level and pulsations of pressure in the plenum chamber over 
the range of velocity variations from 30 to about 62m/s, 
distribution of static pressme, velocity and turbulence l e d  E 
by the jet axis x and by the axis z (along the width of the jet) 
in the mid m d o n  at the flow velocity - 50 m/s, 
Meffcient of hydraulic losses in the wind tunnel duct at the 
flow velocities from 30 to - 62 m/s. For the collector with 
parallel walls (a,*) and with parameters Ab/-, 
AX=l.OOand 1.30themefficientofhydra11liclossesinthe 
fire jet was measm'ed for the flow velocities 30 and 40 mls. 

MeasuremRlts of the flow efficiiency cha racucs ,  canid 
out at wnstant velocity, were performed at practically stable 
valuesof the flow parametas at the nozzle exit. For instance, 
for the averaged in time velwity U ~ 5 0  m / s  its value 

varied within a mu of duration of 7-15 minutes not more 

atmospheric one (by S -1 5K). 

The flow stability was provided by a wnstant rotatid 
-cy of the fim rotor n ( M . Z % )  and heatmass 
exchaage of the test air and the atmospheric one through four 

downsmeam of the cmm, see Fig. 4). 

Figure4 shorn a diagram of measuring the staticprrssure in 
the flow& aprecisionmeasurement system based on two 
v i ~ o l l - ~ ~  Mnvatas of prrssure, and static 
presswe on the wallsofwind tlmnel elements using a system 
meamamm with elechwinductiw umvertors of presam. 
The CIIOI of measuring the differare of static pl7zmlm 

trwsducas of the second trpc the BRUT of v t  

The mmrs of measwing the air tanperature in the sealing 

deviated from the mean value by *I%, the flow tempemm 

thao by -3K remaining SDmeWhet higher than the 

WinQWs in the dua of the wind turmel (two upsream and 

p(Y ) - p(0) by the of the Ii& type for the time 
of avemging -20 s does not exceed 1.2 Pa For the 

attains -1ops. 

chnmberusingawppmthamaneterandtheatmqhuicair 
tempemm (in the hall h the T-03 wind tuune.1 is 
located) U@ a mercury thermomekdoes not exceedO.2 K 
The enur ofmeasuring the atmoqhic pressure U@ a 
mRnnybsrmmetadaesnotexc&d1oPa 
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The noise level in the plenum chamber (beyond the froee jet; 
near flwr) was m e a d  by a B w l  & Kjer 3133-hpe 
condenser microphone of diameter 1 R" with the proper noise 
W 5 d B  at the recorded level of the acoustic s i 4  L=108 - 
122 dB. The pressure pulsations @&a wwe based on the 
measured noise level in the plenum chamber. 

The averaged in time flow velocity U(x) and U(z) and its 
pulsations UAJ were measured by a hot-wire anemometer. 
The system of measurements with the help of hot-uire 
anemometer consists of: 
- two hot-wire anemometers with a tungsten filament 5 pm 

in diameter, 2 mm long with practically equal values of 
electrical resistance; 

- hot-wire anemometers ETAM-17 and DJSA 55M01; 
- digital voltmeter for measuring the difference signal of 

two hot-wire anemometers; 
- conditioner with a coefficient of amplifying the hot-wire 

anemmeter S i  k=10 and the signal frequency pass 
band limited by the filters of low and high fresuencies 
(bandwidth) A+l& - IO k € 4  

- data acquisition system. 

6. FLOW EFFICIENCY CRITERIA 

The influence of variables of the geomhc parameters on the 
flow efiiciency in the test a t i o n  and coefficient of hydraulic 
losses in the wind tunnel duct were evaluated using a family 

serve as the flow efficiency criteria: 
- p&o, the value of the pressure pulsations in the plenum 

C b k ,  
- dC,/di? (at U 0 4 0  m/s), @ent of the pressure 

coefficient on the jet axis Q[PO-P(O)l/qo. (see 
Fig.1); 

- KeAp/qo, coefficient of hydraulic losses in the wind 
hmnelduct,thefkejetincluded(Ap=prpn); 

- E=IJAJ, velocity pulsations on the flow axis at the n d e  
exit ( Y 4 )  and in the mid part of the jet (st 4 . 5 h  

- 21ZI- width ofthe flow m e  in the mid part ofthe jet 
at?*. 

of critaia. The following flow panrmeters were assumed to 

The comparable values of these criteria over the range of 
variation of the flow velocity &om 30 to 60 mls are given in 
Table 1. 

7. RESULTS OF THE EXPERIMENT 

7.1. ONE-PIECE COLLECTOR 

Table 1 represents the best magnitudes of the flow efficiency 
criteria obtained at established in these investigatwns 
optimum values of the relative gap-value (A&& for the 
cwsidered pmmeteIs CY+ Ad&, &I and the two values of 
the prameter Ax: 1.00 and 1.30, most realistic during the 
design of the wind tunnels. 

Analysis of these results le& to conclude that by the 
majority of the criteria of the flow efficiency the best results 
were obteid for the collector with thick walls to compsre 
with the collector with thin walls for the similar parameters: 
cq@l4.S0; (&/A&,4.9; &=O.OS; AX= 1.00 and 1.30. 
The following geometric pmmters of one-piece collectms 
(considering the use of a wind tnnnel with a model in the test 
section) were taken to be optimum by the majority of the flow 
efficiency criteria: 

- 
acwt=I?~So: (A.dA&,iI.& It1 w4=Kl?: 

The value of the optimum inclination angle of the collator 
walls to\rard the axis, beimg equal to 11.5", was conlirnm! by 
additional (check) tests of collectors nith the angles &=2Y 
and 45". The flon- efficiency criteria in this wse were \verse 

- 
(.4J&x)op,*o.?. _\.\,,=1.30. 

than at c&*=,=14.5'. 

The diagrams with the flow structure characteristics for the 
cw of one-pce collector for optimum parameters are 
represented in Figs. 5 -10. 

7.2. ADJUSTABLE COLLECTOR 

With an innease of the setting angle of the collector flaps a. 
from 4 to 12" the intensity of the pressure pulsations @,/qo, 
the velocity pulsations E(f) at y = Z = O ,  E ( ? )  at 
f = 0.5, 7 = 0, the coefiicient gradient C, and the coefficient 
of hydraulic losses K, decreases. Their minimum values 
obtained at cq=12' and Ax=1.3 are equal or somewhat 
higher than the same for the case of om-peace rigid collector 
with its optimum parameters. For the sake of comparison 
Figs. 11 and 12 show dugrams of the dependRlcies E(Uo) at 
x=y=Z=O and WX) at 7=Z=O and U0=50m/s. 

7.3. COLLECTORWITHPARALLEL WALLS 

The only advan-e of the collector with parallel walls 

with the collec101 with breathers is only larger length of the 
fke jet with practically constant coefficient C, 0 . AU other 
flow efficiency criteria are worse thao in the case with 
breathers. An in- in the relative area of breathRs from 
&/&=0.2 to 0.4 also worsens the flow efiiency. The best 
flow eff&ncy was obtained for the combination of breathers 
with gap: &/&4.2, &/&4.2. However, in this case the 
accepted criteria of the flow efficiency are not better than for 
the optimum parameters of the orepiece collector. For 
example, it is seen h cmpuism of the diagmns of 
dependencies QUO) (i?=?=Z=O) and F.(@ ( y = Z = O )  
at Up50 m/s shown in Figs. 11 and 12. The value of the 
coefficient of hydraulic losses in the free jet K 8 . 3 7 .  

without breathers and gap (Ab/&*, A&&) to compare 

CONCLUSIONS 

1. From the investigated types of collectors of the test section 
with a free jet (one-piece contracting collector, conhacting 
collector adjustable along the angle and collector with 
parallel walls) the best in the aggregate of the flow efficiency 
criteria is ,the onepiece con- collector with an 
optimum relative value of the gap between it and the ditlber 
b e i i  equal to -0.2. 

2. The optimum parametas of the ox-piece collector are: 
- inclination angle of walls toward the axis Q 44', 

rektion of area of ditfusa entry to area of collector exit 
& / k l . O ,  

- 

- pmmeteIAx=1.30. 

3. For the range of velocities at the n d e  exit U0=30 - 
Um/s  at Reynolds numbas ~ ~ 9 . 2 ~ 1 0 ~  - 1 . 9 ~ 1 0 ~  that 
correspond to the hydraulic diameter of the node the 
following data were obtained for the optimum one-piece 
collector in the TAG1 T-03 wind tunnet 
- pressurepUlsati~inthetest~on~,/qG=l.l -O.Ph, 
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- turbulence level on the flow axis in the mid part of the jet 
W = 0.5) = 0.88% for the turbulence level at the n o d e  
exit E (X = 0) = 0.3% ( U ~ 5 0  d s ) ;  

- went of the pressure coefficient C, along the jet on the 
path ?=0.05 - 0.3 dC,/djtd) and on the path 
Z q . 3  - 0.7 Idc,/djt 1<0.017 (Up50 m/s); 

- total coefficient of hydraulic losses in the wind tunnel IGt 
falls down h -0.56 at b 9 . 2 x l O ’  to -0.52 at 
Re=d.9x10°; 

- w i d t h o f t h e t l o w m 2 1 Z ~ . 8 a t  j t=OSand ?=0 
( W 5 0  mk). 

4. The adjustable collector with a variable angle of 
inchtion of flaps toward the axis and four longimdinal 
wedge-- gaps behMen the naps and also the collector 
with @el walls and teathers in the walls and a gap 
between the collector and the diffuser for the optimum 
wc paramet~s haw the ~ r m e  01 w o r ~ e  now 
charsctaisties to compare with the optimum one-piece 
COll&. 
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The best test d o n  pmmeten and values ofniteris at 
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1. Test section 5, Honeycomb 8, Collector 
2. Plenum chamber 6, Dsturbulizing screen 10. Shield grid 
3, Diffuser (0,b.c.d) 7, Stilling chamber 11. Fon mection 
4. Comer vanem (o,b,c,d) 8. Nozzle 12, Fan drive 

Figurel. Wind tunnel T-03 TsAGI with open-jet 

Side view 
Collector Collectpr 

Figure 2. Teat section with one-piece collector 



Three attachments to the nozzle 
- 

A-A 

4 
FiguraJ. Collador with flaps with breathem 

Figura4. Pressure maasummant system 



OPTIMUM ONE - PIECE COLLECTOR 
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I:ieure 6. 'The turhulence level at X = y = 1. = 0 as a function of the flow velocity 
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l'urhulmce level B (Y) and relative velocity URJo (3 dislribulions along the jet 
center line (y = z =I)) at uo=50 m/s 
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OPTIMUM ONE - PIECE COLLECTOR: 
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w8. Turbulence level E ( i )  and relative velajty lJ/Uo@) distributions over 
the z axis at the jet mid-point X=O.S, 7 =0 and Uo=SO m/s 
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Static pressure profile along the free jet 



VARIOUS TYPES OF COLLECTORS AT OPTIMAL PARAMETERS 
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Fixure I I .  Turbulence level at j (  = y = 2 = 0 as a function of the flow velosity. 
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Fieure 12. Turbulence level distributions along the jet center line 
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LOWERJNG THE TURBULENCE LEVEL IN AN OPEN-JET WIND TUNNEL 
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BY NOVEL ADJUSTABLE JET-EXIT VANES 

SUMMARY 

A new design of jetexit vanes has been used to study 
the effect on wind tunnel turbulence in an open-jet test 
section. The new device offers the possibility to adjust 
its geomeay to the specific situation. The most effec- 
tive elements of the device are triangular teeth which 
prormde from the nozzle rim into the flow. By shift- 
ing these elements into the direction normal to the 
flow an optimum with regard to the turbulence reduc- 
tion could be achieved. 

LIST OF SYMBOLS 

b nozzle width 
Re 
Tu 
U local time-averaged seeamwise velocity 
U, wind tunnel speed 
Y coordinate, transverse direction 
Z coordinate, vertical direction 

1 INTRODUCTION 

The most effective way to reduce self-excited flow 
pulsations in open-jet wind tunnels is the proper design 
of the collector in combination with an optimized gap 
between the collector and the diffusor. If flow pulsa- 
tions still occur, jet-exit vanes mounted along the 
periphery of the nozzle can be a useful tool to reduce 
this problem. The classical vanes of the Seiferth type 
develOpea in the forties in Germany (Ref 1) are sim- 
ple inclined rectangular wings which point alternately 
into and out of the flow. The mechanism of the Sei- 
ferth wings is usually explained as interaction between 
generated longitudinal wing-tip vortices and vortex 
rings periodically shed from the nozzle exit. The vor- 
tex interaction leads to partid desmtion of the other- 
wise very stable vortex rings so that the collector rim 
is no longer hit by this periodic flow structure. 

An improvement over the rectangular Seiferth wings 
are swept-back wings (Ref 2) or triangular shaped jet- 
exit vanes (Ref 3) which generate longitudinal vortices 
of higher intensity. On principal, jet-exit vanes are 
accOmpaned by adverse side effects which cannot be 
avoided. The border between the potential flow and 
the surrounding free shear layer is shifted inward so 
that the utilizable potential flow core is reduced in 
size. In addition, noise is generated and the efficiency 
of the wind tunnel is slightly reduced. However, in 

Reynolds number, based on nozzle width 
streamwise turbulence intensity (in percent) 

most cases the positive effects prevail, and the ad- 
verse effects are tolerated. 

Jet-exit varm of design mentioned above have in com- 
mon that they are fued in geometry and, as soon as 
they are mounted, cannot be adjusted to match speci- 
fic situations. In the present study a new type of ad- 
jusrable jet-exit vanes has been used in a wind tunnel 
located at the University of Kassel (Germany). First 
of all the gap between the collector and the diffusor 
and additional breathers had been optimized so that 
long-waved flow pulsations were essentially elimiina- 
ted. The question to be studied was if and to what 
extent additional jet-exit vanes would help to further 
reduce the remaining turbulence in the test-section. 

2 GEOMETRY OF THE JET-EXIT VANES 

The jet-exit vanes used in the present study are the 
result of a development at the TsAGI (Russia). The 
device consists of three elements: 

1) Pyramidal wedges of triangular cross-section 
mounted flat onto the interior nozzle wall. Their tips 
point upstream, and their bases are in alignment with 
the nozzle flange. 
2) Triangular end plates screwed to the base of the 
wedges with their tips pointing into the flow (“shark 
teeth”). 
3) Inclined round flaps pointing out of the flow. 

Figure 1: Arrangement of jet-exit vanes along pe- 
riphery of nozzle exit. View from test section 

The first two elements, since they are screwed toge- 
ther, form a unit. Such units alternate with the in- 
clined round flaps along the periphery of the nozzle 
exit;SeeFig.l.Thetriangularendplatescanbeshift- 
ed parallel to the wedge bases and normal to the flow 
direction. Consequently, defined sections of these 
triangular end plates project into the flow with their 
tips and leading edges. 

3 WINDTUNNELANDEXPERIMENTAL 
SETUP 

The experiments were carried out in a recently built 

Paper presented ai the FVP Symposium on “Aerodynamics of Wind Tunnel Circuils and their Components”, 
held in Moscow, Russia, 30 September - 3 October 19%. andpublished in CP-SBS. 
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wind tunnel of the University of Kassel (Germany), 
Department of Civil Engineering (Prof. Thiele). The 
wind tunnel is of the GOttingen type with open test 
section. The nozzle has a quadratic cross-section of 
0.886 m width at its exit. The test section length is 1.8 
m. The tunnel provides a maximum test section velo- 
city of 70 m/s which corresponds to a Reynolds num- 
ber of 4.106 based on the nozzle width. 

Three cross-sections of the test section have been ex- 
amined at well defined grid points. The cross-sections 
were located 0.4 m, 0.9 m and 1.4 m downstream of 
the nozzle exit, in the following denoted as plane 1, 
plane 2 and plane 3, respectively. Plane 2 corresponds 
to the center of the test section.Three positions of the 
triangular teeth have been studied in order to deter- 
mine their effect on the turbulence intensity. The 
minimum position of the triangular teeth is reached 
when theii edges coincide with the wedge-base edges. 
The maximum position is reached when the tips of the 
triangular teeth rise above the wedges by 5.6 mm. 

Three wind tunnel speeds have beenused in the study, 
i.e. 14 m/s, 35 m/s and 50 m/s. Measurements of 
timeaveraged local velocities and instantaneous stre- 
amwise velocity fluctuations have been carried out 
using constant-temperature hotwire anemometry (sin- 
gle normal-wire probe). 

4 EXPERIMENTALRESULTS 

The baseline contiguration is the original nozzle with- 
out jet-exit vanes which serves as reference for com- 
parisonS. The Optimum configuration is characterized 
by the most effective turbulence reduction in the test 
section. In the present case, the optimum is reached 
when the triangular teeth rise above the wedges by 
2.5 mm. This optimun value must be seen in context 
with the thickness of the oncoming boundary layer in 
the nozzle. 

Fig. 2 shows the spanwise distribution of the time- 
averaged axial velocity component for the three cross- 
sections mentioned above. The results are for a wind 

tunnel speed of U, = 35 m/s which corresponds to a 
Reynolds number of 2.106. The velocity profiles in the 
region of the shear layer assume the typical error- 
function shape. The effect of the jetexit vanes is that 
the thickness of the turbulent shear layer at its origin 
(nozzle exit) is increased depending on how far the 
triangular teeth protrude into the flow. However, the 
downstream growth of the shear layer remains the 
same so that its interior border is displaced inward. 
Consequently, the utilizable cross-section of the jet 
characterized by the plateau of the velocity profile is 
reduced, in the optimum case by approximately 10% 
in width. 

Fig. 3 shows the &mibution of the turbulence intensi- 
ty along the (transverse) centerline of the three test 
planes. The turbulem intensity, Tu, is defined as the 
root mean square of the streamwise velocity fluctua- 
tions normalized with the wind tunnel speed, ex- 
pressed in percent. The referem case (nozzle without 
jet-exit vanes) shows clearly that high values of the 
turbulence intensity are not restricted to the shear 
layer whose interior edge is commonly defined via the 
mean velocity profile. The cross-sectional area of the 
central core with relatively low and constant turbu- 
lence intensii is considerably smaller than the corre- 
sponding area of the central jet characterized by the 
plateau of the mean velocity profile. This property is 
preserved when jet-exit vanes are used. 

In plane 1 which is adjacent to the nozzle exit, the 
turbulence intensity could be reduced by almost 50% 
by means of the jet-exit vanes. This reduction was a- 
chieved when the triangular teeth were in optimum 
position.The favourable effect of the jet-exit vanes 
decreases downstream but is s t i l l  recognizable in 
planes 2 and 3. There, the turbulence level is still 
reduced by approximately 15%. A sideeffect of the 
jetexit vanes is that the origin of the drastic growth 
of the turbulence intensity adjacent to the shear layer 
is slightly shifted inward and that the growth rate is 
increased. However, this effect is unimportant since 
t h i s c u t e r r e g i o n o f t h e j i s ~ ~ & f o r e ~ .  

0 baseline configuration: no jet-exit vanes 
t, jet-exit vanes, triangular teeth m optimum position 

O . O 8 . 0  0 . 1  0.2 0.3 y/b 0.5 
I I, I ,  I 

0 . 0  0.1  0.2 0.3 y/b 0.5  

Figure 2: Spanwise distribution of time-averaged streamwise velocity component in three planes 
of test section 
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Figure 3: Spanwise distribution of turbulence intensity in three planes of test section 

transverse axis 
0.0 0.1 0.2 0.3 0.5 

transverse axis 

Figure 4: Distribution of turbulence (m percent) in quadrant of plane 1: Re = 2 ~ 1 0 ~ .  
Left panel: baseline configuration. Right panel: trivlgular teeth in optimum position 

S h i f t i i  the triangular teeth beyond their optimum 
position is accompanied by an increase of the turbu- 
lence level in the test section. In the case of very large 
displacements this increase becomes extremely high 
and non-uniform and is, therefore, not tolerable. 

Ffg. 4 shows as an example the complete distribution 
of the turbulence intensity in a quadrant of the frst 
cross-section @lane 1). The results demonstlate the 
effect of the jet-exit vanes, i.e. lowering the turbu- 
lence level in the central core as compared with the 
baseline configuration. The corrugation of the turbu- 
lence intensity in the outer region of the jet is clearly 
induced by the triangular teeth.This phenomenon, 
however, is unimportant for most experiments since 

models should not be placed in this outer region of 
the jet. 

5 CONCLUSIONS 

It was demomated that jet-exit vanes of the type used 
in the present study are successful devices to lower the 
turbulence level in the utilizable core of the jet in an 
open test section. A turbulence reduction up to 50% 
could be achieved. In an additional investigation 
whose details are not reprted here a further favorable 
effect of the new jet-exit vanes has been found, i.e. a 
remarkable reduction of the noise level as compared 
with the classical Seifenh wings. 
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MODEL AND FutL SCALE INVESTIGATIONS OF TBE LOW FREQUENCY VIBRATION PHENOMENA 
OF THE DNW OPEN JET 

H. Holthusen 
J.W. Kooi 

G e m - D u t c h  Wind Tunnel (DNW). Emmeloord, The Netherlands 

Abstract 

The German-Dutch Wind Tunnel DNW is a large low speed 
wind tunnel with three different sized closed and one open test 
section (Open Jet). Already during the first calibration phase of 
the Open let in 1981, it s w n  became clear that the maximum 
jet vclocity was not limited by the available fan power. but by 
the maximum allowable vibrations of the Test Hall which sur- 
munds the Open Jet. Due to low-frequency pressure fluaua- 
tions generated by the Open let. the vibrations reached levels 
which could become critical for the Test Hall smcture. In or- 
der to be able to increase the maximum velocity beyond this 80 
d s  an extensive research programme was executed in the 1: lO 
scaled pilot wind tunnel of DNW. The objective of this pro- 
gnunme was to find the sources of the observed low frequency 
pressure flucNations and 10 verify different configurations for 
their potential to reduce the vibration level. The tested configu- 
rations included a number of well-known nozzle modifications 
as well as a new configuration with so-called tetrahedrons. The 
effect of modifications of the collector geometry and the effect 
of extra bleeding was also investigated. Afler completing the 
tests in the pilot wind tunnel. the most promising solutions 
were tested in the DNW. It Nrned out that the results found in 
the two wind tunnels conelated very well. A surprising out- 
wme was that in both Nnnels the tetrahedrons increased the jet 
speed without a noticeable reduction of the usable cross- 
section of the Open Jet and without increasing the acoustic 
ba&ground noise level. 

1. INTRODUCTION 

In the initial phase of the development of the German-Dutch 
Wind Tunnel (DNW) the wind tunnel was designed with 
closed-wall test sections. The design included three different 
sized test sections: one with a cross section of bm x bm, one 
with a cross section of 8m x 6m and one with a cross section 
of 9.5m x 9.5m. A wmplete test section configuration con- 
sisted of a nozzle, a parallel test section and a mnsition. Dur- 
ing ,the development it gradually became clear that besides the 
need for a new, large low-speed wind tunnel. there was an 
arising need for acoustic testing capability. The idea was to 
use the exchangeable components of the closed test section to 
build an open test section for acoustic testing. 

A feasibility study was done using DNWs 1 : l O  scaled model 
wind tunnel P U T (  Pilot Low Speed Tunnel). From this study 
it turned out that a combination of the 8m x 6m nozzle together 
with the 9.5m x 9.511 transition could be a workable Open let 
configuration (Figures 1 and 2). To optimise the acoustic per- 
formance of the DNW Open Jet, the transition had to be modi- 
fied. merefore. the internal walls of the transition were lined 
with acoustically absorbent material. On the leading edge of 
the transition an elliptical shaped collector was added, also 
lined with acoustical absorbent material. These modifications 
had no negative influence on the funclionality of the dosod 
9.5m x 9.5m test section. Between the ending of the transition 
and the beginning of the first diffusor a gap of 0.25 m was lei? 
to @ve the transition the possibility to breathe. I To achieve 
anechoic conditions the mom around the Open let test section 
(the so-called Test HaW) was treated with a w u s t i d y  absorb- 
ent wedges and iioer material. Above 200 Hz the sound ab. 
sorption in this room is better than 99%. ’ With it‘s dimensions 

of b x w x h = 47.1111 x 28.2m x 18.7m it is one of the biggest 
anechoic chambers in the world. 

Fig2 Aerial photograph of DNW [SeealsoFig. 1) 

In the PLST it is possible to run the open ju without any 
problem to the highest possible sped  of rotation of the fan 
(RPM,= 225, which is equal to a maximum velocity of about 
95 ds). Therefore it was an unexpected surprise that in 1981 
during the first calibration run of the DNW Open Jet a Strong 
vibration problem occurred. Staning from a velocity of 60 ds 
the side walls and the ceiling of the Test Hall shaked at a no- 
ticeable level. At a velocity of 80 d s  (which is equal lo a RPM 
of 187 mid .  for the empty test section) the vibrations had 
reached a critical level. Finally parts of the smcNre broke 
from the ceiling at a velocity of 84 d s  (RPM = 198). so the 
calibration run had to be stopped. The m i m u m  displacement 
of the ceiling, measured by a number of accelerometers, was 
about 20 mm peak to peak. ’ Until today the maximum velocity 
in the DNW Open Jet is limited for safety reasons to 80 d s  
(RPM = 191. with a model in the test section). Despite this 
limitation in speed, the DNW Open Jet is world wide the big- 
gest open jet with the highest possible velocity of 80 d s .  
Although this velocity is high enough for most of the tests in 
the Open Jet, for some it would be an advantage to measure at 
velocities U D  to 99 d s  ie.e. rake-off and landing confi93rations 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”. 
held in Moscow, Russia, 30 September - 3 October 1996. and published in CP-585. 
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2. PREINVESTIGATIONS IN THE PLST 

In order to be able to increase the maximum velocity by using 
the maximum available fan RPM an comprehensive research 
programme was executed in the PLST (starting in 1989). 4J6 

The objective was to find the sources of the observed low fre- 
quency pressure fluctuations and to verify different configum 
tions of the test section for their potential to reduce the critical 
vibration. 

Generally low frequency vibrations occur in most wind tunnels 
with large open test sections. So it is not surprising to find 
descriptions of a lot of possible excitation and resonance 
mechanisms in the literature. 7 ~ 8 9 ~ 1 0  

There are also many different solutions documented to reduce 
the vibrations. But often these solutions are more or less very 
specific for the different wind tunnels. The solutions to reduce 
the vibrations can mainly be divided into two groups of modi- 
fications. The first group contains modifications at the nozzle 
The m n  goal is thereby to break up the nng vortex which is 
created at the trailing edge of the nozzle and travels down- 
stream in the shear layer of the open jet towards the collector. 
The second group contains modtflcations of the geometry of 
the collector and the transition. Most of these modifications 
found in the literature were tested in the PLST. 
To the first group belong different types of Seiferth wings and 
vortex generators placed inside the nozzle or at the leading 
edge of the nozzle. Results tlom tests in the P U T  showed 
that these modifications did not solve the vibration problem 
(the situation had become even worse with the Seiferth-wings). 
Very promising results were obtained by mounting small tetra- 
hedrons at the inner side of the leading edge of the nozzle (see 
Figure 4). The velocity in the open jet is increased with about 
6% (for a fixed RPM) without a noticeable reduction of the 
core width of the jet. But the pricc for this speed increase is a 
strong negative pressure gradient behind the nozzle. caused by 

a post contraction. The width of the shear layer was signifi- 
cantly smaller than for the standard nozzle (the width of the 
shear layer with the Seiferth wings in the nozzle was about 3 
times wider than normal I). No increase of the background 
noise level could be detected. At the same velocity the vibra- 
tion level was lower than with the standard nozzle configura- 
tion. Until now the mechanisms of these effects are not exactly 
known. 
The transition was modified by adding ring gaps or breather 
hatches on a number of different locations. Even the inlet area 
of the collector was changed over a wide range. The inlet and 
outlet hatches of the tunnel circuit were also opened (Figure 1). 
The length of the open jet was shortened and the geometry of 
the Test Hall was changed by removing some side walls. 
As mentioned before it is possible to run the Open Jet in the 
PLST up to a velocity of 95 ds without any signs of eritical 
vibrations of the Test Hall. One explanation for this phenome- 
non is that the displacement s caused by an acceleration a de- 
creases with the second power of the acceleration kquencyf 

s =  (1) 

The scale factor of 1.10 IS the reason why most of the frequen- 
cies created by aerodynamic or m m  resonance effects are ten 
times higher in the P U T  than in DNW. Therefore, the dis- 
placement of a structure in the P U T  at a fixed acceleration 
level is always 100 times smaller than in the DNW. 
The second reason is that the construction of the Test Hall of 
the PLST is significantly stiffer than the construction at DNW. 
Only wth special data a q u  on and processing techniques 
was it possible to detect the low frequency vibrations in the 
PLST. Therefore, one important task of the investigations in 
the PLST was to find out measurement techniques and criteria 
to compare the efficiency of the tested modifications. More 
details on this can be found in Holthusen. I '  

a 

(2 n f )2 
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._ . U- View 

1 8mxEm (or EmxGm) contradion (nonlw) 6 17 small supply hatches 10 inflow microphone array 
2 eilipucai mitwctor 
3 transition between mllector and dinusor 
4 gap between transition and dinusor 8 inflow traversing mechanism 13 out-of-flaw microphone array 
5 door in transition (portside) 9 rails for the inflow travwrse 

71 Sting at parking position 
7b sting at inflow posib'on 

11 sliding door (wxh = 24mxl am) 
12 miling of the Test Hail 

Fig.3 Testsection and instrumentation 881-up forme lowfrequencynolseandvibra~on lnvestlgatlon in DNW 
(all dimensions in meters) 
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software package developed by DNW. 
From the time signal data autopower speara were calculated 
with the FlT procedure. To find the highest vibration ampli- 
tude during a 120 s sample, the low frequency spectra 
(bandwidth = 200 Hz, Af = 0.1 Hz) were averaged with the 
peak hold method. From these spectra RMS Cmot mean auare)  
values were calculated over different frequency ranges. Be 
cause the frequency range between 0 and 30 Hz is the impor- 
tant one for the Vibration phenomena. this frequency range was 
chosen for the standard RMS-plots. For an easier comparison 
these RMS-values are made non-dimensional by dividing them 
by fixed reference values. As reference values the RMS-values 
are chosen, which are measured with the standard wnflgura- 
tion of the Open let at a velocity of 80 d s .  
For another form of normalised presentation the amplitudes of 
the autopower spectra were divided by the dynamic pressure q. 
Equation (2) gives the transformation for the pressure signals, 
the wansformation for the acceleration signals is given in equa- 
tion (3). 

I \ 2  

3. MYESTIGATIONS OF THE DNW OPEN JET 
U w h d ~ t f s t a t o p  
Figure 3 shows the test set-up of the Open let and the position 
of the different sensors for the investigations, which were e x e  
cuted in 1993. Ii 
The following configurations were investigated: 

the Open Jet 'standard wnfiguration' 
the sliding door of the Test Hall opened 
the transition with some extra bl&g openings 
the inlet- and outlet hatches open 
42 tetrahedrons in the 8m x 6m nozzle 
the 6m x 6m nozzle 

Figure 4 shows a close-up of the nozzle with the tetrahedrons 
and some derails of the horizontal inflow microphone wing. " 

,1 / 

Fig.4 View from the Open Jal Into the Bmx8m nozzle with 
the 42 tetrahedrons 

U Dnlarplaraoo 
The standard steady state wind tunnel parameters were meas- 
wed with the static Data &+sition system (SDA). For the 
measurement of the instationary data the 12-channel Unamic 
- Data Acquisition system (DDA) was used. The acquisition 
hardware of DDA is based on three 16-bit DIFA SCADAS ll 
frontends and a HP755 UNIX workstation. R e  acquisition 
software is based on CADA-X software from LMS. All meas- 
und time signals are digitised and stored to hard disk. The total 
amount of time signal data of the measurement at DNW was 
about 600 MB. From these data about 84w narrow-band spec- 
tra were calculated. 
The following signals were measured during the test in DNW 
(Figure 3): 

the wind Nnnel reference system (SDA) 
1 static Pitot tube in the 8m x 6m nozzle (SDA & 
DDA) 
1 static Pitot tube on the inflow traverse mechanism 
(SDA & DDA) 
1 static pressure sensor on the wall of the transition 
(SDA) 
4 microphones on the horizontal wing of the inflow 
traverse mechanism (DDA) 
3 microphones on the out-of-flow traverse mecha- 
nism (DDA) 
2 accclemmeters on the &ling of the Test Hall 
(DDA) 

All signals measured with DDA were sampled over a time of 
about 120 s with a bandwidth of 200 Hz (sample frequency 
400 Hz). For acoustic investigations some measurements were 
additionally done with a bandwidth of 10 kHz (and also 40 
kHz) and a sample time of 2 seconds per data point. 

33 IMsrrdudbo 
The data were reduced and presented with the standard 
software package on the VAX-computer system of DNW. 7he 
dynamic data were processed and presented on DDA with a 

with U'' = normalised pressure fluctuation level [dB] 
La" = normalised fluctuation level of the accel- 

eration [W] 
RMS-value of the pressure fluctuation lPal D = . .  a= 

pa= referencepressure2*1@~Pa 
Q= reference acceleration I m/s2 
q, = 

RMS-value of the &deration [m/sf] 

dynamic pressure in the core of the open 

The frequenciesfare transferred into a non-dimensional Stmu- 
hal-number Sr by dividing them by the velocity vI. (v, = veloc- 
ity in wre of the open jet; for a handy scaling the characteristic 
length d was set to 100 m). 

jet Fa1 

f d  
St = - (4) 

V t  
The high frequency spectra (bandwidth 10 kHz. Af = 2.4 Hz) 
were averaged witb the standard linear averaging method. 
From the sound pressure level Lp of these spectra also some 
OSPL's @ v d l  -wnd m s u r e  level) over different frquwcy 
ranges are calculated (reference pressure PO= 2'10.' Pa). 

I \ 2  

3A Resd$dmestat*dstP- 
3.41 Veloc&ventib&m 
Figure 5 shows the result of the velocity calibration of the 
standard configuration in comparison with three other test sec- 
tion configurations. With the tetrahedrons a velocity of about 
85 mls could be reached. 7his result is identical to the result 
from the PUT. It might be even possible to go to higher ve- 
locities, however for some technical and safety m w n s  this was 
not done. With the 6m x 6m n o d e  the velocity wuld not be 
set to more than 80 mls because the vibration level was already 
higher than with the standard configuration. In the P U T  the 
maximum velocity with this nozzle wnfiguration was about 
I10 mls. With all the opened inlet and outlet hatches in the 
tunnel circuit only a maximum velocity of about 45 ds could 
be reached. A further increase of the velocity was t m  risky due 
to decrease of pressure lower than atmospheric in the Test Hall. 
This could lead to critical loads for the walls and the ceiling of 
the Test Hall. This effect also occurred in the P U T .  
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3.42 Sta&praswediMb&infheja 
The distribution of the static pressure pIl at the Centre line of 
the Open Jet was measured using the Pitot static tube #2 b 
tween the positions x = -5.8 m and x = c2.0 m The pressure 
coefficient % mr was calculated from the diffemce of pIz and 
the barometric pressure pb divided by the dynamic pressure q, 
(which was also measured with tbe Pitot static tube #2). 

The barometric pressure pa was chosen, because a stable refer- 
ence pressure was necessary for the dynamic measurements of 
the pressure signals of the Pitot static tubes #1 and #2. 

. , ,  . 7 d . I - . J i . i b i 1 3  
x [ml 

Fig.6 Nondimensional static pressure c tmV on the 
centre line 01 the Open Jet as lun&on of x for 3 
dinerent nozzle configurations 

For the standard Open Jet configuration, the nozzle configura- 
tions with the tetrahedrons, and the 6m x 6m n o d e  the results 
are given in Figure 6. The strong positive pressure gradient 
behind the nozzle shows a shape identical with the gradient 
measured in the PUT. The gradient indicates a post contrac- 
tion produced by the tetrahedrons, which is responsible for the 
speed increase. From a comparison with the pressure distribu- 
tion for the standard configuration the conclusion can be drawn 
that from the x-position x = -2 m on the gradient can be ne- 
glected. For short wind tunnel models, such as propulsion 
models, this pressure gradient is acceptable. 
The additional pressure gradient caused by the 6m x 6m nozzle 
is significantly smaller than for the tetrahedrons. 

3.43 SWcpmswemthebmdtim 
Due to the entrainment in the shear layer of an open jet, the 

volume flow gmws with the length of the jet. For the DNW 
Open Jet some calculations of the shear layer development, the 
velocity profiles and the volume flows were done, using a 
d e l  from Regenacheit. " Some of the d t s  are shown in 
Figure 7. The figure shows that the volume flow V, which 
flows into the transition would be 25% gnater than the volume 
flow V. out of the nozzle. This violation of the law of continu- 
ity is comted by the open jet by building up a positive static 
pressure gradient in front of the collector (transition). As the 
ratio of VflC grows the gradient also gets stronger. For a ratio 
smaller than one the gradient change from positive to negative 
shape. These theoretical conclusions were verified in the PUT 
by changing the inlet area of the transition. The results of the 
calculations agreed very well with the experimental results. 

i 
nnlw-m 

. . , ~  ... ..... . 

I I I  .. ..oo*-Sw-- v. QI.-"dk- 
v lol.)mn.rr) v. MID.*"- 

nO.7 Schanmbc d akvialnd sheer - and w I m  
fiomofUmDNWOpenJU" 

As already mentioned. the width of the shear layer with the 
tetrahedrons is smaller than without. This is the w o n  why the 
growth of the volume flow arc smaller. and the pressum gradi- 
mi 10 front of the transition smaller. 

o 10 20 ao U za so rn 10 w ,DO 
velocityu [mls] 

Nondimensional static wall pressure cp,tran on the 
centre line atthe inlet of the transinon 

Fig 8 

This explains, why in Figure 8 the static pressure in the transi- 
Llon with the tehahedrons is somewhat lower than with the 
standard nozzle. 
For the wniigoratlon with the 6m x 6m nozzle the static pres- 
sure is lower because the total volume flow of the open Jet is 
smaller than with the 8m x 6m n o d e  (the total shear layer area 
is smaller) 
With the inlet and outlet hatches opened the static pressure is 
so low because a considerable part of the extra volume flow of 
V, is breathed out of the hatches. 
The static pressure pIWd. measured at the wall of the transition, 
was converted to the pmssure coefficient %m similar to eq. 
(6) 
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35 Rgults ofthe dynamic data mawremnts 
35.1 Ereitation andresonance mechanisms 
As vibration occurs two different phenomena are to be consid- 
ered. On the one hand the excitation mechanisms, which sup- 
plies (periodically or permanently) the energy for the vibra- 
tions, and on the other hand the resonance mechanisms which 
react to the excitations and amplify the vibrations. 

From the literature a number of these mechanisms are known 
to be responsible for vibrations in wind tunnels with open jets. 
Hereafter a short description of the most important mechanisms 
follows. At first the excitation mechanisms. 

Due to the rotation of the wind-tunnel fan periodical pressure 
fluctuations are created, which can be found back in the whole 
wind tunnel circuit. Generally known is the so-called blade 
passing frequency fbpf of a fan, which is described by (8): 

fbpf  = 
RPMfan R 

60 
(8) 

with fbpf= blade eassing frequency of the fan [Hz] 
number of rotor blades of the wind tunnel 
fan (at DNW R=8) 

R = 

RPMpm= speed of rotation [min-’1 

For instance at a velocity of v, = 80 d s  (RPMf, = 187) fbpr is 
equal to 25 Hz. But also higher- or sub-harmonics of this fre- 
quency can function as excitation sources. At DNW the fan 
revolution frequency (R = 1)  can be found back as a peak in 
the frequency of the measured pressure. 

Another special excitation mechanism found in open jets, is the 
periodical separation of eddies from the nozzle. The transpor- 
tation speed of the eddies is about half the velocity in the core 
of the open jet. The shedding frequency fsle can be described by 
equation (9), which was derived by Michel based on measure- 
ments in the Open Jet of DNW in 1985. ’’ 

0.48 v 

d D  
fsIe = - (9) 

with fsl, = Shear layer eddy shedding frequency [Hz] 
v = velocity in the core of the open jet [ d s ]  
dD= characteristic length (diameter) of the 

DNW 8m x 6m nozzle, dD = 7 m 

The eddies created at the nozzle are transported downstream in 
the shear layer. As they hit the collector a special feed-back 
mechanism can arise. At certain combinations of velocity and 
distance between the nozzle and the collector so-called edge 
tone noise can be created. In this case the sound waves, cre- 
ated by the periodic impact of the eddies on the collector trig- 
ger the generation of eddies at the nozzle. I 4  

0.85 v 

with f,,= collector edge tone noise frequency [Hz] 
velocity in the core of the open jet [ d s ]  
free length of open jet, which is defined by 
the distance between the nozzle and the 
collector; at DNW is dL= 19 m 

v = 
dL= 

All the excitation mechanisms have one thing in common: they 
create a sharp frequency, which rises linear with the velocity. 
For the velocity range of the DNW Open Jet all these frequen- 
cies lie below 30 Hz. Nothing can be said about the relation- 
ship between the velocity vt and the amplitude of these fre- 
quencies. Some of them occur exclusively at very special ve- 
locity and geometric conditions. 

Quite different from the other excitation mechanisms is the 
characteristic of the excitation caused by broad-band ‘noise’. 
This ‘noise’ can be created by the vortices in the turbulent 
shear layer. Is it difficult to decide for these low frequencies 
(below 30 Hz), whether these ‘noise’ is caused by pure hydro- 
dynamic pressure fluctuations or by pure sound waves or by a 
combination of the two mechanisms. To find out, what the real 
nature of these pressure fluctuations is, it is necessary to meas- 
ure the phase speed of the pressure fluctuations. Therefore, the 
cross-correlation between some pressure sensors positioned at 
a well defined distances has to be measured. For a given fre- 
quency the phase speed could than be calculated from the 
phase information from the cross-correlation. Such an analysis 
of the measured data is not yet done. But it is planned to do 
this in the future. A typical spectrum of the ‘noise’ of these 
vortices shows a broad peak at very low frequencies and a 
continuous decrease in amplitude with increasing frequencies. 
The amplitude of such a spectrum grows continuously with an 
increase of the velocity. 
An important resonance mechanism is the resonance of an air 
column inside a fixed volume. The different natural frequencies 
of an air column in a rectangular volume, such as the Test Hall, 
can be calculated from equation (1 1). 

C 

with ffr= natural frequency of an air column [Hz] 
c = 
In ,y , z  

nl. 2. 

speed of sound in air c = 340 m / s  
geometric dimensions of the enclosed air 
column [m] 
modus of the natural frequency, with ni an 
integer greater or equal one 

The whole wind tunnel circuit or some sub-parts of the circuit 
can function as an organ pipe. The resonance of such an organ 
pipe can be calculated by equation (12). Is 

C 
fopt = (12) 

2 lop r ( d a  - d e ?  1 
- 1 1 -  I 

with fop,= frequency of an organ pipe [Hz] 
lop= 
n = 
de= 

d,= 

length of the organ pipe [m] 
modus, integer n 2 1 
parameter for the ending condition at the 
beginning of the pipe 
parameter for the ending condition at the 
ending of the pipe 

o r g m p l p  r..onmc. rmm I O O ~ ~ W .  mode- (n- nrnd 
am 
wl  

3.3 - .- 2 

E. 

Fig.9 Survey of excitations and resonance modes lor the 
DNW Open Jet 



26-6 

The natural frequency of a plate or a wall can also be calcu- 
lated from the dimensions, the material and the kind of assem- 
bly. In this way the calculated natural frequency of the ceiling 
elements of the Test Hall is 5.8 Hz, the natural frequency of the 
walls of the Test Hall is about 4.0 Hz. 

Figure 9 gives a survey of the relationship between the fre- 
quencies and the velocity for the described excitation and reso- 
nance mechanisms for the DNW Open Jet. l6 

35.2 Acceleration spectra 
Figure I O  shows typical narrow-band spectra for the accelera- 
tion of the ceiling of the Test Hall at a velocity of 80 m/s (Open 
Jet standard configuration). The accelerometers AM 1 and AM2 
were placed at the centre of two different ceiling elements near 
the collector (see also Figure 3). The two spectra show that the 
maximum amplitude of the vibration is a function of the loca- 
tion at the ceiling. This result is supported by subjective obser- 
vations which were done while standing on the ceiling. A kind 
of nodal and antinodal patterns of the ceiling elements could 
easily be recognised. This pattern was slightly changed in time 
and location. The spectra also show that the highest amplitude 
are at frequencies around the calculated natural frequency (f = 
5.8 Hz). Another strong peak lies at 7.0 Hz. Furthermore below 
a frequency of about 3 Hz no vibrations can be detected. Be- 
cause the accelerometer can detect even DC-signals, the accel- 
eration data were also processed with a finer frequency resolu- 
tion of Af = 0.01 Hz, but still no lower frequencies could be 
detected. This was an important piece of information, because 
from the subjective impressions it was thought, that the vibra- 
tion frequency was significantly lower than the measured fre- 
quencies. The expected vibration frequencies were estimated 
between 0.1 Hz and 1 Hz. The explanation for this can be 
found in a comparison of the spectra and the time signal of the 
acceleration. 

0 1 2  3 4 6 6 7 8 9 10 
frequency [Hz] 

Typical narrow-band spectra of the acceleration of 
the Test Hall ceiling (vt = 80 m/s, Open Jet standard 
configuration, Af= 0.1 Hz, integration time 120 s) 

Fig.10 

The peaks around 5 Hz in Figure 10 lie very close together 
(about Af=0.3 Hz). When two or more frequencies lie close 
together the phenomenon of beating can occur. In this case an 
excitated structure not only vibrates with the excitation fre- 
quencies but also with the beating frequency, which is defined 
by the difference of the excitation frequencies. In this case the 
beating frequency is about 0.3 Hz. For the accelerometer AM1 
is the corresponding time signal for the spectrum in Figure IO,  
shown in Figure 11 .  Of the total recorded 120 seconds only an 
extract of about 10 s is shown. The time signal also shows a 
pattern of this low frequency. The subjective recognised vibra- 
tions can therefore be explained by beating. 

2 

-2 I I I I I 1 
20 22 24 26 28 30 

time [s] 
Fig.11 Typical acceleration time signal (signal of sensor 

AM1, see also Fig. 10) 

35.3 Normalised spectra 
For three different velocities (40, 60 and 80 m / s )  Figure 12 
shows the normalised spectra of the total pressure fluctuations 
P, .~,  measured with the static Pitot tube #2 mounted on the 
inflow microphone wing. For all velocities the amplitudes of 
the spectra are nearly identical. Because all amplitudes of the 
spectra are normalised by the dynamic pressure q,, the conclu- 
sion can be drawn that the amplitude of the fluctuation grows 
proportionally with the dynamic pressure (or with the square of 
the wind velocity in the core of the open jet). 

? . 

Flg. 12 Normalized pressure fluctuation Lp of the total 
pressure pt.pas function of the Strouhal number St. 
pt.2 measured with the Pitot tube #2. Open Jet 
standard configuration 

3 
a? . 

I I I l l l i l ~  I I i I I I i i ]  

1 10 100 
Strouhal Number St [-I 

Fig.13 Normalized acceleration level W a s  function of the 
Strouhal number St. Accelerometer AM1. Open Jet 
standard configuration 
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The frequencies of the spectra were normalised with the veloc- 
ity v, by transferring them into Strouhal numbers. In the figure 
two types of peaks can be recognised. The peaks of the first 
type increase the Strouhal number proportionally to the in- 
creasing velocity vt. This type of frequencies can be described 
with the equations (8), (9) and ( I O ) .  For instance the peaks 
caused by the blade passing frequency eq.(8) and the peaks of 
the shear layer eddy shedding eq.(9) can be identified. The 
peaks of the second type stay fixed at a constant Strouhal num- 
ber, they are caused by resonance frequencies which are not 
changing with the velocity. The peak at f = 33 Hz is caused by 
a pipe resonance in the static Pitot tube #2; (the transfer char- 
acteristics of the Pitot tubes were especially measured). The 
origin of the strong peak at 7 Hz is not known yet. 
Figure 13 shows the normalised acceleration levels, which 
were measured with the accelerometer AMI on the ceiling of 
the Test Hall. Here it can be seen, that the amplitudes increase 
proportionally with the increase of the dynamic pressure. In 
these spectra only the peaks of the second type can be found 
(fixed frequencies at 5.5 Hz and 7 Hz). Therefore we come to 
the conclusion, that the vibrations of the ceiling elements are 
dominated by resonance mechanisms which are triggered by 
broad-band excitation. 

35.4 RMS-values 
Figure 14 shows the RMS-values measured with 5 different 
sensors as a function of the velocity V, for the standard configu- 
ration of the Open Jet. The RMS-values at v, = 80 d s  were 
used as reference values, therefore the relative RMS-values at 
this velocity are equal to one. Up to a velocity of 55 d s  a step 
of AV, = 1 d s  was used and above this point the velocity was 
increased in steps of AV, = 5 d s .  The shape of the plots also 
shows that there is a distinct relationship between the increase 
of the RMS-levels and the square of the velocity (or the dy- 
namic pressure ). 
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0 

-M7 aR-d-flow - Ah41 ceiling Test Hall 
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velocity v, [mlsl 
Fig.14 Non-dimensional RMS-levels as function of the 

velocityvt. Open Jet standard configuration 

Only for the lower velocities (v, < 55 d s )  some resonance 
situations occur, e.g. at vt  = 17, 19, 22, 28, 32 or 54 d s .  But 
above that velocity the RMS-levels increase continuously with 
the velocity. An interesting result is , that just at a velocity of 
60 d s  the RMS-levels reach half of the maximum level 
reached at 80 d s .  By further increasing the velocity the RMS- 
levels rise very fast. This probably explains why most wind 
tunnels with large open jets operate only up to a maximum 
velocity of 60 m/s. 
Figure 15 shows the RMS-levels for the nozzle configuration 
with the tetrahedrons. At a velocity of 80 m/s the RMS-values 
were from 20% up to 45% lower than with the standard nozzle 
at the same velocity. The maximum velocity was about 84 m l s  
and the RMS-values were at this velocity still between 12% 
and 27% lower than at the reference situation. For a short 
acoustic measurement a maximum velocity of 87 d s  was 
reached. 

D i o  20 30 40 60 80 70 a0 so 

Fig.15 Non-dimensional RMS-levels for the nozzle 
configuration with 42  tetrahedrons (Avt = 5 m/s, max. 
velocity vt = 84 m/s) 
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Fig.16 Nondimensional RMS-levels as function of the 
velocity vt for the configuration with the opened 
sliding door of the Test Hall, standard nozzle and 
transition. (AVt =5  m/s, max.velocity v t=80 m/s) 

o IO 20 30 40 50 60 70 a0 eo 
velocityv, [m/s] 

Fig.17 Non-dimensional RMS-levals as function of the 
velocity vt for the configuration with the maximum 
opened transition (17 supply hatches and door 
opened) and the standard nozzle, (Ay = 5 m/s, max. 
velocity vt = 80 m/s) 

The RMS-values for the Configuration with the opened sliding 
door are shown in Figure 16. Due to change of the resonance 
characteristic of the air column enclosed in the Test Hall i t  is 
possible to reduce the RMS-levels. But the RMS-value of the 
acceleration can only be decreased a little bit. For acoustic 
research in the Open Jet it is necessary to close the sliding door 
to achieve anechoic conditions. 
Figure 17 shows, that the vibration of the ceiling can not be 
efficiently reduced by opening the small supply hatches in the 
transition. 
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Due to the difference in stiffness and the ten times higher 
frequencies because of the scaling, the PLST walls and 
ceiling do not show the same large vibration as the walls 
and ceiling of the DNW Open Jet. 
Of all tested nozzle modifications only the tetrahedrons 
reduced the vibration. The Open Jet with the tetrahedrons 
installed has a thinner shear layer and it has a six per cent 
higher velocity at the same RPM. The tetrahedrons create 
directly downstream of the nozzle a steeper longitudinal 
pressure gradient. Tetrahedrons reduce the broad band (in 
the range up to 30 Hz) pressure fluctuations of the Open 
Jet. This is acceptable for testing with shorter models as 
used for example in propulsion testing. 
None of the modifications of the collector, the transition 
and the opening of hatches in the diffuser reduced the vi- 
brations at higher velocities. A reduction occurred only at 
some special low resonance velocities, where the vibra- 
tions were not at a critical level. 
The Open Jet can be excited by pressure fluctuations 
caused by the fan, by organ-pipe resonance's, by collector 
edge tones and by shear layer eddy shedding. However, it 
is not a resonance, but the broad-band low frequency pres- 
sure fluctuations in the shear layer which drives the vibra- 
tion of the walls and ceiling at higher velocities. The level 
of these broad-band pressure fluctuations is proportional to 
the dynamic pressure. 
Extrapolation of the vibration levels indicates a maximum 
velocity for the installed tetrahedrons of 90 d s .  

I I I I I I I I I I  

35.5 OSPGlevel 
Measurements with the inflow microphones M1 to M4 show 
that the OSPL of the low frequency pressure fluctuations, inte- 
grated between 0 and 200 Hz, inside the Open Jet increase 
continuously with an increasing distance between the micro- 
phones and the nozzle. The measured level also increases by 
decreasing the distance between the microphone to the shear 
layer. Microphone M4 was nearest to the shear layer. Therefore 
the conclusion can be drawn that the shear layer is the source 
location of the low frequency pressure fluctuations (Figure 18). 
For the frequency range 200 Hz the OSPL (0.2 - 10 kHz) is 
nearly constant at every x position on the centre line (Figure 
19). 

e 
k 
I! 
4 
-I n 
u) 
0 

Fig.18 Overall sound pressure levels (OSPL) measured 
with 4 inflow microphones as a function of x. Open 
Jetstandardconfiguration, vt=60m/s 
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IO 4. CONCLUSIONS 

An experimental programme was executed to obtain a better 
understanding of the low frequency pressure fluctuations gen- 
eration by the Open Jet of the DNW. This low frequency pres- 
sure fluctuations and the associated vibrations of the walls and 
the ceiling of the Test Hall currently limit the maximum speed 
of the Open Jet to 80 d s .  It was hoped that by understanding 
the sources better, modifications could be designed which al- 
lowed an increase of the velocity up to the initial design speed 
of about 95 d s .  Pre-investigations were performed in the scale 
1 : l O  pilot wind tunnel of the DNW. The investigations have 
led to the following conclusions: 

Results from the pilot wind tunnel (PLST) correlate well 
with the results from the DNW. 
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SELF-OSCILLATION FLOW CONTROL IN FREE-JET WIND 
TUNNELS 
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SUMMARY 
In wind tunnels with the 

open test section strong self- 
oscillations arise at certain flow 
velocities which are accompanied by 
a sharp increase of pressure and 
velocity pulsations in the test 
section. Traditional methods of self- 
oscillation control do not provide 
their complete suppression. In the 
work presented the acoustic methods 
of self-oscillation control (their 
suppression or generation), based on 
the coherent jet structure response 
to periodic excitation have been 
investigated. The experiments were 
carried out in four wind tunnels with 
different outer diameters of the 
exhaust nozzle d= 0.15-2.2 m. 

LIST OF SYMBOLS 
x,r- cylindrical coordinates 
d - outer diameter of the nozzle 
U,, - velocity in x-direction 
f -frequency 
St= fd/ ~0 -Strouhal number 

E” = -intensity of velocity 

fluctuations 

E =  pui,2) - intensity of P 

pressure fluctuations 
L - noise level 
p- air density 

U‘, p‘ -velocity and pressure 
fluctuations 

Indices 
s - applied to acoustical excitation 

1.INTRODUCTION 

In return-circuit wind tunnels 
with open test section the strong 
self-oscillations arise at certain 
flow velocities which lead to 
essential increase of pressure and 
velocity fluctuations in all wind 
tunnel sections. This self-oscillations 
[ 11 are due to interaction of periodic 
hydrodynamic oscillations of flow in 
mixing layer of free jet and acoustic 
oscillations in return-circuit channel 
(standing acoustic waves). The 
presence of hydrodynamic 
oscillations in a jet mixing layer lead 
to the situation when intensity of 
velocity fluctuations in main flow 
core of open test section exceeds 
corresponding fluctuations in wind 
tunnel with closed test section [2]. 

The most widespreaded 
means for dampfrng oscillations of 
such kind come either to suppress 
regular vortex structure in mixing 
layer of a free jet or to suppress an 
influence of the oscillations in free 
jet on oscillations in return-circuit 
channel. The fmt one is achieved 
through introducing of azimuthal 
heterogeneity in boundary layer at 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 



27-2 

initial jet cross-section; in the finite 
account it weakens or destroys ring 
vortexes; the second one is achieved 
vith use of holes in diffuser walls 
near its input edge. The character of 
self-oscillation in wind tunnel is 
determined by two branches of 
acoustical feedback:along the flow 
through return-circuit channel and 
against the flow through test 
section. The last type of feedback 
correspondents the case [3] when 
round jet inpinges on coaxial ring 
(it is known as edge tone). In the 
work the acoustical methods of 
suppression and generation of self- 
oscillations in wind tunnels with 
open test section are investigated; 
the methods are based on an 
sensibility of jet coherent structures 
to periodic excitation [4]. At the 
lugh-frequency excitation when 
Strouhal number St, = f, d/ Q= 2-5, 
they are weakened; at the low- 
frequency excitation at St, =0 .3 -0 .8  
they are increased. The most 
sensible place of jet to periodic 
excitation is the thin mixing layer in 
direct vicinity from nozzle edge. At 
the acoustical excitation it is the 
same place where vortex 
disturbances are generated; they are 
the reason for an increasing or 
weakening of coherent quasi- 
periodic structures. 

The experiments were 
conducted in four wind tunnels 
having different diameten of nozzle 
exit cross-section d= 0.15, 0.44, 
1.2 and 2.2 m; moreover in the 
tunnel there were the devices for 
weakening of self-oscillations which 
however have not suppressed it 
completely. In process of the 
experiment the fields of mean 
velocity and pressure, velocity and 
pressure fluctuations, their spectra, 
and also space correlation 

coefficients of velocity and pressure 
fluctuations were measured. The 
resonant frequencies of return- 
circuit channel were determined in 
conditions without flow using a 
loudspeaker connected to generator 
of sinusoidal oscillations, and 
microphone placed in return-circuit 
channel. 

It has studied the two variants 
of acoustical excitation: 
1) the loudspeaker is .placed in 
return-circuit channel; in this case 
the frequency of excitation is chosen 
so that it coincindented with the 
one of the resonant frequency 
return-circuit channel; the known 
deficiency of the method consists in 
generation of pressure fluctuations at 
the wind tunnel test section [5 ,6] ;  
2) the acoustical disturbances are 
introduced in boundary layer of 
nozzle through a narrow slot, and as 
a result there is realized periodic 
blowing/suction [7]. Such way of 
excitation has the two impotant 
adwantages in comparison with the 
first variant. 

In the fmt,for conrol of 
coherent structures in mixing layer it 
is excitated only thin boundary layer 
near the nozzle edge, but not all 
volume of return-circuit channel 
and not flow core in test section.In 
the second, as the thin slot is very 
noneffective sound generator, so it 
may hope that s@icant pressure 
fluctuations will not arise in wind 
tunnel test section. 

2. RESULTS OF THE 
EXPERIMENTAL 
INVESTIGATION 

2.1. In fe.1 are presented variations 
of the longitudinal velocity 
fluctuations intensity vs. flow 
velocity on the axis of wind tunnel 

1 
1 

I 



21-3 
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test section in the point x/d= 1 for 
four wind tunnels having diameters 
d= 0 . 1 5 ,  0.44, 1.2 and 2.2 m when 
electrodynamic radiator was located 
in return-circuit channel. 

In these cases Strouhal 
numbers of acoustic radiation with 
frequency f, were Sh= 2-5. From 
fig.l it may conclude that such 
radiation leads to the practically full 
suppression of self-oscillations. 
More full data are presented (f4.2) 
for wind tunnel having diameter d= 
1.2 m. It should be mentioned that 
radial velocity fluctuations retain 
practically invariable both in 
presence of and without self- 
oscillations. 

In forementioned four wind 
tunnels the initial boundary layer on 
nozzle exit was laminar for little 
tunnels (fonnparameter H= 2.3- 
2.5), transitional and turbulent - for 
large tunnels (H=1.3-1.4). The 
velocity profiles in the boundary 
layer on nozzle exit cross-section 
retain practically invariable at 
acoustic excitation; the variations of 
longitudinal velocity fluctuation 
profiles were not s m i c a n t  also. 
The electrical power of sound 
radiator always was smaller than 
0 . 1 %  from wind tunnel drive power 
for such way of excitation. Acoustic 
power of the sound radiator was 
smaller because the used 
loudspeakers had efficiency about 2- 
4 %. 

The investigation of turbulent 
flow statistical characteristics in wind 
tunnel test section have shown that 
at hgh-frequency excitation there 
are sharp reduction of velocity 
fluctuations on self-oscillating 
regimes (by 2-12 times) and a 
certain reduction on 
nonselfoscillating regimes. In these 
cases it was achieved the visible 

noise reduction in the room of test 
section - in jet near field (up to 12 
dB) . 

The space correlation 
measurement of velocity fluctuations 
ku (r) in test cross-section x/d= 1 
have shown that after arising self- 
oscillations there was plane 
hydrodynamic wave in test section 
core, that the correlation is very 
closed to unity. The correlation 
coefficient decreases at suppression 
of the self-oscillations, and the 
coefficient increases at its generation 
(f4. 3). Also in fig. 3 is shown the 
space correlation coefficient of 
velocity fluctuations on the test 
section axis and pressure fluctuations 
in return-circuit channel kP(x/d) at 
self-oscillating regime (U,,= 16 m/s) 
and at the regime of acoustical 
suppressing of self-oscillations at 
Sh= 2.87. 

In fig. 4 are presented the 
spectra of velocity and pressure 
fluctuations in wind tunnel test 
section at nozzle diameter d= 0.44 
m, velocity U,,= 4 0  m/s in the point 
x/d= 1, r/d= 0 both without 
(Sc=O) and in presence of hgh- 
frequency acoustical radiation 
(S&=3.3). We may see the change of 
spectra at suppression of self- 
oscillations. In the case when the 
spectrum of velocity fluctuations has 
the essential peak on the frequency 
excitation, the contribution of sound 
radiation to velocity fluctuations on 
the radiation frequency at self- 
oscillating regimes is not essential. 

At the hgh-frequency 
excitation it is realized self- 
oscillation suppression when 
amplitude of pressure fluctuations 
generated by external acoustical field 
becomes comparable with the 
amplitude of pressure fluctuations at 
self-oscillations of flow. That is why 
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it is resonable to include the external 
acoustical radiation before than the 
self-oscillation will reach the steady 
state regime, and some more better - 
until arising of self-oscillations. For 
example, the sound radiation is 
inclused at low flow velocity, and 
after that a flow velocity may 
increase. This way was used for large 
wind tunnels (d= 1.2 and 2.2) where 
the radiation power was deficit. 

2.2. Let us see the second 
way of an influence on jet by 
realization of periodic 
blowing/suction through a narrow 
slot near nozzle edge (fg. 5,a). 
In fg. 5,b it is demonstrated the 

changes of longitudinal velocity 
fluctuations intensity at the self- 
oscillating regime ( h e 1 5  m/s) in the 
point x/d= 1, r/d= 0 in 
dependence from frequency of 
excitation f, . Also there are 
represented data for the case when a 
loudspeaker was located in return- 
circuit channel, where 1 corresponds 
to initial value of E, without 
excitation, 2 corresponds to the case 
of jet excitation by radiator located 
in wind tunnel stlllrng chamber 
(electrical power of the radiator is 5 
W), 3 and 4 correspond to the cases 
of periodic blowing/suction through 
the slot in nozzle wall (electrical 
power 5 0  and 3 W accordmgly). In 
fg. 5,c also are shown the 
oscillogram of longitudinal velocity 
fluctuations in the point x/d= 1, 
r/d= 0 both in presence of self- 
oscillations and in the case its 
suppression. It should attract an 
attention on different character of 
the dependences &,(St,) at the cases 
2 and 3,4. In the case 2 the hgh- 
frequency excitation has resonant 
character, but in cases 3 and 4 that 
is not so, while the dependences 
E,( StJ have smooth character. 

The dependences of 
longitudinal velocity fluctuations 
intensities from flow velocity U,, in 
wind tunnel test section at x/d= 0, 
0 . 5  and 1.0 both in presence of (f,= 
358 Hz) and without hgh-frequency 
excitation are presented in fg. 6. In 
the fgure there are also the 
dependences of noise levels L(q, ) 
outside test section in the point 
x/d= 0, r/d= 1.3 both in presence 
of and without the acoustical 
excitation. 

Also it have been studied the 
influence of wind tunnel test section 
bloclung up on effectiveness of 
acoustical radiation leading to 
suppression of self-oscillations. For 
this purpose in test section of the 
two wind tunnels with nozzle output 
diameter d= 0 . 1 5  and 0.44 m there 
were placed cross-flowed cylinders 
having various diameter and lenght. 
It was found that the dependence of 
self-oscillating regimes from velocity 
and intensity of self-oscillations has 
been changed in some extent when 
a value of test section bloclung up 
was changed from 1.5 to 6.5 %. At 
the same time high-frequency 
radiation have suppressed the self- 
oscillations at indicated values of the 
bloclung up. 

2.3. The excitation of 
sinusoidal longitudinal velocity 
fluctuations in wind tunnel test 
section may be achieved by low- 
frequency acoustic radiation with 
frequencies corresponding to 
Strouhal numbers St, = 0 . 3 - 0 . 8 .  
Such method of self-oscillations 
generation may apply only for little 
wind tunnels having nozzle output 
diameter d < 0.5 m as there are no 
low- frequency radiators. 

In fG. 7 are shown initial and 
maximal r.m.s. values of velocity 
fluctuations excited by sound at 
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S&=0.3-0.8 on wind tunnel test 
section axis (x/d= 1). The curves 1 
and 2 determine the range of 
longitudinal velocity fluctuations 
which may been reached at 
generation of self-oscillations. At 
flow velocity corresponding to self- 
oscillation regimes the generation of 
self-oscillations permits to increase 
the intensity of longitudinal velocity 
fluctuations in some times. Almost 
sinusoidal longitudinal velocity 
fluctuations are excited, and their 
amplitudes are determined with 
sound radiation power. 

At the end of this section let 
us draw attention on wind tunnel 
aerodynamic characteristics. So, at 
low-frequency excitation (S&=0.3- 
0.8) a track drag is reduced in some 
extent and flow velocity in test 
section is rised. On the contrary, at 
hgh-frequency excitation (S&= 2-5) 
a track drag is rised in some extent, 
and flow velocity in test section is 
reduced. 

2.4. Let us mention here also 
the so-called resonant method of 
acoustic fields suppression in 
return-circuit channel by exciting of 
compensating field in it with using 
additional sound source [8,9]. The 
scheme of the experiment is shown 
in fig.8,a. Transducer 1 transforms 
the acoustical oscillations in return- 
circuit channel 5 into electrical 
signal which through the phase- 
inverter 2 and amplifier 3 enters to 
radiator 4 and excites acoustical 
oscillation in return-circuit channel 
having the given phase shift. The 
experiments were carried in wind 
tunnel with open test section having 
square cross-section of nozzle and 
diffuser with dimension 0.3 m. 

In fig.8,b is shown the 
dependence of velocity fluctuations 

level at the nozzle exit from flow 
velocity both without suppression of 
self-oscillations (1) and at 
conditions of optimal self-oscillation 
suppression (2) which was reached 
with selection of optimal phase shift. 
The authors [8] have shown that 
the electric power of radiator has 
not exceeded 1 W at the regime of 
full self-oscillation suppression. 
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Fig. 1. a) The return-circuit wind tunnel with open test section. 
b) The intensity of longitudinal vtlocity fluctuations E, vs.flow velocity U, in 

wind tunnels at d= var in presence of and without acoustic excitation; 1- 
St,=O, 2- St, =2-5. 
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Fig. 2. Noise levels outside of jet L, pressure and velocity fluctuations on jet 
axis (x/d=l) vs. flow velocity in wind tunnel test section at the nozzle 
diameter d=1.2 m in presence of acoustic excitation at frequency 
corresponding St, = 2-5; 1- St, =0, 2- St, = 2-5. 
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Fig. 3. a) Variation of space correlation coefficients R&-/d)  in wind tunnels 
at d= 0 . 1 5  m and d= 0.44 m both in presence of and without acoustic 
excitation. b) &,(x/d) both in presence of and without acoustic excitation: 1- 
%=40 m/s, St, =O; 2- %=16 m/s, S$=O; 3- uo =16 m/s, St, = 2.87. 
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I I Fig. 4. The spectra of velocity and pressure fluctuations in wind tunnel test 
section (d= 0.44 m, x/d=l, r/d=O) in presence and without acoustic 
excitation both at self--oscillational and non-self--oscillational modes. 
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Fig. 5. a) The scheme of the'nokle with a slot: 1- nozzle, 2- alternating 
blowing/suction, 3- waveguide from loud speaker. b) Action on nozzle 
boundary layer by periodic blowing/suction (d=0.15 m). Function E,&) in 
the point on axis (x/d= 1) at the self-oscillational mode: 1-regime of self- 
oscillations (&=15 m/s), 2- loud speaker in the return-circuit channel 
(N=5W), 3- alternating blowing/suction through the slot ( N=50W), 4- 
alternating blowing/suction through the slot (N=3W). c) Oscillograms of 
velocity fluctuations. 

I 
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Fig. 6. Functions E,(%) at x/d= 0, 0.5 and 1.0 and L(Q) outside of test 
section in presence of alternating blowing/suction through the s1ot;l- &=O, 
2- &= 358 Hz (S$=3.58 by %=15-28 m/s). 

f2 
E . ,  % 

8 

4 ;- 4 

Y 1 I L 

30 40 uo,a/s 
0 
10 20 

Fig. 7. The excitation of self-oscillations in the wind tunnel for the purpose 
of genemtion the sinusoid-shaped flow in fbnction of time (d= 0.15 m/s, 
x/d= 1, r/d=O). Functions E,(%) without excitation, and also at low- 
frequency and hrgh-frequency excitation: 1- St, =0, 2- St, =0.3-0.8, 3- St, 
=2-5. 
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Fig. 8. Suppression of self-oscillations by antisound. a) The scheme of the 
experiment: 1- transduser, 2- phase inverter, 3- amplifier, 4- loud speaker, 5- 
return-circuit channel. b) Functions E,(u,-J in wind tunnel both in the 
presence of self-oscillation (1) and at its suppression (2). 
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1 INTRODUCTION 

This paper considers the establishment of turbulence and 
noise criteria as a function of Mach number and total 
pressure for utilitarian low-speed and transonic wind 
tunnels of the National Wind Tunnel Complex (NWTC) 
class facilities such that boundary-layer transition 
models likely to be tested in them will not be 
contaminated by the flow environment. Aside from the 
NWTC tunnels themselves, the ideas in this paper 
apply to upgrades and revisions of existing tunnels such 
as the NASA-Ames 11-foot Unitary Tunnel and the 
AEDC 16T tunnel. 

1 . 1  Need for Turbulence and Noise Criteria 

Test-section turbulence and noise can trigger a “bypass“ 
transition such that the transition from laminar to 
turbulent flow on model surfaces occurs upstream of its 
location in an environment where freestream turbulence 
and noise are below some threshold value. Since some 
future aircraft may well rely on large regions of laminar 
flow to achieve performance goals the tunnels addressed 
herein must, as a minimum, be designed to achieve 
these threshold values in  order to conduct meaningful 
development tests. 

Since the tunnel turbulence and noise generation and 
suppression mechanisms are different, it is important to 
separate the criteria for the two phenomena. Since much 
of the environmental data that have been obtained to 

date use hot-wire systems that inherently react to both 
noise and turbulence, the criteria must be determined 
from those experiments that have carefully distinguished 
between acoustic (noise) and vortical (turbulence) 
disturbance fields. 

1 . 2  General  Ideas  of Turbulence  
Management Schemes 

The recommendations made in this section are based on 
extensive experience in the design and modification of 
wind tunnels for the purpose of achieving high flow 
quality in  their test sections. This experience started 
with small-scale subsonic wind tunnels at IIT (Loehrke 
and Nagib 1972, 1976; Nagib and Marion 1984; Tan- 
atichat et al. 1982; Wigeland et al. 1978, 1981), 
continued through interactions with industry and 
government laboratories (Morel 1975; Nagib 1993; 
Harvey et al. 1980; Steinle and Rose 1982) over a 
period of 20 years, and culminated in the design, 
construction and evaluation of the National Diagnostic 
Facility (NDF) at IIT (Nagib 1992; Hites and Nagib 
1994; Nagib et al. 1994; Nagib and Hites 1995). 
Several innovative concepts have been introduced and 
investigated through this effort and several traditionally 
accepted practices were found to be problematic. In 
particular over the last five years the design of the NDF 
(4x5-foot cross section with speeds of up to Mach 0.4) 
has allowed us to confirm several general guidelines that 
are recommended for the design of low-disturbance-level 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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wind tunnels. These guidelines can be summarized as 
follows: 

e 

l 

e 

e 

Control separation in all diffusers by using small 
angles (less than 3 degree. half angle) or with aid 
of pressure-drop generating screens and grids. 

If necessary, remove all major (larger than few 
percent) mean-velocity nonuniformities before 
the last turn, upstream of settling chamber; via 
coarse medium-solidity screens (approx. 40%). 

Allow a minimum wake-decay distance of two to 
three chords downstream of the inside turning 
vane. 

Use a honeycomb with a cell size approximately 
10% of the turning-vane separation and a length 
of 12-20 times the honeycomb mesh. 

Use 5 to 7 low solidity screens (approx. 35%) 
with a mesh from 5 to 15 times finer than the 
honeycomb mesh. Allow adequate separation 
between screens; 250 meshes or larger. 

Use a contraction with area ratio between 6 and 
9, a profile with largest area change in central 
section (like a fifth-degree polynomial) and a 
length of approx. 1.25 the larger entrance 
dimension. 

In Section 4 we discuss means of establishing the 
characteristics of extremely low turbulence levels in 
wind tunnels and to separate them from non-vortical 
disturbances and electronic noise. With the aid of these 
techniques, ukT/UD.= 0.03% to 0.05% in the test 
section of the NDF over the speed range of the facility. 
Moreover, most of the vortical fluctuations have 
frequencies less than 100 Hz. Comparable performance 
can be expected from the design of the NWTC if the 
above guidelines are followed. In the following sections 
each of these guidelines will be briefly discussed. 

It is important at the outset, however, to clarify a few 
important strategies behind the implementation of these 
guidelines. These strategies are based on the physical 
understanding of the various components contributing 
to wind-tunnel noise. First, one must prevent the 
generation of any separated or low-frequency unsteady 
flows in all components of the wind tunnel. Often this 
can only be achieved at the cost of a lower efficiency of 
the wind tunnel. However, one cannot afford the 
generation of such disturbances since they are nearly 
impossible to remove. The reduction of low-frequency 

disturbances has the additional important benefit of 
improving the time required to acquire data for a given 
test case because the averaging time for statistical 
convergence is reduced. This cost benefit can often 
outweigh the increased cost of operating the wind tunnel 
at a lower efficiency. 

Next, all mean velocity and temperature 
nonuniformities need to be minimized prior to the final 
suppression of turbulence. In fact, i t  is sometimes 
advisable to introduce moderate-intensity large-scale 
turbulence to eliminate these nonuniformities. The scale 
of the newly generated turbulence needs to be 
comparable to the scale of the mean-velocity and 
temperature nonuniformities. Then, turbulence reduction 
can be achieved with the aid of a single honeycomb, 
multiple screens, and a moderate area-ratio contraction. 

Concurrent with these turbulence-reduction techniques, 
one must also take steps to reduce high-amplitude 
acoustic noise generated by the fan. One recent 
successful technique utilized sound-absorbing foam 
embedded in the turning vanes upstream of the test 
section (Nagib 1993; Hites and Nagib 1994; Nagib et 
al. 1994; Nagib and Hites 1995). 

1 . 3  Outline 

In addition to providing threshold criteria for turbulence, 
turbulence management schemes (combinations of 
honeycomb sections and screens) are suggested that can 
implement the criteria taking into account the properties 
of the wind-tunnel contractions. Once the tunnels are 
constructed, it is important to confirm that the test- 
section noise and turbulence are within the established 
criteria. A protocol will be described based on two 
adjacent hot-wire measurements and an optimal filtering 
scheme that distinguishes between the noise and the 
turbulence. Finally, based on having seen drawings of 
the tunnel circuits of both the low-speed and the 
transonic NWTC tunnels, we shall offer comments that 
can result in improvements in the mean flow as well as 
the disturbance flow. 

2 TURBULENCE & NOISE CRITERIA 

The turbulence criteria for the wind tunnels are 
determined by the boundary layer response to T-S 
instabilities. Crossflow and Gortler instabilities do not 
require separate criteria. 

There are two additional points to be raised before 
criteria are proposed: 
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The first is that criteria will be given separately for 
velocity fluctuations, u;,/U.. , and for pressure 
fluctuations, phms/qo.. This is because techniques are 
now available to separately measure these quantities. An 
example of a technique will be described in Section 4. 
Raw hot-wire measurements of velocity fluctuations as 
done to date contain unseparated contributions from 
both the turbulence and the noise. It is suggested that 
for an interim period, the data be quoted both "separated" 
and "unseparated" so that a transition can be made from 
existing data bases. 

The second point is that for the compressible flows of 
transonic tunnels, hot-wire data are reduced properly to 
mass-flow and total-temperature fluctuations rather than 
velocity fluctuations. The discussion that follows is 
nevertheless in  terms of velocity fluctuations since the 
stated criteria are established primarily by our experience 
with low-speed tunnels. A deeper consideration of this 
point is an action item for later work. 

2 . 1  Turbulence Criterion 

The suggested limit for U ~ , ~ / U . .  is 0.05% based on 
separated signals and considering frequencies above 0.1 
Hz. This has been readily achieved in a number of 
facilities. For example, Figures 1 and 2 show data from 
NDF (Nagib et al. 1994), Figure 3 shows data from the 
NASA-Langley 8-foot Transonic Pressure Tunnel (TPT) 
for Mach numbers up to 0.38 (Wlezien et al. 1994) and 
Figure 4 shows data from the NASA-Langley Low 
Turbulence Pressure Tunnel (LTPT) at Mach numbers 
up to 0.3 (Wlezien et al. 1994). 

For unseparated measurements, the suggested limit for 
U;,,~,~/U- is 0.07% which corresponds roughly to the e9 
transition Reynolds number of 3 . 6 ~ 1 0 ~ .  This is 
reflected also in the unseparated LTPT data shown in 
Figure 5 (Wlezien et al. 1994). Generally, U ~ , ~ / U . .  
tends to increase with Mach number but decrease as 
tunnel total pressure is increased as shown in Figures 3 
and 4 (Wlezien et al. 1994). 

It must be emphasized that these criteria are for the total 
signal above 0.1 Hz. The portion of this signal in the 
T-S band is immeasurably small; so the total signal 
must be within the suggested limits in order to insure 
that the amplitude in the T-S band is acceptably small. 

2 . 2  Pressure Fluctuation Criterion 

The suggested limit for p;,/qo. is 0.3% based on 
separated signals. Here p k  is the rms static pressure 
fluctuation level and 4.. is the freestream dynamic 
pressure. This criterion has been achieved on the AEDC 
transition cone in flight (Dougherty and Fisher 1980) as 
well as in NDF as shown in Figures 6 and 7 (Nagib et 
al. 1995) and at low unit Reynolds numbers in the 8- 
foot TPT as shown in Figure 8 (Wlezien et al. 1996). It 
is shown in Figure 7 that p;my/q.. can be affected by 
fan-blade pitch angle. 

The criterion is expressed in terms of p,!,,,T/q- rather 
than sound pressure level (SPL) in dB since SPL can be 
shown to vary significantly with both total pressure and 
Mach number for constant p;,,,/qo.. Generally pirny 
decreases with increase in tunnel total pressure (Figure 
8). Even so, SPL will increase. The relationship 
between SPL and pi,/q.. can be derived from the 
definition of SPL: 

where pref = 20pPa 

It can then be shown that 

SPL(dB) = 2 0 1 0 g ~ ~ [ ~ ) ( l ) ( " j (  2 ~ u r m  h ) ( M 2 ) ( 2 )  Pie/ 

The second and fourth terms on the right side of 
Equation (2) are constants. At a given pkLT/q- and 
Mach number, in going from a tunnel total pressure of 
0.25 atm to 5 atm, SPL increases by 26 dB. For 
constant ph,y/q- and p, , increasing the Mach number 
from 0.1 to 1.0 increases S P L  by 40 dB. If the 
experimental increases in SPL are less than expected 
from total pressure or Mach number change alone, the 
implication is that pinLs /q.. is decreasing. 

2 . 3  Turbulent Spectra 

The measured spectra should be "decent" over the T-S 
frequency range. By "decent" is meant that the 
amplitudes should be monotonically decreasing with 
frequency following a somewhat flat low-frequency 
region. An "indecent" spectrum tends to show a peak at 
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intermediate frequencies. A few examples of indecent 
spectra are given below. 

Despite the LTPT being a low-turbulence tunnel to 
total pressures of 2 atm, the spectrum of Figure 9 
shows about a 10-15 dB peak in the 50-90 Hz range 
(Wlezien et al. 1994). Note that LTPT has a short 
17.6:l contraction. Similarly the spectrum of Figure 10 
from the 8-foot TPT (20: 1 contraction ratio) has about a 
10 dB peak centered at 100 Hz (Wlezien et al. 1994). It 
is conjectured that the vortex stretching in high- 
contraction-ratio tunnels in nonuniform across the 
spectrum and these examples are included in order to 
illustrate the need to keep the contraction ratio down 
(below 9) to avoid problems with the turbulence 
structure. 

2 . 4  T-S Frequency Band 

The T-S frequency band is expressed in dimensionless 
form by the reduced frequency, F, defined by 

(3) 

where f is the physical frequency in Hz, v is the 
kinematic viscosity at the tunnel static temperature and 
static pressure, and U, is the freestream speed. For a 
tunnel static temperature of 100°F 

f = 0.1 16[Fx 10'0][p,(atm)]M2 (4) 

f 

0.3 5 30 x 15.7 kHz 
0.6 3 30 x 37.6 kHz 
0.8 5 2 5 x  l o 6  92.8 kHz 
1 .o 5 20 x 10-6 116.0 kHz 

The chosen values of F are in the middle of the T-S 
bands. Thus low-speed wind tunnels (to M - 0.6) 
should have good spectra to 70 kHz at their high total 
pressure limits, and the transonic tunnels to 200 kHz. 
Note the strong influence of total pressure on the 
frequency range. Temperature has a very weak influence. 
For a tunnel static temperature of 120"F, the coefficient 
in the above relation is 0.113. 

2 . 5  Test Matrix 

A facility should be evaluated for turbulence and noise 
at low, intermediate and high values of Mach number, 
and at low, intermediate and high total pressures for the 
chosen Mach numbers. This is a matrix of nine points. 

3 T U R B U L E N C E  M A N A G E M E N T  
CRITERIA 

3 . 1  Separation Control in diffusers 

The control of separation in all diffusers can be achieved 
by using small angles (less than 3" half angle) or with 
the aid of screens and grids. The low-frequency 
disturbances generated by diffuser separation are 
typically the most difficult to remove. Downstream of 
the test section and upstream of the fan, diffusers 
utilizing splitter plates such that the c 3" condition is 
met, will work as well. However, downstream of the 
fan, screens positioned at various stations within the 
diffuser will act to prevent transient separation; i.e., 
diffusers in high-quality wind tunnels cannot be used 
effectively for large pressure recovery. This is the only 
means by which a wide-angle diffuser can be used 
between the fan and test section. The design of the 
screens or grids within the diffusers can be based on the 
requirement that the associated pressure drop is intended 
to balance most of the pressure recovery. 

3 . 2  Mean Velocity and Temperature 
Nonuniformities 

It is best to remove all major mean velocity and 
temperature nonuniformities which are greater than a 
few percent before the last turn into the settling 
chamber and test section via coarse to medium-solidity 
screens (approx. 40%). Once the flow passes through 
the honeycomb, large-scale turbu lence  will be 
sufficiently suppressed and any remaining large-scale 
mean temperature and velocity nonuniformity will be 
nearly impossible to remove. In addition, these 
nonuniformities will lead to generation of new 
turbulence and to amplification into concentrated 
vortical structures within the stagnation regions of the 
flowfield of the models being tested. Screens 
downstream of the honeycomb are intended for reducing 
the turbulence level and scale (low-solidity screens) and 
will not be effective in reducing any mean-velocity 
nonuniformities larger than a few percent. The most 
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effective means to reduce mean-flow nonuniformities is 
to utilize moderate pressure-drop devices that generate 
moderate (3- 10%) turbulence with scales larger than the 
dimensions of the nonuniformities. 

Honeycombs are also most the effective manipulators to 
remove flow angularities. Criteria developed by Tan- 
atichat et al. (1982) have consistently resulted in test- 
section flowfields without any significant flow 
angularities. This has been achieved in the modification 
of wind tunnels by the addition of a honeycomb (e.g., 
the Boeing transonic wind tunnel and NASA Langley 
4x7 m wind tunnel). 

3 . 3  Turning Vanes 

To eliminate disturbances caused by the turning vanes, 
one should allow a minimum distance of two to three 
vane chords downstream of the inside turning vane. 
Turning vanes with an aerodynamic cross section 
designed near the optimum pressure-drop solidity 
(spacing) condition, have been found to consistently 
produce wakes that decay significantly within the first 
two to three chord lengths downstream. Recent attempts 
to optimize the aerodynamic cross section of the turning 
vanes (at the Swedish Royal Academy) have resulted in 
only a small incremental gain in flow quality over 
simpler aerodynamic designs such as the double circular 
arc with a trailing flap used in the NDF. 

In addition, turning vanes have been effectively used in 
the NDF as heat exchangers in the turns upstream and 
downstream of the fan and to reduce the fan noise by 7 
to 10 dB in the turn upstream of the test section. The 
latter was accomplished by embedding acoustic foam 
beneath a flush-mounted perforated surface on the 
suction side of the turning vane. 

3 . 4  Honeycomb Selection 

It is recommended to use a honeycomb with a cell size 
(Mesh rn) that is 10% of the separation between 
adjacent turning vanes and a length, L, 12-20 times the 
honeycomb mesh. An Urn around 12 is most effective 
for turbulence reduction while an Urn of 15-20 is most 
effective for removing flow angularity. The mesh 
should have a scale which is less than half of the width 
of the vane wakes. The honeycomb should be located 
three chord lengths downstream of the turning vanes. 

Often the honeycomb length is controlled by structural 
limitations. Earlier work, which suggested that the 
length of the honeycomb be based on achieving fully- 

developed flow conditions within the cells, has proven 
to be non-effective in turbulence reduction in addition to 
its excessive pressure-drop contribution. Therefore, the 
maximum length of the honeycomb should be dictated 
by structural (including minimizing deflection) 
requirements and maintaining the ratio of Urn between 
12 and 20. If necessary the material selection and mesh 
size may have to be altered to achieve this goal (Nagib 
1993). 

3 . 5  Screen Selection 

The first screen should be located a distance equal to 20 
to 40 honeycomb mesh sizes downstream of the 
honeycomb to allow for adequate turbulence decay. 
Recent work has concluded in favor of this over the 
earlier suggestions by Loehrke and Nagib (1976). Use 
of 5 to 7 low-solidity screens (approx. 35%) with a 
mesh from 5 to 15 times finer than the honeycomb 
mesh size is now recommended. The 35% solidity 
requirement [developed by Steinle and Rose (1982)] 
must be adhered to in  order to render the screens 
effective in turbulence suppression. While screens with 
a solidity greater than 35% are more effective in 
reducing mean velocity and temperature 
nonuniformities, they are less effective in reducing the 
turbulence level. In fact, their increased effectiveness in 
reducing nonuniformities is coupled to their generation 
of new turbulence scales immediately downstream. The 
role of screens should be dedicated to reducing 
turbulence intensity, and as stated earlier, the 
nonuniformities should be removed well upstream of 
the settling chamber and honeycomb position. 

One must allow adequate separation between the 
screens: on the order of 250 mesh sizes or larger to 
achieve maximum turbulence reduction. The screen 
mesh can be made finer for the same solidity to achieve 
better strength. Again, the screen solidity should be 
between 30 and 35 %. A gradual moderate area-ratio 
contraction may start soon after the last screen. 

3 . 6  Contraction Area Ratio 

The use of a contraction with an area ratio between 6 
and 9 is highly recommended. It is important to choose 
a profile which has the largest area change in the central 
section (e.g., a fifth-degree polynomial) and a length of 
approximately 1.25 the larger entrance dimension. An 
U D  = 1.25 avoids separation in contractions with area 
ratios between 6 and 9. Zero slope and zero curvature at 
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the inlet to a fifth-degree contraction also helps in 
avoiding separation, even at low speeds. Zero slope and 
zero curvature conditions at the exit of the contraction 
provides good boundary-layer and turbulence conditions 
near the test-section inlet. Contractions with area ratios 
larger than 9 produce test-section conditions with 
several problems in the structure and development of 
freestream turbulence. Moreover, large growth of 
Gortler vortices are a source of low-frequency 
unsteadiness. 

Among the many problems with a higher area-ratio 
contraction (Nagib and Marion 1984) are the 
mismatched turbulence intensities and scales between 
the streamwise and lateral components. This results in,  
not only artificial anisotropies, but also in a test section 
with a rapidly evolving turbulence condition. Both of 
these characteristics are unlike flight conditions 
encountered by aircraft. Therefore, the only real gain 
achieved by a higher area-ratio contraction is to increase 
the test-section speed. Optimization of the design of the 
fan within the tunnel circuit can result in a higher test- 
section speed through the use of a larger-diameter fan 
capable of higher flow rates at lower pressure drop 
performance. 

The above design philosophy was used successfully in 
the NDF in order to achieve the design requirements. 
The use of a large diameter, lower RPM fan has the 
additional advantages of reducing the acoustical 
disturbances in the wind tunnel. Any remaining blade- 
passing frequency harmonics can easily be suppressed 
with the aid of various sound-reduction elements (e.g., 
acoustically treated turning vanes). 

4 I S S U E S  O F  S E P A R A T I N G  
TURBULENCE AND SOUND 

Because of the different criteria used to specify the flow- 
quality limits of u‘/Uo. and p’/q.., unambiguous 
measurements of these quantities should be made. 
Moreover, in compressible flows, U’ must be separated 
from (pu) ’ .  These are not matters of academic interest 
since the strategy of reducing U’ is different from 
reducing p’ . This separation of fluctuating quantities 
has been neglected in the past and has led to confusion 
and misinterpretation of the data. 

4 . 1  Straightforward Separation Technique 

A serviceable technique for separating the two signals 
utilizes a cross correlation between two probes that are 

widely separated. A typical scale is the width of the 
tunnel. 

A measured fluctuating property X ( t ) ,  which can be 
either p ’ ( t )  from a microphone or u’( t )  from a hot 
wire, is made up of a rotational (turbulence) component, 
T ( t ) ,  and an irrotational (noise) component, S( t ) .  
Measurements at two points in the flow field can be 
represented by the following: 

If points 1 and 2 are separated by a distance that exceeds 
the turbulent integral length scale and are in the same 
plane, then TI and T2 are uncorrelated while SI and S, 
are correlated. Because of the great disparity in length 
scales, there is no cross-coupling term in Equations 5 
and 6. Moreover, for relatively uniform acoustic fields, 

SI = s2 = s (7) 

With this idea, the turbulent fluctuations, TI, can be 
extracted from the total signal, XI, by subtracting the 
noise field, S. Ideally, S is the cross correlation of XI 
and X,, defined by (X1,X2). Thus, the turbulence 
levels are given by: 

Equation (8) expresses the so-called differencing 
technique that has been used in the past in a number of 
different experiments (Corke and Nagib 1979; Saric et 
al. 1988; Wlezien et al. 1994). The limitations of 
Equation (8) are well known. Essentially one is limited 
to uniform flow and uniform noise fields. Because one 
cannot always separate the probes by a sufficient 
distance, the cross correlation, (XI, X,) , can contain the 
correlated parts of the turbulent field. By defining the 
fraction of (XI, X2) that contains correlated turbulence 
by 0, then the amplitude and spectrum of TI is reduced 
by (1- 0). 

(9) 
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Typically this produces unacceptable errors. Moreover, 
the application of (8) can only be done in transform 
space which limits the technique to rms amplitudes and 
spectra. The correct time series cannot be recovered. 

4 . 2  Optimal Filtering 

In order to reduce the errors associated with Equation (9) 
obtained from the straightforward technique, it is 
suggested that optimal filtering be utilized. The basic 
ideas are found in Widrow et al. (1975) and a direct 
application to wind tunnels has recently been 
implemented by Naguib et al. (1995). This technique 
permits a more accurate evaluation of rms turbulence 
but can recover the time-series information as well. 

The objective is to subtract the noise (i.e. the sound 
field) from the signal X ( t ) .  The noise signal, y ( t ) ,  
obtained from X ( t ) ,  should “look like” a reference signal 
d(t). A set of filter coefficients,An), where n = 1,2,3, ... 
N, are established in such a way that f operating on X 
produces y. Thus y is the part of X correlated with d .  

The error signal is defined by: 

The thrust of optimal filtering is thatfln) are chosen to 
minimize e in the least-squares sense. If e = 0, then y = 
S. For e # 0, the spectrum is reduced by (1 - (5’) and 
Equation (9) becomes: 

Equation (1 1) can be easily implemented in a real-time 
measurement of U’ or p f .  Thus, optimal filtering is a 
second-order accurate scheme compared to the first-order 
accurate straightforward technique. Moreover, the time- 
series of the turbulence signal can be recovered. 

4 . 3  Limitations and Areas of Development 

Near Mach 1, the T-S wavelengths and turbulent 
integral scales are not that much shorter than the 
acoustic wavelengths. This makes the straightforward 
technique of Section 4.1 completely useless and puts a 
premium on the use of optimal filtering to recover 
something. 

In supersonic flows, perhaps the Laufer and Vrebolovich 
assumption that p f  is more or less constant in the 
boundary layer for M c 3.0 can be used to separate U’ 
and p f .  

For near transonic flows, it is necessary to separate p’ 
and U’ from a measurement (pu)’ Without further 
work, it is not clear how much more difficult the 
optimal-filtering technique will become. 

5 S U G G E S T E D  N W T C  D E S I G N  
CRITERIA 

The following suggestions apply to both the low-speed 
and the transonic tunnels: 

The settling chamber should have an aspect ratio of the 
order of one to provide the length needed for the 
turbulence management schemes to be sufficiently 
effective to satisfy the suggested criteria. Although 
screen separations and honeycomb placement are 
suggested in terms of mesh lengths, for the number of 
screens needed, the required overall length will be of the 
order of the cross-sectional dimension and so the layout 
should plan on an aspect ratio of one. 

The contractions should have a length of about 1.25 
times the larger entrance dimension. For the contraction 
shape, use fifth-degree polynomials with zero slope and 
zero curvature at the entrance and exit. 

Put the heat exchanger into the turning vanes. This 
eliminates the bulbous heat exchanger in the tunnel 
circuit. This type of arrangement is used successfully in 
the National Diagnostic Facility (NDF) at Illinois 
Institute of Technology. 

Go from circular cross section to rectangular cross 
section downstream of the compressor. The circuit 
should be basically rectangular especially in the corners 
to simplify the turning vane structures as well as allow 
their use as heat-exchanger elements. 

The 5-foot fillets being considered for the corners of the 
LSWT test section are not essential, especially if the 
circuit and in particular the contraction is rectangular. 
This has been shown in the NDF at IIT. Figures 11 and 
12 (Nagib and Hites 1995) show uniform rectangular 
core flows in the tunnel at the beginning and end of the 
test section respectively. There is no evidence of corner 
vortices in these figures nor in the NDF experience. 

Screens should have a solidity no greater than 35%, 
except perhaps for a 40% solidity screen upstream of the 

t 
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honeycomb if needed. The honeycomb scale should be 
5-15 times the wire separation of the screens. Screen 
and honeycomb considerations are treated in greater 
detail in Section 3. 

For the transonic speed wind tunnel (TSWT), although 
the contraction shape is not yet specified, the 
contraction ratio of nearly 12:l is excessive. The 
contraction ratio should be no larger than 9:l. 
Otherwise, because of the large turning of the flow in 
the contraction, there are problems with the uniformity 
of the test section mean flow and the structure of the 
turbulence in the test section (Tan-atichat 1980; Nagib 
and Marion 1984). 
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Figure 1. Turbulence intensity, (u ' /U- )x  100, calculated from a long 
timeseries at location "A" (x = 79 cm, 31") for various freestream velocities 
using different signal processing techniques; from Nagib et al. (1994). 
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Figure 2. Turbulence intensity, (u'/U,)xlOO, calculated from a long 
timeseries at location "B" ( x  = 409 cm, 13'5") for various freestream velocities 
using different signal processing techniques; from Nagib et al. (1994). 
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Figure 3. 8-ft TPT turbulence intensity at constant a) pressure and b) Mach 
number; from Wlezien et al. (1994). 
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Figure 4. LTPT turbulence intensity at constant a) pressure and b) Mach 
number; from Wlezien et al. (1994). 
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Figure 5. LTPT turbulence intensity data; from Stainback et al. (1984). 
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Figure 6. Fluctuating pressure intensity at various freestream velocities; from 
Nagib et al. (1994). 
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Figure 7. Fluctuating pressure intensity for various blade-pitch settings at 25.8 
m/s; from Nagib et al. (1994). 

P, - a m  
0.5 - 1.0 

E- 
h 

0 . m 2  ._/ 
0 1 2 3 4 

Remr 108 

E! 60 
In 

0.5 

2.0 

- -  
. ........ 

-- 
1 10 loo loo0 1OOO( 

Frequeny - Hr 

Figure 8. 8-ft TPT a) normalized acoustic data and b) acoustic spectra at Mach 
0.24; from Wlezien et al. (1994). 
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Figure 9. LTPT velocity spectra at Mach 0.24; from Wlezien et al. (1994). 
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Figure 10. 8-ft TFT velocity spectra at Mach 0.24; from Wlezien et al. (1994). 
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Figure 11. Mean velocity uniformity across the test section at a location 8 in. 
from the contraction exit. Freestream velocity is 40 m/s; from Nagib et al. 
(1994). 

Figure 12. Mean velocity uniformity across the test section at a location 26 ft. 
from the contraction exit. Freestream velocity is 40 m/s; from Nagib et al. 
(1994). 
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CONCEPTION ET QUALIFICATION DE LA SOUFFLERIE SILENCIEUSE RlCh DE L’ONERA 

(DESIGN & VALIDATION OF A QUIET SUPERSONIC WIND TUNNEL) 

0. Papirnyk, G. Uancarani, J. Ddery 
Office National d’Etudes de Recherches ACrospatiales (ONERA) 

8 rue des Vertugadins, 92190 Meudon, France 

D. Amal 
Centre d’ktudes et de Recherches de Toulouse (ONEWCERT) 

2, Avenue Edouard Belin, 31055 Toulouse Cedex 4, France 

ABSTRACT 
The RICh blow down wind tunnel was recently converted into a quiet supersonic wind tunnel at Mach 3, 
I n  order for the boundary layers on the nozzle wall to remain laminar, the following tasks were accomplished : noise 
minimization coming from, the upstream circuit, realization of suction upstream of the throat to eliminate the boundary 
layer in the contraction, optimization of the nozzle shape calculated in order to reduce Gortler vortex, realization 
of a surface qualiry to avoid triggering of transition due to the roughness. 
The theoretical, numerical and technological works resulting in the realization of the wind tunnel, are presented with 
the description of the facility. 
A preliminary validation of the wind tunnel was done with : measurement of pressure fluctuations in the stilling 
chamber, probing of boundary layer upstream of !he nozzle rhroar, probing of pitot pressure and flu measurement 
on plane plate in the test section, and probing of boundary layer in the nozzle exit plane. 

RkSUME 
La soujJlerie d rafale RICh a k!k !ran@ormke rkcemment en souflerie supersonique ”silencieuse” d Mach 3. 
Pour que les couches lim’tes sur les parois de la tuyire puissent rester laminaires, l’effort a portt sur : la 
minimisation du bruit provenant de la partie amont du circuit, d‘une aspiration destinke d Climiner la couche lim’te 
du convergent, l’optim’sation de la forme de la tuyire pour rkduire le dtveloppement des tourbillons de Gortler, 
l’obtention d u n  ttat de surface suflsamment soignt pour tviter les dtclenchements de transition par effet de rugositt. 
La description de l’installation ainsi que les travaux thkoriques. numkriques et technoiogiques aboutissant d la 
rkalisation de la somer ie  sont prtsentks. 
Une qualification prkliminaire de l’installation a t t t  effectute avec : des mesures de fluctuations de pression dans 
la chambre de tranquillisation, des sondages de couche lim’te en amont du col de la tuyire, des sondages de pression 
dart-& et des mesures de flux sur une plaque plane dans la veine dexptrience ainsi que des sondages de couche 
limite dans le plan de sortie de la tuyire. 

1. INTRODUCTION 
L’ttablissement de I’ONERA situ6 A Chalais-Meudon, 
en Ile-de-France, comprend un complexe de souffleries 
couvrant une large gamme de nombres de Mach. Ces 
souffleries sont utilides en partie pour des besoins 
industriels, mais surtout pour des ttudes fondamentales 
destinks A Clucider des phtnomhes complexes et A 
valider les codes de calcul mis au point h I’ONERA ou 
ailleurs. 

L’ttablissement de Chalais-Meudon s’est ainsi fait une 
sp6cialit6 en matihe &analyse fine d’koulements 
dtcollts grke A la mise en oeuvre de techniques de 
mesures avanctes (sondes de pression multi-trous, 
vtlocimCtrie laser). 

Trois de ces souffleries, WCh, R3Ch et RSCh, 
fonctionnent a des nombres de Mach ClevCs. Ce sont des 
installations h rafales qui, dans un pas& rkent, ont ttt 
largement employees pour des ttudes lites au projet 
HERMES. Elles sont uti l iks aujourd’hui pour des 

problbmes qui int6ressent les applications atronautiques 
et spatiales dans le domaine du vol A grande vitesse 
(missiles, lanceurs de satellites, avions supersoniques, 
corps de rentrke). Une op6ration de rtnovation de ces 
souffleries a Ct6 effectute de 1989 h 1993. Le 
paragraphe 2 sera consacd h une description succincte 
de ces installations et de leurs performances actuelles. 

A l’tpoque oh les souffleries pdddentes ont ttt 
rhovtes, une autre soufflerie a rafales, RlCh (nombre 
de Mach nominal Cgal A 3), a Ctk reconditionnk et 
remise en service aprks une pt5riode d’inactivitk. Les 
travaux ont revCtu un caractbre sp6cifique puisqu’ils 
avaient pour objectif de transformer RlCh en soufflerie 
“silencieuse”, afin de reproduire au mieux 
l’environnement existant dans les conditions de vol. 

Le besoin de dqwser d’une installation offrant un faible 
niveau de bruit a t tC motivC par l’int6r2t port6 aux 
ttudes de transition laminaire-turbulent en Ccoulement 
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held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 



29-2 

supersonique. On sait, en effet, que les perturbations 
exdrieures B la couche limite (bruit, turbulence 
dsiduelle) accClbrent les mkanismes de transition et 
dduisent la longueur du parcours laminaire. Or, les 
souffleries supersoniques conventionnelles sont t&s 
bruyantes : les fluctuations de pression rayonnks par les 
couches limites turbulentes se developpant sur les parois 
de la tuykre “excitent” la couche limite laminaire de la 
maquette, donnant sur cette demibre des nombres de 
Reynolds de transition bien plus faibles qu’en vol. Le 
problbme est illustd sur la figure 1, qui compare les 
nombres de Reynolds de transition Rx, mesurds sur des 
canes sans incidence en soufflerie et en vol [l]. 

Pour rauire le niveau de bruit rayond, il faut maintenir 
sur les parois de la tuybre des couches limites 
laminaires, beaucoup moins bruyantes que les couches 
limites turbulentes. Partant de ce principe, les ingCnieurs 
de la NASA Langley ont conqu un “quiet tunnel” h 
Mach 3 3  : la dfCrence [23 en donne une description 
dCtaillk. Dans cette installation, le niveau des 
fluctuations de pression est un ou deux ordres de 
grandeur plus faible que celui mesure dans les 
souffleries conventionnelles. Des Ctudes fondamentales 
de transition sur c6ne ou plaque plane [3], sur cylindre 
en flbche [4] ou sur aile delta [51 ont fourni des dsultats 
parfois t d s  differents de ceux connus jusqu’alors ; ce 
qui dCmontre, si besoin Ctait, que la qualit6 d’koulement 
peut influer sur les phCnombnes drodynamiques. On 
voit par exemple sur la figure 1 que les nombres de 
Reynolds de transition sur plaque plane s’approchent de 
ceux mesds  en vol. D’autres installations B des 
nombres de Mach plus ClevCs ont Ctk conpes B la 
NASA Langley : certaines d‘entre elles ont Cd dalides 
et tesdes [6]. 

Pour que les couches limites sur les parois de la tuybre 
du “quiet tunnel” puissent rester laminaires, l’effort a 
pod  sur quatre points essentiels : minimisation du bruit 
amont, aspiration de la couche limite en amont du col, 
Ctat de surface soignC, forme de la tuybre calculk pour 
dduire le ddveloppement des tourbillons de G6rtler [6]. 
Ces mCmes principes ont CtC adopds pour diminuer le 
bruit dans la soufflerie RlCh. On donnera au paragraphe 
3 une description des travaux effectuCs, puis les premiers 
dsultats B caractbre pdliminaire seront prCsentCs. 

2. LES SOUFFLERIES A RAFALES DE L’ONERA 

Les souffleries h rafales RlCh, R2Ch, R3Ch et RSCh, 
construites au cows des annCes 60, viennent d’Ctre 
dnovCes rkemment et leurs performances ont CtC 
amClio&s. Elles sont destinCes h couvrir un domaine de 
nombres de Mach supersonique et hypersonique compris 
entre 3 et 10 et une plage Ctendue de nombres de 
Reynolds unitaire (Re/m compris entre 2 x 106 et 
2 x 10’) gdce B une large variation de la pression 
gCnCratrice (2 x 1 6  Pa < Po < 170 x 1 6  Pa). Le temps 
de rafale varie, suivant les souffleries, de 10 s h 60 s. Le 
diambtre de sortie des tuybres se situe entre 0,190 m et 
0,350 m. 

A CHALAIS-MEUDON 

La soufflerie RlCh, qui fait l’objet de la prCsente Ctude, 

a CtC construite h l’emplacement d’une ancienne 
soufflerie transsonique qui avait comme particularit6 
d’Ctre 6quip6e pour son alimentation d’une vanne 
silencieuse. C’est l’une des raisons pour laquelle le site 
a CtC choisi pour la realisation d’une soufflerie 
silencieuse. 

La soufflerie R2Ch est une soufflerie h jet libre qui 
peut Ctre 6quip6e de tuybres interchangeables Mach 3 et 
4 de 0,190 m de diamktre ou de tuybres Mach 5 , 6  et 7 
de 0,326 m de diambtre. La pression gCnCratrice peut 
atteindre 80 x 10s Pa. Le dchauffeur, de type 
conventionnel zi accumulation, a Cd dnovC rkemment, 
ainsi que les circuits d’alimentation, pour fournir un air 
non pollut d’un &bit maximal de 40 kg/s B une 
temp6rature de 800 K. L’amqage Ctant progressif, un 
dispositif spkial permet d’introduire rapidement les 
maquettes dans l’koulement. La durk de la rafale peut 
atteindre 60 s. 

La soufnerie R3Ch est aussi une soufflerie h jet libre 
avec une tuybre en forme Mach 10 de 0,350 m de 
diambtre. I1 est maintenant possible d’obtenir un niveau 
de pression gCnCratrice variable entre 12 x lo5 et 
120 x lo5 Pa. La temfirature gCnCratrice de 
l’koulement atteint 1100 K h l’aide d’un rtkhauffeur 
instantank h effet Joule. Le debit maximal est de 2 kg/s. 
L’amorcage de l’koulement est obtenu en quelques 
millisecondes B l’aide d’une vanne sp6ciale h 3 voies. La 
dude de la rafale est de 10 s. Le nombre de Reynolds 
unitaire atteint 2 x loB/m. 

La soufnerie RSCh est une soufflerie hypersonique 
Mach 10 h basse densite et Cgalement B jet libre. Sa 
tuybre en forme a un diambtre de 0,355 m. Elle est 
destink h Ctudier les phbnomknes lies aux effets 
simultanCs des grands nombres de Mach et des faibles 
nombres de Reynolds en dgime continu (analyse des 
phCnombnes de forte interaction visqueuse et des 
koulements dhllCs laminaires). La pression gCnCratrice 
est de 2,5 x 10s Pa. Un rtkhauffeur h effet Joule permet 
d’obtenir une temp6rature de 1100 K. La durCe de la 
d a l e  peut dCpasser la minute. 

3. LA SOUFFLERIE SILENCIEUSE RlCh 

3.1 Conception de la soufflerie 
Comme on l’a signal6 en introduction, amCliorer la 
qualid d’koulement d’une soufflerie supersonique 
nkessite d’agir sur quatre points : 
- minimisation du bruit provenant de la partie amont du 
circuit : 
- application, un peu en amont du col, d’une aspiration 
destink B Climiner la couche limite du convergent, afm 
d’obtenir au col une couche limite de t&s faible 
Cpaisseur : 
- optimisation de la forme de la tuybre pour retarder la 
transition sur la paroi ; 
- obtention d’un Ctat de surface suffisamment soigne 
pour Cviter les dklenchements de transition par effet de 
rugosite. 

Le premier point, purement technologique, sera abordC 
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au paragraphe 3.2. Les trois autres, qui se sont appuyCs 
sur des travaux thhriques et numeriques, sont discut6s 
ci-dessous. On en trouvera une description plus complbte 
dans [7]. 

3.1.1 Convergent et systJme d’aspiration 
N s  le debut de 1’Ctude. il a Ctk dkidC d’huiper la 
soufflerie d’un convergent existant, axisym6lrique et 
long de 0,4 m. Le diamktre de sortie est de 0,146 m, 
pour un rapport de contraction voisin de 13. I1 a en outre 
Ctk convenu d’installer le systbme d’aspiration h 0,135 m 
en amont du col (nombre de Mach local = 0,35 : 
diambtre local du convergent = 0,196 m). A partir de la 
forme du convergent, on a proc6dC h un calcul de 
couche limite, g i n  de connaltre les caracteristiques de 
celle-ci au niveau de l’aspiration : la connaissance de 
I’Cpaisseur physique 6, par exemple, devait permettre de 
dCfinir la hauteur de la lbvre d’aspiration. 

La distribution de vitesse exterieure h la couche limite a 
Ctk determinee en supposant un Ccoulement par tranche. 
La figure 2 montre les Cvolutions thhriques de 6 
obtenues pour plusieurs calculs effectuCs en supposant le 
convergent prk6dC d’une plaque plane longue de 1,5 m. 
Sur cette figure, X rep&ente l’abscisse curviligne le 
long de la paroi : l’origine X = 0 est situ& au bod 
d’attaque de la plaque, et l’emplacement du systkme 
d’aspiration est rep6rC par une flkche. La pression 
gCnCratrice est de 106 Pa. Quatre hypothbses ont CtC 
adoptkes : la couche limite est toujours laminaire, la 
transition se situe h X = 1 m, la transition se situe h 
X = 0,5 m, la couche limite est turbulente depuis le bod 
d’attaque de la plaque. 

On observe, bien entendu, un amincissement important 
de la couche limite, provoquC par la forte accClCration de 
l’koulement dans le convergent. Au niveau de 
l’aspiration, 6 varie d‘une valeur quasiment nulle h plus 
de 5 mm suivant les hypothbses adoptkes. Devant cette 
incertitude, des sondages de couche limite ont Ct6 
rCalids dans le collecteur : on a trouvC, pour des 
pressions gCn6ratrices comprises entre 5 x I@ et 
15 x ld Pa, une Cpaisseur 6 de l’ordre de 1 mm ; mais 
le faible nombre de points de mesure dans la couche 
limite n’a pas permis de savoir si elle Ctait laminaire ou 
turbulente. Quoiqu’il en soit, la hauteur de la lbvre 
d’aspiration a 6tC fix& h 1,5 mm. 

3.1.2 Calcul de la forme de la tuyare 
En supposant que la couche limite au col est laminaire 
et que l’6tat de surface de la tuybre est “parfait”, il faut 
maintenant faire en sorte que la transition au dgime 
turbulent s’effectue le plus en aval possible. Deux types 
d’instabilite peuvent provoquer cette transition : les 
ondes du type Tollmien-Schlichting et les tourbillons de 
GUrtler. Ces derniers les plus dangereux dans le cas 
pdsent, sont des tourbillons longitudinaux, contrarotatifs, 
qui prennent naissance sur les parois concaves. En 
s’amplifiant, dans la direction de l’koulement principal, 
ils d6forment la couche limite laminaire et la 
destabilisent de facon telle que la turbulence finit par 
appadtre. Des mesures rmides h la NASA Langley 
ont rCvClC que ces tourbillons Ctaient effectivement 

responsables de la transition sur les parois des tuybres 
supersoniques. 

Sur le plan thhrique, les tourbillons de GUrtler peuvent 
Ctre CtudiCs h l’aide d’une thhrie l i n m .  On suppose 
que les perturbations de vitesse longitudinale U’ 
engenddes par ces tourbillons sont de la forme : 

U’ = U (y) exp (ax) sin (2 IC Zh) 

ob y d6signe la normale h la paroi et Z la direction selon 
l’envergure (koulement plan) ou la direction azimutale 
(koulement de dvolution). Lorsque l’koulement moyen 
est connu, la dsolution des equations de stabilitt 
linCari&s fournit, pour un tourbillon de longueur d‘onde 
h fix&, l’tvolution du taux d‘amplification Q en 
fonction de X. L’amplification totale I(h) de ce 
tourbillon est ensuite calcul& en intkgmt Q dans la 
direction X. On appelle facteur N la valeur maximale de 
I(h) h une abscke donnCe (maximisation par rapport h 
h). La rkgle empirique dite du eN, propode par Smith en 
1955 [8], consiste h supposer que la transition se 
produira lorsque ce facteur N atteindra un seuil critique, 
que l’on prend gCn6ralement Cgal h 9 ou 10. 

La dCtermination du point de transition sur la paroi de la 
tuybre se ddroulera donc en trois Ctapes : 

- calcul de l’tcoulement potentiel dans la tuykre par la 
mtthode des caractCristiques ; 

- utilisation de la distribution de pression h la paroi pour 
calculer le dCveloppement de la couche limite lamhire,  
dont l’origine sera suppos& au col ; 

- calcul de stubilitk lintuire sur l’koulement visqueux 
dCtermin6 prkddemment, et application du critkre du eN. 
On a en fait u t i l i l  trois approches 1Cgkrement 
differentes pour ces calculs : une approche dite locale, 
une approche dite paraboli& et une m6thode simplifik. 
On en trouvera une description dans [7]. I1 n’est pas 
nkessaire de prkiser les differences entre ces mCthodes 
puisque, comme on va le voir, elles aboutissent h des 
dsultats trRs voisins. 

Comme les tourbillons de GUrtler naissent sur des parois 
concaves, on peut esp6rer, en repoussant la partie 
concave de la tuykre vers l’aval et en limitant sa 
courbure, retarder la transition et obtenir un rhombe 
“silencieux” de longueur suffisante pour pouvoir y placer 
des maquettes. C’est dans cette optique qu’a Ct6 
dCvelopptk une mCthode pour cder des profils de tuybre 
comportant une partie rectiligne. La procCdure suivie est 
la suivante. Le col, dont la forme circulaire est impode 
par le code bas6 sur la mCthode des caractkrktiques, est 
prolong6 par une paroi rectiligne. L’angle que fait cette 
paroi avec l’axe de la tuybre fute les limites de la zone 
circulaire autour du col. Le raccord entre ces deux zones 
respecte la continuid du profil ainsi que celle de sa 
dCriv& premibre. La longueur de la partie rectiligne est 
telle que le nombre de Mach sur l’axe produit h 
1’extdmitC de cette zone soit celui dCsirC en sortie de 
tuybre. A partir de ces deux premiers tronsons de paroi, 
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le code dCduit la forme de la paroi concave h ajouter 
pour produire un koulement uniforme. On a ainsi test6 
numCriquement diffCrentes formes de tuykre en faisant 
varier trois paramktres: la ghmCtrie (plane ou de 
dvolution), la longueur de la partie rectiligne et sa 
pente. 

Pour rester dans les limites des dimensions impoles par 
les autres installations, la hauteur (ou le diamktre) de 
sortie de la tuykre a CtC fix& h 0.3 m, pour un nombre 
de Mach nominal Cgal h 3. Au niveau du calcul, aucune 
diffbrence fondamentale n’est apparue pour guider le 
choix entre une tuykre plane ou une t u y h  de dvolution. 
Chaque solution pdsentait des avantages et des 
inconvbnients. Toutefois, il a semblC que l’usinage et 
l’installation d’une tuykre de dvolution ttaient plus 
aisCs, ce qui a conduit en fin de compte h opter pour 
l’option axisymCtrique. 

I1 restait h optimiser les deux autre paramktres : longueur 
et pente de la partie rectiligne. Dans ce but, un balayage 
systCmatique a CtC effectuC en mettant en oeuvre, pour 
chaque gComCtrie, la succession des trois calculs dkrits 
plus haut. Le profil retenu, ainsi que le dseau 
correspondant de caract6ristiques descendantes, sont 
tracks sur la figure 3. L’interruption des caract6ristiques 
marque le debut de l’koulement uniforme. Celui-ci 
debute h = 1 mktre (distance mesde h partir du col). 
On remarquera la longueur importante de la tuykre, 
nkessaire pour minimiser les parties concaves generant 
des tourbillons de GBrtler. On a repod sur la figure 4 
la variation des nombres de Mach sur l’axe et h la 
paroi ; les deux courbes sont trks voisines. Notons que 
la forme finale de la tuykre a CtC comgCe de l’effet de 
deplacement de la couche limite, supposC laminaire. 

En ce qui concerne les rhultats des calculs de stabilitC 
linCaire, la figure 5 monk 1’Cvolution du facteur N 
calculc pour une pression gCn6ratrice 106 Pa. On a 
consided ici les tourbillons de GOrtler les plus amplifiCs, 
associCs h une longueur d’onde d’environ 0,7 mm. Les 
trois mtthodes utilses donnent des dsultats presque 
identiques. En fixant h 9 la valeur du facteur N critique, 
on trouve une abscisse de transition th6orique h X = Im. 
Ensuite, en parcourant la caractbristique descendante 
passant par ce point, on dCfinit l’extdmit6 aval de la 
zone “silencieuse” sur l’axe, qui, dans le cas pdsent, se 
situe h X, = 1.45 m. La longueur du rhombe utile 
(nombre de Mach constant et Bcoulement silencieux) 
serait ainsi @ale h Xt-Xu = 0.45 m, ce qui est suffsant 
pour placer des maquettes de taille raisonnable. 

3.1.3 Etat de sugace de la tuydre 
La minceur de la couche limite dans la dgion du col est 
telle qu’une asp6ritC de trks faible hauteur risque de 
dklencher la transition et d’annihiler les efforts dCployCs 
par ailleurs pour retarder la transition. De ce fait, il est 
impdratif que la surface de la tuybre soit parfaitement 
polie, du moins tant que la couche limite n’a pas une 
Cpaisseur sufisante pour dsister aux imperfections de la 
paroi. Cet aspect du problkme a et6 abordC par Beckwith 
et al. en 1988 [9J. Ces auteurs proposent un critere pour 
estimer la hauteur de rugwit6 k admissible. Ce critkre 

est bas6 sur le nombre de Reynolds Rk d6fini par : 

Rk = pk uk 
oh pkr U, et p k  sont la masse volumique, la vitesse 
moyenne et la viscositd molkulaire prises A l’altitude 
y = k  
Les expdriences montrent que la hauteur maximale de 
rugosite ne dklenchant pas la transition correspond h 
R k  = 10. 

La figure 6 montre, pour une pression gCnCratrice de 
IO6 Pa, 1’6volution de la hauteur de rugositC admissible 
le long de la tuykre. Le calcul prCsent6 dCbute au col, 
alors qu’en dalit6, la couche limite laminaire a son 
origine au niveau de la Em d’aspiration h 0,135 m en 
amont. On estime donc que la hauteur maximale tolCde 
est d‘environ 2 pm. Il semble que la qualit6 d’usinage 
de la tuykre soit compatible avec cette contrainte. 

3.2 Description de I’installation 
Lon du reconditionnement de la soufflerie RICh, 
op6ration lan& en 1989, un soin particulier a CtC pris 
pour la rendre complCmentaire des deux autres 
installations voisines R2Ch et R3Ch. Ces trois 
souffleries disposent maintenant de caissons d’essais 
identiques et de tuykres dont les noyaux sains sont 
Cgalement identiques et voisins de 0.3 m. Dans ce 
contexte, RlCh (voir Fig. 7) est destinCe h servu pour 
des nombres de Mach supersoniques faibles ou modCrCs 
(2 h 5)  et des dtbits 6levCs h basse temp6rature 
g6nCratrice. 

Les deux souffleries RlCh et R2Ch utilisent un circuit 
commun d‘alimentation en air comprime aliment6 h 
230 x I d  Pa par le dseau gCnCral du centre de Chalais- 
Meudon dont la capacitC de stockage est de 30 m3 (voir 
Fig. 8). En t t e  des installations, se trouve un poste de 
dCtente dglant la pression de l’air h la valeur souhait6e 
pour les rafales dans les souffleries. L’utilisateur 
llectionne de un h trois des dCtendeurs disponibles, 
capables de dClivrer jusqu’h 70 kg/s de debit total. L’air 
est ensuite dirige vers un dchauffeur h accumulation si 
une temfirature gCnCratrice ClevQ est dCsin5e (800 K 
maximum pour R2Ch) ou bien directement vers les 
souffleries : des vannes de melange air froid-air chaud 
permettent des valeurs plus basses de tempdrature (en 
gCnCral autour de 400 K pour RICh). RlCh peut 
fonctionner soit directement h l’atmosphkre, cas courant 
pour une utilisation h Mach 3, soit vers la sphere h vide 
de 500 m3 commune pour RICh, R2Ch et R3Ch. Cette 
possibilitd permet des rafales h trks basse pression 
gCdratrice (03 x le Pa) ou facilite l’amoqage en cas 
de forte obstruction du montage d’essai. Le circuit 
proprement dit de la soufflerie RlCh comporte une 
vanne d ’ d t  immtdiatement suivie de la vanne 
silencieuse qui dCbite dans la chambre de 
tranquillisation. Sur la bride aval de cette chambre se 
monte l’ensemble tuykre-col relic au caisson d’essai par 
un compensateur de dilatation. RlCh est une soufflerie 
du type h jet libre avec, h l’aval de la tuykre, une 
canalisation de reprise. Les principaux organes vont Stre 
maintenant dCtaillCs. 
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Vanne silencieuse : 
Cette vanne a Ctd dcup6ree sur la version pdddente de 
la soufflerie RlCh. Le principe d’une telle vanne est de 
d6tendre l’koulement h havers des labyrinthes radiaux 
usin& dans des disques de metal empiles (voir Fig 9). 
L’air anive au centre et en s’&oulant vers l’exdrieur 
suit une drie de coudes tout en voyant sa section de 
passage augmenter. Un piston central dkouvre une plus 
ou moins grande portion des disques assurdnt ainsi un 
ajustement de la pression detendue. Ce type de vanne est 
dit “silencieux” car le bruit gener6 voit son spectre 
d6placC vers des fitquences tlevtks, alors que la plupart 
des organes de laminage produisent du bruit h basse 
fdquence. Comme ce bruit h haute fiequence est mieux 
absorbd dans les structures mdtalliques, il s’en suit un 
niveau de bruit plus faible. Si une part importante du 
bruit se situe dans les ultrasons elle n’est pas peque par 
l’oreille humaine. 

Chambre de tranquillisation : 
C’est une enveloppe cylindrique en acier de O S 4  m de 
diambtre indrieur et de 0,OS m d’epaisseur, longue de 
2,775 m. Elle contient tous les elements disposCs entre 
la vanne silencieuse et la tuybre. 

Filtre h cartouches : 
Juste dembre la vanne silencieuse est installee une 
batterie de 102 cartouches filtrantes en acier inoxydable 
fritte. Ces cartouches ont un seuil de filtration de 6 
microns afii de retenir les particules presentes dans 
l’tkoulement, essentiellement produites par l’oxydation 
des tuyauteries et bouteilles d’air cornprime de 
distribution. 

Elt?ments anti-turbulence : 
L’interieur de la chambre comporte un filtre nid 
d’abeille d‘une 6paisseur de 0,185 m avec des alvhles 
de 6,5 mm. Viennent ensuite quatre grillages en acier 
inoxydable h maille de 1.5 mm et fil de 0,5 mm. 

Parois absorbantes : 
L’ensemble des grillages est monte sur des viroles en 
t6les minces garnies de mousse alvhlaire de 10 mm 
d’epaisseur sur la face en contact avec l’koulement. 
Cette mousse est destintk h attenuer le bruit h haute 
fdquence. 

3.3 Qualification de la soumerie silencieuse 

33.1 Mtfthodes de qual@&n 
La qualification d’une soufflerie silencieuse comporte 
deux phases : une phase de mesures stationnaires 
effectutks comme pour une soufflerie classique et une 
phase de mesures stationnaires et instationnaires 
destintks h 6valuer l’effet des diffkrents dispositifs ayant 
pour but de r6duit-e le niveau de bruit et de turbulence h 
l’interieur du rhombe de Mach. 

La premibre de ces phases consiste h explorer la veine 
d’exp6rience pour en obtenir une cartographie du 
nombre de Mach. La phase des essais propres h la 
conception de la soufflerie silencieuse comprend d’une 
part, des mesures directes de la qualit6 de l’koulement 

(dktermination des niveaux de bruit et de turbulence de 
l’koulement dans la chambre de tranquillisation et dans 
la veine d’exp6rience) et d’autre part des mesures 
indirectes qui pennettent de juger de la qualid de la 
soufflerie silencieuse (ce sont des mesures effectuees au 
voisinage de la paroi de la tuybre et sur des maquettes 
dans la veine d’exp6rience). 

Parmi les mesures h effectuer h la paroi de la tuybre, le 
sondage de la couche limite, dans le plan de sortie de la 
tuybre. peut permettre d’observer l’effet dB h l’aspiration 
de la couche limite en amont du col de la tuybre (voir 
Fig 10). 
L’autre technique consiste h essayer de detecter la zone 
de transition h l’intdrieur de la tuybre. On peut utiliser 
des films chauds collh h la paroi. Ceux-ci sont difficiles 
h mettre en place et peuvent aussi provoquer des 
perturbations locales susceptibles de dklencher une 
transition pdmatude. 

Les diagnostics qui peuvent Ctre faits sur des maquettes 
sont bash sur la detection de la zone de transition. Les 
plaques et les c6nes sont les maquettes les plus utilides 
avec des mesures de flux comme technique de detection. 

La quasi-totalit6 de ces mesures a Cd programmtk h ce 
jour. Ainsi ont et6 effectuks : 

Dans la veine d’exp6rience : 
- des sondages de pression d’arret 

Dans la chambre de tranquillisation : 
- des mesures de fluctuations de pression, 
- des sondages de couche limite en amont du col de la 
tuybre. 

Dans la tuyhre : 
- des sondages de couche limite dans le plan de sortie, 
- des mesures de flux sur une plaque plane. 

Une partie de ces essais a Ct6 exkutke avec aspiration 
de la couche limite en amont du col. 

33.2 Premiers r&dtats d’essai 

Sondages de uression d’arrCt dans la veine d’exp6rience 

Sondages longitudinaux : 
Ces essais ont eu lieu avant la mise en place du syst&me 
d’aspiration de la couche limite en amont du col. Un 
peigne tquipd de 7 prises de pression d ’ d t  a Cd monte 
sur un dispositif de deplacement suivant l’axe 
longitudinal de la tuybre (voir Fig. 11). La longueur 
explork est voisine de 0,250 m. Le peigne a et6 place 
verticalement, horizontalement et h 45’ comme indique 
Fig. 12a. Un exemple de dsultats de cartographie du 
nombre de Mach obtenus avec le peigne h l’horizontale 
est monh-6 Fig. 12b. Les dsultats dans les autres plans 
sont identiques. La distribution du nombre de Mach est 
homogbne et voisine de Mach 3 ?i +- 0,Ol pds dans toute 
la veine d‘expdrience, sauf sur l’axe longitudinal oil elle 
oscille de +- 0’05 du fait de la focalisation des ondes de 
Mach. 
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Sondages transversaux : 
Des sondages transversaux de la veine d’exfirience ont 
Ct6 effectuts en mCme temps que les sondages de couche 
limite dans le plan de sortie de la tuybre. Pour cela il a 
Ct6 utilid un peigne h deux sondes de pression d’arret 
distantes de 0,l m. Les deux exemples de dsultats 
montrCs Figs. 13a et 13b confment les observations 
prkt5dentes. 

Mesures de fluctuations de uression dans la chambre 
d’alimentation 
Ces mesures ont CtC effectuks dans l’ancienne soufflerie 
(en 1975)’ avec un capteur pido-Clectrique prot6gt des 
vibrations et place h la p m i  de la chambre 
d’alimentation au Nveau de la vanne silencieuse. Les 
analyses spectrales prCsent6es Fig. 14 montrent que le 
bruit Cmis par la vanne silencieuse est du domaine 
ultrasonore avec un maximum de niveau autour de 40 
kHz. Il a Ct6 montr6 que le bruit Cmis est proportionnel 
au niveau de pression moyenne Po dans la chambre : 
c’est la raison- pour laquelle les fluctuations sont 
prCsent6es en P/Po pour comparer le bruit Cmis pour 
diffCrents dglages d’ouverture de la vanne silencieuse et 
differen@ vitesses moyennes dans la chambre. Ce 
rapport P/Po sera aussi utilid pour comparer le bruit 
Cmis par les souffleries silencieuses. 

Mesures de fluctuations de pression dans la chambre de 
tranauillisation 
Les fluctuations de pression ont 6tC mesurks avec 
plusieurs types de capteur et differents montages. Ces 
mesures sont difficiles h faire pour les raisons suivantes : 
- les fluctuations de pression sont faibles (inferieures au 
1/1OOO de la pression moyenne), 
- le niveau moyen de la pression h I’intCrieur de la 
chambre de tranquillisation est ClevC (de 2 x lo-‘ h 15 x 
lo-‘ Pa), 
- le temps de mont& en pression de la chambre est court 
(# 0.5 seconde), 
- le temps d’essai est bref (de 10 h 20 secondes), 
- il n’existe pas de capteur capable de mesurer h la fois 
les basses et les hautes frhuences, et de mesurer 
directement de faibles pressions avec un niveau moyen 
aussi ClevC. 

La technique utilisk a donc Ct6 la suivante : 
- Pour les basses Mquences (jusqu’h environ 100 Hz), 
il a Ct6 utilise un capteur diffCrentie1 de faible Ctendue 
de mesure mais capable de fonctionner avec une 
pression de ligne Clevk (de l’ordre de 35 x lo-‘ Pa). Ce 

capteur (Druck PDCR 10L) a Cd place au plus @s de 
la paroi de la chambre. Pour Cviter sa destruction au 
moment de la mise sous pression, un dispositif 
particulier de communication entre les prises de pression 
a CtC dalis6 h l’aide d’une Clectrovanne h 3 voies (voir 
Fig. 15). 
- Pour les fdquences plus ClevCes et les hautes 
frBsuences (de 100 h 100 OOO Hz), il a CtC utilis6 un 
microphone 1/8” et 3 capteurs piC&lectriques de 
differents types. Ces capteurs ont Ct6 placCs en 
membrane affleurante h la paroi de la chambre de 
tranquillisation. 
Deux exemples d’analyses spectrales obtenues avec le 
capteur diffCrentie1 et l’un des capteurs piCzdlectriques 
sont montds Figs. 16a et 16b. L’intCgration des 
domaines spectraux sains, c’est-h-dire hors des zones de 
dsonance de capteur ou de cavitC, permet d’obtenir un 
niveau global des fluctuations de pression dans un 
domaine spectral comparable aux rdsultats obtenus dans 
les autres souffleries silencieuses, notamment celles de 
la NASA Langley (voir Fig. 17) [lo]. 

Sondanes de couche limite en amont du col 
Ces sondages ont CtC effectuCs avant la mise en place du 
systbme d’aspiration de la couche limite. Des exemples 
de profils de vitesse sont tracts Figs. 18a h 18c. Elles 
montrent que la couche limite a une Cpaisseur d’environ 
1 mm. 

Sondane de couche limite dans le ulan de sortie de la 
tuybre 
Ces essais ont eu lieu avec et sans aspiration de la 
couche limite en amont du col de la tuybre. Cette 
demibre configuration a CtC n5ali& avec la plus grande 
ouvertm du dispositif d’aspiration. Parallblement h ces 
sondages, on a relevC les pressions parietales dans le 
collecteur jusqu’h l’int6rieur du systbme d’aspiration 
dont le schema, ainsi que la position des prises de 
pression, sont donnCs Fig. 19. 

Les dsultats des mesures de pression montr6s Figs. 20a 
et 20b font appadtre l’amoqage du col lors de 
l’aspiration de la couche limite. 

Les sondages de couche limite dans le plan de sortie de 
la tuybre, effectuCs avec et sans aspiration de la couche 
limite en amont du col et pdsentCs Figs. 21a et 21b 
pour la pression d’alimentation de 2 x lo5 Pa et 
Figs. 21c et 21d pour une pression de 8 x lo5 Pa, ne 
montrent pratiquement aucune difference. Cela est 
confiiC par le tableau de dsultats suivant : 



Les paramktres de forme incompressibles sont voisins de 
1.3 ; ce qui montre que la couche limite est turbulente. 

Mesures de flux sur une Dlaaue plane 
Une plaque plane h bord d'attaque effilC, Quip6e de 
thermocouples de type peau Cpaisse, a Ct6 placCe h 
I'intCrieur de la tuykre, comme indiqub Fig. 22. Elle a 
Ct6 essay& avec et sans aspiration de la couche limite en 
amont du col et pour une pression d'alimentation voisine 
de 8 x 1vPa et une ternp6ratw-e de 340 K. 

Les dsultats d'essais, pr6sentCs Fig. 23, ont CtC 
compads avec un calcul correspondant aux deux Ctats - 
laminaire et turbulent - de la couche limite. 
Les rCsultats correspondent h une couche limite 
turbulente : la transition a eu lieu en amont du premier 
thermocouple. Des sondages de couche limite effectuCs 
vers le milieu de la plaque plane confiient 
effectivement ces dsultats (voir Figs. 24a et 24b). 

4. CONCLUSION 
I1 semble h peu p&s certain que la qualit6 d'koulement 
dans la soufflerie RlCh n'est pas encore suffisante pour 
obtenir des conditions favorables au maintien du dgime 
laminaire sur une maquette. Mais il ne faut oublier que 
ces dsultats sont pdliminaires. Dans un avenir proche, 
on essayera des positions intermCdiaires du dispositif 
d'aspiration : la qualit6 de surface de la tuykre et 1'Ctat 
de la lkvre d'aspiration seront Cgalement vCrifiCs. 
D'autres formes de Evres d'aspiration sont h 1'Ctude. 

Au cours des prochaines campagnes d'essais, de 
nouvelles techniques de mesure de la qualit6 de 
l'koulement sont programmtks : 

- sondage axial avec mesure des fluctuations de pression 
sur l'axe de la tuykre h l'aide d'un c6ne effilC equip6 
d'une prise de pression statique instationnaire h large 
bande passante, 

- sondage axial avec mesure de fluctuations de vitesse 
sur l'axe de la tuy&re h l'aide d'un film chaud sur cBne, 

- mesure de turbulence avec fil et film chaud dans la 
chambre de tranquillisation, 

- detection de la zone de transition h la paroi de la 
tuykre h l'aide de films chauds collCs h la paroi ou par 
thermographie infrarouge. 

L'effort de dtveloppement de la version silencieuse de 
RlCh va donc Ctre poursuivi activement de faGon h se 
doter d'un outil bien adapt6 - et indispensable - aux 
Ctudes sur la laminarit6. 
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Fig. 7 Soufflerie silencieuse RlCh - Vue gdndrale U 

Fig. 8 Circuit d'alimentation en air cornprim6 

silencieuse "Control Component" 
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Fig. 10 M&anisme de dglage de 
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CHARACTERISTICS OF THE 
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Moffett Field, California 94035-1000, USA 

1. SUMMARY 
Flow quality measurements have been performed in the 
unique Laminar Flow Supersonic Wind Tunnel 
(LFSWT) to examine both mean and dynamic 
characteristics. The intent was to provide the necessary 
flow information about this ground test facility, to 
support meaningful transition research at Mach 1.6 and 
flight unit Reynolds numbers. This paper is intended to 
assist other experimentalists with similar goals of 
characterizing low-supersonic test environments. An 
array of instrumentation has been used to highlight the 
importance of proper selection of pressure instruments 
and data acquisition procedures. We conclude that the 
test section is low-disturbance (based on classical 
standardsofpressuredisturbanceslessthanO.l%withno 
specifieddatahandwidth), and basuniform flow. Thisis 
confmation that the quiet design features ofthe LFSWT 
are effective. However, characterization of the test 
section flow over a 0.25k-50k bandwidth shows that the 
disturhance levels can be greater than classical standards 
particularly for stagnation pressures < 9.5 psia (0.65 bar) 
with low stagnation temperatures. Variability oftheflow 
disturbances in the settling chamber and test section is 
containedin ansrrowfirequencybandwidthbelow5kM, 
which is associated with resonant fiequencies from the 
presswe reduction system. So far, these disturbances 
have not impacted transition along the tunnel walls or a 
10' cone. However, continual vigilance is required to 
maintain a known low-disturbance environment for 
transition research in the LFSWT. Furthermore, the 
formation of standards for flow quality measurements is 
strongly recommended, so that transition research can be 
better isolatedfrom tunnel disturbances. 

2. LISTOFSYMBOLS 
a Angleofattack,incidence 
M, Free stream Mach n u m b  
Po Tunnel stagnation pressure 
PrmsTotal pressurerms 

* 
** F'ML.FaoilityOpcntiansMltugrr 

Senior Rncmh SoicnlLt, MCAT, ho. 

PI Free stream total pressure 
P, Free &ream static pressure 
Re Unit Reynoldsnumber per foot 
To Tunnel stagnation temperature 
Tw Tunnel wall temperature 
U' Velocityperturhation 
U, Free stream velocity 
X Streamwisestation relative tonozzlethroat station 

(positivedownstream) - in inches 
Vertical station relative to centerline (positive up) - 
in inches 
Spanwise station relative to centerline (positive 
right looking upstream) - in inches 

Y 

Z 

3. INTRODUCTION 
An unique, low-disturbance (quiet) supersonic wind 
tunnel was commissioned at the NASA-Ames Fluid 
Mechanics Laboratory (FML) in 1994 to support 
Supersonic Laminar Flow Control (SLFC) research. 
Known as the Laminar Flow Supersonic Wind Tunnel 
(LFSWT), this tunnel is designed to operate at potential 
cruiseMach numbers and unit Reynolds numbers (Re) of 
the High Speed Civil Transport (HSCT). The need to 
better understand the transition phenomena on the 
leading edge region of swept (HSCT) wings has provided 
theimpetusfor buildingthistunnel. 

Lowdisturbance or "quiet" wind tunnels are now 
recognized as an essential part of any meaningful 
boundary layer transition research. In particular, the 
receptivity of supersonic boundary layers to wind tunnel 
disturbances can significantly distort the transition 
phenomena under investigation. This factor has added 
much confusion to transition research in the past. 

The definition of quiet flow, as we currently know it, is 
based on achievable and measurable levels of low 
disturbances. Ultimately, this definition must he linked 
to the range of actual atmospheric disturbances at HSCT 
sugersoniccruisealtitudes(47,000 to6O,OOOfeet), anda 
better understanding of transition receptivity to different 

Paper presenred af  the FVP Symposium on "Aerodynamics of Wind Tunnel Circuifs and rheir Components" 
held in Moscow, Russia, 30 September - 3 October 1996. and published in CP-585. 
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Fig. I - LFSWT test section viewedfmm below to show 

disturbance characteristics. Currently, the consensus is 
that flow is “quiet” if the free stream is spatially and 
temporally uniform with acoustic and convected 
disturbanczs(ratiooftotalpressurermstotota1pressure - 
F”t)IessthanO.l%. Thisconsensusformsthebasis 
of what we can now call a classical standard, albeit with 
noreference todisturbancebandwidth. 

This standard is typically met with laminar boundary 
layersonthesupersonicnozzleandtestsectionwallqand 
pressure disturbance levels in the settling chamber 
(PrmdPo) less than 0.2% and velocity (vortical) 
fluctuations (u’/U,) less than 1%. Additionally, the 
potential adverse effects of wall vibrations in the n m l e  
and test section, and shock movements in the supersonic 
diffuser need to be minimized, in the absence of known 
acceptable IeveIs. 

that windows arejittedto all four walls. 

4.0 . 

r F-1BxL SLFC T d  5 4 7 , W , O D n f d  
0.5 , 

1.2 1.4 1.6 1.8 2.0 2.2 2.4 

Mach number 

Fig. 2 - Comporisom of LFSWT Reynoldr number 
envelope withflight at HSCT cnrise conditiom. 

TheLFSWTdesign isbasedon themcqtbhindtheJet  
Propulsion Laboratory (JFT.) 20-inch supersonic tunnel, 
which is recognized as the first quiet supermic tunnel 
usedby Lauferforpioneeringtransition research starting 
inthemid-1950s.’ TheLFSWThasan 8inch (20.32cm) 
high, 16 inch (40.64 an) wide and 32 inch (81.28 om) 
long test section, designed with all-round optical access 
(asshownonFigure 1). 

The LFSWT is the frst low-supersonic wind tunnel 
purpose built for quiet opaation.’ The quiet features of 
the LFSWT are different from those of the NASA- 
Langley quiet wind tunnels, which operate at Mach 3.5 
and above with much higher test Reynolds numbers3 
ThedistinctiveaerodynarnicfeaNresoftheLFSWT area 
low-disturbance settling chamba, laminar boundary 
layers on the nozzle and test section walls, vibration 
isolation of the test sectionhozzldsettling chamber, and 
steady supersonic diffuser flow. Furthermore, the 
LFSWT runs continuously at unusually low stagnation 
pressures using an indrafl injector drive system2, with 
uniquely low compression ratios (less than unity). This 
test envelopeprovides a unitReynoldsnumber(Re)range 
from 2.5 to 3.8 million per foot (8.2 to 12.5 million per 
meter), which encompassesflight conditionsatMach 1.6 
(asshown onFigure2). 

Flow measurements have been made in both the test 
section and settling chamber of the LFSWT to document 
ifthe tunnel meets or exceeds the classical standards for 
quiet flow. A special 3-axis traverse mechanism was 
built for these measurements in the test section (See 
Figure 3).‘ A full range of instruments (miniature 
pressure transducers. hot-wires, thermocouples, five- 
hole probes. and Schlierdshadowgraph flow 
visualization) were used for these measurements. We 
consider that the use of all available measurement 

Fig. 3 -  Viewof3-mistmvene mechanism installedin the 
LFSWT test section. The Y and 2 drive motors can 
beseenmountedbelowthe testsection 



techniques is the test means of mapping and quantifying 
the quality of the tunnel test core. Furthermore, we have 
identified significant differences between repeat 
measurements made using different pressure 
instrumentation, as discussed later. 

A subjective test of the LFSWT flow quality, using a 10' 
cone, is reported. This test represents an international 
pseudo-standard for wind tunnel flow quality. There is a 
wealth of transition data on the 10' m e  in flight and 
large-scale wind tunnels. Hence, the 10' cone test offers 
an opportunity to compare the LFSWT flow quality with 
other data sources, provided that adequate precautions 
are taken to avoid transition bypassduetoroughnessand 
nosebluntness. 

The normal wind tunnel mean-flow calibration 
parameters: Mach number uniformity, flow angularity, 
and stability of controllable test parameters have been 
foundtobewithin acceptablelimits.' Furthermore, time- 
averaged p r m s  on a swept wing have been used to 
confirm the quality of the LFSWT mean flow against 
CFD predictions.' 

This paper provides a synopsis of the flow quality 
measurementsmadein theLFSWT thusfar. Thisworkis 
intended to help identify those tunnel design parameters 
which are most important to achieving a quiet test 
environment at low supersonic speeds. Furthermore, the 
characterization ofthe LFSWT flow disturbances (being 
fed into a model's boundary layers) forms part of the 
boundary conditions for each experiment. In this way, 
future transition research will be performed in a better 
known and controlled test environment. with the 
possibility of boundary layer receptivity to unknown 
disturbancesminimi. 

15 p i g  Bum 
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4. LFSWTDESCRiPTION 
A detailed description of all tunnel components is 
contained in Reference 2. A schematic of the settling 
chamber components is shown on Figure 4. For 
completeness, this section containsdetailsofthepressure 
reduction elements, contraction,nazle and test section. 

41 PressureReducHon Elements 
The pressure reduction elements form the pressure 
reduction system at theinlet tothesettlingchamber. The 
elementsarenecessary toprovideasuitablebackpressure 
in the inlet piping when supplying up to 27 Ibdsec (1 2.25 
kg/sec) ofair to the tunnel. This back pressure min'kizes 
the pipe size required to prevent flow choking, which 
redurncost andcomplexity. Theelementsalsoprovidea 
reasonable means of spreading the flow from the inlet 
piping to the settling chamber (a 38: I expansion ratio), 
and some noise isolation of the settling chamber from 
inletpiping noise (valves, turns etc.). 

The pressure reduction system consists of up to three 
concentrically mounted cans, as found in a typical 
m&ler(silenca) (SeeFigure4). Theelements aremade 
ofperforatedplatewith solidendplatesonallbut thethird 
(downstream) element. The second and third elements 
are lined with sheets of porous sintered filter material 
(call Rigimesh). The Rigimesh used is Type-J, which is 
0.006 (0.15 mm) thick and has a pore size of 
approximately 234 micro-inches (6 micron). The flow 
out of the third element remains predominantly 
orthogonal to the tunnel centerline. since the ratio of the 
flow area around the cylinder to the flow area of the end- 
plate is 9.81. This situation assists the inlet flow to 
expandthrough the3.28:l arearatio,between thesettling 
chamber andthethirdelement. 

(54.1% open) 

Fig. 4 -Schematic hyout ofthe LFSWTsettling chamber, withjlowfrom le# to right (to scale). 
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During the course of these experiments, the pressure 
reduction system wasoperated with and without the fist 
(upstream) element, to alter the inlet conditions. The 
pressure drop associated with the elements was 
approximately 2.5 times Po with the fust element 
removed. This pressure drop increased to approximately 
3.2timesPowith thefirst element installed. 

4.2 Contraction and Nozzle 
The nozzle and contraction are fabricated as one 
cnmponent out of 6061-T6 aluminum, as shown on 
Figure 5. This material was chosen to take a fine polish 
and also for its corrosion resistance. The complete 
assembly is75.38inches(1.91 m)Iong,mnsistingof48 
inches (1.22 m) of three-dimensional contraction and 
27.38inches(69.54cm)ofnozzle,fromthroat toexit. 

The shape of the 3D contraction was calculated using 
fa-order  polynomials. Since the settling chamber is 
39.24 inches (0.99 m) square, the contraction ratio based 
on the throat dimensions is 6.2: 1 vertically and 2.45: 1 
horizontally, which combine to give an overall high 
contraction ratio of 15.25: 1. (The overall contraction 
ratio based on the test section dimensions is 12: 1, which 
is above average). The ratio ofcontraction length to unit 
area change is 0.86: 1 horizontally, and 1.46 1 vertically. 
Ratios of one or greater are preferred, but design com- 
promisesled ton lessthan optimum sidewallcontraction. 

Thecornersbetween thecontraction wallsarenear sharp, 
since the floor and Ceiling were made separately and fit 
between the sidewalls. No radius was introduced in the 
corners to delay or m o d i  corner flows, but this is an 
option for thefuture. 

The nozzle is 2D. fixed-block type designed according to 
the methodology of R i d  (as used on the JF'L-SWT 

nstrurnent 
Holder 

Fig. 5 - LFSWT contmction exposed during the firting of 
the settling chamberhoverse. 

nozzle) with allowance for laminar boundary layer 
growthon allfourwalls. Consequently,thenozzlehasan 
1.267: 1 area ratio which is larger than the theoretical 
value (1.25:l) for Mach 1.6 flow. The nozzle has a 
relatively long expansion section (compared to other 
design methodologies6) with surface curvature 
minimized. The maximum Gdrtler n u m k  along the 
nozzle walls is about 7 (safely below the accepted 
transitionthresholdof 10.4) ,a ta lmtionme 19inches 
(47.5cm)6om thethroat. 

Both the nozzle and contraction flow surfaces were hand 
finished to an achievable 1OL standard (roughness height 
10 micro-inches - 0.25 micron), which is a mirror-like 
finish (See Figure 5). This roughness comesponds to a 
maximum roughness Reynolds number of 3.3 at the 
nozzlethroat, which isbelow thegenerally acceptedlimit 
of 12 for laminar flow.' The 1OL standard is an nus 
roughness, which could hide 100 micro-inch peaks (ten 
timesthermsvalue according toBeckwith). 

The weight of the nozzle and contraction is supported by 
Kolfund vibration isolators. Since the settling c h a m k  
has vibration isolation from inlet piping, and the test 
section has vibration isolation from the injectors. the 
nozzle and contraction structure experiences minimal 
vibration. A capacitive-type accelerometer mounted on 
the nozzle sidewall has recorded accelerations of only 
0.02 g over a frequency range up to loo0 Hz, with the 
tunnel running. Of course, the large mass of the nozzle 
and contraction (2,354 lbs - 1,068 kg) also helps 
eliminatevibration due to radiated noise. 

4 3  Testtscction 
The test section is 8 inches (20.32 cm) high, 16 inches 
(40.64cm)wideatitsentrance, and32inches(81.28cm) 
long The design consists offour windows and a frame. 
Like the nozzle, a rectangular cross-section was chosen 
forthetestsection tomovetheflowcomersawayfromthe 
tunnel centerline. The general-purpose windows are 
made of 2.0 inches (5.08 cm) thick optical quality 
Plexiglas ( W T  grade), and account for 61% of the test 
xction surface area (as shown on Figure 1). The frame is 
fabricated 6om 6061-T6 aluminum. To minimize steps 
and gaps, the windows are manufactured with an 
interference fit to their frames at room temperature. A 5" 
taper is provided on the joint between window and 
6ama, tosimplifywmdowremoval andreplacement. 

The test section floor and ceiling diverge at a total angle 
of 0.5' downstream as an allowance for boundary layer 
growth on all four walls. The sidewalls are parallel. The 
test section is cantilevered 6om the nozzle contraction, 
andthecriticaljointswiththenozzlearehandfmishedto 



the m e  1OL standard applied to the nozzle and test 
section flow surfaces. 

The downstream end of the test section is attached to the 
supersonic diffuser/injectors by a rubber isolator, to 
prevent conduction of injector vibration into the test 
sectidnozzle structure. A capacitive-type. acceler- 
ometer mounted on the test section sidewall frame has 
recorded horizontal accelerations of 0.015 g OVR a 
frequencyrangeupto 1OOOM, withthetunnel running. 

5. LFSWT INSTRUMENTATION 
The instrumentation used in our flow quality 
measuremmtsincludes thefollowing: pitot andfive-hole 
probes for steady-state measurements; hot-wires plus 
miniature pressure transducers (Kulites) for dynamic 
measurements; thermocouples for temperature distribu- 
tions; and schlierdshadowgraph for flow visualization. 
More details can he found in References 2 and 4. 

A custom-built single 5-micron (200 micro-inch) 
Tungsten wire was used in the test section prohe, and a 
Dantec single 5-mimn (200 micro-inch) platinum- 
coated Tungsten wire in the settling chamber. Both hot- 
wireswerepoweredbytheFluidMechanicsLa~atory's 
own constant-temperature bridge circuits. Tuning of the 
circuits was wmpletely manual using a square wave 
signal. Optimum tuning was achieved with the tunnel 
running, such that a hot-wire response of 8Ok M was 
possible in the settling chamber and 25k Hz in the test 
section. Theoutputsignalsfromthehot-wireswerefedto 
a Tektronix 2642A Fourier Analyzer system, which can 
analyze up to 4 simultaneous inputs. The Fourier 
Analyzer usually samples each input signal at 400k M 
(with 16-bit resolution) using a Hanning window and 
anti-alias filtering. The Analyzer also provides averaged 
4096-pint real-time Fast Fourier Transforms (FFTs), 
datacapture anddisplay. Twenty FFTswere averagedfm 
each power spectra discussed here. However, the 
operator acquired several averagedpower spectra at each 
test condition to determine the 'hest' average. All data 
were then collected on a PC computer for data archiving, 
post processing and data presentation. A bandwidth of 
0.25 to50kHzwaschosen toremovelowfrequencynoise 
andhighfrequencyroll-off from ourmeasurements. 

The settling chamkr hot-wire was calibrated in-situ by 
varying Poduring tunnel operation, which corresponded 
to changing only the flow density (since the LFSWT 
nozzle throat is fixed). A slmple King's law relationship 
defimes the wire's response very well. However, the 
calibration does rely on the assumption that the hot- 
wire'sresponsetodensitychangesisthe sameasthehot- 
wire's response to velocity changes. This is a reasonable 

assumption for the range of settling chamber conditions 
encountered. Fluctuating flow quantities were obtained 
from thesensitivity ofthemean hot-wirevoltagetomass 
flow changes (the product of density times velocity) after 
subtracting a wind-oEms voltage. The wire sensitivity 
was computed frbm mean data recorded at the same time 
as the fluctuating data. 

Variousminiaturedynamic pressure (Kulite) transducers 
were used with frequency responses beyond lSOk M. 
These transducers varied in diameter from 0.050 inch 
(1 27 mm) up to 0.093 inch (2.36 mm). The 0.050 inch 
(1.27 mm) diameter Kulite had no screen to protect the 
pressure sensor. Larger Kulites were fitted with a Kulite 
M-type meen. Kulite excitation voltages were manu- 
facturerrecommendedunlessoth~ise stated. 

The Kulites were powered by high-frequency response 
signal conditioners (Dynamic 8000s with a 3dE3 drop-off 
at 500kI-J~). Theoutput signalswerefed tothepreviously 
described Fourier Analyzer for capture, analysis and 
display, as for the hot-wire signals. The Kulites are. 
sensitive to changes in stagnation temperature (To), so 
in-situ calibrations were made for each run. Fluctuating 
pressures were obtained using the transducer sensitivity 
(DC output voltage verses mean pitot pressure) for each 
run. This sensitivity wascalculated from the steady-state 
data,recordedwith thefluctuatingdata. 

6. FLOW QUALITY MEASUREMENTS 

6.1 SettlingChambcr 
Settling chamber flow measurements were made to 
determine pressure, velocity and temperature 
fluctuations. For theduration ofthesemeasurements, the 
pressure reduction system mounted at the inlet to the 
settling chamber was fitted with only two elements (see 
Figure 4). During the course of the ted section 
measurements, it became necessary to change the 
number of pressure reduction elements to three in an 
attempt to minimize disturbances, as described in the 
next subsection. 

The settling chamber probes were supported from both 
sidewalls. 1 inch (2.54 cm) downstream of the last screen 
(X=-51.5)atthecontrsction entrancdinstrumentholder 
(see Figures 4 and 5). The probes could he traversed 
across the entire span of the settling chamber2 The 
XCS-093 Kulite was used to measure pressure 
fluctuations, a 5-micron (200 micro-inch) platinum 
coated tungsten hot-wire was used for the velocity 
fluctuations, and a type-T thermocouple pitot was used 
for the temperature distributions. 

The pressure fluctuations on the centerline of the settling 
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chamber are summarized on Figure 6, over the 
bandwidth 0.25-50k Hz. We observed that the pressure 
fluctuations are at a minimum when stagnation pressure 
Po = 7.5 psia (0.52 bar). However, the pressure 
fluctuationsremain below 0.2 % overtheentirePo range. 
It isinterestingtoseethatthesignal tonoiseratiodropsto 
unity at low Po values, which serve to highlight the 
difficulty oflow-disturbance measurements. 

0.24 

------- 
0.18 

".- , 
6 7 a 9 10 11 

Stagnation Pressure (Po), p i a  

-o- - 5/1m4 15' F A - 9129194 21' F 

Fig. 6 - Compm'son ofsettling chamberpmssum fluct-uct- 
uations datasets taken at different To flC=-Sl.S; 
Y=O; Z=O; Bandwidth 0.25-5OkHz). 

Post-test examination of the data repeatability shows that 
an unstable flow condition existed in the settling 
chamber, which was centered around Po = 8.5 psia (0.58 
bar). Thisinstability iscontainedwithin a variable I .85k 
M spike in the Kulite spectra (as shown on Figure 7 for 
the measured PrmslPo extreme). Furthermore, this 
instability tended to be more prevalent when the 
stagnation temperature was low (i.e. the unit Reynolds 
number was higher for a given Po), as found in Winter 
testingwith IowTovalue. 

The variations ofpressure fluctuations across the settling 
chamber are shown on Figure 8 for two values of Po. 
These streamwise measurements confirm that the flow is 
lowdisturbance (fluctuations < 0.2%), but the left side 
appears to have higher disturbances than the right side. 
The data show that the mean pressure fluctuation is 
0.087% atPo=7.l psia(0.49bar),andalower0.073% at 
Po = 9.5 psia (0.65 bar). The standard deviation of the 
pressurefluctuations is also lessat thebigherPo. 

"OF-----I 
Ted So1 - Prm8fPo = 0.067% 
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-100 
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FrequG-cy, Hz 
Fig. 7 - Effect of lowfiquency settling chamberflow 

instabilities on pressu*~ fluctuation power 
spectra (Po = 8.5psia - 0.58 bar; X=-51.5; Y=O; 
Z=O; To-7'F- 259K). 

Velocity fluctuations across the settling chamber are 
shownon Figure 9forPo= 7.5 and8.Spsia(O.S2 and0.58 
bar). Therearesigniticantdiences. ThePo=7.Spsia 
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Fig. 8 - S p m i s e  distribution ofpressurefluctuations in 

the settling chamberfor two values ofPo, at near 

Bandwidth 0.25-5OkHz). 
comtmt TO (X=-51.5; Y=O; To-2I"F - 267 K; 
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Temperature measurements across the settling chamber 
clearly show there is a thermal boundary layer on the 
relatively hot wallsofthesettlingchamber. Thisthermal 
layer is typically about 2 inches (5.08 cm) thick. The 
temperature variation across the settling chamber 
(excluding the thermal boundary layers) is less than 0.9" 
F (0.5" C), which is within the resolution of the 
thermocouple used. More details are contained in 
Reference4. 

The temperature rise across the sidewall thermal 
boundarylayerwasfoundtobetypically 16"F(8.8"C)in 
Winter (Tw/To m 104%).4 Since, this temperature rise is 
dependent on the inlet air and tunnel wall temperatures 
(which are determined by ambient conditions), we can 
expect the rise to be less in the Summer. However, the 
walls of the tunnel will always be hot relative to the free 
stream, unless the inlet air can beheated. 

(0.52 bar) data show a mean velocity fluctuation of 
0.648%, while the Po = 8.5 psia (0.58 bar) data show 
much more variation with a mean value of 1.06% (above 
the low-disturbance boundary). The data sets were taken 
from consecutive tests with only a mal l  variation in the 
low Winter To from I" to 3' F (256 to 257 K). The 
increased velocity fluctuations at Po = 8.5 psia (0.52 bar) 
are associated with the instability present in the pressure 
fluctuations(SeeFigure7)at thesamePovalue. Thehot- 
wire power spectra on the tunnel centerline clearly 
indicate that again disturbances below 2k Hz are 
responsible for variation in the measured velocity 
 fluctuation^.^ Consequently, we have found an 
interesting correlation between pressure transducer and 
hot-wire spectra in the settling chamber. The 
disturbance variations are at low frequencies in both 
cases, with afrequency shift between instruments. 

._ 0 0.4 t .. LOW - i  
0.3 Disturbance 

-20 -15 -10 -5 0 5 10 15 20 
Spanwise Location from Centerline (Z), inches 

Fig. 9 - Spamvise variation of velociyfluctuations in the 
settling chamber at two values of Po, at low To 
(X=-Sl .  5; Y =O; Bandwidth 0.25-5OkHz). 

Interestingly, the Po = 8.5 psia (0.58 bar) velocity 
fluctuations indicate that 50% of the settling chamber 
flow (in one horizontal plane Y=O) is above the classical 
low-disturbance criteria for vortical disturbances (cl %). 
However, the bandwidth of the rms calculation is a 
critical factor in this assessment, and is not specified in 
the classical criteria for low-disturbance flow. It is also 
noteworthy to observe that the distributions of velocity 
fluctuations are relatively symmetrical compared with 
the asymmetry of the pressure fluctuation distributions 
(See Figure 8). Variability in the performance of the 
pressure reduction system is certainly a possible 
explanation. 

6.2 Test Section 

6.2.1 Free Stream Pressure Fluctuations 
The flow quality measurements in the test section were 
made with different combinations of pressure reduction 
elements at the inlet to the settling chamber (See Figure 
4). These changes were intended to minimize disturb- 
ances found during the course of our flow quality 
measurements, asdiscussed later. 

With two elements in the pressure reduction system (as 
for the settling chamber measurements), flow 
characteristics in the test section were measured at three 
streamwiselocations, X= 29.88,43.38 and 54.38. These 
locations correspond to the entrance-, mid- and exit- 
regions of the test section. A sidewall-mounted 
traversablepitotprobewasused in thisinstance, mounted 
on the tunnel vertical centerline, at one streamwise 
location per run. The probe was fitted with an XCS-093 
Kulite for pressure fluctuation measurements. The 
traverse could be fitted to either sidewall, allowing 
measurements over the entire 8 inch (20.32 cm) mid- 
span of the test section. Data measured from each 
sidewall overlapped by 2 inch (5.08 cm) to demonstrate 
repeatability between runs. 

Pressure fluctuations (theratiooftotal pressurerms to the 
mean pitot pressure - Prms/Pt) were computed over a 
similar frequency bandwidth to the settling chamber 
measurements (0.25k to 50k Hz). Centerline measure- 
ments are shown on Figure I O  over a range of Po. The 
worst disturbances appear in the mid-region of the test 
section, and are j u s  above the quiet boundary (0.1%). It 
is interesting to note that the pressure fluctuations do not 
increase linearly with streamwise distance. Tunnel 
unstart occurred when a Po of 6.8 psia (0.47 bar) was 
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Fig. IO - Test section (XCS-093 Kulite) pressure fluct- 
uations on fhe tunnel centerline (Y=O; Z=O) 
overa mnge ofPo at three different sfreamwise 
Iocafions ( T o ~ l 8 ~ F -  26SK). 

approached, with an empty test section. The unstart was 
easily detected by the erratic (flashing) and growing 
pressurefluctuationsmeasuredin thetest section. 

Spanwise pressure fluctuations are shown on Figure 11 
near the test section entrance (X=29.88) for two different 
freestreamdisturbances,atPo=7.5psia(0.52bar). The 
settling chamber traverse was actually used as a 
disturbance generator to provide the case with above 
normal free stream turbulence. In effect a0.25 inch (6.35 
mm) diameter cylinder was stretched horizontally across 
the mntraction entrance, with a pitot attachment placed 
on the tunnel centerline (SeeFigure 5).  Interestingly, the 
wake of the pitot was observed in the test section 80.38 
inches (2.04 m) downstream. The wake caused the 
pressure fluctuation non-dimensional quantity to reduce, 
despite a total pressure drop. The fact that the settling 
chamber cylinder and the test section traverse are in the 
same plane exaggerates the situation and more studies 
are required off the vertical centerline. Nevertheless, a 
small change in free stream turbulence in the settling 
chamber is seen to clearly destroy quiet flow away from 
the pitot wake. This fmding again highlights the strong 
influence of free stream disturbances on flow quality in 
low-supersonic testing. 

Repeat pressure fluctuation surveys were made at 
X=29,88(inplanewiththeupstreamedgeofthesidewaIl 
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Fig. I1 - Spanwise distributions of XCS-093 pressure 
fluctuations near the test secfion entrance 
(X=29.88) with normal and above-normaI$ve 
stream disturbances (Po m7.Spsia- 0.52 bar). 

windows for ease of position sighting) using the 3-axis 
traverse. fitted with a smaller XCS-062 Kulite. The 
pressure fluctuation data acToss the test section are 
summarized on Figure 12. Clearly, the flow has 

0.14 

9 0.12 -- 

€ 
% e o m - -  

t 0.10 -- 

; 

5 OM-- 

0.06-- 
a 
E + B 
E 0.02 

0.00 
-8 6 -4 -2 o 2 4 6 a 

Spanwlse Locatlon from Centerline (Z),ihches 
Fig. I2 -Spanwise variation of (XCS-062Kulife)pressure 

flucfuafions at fhe test section entrance, over a 
range of Po (X=29.88; Y=O; Toarl P F - 265 K; 
Bandwidth 0.2s-SOkHz). 



remainedlow-disturbanceocceptfor-5.5>2>+5.5,end 
the measurements indicate a flow field more uniform in 
the streamwise direction than previously found.' 

Interestingly. the rise in pressure fluctuations at 2 = Mj 
can be attributed to the influence of the normal unstart 
shock (as shown in the schlieren picture on Figure 13) 
near the traverse probe tip. This effect occurred when the 
normalshockwaspositionedlessthan3inches(7.62an) 
downstream of the probe tip (by adjusting the traverse 
blockage). This finding serves as a reminder that 
disturbances can still be fed upstream in a supersonic 
flow through a boundary layer. However, in this case, 
this upstream influence is quite localized. The 
unsteadiness of the normal shock (which was small 
amplitude) was apparently unaffected by the probe or 
nose cone position relative to the shock. Both horizontal 
and vertical observations confirmed that the unstart 
shock was indeed normal in two dimensions, with 
lambdafeet ontheprobebody(asshownonFigure 13). 

Normal Shock 

Fig. 13 -Schlieren visualization ofMach 1.6Jlow round 
the 3-axis traveme withanonnalshockpresent. 

During repeat pressure fluctuation measurements made 
during Winter months (with the XCS-062 Kulite), we 
observed significant changes from our Summer data. 
The To varied from 17' to 1' F (265 to 256 K) for these 
two data sets. Examination of the Kulite power spectra 
bas revealed that all the seasonal variations were 
contained at low frequencies (c Zk M) over the entire Po 
range. This is the same frequency band which contains 
the variation in our spatial Kulite measurements in the 
test section and settling chamber. A typical comparison 
of Summer and Winter power spectra for Po = 8.5 psia 
(0.58 bar) is shown on Figure 14. The energy spikes at 
1.75k Hz and the associated harmonics in the Summer 
test can be seen to shift down to 1.12kHz in the Winter 
test. This frequency shift and increased amplitude of the 

noise spikes cormpond to a 62% increase of the pressure 
fluctuationsfrom Summer to Winter. 

The signal to noise ratio for the test section pressure 
fluctuation data from the 3-axis traverse was a minimum 
of 8. A much higher value than obtained with the larger 
XCS-093 Kuliteused in previous tests.* Also, the in-situ 
calibrationofthe XCS-062Kulitewasvery stabledespite 
the uncontrollable To changes. So, we had no concerns 
about the Kulite performance during the acquisition of 
thewinter andsummer setsoftraversedata. 

Winter spanwise variation of pressure fluctuations near 
the test section entrance (X=29.88; Y=O, To-I' F - 256 
K), are summarized on Figure 15. The pressure fluct- 
uations are lowdisturbance for Po < 8.5 psia (0.58 bar) 
butarelessuniform thanMore(SeeFigure 12). AtPo= 
9.5 (0.65 bar), the Winter pressure fluctuations have 
gown above the 0.1% low-disturbandquiet criteria 
over the entire span of the test section. The raw Kulite 
signals show that the variation across the tunnel span 
continued to be contained in a narrow frequency band 
below 2k M. Based on settling chamber and test section 
obsenations (like the near-centerline measurements 
shown on Figure 14). the spanwise variations are mostly 
likely temporal rather than spatial. 
1Om 

Test 1349 - Pnns/Pt = 0.048% 
To 17O F (265 K) 

Summer Test 

Test 1415 - PnnsfPl = 0.078% 
To = lo F (256 K) 

Winter Test 
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Fig. 14 - Comparison ofXCS-062 pressure fluctuation 
powerspectra at the same location and Po, with 
different To test conditions (X=29.88; P=O; 
Z = + l :  Po =8.5psia-0.5Ebm). 
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Fig. I5 - Winter spanwise variation ofXCS-062pressure 
jluctuotions neor the test section entmnce at 
three valuesofPo @=29.88: Y=O: TomlDF-256 
K: Bandwidth 0.25- 5okHz). 

In an e&rt to minimize seasonal variation, test section 
Kulite measurements were also made with three 
elements fitted to the pressure reduction system (since 
this was prime candidate for the source of seasonal noise 
changes). A comparison ofcenterline date, over the Po 
range,isshown onFigure 16,forbm.k-to-back testswith 
two and three elements fitted in the pressure reduction 
system. The three element data indicate a marked 

+ -Three elements Rtted; T-9' F 
+I- -Two elements md; TWO" F 

0.00 
7.0 7.5 8.0 8.5 9.0 8.5 10.0 10.5 11.0 

stagnation Pressure (Po), p i a  
Fig. 16 - Comparison of centenline XCS-062 pressure 

jluctuotions with two and three elements in the 
pressun reduction system &'=35.0; Y=O; Z=O: 
Bandwidth 0.25-5% Hz). 

improvement in the stability of the pressure fluctuations 
for Po e 9.5 psia (0.65 bar) during Winter testing. The 
onset oftheflowinstabilityappearstohavebeen delayed, 
allowing quiet flow to be achieved at higher values of Po, 
when To islow in the Winter. 

Detailed examination of the Winter Kulite signals 
sampled at both the noma1 (400k Hz) and a lower (4Ok 
Hz) sampling rate showed no significant differences (see 
Figure 17).' So, we are confident that our signal 
processing is not concealing any information, and no 
additional disturbance spikes werediscovered. 

U) 400k Hz Sampling Rate 
5 > 
m 
U 

250 1 Ok 20k 

Fig. I7 -Effect of changing   he sampling rate from 40ok 
Hz to 40k Hz on ihe power spectm ofXCS-062 
Kulite signals @=35.0: Y=O: Z=O; Po=8.5psia- 
0.58 bar; To =I0  F-  259 K). 

Frequency, Hz 

Furthermore, signal procesSing was performed over 
different bandwidths (for both sampling frequencies 
considered previously), which confinnedour obsenration 
that all the pressure disturhances and harmonics were 
contained below Sk Hz (as shown in Figure 18 for one 
sampling frequency). There is no noticeable efFffit of 
changing sampling rate, except for the inevitable 
frequency c u t d .  Clearly, this study demonstrates the 
imporlance of bandwidth choice to the detection or not of 
flow disturbances. Of course. pressure transducer 
signals are more susceptible to noise contamination 
when low frequencies (near 0 Hz) are included in the 
signal processing. This is a primary reason for the 
general practice of ignoring low frequency Spectra. In 
our case, low ftequency is taken to mean below 250 Hz, 
andisbasedonactualstudy ofthewindtunnelsignalsfor 
thedifferent instrumentsused. 

62.2 Boundolylayers 
Since we have found some quiet flow present in the test 
section. the nozzle and test section boundaly layersmust 
be laminar according to Lader.' Tests were performed 
with the wall boundary layers tripped to turbulence to 
confirm this assertion. Transition was achieved with 



30-11 

0.16 I 

8 0.14 

0.00 4 1 I I 
7.0 7.5 8.0 8.5 9.0 9.5 10.0 10.5 11.0 

Shgnatlan Pressure (Po), pia 

+ 0 2 0 k  Hz --B lk-2Ok HZ -@-. 5k-20k Hz + 0.25k-20k Hz '.e.- 2k-20kHZ +-, 10k-20kHz 
4 . 0.50k-Mk HZ 

Fig. 18 - Voriotion ofpmssumjluctudions with Po, using 
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o normal 400k Hz sompling rote (X=35.0; Y=O; 
Z=O; To&'F- Z60K). 

trips (approximately 0.5 inch - 12.7 mm wide strips of 80 
grit sandpaper) appliedtoeachofthefour wallsatthe test 
section entrance. The total height of the trips was 
measuredas0.023 inch (0.584mm). Centerlinepressure 
fluctuations (using an XCS-093 Kulite) in the mid- 
region of the test section are shown on Figure 19. for the 
normal and tripped conditions. The centerline pressure 
fluctuations are significantly higher for the tripped case 
(order 0.25%), and were observed not to vary spanwise. 

Examination of the power spectra of these Kulite signals 
(as shown on Figure 20 for the Po 7.5 psia - 0.52 bar 
case) reveals a broad band increase of signal power over 
the 0.25k-50kHz bandwidth, whichisindicativeofnoise 
radiatingfrom a turbulent boundary layer. Interestingly, 
this difference was not evident in the spectra variations 
observed spanwise and streamwise in the test section 
withnotripsfitted(SeeFigure 14)4 

In parallel with these Kulite measurements, a hot-wire 
probe was used to assess the &ate of the floor and ceiling 
boundary layers directly. Hot-wire measurements were 
made at X=43.38 with and without the wall boundary 
layer trips, and with and without the settling chamber 
traverse installed. The hot-wire data are summanzed on 
Figure 21 over the range of Po. The hot-wire was 
mounted on the tunnel centerline0.025 inch (0.635 mm) 
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Fig. 19 - Kulite XCS-093pressureJuctotions measured 
in the middle of the test section (X=43.38; Y=O; 
Z=O) over o ronge of Po, with and without wall 
bounohy loyertripsfitted. 

awayfrom thefloor. A standoffdistanceroughly equal to 
a third of the minimum estimated boundary layer 
thicknessat that streamwiselocation.* 

The hot-wire data are presented as raw signal rms here 
h a u s e  the instrument cannot be calibrated in the 
LFSWT supersonic flows. Nevertheless, the raw hot- 
wire data has been shown to be useful in determining 
qualitatively the stateof theboundary layer at Mach I .6.' 
During normal tunnel operation, the hot-wire rms was 
order60mV. With thewallfripsfitted, thehot-wirerms 
rosetoorder 15OmV. 
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Fig. 20 - Kulite XCS-093 signols meosured in the mid- 
region of the test section (X=43.38, Y=O; Z=O) 
with ond without woll boundory loyer trips 
fitredotPo s7.5psia(O.52bar). 
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observed no difference between the tripped wall 
boundary layer case and the introduction of settling 
chamber disturbances. This finding again highlights the 
importance of settling chamber flow quality in low 
supersonic testing. 

Centerline hot-wire measurements made near the exit- 
region of the test section (X=54.38) are summarized on 
Figure 23 over the Po range. 0(=54.38 corresponds to 27 
inches - 0.68 m downstream of the test section entrance 
and 5 inches - 12.7 cm from the test section exit). The 
signal to noise ratio was 3.5 and greater for these data. 
The hot-wire height (standoff distance) above and below 
the floor and ceiling respectively appears to only be 
critical when greater than 0.060 inch (1.52 mm). There 
is good agreement between the floor and ceiling data for 
thelowervaluesofhot-wireheight. Thedata taken 0.090 
inch (2.29 mm) above the floor show the effects of 
moving thehot-wire into the free stream. 
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Fig. 23 - Variation of hot-wire signal nns  with Po, at 
different heights f m m  the test section walls in 
the exit-region (X=54.38; Z=O; T0~20" F - 
266 K;  Bandwidth 0.25-5OkHz). 

Examination of the hot-wire power spectra shows a 
relatively flat frequency response over the 0.25-5Ok Hz 
bandwidth (as shown on Figure 24). This response is 
identical to the spectra found further upstream (as shown 
on Figure 22). Furthermore, there is no significant 
change in the hot-wire spectra over the Po range. These 
observations confirm that the floor and ceiling boundary 
layers are still laminar at X=54.38. So, the laminar run 
lengths are > 102 inches (2.59 m) along the LFSWT 
walls, and are unaffected by the low frequency disturb- 
ancesdiscoveredin thesettlingchamber and test section. 



30-13 

0.09 inch (2.29 nun) above floor 

3 P 
m 
U 

-70 
250 Z5k 50k 

Fig. 24 -Comparison ofhot-wire spectra at Po J 7.5psia 
(0.52 bar) at two heights above the test section 
jloor(X=54.38; 2=0; To-20°F- 266K). 

It is also apparent that the presence of a relatively hot 
tunnel structure doesnot promote transition on the tunnel 
walls, in the low Re operating environment of the 
LFSWT. The wall temperature ratio (TwiTo) in the test 
section is order 103%. However, a thick thermal layer 
has been found (see the flow visualization on Figure 13) 
which has severely compromised our ability to perform 
meaningful boundary layer traverses on the tunnel walls. 

7. THE loo CONE TEST 
The IO" cone test is a widely accepted indirect 
measurement of flow quality in wind tunnels and the 
atmosphere (a pseudo-standard it might be said). A large 
database exists about the measured locationsof transition 
in quiet and noisy flow fields."' Alas, at the LFSWT test 
conditions, the position of transition recorded in flight 
was at distances from the tip beyond the length of the 
LFSWT cone. However, the relatively small LFSWT test 
section brings the model much closer to the tunnel walls 
than in larger facilities. Therefore, any wall generated 
noise is likely to be less attenuated than in a large wind 
tunnel." So, the LFSWT test provided a critical 
assessment ofthestateofthewall boundary layers. 

To provide an objective comparison with other data sets, 
the surface quality ofthe cone wasmaintained in a state of 
high polish with a 2L finish. Also , the nose tip was 
validated with a less than 0.001 inch (0.025 mm) tip flat 
radius, and the tip wascheckedconcentricwith thebase. 

A simple cone support design was chosen utilizing an 
existing LFSWT window blank (See Figure 25). We 
placed particular emphasis on the accurate positioning of 
the cone, and stiffness of the support to minimize 
vibrations, to further reduce the possibility of extraneous 
effects on the transition phenomena. Predicted cone 
resonate frequencies for different support lengths were 
compared with test section vibrations. These 

Frequency, Hz 
Fig. 25 - The 10' cone installed in the middle of the 

LFSW test section. 

comparisons were then used to select the best support 
length toavoid excitation. 

An array of 106 type-K thermocouples was mounted 
inside the 15-inch (38.1 cm) long cone, equally spaced 
along two rays placed in the horizontal plane for these 
tests. Theconeismadeof 17-4stainlesssteel. It ishollow 
withanominalskin thicknessof0.030inch (0.762mm). 

The heat transfer properties of laminar and turbulent 
flow are such that the skin temperatures of the cone, for a 
given total temperature, vary depending on the boundary 
layer state (whereby turbulent boundary layers induce 
warmer skin temperatures). Adequate skin temperature 
accuracy was obtained experimentally by developing a 
suitable data acquisition procedure to eliminate data 
channel differences, and minimization of cold junction 
drift." Typically, the model was allowed to cold soak 
during the first 20 minutes of each tunnel run, and then 
averaged measurements were made at each test condition 
with no specific time delay. The temperatures measured 
using this data analysis procedure showed good 
repeatability, order*l"F (i0.55" C). 

Flow disturbance levels in the LFSWT test section were 
again varied by tripping the wall boundary layers at the 
test section entrance, as previously reported in our flow 
quality measurements. The associated skin temperature 
variations are plotted on Figure 26, for the 8 inches 
(20.32 cm) ofcone ahead of the bow shock reflection (See 
the schlieren picture on Figure 27). These temperature 
distributions show the strong effect of pressure 
turbulence (of the order 2.5%) on the cone boundary 
layer, as found in conventional noisy tunnels. The initial 
skin temperature rise is order 4" F (2.2" C) in noisy flow, 
which is very similar to that found with a boundary layer 
trip (transition) fitted to the cone." This contims that 
wehavedetectedtransition on thecone(ahead ofthebow 
shock reflection) due to increased flow disturbances. The 
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Fig. 26 - Cone skin temperature variations, ahead of the 
bow shock reflection, for two flow conditions 
with dflerentfree stream ditturbances (Po m7.S 
psia-0.S2bar;Toia10aF- 26lK;a=Oq). 

estimated transition Reynolds numbers were order 0.2 
million in noisyflow, and 6 million in quiet flow.'O We 
observed transition only in noisy flow at Reynolds 
numbers hetwm0.3and0.6million. 

Repeat testswnfmedourobservation that transition did 
not occur naturally on the 10" m e  in the LFSWT (at 
near zero pitch). This finding adds further proof to our 
claim thsttheLFSWT flowisindeedlow-disturbance. 

Irndnaina BowShockReflection 

I I -  I 

Fig. 27 - Schlieren visualization of the IOo cone at Mach 
1.6. WeakMach lines can be Seen in the flow, 
which originate from the hadfinished window 
and test section joints. Thick thermal Inyen on 
the test section walls are also noteworthy. 

8 PRESSURE TRANSDUCER SELECTION 
An array ofKulitepressure transducers were tested in the 
LFSWT during our flow quality studies. The smallest 
was a 0.050 inch (1.27 mm) diameter transducer (the 
XCS-050). which is now the tiniest ultra-miniature 
pressure transducer commercially available. This Kulite 
is supplied with one option, a differential pressure range 
of 100 psi (6.89 bar) or greater. 

The XCS-050 sensitivity was found to have a direct 
correlation with the probe temperature. Typically, the 
probetemperaturevariedfrom -9°F (25OK)down to-25' 
F(241 K)duringourtests. Since,stagnationtemperature 
(To) and the probe temperature were uncontrollable from 
run to run, we had to measure the Kulite's temperature 
and correct the Kulite calibration by estimating 
temperatureeffects. 

The pressure fluctuations fiom the XCS-050 were 
mmpared with repeat measurements made with the 
largesttransducerwed, a 0.093 in& (2.36mm) diameter 
Kulite (XCS-093) with a IS psi (1.03 bar) range. The 
XCS-050 pressure fluctuations were found to be typically 
over50%smaller(asshownonFigure28forthePo~7.5 
psia -0.52 bar case). 
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0.050 inch Kulite Temp = -23" to -10" F 
-A- -V- - XCSOSO (5Volt excltation) To = -go F 

-A- - XCSOSO (6VoC excitation) To = 3" F * -E- - XCSO93 0.093 inch Kulite To = 20" F 

Fig. 28 - Comparison of pressure fluctuations memured 
with dfferent Kulite transducers and excitation 
voltages (X=54.28; Y=O: Po m 7.Spsia - 0.S2 
bar: Bandwidth 0.2s-SOkHz). 
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All the pressure fluctuation measurements shown on 
Figure 28 indicate that the LFSWT flow is low- 
disturbance. However, this finding clearly shows the 

geometrically change flow chambers. In fact, the option 
remains to make the pressure reduction system a tunable 
disturbance generator for future receptivity research. 

difference the size and type of pressure transducer can 
make to flow quality measurements. We can identify two 
factors which are responsible for this difference. First, 
the pressure sensitivity is 700% greater for one Kulite 
relative to the other. Second, the reduced transducer 
sensitivity necessitates increased data acquisition gain, 
which amplifies signal noise and reduces the signal-to- 
noise ratio. We found that increasing the electronic gain 
for the XCS-050 Kulite from 500 to 2000 did not 
significantly change the pressure fluctuations measured. 
However, when we raised the excitation voltage from 5 
Volts (the manufacturer'srecommended level) to 6 Volts, 
the XC S-050 pressure fluctuations appeared to increase 
only by a small amount, insufficient to provide a better 
comparison with the 1argerKulitedata. 

We can conclude that ultra-miniature Kulite transducers 
are not sensitive enough for quiet wind tunnel calibration 
at near ambient stagnation conditions. This knowledge 
led to the acquisition of the 0.062 inch (1.57 mm) 
diameter (XCS-062) Kulites, with a 15 psi (1.03 bar) 
range, for use in our 3-axis traverse. These transducers 
combine small size, with good pressure sensitivity. In 
addition, we have experienced excellent repeatability and 
reliability with theXCS-062Kulite. 

9. FURTHER DISCUSSION OF RESULTS 
We have overcome numerous difficulties associated with 
the injector drive system, and instrumentation to present 
the LFSWT characteristics in this paper. Our two-years 
of studies have shown that the flow in the test section is 
low-disturbance in the classical sense, if a suitable data 
bandwidth is chosen. Furthermore, we have demon- 
strated that the free stream in the settling chamber and 
the wall boundary layers are critical to quiet flow at low- 
supersonic speeds. 

The pressure reduction system has become the only 
source of significant disturbances discovered in the 
LFSWT, thus far. These disturbances are only 
significant in the sense that the levels are large compared 
with the low background noise. Over the 0.25k-50k 
bandwidth, the LFSWT flow quality is only quiet for 
stagnation pressures (Po) < 9.5 psia (0.65 bar) when To is 
low. The disturbances are persistent and variable with 
dependence on To, Po and accumulated tunnel run-time. 
The containment of the primary disturbances in a narrow 
frequency band between 1 k-2k Hz is indicative of flow 
resonance within the pressure reduction system. The 
pressure reduction system was designed with research 
flexibility in mind, so modifications are planned to 

Currently, we have not observed any detrimental effect of 
these variable disturbances on LFSWT transition 
research with swept wings4, a cone", and swept 
cylinders.'* Furthermore, the boundary layers along the 
tunnel wall have been documented as laminar in the exit- 
region of the test section, and are unaffected by seasonal 
flow disturbance variations. This is further confirmation 
that the quiet design features applied to the LFSWT are 
working well. 

The model tests have provided an independent 
confirmation of our dedicated flow quality measure- 
ments. The cone temperatures indicate repeatable 
laminar boundary layers ahead of the bow shock 
reflection, at zero angle to the flow. This situation is only 
possible with good flow quality in the LFSWT at Mach 
1.6, as demonstrated by the significant effect on 
transition of artificially created noisy flow. 

Our detailed and repetitive flow quality measurements 
have characterized the LFSWT test environment more 
thoroughly than any predecessor. The relatively 
straightforward measurement of the pressure fluctuation 
ratio (PrmsPt) is not sufficient to define flow quality to- 
day, and should only be used as a means to detect flow 
anomalies. Analysis of individual pressure transducer 
(Kulite) signals allows characterization of the pressure 
fluctuations to be all encompassing, to address 
receptivity issuesnow and in the future. 

In the settling chamber, we found conflicting 
information which indicates the free stream does not 
satisfy the classical requirement for low-disturbance 
vortical flow at Po > 8.5 psia (0.58 bar), while satisfying 
the pressure disturbance requirement. Nevertheless, the 
test section flow can be low-disturbance over the same 
data bandwidth. The seasonal variation in disturbances 
found in the test section must co-exist in the settling 
chamber. Consequently, the fact that the settling 
chamber data sets for pressure and velocity fluctuations 
were taken in the Summer and Winter respectively 
probably explains the differences. However, by 
serendipitous selection of the data bandwidth all the 
settling chamber data could be made to satisfy the 
classical standards for low-disturbance flow. This point 
serves as a reminder that the classical standards need to 
be re-evaluated in the light of new knowledge about 
receptivity and measurement techniques. 

Our testing of various pressure transducers has led us to 
conclude that the XCS-062 Kulite is the most accurate, 
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electrically stable, and low-noise device for use over a 15 
psia (1.03 bar) range. Transducers with large gains (>20) 
are not recommended due to the resulting near unity 
signal to noise ratio. Clearly, the selection of transducer 
is critical to the correct characterization of the test section 
flow. As yet, no standardization of instrumentation 
exists despite repeated recommendations (over the last 20 
yearsat least) that thisneeds tobedone." 

Of equal importance to the flow quality issue is the signal 
processing and the ability to calibrate instrumentation at 
tunnel operating conditions. Regular in-situ calibration 
is recommended, because this provides a check of the 
transducer integrity at tunnel operating conditions. 
Checks made wind-off are insufficient to detect all 
possible failure modes4 It is interesting to note that the 
manufacturer's calibration of our XCS-062 Kulite was 
almost double the sensitivity we measured in the tunnel. 
This can be attributed to the low temperatures associated 
with LFSWT operations. 

The discovery of flow instabilities and disturbances 
originating in the pressure reduction system explains the 
discrepancies in our previously reported flow quality 
measurements.* These data showed variability that could 
not be traced to upstream or downstream propagation of 
disturbances. Furthermore, the pressure fluctuations 
were only observed to change in frequencies below 2k Hz, 
where we now know that the pressure reduction system is 
producing a resonate disturbance. We can therefore 
assume that all the variability in our (normal operation) 
traverse data, thus far, was due to temporal variations in 
the flow through the pressure reduction system. The 
indications are that the spatial variations of flow quality 
in theLFSWT are very small over a broad bandwidth. 

LFSWT mean flow studies4 have shown that Mach 
number and flow angularity are within current 
international standards of flow quality for supersonic 
tunnels. l 3  However, a more complete mapping ofthe test 
section cross-section is still required to characterize the 
weak disturbances due to window and test section joints. 
These weak disturbances appear not to impact the 
transition processes we have investigated so far. 
However, we need to document the similarity between 
theseMach lines and canopy/inlet shccksfound in flight. 

The inability to control To remains an obstacle to 
providing repeatable test conditions at any given time. A 
situation that has significantly complicated and 
exaggerated our problems with the pressure reduction 
system. This uncontrolled variability of test conditions 
adds uncertainty to all our measurements, by affecting 
both the tunnel flow and the instrumentation. We have 
found that continual vigilance is necessary, by LFSWT 

operators, to maintain quiet flow. Instances of flow 
quality changes due to To variations and accumulated 
tunnel run-time are well documented. 

In general, standardization offlow quality measurements 
would greatly improve the quality of transition research. 
Our experience has shown that different instruments can 
give misleading results, which complicate the task of 
minimizing disturbances. Currently, transition research 
needs to be isolated from tunnel disturbances as much as 
possible (until a better understanding of boundary layer 
receptivity to disturbances is known). Standardization of 
flow quality measurements would go a long way to 
providing an objective assessment of tunnel disturbances 
fed into the transition process under investigation. As an 
interim measure, these authors suggest that flow quality 
measurements should at least be accompanied by 
instrument, signal processing and data bandwidth 
information, as provided in this paper. 

CONCLUSIONS 

Pressure fluctuations in the LFSWT test section are 
low-disturbance and satisfy the classical standard 
for quiet flow when no bandwidth is specified. 

Characterization of the LFSWT test section flow 
over a 0.25k-50k bandwidth shows that the 
disturbance levels can be greater than classical 
standards, particularly for stagnation pressures 
(Po) c 9.5 psia (0.65 bar) with low To. 

Variability of the flow disturbances in the settling 
chamber and test section is contained in a narrow 
fiequency bandwidth below 5k Hz, which is 
associated with resonant frequencies from the 
pressure reduction system. 

Laminar boundary layers have been detected on the 
tunnel walls near the exit of the test section, with no 
perceived receptivity to seasonal variations of 
LFSWT free stream disturbances. 

The pressure reduction system is the only source of 
significant flow disturbances discovered in the 
LFSWT. The lack of spatial variation of disturb- 
ances in the test section indicate that the quiet 
design featuresoftheLFSWT are working. 

Mean flow measurements and a wing test indicate 
that the LFSWT flow meets current international 
standards of Mach number uniformity and flow 
angularity for supersonic tunnels. 
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l 7) Selection and in-situ calibration of miniature 
(Kulite) pressure transducers is critical to the 
accuracy of flow quality measurements. The 0.062 
inch (1.57 mm) diameter Kulite, with a 15 psi (1.03 
bar) range,isthebest typefortheLFSWT. 

We have found that (Kulite) pressure transducers 
can fail in modes undetectable in intermittent wind 
tunnels with no in-situ calibration capability. 

The lack of natural transition on a IO" cone (at zero 
angle to the flow) has provided further proof that the 
LFSWT flow is low-disturbanceor quiet. 

I 

8) 

9) 

10) Characterization of low-disturbance flow quality 
requires careful selection of instrumentation, 
proper data acquisition procedures, and detailed 
signal analyses. Classical standards are not 
sufficient to fully characterize supersonic flow for 
transition research. 

, 

11) The formation of standards for flow quality 
measurements is strongly recommended, so that 
transition research can be better isolated from 
tunnel disturbances. 
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SUMMARY 

The results of fluctuation structure study in test 
sections of wind tunnels in the wide range of velocity 
(from large subsonic up to supersonic) are presented in 
this paper. A correlation between characteristics of the 
boundary layer on the test section walls of the 
supersonic wind tunnel with fluctuations in the flow 
core is shown. Detailed characteristics of fluctuations 
in ventilated test sections are given for different types 
of walls (perforated, slotted, smooth rigid). The 
constant current hot-wire anemometer and developed 
at ITAM technique have been used for fluctuation 
measurements and interpretation of the results. 
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1. INTRODUCTION 

Adequacy of modeling of flight conditions in wind 
tunnels is largely determined by the level of flow 
fluctuations and their characteristics. 

Because of small temperature inhomogenity and 
acoustic background, “the turbulence level” (as a 
result of fluctuation intensity of three velocity 
components) gives rather objective information on the 
flow quality in test section of a low speed wind tunnel. 
But, as a rule, there are no parameters on flow 
fluctuation characteristics among those describing the 
flow quality in the test section of a high speed wind 
tunnel. A reference model test allows one to obtain 
only a level of reliability of data in a wind tunnel but 
not information on the fluctuation level. However this 
means that the fluctuation influence is in a certain 
permissible frame. 

An interest to flow fluctuations has been increasing 
from time to time. The ability of high level turbulence 
to provide an effect like the Reynolds number increase 
results in more correct testing of relatively small 
models. For a long time the attention of researchers 
has been paid to so-called “unit Reynolds number 
effect”. It was clear from the very beginning that this 
effect is a result of flow fluctuations. A plenty of 
experimental data have been obtained. However, up to 
now there are no well grounded and reliable methods 
to calculate transition location on models under 
testing. There are now at least two problems where it 
is necessary to reduce fluctuations in the test section 
of the high speed wind tunnel. The first one is 
associated with basic problems, the other corresponds 
to applied ones. 

First, it is important to achieve a very low level of 
fluctuations in the test section for pure experiment 
when controlled disturbances have to be introduced 
into the flow to study stability, transition or 
receptivity problems. This problem is successfully 
solved at least for quiet subsonic wind tunnels, there 
is some progress for supersonic wind tunnels [ 1, 21. 

The second problem arises when the test Reynolds 
numbers are close to the flight ones, especially in 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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cryogenic transonic wind tunnels because the state of 
the turbulent boundary layer on models in this case 
does not correspond to natural condition. It is 
especially important in modeling the flight Reynolds 
number when the advantages of high Reynolds 
numbers can disappear because disturbances can 
change essentially the boundary layer state, location of 
separation zones, the aerodynamic characteristics of 
models, etc. 

However, these problems correspond to different kinds 
of wind tunnels. The first one arises in supersonic 
wind tunnels due to the noise of the turbulent 
boundary layer on the walls of nozzle and test section. 
The second one is associated with transonic wind 
tunnels because the test section has, as a rule, 
perforated or slotted walls. Therefore, relatively high 
level of fluctuations is an attribute of transonic wind 
tunnels and advantages of flight Reynolds number 
modeling can be brought to minimum due to influence 
of fluctuations on the boundary layer separation, 
transition location, heat transfer, etc. 

Different types of fluctuations are dominating in low- 
velocity and high-velocity wind tunnels. Intensity, 
structure and spectral characteristics of fluctuations 
are determined by the size and design peculiarities of 
wind tunnel circuit. The main source of fluctuations in 
test sections of supersonic wind tunnels is turbulent 
boundary layer on the walls. The main source of 
fluctuations in ventilated test sections is perforation of 
the walls. Boundary layers on the walls radiating 
acoustic disturbances are sources of fluctuations in test 
sections of supersonic wind tunnels. Temperature 
nonuniformities carried from settling chamber should 
be taken into account for wind tunnels with working 
gas heating. 

It is also important to measure fluctuations in the 
place of model installation, because the fluctuations 
near a test section wall can differ from those in the 
flow core for two reasons: (i) because of influence of 
acoustic fluctuations of the boundary layer on the wall, 
and (ii) due to different distribution of fluctuations 
across the test section, since sources, producing 
disturbances in different points of flow, are various. 

In order to take into account the influence of 
fluctuations properly it is necessary to determine a 
minimum set of characteristics which identifies these 
fluctuations. It is coming to determine a minimum set 
of necessary and sufficient parameters to specify 
adequately the fluctuations. 

First of all, it is the intensity of all three types of 
fluctuations (velocity, acoustic, and temperature) as 
well as the spectral composition of each type of these 
disturbances. 

Fortunately, there are no wind tunnels where the 
intensity of three types of fluctuations are considerable 

simultaneously. It is well known that velocity 
fluctuations are dominating in low speed wind tunnels, 
temperature inhomogenity exists in wind tunnels with 
a closed circuit due to bringing energy to the flow by a 
fan, in wind tunnels with flow heating, in cryogenic 
wind tunnels. Acoustic fluctuations are determinative 
in transonic and supersonic wind tunnels 

However, due to frequency selective influence of 
fluctuations on the flow near a model and on boundary 
layer characteristics a part of disturbance spectrum can 
be important. Sometimes these disturbances are rather 
small compared with total intensity but big enough 
within certain frequency range. 

Measuring equipment must satisfy to many 
requirements. It is desirable to use a universal 
instrument to measure all these characteristics, 
however there are no methods satisfying all 
requirements. The most popular instruments for 
fluctuation measurements are pressure transducers, 
hot-wire anemometers, and devices based on the LDA 
principles. Microphones are least suitable, they are 
sensitive to pressure pulsations provided both by 
acoustic fluctuations and by pseudosound due to 
velocity fluctuations. Laser-Doppler method is a non- 
intrusive one, it is possible to measure all three 
velocity components of fluctuations and other factors 
(density and temperature), however in this case the 
cost of equipment grows rapidly. Moreover, it is 
difficult to make all necessary places accessible for 
measurements. 

The advantage of hot-wire is that practically all 
characteristics of fluctuations (velocity, pressure, 
temperature) in the required flow area can be obtained 
with its help while a microphone gives only pressure 
fluctuations on the model surface or on a wall of the 
test section, and a thermocouple gives only 
temperature fluctuations. 

The hot-wire method has been used in these 
investigation because it guarantees the obtaining of the 
most complete data on flow fluctuation structure in 
wind tunnels [3]. The use of hot-wire for fluctuation 
measurement at high subsonic and transonic speeds is 
effective due to the presence of fluctuations of 
different types in the flow. The detailed inspection to 
check characteristics of disturbances, obtaining the 
detailed information on a fluctuation structure in a 
transonic test section, study of correlation of 
fluctuation with disturbance sources become possible 
due to developed fluctuation measurement techniques 
for transonic flow velocities. 

2. EXPERIMENTAL EQUIPMENT AND 
TECHNIQUE 

2.1 Facility 
The experiments were carried out in T-325 and 
MT-325 wind tunnels of the Institute of Theoretical 
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and Applied Mechanics of Siberian Division of 
Russian Academy of Sciences with 20 cm x 20 cm and 
4 cm x 4 cm test sections, respectively. A limited 
number of experiments has been carried out in 
supersonic wind tunnel T-3 13 with 60 cm x 60 cm test 
section. 

Supersonic wind tunnel T-325 was designed as a quiet 
wind tunnel. To provide a low turbulence level in the 
test section a set of measures was foreseen, namely: a 
honeycomb; up to ten screens; noise reducing system; 
smooth nozzle surface and side walls made as the 
whole without any joints; large contraction (the ratio 
of settling chamber crossection area to test section one 
is about 20). 

There are two test sections for T-325. One has 
supersonic Lava1 nozzles for fixed Mach numbers 
M = 1.5 ... 4.0 and the other is a transonic ventilated 
test section. The transonic test section has either 
perforated or slotted upper and lower walls. The 
perforated walls with holes 6 mm in dia provide 
porosity coefficient 5 = 26%, where E, is a ratio of hole 
area to wall surfaces. Slotted walls with permeability 
E, = 23% have 4 mm width longitudinal slots. 

Wind tunnel MT-325 has four replaceable test sections 
with solid walls for design Mach numbers 
M = 1, 2, 3, 4 and ventilated test section with 
replaceable walls. For MT-325 perforation was formed 
by holes of variable diameter 1 ... 2 mm distributed 
over upper and lower walls. To provide a gradual 
increase of velocity along the test section the wall 
slots of MT-325 are of variable width simulating slots 
of real big wind tunnels. Several variants of slots 
disposition have been used during experiments (2 or 4 
slotted walls, 4 or 6 slots for upper and lower walls). 
Special diaphragm with controlled crossection was 
placed behind the test section. The use of this 
diaphragm together with injectors and changing 
pressure in the settling chamber allows one to vary 
flow density and, as a result, the Reynolds number 
within a broad range at constant flow velocity. 

2.2 Equipment for fluctuation measurements 
Constant current anemometers TPT-2 and TPT-4 
designed at ITAM and hot-wire probes with tungsten 

sensitive elements 6.10-6 mm in dia and 1.2 mm 
length have been used. The frequency range of 
anemometers is 200 kHz at all overheat parameters. 
Anemometer TPT-4 has an automatic compensation of 
probe thermal lag. 

Spectrum measurements have been provided with the 
help of the Bruel L Kjaer equipment for frequency 
analysis (Analyzer 2010 and Recorder 2307). 

2.3 Technique 
As a rule, eight overheats have been used at hot-wire 

measurements to obtain one fluctuation diagram. 
Sensitivity coefficients of the probes have been 
determined using both direct in-flow calibrations and 
semi-empirical correlations. The details of calibration 
and measurement procedures are described in [4]. A 
possibility of measuring the anemometer's noise makes 
available the measuring of low level of fluctuations. 

Due to the presence of different types of fluctuations it 
is  impossible to use an approach to hot-wire data 
interpretation similar to incompressible flows when 
only velocity fluctuations are present in a flow and the 
hot-wire probe voltage fluctuations are proportional to 

velocity fluctuations unambiguously: e' = Fu'u', where 

Fu is the velocity sensitivity coefficient. Therefore, the 

fluctuation diagram approach for hot-wire data 
interpretation has been used in this work. 

2.3.1.  Supersonic velocities 
At supersonic flow velocities a hot-wire probe output e 
depends on mass flow m and total temperature To 

fluctuations [SI: 

e' = F m' + G To', (1) 

where F and G are sensitivity coefficients to mass flow 
and total temperature. After ordinary transformations 
for RMS hot-wire output, 

g2 = ? <m>2 - 2 r R , , , ~ ~ ' < m > < T ~ >  + <To>2 (2) 
< e >  F < mTo > where 9' =-, r =- RmTo = 

G G '  <m>cTo > 

According to Kovasznay [ 6 ] ,  three modes of 
fluctuations can exist in a compressible flow: 

Vorticity mode: 
9 =Ip-tj < U  > 

Entropy mode: 
9 = ( r + a ) < T >  

a and p are the Mach number functions: 

Acoustic mode 
For Mach waves with inclination x 

1 
cosx = -- 

M 
the fluctuation diagram is 

9 =  1-- < p >  .i : 2 )  

(3) 

(7) 

One or some modes can exist in supersonic flows 
simultaneously. In this case it is necessary to use Eq.2. 
However, in many cases and under certain assumptions 
separation of fluctuations according to the type is 
possible. 
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2.3.2. High subsonic velocities. 
The use of a hot-wire at high subsonic and transonic 
velocities is questionable due to the problem of 
determination of the law of heat transfer between a 
probe and a flow when the probe sensitivities to 
density p and flow velocity U are different and 
dependence on the Mach number appears in the heat 
transfer law. However, this effect is perceptible in a 
rather narrow Mach number range. Grounding on 
experimental data it was supposed in the present work 
that density and velocity sensitivities are equal [7]. 

Special approaches have to be used for interpretation 
of the hot-wire measurements at high subsonic speeds 
when, similar to supersonic ones, velocity, 
temperature, acoustic disturbances are present [8 ... 91. 
Therefore, some questions must be answered, namely: 
(i) up to what velocities it is permissible to neglect 
compressibility effects, (ii) what method has to be 
employed for hot-wire anemometer output 
interpretation at high subsonic velocities since an 
effect of compressibility becomes considerable, (iii) is 
it possible to use Kovasznay's mode diagram method 
proposed for supersonic velocities? 

For special cases of vorticity and entropy modes, none 
of the assumptions specific for supersonic velocities 
have been made; thus, Eqs.(3) and (4) are valid for 
subsonic cases, too. It is necessary to determine the 
corresponding velocity limits and to estimate the order 
of terms in these equations for possible 
simplifications. It is well known that if velocity and 
temperature fluctuations are present in a low speed 
flow, small overheats have to be used to measure 
temperature fluctuations and high overheats have to be 
used to measure velocity fluctuations. However, this is 
not correct for supersonic and high subsonic speeds. 
Fluctuation diagrams for acoustic disturbances in 
subsonic flows are a subject of special study [ lo  ... 111. 

Vorticity mode 
The diagram of fluctuations for vorticity mode looks 
similar to the diagram for supersonic velocities and is 
of V-shape. According to (3), the diagram consists of 
two segments of straight lines and is equal to zero at 
r = p. At low flow velocities (M < 0.3), p tends to zero 
and 9 = r < U >. 

Entropy mode 
There are no principle differences in the entropy mode 
diagram at sub- and supersonic speeds. In general, the 
value of a at subsonic velocities is comparable with r 
(a > 516, see Eq.5), thus in all cases the presence of 
temperature fluctuations in the flow requires the use of 
Eq.4 without any simplification: 

Acoustic mode 
This sort of fluctuations exists in test sections of 
transonic wind tunnels due to wall perforation, 

resonance phenomena, noise from ejectors, etc. 

The diagram for acoustic fluctuations at subsonic 
speeds in the general case is a hyperbola with 
parameters depending on the nature of sources and 
their actual distribution. There are some special cases 
very important for practice when the diagram is linear, 
or looks like the letter "V", or is a hyperbola with 
perfectly determined characteristics. 

1. For plane acoustic waves propagating at an arbitrary 
angle x about the flow, instead of Eq.(7) 
corresponding to special case Eq.(6) the general 
equation can be written as follows 

2. The similar equation can be used for acoustic 
disturbances radiated by a single source. In this case it 
is possible to use the equation establishing the 
relationship between angles x and cp corresponding to 
the inclination of the vector from the source to the 
place of measurements. 

3. For the sources of acoustic disturbances equispaced 
along the flow over a rectangular area, the equation of 
fluctuation diagram is a hyperbola with the 
coefficients depending only on the Mach number. 

The ground for hot-wire application at transonic 
velocities is given in Annex A. 

3. EXPERIMENTAL RESULTS AND DISCUSSION 

3.1. Supersonic Speeds. 
Investigation of fluctuations in supersonic wind 
tunnels were performed in a wide range of Mach 
numbers M and unit Reynolds numbers Rel. 
Fluctuation diagrams and spectrums of fluctuations 
were obtained for all wind tunnels. An example of 
fluctuation diagrams at M =  3 and Re1 I 30.106m-' is 
shown in Fig. 1. 

9,% M = 3.0 
A T313 

0.4 

0.2 

J I I I 

0 0.4 0.8 r 

Fig. 1 

The intensity and characteristics of acoustic 
fluctuations have been calculated from the fluctuation 
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Wind 
Tunnel x' ern>, <To >, <pa, <U>,  cl" 
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7 

Figure 2 presents the intensity of acoustic fluctuations 
versus Re1 for T-325. It was found that behavior of 
fluctuation characteristics obtained in T-325 at 

53" 

<Pa 
% 

8 

4 

, Fig.2 Fig.3 

It was found that the dependences shown in Fig.2 are a ' result of undertaken measures to reduce the 
fluctuations in T-325. Thanks to these measures, the 
disturbances convected from the settling chamber are 
small enough. (Measurements of disturbances 
upstream the supersonic part of the Laval nozzle in 
T-325 has shown that the level of fluctuations at the 
Laval nozzle inlet does not exceed 0.02%. This means 
that the contribution of fluctuations generated in the 
settling chamber to the total fluctuation level in the 
test section is negligibly small and fluctuations 
generated by the boundary layer on test section walls 
to acoustic disturbances in the flow core is 
prevailing. .) In addition, high quality of nozzle 
surfaces ensures a delayed transition in the boundary 
layer downstream the throat. The results of 
measurements of the boundary layer thickness on the 
walls of T-325 approximately at the end of the nozzles 
shown in Fig.3, serve as indirect confirmation of this 
assumption because nonmonotonous changing of the 

I 

1 
~ 

~ 

boundary layer thickness can be explained as a result 
of the transition zone travel. It is known that the 
transition zone is a source of high level acoustic 
fluctuations radiated from the boundary layer into the 
flow core. Comparison of dependences of the 
fluctuation level and boundary layer thickness on Re1 
(Fig2 and Fig.3) indicates a correlation of these two 
parameters. 

Using the fluctuation diagram method, it is possible to 
determine the velocity c of disturbance sources 
generated acoustic fluctuations and inclination of 
radiated sound waves. Calculated relative source 
velocities clu are given in Fig.4. These data are in 
good agreement with the data obtained by Laufer both 
using the fluctuation diagram method and correlation 
measurements [ 121. 

clu 

0.4 

0.2 

0 
2 4 M  

Fig.4 Fig.5 

The value of the relative velocity of sources of 
acoustic fluctuations gives some information on the 
nature of acoustic fluctuations. As it follows from 
Table 1, clu is different for all wind tunnels. The low 
value of clu for T-313 points to considerable 
contribution of the Mach waves to acoustic 
fluctuations. This is a consequence of small 
imperfections of the nozzle surface. 

The highest value clu corresponding to the smallest 
wind tunnel MT-325 is owing to prevailing 
contribution of moving sources of acoustic fluctuations 
because on the one hand comparatively big value of 
<TO> cannot be explained by a high level of entropy or 
vorticity fluctuations convected from the settling 
chamber due to large contraction ratio and high quality 
of the flow before the nozzle, and on the other hand 
the correlation coefficient R,ro = -1. 

The dependences of relative velocity of the sources of 
sound waves on fluctuation frequency were obtained 
applying the same approach to the fluctuation 
spectrums. It was found that at low frequencies the 
inclination tends to that corresponding to the Mach 
waves (x' = 30' at M = 2) when the source velocity 
tends to zero at low frequencies and increases with the 
frequency of fluctuations. An example of the acoustic 
wave inclination versus frequency is shown 'in Fig. 5. 
The angle of the wave inclination changes from that 
corresponding to the Mach waves and tends to n12 for 
high frequencies. 
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Walls 

3.2. High Subsonic Speeds 
Results on fluctuations structure in transonic test 
sections of wind tunnels have been obtained using 
developed hot-wire technique for subsonic 
compressible flows. The experiments were carried out 
both in T-325 and in MT-325. 

In transonic test sections of wind tunnels can exist 
both disturbances similar to those in test sections of 
supersonic wind tunnels and propagated upstream. The 
presence of perforated or slotted walls is the reason 
for appearance of additional acoustic fluctuations. 
Several types of such fluctuations are possible due to 
jets in the perforation holes, the resonance phenomena, 
steps and jets injected along the walls at the end of 
ventilated test section, etc. 

The fluctuations convected from a settling chamber are 
comparatively small in transonic wind tunnels because 
of honeycombs, screens and high contraction 
especially. However for cryogenic wind tunnels the 
contraction ratio cannot be chosen too large due to 
reducing of the flow velocity in the settling chamber 
and the danger of flow temperature stratification. 

The fluctuation diagrams obtained in the transonic test 
section of T-325 at several Mach number values are 
shown in Fig.6 for perforated (a) and slotted (b) walls. 

M I  em>.% I R,m I rmin 

9, Yo 

0.3 

0.2 

01 

Slotted 0.76 0.1 2 
1.05 0.16 
1.19 0.59 

0.31 0.96 
0.97 
0.91 

0.38 
0.28 
0.24 

0.90 
0.62 
0.07 

0.35 
0.17 
0.01 

The spectrums of hot-wire output at the maximum 
overheat coefficient for various flow conditions and 
different walls are shown in Fig.7. 

High values of the correlation coefficient are typical 
for the diagramsin the case of the perforated walls. 

Some decreasing of R,,,T~ to 0.91 at M =  1.11 can be 

explained by the presence of two types of acoustic 
fluctuations - moving plane waves due to resonance 
phenomena and the Mach waves. Both these types can 
be visualized using spark Schlieren photograph or high 
speed cinema techniques. The presence of two sorts of 
acoustic fluctuations leads to a growth of mass flow 
fluctuations with the Mach number. Qualitatively, it is 
confirmed by the spectrum of hot-wire output obtained 
at the highest overheats of the probe, see Fig.7, where 
a growth of low frequency fluctuations typical for 
Mach waves is clearly seen. The increase in intensity 
of fluctuations at high frequencies is connected with 
acoustic wave generation by holes. 
N, dB 
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Fig.7 

The mass flow fluctuation are increasing with the 
Mach number and corresponding shift of the minimum 
of fluctuation diagrams for slotted walls is more 
marked in comparison with perforated walls. A 
possible reason for it is an increasing role of 
fluctuations caused by appearance of unsteady Mach 
waves. The spectrums shown in Fig.7 confirm this 
because they do not contain maximums or discrete 
tones typical of local sources. 

Analogous experiments have been performed in 
MT-325. Both average and spectrum data on 
fluctuation structure were obtained for perforated, 
slotted, rigid test section walls as well as with jet as 
well as with jets at the end of adaptive borders. The 
fluctuation diagrams appear qualitatively similar to 
those for T-325. It was shown that the highest level of 
disturbances takes place in the test section with 
perforated walls. An example of fluctuation spectrum 
for perforated walls is given in Fig.8. The frequency 
spectrum of fluctuations for this case contains a 
maximum in the range of medium frequencies, while 
for slotted and smooth walls the amplitude of 
fluctuations monotonously decreases with frequency. 
The type of disturbances at certain frequencies is 
determined according to parameters of fluctuation 
diagrams obtained with help of narrow-band filters. 
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Typical Strouhal numbers calculated with respect to 
hole diameter and frequency corresponding to the 
maximums of spectrums for both wind tunnels are 
close enough, Sh = 0.30 for T-325 and Sh = 0.34 
for MT-325. 

N, dB 
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-40 
1 o3 1 0‘ IO5 f, HZ 

Fig .8 

The correlation coefficient R , ~ ~ = 0 . 7 1  for MT-325 is 

smaller than those for T-325. It can be explained by a 
larger contribution of fluctuations produced by the 
boundary layer on test sections walls. 

It was obtained also that diagrams at low frequencies 
are of non-acoustic type in contrast to high frequency 
fluctuations which are of acoustic nature. The source 
of the latter fluctuations is the boundary layer on the 
test section walls. A good agreement of the spectrums 
with those for smooth walls serves to confirm this fact, 
see Fig.7. The results for the smooth walls can be used 
also to estimate fluctuations in test sections with 
adaptive non-porous walls when the main source of 
fluctuations is the boundary layer on the walls 

5. CONCLUSIONS 

Adequacy of modeling of flight conditions in wind 
tunnels depends on the information about the flow 
fluctuations and their characteristics. The obtaining of 
the most complete data on flow fluctuation structure in 
the test sections is an urgent requirements of modern 
experiments both in supersonic and in transonic wind 
tunnels. 

At high flow speeds, when disturbances of different 
nature (velocities, density, pressure, temperature, etc.) 
are present, the use of the hot-wire technique together 
with the methods of mode diagrams makes sure a 
possibility of obtaining data on detailed structure of 
fluctuations. 

Results of measurements carried out at ITAM shows 
that both total level of fluctuations and spectral 
distribution of the modes of fluctuations are very 
important to provide controlled conditions of 
experiments in high speed wind tunnels. 
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Annex A. 
FLUCTUATION DIAGRAM FOR ACOUSTIC 
MODE AT SUBSONIC FLOW VELOCITY 

ALPlane Acoustic Waves 
Denoting by x the angle between the normal to the 
wave front and the flow velocity vector an equation 

be similar to Eq.(8) for elementary sound wave can 
written as 

69 = U(K - 1x1 + Mcosx) - r( 1 + 7)) < p> (A1 [ 
Unlike supersonic velocities any orientations 
acoustic waves are possible at subsonic speeds: 

of 

-1 < cosx < 1 

For moving plane acoustic waves in test sections of 
transonic wind tunnels (being visualized with flash 
photography they resemble a set of Mach waves with 
spacing and inclination depending on the flow 
parameters, test section sizes, etc.) x = xo = const, and 
Eq.(Al) transforms into Eq.(8). 

As it follows from Eq.(Al), the fluctuation diagram 
intersects axis r at 

(A2 1 

Thus, there are combinations of probe overheats and 
angles of sound wave propagation when the hot-wire is 
insensitive to acoustic fluctuations. For each Mach 
number, there is a range of ro unrealizable at any 
inclination xo and limited by 

It is important that depended only on the Mach number 
the intersection of vorticity mode diagram with the 
abscissa at r = p ( M )  always is close to the origin. 

The following special cases of orientation of plane 
waves should be noted. 

1. Plane waves are propagating downstream at 
cosxo = 1. Hot-wire output is zero at ro = a (K-1) M. 

2. Plane waves are propagating upstream at 
cosxo = - 1, ro = - U(K - 1)M. 

3. Plane waves are propagating across the flow at 
cosxo = 0, ro = - a(r - 1). 

4. As it follows from Eq.(A3), at cosxo = - M the 
denominator vanishes, and ro tends to infinity. 

Calculated fluctuation diagrams corresponding to cases 
(1 ... 4) are shown in Fig.Al for 1% density 
fluctuations. All the diagrams intersect themselves at 
r = p when the terms containing cosxo cancel each 
other, see Eq.(8), and for these conditions the hot-wire 

output does not depend on orientation of acoustic 
waves: 

s,%J 
0.6 

0.4 

0.2 

cosxo = 1 

cosxo = -1 

cosxo= 0 

cosxo = -M 

0 p 0.2 0.4 r 

Fig.Al  

Therefore, the intensity of plane acoustic disturbances 
can be found from the measurements at single 
overheat, if it is chosen such that r = p. The intensity 
of the entropy mode must be fairly low, the vorticity 
mode does not have any effect, since the sensitivity of 
a probe to that mode is equal to zero at r = P. 

A2. Point Source 
This is the cases when the sound source is localized 
and may be regarded as point source, for instance, the 
sound generated by a hole when the relative distance 
from finite sources to the probe is large. 

Consider the response of a probe, placed at a point 
P(Oy,O), to acoustic fluctuations whose source is 
located at S(x,O,z). The notation is clear from Fig.A2. 

Y 

U 

X 

Z 

Fig.A2 

The flow velocity is directed along x, and the probe 
wire is in ( y , z )  plane. Only those disturbances 
departing from the point S arrive to the point P,  which 
propagate at a certain angle x (0 x < x )  with sound 
velocity and are carried by the flow with velocity U. 

From geometric constructions: 

cosx = cotcp sinx - M (A6 1 
The angle cp (O<cp<x ) governs the direction from the 
source to the probe. Solving Eq.(A6) for cosx, we find 

(A71 
M2 MZ + cot’cp - M Z  cosx = - 

1 +Cot2 cp +Cot2 .)’ 1 +cott cp 
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The second solution (with the minus sign in front of 
the radical) can be discarded, since it does not satisfy 
the condition s i n p 0 .  Clearly, for a single-point source 
the fluctuation diagram also consists of two segments 
and is V-shaped, as that is in the previous case of a 
plane wave. Calculated from Eq.(A7), the values of 
cosx make it possible to determine ro using Eq.(A3). 

A3. Distributed Sources 
More general case corresponds to acoustic fluctuations 
produced by the sources distributed over a certain 
surface in the flow. Let us consider the response of 
hot-wire to acoustic fluctuations generated by sources 
S located in the plane ( x , z )  in a subsonic flow. The 
probe is placed at the point P, see FigA2. 

Let Q =Q (x,O,z) be the intensity of the source of 
acoustic disturbances at a point S in the direction L 
forming an angle x with the velocity vector. Assuming 
that the intensity of acoustic fluctuations varies 
inversely with distance L, for the fluctuations arriving 
to P from an element dxdz, using Eq.(Al) we have 

Taking into account L = yl(sinX siny), we obtain 

2 

-r(l +?)I dx dz 

Replacing the variables (x.2) with (x,y): 

x = Ll(M + cosx), z = y coty, dxdy = do: 

where Jacobian: 

az -- ax y(i+McosX) 
?x sin2xsiny 

ax y(M+cosx)cosy  - a2 = -- Y 
a, sinxsiny2 ’ 4 sin2y 

-=- > & - o  

-= 

After substitutions and calculations instead of Eq.(A8) 
we have 

Equation (A9) is the equation of acoustic mode 
diagram for the fluctuations generated by sources 
distributed over a plane in a subsonic flow. If the 
intensities of source generation are equal and do not 
depend on direction i.e. Q ( x ,  y) = Q = const, the 
variables can be separated: 

S2 = Q2 J ,  J ,  (A101 

where J ,  = y z  -, 4 
S n Y  Y 1  

M 2  

x 2  
J x  = j (l+Mcosx) 

X I  

For sources of disturbances equispaced over a wall and 
when measurements are made by a probe mounted on 
the axis of the test section the limits of integration for 
J ,  are -x14 5 y 5 3x14 and 

The limits of integration for J ,  can be defined as 
0 9 x <x assuming that the contribution from distant 
sources is not significant: 

Finally, after transformations and calculations, 
Eq.(AI 1) becomes 

+ 

(A 12) 

This is an equation of hyperbola with a minimum at 
the point (r.,O) 

4+MZ r, =p- 
4MZ +1 

The correlation coefficient Rmro between the mass flux 
and total temperature fluctuations depends only on the 
Mach number: 

and’at high subsonic velocities it tends to unity. 
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AERODYNAMIC DESIGN OF NOZZLES FOR SUBSONIC AND TRANSONIC WIND TUNNELS 

1. ABSTRACT 

Byrkin A.P., Ponomagov S.P., 
Ponomaryova V.S., Filatov A.P. 

Central Aerohydrodynamic Institute (TsAGI), 1, Zhukovsky Street 
140160 Zhukovsky, Moscow Region, Russia 

This report gives results of theoretical considering and 
expcrimcntal researching of pas flows in axisymmetric 
nozzles of sub- and transonic wind tunncls. Two classes of 
nonlc transvcrse contours wcrc invcstigalcd at test section 
flow velocities corresponding to Mach numbers of 
I&4.1-1.0. Cross-section shapes for the first class of 
contours were calculated using the Witoszinski .equation [ 11, 
and for the second class they were determined b y .  the 
equations considered in the present report. 

It is shown that the flow pattern which takes place in the 
considered nozzles, especially at nozzle entries, is not one- 
dimensional. It is found, that the Witoszinski contour is 
unacceptable for a practical implcmentation of representative 
contraction factor and nozzle length-todiameter ratio values; 
the reason is unacceptable negative longitudinal velocity 
gradient value on the wall near the nozzle entry, which can 
lead to boundary layer separation. 

Similar results are given for a gas flow in the nozzles having 
rectangular, circular and octagonal transverse contours and 
also in the nozzle having circular transverse entry contour and 
octagonal transverse exit contour. 

2. NOMENCLATUE 

1 

d 
FFIRZ 
F 
L 

E 

Subscripts 

1 
2 
0 
W 

Q) 

sc 

3. INTRODUCTION 

rectangular coordinate system 
cvlindrical coordinate system 
velocity components in coordinate 
systems mcntioned above 

resultant velocity 
speed of the sound 
Mach number 
stream function 
ordinates of nozzle transverse 
contour in coordinate systems 
mentioned above 
length of curvilinear part of nozzle 
contour 
nozzle diameter 
nozzle contraction factor 
cross-section area 
shape factor of turbulent boundary 
layer 
turbulence intensity 

nozzle entry 
nozzle exit 
nozzle axis 
nozzle wall 
uniform flow 
sti 11 ing chambcr 

The function of wind tunnel nozzle is to s h a p  uniform gas 
flow at n o d e  exit. The mean velocity in nozzle increases 

from small values (in nozzle entry) up to the values, at which 
researches in a wind tunnel will be camed out. 

One of the noz7lc characteriktics is the n o d e  contraction 
factor i.e. the ratio of the entry section area to the exit section 
arca. 

An important requirement imposed to a nozzle is the absence 
of flow separation on the wall, because of the positive 
pressure gradient along the wall at a strongly curved contour 
[2-31. Flow scparation is undesirable, as it promotes the flow 
turbulence intensity increase. One of the ways of reducing the 
positive wall pressure gradient is to increase the nozzle 
length, but it is unacceptable, because viscosity effcct reduces 
the uniform flow corc in the test section, which is of 
particiilar importance for large wind tunnels. 

In the present report, the technique for designing of an 
axisymmetric nozzle contour is described, in which such 
positive pressure gradient is allow4 along the wall that the 
boundary layer separation does not occur. In the line of this 
technique the velocity fields in the nozzle were calculated 
assuming that the flow was inviscid; numerical integration of 
the stream function equation is performed by a relaxation 
method. The nozzle contour of the contraction factor e 1 2  
was designed under the suggested technique; an expcrimental 
research was performed with the purpose to dctermination of 
longitudinal distribution of gas velocities on the nozzle axis 
and wall over the range of Mach numbers of IvL4 .3  - 1 .O at 
a n o d e  cxit. The design and test results are in satisfactory 
agreement. 

The results of theoretical and experimental investigations of 
gas flow through the nozzle having a quasi-rectangular 
cross-sections are also considered in the report. 

Furthermore, the principles and results of designing of the 
T-I 34 cryogenic wind tunnel nozle, having a circumferential 
entry and octagonal exit cross-sections, are considered in the 
report. 

4. CALCULATION OF INVISCID GAS FLOW IN 
SUI3SOMC AXISYMMETRIC NOZZLES. COMPARISON 
WlTH THE EXPERIMENT 

The equation for stream function [4] is used for description of 
the subsonic potential compressed gas flow in the nozzle 
having specified contour rdx), 

In this case it is assumed, that the function rw(x) has 
asymptotes of rdx)=const at x+*. 

This equation is solved in the internal area, limited by the 
nozzle contour (a typical nozzle contour is shown on Fig. 1)  
under appropriate boundary conditions. By the use of 
independent variable transformation, . 

Paper presented at the FVP Symposium on “Aerodynamics of Wind Tunnel Circuits and their Components”, 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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the original region of integration is reduced to the rectangular 
strip of width of q=1 and the'equation to determine the 
function I take the form, 

'where A, B and C are the changeable coefficients, which are 
detexmined by value of Mach number in the design point, the 
nozzle wall coordinate r,&) and also values, of first- "and 
second-order derivatives of the coordinate x (rw(x) and r I(x) 
respectively). 

The calculation of a inviscid gas flow in n o d e  was d e d  
out on the basis of numerical integration of the equation for 
stream function v /  by the rclasation method [5 ] .  

As an example design of subsonic gas flow in nozzle was 
executed by authors; a curvilinear part of the n o d e  contour 
being defined by the Witoszinski formula, 

(OSXS s/J5 ), 

where s is the parameter, related to the length of curvilinear 
part I by the equation J = 61. 

We will note that the Witoszinski formula was used earlier in 
the practice of designing nozzles for wind tunnels in Russia. 

The Witoszinski n o d e  contour with the contraction factor of 
+r,,~/r,t)'=5.4 is depicted in Fig. 1. The reduced length of 
1=4.2 is chosen for this factor c according to the 
recommendation of Ref. [6]. Here and below all the linear 
dimensions are related to the radius of the nozzle exit section 
rd ,  except as otherwise noted. The coordinate of the contour 
interflexion point xi is intlicatcd on the plot. 

Calculation of the stream in the above-outlined n o d e  was 
carried out for uniform flow at nozzle exit section at Mach 
number of a4.3. The distributions of nondimensional 

resultant velocity ( v = Ju' + v' on the n o d e  axis (VoNm) 
and on the n o d e  wall (VwNm) against nondimensional 
coordinate x/dl are shown in Fig. 2. It is seen that zones of 
negative longitudinal velocity gradient on the n o d e  wall 
take place in the vicinity of initial and final portions of the 
nozzle curvilinear part, which can result in a boundary layer 
separation and thereby in an increased flow turbulence 
intensity . 
Besides, calculations of gas stream in the W i t o h k i  n o d e  
are performed at Mach numbers of M, 4.5;  0.8 and 1.0. 
Distributions of Mach numbers on the nozzle axis (MO@)) 
and on the n o d e  wall (M,,(x)) along nondimensional 
coordinate xldl at Mach numbers of 0.5 and 1 .O are shown in 
Fig. 3. Under all considered Mach numbers M, the 
distributions of nondimensional velocity on the nozzle wall 
are VwNt presented in the vicinity of a initial portion of the 
nozzle curvilinear part (VI is the velocity of u n i f m  flow at 
n o d e  entry section) and distributions of values of VwN.,(x) 
in the vicinity of the final portion of the n o d e  curvilinear 
part are also presented. It is Scen that tlie Mach number M, 
along the n o d e  wall vary non-monotonically. We will note 

that the function VdVt practically does not depend on Mach 
number a. Non-monotonicity of Mach number M, (or 
V,,N,) distribution along the x axis is minimal in the vicinity 
of the exit section at Me1.0. 

It is possible to make the conclusion on the basis of the 
obtained results of the calculations that there will be no 
deterioration of the flow quality near nozzle exit section at 
transonic vclocities in comparison with the case of small 
subsonic velocities. 

The calculated distributions of velocities and Mach numbers 
along the Witoszinski n o d e  axis are compared with the test 
data. The test n o d e  had the diameter of n o d e  entry section 
of dl=232 mm, the diameter of exit section of dz=lOO mm 
and length of curvilinear part 1=210 mm. The equalizing wire 
screen were mountcd in the stilling chamber at a distance of 
-200 mm from a junction line of the stilling chamber and the 
node;  drag coeficient of the screen 5=2.0. The cylindrical 
test section with the diameter of 100 mm was jointed to the 
n o d e  exit. 

The following characteristics were measured during the tests: 
static pressure distributions along the stilling chamber, nonlc 
and test section walls; static pressure distributions along the 
axis of symmetru; total pressure distributions across area of 
the test section. 

Comparison of calculated data on gas velocity and Mach 
number distributions on the nodes  wall and axis along the 
n o d e  length with the same test result demonstrated (sec 
Figs. 2 and 3), that the satisfactory correlation takes place in 
the Mach numbers range &om K4.3 to M z l . 0 .  Besides, 
the comparison is testifies, that viscosity effect on flow 
nature is weak and by this reason the presented results can be 
used for wind tunnels with essentially larger linear 
dimensions. 

For conditions which are adequate to the above mentioned 
test conditions (total pressure is close to atmospheric one; 
velocity V=50 - 100 m/s) calculation of shape factor L for 
turbulent boundary layer on the wall of noizlc cntry part was 
performed using the technique given in Ref. [7]. It turns out, 
that the magnitude L exceeds in absolute value its critical 
magnitude. It means, that the boundary layer separation 
should occur at the vicinity of nozzle entry. 

The presence of the boundary layer separation indirectly 
proves to be true by flow pattern visualization on the inner 
surface of nozzle wall with use of oil flow technique. The 
film gets characteristic "scaly" structure under the action of 
gas flow in the vicinity of calculated maximum negative 
velocity gradients. Upstream and downstream from this place 
"beam lines" are inherent in visualized pattern of flow. When 
soot-oil medium was applied on the wall in the form of 
points, the points remained unchanged at4he place of the 
calculated maximum negative velocity gradients but upstream 
and downstream of this place the points were transformed to 
longitudinal "strokes". 

5. CHOICE OF THE ACCEPTABLE NOZZLE 
TRANSVERSE CONTOURS FOR WIND TUNNELS. 
CALCULATION OF FLOW FIELDS AND FLOW 
SEPARATION CRITERIA 

Lengthening of the nozzle is one of the ways for decrease of a 
velocity negative gradient on the n o d e  wall for the purpose 
of prevention of a boundary layer separation at nozzle entry. 
However this approach is undesirable because or now 
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inviscid core reduction in the test section and wind tunnel 
extension. To attain this purpose, other approaches are used 
(see e.g. [2, 31). The dominant content of the work [2] is to 
find the n o d e  contour of finite length, along the wall of 
which monotonous increase of velocity is realized. The Ref. 
[ 3 ]  is devoted to finding the required nozzle contour (within 
of an examined class of contours) wherein negative velocity 
gradient can be realized on the wall, but boundaq layer 
separation docs not occur. Using the technique of [ 3 ]  in a 
simplified form, we can write there the second-order 
derivative of contour curve rw'@) in the form (see Fig. l), 

x - X I  r/(x) = p sin( - x) X I S &  1, 
I-XI 

where a, p are the positive constants and xl is the 
coordinate of the inflexion point. 

Then, after reiterate intcption and using the condition 
r$(O)=O and given value r.,(O) we obtain, 

x: x r, ( x )  = r, (0) - a- - 2a '(x - .rf) + 
n x 

Values of constants a and p for the given contraction factor 
c, length of ounilinear part I and coordinate of inflexion 
point X I  are determined by the condition of r,$)=O and 
constant value rw(l), 

a= rw(0)-rw(') x, P=-a. XI 

X I 1  I-XI 
Contrary to Ref. [3] Eqs. (2) provide a possibility to represent 
the nozzle contour r&) at an analytical form. Due to 
introduction of the additional parameter i.e. coordinate of an 
inflexion point XI into the Eqs. (2), this formulae give the 
family of nozzle contours, in contrast with the Witoszinski 
formula; these contours have the same values of contraction 
factors and lenth-todiameter ratio. At fixed values of 
parameters c and I, we obtain nozlcs contours more flater 
(steeper) in the initial portion of the curvilinear part and, on 
the contrary, more steeper (flater) in final portion of this part 
by changing coordinate xi. 

The curvilinear contours rdx) calculatd under the 
Witoszinski formula (for c=12 and 1=8) and Eqs. 2 (for ~ 1 2 ,  
1=8 and xi2.65), are presented in Fig. 4. The nozzles, 
corresponding to the contours above mentioned will be 
designated as "1" and "2". It is seen in Fig. 4, that the entry 
part of nozzle "2" is flater than one of nozzle "1". 

Here results of flow pattern calculation in the mentioned 
nozzles at Mach numbcr of M z 0 . 1  arc presented in the 
form of distributions VON,, V,N, along longitudinal 
coordinate x. It is possible to see that flater distributions of 
V,N,(x) take place in the nozzle "2" entry part, that 
decreases the probability of flow separation on the wall. At 
the same time, some increase of flow non-uniformity near 
the wall in a vicinity of x=f decreases quickly along wall in 
comparison with nozzle " 1 ". 

Note also that in &se of nozzle "2". being preferable for the 
above reason, velocity perturbations of uniform flow (up to 
0.5 YO) take place at nozzle entry at a distance of b 3  
upstream of the initial portion of the curvilinear part. It 
means, that last equalizing screen in stilling chambcr should 
bc mounted in front of nozzle at a distance, not smaller than 
calculated value of hr. 

Calculations of gas flows in the nozzle "2" wcrc carricd out 
for Mach numbers of M A . 3 ;  0.5; 0.8 and 1 .O; some rcsults 
of the calculations are shown' in Fig. 5 (similar to Fig. 3) and 
are compared with the experimental results. 

The tested n o d e  had the contraction factor of c=12, entry 
diameter d1=232 mm, exit diameter d247 mm and length 
k268 mm. The technique of the test was the same, as in the 
test of Witoszinski nozzle with contraction factor of ~ 5 . 4 .  
Comparison of the calculation and test results testifies their 
satisfactory conformity. 

Calculation of the turbulent boundary layer form factor L at 
the entry part n o d e  "2" was performed for test conditions. 
Despite flatter distributions of reduced velocity V,N, along 
the wall in comparison with n o d e  "I" case, the maximum 
values of L proved to be just below the critical value of the 
factor, in the case of n o d e  "1" magnitude of L exceeds 
critical value. 

The flow pattern visualimtian at the entry part using oil-soot 
film has shown, that under the action of gas flow thc film 
gcts more uniform stnicture in comparison with thc pattcm, 
described in Part 3. It does not allow, howevcr, to make 
conclusion about completely unseparated flow on the nozzle 
wall. 

On the basis of estimations of the form factor L it may be 
considered that unseparated flow conditions can be realized 
in case of n o d e  "3" (see. Fig. 4), which has the length of the 
curvilinear part of 1=10 at the same contraction factor ~ 1 2 .  
In comparison with the n o d e  "2" location of the inflexion 
point xf  does not change, and the increase of I from 1=8 up to 
1=10 is achieved at the expense of a part of the stilling 
chamber so that the distance from last equalizing s e e n  
downstream up to the n o d e  exit section was remained the 
same as in the case of n o d e  "2". 

6. RESEARCH OF GAS FLOW IN NOZZLE OF 
RECTANGULAR CROSS SECTION WITH CUT 
CORNERS 

Experimental research of gas flow was camed out in a 
rectangular cross section nozzle installed in the wind tunnel 
model [8] at V,=70 m/s. The nozzle contraction factor was of 
~ 4 . 4 ;  shape and dimensions of nozzle entry and exit 
cross-section of curvilinear parts are shown in Fig. 6. N o d e  
length 1=1100 mm was chosen on the basis of the 
recommendation of work [6].  Considering that the greatest 
longitudinal positive pressure gradients can occur in right 
comers of nozzle cross-section the comers were fabricated 
oblique at 45". The nozzle walls contours ydx)  in the plane 
of A and zdx) in the plane of@ are shown in Fig. 6. All 
linear dimensions are related here to the half-height of nozzle 
yw~ at the exit section. 

We note, that the contours ydx) and Mx) agree close to the 
contours calculated by the Eqs. (2) at ~ ~ 1 . 5  and above 
specified the nozzle linear dimensions. 
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The flow characteristics in nozzle were estimated by its 
quality in the test section and by longitudinal pressure . 
distribution along the nonle mis and axes of symmetry of 

out a service of the "distance adapter", (liereinaflcr wc shall 
use the term "adapting nozzle") which cross-section sliapc 

three surfaces (sec Fig 6):  uppcr, latcral and angular 
(obliqued surface). So, a uniform flow was obtained in the 
test section with reduced static pressure non-uniformity 
(related to dynamic pressure) of 5 f 0.2%. Flow turbulence 
intensity E calculated through the use of measured values of 
longitudinal velocity components is equal to 0.075 - 0.090%; 
the measurements were made in cross section, located in half 
way along solid wall test section. These data testify to rather 
high flow quality in the wind tunnel test section, and it can 
be assumed that a flow separation on walls at n o d e  entry 
part did not arise. As the tests results show [6],  when flow 
separation occurs in nozzle, it makes flow quality in nozzle 
exit worser. 

Distributions of values VJVm were calculated on the basis of 
the longitudinal pressure distributions along of nozzle axis 
and along axes of symmetry of the upper, lateral and angular 
walls; results of calculation are given in Fig. 6. Here 
subscript 3'' refers to the chamcteristic cross section points 
which are marked by digits "On, "1", "2" and "3". As can be 
seen from the Fig. 6 increased spread of test points take place 
at the nozzle exit section which can be explained by some 
departures of real nozzle contour coordinates in this section 
from the designed contour due to n o d e  fabrication. 

The test results are compnrcd with tlic rcsults of calculation, 
performed by analogy to work [lo]. The presence of cut 
comers of the rectangular n o d e  contour was not taken into 
account. 

It can be seen graphically in Fig. 6 that on the.largest part of 
the nozzle 1etikt.h the calculated data agreed satisfactorily 
with experimental results on the nozzle axis and on the axes 
of symmetry of the upper and lateral walls. The experimental 
distributions of V3Nm(x) diffcr from the calculated onc on 
the angular panel. They have appcarcd close to the 
distributions on the upper (VINm (x)) and lateral (Vz/Vm(x)) 
walls. Thus, flow pattern in the rectangular nozzle with 
cutted right comers comes nearer to the axisymmetric stream. 

The final flow equalizing occurs in the test section at a 
distance of half of its caliber. The tests have confirmed the 
obtained earlier theoretical deduction that the nozzle contour 
affects the flow in stilling chamber upstream at a distance up 
to 0.5 dw. 

7. DESIGN OF ADAPTIN G NOZZLE 
CIRCUMFERJWTIAL ENTRY CROSS-SECTION AND 
RECTANGULAR EXIT CROSS SECTIONS WITH CUT 
RIGHT CORNERS. EXPERIMENTAL RESEARCH OF 
THE NOZZLE 

The nozzle is one of critical clements of the 625x625 mm 
cryogenic transonic wind tunnel T-134 designed of TsAGI. 
The nozzle h c t i o n  is acceleration of gas flow from Mach 
number of M A . 0 5  (in the stilling chamber) to design 
velocity in the test section up to the sound speed (hL=l.O) 
inclusive. 

Besidcs common rcquircmcnts, that clln be imposed to the 
nozzle (the provision of flow uniformity and unseparated 
sb'eam), additional condition of wind tunnel design 
optimization was laid down in this case: the stilling chamber 
should have a circumferential cross-section, and the wind 
tunnel test section should have a rectangular cross-section 
With cut right corners. By this means, the nozzle should carry 

changes from circknf&ential to octagonal; simultaneously 
the n o d e  should carry out its general aerodynamic service. 
The main part of nozzle, contiguous to tlic wind tuiincl tcst 
section represents a part of original nozzle with octagonal 
shape of cross section.The other and smaller part of nozzle, 
beginning from stilling chamber, is designed as the adapting 
nozzle; for the decision of the problem of adapter designing 
specialized computer graphic system was used. The 
configuration of adapting nozzle of wind tunnel T-134 is 
shown on Fig. 7. 

In the basis of development of the nonle adapter the 
following principles were fixed: 

a). The surface of a through-flow part of the adapting nozzle 
should consist of four wide and four narrow surfaces single 
(longitudinal) curvature, i.e. cylindrical ' surfaces, being 
upstream extensions of wide and narrow sides of octagonal 
test section. The eight double curvature surfaces should be 
placed between them. 

b). The double curvature surfaces should connect wide and 
narrow single curvature surfaces in the nozzle cross sections 
by arches of a circle under the radius of r variable along 
length of the adapter: from r = rw at the nozzle inlet to ?CO at 
the n o d e  exit. 

c). Values of first-order derivatives r,' at pFconst for surfaces 
of single and double curvature should be equal to each other 
on the lincs of their connection. 

d). The distribution of the cross sections areas F(x) of an 
adapter should be the same as to the designed (original) 
octagonal nozzle. 

Calculation of the coordinates yw(x)=z,(x) of the original 
octagonal n o d c  with chosen contraction factor of c = E 7  and 
reduced length l/r,=2.3, are calculated under the Eqs. (2); 
this n o d e  was the basis for the desigriing the adapter. 
Projections of the change lines between wide and narrow 
nozzle sides onto the plane of yz (see Fig. 7) are straight 
lines. The narrow side width at the nozzle exit, related to the 
test section height, was set to be equal to 0.1; width of 
n m w  side at nozzle entry was detennined from the. 
condition, that the original nozzle area at the nozzle entry is 
equal to the area of stilling chamber cross-section. 

Stipulated above conditions allow to determine a three- 
dimensional geometry of a through-flow part. 

Longitudinal contouring the adapter surface was pcrformcd 
through the use of two-dimensional spline fictions ensuring 
continuity of the coordinates and their first-order derivatives 
at nodal points. The latter ensured smooth easement of 
connection between round cylindrical stilling chamber and 
the octagonal contour of the original nozzle. 

The 1 /5-scale adapting n d e  wood model of the wind tunnel 
T-134 was fabricated and then it was tested in a gasdynamic 
test bench. 

The test longitudinal distributions of Mach nrimbcrs 
(M,,.-vs.-x/r,,) on the nozzle wall at values of coordinate of 
p=O and 45" and Mach number .in uniformly stream of 
M 4 . 5  are shown in Fig. 8. Mach numbers M, are 
calculated under the measured ratio between static pressure 
on the nozzle wall and the total pressure in the stilling 
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chamber. The calculated and experimental curves of Mach 
numbers M, distributions coincide practically and they are of 
monotonic type of curves at p = Oand 45O. 

The ,satisfactory experimental data obtained on the n o d e  
model suggest to apply above mentioned principles of 
designing of the adapting n o d e  in case large-scale wind 
tunnels. 
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F i m  2. Reduced velocities profile VON, and VWN, along x coordinate in Witoszinski node, c = 5.4. 
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Figure 3. Mach numbers profile MO, MW and reduced velocities VWNI,  VwN, along x coordinate 
in Witoszinski nozzle (c = 5.4) at M, = 0.3; 0.5; 0.8 and 1.0. 
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Figure 4. Contours of Witoszinski nozzle (nozzle’r”) and recommended contours (nozzles”1” and”3”) at c=12. 
Reduced velocities profile VON, and VWN, along x coogdinate at M,=O.l. 
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Figure 5. Mach numbers profile MO, MW and reduced velocities profile VWNI and VWN, along x coordinate in nozzle 
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FiPure 6. Contours of octagonal cross-section nozzle y d x )  and zw(x). Reduced velocities profile VjNm along x coordinate. 
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Firmre 7. Geometric characteristics of nozzle adapter. 
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Firmre 8. Mach number profile MW along x/TK coordinate in n o d e  adapter at cp = 0 and 45" (M.0 = 0.5). 
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ME'I'IIOU FOK TIIIC CAI,CUINION OF 21) SUPERSONIC VAKIAHLE NOZZLE CONTOURS 

V.P. Verkhovsky 
Central Aerohydrdpamic Institute ('IsAGI), Lhukovsky, 1UJ 

ADSTKAC'f 

The report considers a supersonic adjustable n o u k  including 
ii rigid acceleration-section and a llexible smoothing-section. 
These are proposed to be designed by the method that 
ensures a Mach number lield uniform (within 1% error) in 
the characteristic rhomb for a ccrtain Mach nuniber range, 
while requiring only a few adjustment points (where 
hydraulic actuators are attached). The method is based on 
numerical analysis of flow in a n o u k  whose flexible section 
is described by a cubic spline. 

Consideration is given to nwAes with a maximum angle of 
the acceleration section of 10  through 18", which me 
intended to provide the exit Mach number of 1.2 to 4.0. It is 
shown that using thrw or four adjustment points in noulcs 
with inclination angles of Icss than 12" ensures the 
characteristicrhomb llow nonuniformity of no greater than 
O.S%, and for angles Icss than 17" the flow nonuniformity 
does not exceed 1 %L 

In order to allow for air viscosity in noulcs designed to 
M<S.O, a general relation between the boundary layer 
displacement thickness and the Mach nuniber is proposed. 

NOM13NCLA'IIIKE 

optimum setting (the vertical coordinate) of 
drive # In 
semi-height of the nwzlc throat 
semi-height of the no/!.Ie exit section 
lengths of shaped and straight portions of 
rigid acceleration section, respectively 
length of flexible wall 
length of rigid portion at the no7xIe oxit 
hinge lever length 
length of supersonic portion of nozAc 
Mach numbcr 
no-[& exit Mach number 
nozzle design Mach number 
noule profile curvature radius at the nozle 
throat 
Reynolds number 
Cartesian coordinates (x is rnasured from the 
throat, und y ,  from the no-ale axis) 
angle of .setting the straight acceleration 
portion (measured from the x axis) as required 
for attaining the design Mach number M, 
optimum angle of acceleration portion of wall 
angle of acceleration portion for a Mach 
number M, 
boundary layer displacement thickness 
"eKectivc" boundary layer displacement 
thickness 
additional angle to compensate for boundary 
laver 

M/M=(M,,- mean flow nonunjformity in the characteristic 
M,T,b,)RMma, rhomb at the nomle axis. 

I .  INIRODUC'I'ION 

There exist a number of wind tunnels in which use is made of 
planar suprsonic adjustible no/zles that have rigid 
acceleration portions and Ilexihlc smoothing portions, see 
11 - SI. These nouks  cnsure gas flow with acceptable 
amount of nonuniformity, AMIM<lO/o, while cmploying a few 
( I  - 7) adjustment points. In the noules whose inovablc 
walls are c0rnpow.i entirely of flexible plates the amonnt of 
driven points is as large as IO through 30. Ilccreasing the 
number of the points docs notably simplify the no7zk control 
system and improves its operational reliability. As a nile, the 
maximum inclination angles of an acceleration portion in 
such designs docs not exceed 12". It is often necessary to 
make an adjustable n o d e  shorter, for which reason the 
acceleration portions are set to greater angles 00. 'lhe present 
article studies gas flow in an adjustable norule with 
inclination angle 00=lO - ISo, designed for M,=4. 

2. COMPUTAI'ION PROCEDURE 

1;igure 1 schematically represents the adjustable no-rile. 
Movable walls include a rigid acwleration-section and a 
llexible smoothing-section. Ibe rigid section in the vicinity 
of the throat (over a length LI) may he described by a rourth- 
order polynomial that is continued in the downstream 
direction as U straight line with the length 14.  Installed at the 
rigid section is the drive # I intended to specify the throat 
height. At the exit of the rigid section is the drive # U for 
setting the acceleration-section inclination angle 00. Ihe 
smoothing portion of the noule is ii constant-thickness 
flexible strip whose length is 1.3. The flexible wall is 
attached to correction drives. Figure 1 represents the drive 
# I11 only; if necessary, the total number of the drives may be 
increased. At the exit from the nozzle there is a rigid straight 
portion of length 1.4 which is used to set (by means of the 
drivc # IV) the inclination angle at the right-hand side of the 
flexible portion in order to moderate the boundary layer 
cfkcts. I-lere, 1-I is a semi-height of the nomle exit section. 

At the initiatory stage, the main geometric parameters (00, 1-1, 
and I,!) are specilied and the problem is to "compute the 
contour" that ensures flow at the exit with a design Mach 
number M,. The computation is carried out within the 
assumption of radial flow along the closing characteristic AB 
in the ac~xlcration portion (refer to Fig. I ) .  Ihe enbrt 
produces all geometric characteristics: h, (semi-height of the 
nozle throat), 1 , ~  (length of straight portion), 1,3 (length of 
flexible wall), I,8=I,~+I,~+L3+124 (length of supersonic portion 
of 1107Zk), KO (noule profile curvature radius at the no7zk 
throat), shaped put end coordinates (XI, yl) and acceleration 
section end coordinates ( X I ,  y z ) .  In this analysis, x is 
measured from the noule throat. I h e  flexible wall is 
described by a cubic spline function: 

Here, k the total number of correction points, x, the abscissae 
of the drive attachment points, uz and b, the spline 
coefficients; U(x-x,)=O or I for XQ, and x;,x,, respectively. 

Paper presented at the FVP Symposium on "Aerodynamics of Wind Tunnel Circuits and their Components", 
held in Moscow, Russia, 30 September - 3 October 1996, and published in CP-585. 
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When identifying the spline coefficients, use is made of 
conditions imposed on ends of the flexible strip and on the x, 
points of application of concentrated loads, where ordinates 
of the n o d e  are prescribed. 

The optimal contour of an adjustable n o d e  is outlined in the 
following way. Calculated at the first stage is the gas flow in 
the n o d e  having three drive points I, II, and IV (the 
correction drives are not involved). For each Mach number 
M,<M, we should determine the optimum acceleration- 
section angle &,, at which the flow nonuniformity in the 
characteristic rhomb is at minimum. This calculation 
provides the optimum angle as a function of M for the entire 
range: O,,=f(M,). Analyses show that the function B,,=f(M,) 
may without notable degradation in nozzle flow quality be 
approximated by a function O,,=f(M,) for an adjustable 
n o d e  whose acceleration section rotates about a point C. 
Such contours can be implemented by using two simpler 
structural concepts in which the n o d e  is controlled via two 
actuators I and IV. The first concept is to insZall a hinge at 
the point C and rigidly link the acceleration section with the 
hinge. The second concept is to make the actuator I move two 
points I and II, thereby specifying the throat height (h*,) and 
the acceleration-section inclination (eo,). Displacements of 
the points I and II must be proportional to a certain constant 
value and make the acceleration section be rotated around an 
equivalent hinge at the point C. 

To additionally improve n o d e  flow the option is to employ 
correction drives attached to the flexible strip. Assuming one 
drive, two drives, etc., their coordinates are sought for so as 
to minimize the rhomb flow nonuniformity measure ( AMM). 
Calculation shows that in nodes  with &<18" for M=l - 4 
the value AMM<l% may be attained by installing one drive 
in the interval from L3/3 to L3R. 

Flows in the nodes  were computed by the method of 
characteristics for inviscid ideal gas with adiabatic exponent 
of 1.4. Isentropic n o d e  profiles are formed by decreasing the 
nozzle ordinates by the boundary layer displacement 
thickness 60* which may be assumed to vary linearly: 
60*=A&x (A00 is an angular correction). This means also 
that the boundary layer is present at the throat. The value 60 
depends on Mach number: A8o=0.0017MI; for more 
information refer to section 5 below. 

Flow in the n o d e  was computed starting from the throat, 
assuming a straight characteristic that corresponds to 
M=l.OOS. The total number of points on the characteristic 
was 30. In this case the gas flowrate along secondary 
characteristics is constant within 0.05%. 

3. COMPUTATION RESULTS; COMPARISON WITH 
TEST DATA 

Figure 2 represents theoretical and experimentally obtained 
flow fields in the available adjustable n o d e  that offers 
M,=0.4 - 3.5. The nozzle exit semi-height H is 1125 mm, 
and the maximum inclination angle of the straight 
acceleration-section at Mp=3.5 is equal to 10.5". 

The n o d e  was manufactured before accomplishment of the 
present study. Therefore the rigid acceleration-section was a 
circular arc with a radius I+4000 mm matched with a 
straight line whose length LZ was 2265 mm. The flexible 
strip length L3 was 6023 mm. The profile has been optimized 
by using the above technique. The profiles of the n o d e  with 
an optimum angle Oopt (without involving the correction drive 
IU) ensure a rather high quality of n o d e  flow: the flow 

nonuniformity in the rhomb does not exceed 1.1% for Mach 
number M ~ 1 . l  - 3.5. Correcting the shape by the dnve m 
improves the n o d e  flow: AMM<0.7%. 

Figure 2 represents theoretical and real distributions of Mach 
number along the symmetry axis for three shapes which were 
designed to be operated at Mi of 1.7, 2.0, and 2.5 (note tlmt 
X = x/H, and the coordinate is originated at the exit section; 
hereafter, all dimensions are referred to the exit section semi- 
height H). The lower part of Fig. 2 depicts the M 1.7 n o d e  
shape and the Characteristic lines of flow. In the experiments, 
the Mach number fields were obtained by measuring the total 
pressure in a stilling chamber and the static pressure at side 
walls (through pressure orifices in the n o d e  symmetry 
plane). In general, the theoretical and experimental Mach 
numbers along the n o d e  axis may be said to coincide. 
Nonuniformity of experimental fields in the rhombs are 
within tolerance: AMM<l%. The function M(x) shows 
breakpoints caused by discontinuity in curvature at the point 
where the circular arc makes contact with the rigid straight 
section; the disturbance propagates downstream along the 
characteristics. Calculations show that eliminating the 
acceleration-section curvature discontinuity may reduce the 
nozzle flow nonunifomfity to below 0.5%. 

Figures 3 through 5 demonstrate results of parametric 
analysis of flow in the nodes  with the acceleration-section 
inclination angle &10 - 18" for Mi=1.2 - 4.0; H=1000 mm. 
The problem was to optimize the shape 111 order for flow in 
the characteristic rhomb to be uniform (in terms of AMM) 
within 1%. 

Computation showed that nodes  without correction 
actuators offer flow with nonunifomiity of over 1%. By 
correcting the contour through the use of the drive m 
installed at the distance of 0.4L3 from the upstreammost point 
of the flexible strip the n o d e  flow quality gets improved 
notably, see Fig. 3. 

Nonuniformity in nodes  with inclination angle 80 of 100 and 
12" is 0.5%. Increasing the angle does degrade flow, and the 
nonuniformity reaches the tolerance value (1%) at &=17". 

Figure 4 demonstrates how Mach number influences the 
optimal correction (Dy3) to the shape of the flexible strip 
driven by the actuator III. The correction is of significance for 
flows with M>2; in the case of lesser Mach numbers it is 
useless because flow nonuniformity is insignificant. 

Figure 5 represents the supersonic part length L, and the 
tlexible strip length L3 as functions of the acceleration- 
section inclination angle Bo. Note that the supersonic part 
length notably decreases with the angle 00, whereas the 
flexible strip length decreases only slightly. Mainly, the 
nodes  get shorter due to shortening of the rigid acceleration- 
section. 

4. ALLOWANCE FOR GAS VISCOSITY 

Viscosity is taken into account in considering the movable 
walls only (as the flat side walls remain parallel). The 
approach is to decrease the derivatives by a constant angle 
correction 80. The upper wall ordinates are decreased by the 
"effective" boundary layer displacement thickness (which is 
double the boundary layer displacement thickness, i.e., 
60*=26+); it is calculated by using, &*=A&. The angular 
corrections may be established tiom either the theory or 
experiments. For instance, Reference [ 11 suggests an 
empirical relation ABo=0.0028M+0.0002; Reference [6] 
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proposes A&0.0037(Mi-1) for a two-dimensional 
supersonic n o d e  with a square exit section. The 
experimental studies in [l] showed that these formulas 
provide overestimated values of A60 when Mp3.0. 

The present approach has been to generalize the test data on 
turbulent boundaq layer displacement thickness 6" in planar 
and axisymmetric supersonic nozzles for various numbers M 
and Re. As a result, the following relation is suggested: 

0.04. Mi 15Mi15 

0.04 O l M i  It. I 6 .  
r, 
- Reo.2 = 

It does well approximate the available test data for M=O - 5. 
With this, the angle correction is computed as, 

In particular, a simplified formula is ASO=o.OOl7.M~ if 
Reynolds number is computed assuming the 300 K stagnation 
temperature. The Pitot pressure PO at M ~ l . 0  is equal to 
150 kPa and varies linearly: 

(thus reaching 0.5 MPa at Mi=5). 

5. STRENGTH, FORCES AND MOMENTS 

With the nozzle profile optimized, the thickness h of the 
flexible wall should be defined and the actuator forces 
estimated. 

The thickness of the flexible wall is computed by, 

Here, (T the allowable tensile stress, p the Poisson'sratio of 
the structural material, E the Young's modulus, supJy (x, Mi)[ 
the maximum value of the second-order derivative of the 
profile curve of the nozzle with the exit Mach number Mi. 

The bending moment Mk&) is calculated as 

Mbend(X)=Dby"(X, Mi) 

where &=Eh%/12(1-pZ), B is the width of the flexible wall. 
Concentrated loads for the ends of the flexible wall (at FXZ 

and FX~) and for x=x3 are estimated using 

P(~z)=Dby"' (JZ, Mi); P(x~)=&Y"' (~4 ,  Mi); P(x~)=P(x~)-P(x~). 

The forces applied to the rigid part of the adjustable n o d e  
are computed on the basis of equilibrium conditions for the 
rigid section. 

Analyses indicate that the second-order derivative of the 
profile is maximum in the nozzle intended for the design 
Mach number (Mi=Mp); the respective point is at the joint of 
rigid and flexible parts. The value of y"(x2) is 30x 10" 1 hnm. 
With this, the strip thickness h may be as great as 50 - 100 
mm. The maximum force from the correction drive, P(x3), 
does not exceed 100 kN. 

6. IDENTIFYING THE INFLUENCE FUNCTION 

To correct the Mach number field, one should know the 
influence functions that show how deviations of actuator 
attachment points affect the Mach number in the 
characteristic rhomb. These functions are also necessary to 
define the tolerable errors in drive installation when 
preparing the automatic control system for the adjustable 
nozzle. The intluence function for each correction drive may 
be obtained by calculating the flow in the nozzle with 

- the profile for Mach number prescribed and 

- the profile in which the drive attachment point ordinate is 
deflected by an increment Ah (the unit deflection - for 
example, Ah=lO mm). The flexible wall shape, yb(x), can 
be described by the relation, 

yb(x)--Y(x)* q ( ~ , ~ j ) ~  

where xj is an abscissa of a drive attachment point (in the 
example computations it is taken to be x3); 

q., xj) = .(.,.,)I.(., 'Y,), x = ( x  - x 2 ) I  L; 

x . =  x . - x  IL; L = x 4 - x 2 ,  
J ( J  2 ,  

q(x,x,) = -(1- xJ2 (1 + 2x,)(x)3 + 

+3 (1 - fJZ (x,)(x)2 +( f - f,)'U( x- F J ) ,  

Calculation provides Mach number fields for original flow, 
m=fi(x), and disturbed flow, mb=f2(X). A difference 
between these is just the influence hc t ion  AM=Ki(x) for the 
drive point (x,) after deflecting the ordinate by Ah. 
Dependence of the n o d e  avis flow nonuniformity on the 
n o d e  deformation may also be obtained by employing the 
linear relation of the local flow nonuniformity parameter 
MA4 to a local nozzle angular deviation Atgo 

where C(Mi)=2( l + ( a + l ) L 2 M ~ ) / / ~ ,  Atgo =q(Z, Tij). 

This relation does not allow for interference of disturbances 
from the n o d e  profile. For taking these into account the 
following formula is recommended: 

AMM%(Mi)AtgO 

k 

g=l 
mM=C(M) C(Pg(C>xJ)> 

Here, a{, x,) is a function derived from the function 
q(F, x,) over an interval [xg-l, xg] by means of a substitution 

which refers the function to the interval [0, 51; k is the total 
number of acts of reflection of the disturbance from the wall. 
Calculation shows that the linearized theory provides the 
nonuniformity extent very close to prediction by exact 
methods. 

- 

Let us determine the allowable error in the correction drive 
III installation ordinate; here, use can be made of the linear 
dependence between the flow nonuniformity and the local 
angular defects. Evaluate the maximum flow nonuniformity 
in the case of the correction drive installation ordinate 
deviating by Ah. The maximum value, (AMhl),,,ax, depends 
on the maximum angular defect: (AMRVI),,,~= 
C(Mi)CpA,(X,X3). The correction drive is at the distance of 
0.4L3 from the upstreammost end of the flexible wall; 
therefore, the maximuin is close to the case of the correction 
drive being at the center of the flexible wall: 
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where L=L3L? 

For the Mach number range from 2 to 4 the function C(M,) is 
approximately 9. So the maximum nonunifomlit); may be 
evaluated as 

(AMiM~,&,0+3Ah/L 

Numerical analyses show that, if MlS! .5 ,  the maximum 
nonuniformity extents computed by the present equation and 
the exact methods are almost identical. If M'd.5,  the 
maximuni nonunifomuty extent from the present equation is 
half the real value; this is because the equation does not take 
into account interference of disturbances from the flexible 
wall. 

By fixing the allowable nonuniformity, the allowable error in 
drive III installation is 

L 
(!u)alwbl=f ( M M ) a l w b l .  

3 

For the nozzle under study (with the exit height 
3II=1000 mm) the length L is 3000 mm. If the allowable 
nonuniformity is 0.002, then the allowable error is 2 mm for 
M,>?.5 and is twice this value ( i c ,  4 nun) for M i O . S .  Note 
that the greater the number of correction drives, the tighter 
the drive installation ordinate tolerance. For example, if two 
correction elements are used (L=3000 mm), the allowable 
value (/Ih)dwbl is only 1 . 3  mm. 

To determine the allo\vable error in drive II installation 
ordinate, we can use the linear relation between the flow 
nonuniformity extent ilMM and the angular defect Atg8 of 
the rigid acceleration-section. We may assume that the drive 
II is at the end of the acceleration-section (at the point xz); 
also, variation of the drive ordinate is related to the angular 
defect by AhzLABo (L=yz/sinBo, the distance from the source 
to the acceleration-section end); in this case the drive II 
installation ordinate tolerance is: 

L 
(lu)alwbl=f 7 ! L m h f ) a l w b l  

& 

A minimum value of the allowable deviation is for Ml=4.0; it 
depends on the acceleration-section inclination angle 6 
specified. For example, if 6=10D and the nonuniformity 
tolerance (L\M/M)al\,.bl=0.002: then h v e  II installation 

ordinate tolerance llhalwbl is 3 nun; for a nozzle ~ 4 t h  86;18" 
the tolerance is 1 n m .  

Let u s  address the drive I instaIlation ordinate tolerance. It 
mainly influences the nozzle throat height setup and the exit 
Mach number M, deviation. Flow nonuniformity in the 
characteristic rhomb is varied insignificantly in this case. 
Therefore, the drive I installation ordinate deviation Ah1 may 
be replaced by a throat height deviation Ah.. A relationship 
between Ah. and the n o d e  exit Mach number MI deviation 
is found by proceeding from the gas flowrate conservation for 
the throat and the exit section: 

Ah*=H[G(M,+M)-C;( MI)], 

Here, G(M,) is the gas dynamic function for the equivalent 
flowate. Computations show that, in a n o d e  for M,=l.5, a 
throat semi-height deviation by Ah.=ltl mm implies exit 
Mach number error AM--10.003 (i.e., llM/Mc0.001?) - 
whereas at Ml=4.0 the deviation is 39.013 (with M M  
being M.003). 

In general, the nozzles under study (with FI=1000 mm and 
Ml=l. 1 - 4.0) can tolerate a drive installation ordinate error 
Ah. of 1 -3nun. 
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Figure 2. Comparing results from theory and experiments 

Figure 3. Flow nonuniformity AMM vs. Mach number M in nodes  with angle 00 = 10'-18' 
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Figure 4. Dependence of correction DyVt on M for nozzles with 00 = 10"-18" 
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GENERAL DISCUSSION 

FDP Fall Meeting in Moscow, Russia 

R. Bengelink, Boeing ComDanv. U.S.A. 
This is the final session of this Symposium. I think most will agree 
that this has been a very historic meeting. It is also unique 
because we had very close to 50% participation from both Russian and 
Western contributors. We also had two Technical Evaluators. It is 
the practice of AGARD to have a Technical Evaluator sit through all 
of the sessions and then give his opinions at the end as to the 
content of what was heard and how it matched what we were trying to 
accomplish with the symposium. In this case we have asked two people 
to do that, one from Russia and one from the West. I would like to 
begin this session by asking for the reports of those Technical 
Evaluators, and we will start with Dr. Vasily Roukavets, from TsAGI. 
Dr. Roukavets was also a member of the Program Committee and 
contributed significantly to the success of this meeting. Now he 
will give us his evaluation of the content of the meeting. 

V. Roukavets, TsAGI, Russia 
Dear Ladies and Gentlemen, before I start my short analysis, I would 
ask your permission not to name the authors. While analyzing the 
reports, I will refer only to the numbers of the reports as they are 
presented in the program. The reports representing the 79th 
Symposium of AGARD confirmed very well that the topics that we 
discussed today are up-to-date and they are actual. By now we have 
about 500 air wind tunnels in the world, and they are still 
continuously being designed everywhere. The creation of new wind 
tunnels, as a rule, is based upon the known prototypes with 
consideration of the experience of their operation. At the same 
time, the evolution in the creation of the aircraft requires the 
upgrading of the existing wind tunnels, especially concerning the 
full-scale configurations, at the same time maintaining the l o w  cost 
of the new developments. The analysis of the presented reports shows 
that all of them have been aimed at resolving this task, and in some 
aspects we have quite good achievements of several groups of 
researchers. It is quite natural that a big importance is placed on 
the upgrading of the existing wind tunnels and for building the new 
ones. This is the experience shown in the reports 4, 8, 11, 16, 18, 
19, 20,  21, 23, 25,  2 6  and in some others. Out of these reports, I 
would like to mention specifically report Nos. 16, 19, and 20 which 
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were aimed at resolving the problem of interference of the walls of 
the test sections which showed the different approaches of how they 
achieved good results. The results of investigations shown in Nos. 
18, 21 and 22 reports contain specific recommendations on expanding 
experimental possibilities of aerodynamic wind tunnels, considering 
their safety and reliable operation. Information which is contained 
in report No. 26 confirms the well-known truth, how risky it is to 
create big structures without detailed preinvestigation of not very 
well-known phenomenon processes. Report No. 27 shows a possible 
solution of the problem described in Report No. 26. Many reports have 
been aimed at achieving high quality of the flow which would 
correlate in the level of turbulence and uniformity of parameters to 
the flight experience. 

Positive estimation in these aspects were given in Nos. 15, 28, 33 
and 31. No. 17 was a very good report; unfortunately it was aimed at 
the partial problem, some specific configuration of the test section, 
and it did not give us global recommendations. But knowing that 
similar facilities exist in other places, we can follow some of the 
results of this investigation. Considering the increased interest of 
the use of the wind tunnel to the test sections with the free flow, 
which simplifies the access to the tested object significantly, I 
would like to mention the report which was aimed at the improvement 
of the flow quality and improving the geometrical parameters. Nos. 
13 and 24 are of interest regarding new methods of creating airflows 
of good quality, but we think that more investigations are required 
for the implementation. I feel a great respect for the investigators 
of paper No. 11, the ETW wind tunnel. Unfortunately, the ways of 
achieving the high quality of the flow and efficiency of the wind 
tunnel and other parameters are not very well known in the world 
practice, and it may have a determining effect as to giving 
recommendations for new wind tunnel designs. In general, all the 
presented reports have a lot of useful information which will serve 
the future evolution and progress in the creation of modern air wind 
tunnel technology, and the authors of the articles have my 
acknowledgment and respect. I would like to say a big thank you to 
everybody; to those who made the presentations and to those who 
listened to them. I would like to wish you success in the practical 
implementation of the information achieved. 

As a result, I would like to point out one more aspect of today's 
Symposium. In some reports it was seen, we are talking here about 
the international character of the investigations, we can talk about 
the integration between the scientists of different countries to 
resolve different aspects of the problems, I would see it reasonable 
and useful for expanding this integration, to hold similar symposia 
on this subject; to hold them once every 4 or 5 years, regularly. 
Thank you very much for your attention. 
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I. R. Benselink. Boeinq Company, U.S.A. 
Thank you Dr. Roukavets. The other Technical Evaluator is Dr. Frank 
Steinle, who worked at NASA, Ames, for many years as an 
experimentalist and as the administrator responsible for these wind 
tunnels. He is currently associated with support to the AEDC wind 
tunnels at Tullahoma, Tennessee. 

F. Steinle, AEDC, U.S.A. 
Mr. Chairman, Members of the Fluid Dynamics Panel, Colleagues, Ladies 
and Gentlemen. I thank you for the honor of serving as one of the 
Evaluators of this historic Symposium. I am awed by the scope of the 
material presented and the accomplishments of the authors. 
Consequently, I believe that it will be far easier to overlook or 
underappreciate an important point or concept than it will be to give 
an evaluation that captures the spirit of this Symposium. 
Nevertheless, I will try. This Symposium, for its historic 
significance alone, is an unqualified success for it signifies the 
potential unity in a technical community of those who are about the 
business of developing, operating, and utilizing experimental ground 
test facilities. We are scientists, but we are also artists, for 
much of what we are about is an art. And, as artists, for a time we 
can forget that we are also competitors, on occasion, and we can come 
together to appreciate and to assist each other in the practice of 
our art. And, as the product of artists, the papers presented stand 
on their own merits. Consequently, it is not my intention to march 
through the Agenda giving a paper by paper assessment. The approach 
I plan to follow is to highlight some of the challenges that we face 
both now and in the future and then relate what we have learned here 
to those challenges. Further, I hope to highlight issues that will 
lead to discussion and ultimately will serve to improve both our art 
and our science. The first challenge that is seen is the assurance 
of a continuation of scientists and engineers who are artists in our 
craft. The topic of this Symposium is, "Knowledge and ongoing 
research on the aerodynamic design and evaluation of ground test 
facilities, focusing primarily on wind tunnels, in order to provide 
to the designers of experimental facilities an opportunity to 
exchange information, ideas and vision". It is my contention that 
without the people who know how to use the facilities well, the 
answers produced are more likely to be a hindrance than a help. The 
concept being suggested is a classic one in the systems engineering 
sense, namely, that the personnel (that would be not only their 
persona, but their intellect and their knowledge) are a subsystem of 
what should be the proper systems definition of a ground facility. A 
hint of this concept was found in paper No. 2,  by Lynch and Crites, 
where in the summary portion it is noted that "The need to have a 
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thorough knowledge of the important flow physical features...", and 
also 'to adequately understand and identify wind tunnel flow quality 
requirements and effects on data quality, accuracy and adequacy" are 
very important. Well, what is then required of the people who are to 
carry on? What skills and experience are required? What working 
relationships must they develop between their peers, their customers, 
their suppliers, managers, subordinates, and also their competitors? 
You will note that this list transcends technological issues, which 
really was the focus of this conference. It isn't enough to be able 
to compute from first principles or to comprehend and improve on 
something that has been done before. 
transfer that must take place to prevent a repeat of past mistakes 
and to assure continued advances in the years to come? That is the 
real challenge of continuity. You can look at the age of all of us 
in this auditorium and you can think about who is going to carry on. 
It is getting harder. 

How do we help the critical 

Moving on the second challenge. 
Prof. Bedrzhitsky and Dr. Roukavets, it was noted that, "the 
experience of the development of the wind tunnels for the 
Chaplyguin's Laboratory has shown that the best results are achieved 
under close cooperation and reciprocity between the customers, 
designers and operators". Well, that laboratory was completed, 
according to the paper, in 1931 and ever since then TsAGI has 
followed this philosophy in the continuous improvement of their 
facilities. There are two key words mentioned here: cooperation and 
reciprocity. The achievement of optimal cooperation and reciprocity 
to meet the future's challenges won't happen without focus. This is 
our second great challenge, but it is also related to the first one. 
From an integrated perspective, what do we need from each other? 
That is the reciprocity part. How best should we cooperate? Dr. 
Roukavets has just recommended to you that we should get together 
every four or five years. I think that is a wonderful idea, but we 
may decide that the problem is so compelling that it should be 
sooner. I don't know what the optimum is, or what kind of protocol 
we should follow in getting together, but that is certainly a topic 
for the Panel to discuss. 

In the text, the first paper by 

On the international level, it is suggested that exchange of 
information in our art is the key element, as we have learned from 
this conference. I will say this, the papers that have been 
presented whet the appetite for additional details to maximize the 
usefulness of the data that has been presented. The presumption that 
I am under is that if a reference is cited, that it would be made 
available if someone wished it so. I hope that this is the case. 

The third challenge seen is the forecasting of the technological 
requirements of the future with sufficient certainty that support for 
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i enabling technology development can be argued. We haven't had any 
papers on forecasting of needs; although Dr. Reshotkols, Saric's, and 
Nagibls paper on requirements for natural laminar flow gave us sort 
of a framework for that piece. 
takes. If you go on the history of the ETW, nearly a decade of 
technology work prior to entering detailed design, then nearly a 
decade to commissioning and operation, and add to that the lead time 
for product development and certification, and one has on the order 
of a quarter of a century to be looking ahead if a major new facility 
is to be developed. This is extremely difficult when modern business 
managers controlling funding have enormous difficulty in seeing past 
three years. 
must be compelling. To do so, they must be cast in such a way that 
the impact on product risk, cost and return are understood by others 
than ourselves. The development of the forecast and the measure of 
importance of the enabling technology vs. its cost in a language that 
will be well received by those controlling what is done is our 
challenge. Here the close cooperation indicated in the second 
challenge is vital to success. 

Think of the lead time of what it 

The arguments for sustaining technology development 

The fourth challenge is, having identified what is needed for the 
future, how do we go about accomplishing it? 
philosophy, and methodology are needed to provide ground test based 
information that is of the quality necessary to satisfy the 
requirements of the customer. Putting this another way and relating 
this question to this Symposium, if each of us were to be involved 
all over again in developing our respective facilities, but with 
today's tools and knowledge, how would we approach the task? 
heard descriptions of facilities, the design of elements of those 
facilities, flow quality results, problems, solutions, attempts to 
understand the flow physics, facility performance, efforts to improve 
performance, progress in correcting for wall interference, and more. 
Over 30 facilities, pilot tunnels and the like have been introduced 
these past four days. They cover the speed range from low speed to 
hypersonic and operate continuously or for short durations or 
intermittently. 
solution at the time, based on the host of constraints, that is: 
time, resources, technology, and requirements. In the work reported 
here, either in progress or has been done, that is a clear indication 
that the initial solution turned out not to be an optimum for all 
time. What was the impetus for our making changes in the past and 
what is the impetus for our wanting changes now? 
elements didn't come through very clearly in this Symposium as a 
whole, although there was a hint of it in many cases. 

What changes in design, 

We have 

Each of these facilities represented a local optimum 

Those particular 

i 
I ' 

The paper by Frank Lynch and Roger Crites, Paper No. 2,  outlined the 
framework for user requirements concerning reliable and meaningful 
data obtained that would be cost effective and obtained in a timely 
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fashion. Although it is essential to understand the effects of flow 
quality imperfections and both wall and support interference, 
industry prefers to not have to test in an environment with those 
effects present. These sentiments were also represented in the 
requirements for the United States National Wind Tunnel Project which 
Dr. Reshotko pointed out has been postponed for an indefinite time. 
It may really be for an indefinite time. It had very ambitious 
requirements for flow quality, low wall interference, high test 
productivity, high information quality, flexibility to accommodate 
tests of all kinds at Mach numbers ranging from very low speed to 
Mach 1.5, and also to do it at low cost. As part of that project the 
work reported by Reshotko, Saric and Nagib addressed the turbulence 
and noise requirements required to perform natural laminar flow 
technology development. Other requirements led to open-jet test 
capability up to speeds of Mach 0.6, or alternatively, to come up 
with phased-array technology to be brought to a sufficient state of 
maturity with a closed jet to eliminate the need for a new open-jet 
test cart with these characteristics. 

Information quality placed additional requirements on data 
acquisition systems, instrumentation systems, optical access for the 
instrumentation in the test section, accommodation of instrumentation 
and wall characteristic control to minimize wall and support 
interference, balances (both external and internal) tunnel 
calibration, metrology, and control of tunnel conditions. 
Productivity, cost of operations and model size accommodations had 
significant impact on the design of the compressor, plenum evacuation 
system, airplant and model transportation and installation systems - 
what does that have to do with us, now that that project is dead? 
These same pressures of information quality, productivity and cost 
are being felt everywhere in our business. Other problems concern 
supporting and improving facilities which are not now in demand, but 
will again be in demand if our quest for higher atmospheric speed 
flight or efficient manned space launch and recovery is renewed. 
Either status or progress in attacking some of these problems have 
been represented in this Symposium. Let me enumerate some of the 
overview principles. We have seen application of computational fluid 
dynamics to improvements in the design of facility elements, we have 
heard guidelines for developing low speed tunnels, we have had 
reported how the design of components was carried out in the past 
with some recommendations on how it could be done differently using 
constrained optimization. We have been presented with test results 
showing flow quality, circuit loss performance, compressor 
performance, plenum exhaust performance, attempts to stabilize open- 
jet flows, heard how computational fluid dynamics has shown that 
integrated design for turbulence reduction systems and wide angle 
diffusers is needed. We have heard about utilization of 
computational fluid dynamics to optimize locations for icing spray 
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systems and improved dispersion by reshaping the contraction. We 
have seen some different methodology for separating velocity, 
pressure and temperature fluctuations from hot wire measurements. We 
have been treated to compressor design methodology, new approaches to 
alleviating wall interference. We have seen a solution for obtaining 
oscillating subsonic flow to support helicopter rotor technology. We 
have seen an approach to engine and nozzle testing and nozzle design 
methodology. We have heard recommendations for noise and turbulence 
criteria for laminar flow testing, and we have seen the results of 
attempts to develop quiet supersonic flow. There must be others that 
I have forgotten, but those are the ones that come to mind. In 
addition to the technical papers, we have been well received and well 
entertained at the reception. We have been hosted to excellent 
tours, we have made personal contact for the first time with 
outstanding colleagues. Overall, as stated at the beginning of this 
presentation, this Symposium has been a success. What should we work 
on next? Of course, those four challenges that I mentioned and all 
of their subsidiaries. Aside from those first three, which can be 
the topic for a Round Table Discussion as to how to approach or maybe 
even a symposium, I think the fourth topic deserves a symposium of 
its own. 

The issue is not the design of singular elements, but the integrated 
design. 
Wind Tunnel Complex Project convinced me that one had to look at the 
entire design. We have heard some recommendations from others about 
how screen placement and so forth had to be integrated with the shape 
of the contraction, etc. That is really true. In closing, I will 
try to relate some of these issues to some of these things that we 
have heard here. In the area of turbulence and noise, when dealing 
with high Reynolds number, there are questions of screen deflection, 
if screens are to be used. One would prefer not to have a screen 
deflection, for then that gives flow turning and that's not planar 
flow entering into the contraction. 
with an Euler code, which we have had examples of in this conference, 
and it looks really good from a high quality flow standpoint, but 
when a Navier-Stokes solution is run, the secondary flows caused by 
the boundary layer create stream angles that are outside the realm of 
what you would like to have. 
heard today, but to go beyond that to an integrated methodology that 
uses rather sophisticated computational fluid dynamics for a better 
design. Also, the low noise requirement implies that you have to do 
sound absorption where you cannot do sound elimination. 
excellent paper concerning the civil Aeronautical Low Speed Wind 
Tunnel under development at Politecnico di Milano where they used an 
inverse method and came up with rather thick guide vanes. 
had a paper on the DRA 5 meter and ONERA F-1  tunnels nonlinear 
spacing of the turning vanes was discussed. 

The experience that I have gained working on the National 

One can calculate a contraction 

We need to start with what we have 

We had an 

We have 

It is critical to put 
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sound absorbative material in the vanes. That doesn't do the entire 
story, because the cutoff frequency at which decent sound absorption 
in turning vanes is realized is around 80 hertz. So, one has to do 
something else to reduce the magnitude of the acoustic disturbance 
below 80 hertz. This gets at compressor/fan design. We heard some 
good papers on the design of compressors, but none that were related 
to how one designs the compressor system for low noise as well. The 
sound absorptive material that is put in guide vanes creates 
structural problems as well because, as everyone knows, at the first 
set of corner vanes downstream of the test section, the flow is 
extremely rough, and it is a very tough structural problem to get a 
good set of vanes that will last and not fail. When you have to 
accommodate acoustic material as well, the problem is harder. Of 
course, cost of operations is a strong concern and there is a 
tradeoff between plenum evacuation and main drive compressor power 
and capital cost; and we have heard an excellent paper on plenum 
exhaust systems as well. For reducing wall interference, there are 
several solutions that have been posed: flexible solid walls, solid 
walls with flexible strips, slots, porous slots (not mentioned at 
this conference). But you also have to have an astounding amount of 
optical access. When you integrate all that together, what would be 
the optimal solution? What design process would we have to go 
through? This is what I would like to see in the next symposium in 
order to arrive in an optimal solution that addresses all of ,those 
particular issues. 

As far as the open-jet capability is concerned, the low noise 
question is really tough. The NWTC requirement to go to 0.6 Mach 
number was based on part of the mission requirements for a high speed 
commercial transport. I believe that this will one day become a 
reality, in which case relaxing the noise requirements don't seem to 
be appropriate. So, the question is how to obtain the proper 
certification and development for that type of a problem. Perhaps 
you can't do it with an open-jet. So this argues that phased-array 
technology must be worked. In summary, let me say that this 
conference gave much food for thought, it gave many reports on what 
has been accomplished in the past, but the challenges of the future 
require considerably more than what we have seen today, which 
includes a fair amount of enabling technology work. I hope that we 
can step up to the challenge. 

R. Benselink, Boeinq ComDanv, U.S.A. 
We now have an opportunity to hear from the audience. Frank touched 
on it, but I would like to remind you that we really had a two-fold 
purpose in this conference. The first was to share our experiences 
and'our understanding of the aerodynamic design of wind tunnel 
circuits, such that we all can leave with a better understanding than 
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when we began. Then secondly, we intend to demonstrate the value of 
a cooperative symposium between two groups of engineers who have not 
previously communicated to this level. We should start out the 
discussion by asking the question, "do you think we have achieved our 
purposes?f1. I would also welcome comments to the challenges that 
Frank put before us. 

Dr. A.D. Khon'kin. TsAGI, Russia 
I would like to say thank you to AGARD and the foreign scientists who 
found it possible to come to Russia and tell us about their 
achievements. It is no secret that Russian scientists have problems 
with going abroad. That is why we are very, very thankful to you for 
this opportunity given to us to get acquainted with the status of 
your investigations. At the same time, I would like to say thank you 
for listening to our reports and achievements. I would like to tell 
you a few words about those achievements which were not included in 
the program. 
presentation, but I think it may be of interest, not only to myself. 

My discussion won't be as global as the previous 

First of all, I would like to tell you that at TsAGI, besides those 
wind tunnels which we have discussed today, in the Bedrzhitsky and 
Roukevets reports, we have low noise and low turbulence, subsonic and 
supersonic wind tunnels. Similar tunnels are also in Novasibirsk in 
the Institute of Theoretical and Applied Mechanics which was touched 
upon in one of the presentations today. In these wind tunnels, they 
obtained unique results on the transition, the development of the 
disturbances, turbulence structure in the boundary layers. These 
achievements are well known also abroad. I would like to tell you 
that in these wind tunnels we could conduct a lot of interesting 
investigations. Right now, due to the lack of financing, these types 
of research have been slowed down. I would like to tell you about 
one which was conducted, and I participated in it, concerning the 
research on the possibilities of studying the laminarization problem 
in transonic speeds. Right now, due to the development of the SST 
supersonic passenger aircraft, we have a problem. The LFC (laminar 
flow control) was expected to be done there due to the suction from 
the boundary layer. There was a problem encountered to investigate 
this phenomenon at transonic speeds. Before we studied the problem 
of LFC in perforated walls in large wind tunnels, we decided to see 
how this effect will take place in a low noise, low turbulence air 
wind tunnel with cross section 20 x 20 cm using a plate. We 
installed the plate inside the test section with solid walls, and 
also we used a circular holes perforation test section. 
that the transition would be moved forward because we have the same 
plate, but it did not happen. 
was even higher. 
further. 

We expected 

The Reynolds number of the transition 

Maybe perforation did not effect the transition due to the 
We didn't have time or money to investigate it 
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fact there was some overflow due to the redistribution of pressure 
gradient, but we were not able to go into details with this 
investigation. The transition was even delayed. That fact was 
interesting, and we thought it may be of interest to some of our 
colleagues, and we could conduct cooperative research on that. 

One more thing, some time ago, at TsAGI, we had some programs on 
cryogenic wind tunnels. Also, in the United States, we thought a 
cryogenic wind tunnel was built. I didn't attend all the 
presentations, but I didn't think anybody paid much attention to this 
problem. For the future symposiums, I would like somebody to be 
invited who is well acquainted with this problem so that they would 
share their achievements with us in this area. Also, I would like to 
make another comment. We would like to listen to some invited report 
concerning the accuracy provided by the measurements in the wind 
tunnels, computational fluid dynamics methods used - what is their 
accuracy? How is it possible to apply them at the experimental wind 
tunnels? 

R. Benselink, Boeins ComDanv, U.S.A. 
In subcommittee this morning, we talked about possible future 
symposia topics, and I think we have heard two or three so far this 
afternoon. 

Ir. B. Elsenaar, NLR, Netherlands 
There are a few remarks I would like to make. I feel that from what 
has been presented here, we got to know a lot of new facilities with 
new possibilities, and it would be very interesting to learn from 
each other what kind of things have been achieved. My recommendation 
would be for the next conference, rather not to look at wind tunnels 
again, but to look at what has been achieved in the wind tunnels and 
to learn more about the applied aerodynamics side of it. 

The other point is that I think this exchange of information has been 
extremely useful. I talked with some people, and I got the 
impression that in some aspects in the design of wind tunnels, it is 
a different culture between Russia and the Western world. Many of 
the wind tunnels that we witnessed were driven to solve a particular 
problem and to really go back to an aerodynamic problem. I think 
that has opened up our eyes and whetted our appetite from what was 
going on in these tunnels. One of the problems though, is 
communication. I don't know how to go around it. If you don't speak 
Russian it is difficult to speak with a Russian, and vice versa. 
What has been very helpful is that all the proceedings were on the 
table before the meeting such that you could read it and could think 



GD-11 

about it, and if possible could ask questions with an interpreter and 
find out what was going on. 

Dr. E. Reshotko, Case Western Reserve Universitv, U.S.A. 
I think we all learned a lot at this Symposium about how wind tunnels 
have been built over the last few decades, and improvements in wind 
tunnel design following these traditional lines. However, in looking 
at wind tunnel components for the future, we have to take more 
account of the possibilities provided by emerging instrumentation 
techniques. Frank Steinle hinted at that when he said that there is 
demand for more optical access in the design of the test section, 
enabling greater use of pressure-and shear-sensitive paints, etc. 
Another emerging technology is MEMS (Micro-Electro-Mechanical 
Systems) sensors. There devices having characteristic sizes of about 
100 microns are fashioned from silicon by the same techniques as used 
in integrated circuit technology. Pressure sensors, wall-shear- 
stress sensors, heat flux gauges and hot-wires are presently under 
development and test. This technology also provides the opportunity 
for integrating processing electronics on the same chip with the 
sensor, and in the longer term allowing for the telemetering of data 
directly to a remote receiver. One can envision arrays of such 
devices not only for wind tunnel models but also in a flight test and 
perhaps even in flight operations. The implementation of 
telemetering would require that the wind tunnels would have to 
operate in a quiescent electromagnetic environment. This may be 
difficult to achieve in large complexes where all kinds of electrical 
power supplies are present. But I think that we should start 
considering such matters in looking at wind tunnel components for 
future application. 

There is one other topic that is not directly related to this 
Symposium on aerodynamics of Wind Tunnel Components. It concerns the 
intelligent use of the wind tunnel toward estimating the results for 
flight. In other words, how do we translate the results from wind 
tunnels into the needed information for flight conditions. This was 
not addressed here. It was addressed a decade ago by Working Group 
09 of the FDP Panel. The final report (AGARD Report AR-224) was 
published and no doubt sits on shelves in people's libraries. But I 
very little in the way of further development of the methodologies 
for the intelligent use of wind tunnels. I would appreciate seeing 
more so that the wind tunnel results can provide for even further 
confidence in our flight predictions. 

Prof. V. Nevland, TsAGI, Russia 
My views of wind tunnels have two almost opposite aspects. On one 
hand, I am the Director of the organization that possesses wind 
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tunnels. On the other hand, I am a customer who makes use of their 
produce - in order first of all to develop various flight vehicles. 
Therefore, I would like to note three features concerning wind tunnel 
development ideology and data usage. 

Let us address the simplest factor. A significant figure of merit of 
each test facility is the cost of information it generates. So the 
important area in test procedure improvement is associated with the 
necessity to offer options for evaluating fields of pressure, 
temperature, etc. not only discretely, but also continuously in terms 
of both space (the pressure sensitive paints, the temperature 
sensitive coatings and so on), and time (when we vary test parameters 
such as Mach number and/or angles of attack and sideslip). In 
dealing with these matters TsAGI has acquired a considerable 
experience. 

More challenging is the second feature, the challenge of test errors 
and measurement correction techniques. It has been very recently 
that I attended the AIAA conference where a long session was 
dedicated to these issues. Regretfully, almost all the time was 
spent considering random errors and test repeatability. Of course, 
these aspects of the problem may be treated in the simplest way, by 
proceeding from repeatability. 
studying a model that is very similar to a previously known art which 
has been evaluated comprehensively, especially in flight. 

Good results may be derived when 

However, special efforts are required if we must investigate into 
systematic disturbances such as effects from transonic flow 
boundaries, model support devices, and air dissociation in hypersonic 
flow/model interaction. Otherwise, the considerably new aircraft 
would be developed under too great a threat to feasibility including 
technical data validity and financial figures. 

These features are closely associated with the third one to which I 
would like to separately draw the attention of colleagues. This is 
the challenge of developing the test facilities. The attempts to 
obtain extreme values of major parameters such as Mach and Reynolds 
numbers seem to me to be ungrounded in many cases. Best understood 
is the situation with Mach number and flow stagnation parameters. 
The experience in work on hypersonic aircraft of various types taught 
certain lessons to researchers. For example, it is simpler and less 
expensive to evaluate aerodynamics in the wind tunnels where 
thermodynamic characteristics of stream about a model are determined 
better. These are mainly the test facilities in which stagnation 
temperature oniy ensures oxygen not condensing in the test section 
It is well known that very hot flows with dissociation in a test 
section and/or with nonequilibrium processes in the nozzle make it 
difficult to extrapolate test data to real flight conditions. So it 
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becomes better (and more reliable, in particular) to have a set of 
inexpensive specialized installations for treating the thermal 
protection problems (especially with catalytic surfaces) , evaluating 
aerodynamics in rarefied gases, etc. Generally speaking, a 
hypersonic wind tunnel is a component in an all-round methodology 
involving Computational Fluid Dynamics (CFD) options and, sometimes, 
in-flight measurements. 

Last (but not least) is the problem of attaining high Reynolds number 
and resorting to cryogenic test setups. The latter are known to show 
certain disadvantages including costly experiments, low productivity, 
and considerable complexities in test procedures. However, this area 
had been assigned much money and effort. Did this make sense, and 
should we hope to obtain results paying off the costs? The questions 
are not easy to answer since at values of Reynolds number over 50 
million the laminar-to-turbulent transition is notably influenced by 
factors not immediately related to Reynolds number; those factors are 
acoustic disturbances, aircraft skin vibrations (which differ for the 
model in a wind tunnel and the airplane in flight) and surface 
roughness. One knows various sources of disturbance: Tollmien- 
Schlichting waves, transverse instability, etc. Therefore, the 
results obtained in cryogenic wind tunnels are very difficult to 
interpret and relate to a respective flying vehicle. The use of 
these installations is clearly challenged. 

Prof. I.V. Brusilovskv, TsAGI, Russia 
In the program of the present Symposium which we got before it 
started its work in order to prepare reports, by separate line there 
were suggested reports on flow fans for wind tunnels. I join your 
very high evaluation of the Symposium, which impressed me very much. 
Almost every report applied to test sections, collectors, settling 
chambers and nozzles for wind tunnels. However, only two reports 
from GosNITs TsAGI were devoted to the fans proper and one report 
from TsAGI to optimal adjusting of guide vanes by turning of blades 
of multistage compressor. One report, my invited report, was devoted 
to aerodynamic design of axial fans which, because of a lack of time, 
went theoretically and experimentally into details of only one new, 
but in my opinion, important in aerodynamic and constructive plan 
feature of axial fans. Another report was devoted to the unique 
project of a wind tunnel with diametrical fan. I know that many 
speakers who delivered very interesting reports represented countries 
with very high level of aerodynamic design of fans. 
U.S.A., England, Germany and so on. I would like to have a response 
to why these countries did not present a single report on aerodynamic 
design of fans. I would like to apologize, but I got only one single 
question to my report, and it was from TsAGI. 
among my listeners from western countries there were no specialists 

These are the 

I understood that 
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in fans. There was no discussion or questions on fans - obligatory 
part of wind tunnel, and I was not satisfied with that. I dare say 
that GosNITs TsAGI developed absolutely unique method of aerodynamic 
design of axial fans not only for wind tunnels, theoretically and 
experimentally well-founded and widely tested. I would like to 
discuss it with specialists. I would like to see more detailed 
discussion of aerodynamic and constructive-technological 
investigation and design of axial fans in the future Symposia of this 
kind. Perhaps, it would be useful to arrange Symposium on fans, 
compressors and turning vanes. 

R. Benqelink, Boeinq Company, U.S.A. 
Maybe I can give a little bit of an explanation to those of you who 
are not familiar with how we run our Symposium. We put together a 
call for papers that tries to describe all of the areas that we think 
fit under the topic. Then the people who receive the call for papers 
decide whether or not they want to respond at this time. We do try 
to do some invited papers, especially if we want a particular person 
to address a specific topic. We probably did more of those in this 
Symposium than we do in most. But, at the same time, the Program 
Committee is faced with the fact that, for some subjects, no one 
responds, for various reasons. The meeting might not fit their 
schedule, they have no time to prepare, etc. I think your suggestion 
that this is an area that ought to be emphasized, is certainly one 
that we will take seriously as we contemplate future symposia. 

D. Woodward, Defense Research Asencv, U.K. 
I would like to take slight issue with Professor Neyland about his 
comments about Reynolds number, and then in the end, possibly to 
slightly agree with him. Certainly as far as the low speed area is 
concerned in our 5 m tunnel, we find that the Reynolds numbers that 
we can achieve, although much higher than can be achieved in 
atmospheric facilities, are by no means large enough to be confident 
that a good prediction of the maximum lift will result. We have 
identified transition mechanisms which will result in the maximum 
lift decreasinq between the Reynolds number we can achieve in the 5 m 
tunnel and in flight. Therefore, there is a trap there for the 
unwary, and that would suggest that the ability to get even higher 
Reynolds numbers would lead to a significant increase in confidence 
in the prediction of the full-scale maximum lift. This situation, I 
have to admit, applies mainly to transport airplanes, and high 
performance military airplanes in general do not display such a 
sensitivity to Reynolds number. 
used for training pilots displays a very significant sensitivity to 
Reynolds number and some of those are exceedingly dramatic. However, 
whilst we have expended a lot of money on the development of high 

But the type of airplane which is 
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Reynolds number facilities, and the ETW is a typical example, we do 
not seem to be expending a similar amount of money on the solution of 
the problem of wall and support interference. 
facilities have made any attempt to draw upon the increasing amount 
of experience on adaptive walls. 
conventional solid walls for low speed tunnels and either perforated 
or slotted walls for transonic tunnels. It was Frank Lynch, I think, 
who highlighted this as one of the key problems that are going to 
come in the future. So, it may well be that I agree with you 
Professor Neyland that we don't need to push ahead any more with 
increasing Reynolds number, but we do need to push ahead with the 
solution of the problem of the wall interference. 

None of these major 

We still persist with the 

N. Malmuth, Rockwell, U.S.A. 
I strongly agree with Dave Woodward. 
interference and adaptive wind tunnel research. 
progress, we should use this technology in the design of new wind 
tunnels. In this connection, three-dimensional transonic wall 
interference corrections and accurate static pressure measurements 
near ventilated walls remain as challenges. This is not a trivial 
problem. Furthermore, new developments in control theory and genetic 
optimization algorithms should be investigated for adaptive wall 
applications. 

There has been much wall 
In view of the 

D. Stanniland, ARA, U.K. 
We have talked extensively about the use of wind tunnels for aircraft 
configurations as though we are representing the geometry which is 
actually flying in the skies. 
have very fine geometric details on them which significantly affect 
the flow, but which are not represented on the model. There are also 
elastic phenomena which are present in both the tunnel and in flight, 
but are different in each case. 

We need to bear in mind that aircraft 

R. Benselink, Boeins ComDanv, U.S.A. 
We are about out of time and ready to go into the closing ceremony. 
In closing, I would just like to say that I really appreciate all the 
effort that has been made by all of the participants to make this a 
very successful meeting. 
getting us text ahead of time to do the extra translations: the 
Russian authors especially worked hard to get the English versions 
ahead of time which, as has been stated before, has been very 
valuable to improved communication. To all of you I would like to 
say thank you very much. 
to the Fluid Dynamics Panel Chairman, Professor Ciray. 

The authors all responded very well in 

I now would like to turn the meeting over 
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Dr. Cirav. Middle East Technical University, Turkey 
Ladies and Gentlemen, as the Chairman of the Fluid Dynamics Panel of 
AGARD, I have the honor and privilege and the responsibility to bring 
this meeting to a close. We came to the end of the Symposium on 
Aerodynamics of Wind Tunnel Circuits and their Components. 
this week many papers have been presented and a number of discussions 
have taken place within this room. 
Symposium was a good one, was a successful one. I hope that you also 
found this Symposium to your expectations. It takes some time to 
prepare a Symposium. For this Symposium it took perhaps a bit more. 
More than a couple of years ago, we were on our way to Crete for 
another Symposium of this kind. 
authorities that it was possible to have an AGARD panel activity in 
Moscow, and that we could consider it seriously. During the Crete 
meeting, and also in the following ones, to my recollection in 
Berlin, Ankara, Trondheim. Then AGARD, the Russian authorities, the 
Fluid Dynamics Panel have all done their work to realize this meeting 
- and it is realized. After being here for one week, seeing the 
interactions, seeing the quality of the papers, listening to the 
discussions that have taken place just a few moments ago; it is my 
judgment, and I repeat once more, that this Symposium is realized 
with success. I would like to thank the AGARD authorities of NATO 
and the Ministry of Defense Industries of the Russian Federation for 
their leadership in the first place to help to promote this meeting. 
I would like to thank TsAGI for its help in organizing this meeting 

and also the technical tour to visit the impressive TsAGI facilities. 
Similarly, I would like to extend my thanks to Moscow State 
Institute of Aviation for allowing us to visit the highly reputed 
Institute. I want also to extend our thanks to the Airforce 
Engineering Academy for the wonderful reception on Monday night at 
Peter's Palace (minus my speech). Well, let us show our appreciation 
to TsAGI, to MAI, and the Airforce Academy for their kindness and 
for their help. 

During 

My judgment is that this 

We had been told by AGARD 

I would like also to thank Mr. Anatoli Bratoukhin from the Ministry 
of Defense Industries; Dr. Jurgen Wild, Director of AGARD; Professor 
Valdimir Neyland, Director of TsAGI; Professor General Valdimir 
Koutahov from the Airforce Engineering Academy; Professor Alexander 
Matveyenko, Rector of MAI; Dr. Vasili Roukavets, Head of the 
Aerodynamic Division for coming and welcoming us the first day at the 
Opening Ceremony. 

Now, to make this meeting some people worked very hard. This group 
of people have been responsible for the organization and some 
technical problems of this meeting. Mr. Bengelink, as the Chairman, 
Mr. Elsenaar, Mr. Bouis, Prof. Ewald, Ms. Krymasova, Dr. Malmuth, 
Prof. Matveyenko, Mr. Monge, Mr. Muylaert, Professor Onorato, Mr. 
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Roukavets, and Dr. Woodward. They have been very active in the 
Technical Program Committee, but for overall organization they have 
been helped by Colonel Kauw, Dr. Molloy and Ms. Danielle Pelat. I 
would like these people to stand up. We appreciate your zealous work 
and thank you very much. 

Our special thanks go to some people without whom this room would 
have been silent. These are the authors and the speakers who have 
arduously prepared their papers and bravely came and presented their 
work in this audience. We thank you for the endeavor and the work 
you have done for these presentations. I would like to thank 
especially the Technical Evaluators, Dr. Roukavets and Mr. Steinle 
for their preparation and the difficult job they had. Any other 
person could leave this room, but these two gentlemen didn't have 
that possibility. They had to sit, to listen, to take notes, to 
assimilate everything and they made a short, neat, concise 
presentation here to induce the discussions. Indeed, both of them 
were very successful, and we thank them very much. 

There are some unseen, but noticed warriors behind the screens - the 
interpreters. They have done a marvelous job, and we owe them a lot. 
If you really feel in your heart that this was a success, that you 

have heard something, either it was presented in Russian or it was 
presented in English and you got something from it, we have to thank 
the interpreters. I think that we owe them a special ovation. There 
were also other people behind the scenes. 
who helped the systems work properly, and there were ladies outside 
who were helping us with our problems. 
gentlemen again for their help. 

We had some technicians 

We thank all these ladies and 

We come to another part of a group of people who are very, very 
important - the audience. 
according to what I have heard from those who have been able to 
attend various sessions; because unfortunately, personally I didn't 
have much chance to be in this room, but I did some spying, and the 
attendance was very good, very responsive and discussions after the 
presentations were lively. Most of you have come from long distances 
and some of you came from short distances. 
listened to papers and apparently the performance of the audience was 
at the same level as that of the authors and speakers. Without a 
good audience, no meeting is a good one. If we say that it was a 
good one, this means that we also had a good audience. 
all. 

You have been surely a wonderful audience 

You exchanged views, you 

We thank you 

I told you at the very beginning that this has been an AGARD 
activity. 
of AGARD in the future. First of all, in April 1997 we are going to 
have a spring symposium in Paris. 

It is our custom also to give an outlook to the programs 

This is a unique event. This is a 
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symposium where all the panels of AGARD are participating. The six 
panels plus the Aeromedical Panel, and the Aerospace Applied Studies 
Committee are joining their efforts to make this symposium. 1997 is 
also going to be the forty fifth anniversary of AGARD. This is the 
first time that all Panels are coming together to make a single 
symposium. I think that this is going to be a very exciting event. 
The title of it is, "Future of Aerospace Technologies in Service to 
the Alliance". As you know, AGARD is also undergoing some changes; 
we are in a transition period, and who knows, this event in Paris may 
also mark the rebirth of a new AGARD mentality, and I hope that it is 
going to be so. 
on Hypersonic Experimental and Computational Capabilities, 
Improvement and Validation. 
Dynamics Panel. 
mentioned earlier. 
In Fall 1997 we will go to Seattle, U.S.A. for the "Advanced 
Measurement Technologies Symposium". You know that the AGARD Fluid 
Dynamics Panel is in close connection with the von Karman Institute 
of Fluid Dynamics to collaborate on issues related to our interests. 
Now, there are going to be two special courses at VKI. One of them 
is "The Effect of Rain Icing and De-Icing on Wing Performancell. This 
is going to take place in February at VKI. 
special course on IITurbulence in Compressible Flows", which will take 
place in June at VKI and, if I am not mistaken, also at NASA Langley. 
I think that with this program, we are going to close the 1997 year. 
Ladies and Gentlemen, I am coming to the end of my remarks. Here in 
Moscow during this meeting we have seen and found a warm hospitality, 
impressive facilities, a profoundly deep culture that we knew to 
exist, but now we have witnessed with our own eyes. We have, I 
believe, created new friendships; AGARD and the Russian authorities, 
the Minister of Defense Industries, have been instrumental in all of 
this. 
world in the future. 

Before the Paris meeting, we are having a workshop 

This is a specific topic for the Fluid 
This is not a part of the general symposium I 

It is going to take place prior to the symposium. 

The other one is a 

I 

I hope that all this activity will help to create a better 

I wish you all, a safe return home, and I hope to meet you at another 
AGAFtD meeting. I thank you very much. 
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