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Abstract 

Computational Fluid Dynamics (CFD) has become a major design tool for designers of turbomachinery. The progress in this area 
is fast, and the use of 3-D methods is becoming increasingly applicable to the design process. This Lecture Series will improve 
the knowledge in the NATO nations on how to utilize the modem tools of CFD to increase the efficiency, reduce the fuel 
consumption, and increase the affordability of aircraft engines. Its aim is a unique forum in which the designers from leading gas 
turbine manufacturers and CFD code developers will present their points of view on the role of CFD in design. 

The Lecture Series will cover the recent advances in the use of CFD for turbomachinery design. The role of CFD in the final 
design phase and the use of computational techniques in the preliminary design phases will be emphasized. Topics to be covered 
will include: 

Computational methods for preliminary design and geometry definitions; 
Methods for computing through-flows, blade-to-blade flows and geometry generation; 
Optimization strategies; 
Designing in three dimensions; 
Code validation, mesh influence on solution accuracy; 
Turbulence and transition modelling; 
Comparison of time averaged flow solvers and 3-D unsteady CFD codes; 
Industrial use of CFD and the points of view of the designers. 

This Lecture Series, sponsored by the Propulsion and Energetics Panel of AGARD, has been implemented by the Consultant and 
Exchange Programme. 

Abr6g6 

L’aCrodynamique numCrique est devenu I’outil de conception de choix des concepteurs des turbomachines. L’Cvolution est 
rapide dans ce domaine, oh les mCthodes tridimensionnelles sont de plus en plus appliquCes au processus de conception. Ce cycle 
de confkrences fera Cvoluer les connaissances dans les pays membres de I’OTAN en ce qui concerne I’utilisation des outils 
modernes de I’aCrodynamique numCrique CFD pour amCliorer le rendement, pour rCduire la consommation de carburant et pour 
rendre plus abordable le coot des moteurs d’avion. I1 constitue un forum unique, oh les concepteurs des principaux fabricants de 
turbines i gaz et les crkateurs de codes CFD prksenteront leurs points de vue sur le rBle du CFD dans I’Ctude des moteurs. 

Le cycle de conferences couvrira les derniers progrss rCalisCs dans l’application du CFD i la conception des turbomachines. 
L’accent sera mis sur le r61e du CFD dans la phase terminale de I’Ctude ainsi que I’emploi de techniques de calcul lors des 
phases prkliminaires. Les sujets suivants seront traitCs: 

les stratCgies d’optimisation; 
la conception tridimensionnelle; 

les mkthodes de calcul pour I’Ctude de I’avant-projet sommaire et la dCfinition de la geonietrie; 
les mtthodes de calcul des Ccoulements internes, des Ccoulements inter-aube et I’Claboration de la gConietrie; 

la validation des codes et I’influence des maillages sur la prCcision des rCsultats; 
les tourbillons et la modClisation de la transition; 
la comparaison des rCsolveurs d’Ccoulement i moyenne temporelle et les codes CFD instationnaires tridimensionnels; 
I’utilisation du CFD A I’Cchelle industrielle et le point de vue des concepteurs. 

Ce cycle de confkrences est prCsentC dans le cadre du programme des consultants et des Cchanges, sous I’Cgide du Panel de 
Propulsion et d’EnCrgetique de I’AGARD. 

... 
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INTRODUCTION AND OVERVIEW 

Dr Ahmet S. Ucer 
Department of Mechanical Engineering 

Middle East Technical University 

Makina Miih. Bolumii 
06531 Ankara 

Turkey 

(ODTU) 

WHY CFD IN DESIGN? 0 
The trend in the aircraft gas turbine engines is 

towards energy efficient, compact, lightweight systems. 
In terms of propulsion parameters the goal is to increase 
the thermal efficiency, the specific power and specific 
weight. Higher thermal efficiency means lower specific 
fuel consumption and it is a direct function of the 
overall cycle pressure ratio and thermodynamic effi- 

- ciencies of individual components. The specific power 
primarily depends on the maximum cycle temperature. 
Lightweight and high strength materials and reduced 

- number of turbomachinery stages are the primary ele- 
ments for obtaining higher specific weight. The key 
technology area for achieving aerodynamic efficiency 
and increased stage pressure ratio that lead to fewer 
stages is the use of Computational Fluid Dynamics 
(CFD) methods in the aerodynamic design process. 

Design methods that use CFD techniques pro- 
duce competitive advantages by increasing the speed of 
the design cycle, reducing the testing time and therefore 
the necessary investment. Design of a turbomachine 
was highly empirical and it required extensive develop- 
ment testing. As computers and their associated design 
software became tools of design offices, development 
time reduces appreciably. CFD improves the design 
techniques when used in making computational ex- 
periments to understand the flow physics. The applica- 
tion of computational techniques to the design started in 
the offices of the aero-engine designers because of the 
strict requirements of the engines designed to fly. Later 
computational techniques and CFD codes disseminated 
into the land based turbomachinery industries. 

CFD codes solve the fluid flow equations at 
many different levels of approximation. By computing 
the flow field they are capable of simulating and analyz- 

ing the flow as accurate as the approximations permit. 
The application of analysis codes in the design process 
is done by using the code itemtively for optimizing the 
component geomeuy to achieve the desired level of per- 
formance. The effectiveness of the process depends on 
the background and experience of the designer. 

Due to the recent cuts in defense budgets 
throughout the world, there is a danger that enough ex- 
perience can not be accumulated by the present day de- 
signers. Therefore experienced designers will not be 
available when needed in the future. The experienced 
designer of the present day will no longer be available in 
the next decade. There might be two ways of avoiding 
this unfavorable situation. The first way is to develop 
"inverse design" techniques. The second, which is 
complementary to the first is to use artificial intelligence 
techniques. The two dimensional inverse design meth- 
ods compute the blade profile necessary to obtain the 
prescribed flow behavior in the blade to blade plane 
whereas the 3-D inverse method computes the pre- 
scribed blade geometry to produce a prescribed swirl 
schedule. 

AGARD (1989) conference proceedings on 
"Computational Mehods for Aerodynamic Design and 
Optimization" have several papers on inverse design 
techniques used in the turbomachinery blade design. 
Cedar and Stow reported a finite element method for 
inverse design purposes in 1985. In the recent years 3D 
inverse design methods emerge (Borges, 1990 and 
Dang, 1992). 

Artificial intelligence tools are incorporated 
both in the preliminary and delailed aerodynamic design 
phases. Tong and Gregory (1990) used artificial intelli- 
gence in the preliminary design. Shelton et al (1993) 
attempted to use artificial intelligence tools in the final 
aerodynamic design. 

Presented at an AGARD Lecture Series on 'Turbomachinery Design Using CFD', May to June 1994. 
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A BRIEF REVIEW 

The rapid progress in the computer hardware 
technology in the last decade or two made computa- 
tional techniques an indispensable asset in the design of 
turbomachines. The first application of computers to 
the design process was the programming of mean-line 
analysis and simple radial equilibrium methods. The 
one dimensional nature of the mean-line analysis needs 
estimation of turning and loss by using various correla- 
tion’s. Isentropic and non-isentropic radial equilibrium 
computation procedures were devised in the 60’s and 
a r ly  70’s. The early computer codes for the analysis of 
b!ade to blade flow used either streamline curvature 
method, stream function method, or methods using the 
potential function. Computer codes for defining the 
geometry of the turbomachine evolved at the same time. 
These programs were later used in obtaining input data 
to the computer controlled milling machines. 

Streamline curvature method (Novak, 1967). 
was commonly used in the early years of flow analysis 
on the blade to blade and hub to shroud surfaces of Wu 
(1952). The streamline curvature method become in- 
strumental in the development of through-flow codes. 
Smith (1966) developed the performance prediction ca- 
pability using through-flow analysis code. Later finite 
difference solutions of through-flow model were re- 
ported by Marsh (1968). Davis and Millar (1975). Smith 
(1974) and Bosman et al (1977). Finite element method 
appeared promising in the middle 70’s. Works of Hirsch 
and Warzee (1974, 1979), Adler and Krimerman (1974) 
are worth mentioning. Above references are some of the 
first examples of computational fluid dynamics used in 
the prediction of flow in turbomachines. Axisymmetric 
through- flow solutions were used extensively in the 
prediction of radial distribution of flow properties in 
multi-stage environment. These codes are capable of 
predicting the overall performance of the turbomachine 
both at design and off design conditions. Real flow 
effects are introduced by the use of design and off- 
design correlation’s for loss, deviation and blockage. In 
the later years spanwise mixing is also introduced to the 
passage averaged through-flow formulation (Adkins & 
Smith, 1982., Gallimore, 1986.. Ucer & Shreeve, 1992). 
It is worthwhile to note that due to the complexity of the 
flow and challenging aspects of solution techniques a 
large number of researchers were involved in these code 
development efforts. 

Solution of Euler equations on the blade to 
blade surface of revolution or through linear cascades 
was attempted because of the limitations of stream 
function and potential function formulation to solve ro- 
tational flows with shocks. Potential function formula- 
tion is unable to capture shocks due to the non-conser- 
vative form of the discretized principle equation. 
Stream function formulation is on the other hand 

restricted to two dimensional flows. Solution of Euler 
equations was initially performed in two dimensions 
through cascade of blades (McDonald, 1971; Denton. 
1974). Later, with the increase of computing power 
three-dimensional flow in the blade passages was 
computed (Thompkins, 1981., Denton, 1982., Arts, 
1984). Quasi-three-dimensional representation of the 
flow as proposed by Wu (1952) was also used in the 
design and analysis purposes. Consecutive solution of 
the S1 and S2 axisymmetric surfaces and the transfer of 
necessary information between the SI and S2 surfaces 
was attempted by various researchers in different 
sophistication’s (Jennions & Stow, 1984., Ucer et al, 
1983). A comprehensive list of through-flow literature is 
given by Serovy in the AGARD report AR-175 (1981). 

It is very well known that the flow in radial and 
mixed flow machines are highly three dimensional. In 
the case of axial flow machines’ three-dimensional flow 
has to be considered if the blade rows are highly loaded. 
Low aspect ratio highly loaded compressor stages and. 
highly loaded turbine stages are common practice as the 
efforts of increasing the specific weight of the aircraft 
engines become the prime objective. Transonic stages 
become rather common in the present day designs. His- 
torically three dimensional inviscid solvers were devel- 
oped using finite volume methods in the late ~ O ’ S ,  after 
having mature through-flow methods. A lot of progress 
has been made with inviscid analysis until the mid 80,s. 
At the same time it was realized that viscous effects 
become very significant, especially those associated with 
shock boundary layer interaction. Many phenomena of 
key interest as tip clearance flows can only be analyzed 
by the use of viscous modcling and solution. Tip 
clearance flow has a major effect on the performance 
and stability of the compressor. The strong coupling 
between the boundary layer and core flow and strong 
probability of boundary layer separation have let to two 
main approaches to the flow prediction problem. The 
first is the viscous-inviscid interaction method (Calvert. 
1983., Singh, 1982) . A review of schemes used for 
inviscid-viscous interaction i s  given by Meauze (1985). 
The other approach is to solve the Reynolds averaged 
Navier-Stokes equations with appropriate turbulence 
models for 2D and 3D flows (Moore, 1985, Dawes, 
1987.. Hah. 1986.. Chima, 1987). A good review of the 
state of the art of viscous flow solutions for internal 
flows can be found in AGARD CP-510 (1992). The 
most commonly used turbulence models are Baldwin 
and Lomax or K-E models. Until direct numerical 
simulation of Navier-Stokes equations for high Reynolds 
numbers will be available, we shall rely on the 
turbulence models and hope to have better ones for in- 
ternal flows of turbomachinery. 

Unsteady compressible flow solutions started 
to emerge in the late 1970’s (Hodson,l984., Rai, 1987.. 
Giles, 1990, Gerolymos, 1993). AGARD Conference 
proceedings (1990) is a collection of work on the un- 
steady flow in Turbomachinery. The unsteady codes are 
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meant to simulate the four principle sources of unsteadi- 
ness in a stage of turbomachinery. These are wake rotor 
interaction, potential interaction, vortex shedding and 
flutter. It was found that the blade wake interaction 
might be solved by inviscid codes. 

A large number of different discretization 
techniques have been used for the solution of Euler and 
Navier-Stokes equations. These were the finite differ- 
ence, finite element and finite volume methods. Space 
discretization techniques of many types have been de- 
veloped and used. Time marching methods using both 
implicit and explicit schemes were practiced. Hirsch 
(1988) is a valuable reference in which all the available 
methods are explained. A Proper and accurate specifi- 
cation of the boundary conditions is one of the major 
factors that effect the success of the code when compari- 
sons are made with the experimental data. AGARD 
Advisory Report (1990) offers a collection of test cases 
that canbe used fir  code validation purposes. 

Space discretization is based on the so called 
0 

mesh generation techniques. The mesh generation 
codes for the complicated geometry’s of turbomachine 
environment became one of the major areas in which re- 
search and code development were concentrated. This 
was because all solvers need a discretized domain on 
which they are to be solved. Grid generation predefines 
the quality of the solution with respect to the geometry, 
the physics and numerical accuracy and stability. Con- 
cerning the structure of meshes there are structured and 
unstructured grids. The most important requirements to 
the grid arrangement are accurate representation of 
geometric boundaries. clustering of grids in the regions 
of strong gradients, smooth distribution of the grid 
points without singularities and possible orthogonality. 
These requirements are difficult to satisfy. The struc- 
tural grid generators were found to be very time con- 
suming in obtaining acceptable grids in and around 
complicated geometry’s. Multiblock techniques were 
developed in order to reduce the generation time and 
enhance interactive generation capability. The unstruc- 
tured grid generation in and around the complicated ge- 
ometry’s is less time consuming. However visual grid 
quality assessment is difficult even with very sophisti- 
cated post processors. Grid adaption enables optimiza- 
tion of the grid during solution. Grid enrichment 
techniques that refine the grid, considering the physics 
of the flow, are well suited for unstructured meshes. 
More information on the grid generation techniques is 
given in references Thomson et a1 (1985) and 
Weitherill (1989). 

We should also mention the need of powerful 
post .processors for analyzing the enormous amount of 
data that is generated by CFD codes. The analysis of 
the information obtained from a solution takes an ap- 
preciable time and effort. Commercially available post 
processors reached to enough maturity and power that 

they can be used safely 
Purpo=S. 

for design and analysis 

The CFD literature might be divided into sev- 
eral categories. Most of the literature is on the solution 
techniques and algorithms. A large amount of literature 
is concerned with the efficiency, robustness, and the 
reliability of the solvers. An important number in this 
category covers validation studies. More recently, 
computational experiments using Navier-Stokes codes 
started to emerge. Such solutions are used to simulate 
complicated flow phenomena in order to understand the 
physics that might help to produce better designs. 

The main aim of developing, demonstrating 
and validating the CFD codes is to produce tools for the 
designer of gas turbines. If the tools are not reliable and 
user friendly, it would be rather difficult to expect the 
designer to use the tools that are offered. The reliability 
of the tools is very important so that the designer can 
use the tool with confidence and complement the CFD 
results with his or hers experience. Therefore, in the 
last few years organized validation studies for CFD 
codes have started. Some of these studies are restricted 
to internal flows only. In this regard, it is worth 
mentioning the efforts of ASME International Gas 
Turbine Institute (CFD Code Assessment in Turboma- 
chinery) and AGARD Propulsion and Energetics Panel 
WG 26 (CFD Validation for Propulsion System Com- 
ponents). 

PURPOSE AND CONTENT 

The codes that might ,e used in the design 
process are many. However, it is not clear how often 
these codes are used actually in the design process. This 
lecture series is intended to bring the code developers 
and the CFD specialists of the leading gas turbine 
manufacturers together. The aim is to discuss how use- 
ful the state of the art CFD, in the design environment 
of companies. The points of view of the users and de- 
velopers in using CFD as a design tool will be deliber- 
ated. 

This lecture series will start with the presenta- 
tion of preliminary design methods. Although prelimi- 
nary design does not use CFD techniques it was decided 
that these methods should be addressed in a lecture se- 
ries on the design of turbomachinery. Several aspects of 
computational methods for the preliminary design 
process are discussed for axial and radial compressors. 
Examples of modem turbomachinery geomeuy defini- 
tion methods involving Bezier surfaces and B-splines 
are described. 

The second lecture will be on an aerodynamic 
design system that consists of many parts like through 



1-4 

flow, secon-uy flow, geometry generators, blade-to- 
blade and full 3D analysis. 

The next lecture will cover the direct use of 
three dimensional calculations for turbomachinery 
design. It will be demonstrated that with a flexible 
geometry package that directly generates a 3D data set, 
changes in blade geometry can be made in a short time. 
Modem 3D calculations will be introduced which can 
solve the complete stage, adequate for design purposes 
in the order of one hour on a workstation. 

Forth lecture will review the present state of the 
art of CFD methodology with emphasis on quality and 
accuracy of numerical approximations related to viscous 
flow computations. The basic problems of turbulence 
and transition modeling will be discussed. Integrated 
interactive mesh generation and graphical post process- 
ing systems will be illustrated by specific examples. 

The fifth lecture will be on the impact of recent 
research activities, in unsteady flows in turbines and on 
flow simulation methods used in the turbine design 
process. An overall discussion will be presented to dis- 
tinguish flow parameters that can be modeled with 
existing steady CFD codes, from those that require un- 
steady CFD codes. This lecture will also mark the be- 
ginning of deliberations of the company specialists on 
the use of CFD in aerodynamic design of turbomachin- 
ery. 

Next four lectures will be on the experiences of 
R&R, SULZER, GE, SNECMA and MTU in the use of 
CFD in their design processes. These presentations will 
address the important issues, particular to the company, 
on the use of CFD. The papers will also address the 
codes used in the companies. The critical assessments 
of usefulness of the codes will also be given. 
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1 .  S U M M A R Y  
A review of the turbomachinery preliminary design 
process is given with particular emphasis on axial and 
radial compressors. The review covers the selection of 
machine type, mean-line analysis and correlations, stage- 
stacking calculations and the use of design charts and 
optimisation techniques to find optimum values for 
design parameters. A comparison is made between the 
most successful correlations for endwall losses in axial 
compressors to highlight the different approaches that are 
possible. 

0 

The preliminary design process provides an initial 
definition of the skeletal geometry of the blading and the 
annulus of the turbomachine. Turbomachinery design 
systems are then based on design by analysis, whereby 
the blading is assessed using CFD codes and is iteratively 
refined. A numerically based parametric blade geometry 
definition system makes the use of CFD considerably 
more effective. Examples of modern turbomachinery 
geometry definition methods involving Bezier surfaces 
and B-splines are described. 

2 .  INTRODUCTION 
A turbomachine is usually designed to achieve optimum 
performance for the customer, with minimum 
development time and cost. The enormous range of 0 possible turbomachinery geometry, particularly in  
multistage machines, makes it impossible to investigate 
all of the interesting parameter options with CFD 
computations. It is vital for the engineer to eliminate 
inadequate designs and to obtain a near optimum 
configuration during the preliminary design process 
before proceeding with the final design refinements using 
CFD, see figure 1. 

Preliminary design methods still tend to be based on 
elementary one-dimensional mean-line (or pitch-line) 
methods of analysis. These are able to predict the 
performance of a turbomachine from basic design 
information to an accuracy of a few percent. They are 
thus sufficiently accurate to allow the main geometric and 
aerodynamic parameters to be selected before a refined 
design is attempted. An additional advantage of one- 
dimensional methods is that they allow the large body of 
empirical information and accumulated company 
experience to be incorporated in the design, via semi- 
empirical correlations for flow losses, blockage and 
turning. The high quality of such methods can be seen 

from the fact that one-dimensional blade loading criteria 
developed from the classic works of Lieblein (l959), de 
Haller (1955) and Zweifel (1945) are still used to 
determine the loading levels in  axial machines. The 
author has come across very few examples where CFD 
computations during the blading design process have 
identified a subsequent need to change the number of 
blades selected by proper use of these classical blade 
loading criteria. 

Axisymmetric design 
(ductflow/throughflow) 

1 
Blading section design 

(blade-to-blade) 

1 
Aerofoil stacking 

(geometry definition) 

t-- 3D flow analysis 
(EulerlNavier Stokes) 

Figure 1 : Typical turbomachinery aerodynamic design 
system 

During the preliminary design process all of the  
fundamental engineering decisions that determine the 
ultimate performance potential of a machine and the 
degree of difficulty (in terms of risk, time and cost) of 

Presented at an AGARD Lecture Series on ‘Turbomachinery Design Using CFD’, May to June 1994. 
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attaining this performance are made. The preliminary 
design determines both the critical dimensions (for 
example the annulus geometry and aspect ratio) and the 
values of the key aerodynamic parameters (such as the 
mean-line velocity triangles, Mach numbers and loading 
levels). If the values of any of these parameters selected 
during the preliminary design process are not consistent 
with the performance required by the customer, no 
amount of subsequent CFD computatjonal effort or 
development testing will enable the performance to be 
achieved. Thus despite the mundane simplicity of the. 
methods used, the preliminary design process remains 
crucially important i n  the aerodynamic design of 
turbomachinery. 

The preliminary design methods used by individual 
companies tend to be based on correlations of their own 
experience-base and, as a consequence, new designs often 
tend to be rather similar to those preceeding them. 
Because of this, the major differences between the 
products of different turbomachinery manufacturers 
probably stem more from the preliminary design methods 
in use than the CFD methods. In fact, the extensive effort 
devoted to CFD validation has ensured that the CFD 
tools in  use by different companies provide essentially 
similar results, and in many cases the same CFD code is 
in  use within many companies, for example, that of 
Dawes (1988). This is not the case with preliminary 
design methods, since very few are commercially 
available, and those i n  most use are unique to the 
company using them. 

The basic tools for the preliminary design of 
turbomachinery have not been greatly affected by the 
rapid change in blading design methods since the 
introduction of CFD. The techniques currently used for 
preliminary design are not widely different from those in 
use for turbomachinery final design two to three decades 
ago, when many turbomachines were conceived and 
developed by looking at the flow process in  the middle of 
the annulus only. The main change in preliminary design 
methods that has occurred in recent years is that the 
computational techniques and details of the correlations 
have been refined and improved. In addition, much better 
graphical techniques are now used to present the results, 
and, in some cases, numerical optimisation techniques 
have been developed to aid the search for the optimum 
design. 

With each introduction of more complete CFD modelling 
of the flowfield as the final design step, many of the the 
tools currently used i n  the design process (such as 
throughflow calculations and Q3D blade-to-blade 
calculations) can now, to some extent, be classified as 
preliminary design methods. In radial compressor design, 
the preliminary design process determines both the 
skeletal geometry of ,the blading and the annulus 
geometry of the machine for subsequent analysis and 
refinement by throughflow methods or CFD 
computations. In axial compressors, the one-dimensional 
preliminary design process is used to estimate the 
annulus shape, the number of stages, the aspect ratio, the 
number of blades, the mean-line velocity triangles and the 
blade loading levels i n  each stage. A throughflow 
analysis is then used for the detailed air-angle design. 

This determines the spanwise variation of the velocity 
triangles from which a preliminary estimate can be made 
of the blading geometry for analysis with CFD methods. 

The sections that follow review aspects of the 
preliminary design and geometry definition of both axial 
and radial compressors. The author has less personal 
experience of the preliminary design of turbines, so 
readers are referred to some of the many recent 
publications on turbine preliminary design methods for 
more details of this (see, for example, Wilson (1987), 
Gyarmarthy (1990), Whitfield and Baines (1990), 
Schobeiri (1992), Schobeiri and Abouelkheir (1992) and 
many other earlier references given by these authors). 

This review first describes some of the successful 
correlation methods for selecting the machine type and 
estimating the mean-line performance of axial and radial 
compressor blade rows. The various methods of stage- 
stacking, using either blade row performance data or stage 
characteristics, to compute the performance of multistage 
machines is then considered. The use of various 
engineering tools, from design charts to numerical 
optimisation methods, in  conjunction with mean-line 
prediction methods for the optimisation of designs is 
discussed. Finally a brief review of modern geometry 
definition methods for the numerical definition of 
turbomachinery blade and channel geometry is given. 

0 

3. CORRELATIONS FOR AXIAL AND 
RADIAL COMPRESSORS 

3 . 1  Selection of machine type 
The first question to be asked in  the selection of a 
turbomachine is whether an axial or radial machine is 
appropriate for the duty being considered. For pumps, 
sufficient experience is available for this question to be 
answered on the basis of relatively simple correlations 
using the concept of specific speed without any detailed 
numerical computations. An example of such a 
correlation is given in figure 2 from Spengler (1976). 
The definition of specific speed is based on the duty of 
the machine as specified by values of the volume flow, 
V, the head, H, and the rotational speed, n, as 

n =  n v0;/ ~ 0 . 7 5  
4 

(Note that specific speed correlations of this type require 
special care with the units being used: often, as i n  this 
case, inconsistent units are used and the result is not truly 
non-dimensional). 

The curves shown in  figure 2 demonstrate the optimum 
values of head rise coefficient, flow coefficient, blade 
number, outlet width ratio and inlet diameter for a given 
specific speed. The pump manufacturer would also 
correlate the inlet and outlet blade angles and the expected 
value of the efficiency in this way. Deviations of the 
geometry from the values obtained from such curves are 
possible, but the peak efficiency is likely to be lower. 
and the use of CFD in the detailed design of the pump 
blading would be unlikely to recover this loss in 
efficiency. 
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Figure 2: Correlation .x the selecton of pump type and global geometry based on specific speed nq, Spengl 

Key: @ = impeller outlet flow coefficient (Cm2/U2) 
y = 
z = impeller blade number 

impeller work coefficient (2gH/U22) 

For radial compressors, such correlations need to take 
into account the Mach number and the compressibility of 
the fluid. Casey and Marty (1986) have published a 
typical correlation for the efficiency of low Mach number 
industrial radial compressors based only on the value of 
the inlet flow coefficient, see figure 3. Rodgers (1980) 
has published a correlation for high Mach number 
impellers based on the specific speed using the flow 
volume derived from the mean density of the gas between 
the inlet and outlet of the compressor. Such correlations 
are adequate for radial compressors up to moderate specific 
speeds but become less useful for high specific speeds 
where a mixed flow compressor could be used. Balje 
(1981) has published a correlation for the whole range of 
compressor applications including mixed flow impellers. 
The importance of these correlations is that they define 
the general level of performance that can be expected for 
particular types of design; high efficiency cannot be 
expected of a low specific speed design, even if the very 
best CFD methods are used for its detailed design. 

An additional factor to be taken into account is the 
absolute flow capacity and size of the turbomachine. 
Correlations based on the value of the exit flow function 
(md(T)/P) have often been used in  aeroengine compressor 
applications to delineate the change from axial to radial 
machines, see for example Birdi (1992). For values of the 
exit flow function lower 'than 3 (imperial units 
[Ib/sdK/psi]) a radial compressor tends to be used, and for 
values greater than 6 an axial compressor is used. Mixed 
flow impellers are used for intermediate values and have 
the advantage that they allow a larger exit flow function 
to be achieved for a given frontal area than purely radial 
impellers. Often the experience-base of a particular 
compressor manufacturer allows a radial compressor to be 
used when another manufacturer with more experience 
with axial compressors would use an axial compressor. 
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Figure 3: The variation in optimum efficiency, loss and 
impeller shapes with design flow coefficient for 
process impellers, Casey and Marty (1 986), 
(0 = impeller flow coefficient (V/UZD~~).  
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In practice, correlations of this type are not used that 
often for the preliminary design process, since in  most 
cases the new design is derived from an existing design. 
Most customers for turbomachinery are aware of the 
many difficulties and risks associated with completely 
new compressor designs and favour derivative designs. 
This limits the degree of freedom available to the 
designer. Typically he would examine the following 
options for derivative designs before carrying out a new 
design: 
(a) Reblading an existing compressor in  the same 

annulus to meet changed requirements, 
(b) Changing the blading and the casing annulus line 

whilst retaining an existing rotor ("cropping" or 
"growing" the blading), 
Scaling an existing compressor to a new size, 
Cutting back the trailing edge of an impeller to 
change its head rise characteristics, 
Rematching the diffuser of a radial impeller to 
change the mass flow - pressure rise 
characteristics, 

(f) Adding a "zero" stage to the front, or additional 
stages to the rear, of an axial compressor. 

In view of the fact that such changes can be requested 
several times over the lifetime of a particular design, the 
importance of the preliminary design process, especially 
with regard to axial length and aspect ratio becomes clear. 

(c) 
(d) 

(e) 

Following the selection of machine type, i t  is necessary 
to make predictions of the performance for various 
tentative designs, with a view to selecting those that are 
most likely to achieve the required performance for more 
detailed analysis. The preliminary design process thus 
requires an ability to correctly predict the performance for 
the various geometrical options. This requires accurate 
and reliable correlations of the effects of geometrical 
changes on performance, as outlined below. In view of 
the fact that one of the major technical problems of 
compressor design is the achievement of adequate surge 
margin, these techniques need to be able to examine the 
off-design performance as well as to predict the design 
point efficiency. 

3 . 2  Correlations for axial compressors 
For the successful prediction of the performance of an 
axial compressor blade row four different types of 
aerodynamic problem have to be looked at: 
(a) cascade aerodynamics (that is, profile losses and 

deviation as a function of incidence and Mach 
number), 
casing and hub boundary layers (clearance losses, 
annulus losses, secondary losses and endwall 
blockage as a function of stage loading and 
clearance levels), 
the onset of rotating stall, and 
the choking of the blade row. 

(b) 

(c) 
(d) 
Much research effort has been dedicated to these 
problems, and fairly universal techniques exist for the 
correlation of some of the effects of geometrical changes 
on performance based on semi-empirical physical models 
of the flow. 

Practical compressor preliminary design methods still 
tend to rely on highly empirical techniques to calculate 

the magnitude of the endwall losses and the inception of 
stall from the geometrical parameters (see Cumpsty 
(1989)). The initial estimates of the profile losses, the 
deviation angles and the choking of the blade rows arc 
also estimated from empirical correlations, but 
subsequent analysis with CFD methods is able to provide 
more precise information. The limitations of CFD 
methods for the various aspects of performance prediction 
are reviewed in  a companion paper to this, Casey (1994). 

3.2.1 Cascade Correlations 
There is widespread agreement on the general form of the 
best correlations for the cascade performance of an axial 
compressor section, following the work of Licblein 
(1959) and Koch and Smith (1976), although there is 
often some discrepancy between the detailed form that the 
correlations take. The profile losses at the minimum loss 
incidence are generally correlated in  terms of the Lieblein 
diffusion factor with corrections for the effect of 
thicknesskhord ratio, Mach number, axial velocity ratio 
and Reynolds number. Simple polynomials are used to 
predict the loss bucket giving the rate of increase of loss 
with incidence up to and beyond the "stalling" incidence, 
where the losses are twice their minimum value. 

The performance range of a single section of an axial 
blade row operating in  cascade i s  usefully documented in  
the form of an "alpha-Mach'' diagram showing the 
operating range of the cascade in  terms of inlet flow angle 
versus inlet Mach number, see for example Cumpsty 
(1989). An example of such an empirical correlation for a 
DCA (double circular arc) cascade based on that given by 
Raw and Weir (1980) is given in figure 4. The lines 
shown on this diagram are: 
(a) The choking limit of the cascade, which for - 

- 

isentropic flow is a unique function of the Mach 
number, throat area and flow inlet angle. At Mach 
numbers above the critical Mach number, shock 
losses modify the ideal choke line i n  the way 
shown. 
The high loss boundary on the choke side of 
minimum loss, where the loss coefficient starts to 
rise above twice its minimum loss value. At 
higher Mach numbers the losses rise because of 
the proximity to choke, but at lower Mach 
numbers they rise because of negative incidence 
stall. 

(c) The locus of minimum loss incidence as a 
function of the Mach number. 

(d) The high loss boundary on the stall side of 
minimum loss, where the losses rise above twice 
the minimum loss value because of flow 
separation losses at positive incidence. The precise 
location of this line above the critical Mach 
number depends on the aerofoil type. 

(b) 

0 

No generally valid correlations for these lines have been 
published, and individual compressor manufacturers have 
their own data-base and correlations for classical blade 
profiles (NACA 65, C4 and DCA profiles) to generate 
such diagrams (see the examples given by Koch and 
Smith (1976), Raw and Weir (1980), Casey (1987), 
Miller and Wasdell (1987) and Wright and Miller (1991)). 
The "alpha-Mach'' diagrams can be generated from 
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Figure 4: "Alpha-Mach'' (inlet flow angle versus inlet mach number) diagram for a compressor cascade section showing 
limits of operation, based on that given by Raw and Weir (1980) 

Key: Line A Choke (with correction for non-isentropic flow) 
High loss boundary (choke side of loss bucket) 

High loss boundary (stall side of loss bucket) 

Line 6 
Line C Minimum loss 
Line D 

relatively few geometrical parameters for the blade row 
(such as spacekhord ratio, thicknesskhord ratio, stagger 
and camber angles) using information based on 
correlations of low speed cascade data and geometrical 
correlations to give the throat area. 

In addition to the losses, the deviation angle between the 
blade metal outlet angle and the flow outlet angle needs 
to be predicted, along with its variation with incidence. 
Correlation methods based on that of Lieblein (1960) or 
that of Carter (1950) are in general use for the deviation 
of classical blade profiles, but most companies have 
empirical corrections to these to improve the fit to their 
data-base. Examples of such corrections are given by 
Cetin et al. (1987) to match measured performance data 
on transonic compressor stages. The prediction of the 
variation of deviation with incidence is less straight- 
forward and several different methods have been 
suggested, varying from a linear increase in deviation 
with incidence, Lieblein (l969), to the use of generalised 
curves relating deviation to incidence, Wasdell and Miller 
(1987). Blade-to-blade codes are generally quite reliable 
for the prediction of deviation at the minimum loss 
incidence, but less accurate with respect to the variation 
with incidence. 

Correlation data is, of course, only available for classical 
profile families on circular arc camber lines, and is not 
suitable for use with non-standard profiles (such as 

modern forms of controlled diffusion blading). In order to 
apply these correlations with profiles of this type i t  is 
necessary to define an equivalent blading to the non- 
standard aerofoil. This can be done (approximately) by 
choosing a DCA blade with an inlet blade angle that 
gives the same throat area as the non-standard aerofoil and 
hence the same choke boundary. The stall and minimum 
loss lines for the non-standard aerofoil can then be 
obtained from the DCA correlations relative to the choke 
line. It would be a great step forward for the compressor 
designer if a CFD blade-to-blade code were available 
which could accurately predict these features of cascade 
aerodynamics and generate such profile loss buckets, the 
"alpha-Mach" diagrams and flow deviation for all blading 
types. The work of Youngren and Drela (1991) appears to 
provide the closest approach to such a code that has been 
developed so far. 

The cascade correlations are not only used in  preliminary 
design to predict the performance of cascades, but also 
during the throughflow design to suggest a preliminary 
blading geometry (stagger, camber and spacekhord ratio) 
for a given set of air angles. This is particulary useful as 
it  provides a basis for the establishment of the blade 
loading levels at an early stage in the design and gives the 
designer the opportunity to modify the air-angle design to 
balance the distribution of loading before the detailed 
blading design process. It also allows preliminary blading 
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3.2.2. Etdwall losses atid blockage 
There is very little agreement in  the turbomachinery 
literature on the most appropriate form of correlation for 
the prediction of the endwall losses and blockage, and a 
number of radically different techniques are used, see the 
recent reviews by Cumpsty (1989) and Denton (1993). 
The most reliable correlations 'appear to be those of 
Smith (l970), as modified by Koch and Smith (1976) and 
Casey (l987), that of Hunter and Cumpsty (l982), and 
that given by Wright and Miller (1991), which is based 
on work by Freeman (1985). 

The correlation of Smith (1970) predicts the endwall 
blockage and tangential force deficit thickness of the hub 
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Figure 5: Endwall boundary layer blockage and 
tangential force deficit thickness correlation 
for casing boundary layers, Smith (1 970) 

Key: S* = displacement thickness 
U = tangential force thickness 
w = Pressure rise coefficent (2Ap/pUm2) 
Um = mean blade speed 
E = tip clearance 
g = blade staggered spacing 

and casing boundary layers in a repeating stage, ee 
figures 5 and 6.  These boundary layer thicknesses are 
correlated as functions of the clearance/staggered gap ratio 
and the nearness to stall (as expressed by the pressure rise 
as a fraction of the maximum pressure rise of the stage). 

In a later form of this correlation, given by Koch and 
Smith (l970), see figure 7, the boundary layer parameters 
of the hub and casing were combined to produce a 
correlation with rather less scatter. Another more subtle 
change introduced by Koch and Smith was to use a 
different definition of the nearness to stall as the abscissa 
scale. The initial Smith correlation took the pressure rise 
coefficient based on mean blade speed as a measure of the 
pressure rise, whereas the later correlation uses a pressure 

Figure 6: Endwall boundary layer blockage and 
tangential force deficit thickness correlation 
for hub boundary layers, Smith (1 970) 

Key: 6' = displacement thickness 
U = tangential force thickness 
w = Pressure rise coefficent (2Ap/pUm2) 
Um = mean blade speed 
E = tip clearance 
g = blade staggered spacing 
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rise coefficient based on the inlet velocity to the blade 
row. This has the effect of spreading out the data close to 
stall and avoids the trend that the correlated data lies on a 
vertical line close to stall, as can be seen by comparison 
of figures 6 and 7. Casey (1987) further modified these 
correlations to make use of the more recent stall 
prediction criterion of Koch (198 1) for the calculation of 

g is the outlet 
s taggered g a p  

0.7 0.8 0.9 ,1 .o 
Pressure r ise 

M a x i m u m  pressure r ise 
-. 

Pressure r ise 

M a x i m u m  pressure r ise 

Figure 7: Endwall bo'undary layer blockage and 
tangential force deficit thickness correlation 
for hub and casing boundary layers, Koch and 
Smith (1 976) as given by Cumpsty (1 989). 

Key: 6. = displacement thickness 
6Fe = tangential force thickness 
ty = Pressure rise coefficent (2Ap/pW2) 
W = mean relative inlet velocity 
t = tip clearance 
g = blade staggered spacing 

the nearness to stall. In the original paper Smith qualifies 
this correlation as coming "from engineering judgement 
seasoned by boundary layer data", which is certainly very 
true for the correlation of the tangential force deficit 
thickness. The disadvantages of the Smith and Koch 
correlation are that i t  does not separate the blockage in 
the rotors and stators, that i t  applies only to repeating 
stages and that a separate correlation for stall is needed 
before it can be used. 

The correlation of Hunter and Cumpsty (l982), see figure 
8, also predicts the displacement thickness and the 
tangential force deficit thickness as a function of the 
nearness to stall. In this correlation the boundary layer 
blockage is non-dimensionalised with the tip clearance. 
This data was taken from measurements on an isolated 
rotor and it is interesting to note that i t  agrees well with 
the Smith data. The correlation is, of course, 
unsatisfactory for blades with no tip clearance gap (rotor 
roots and stator casing, for example). 
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Figure 8: Endwall boundary layer blockage and 
tangential force deficit thickness correlation for 
rotor casing boundary layers, Hunter and 
Cumpsty (1 982) 

Key: 6* = displacement thickness 
U = tangential force thickness 
ty = Pressure rise coefficent (2Ap/pUt2) 
Ut = blade tip speed 
t = tip clearance 
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The effect on stage efficiency due to the endwall blockage 
and the reduction in  tangential blade force in  the endwall 
boundary layer is then calculated by an equation given by 
Smith (1970) as: 

2 6' 
1-- 

I-- 
h 

where f i  is the stage efficiency without endwall 
boundary layers 6* is the displacement thickness,u is the 
tangential force thickness and h the annulus height. 

The correlation of Freeman (1983, as given by Wright 
and Miller (1991), see figure 9, predicts directly the loss 
coefficient due to the endwall boundary layer losses. The 
endwall loss parameter is correlated as a function of the 
clearance to chord ratio and the blade loading (as expressed 
by the mean-line blade diffusion factor). The use of the 
Lieblein diffusion factor on the mean-line as the measure 
of endwall loading in  this correlation is convenient for 
calculation purposes, but unlikely to be justified from the 
physics of the endwall flow. The value of the diffusion 
factor at which the endwall losses dramatically rise is a 
function of the clearance/chord ratio and is consistent 
with the maximum loading criterion also given by 
Freeman, see figure 1 1  and section 3.2.3 below. 

Wright and Miller calculate the blockage of the endwall 
boundary layer using a separate annulus wall boundary 
layer prediction model with numerous empirical 
coefficents. It should be noted, however, that the equation 
above can be rederived in  a form that allows the boundary 
layer blockage of the hub and casing boundary layers to 
be predicted directly from the endwall loss coefficient as 
follows: 

a - 2 6' -- 
h ( l -b+ba)  

where a = COr( x, 2AH + COs( &). and 

AH is the stage work input, Or is the rotor endwall loss 
coefficient, Wr the rotor inlet relative velocity, os is the 
stator endwall loss coefficient, Cs the stator inlet 
velocity. b = V / 6' is the ratio of the tangential force 
thickness to the displacement thickness of the endwall 
boundary layers, which can be estimated from figure 7, 
typically b = 0.5. 

The contrast between these four different techniques 
highlights the very serious inadequacy of our current 
understanding of endwall boundary layer losses and 
blockage. About the only similarities between the 
various methods is the trend for an increase i n  blockage 
and losses with clearance level and as stall is approached. 
This increase in blockage and losses with loading towards 
stall is an important factor in  the accurate prediction of 
stage characteristics which become flatter as stall is 

approached. The slope of these characteristics has a strong 
influence on the prediction of surge onset using stability 
theory (Moore and Greitzer (1 986)). 

It is interesting to note that although these methods have 
been derived primarily for use i n  preliminary design 
codes, they are usually the most accurate way of 
calculating endwall losses and blockage over the whole 
axial compressor design system! The review of endwall 
flows given by Cumpsty (1989) explains the many 
inadequacies of endwall boundary layer methods for the 
prediction of these features of the flow. None of the 
correlation methods available deals adequately with the 
problem of shrouded blade rows with a leakage flow over 
the shroud. A new synthesis of the best features of each 
of these methods is required, perhaps making use of 
improved understanding of endwall flows obtained from 
CFD computations. 

Endwall loss 
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Figure 9: Endwall loss parameter as a function of loading 
based on work by Freeman (1 986), as  given by, 
Miller and Wright (1991) 

I 

Key: Endwall loss parameter = w 

w = endwall loss coefficient 
E = tip clearance 
c = blade chord 
h = blade span 
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Figure 10: Correlation for the  maximum stage pressure rise coefficient from a diffuser analogy, Koch (1981) 

3.2.3 Blade loading, stall andsurge 
A reliable prediction method for the onset of stall, and the 
true functional dependence of stall on blade loading, have 
remained the most elusive aspects of axial compressor 
aerodynamics. There are several well-known candidates for 
the fluid dynamic mechanism of rotating stall inception: 
(a) Separation of the blade profile boundary layers due 

to excessive incidence (as in stall of an isolated 
aerofoil). 
Separation of the blade profile boundary layers due 
to excessive diffusion along the blade suction 
surface (see Leiblein (1959)). 
Separation of the casing or hub boundary layers 
(de Haller (1955)). 

Recent research has concentrated on the growth and 
separation of the endwall boundary layers as the central 
cause of rotating stall (Greitzer et al. (1979), Koch 
(1981), Schweitzer and Garberoglio (1984)). This is not a 
new idea. De Haller (1955) recognised that the endwall 
boundary layers limit the pressure rise acheivable by any 
cascade of compressor blades and suggested that 

Cp,, = Ap / ((1 / 2 ) p W 2 )  = 0.44 

- 

(b) 

(c) 

He wrote that "if we try to increase the diffusion above 
this limit, then the boundary layers on the sidewalls 
separate and no further pressure increase takes place", 
(author's translation). 

Koch (1981) extended the idea of de Haller by correlating 
the maximum pressure rise coefficent with a geometrical 
parameter derived from classical diffuser studies (see 
Sovran and Klomp (1967)). The geometry parameter used 
by Koch is the arc length of the cambered airfoil divided 
by the cascade trailing edge staggered spacing, L/g2, that 
is a length-to-outlet-width ratio, see figure IO.  This is 

similar to the conventional type of correlation used for 
diffuser flows, except that the outlet width rather than the 
inlet width is used. The justification for using the outlet 
width instead of the more usual inlet width is that in  a 
compressor cascade i t  is the exit flow area that remains 
roughly constant over the range of operation, while the 
effective flow area at inlet changes with the inlet flow 
angle. The stage average value of the L/g2 ratio is 
calculated by using the bladerow inlet dynamic head of 
rotor and stator as the weighting factor. Corrections are 
applied for the effects of tip clearance, Reynolds number 
and the form of the inlet velocity triangle. Although there 
is considerable scatter between the actual presure rise 
achieved in multistage compressors and that predicted by 
the correlation of Koch, no compressors achieve more 
pressure rise than that predicted by this correlation. 
Because of this, Casey (1987) used lower values of the 
peak pressure rise coefficient for stall prediction in his 
mean-line method, as shown in  figure 10. 

Another correlation based on the diffuser analogy has 
been given by Schweitzer and Garberoglio (1984). The 
correlation offered by Freeman (1985) is rather simpler, 
giving the maximum diffusion factor of an axial blade 
row as a function of the stage tip clearance to chord ratio, 
see figure 11. Higher diffusion factors and blade loading 
can be achieved with low clearance levels. In  the abscence 
of better correlations, the designer is advised to check 
each of these correlations during the preliminary design 
process to ensure that his design does not exceed the 
limits given by these authors. It should be noted that 
even when a good correlation for the stall of an isolated 
blade row is available, it is still difficult to predict the 
surge of a multistage machine from the individual stage 
characteristics (Moore and Greitzer (1986)). 
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Figure 11: Correlation for maximum diffusion factor as  a 
function of clearance I chord ratio, Freeman 
(1985). 

3.2.4 Accuracy of correlation techniques 
It is crucially important to realise that correlation 
techniques are limited in accuracy, especially for stage 
types not included i n  the data used to generate the 
correlations. An example of the accuracy of a such a 
correlation-based performance prediction method for axial 
compressor stages has been given by Casey and 
Hugentobler (1988), see figure 12. The efficiency is 
predicted to within +2%, except for stages with poor 
measured efficiency. It should be noted that the level of 
agreement is good, but not excellent. Axial turbine mean- 
line prediction methods tend to be more accurate, see 
figure 13 from Tong and Gregory ( 1990). 

3 .3  Correlations for radial compressors 
Unlike the case for axial stages, there are no generally 
accepted correlation techniques and there is no 
comprehensive body of literature giving standard forms of 
correlations for the loss, flow turning and blockage of 
radial compressor stages. Different authors use radically 
different approximations and techniques and all of the 
available methods appear to work well on the types of 
stage from which the correlations have been derived. 

The two main problems in generating universally valid 
prediction methods for radial stages are our lack of 
understanding of the loss generating mechanisms (Denton 
(1993)), and the fact that the flowfield of radial impellers 
is highly three-dimensional and not easily amenable to 
physical description by the use of one-dimensional 
models. The technical literature gives the impression that 
there are as many different schools of radial compressor 
preliminary design as there are manufacturers and research 
institutes working on the subject. The publications of 
Herbert (1980), Japikse (1983, Van den Braembussche 
(1983, Cumpsty (1989), Whitfield (1989) and Whitfield 
and Baines (1990) are probably the best starting points 
for an examination of the most recent literature. 
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Figure 12: Accuracy of a multiradius method for axial 
compressor stage characteristic predictions, 
Casey and Hugentobler (1988). 
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Figure 13: Accuracy of mean-line method for axial 
turbine efficiency predictions with TDOD 
(Turbine Design and Off Design code), 
Tong and Gregory (1990). 
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Because of the diversity of the methods available, it is 
not possible to recommend universally valid correlations 
and a review of the methods available would inevitably be 
quite patchy. Given the present state of the art, the most 
consistent and reliable techniques for radial stages are 
those based purely on a correlation of the measurement 
data available, using non-dimensional parameters that 
have been selected on the basis of dynamic and geometric 
similarity without too much attempt to understand the 
physics of the flow. To demonstrate this type of method, 
the outlines of an unpublished procedure developed by the 
author for the correlation of the performance of industrial 
compressor stages in  this way is described briefly below. 

I . 2  
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The method is based on a separate analysis of the 
performance characteristics of the impeller and diffuser. 
Radial compressor performance tests, in which a 
measurement of the impeller outlet static pressure has 
been carried out, can be analysed to generate separate 
performance characteristics for the impeller and the 
diffuser and to specify the one-dimensional flowfield at 
the impeller outlet, see Dalbert et al. (1988). For 
industrial impellers i t  is common practice to make use of 
highly standardised components, such that similar diffuser 
geometries are used with a range of impellers. In  the 
example presented here, the standard diffuser design uses 
24 circular arc vanes of constant thickness and curvature, 
which may be staggered with variable blade inlet angle. 
The specification of the vane inlet angle and the 
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Figure 14: Correlation of measured impeller efficiency 
data for process radial impellers, (Mw is the 
inlet relative Mach number at the impeller eye) 

diffuser width ratio b2/D2, is then sufficient to define the 
geometry of a wide number of standard diffusers. 

This makes i t  possible to correlate the diffuser off-design 
performance purely in  terms of the vane setting angle, the 
flow angle at inlet to the diffuser and the inlet Mach 
number to the diffuser. The impeller off-design 
characteristics can also be correlated i n  terms of the 
variation in the impeller inlet flow coefficient and the 
inlet Mach number, see figures 14 and 15. Note that 
these correlations define the shape of the performance 
characteristic relative to the peak efficiency point, such 
that separate correlations are needed to define the absolute 
efficiency and its location in terms of flow coefficient or 
flow angle. This can be done using correlations based on 
specific speed for the impeller performance or correlations 
based on two-dimensional diffuser charts or experience 
with similar diffusers for the diffuser. The stage 
performance characteristics for a new diffuser and impeller 
combination can then be estimated by simple one- 
dimensional mean-line calculations. In this mean-line 
procedure a reliable correlation for the slip factor (such as 
that given by Wiesner (1967)) is also needed to generate 
the impeller outlet velocity triangle. 

Other forms of correlation for radial compressor impeller 
and diffuser characteristics may be more suitable for high 
pressure ratio impellers. 

Efficiency 

Peak efficiency t 

Mc 

0.3 

Inlet flow angle - inlet flow angle at peak 

Figure 15: Correlation of measured efficiency, data for 
standardised radial impeller diffusers, (Mc is 
the diffuser inlet Mach number) 
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4 .  STAGE STACKING OF AXIAL AND 

A “stage-stacking’’ procedure is a method of performance 
calculation in which the performance of the machine is 
calculated as the cumulative performance of the individual 
blade rows or stages. Calculation methods of this type 
were among the first successful methods available for the 
calculation of the overall performance of compressors 
(Robbins and Dugan (1956) and Stone (1958)), and are 
still under development for the preliminary design and 
analysis of modern aeroengine compressors (Howell and 
Calvert (1978) and Wright and Miller (1991)). Their use 
for design-point calculations of multi-stage compressors 
has been partly superceeded by more sophisticated 
methods which use meridional throughflow calculations 
combined with correlations for blade element performance 
and endwall losses (Hirsch and Denton (1981)). 

RADIAL COMPRESSORS 

For the calculation of the fu l l  performance map of 
compressors at a number of operating conditions simple 
stage-stacking methods have considerable advantages over 
throughflow methods: 
(a) They are one-dimensional algebraic methods with 

relatively simple input data. 
(b) Being one-dimensional they are very easy to 

understand, require low computational effort and 
their results are relatively easy to interpret. 
They work well even if individual blade rows are 
operating at extreme incidence with choke or stall 
conditions. 
They are particularly suitable for identifying 
problems associated with the mismatch of stage 
components at off-design operating points and for 
examining means of overcoming these problems 
by the use of variable geometry. 

(c) 

(d) 

Stage-stacking calculations are faster by more than an 
order of magnitude than meridional throughflow 
calculations for multistage compressors. Typically the 
whole performance map of an axial compressor at several 
speeds or several guide vane settings can be calculated 
more quickly by stage-stacking than a single operating 
point using throughflow methods. This makes these 
types of calculation particularly useful for incorporation 
into more complicated simulation models for examining 
the off-design operation (start-up and shut-down) of 
industrial processes or gas turbines. 

The two different ways of carrying out stage stacking 
calculations, on a stage-by-stage basis and on a row-by- 
row basis, are described below. The most important 
aspect of such calculations is a clear thermodynamic 
accounting procedure for taking into account the losses, 
blockage and turning, and in  some cases the leakage 
flows, through the machine, Traupel (1977). 

4 . 1  Stage-by-stage stacking calculations 
Stage-by-stage stacking calculations are in  regular use for 
industrial compressor performance prediction. Here the 
calculation proceeds from the inlet to the outlet of the 
compressor, and the performance of each successive stage 
determines the inlet conditions (P, T, and V) and the 
operating point of the next stage (in terms of flow 
coefficient, $, impeller Mach number, Mu,, efficiency, 

qp, work input coefficient, po=AH/U2 and pressure rise 
coefficient pp=qppo). The performance of the machine is 
then determined by the cumulative performance of the 
individual stages. 

The main requirement for accurate stage-stacking 
calculations is the availability of reliable one-dimensional 
characteristics for the individual stages. Industrial axial 
and radial compressors use standardised types of blading 
for all machines and suitable stage characteristics can be 
readily obtained from measurement on similar machines 
or in dedicated test stands. Stage characteristics can also 
be derived from theoretical models or correlations; for 
example, semi-empirical methods of generating suitable 
stage characteristics for subsonic industrial axial 
compressors have been given by Casey (1987) and by 
Casey and Hugentobler (1988). Such calculations can 
also be used i n  the design of transonic multistage 
compressors and fans to examine the effects of different 
types of stage matching at the design point on the part- 
speed performance of the machine, Calvert (1994). 

Figure 16 provides an illustration of some of the 0 
interesting interactions that can occur between the 
performance of a multistage centrifugal compressor and 
the characteristics of its stages. In this somewhat 
idealised example, taken from Casey and Marty (l986), 
the performance of a five stage compressor using 
impellers of the same diameter and of the same family 
has been calculated. The effect of the Mach number on 
the stage characteristic has, for convenience, been 
neglected. Figure 16 shows the performance of the 
machine and the operating points of the individual stages 
for different inlet volume flows and rotational speeds. 
Each column of figure 16 represents a certain rotational 
speed and each row contains the following diagrams: 
row A: pressure-volume ( TC - V ) characteristic of the 

machine 
rowB: operating points of the individual stages on 

their efficiency - flow coefficient (qp - $) 
characteristic curves 
operating points of the stages on their pressure 
coefficient - flow coefficient (pp - $)  
characteristics. 

The diagrams in column 3 show the operating 
characteristics of the machine at its design speed (n = 
100%). At the design point (V) all of the stages operate 
at their best efficiency point - the stage efficiency and the 
pressure coefficient reduce towards the end stages because 
here the flow coefficients are low and the impellers are 
narrow. If we reduce the inlet volume flow below the 
design point then the first stage moves to the left along 
its characteristic and produces more pressure rise than at 
design. As a consequence, the second stage receives 
proportionately less volume than at its design point and 
lies further to the left on its own stage characteristic. 
This behaviour continues through all the stages. When 
the first stage has a certain minimum inlet volume, the 
last stage lies so far to the left of its characteristic that i t  
reaches its limit of stability and the machine can go into 
surge (*). With an increase in inlet volume, the first stage 
moves to the right along its characteristic. Each 
successive stage receives progressively more volume flow 
than at its design point. At a certain maximum inlet 

row C: 
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Figure 16: Stage-stacking calculations of a five-stage radial compressor, showing the operating points on the machine 
characteristic and the working points of the individual stages. 

volume flow the last stage produces no pressure rise at all 
and operates at its choke point (0). Any further increase 
in  inlet volume flow is impossible, although the 
machine can still operate at lower pressure ratios since 
the last stage can move into a region of expansion with 
an efficiency of less than zero (CI). Columns 4 and 5 
show the operation of the machine at speeds above its 
design speed. With a moderate speed increase (n = 120%, 
column 4) the stages each produce more pressure ratio 
than at the design speed. A relatively small change i n  
volume flow in the first stage is amplified by succeeding 
stages. The first stage can now only move a short way 
along its characteristic whilst the last stage moves all the 
way fom surge to choke. The machine characteristic 
becomes steeper than at the design speed. Column 5 
shows that the machine characteristic would become even 
steeper at a speed of 140% of design, and that the first 
stage barely moves along its characteristic curve. This is 
only of academic interest, however, as the influence of 
the Mach number on the characteristic curves of the 
stages has not been taken into account, and the 
mechanical limit on the tip-speed is likely to have been 
exceeded! Stage stacking calculations of high Mach 
number compressors in which the first stage becomes 
choked, and therefore experiences no change in inlet flow 
volume, is best carried out from the last stage forwards. 

Columns 1 and 2 show the performance at speeds less 
than design. Column 2 illustrates that at 97% of design 
speed all of the stages operate near their stability point 
when the machine surges. Below this speed the first stage 

becomes responsible for the surge of the machine, giving 
rise to the kink in the surge line on the machine 
characteristic. At much lower speeds a configuration 
occurs where the first stage operates at its stability point 
whilst the last stage is in choke (n = 68%, column 1). 

This very simplified example highlights some of the 
important features of the design of multi-stage 
compressors, in particular the fact that at part-speed the 
first stages become responsible for the stability of the 
compressor and the last stages can operate close to choke. 
It shows clearly that exact stage characteristics for the 
individual stages are needed in  order to avoid an 
accumulation of errors in the calculation. Some of the 
complications of real centrifugal machines that have not 
been included are:- 

Each stage is usually of a different type with 
different characteristic curves, 
The effect of the Mach number on the shape of the 
stage characteristic,which has been neglected here, 
can be quite large. 
The best efficiency point of each stage and the 
design point of the machine do not necessarily 
coincide. It may be worthwhile matching the 
stages at the design point with the front stages 
closer to choke and the rear stages closer to surge. 
An example demonstrating the benefits of this for 
a multi-stage axial compressor has been given by 
Cumpsty (1989). 
To improve the off-design performance some 
degree of variable geometry may be included (such 
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as inlet  guide vanes, variable diffuser vanes, or 
variable stagger stator vanes). An example of a 
stage matching calculation of a constant speed 
industrial axial compressor with variable stagger 
stator vanes in  all blade rows is given by Goede 
and Casey (1 988). 

Mid radius 
Rotor 4 

Choke 

In practice, stage-stacking methods are usually combined 
both with interpolation procedures for the characteristics 
of the individual stages, taking into account the change in 
the characteristic with Mach number, and with the 
appropriate real gas equations for the gas properties. This 
means that sophisticated software becomes essential. 

4 . 2  Row-by-row stacking calculations 
Row-by-row stacking calculations are widely used i n  the 
preliminary design of axial compressors for gas turbine 
applications. In methods of this type the blade row 
performance correlations, described in section 3.2, are 
combined with the continuity equation, the Euler turbine 
equation and with the gas equations to stack the 
performance of the individual blade rows along the mean- 
line of the compressor. The overall performance 
characteristics of the machine, as well as those of the 
individual stages, can be computed with methods of this 
type. As the rotors and stators are modelled individually i t  
is possible to identify any axial mismatch between the 
stator and rotor blade rows, as well as between the 
individual stages. 

& 40. 

20. 

Methods of this type allow the mismatch of stages at 
part-speed to be examined, so that the best compromise 
for the choice of design incidence can be made. Figure 17 
shows an example of the type of presentation of results 
possible with this method. The working point of the 
mid-section of each rotor at each speed is displayed in  the 
"alpha-Mach'' number diagram. The tendency at part-speed 
for the first stage to move into stall and the last stage to 
move towards choke can be identified from this. To 
eliminate some of the difficulties caused by this, the first 
stage is matched closer to choke and the last stage closer 
to stall at the design point. 

Rotor 7 ! , 
e Design 
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During the preliminary design of an axial compressor 
methods of this type are used to predict the performance 
characteristics of the different geometrical options. 
Typical details that will be examined with these methods 
are: 
(a) The relative advantages of a rising hub-line design 

compared with a constant hub-line. 
(b) The choice of aspect ratio of the stages and the 

number of stages. For example, for a given length 
of the compressor, the effect of using more stages 
of high aspect ratio compared with fewer stages of 
lower aspect ratio could be examined. 
The choice of swirl distribution through the 
compressor. For example, the use of an inlet guide 
vane for the first rotor row, leading to low reaction 
and lower rotor inlet Mach numbers in the front 
stages, could be compared to a design without an 
inlet guide vane. 
The distribution of the blade loading through the 
compressor could be examined and the preliminary 
selection of the number of blades could be made. 
The number of blades selected would be only 

(c) 

(d) 

tentative at this stage, because of feedback from 
mechanical design. 
The need for variable geometry. For example, how 
many stages with variable stagger stator vanes are 
needed to achieve the part-speed surge margin 
requirements. 

(e) 

In general, the engineer will examine by trial and error 
those design options which he feels from experience are 
of most interest unt i l  he believes he has got the best 
solution for the particular application. The success of 
huge investments in  new turbomachinery configurations 
often depends on the effectiveness of this process. Since 
there are a large number of possible alterations the 
examination of the options may take some considerable 
time. The use of design charts and numerical 
optimisation techniques make i t  possible to shorten this 
process, see below. 
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Figure 17: Operating points of the  first, fourth and last 
stages of a 7 stage axial compressor plotted 
in the rotor "alpha-Mach'' number diagrams. 

5 .  OPTIMISATION TECHNIQUES FOR 
PRELIMINARY DESIGN 

5 . 1  Design charts 
The most effective design charts for use in  the 
preliminary design process are those that allow the 
engineer to rapidly identify designs that are unacceptable 
or provide guidance on the route towards the optimum 
design. With the aid of such simple tools the designer can 
reduce to manageable proportions the number and range 
of design parameters that must be examined during the 
preliminary design. Three examples taken from the recent 
design experience of the author are given below. 
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5.1.1 Radial impeller inlet blade angle 
The choice of the best blade angle for the inlet eye of a 
radial impeller with an axial inducer-type inlet could be 
considered to be a difficult optimisation problem and its 
solution by means of trial and error calculations with a 
3D CFD method would require considerable 
computational effort. Fortunately, there is a simple one- 
dimensional analysis that can be carried out to minimise 
the relative inlet Mach number of the impeller for a given 
mass flow. This was first published by Shepherd (1956) 
but has been subsequently republished in a different form 
by many authors. A low inlet Mach number is a good 
thing since i t  leads to low shock losses, low friction 
losses and reduces the level of diffusion in the impeller. 

Figure 18 plots the mass flow function at the inlet of an 
impeller with axial flow as a function of the inlet 
absolute Mach number for a range of relative inlet Mach 
numbers and flow inlet angles. It can be seen that an inlet 
flow angle close to 30" gives the largest mass f low 
function and that the optimum is relatively flat. There is 
clearly no need for an impeller designer to spend a long 
time deliberating over the best choice of inlet flow angle. 

It is worthwhile noting that a similar analysis for the 
optimum flow angle at the inlet to a pump can be carried 
out, based on eliminating cavitation by maximising the 
static pressure in the suction peak at the impeller leading 
edge, see Pfleiderer (1957). This leads to optimum inlet 
angles that are much lower than in compressors, typically 
around 15". Clearly i t  is important for the designer to 
know what needs to be optimised in  the design process. 

Mass Flow 
Function 

0 0.2 0.4 0.6 0.8 1.0- 
Axial hlet Mach Number 

Figure 18: Mass flow function at the inducer inlet of a 
radial impeller. 

5.1 .2  De Haller number in radial impellers 
Figures 19 and 20 show carpet plots of the relationship 
betwen the velocity components at the inlet and outlet of 
a radial impeller, for a range of flow angles. The ordinate 
and abscissa of both plots are logarithmic and to the same 
scale. In figure 19 the ordinate is the meridional inlet 
velocity and the abscissa is the inlet relative velocity 
made non-dimensional with the impeller tip speed. In 
figure 20 the ordinate and abscissa are the outlet 
meridional velocity and the outlet relative velocity. 

Transparent copies of the two charts placed over each 
other in different orientations allow the effect of impeller 
meridional velocity ratio and relative velocity ratio (de 
Haller number) to be examined. For example, by moving 
the two charts relative to each other in a vertical plane or 
in a horizontal plane the relationship of the inlet and 
outlet velocity triangles of a range of impellers designed 
for different meridional velocity ratios and de Haller 
numbers can be examined. The inlet and outlet velocity 
triangles of an impeller can be marked by points on the 
charts and by placing these points above each other the 
meridional velocity ratio and de Haller number may be 
determined from the relative position of the axes. 

These charts were developed by the author during the 
preliminary design of the low specific speed impellers 
reported by Casey et al. (1990). They allowed a rapid 
assessment of the use of high backsweep combined with 
low outlet meridional velocity for the design of low flow 
coefficient impellers with wide flow channels and high 
work coefficients. In such impellers the use of more 
backsweep can lead to a higher pressure rise ! 
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Figure 19: Carpet plot of velocity components in the 
impeller inlet velocity triangles for different 
inlet radii and inlet relative flow angles. 
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Figure 20: Carpet plot of velocity components in the 
impeller outlet velocity triangles for a range of 
relative and absolute flow angles. 

5.1.3 Sniith diagranis 
Design charts showing efficiency contours for a range of 
flow coefficients and work input coefficients, based on 
that for turbines first given by Smith (1965), have proved 
very useful for rapid design guidance in the search for 
optimum axial stages. The original Smith diagram was 
based on an analysis of measurement data, but the use of 
mean-line correlations allows such charts to be generated 
by computer. 
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An example of a Smith diagram for an axial compressor 
stage with a degree of reaction of 0.7 is given in  figure 
21, whereby values of the de Haller number have also 
been superimposed on the chart. This was generated 
during the design of a new middle stage for industrial 
axial compressors using the correlations and one- 
dimensional mean-line method described by Casey 
(1987). It should be noted that the curves given here are 
for fixed values of the rotor and stator spacekhord ratio 
whereas i n  some other applications i t  would be 
appropriate to alter the space chord ratio with the loading 
level. The curves show a clear design point for peak 
efficiency and a drop in efficiency in  all directions from 
this peak. The efficiency drops as the loading is increased 
because the increase in losses caused by a low de Haller 
number outweighs the additional work input. 

5 . 2  Numerical optimisation 
Given the power of computers to carry out large numbers 
of repetitive calculations, it is tempting to enlist the help 
of numerical optimisation techniques for the preliminary 

0.0 I 1 1 1 1 1  I 1  I 

0.0 0 . 2  0 . 4  0 . 6  0.8 1 . 0  

cx/u 
Figure 21: Smith diagram for an axial compressor stage 

design process. These offer the promise of eliminating 
many of the tedious iterative trial-and-error calculations 
and replacing them with a systematic search of the design 
space for an optimum design. Several examples of such 
attempts to do this for a range of turbomachinery 
preliminary designs have already appeared in the recent 
turbomachinery literature, see, for example, Macchi 
(1 985) and Tong and Gregory ( I  990) for axial turbines, 
Hearsey (1989) and Holt and Bassler (199 1 )  for axial 
compressors and Russo et al. (1987) for radial 
compressors. 

0 

Many different numerical techniques exist for obtaining 
the optimum of a mathematically continuous multi- 
variable function. The majority use a form of hill- 
climbing in which the gradient of the function needs to 
be calculated to determine a search direction towards the 
optimum. This can be highly inefficient because the 
necessary derivatives are not usually directly available in 
turbomachinery simulation codes and need to be 
determined by finite difference techniques. There is also a 
risk that such methods search for a local optimum and do 
not find the true hill-top. 

Recent work by Tong and Gregory (1990) has combined 
rule-based expert systems with genetic algorithms in an 
attempt to overcome these problems. Rule-based expert 
systems try to model the way an engineer would operate 
in order to eliminate designs that are not of interest. 
Genetic algorithms provide a systematic way of varying 
multiple parameters to avoid constraints or local optima. 
The method approximates the process of evolution in that 
the values of design parameters are considered as genes. A 
new population is generated by mutation and evolves 
further or becomes extinct according to its fitness, 
measured against a clearly defined performance measure. 
The gene pool can be seeded with previous good design 
solutions in order to reduce the computational effort. 

The author is of the opinion that, for compressor 
preliminary design, the performance prediction methods 
available are not sufficiently accurate to justify the use of 
numerical optimisation methods. In most compressor 
designs i t  is the attainment of adequate surge margin 



1-17 

which determines the final design solution and our 
methods for prediction of surge margin are too weak for 
numerical optimisation to be worthwhile. The real 
advantage of such numerical optimisation methods is that 
they might point to a solution that is radically different 
from those previously attempted. In such cases i t  is 
likely that the correlations in use would be either outside 
their range of validity or constrained at the limit of their 
validity. This would point to the need for a critical 
examination of the correlations and to the need for new 
measurements and theory to develop them. 

The example given by Tong and Gregory (1990) 
demonstrates this very clearly. The design of a five-stage 
turbine suggested by the genetic algorithm required a high 
value of the outer casing wall slope in  the earlier stages. 
This was outside of the range of previous experience, but 
allowed the tip diameter to increase rapidly and increased 
the efficiency of the downstream stages. 

6 .  GEOMETRY DEFINITION 
The preliminary design process provides an initial 
definition of the skeletal geometry of the blading and the 
annulus of the turbomachine. Turbomachinery design 
systems are then generally based on design by analysis, 
whereby the blading is assessed using CFD codes and 
iteratively refined. During the detailed design stage the 
designer repeatedly adjusts the shape of the blades and 
flow channels until he finds a suitable geometry that 
combines acceptable aerodynamic performance with low 
stress levels and is practical and economic to 
manufacture. This process of continual refinement of the 
shape can be expensive, tedious and time consuming, 
since at each stage the geometrical data for the necessary 
aerodynamic or stress analysis must be prepared. The task 
is greatly simplified when a simple flexible system of 
geometry definition for the annulus and blading 
components is available. The availability of a numerical 
geometry definition system with appropriate interfaces 
also aids the transfer of data from the aerodynamicist for 
stress analysis and manufacture. 

Traditional methods of geometry definition for 
turbomachinery blading involved either curve-fitting 
through a series of points or the use of more general 
polynomial expressions for the blade shapes. Curve- 
fitting through arrays of discrete points is fraught with 
problems for turbomachinery blading because of the need 
to model the large changes i n  curvature and blade surface 
orientation near to the leading edge. This results in  
inevitable oscillations in the curves that are generated.' 
Many design systems overcome this leading edge 
problem by splitting the blade into four parts, whereby 
the leading and trailing edges are modelled as separate 
circular arcs or ellipses and the suction and pressure 
surfaces are modelled as a string of data points through 
which a suitable curve is fitted. 

A very useful technique to obviate the need for a large 
number of data points to define the surface is to use a 
smaller number of points which are joined by piecewise 
continuous segments, see for example Ginder and Calvert 
(1987). Instead of one continuous polynomial through all 
the points, the points are joined by polynomials of lower 
degree (say, cubic curves) with no change in curvature or 

slope at the junction of the segments. In the design of 
turbomachinery blading it is often the case that the 
designer has a more direct relationship with the values of 
the blade angles than the actual blade Cartesian 
coordinates. Because of this, most design systems are 
based on a definition of the blade camber line as a series 
of camber angles that are automatic.ally integrated within 
the design system to produce the coordinates. The blade 
angles may be specified at a series of points and 
interpolated by appropriate methods. 

The trend in blading geometry definition methods is to 
make use of techniques that have been developed for the 
computer-aided modelling of 3D objects, see Farin 
(1991). Two particular techniques have found wide 
application in turbomachinery - the Bezier curve and the 
non-uniform rational B-spline (NURBS) curve, see, for 
example, Smith and Merryweather (1973), Engeli et a1 
(1978), Casey (1983) and Grein et al. (1989). Both of 
these techniques allow the complicated three-dimensional 
surface of a turbomachinery blade to be represented by a 
parametric surface, in  which each point on the surface is 
associated with two parameters which range from zero to 
some integer. A particular pair of values of these 
parameters uniquely identifies any point on the actual 
surface. 

X 

Figure 22: Bezier curve of order 1 

Figure 23: Bezier curve of order 2 



1-18 

Figure 24: Radial compressor annulus defined by Bezier curves, Casey (1 985) 
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6 . 1  Bezier surface 
A Bezier curve is a parametric representation of a space 
curve. The curve is specified by the coordinates of a series 
of points in  space of which only the first and last lie on 
the curve they define. The points are known as the 
polygon points of the curve and the figure constructed by 
joining these polygon points with straight lines is 
known as the Bezier polygon of the curve. 

The simplest example is a straight line, see figure 22, 
defined as a Bezier curve of order 1 : - 

R = ( 1  - u ) E  + u q  
where R is a vector of a point on the curve and Po and P i  
are the vectors of the polygon points (in this case also 
end points) of the Bezier polygon. The parameter U is 
constrained to vary from 0 to 1 along the curve, and for 
values of U between 0 and 1 the vector R describes a 
straight line from point Po to P I .  The Bezier curve of 
order 2 is defined by three polygon points and can be 
written as: - 

R = (1 - L A ) ~ E  + 2u( l -  u ) q  + U'% 
From the example given in  figure 25, it can be seen that 
the second polygon point does not lie on the curve but 
that the tangents to the curve at the end points are in the 
direction of this point. The Bezier curve of order 3 

requires four polygon points to define it and can be 
written as 
R = (1 - u ) ' e  + 3u( l -   LA)^^ + 3u2(1 - u ) q  + u 3 F  
- 

Fcom the form of these equations it can be seen that the 
Bezier curve is in some sense the weighted average of the 
polygon points defining the curve. It always goes 
through the first and the last points of the polygon and 
the direction of the start of the curve is the same as that 
of the line joining the first two points. The weighting 
functions are the Bernstein polynomials, defined as 
follows: 

q ( u )  = ( f ) U k ( l -  L4))I-l 

so that the general form of the Bezier polynomial of order 
n requires n+l polygon points and is given by 

" 

k=O 
These equations give the designer the ability to define a 
smooth curve for the annulus shape i n  a radial 
compressor, and to interactively adjust the shape by 
changing the position of the points. More complicated 
curves can be generated either by increasing the degree of 
the polynomial or by forming a series of individual 
Bezier curves. Which route offers the most flexibility 
depends on the application. In  radial compressor 



applications the use of a string of curves to define the 
different elements of the blading is very effective, see 
figure 24 from Casey (1985). In turbine profile design, 
both surfaces of the blade can be defined by a single 
curve, as shown in figure 25 from Engeli et al. (1978). 

The Bezier curve can also be generalised lo form a Bezier 
surface. The simplest example, often used to define the 
surface of a radial compressor vane, can be defined by a 
series of straight lines joining points of constant U of 
two adjacent Bezier curves. Asecond parameter. v, can be 
introduced which vanes from 0 to I as one proceeds along 
the straight lines between these curves. Thus any point 
on the surface can be referred to by the values of its 
parametric coordinates (u,v). The three dimensional 
surface (x.y,z) is mapped onto a two dimensional plane 
by the equations. Separate Bezier surfaces can be defined 
for the suction surface, the pressure surface and the 
camber surface of the vane, as shown in figure 26. 

It is of course also possible to increase the degree of the 
Bezier polynomial in the spanwise direction to generate 
arbitrary three-dimensional curved surfaces. In axial 
turbomachinery applications it  is often the case that the 
individual spanwise blade sections are defined on 
streamsurfaces of a throughflow calculation by blade-to- 
blade methods. In this case it is worthwhile defining the 
three dimensional surface as a series of patches in the 
spanwise direction. Experience has shown that for axial 
compressor blading a parabolic variation of the shape in 
the spanwise direction is adequate. 

6.2 N o n - u n i f o r m  r a t i o n a l  B- sp l ines  

The Bezier curves described above have two slight 
drawbacks in  some turbomachinery situations. Firstly, 
for each segment of a Bezier curve a change in the 
position of a single point can lead to changes in the 
whole curve. Secondly if the whole surface is defined as a 
single patch then it may require a very high order 
polynomial with a large increase in the computational 
overhead. The B-spline form of curve definition 
overcomes these problems at the expense of being less 
simple than the Bezier curve. The B-spline formulation 
contains the Bezier curve as a special case. 

The essential difference between a B-spline and Bezier 
curve is that the order of the curve and the number of 
polygon points are independent. The interpolating 
functions which form the curve from the weighted 
average of the polygon points act on only a few adjacent 
polygon points. The interpolating functions are of 
relatively low order, typically three or four, and are non- 
zero over only part of the total range of the curve. There 
are the same number of basis interpolating functions as 
there are polygon points, but each one is non-zero over a 
different range of segments. Because of this, the shift of a 
single polygon point only affects the curve in  its 
immediate neighbourhood. In addition, very complex 
curves can be defined with many polygon points, whilst 
retaining the computational speed of relatively simple 
low order interpolating functions. For further details, the 
recent literature on the topic should be consulted, Farin 
(1991). 
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Figure 25: Turbine blade profile with each surface 
defined by a single Bezier curye, showing the 
effect of moving point 6, Engeli et al. (1978) 
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Figure 26: Bezier surfaces to define an impeller vane 
(suction surface (S), Pressure surface (P) 
and camber surface (E)). 
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Figure 28: Francis turbine defined entirely by B-spline surfaces (Grein et al. (1989)) 

An example of a turbomachine geometry (a Francis 
turbine taken fmm Grein et al. (1989)) in which the total 
geometry comprising blades, shroud and hub has been 
defined by B-splines is shown in figure 29. 

1 .  CLOSING REMARKS 
This review has emphasised the crucial importance of the 
preliminary design process in the attainment of 
performance objectives for turbomachinery designs. 
Despite the pedestrian simplicity of the onedimensional 
methods used, the preliminary design process determines 
within quite a narrow range the ultimate performance 
potential of a turbomachine. No other design phase can 
yield so much performance improvement with so little 
effort. 

It is clear from the review that the status of correlations 
for many difficult aspects of turbomachinery flows is 
very inadequate. New correlations with a more physical 
basis are needed. especially for radial machines and for 
aspects of endwall flows in axial machines. In the near 
future CFD computations should be able to provide the 
basis for improvements of the correlations. It would 
probably be worthwhile diverting some of the enormous 
effort being expended on CFD validation to this end. 

The use of numerical optimisation techniques combined 
with mean-line prediction methods is in its infancy. It is 
likely to become more imponant in the future when more 
accurate mean-line correlation techniques are available. 
Numerical geometry definition methods are also likely to 
become more important with the increasing use of local 

workstations and the trend to visualisation of the 
geomemy and the flowfield results. 
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Abstract 

The aerodynamic design system a t  GE Aircraft 
Engines (GEAE) consists of many parts: through- 
flow, secondary flow, geometry generators, blade- 
to-blade and fully three-dimensional (3D) analy- 
sis. This paper describes each of these elements 
and discusses optimization and computer architec- 
ture issues. Emphasis is placed on those areas in 
which the company is thought t o  have special ca- 
pability. 

Introduction 

With ever increasing component efficiencies such 
as  those achieved on the GE90 (Figure l), the job 
of the turbomachinery aerodynamacist becomes 
more challenging and begins to take on more di- 
mensions. Rather than. designing the best vane 
possible, the quest is now for the best stage o r  mul- 
tistage configuration tha t  can operate efficiently 
over a wide range of flow conditions. Rather than 
producing the best aerodynamic design, the job 
now requires tha t  the optimum design should sat-  
isfy aerodynamic, heat  transfer, aeromechanical, 
mechanical, manufacturing, time and budget con- 
straints simultaneously. The designer thus has  to  
have a multidisciplinary awareness and the design 
systems have to complement this approach. 

In order to move t o  a truly integrated multidis- 
ciplinary design, speed is of the essence. Speed 
in running individual codes, speed in looping and 
iterating over series of codes, speed in optimiz- 
ing various design parameters and speed in be- 

ing able to  transmit information in a readily di- 
gestable form to other disciplines. 

This paper begins by taking an historic look a t  
the development of the main elements in the aero- 
dynamic design system, namely the throughflow 
and  blade-to-blade codes. I t  will be seen tha t  these 
elements are highly linked to available computer 
resources, resources tha t  today open up the pos- 
sibility of great increases in designer productivity. 
Some of these possibilities will be explored before 
moving on to the design system as  used at GEAE. 
Since designing with secondary flow has long been 
a par t  of compressor design a t  GEAE, special at-  
tention will be given to this area. Methods for 
throughflow, blade-to-blade and geometry genera- 
tion, optimization strategies and links to  the full 
3D solvers will also be discussed. 

Having built on o u r  design system technology 
base for many years, the most immediate task we 
face in this area is one of implementing existing 
physical models onto ever changing computer ar- 
chitectures in order to increase productivity. The 
current technology push is in the 3D area where 
the underlying physics is still being explored; this 
is the topic of an accompanying paper (Jennions, 
1994). 

Historical Background 

Aerodynamic designers of aircraft engines have 
always had  a willingness t o  use the most up-to- 
date techniques to help them with their challeng- 
ing jobs. Even before useful computers (1950’s) 
such techniques as  hand flux plots and electric 
field similarities were used t o  obtain information 
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about the potential flow field. Hand flux plots 
aim to  produce a graphical representaion of the 
streamlines through a blade row by continuously 
updating streamline and orthogonal positions on 
a diagram such as  shown in Figure 2. On comple- 
tion of the iteration, either when all orthogonals 
and streamlines are truly a t  right angles and as- 
pect ratio considerations satisfied or  (one suspects 
more commonly) when the designer was running 
out of time, this technique yielded the potential 
streamlines around the blading. The electric field 
simulation addressed the same situation. Blades 
would be cut out of metal and  placed the correct 
pitch apart .  Iron filings would be scattered be- 
tween the blades and  an electric potential applied 
between the blades causing the iron filings t o  align 
themselves with the field. By analogy between 
fluid flow and electric field theory (Lamb, 19321, 
the iron particles would describe the potential flow 
field around the blade. 

A general scheme proposed by Wu (1952), 
and probably independently conceived by others, 
marked the way t o  a more analytical treatment 
of the full 3D flow through blade rows. In this 
scheme, the steady flow solution is calculated on 
two families of intersecting streamsurfaces: a fam- 
ily of blade-to-blade streamsurfaces (Sl surfaces) 
and a family of throughflow surfaces (S2 surfaces), 
as  shown in Figure 3. Calculations are performed 
on each family of streamsurfaces bu t  contain link- 
age terms, such a s  blade forces, to the other fam- 
ily. These solutions can be of any level of sophis- 
tication and by iteration a quasi-3D description of 
the flow field can be obtained. This technique has  
been elaborated on over the last  40 years and still 
remains the backbone of any aero design system. 

The implementation of these ideas took a num- 
ber of years, principally due to  the lack of computer 
power with which to  solve the equations as  they 
had been formulated. Figure 4 shows the major 
events in throughflow and blade-to-blade history 
a t  GEAE over this time period, indicating the com- 
puter hardware tha t  was being used. Each signifi- 
cant upgrade to  our design capability can be traced 
back to  the production of faster hardware which 
enabled more complex physics or numerics to be 
handled, giving the ever eager designer new tools 
with which t o  attack design problems. 

The above analysis on its own is still not suf- 
ficiently sophisticated to  address the problem of 
multistage compressor (or turbine) design for to- 
day's high efficiency levels. There is a built in 
assumption tha t  flow remains on axisymmetric 
streamsurfaces as  i t  passes through the machine, 
even though designers are aware that  this as- 
sumption is not really valid. Secondary flows gen- 

erate spanwise as  well a s  cross-passage velocities, 
which convect fluid from the hub to  the tip o r  vice 
versa and  these can be expected to persist for some 
distance downstream of the blade row tha t  gen- 
erates them. Also, there is a tendency for blade 
boundary layer fluid to  be centrifuged outward on 
rotor blades and moved inward on stator vanes 
by the prevailing static pressure field. Sweeping 
of the blades can also cause boundary layer cross 
flows. 

An indication of the potential importance of this 
mixing in multistage compressors was observed at 
GEAE in the mid 1960's. At tha t  time tests were 
being conducted on compressors with higher stage 
loadings and  lower aspect ratios than had previ- 
ously been common. When flow synthesis calcu- 
lations were made tha t  employed measured dis- 
tributions of stagnation temperature and stagna- 
tion pressure, the deduced spanwise distributions 
of loss coefficient appeared to  be unreasonable in 
the stages aft of stage 3 or stage 4; higher losses 
near mid-passage than near the end-walls were of- 
ten implied. Since there was nothing in the blad- 
ing design or operation that  would cause losses to  
originate in this way, this strongly suggested tha t  
some of the higher temperature fluid near the end- 
walls was being convected to  mid-passage by sec- 
ondary flows. Much work has  been done since this 
time on secondary flows and will be discussed later 
in the paper. 

Design System 

From a 1D description of the machine provided 
by Preliminary Design, along with the flowpath 
boundaries, the 2D vector diagrams and blading 
are  laid out in the throughflow code. In essence, 
the throughflow is the design intent and begins 
the detailed design process. It is  how the designer 
wants the machine t o  perform on test. The task of 
the rest  of the detailed design system is to  produce 
the blading to  achieve the vector diagrams and ef- 
ficiency levels set by this throughflow analysis. 

The design systems for compressors and tur- 
bines are distinct, especially in their handling of 
geometry, bu t  share many of the same tools. A 
bird's eye view of the system is shown in Figure 
5. The process for design in each discipline is 
quite different, e.g. currently turbines do not use 
secondary flow in design; examples will be given 
throughout the paper to  illustrate each process. 

From the vector diagrams a preliminary blade 
shape along the throughflow streamlines is cre- 
ated. There are a variety of blade-to-blade codes 
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with a choice being made depending on the type of 
design. The blade-to-blade code will predict load- 
ing, exit angle and (if viscous) loss, given the blade 
geometry and flow conditions from the through- 
flow code. Some iteration with the geometry gen- 
erator is needed until a blade shape satisfying 
throughflow and other requirements is produced. 
Iteration with the throughflow will also have to  be 
performed as blade blockages, lean and flow asym- 
metries (the linkage terms of Wu's analysis) will 
affect the streamline positions and target design 
values. 

Full 3D analysis is performed to a greater or 
lesser extent depending on the component. Tran- 
sonic fans and turbines now place great empha- 
sis on this part  of the system, whereas multistage 
compressor design makes relatively little use of 3D 
due to  the cumulative mixing effects tha t  occur 
through the machine. Techniques such as those 
used by Adamczyk (1989) are needed for multi- 
stage compressors but  are still in their infancy. 3D 
results can be averaged and taken back into the 
throughflow system to update either loss o r  turn- 
ing throughout the blade row. 

The detailed use of the design system for com- 
pressors and turbines has been described in two 
publications. Sullivan and Hager (1983) described 
the aero design and performance of the GE I NASA 
E3 fan, the full scale test vehicle being shown in 
Figure 6. Selection of the blade shape parameters 
and use of the system for the fan, quarter stage 
booster, bypass OGV (Outlet Guide Vane) and in- 
ner OGV are all discussed. The design was con- 
ducted using many advanced technology features 
and improvements in design methods. Test results 
demonstrated aerodynamic performance tha t  ex- 
ceeded all efficiency, flow and stall margin goals. 
Figure 7 shows the fan performance map and how 
the target stall line was exceeded. For turbines, 
the report by Wysong e t  al. (1978) is a comprehen- 
sive description of an interactive system for the de- 
sign of turbine airfoils. I t  includes turbine aerody- 
namics, heat  transfer and mechanical design. The 
analytical and numerical methods in each module, 
and their theoretical basis, are presented in the re- 
port. 

Links to  other disciplines are also shown in Fig- 
ure 5 where vertical placement of the other disci- 
plines indicates the level at which data is currently 
extracted from the aerodynamic design system. 
Information regarding flowpath layout for draft- 
ing is taken from the throughflow level as is the 
aerodynamic data required for fan acoustics. Both 
manufacturing and mechanical design key off the 
geometry elements of the system. Aeromechanics 
and hea t  transfer take blade-to-blade flow data, or 

even fully 3D data, depending on the depth of anal- 
ysis required. 

While the above provides a background to  the 
aero design system in use at GEAE, the following 
sections explore in more detail the physical pro- 
cesses and theoretical modelling tha t  are  present 
in each of the main elements. Emphasis is par- 
ticularly placed on those areas where the system 
used at GEAE is thought to  be different to  those of 
competitors. 

Throughflow 

The basis of the current throughflow code is de- 
scribed by Smith (1966). There, an equation de- 
scribing the radial variation of circumferentially 
averaged flow properties inside a turbomachinery 
blade row was derived. This equation is referred 
to  a s  the Radial Equilibrium Equation (REE) ex- 
pressed as: 

5 J  

Y 

a 
Term 1 is the radial pressure gradient term, t..e 

terms on the right hand side of the equation ef- 
fectively telling one how this gradient is produced 
and, hence, how i t  can be controlled. Term 2 is the 
centripetal acceleration and is often used as the 
only right hand side term as a simplified form of 
the REE. Increasing the turning done by a blade 
(C,) increases the radial pressure gradient. Term 
3 is the meridional streamline curvature and will 
be minimal in cylindrical passages without signif- 
icant three dimensional blading. Term 4 is the 
slope gradient term, while term 5 is the blockage 
gradient. Blockage can clearly be used to  change 
the distribution of the flow through a blade row 
and the term gives its effect on the radial pressure 
gradient. Term 6 is the heat  transfer term, which 
is negligible if the flowpath is adiabatic. Term 7 
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arises from the blade forces imparted on the fluid, 
i.e. the pressure difference across the blade, and 
has to come from a blade-to-blade calculation. Fi- 
nally, term 8 expresses the non-uniformity of the 
flow in the circumferential direction. If the flow 
was uniform circumferentially, then these terms 
would be zero. Smith investigated the magni- 
tude of these G functions in detail and found them 
to be negligible. Through an understanding of 
these terms and their actions on the flow the de- 
signer can better tailor the radial pressure gradi- 
ents through a machine to  meet design objectives. 

Secondary Flow 

For multistage machines the throughflow code 
forms the basis for a physical model but must be 
supplemented by knowledge of the mixing occur- 
ing in the machine. Adkins and Smith (1982) 
showed flow measurements tha t  indicated sub- 
stantial spanwise mixing of flow properties and 
considerable deviation in blade row turning from 
two-dimensional cascade theory. They put  to- 
gether a secondary flow model which accounted for 
the effects of: 1) main-stream non-free vortex flow, 
2) end-wall boundary layers, 3) blade end clear- 
ances, 4) blade end shrouding, 5) blade boundary 
layer and wake centrifugation. The model was 
based on inviscid, small perturbation secondary 
flow theory and resulted in spanwise velocities 
representing mixing from each of these secondary 
flow sources. These velocities were then turned 
into a mixing coefficient tha t  could be used in a 
throughflow code t o  mix out quantities such a s  
total temperature, total pressure or RCu (radius 
times tangential velocity; work). The effects of 
such an analysis on profiles from high and low as- 
pect ratio P&WA compressors are shown in Figure 
8. Calculations performed without mixing show 
large temperature and pressure gains near the 
endwalls whereas those with mixing considerably 
flatten these profiles and result in much better 
agreement with the experimental data. 

Gallimore and Cumpsty (1986) conducted exper- 
iments in two low-speed four-stage compressors 
using an ethylene tracer gas technique to  trace 
the migration of flow through the machine. Their 
results showed tha t  the dominant mechanism for 
spanwise mixing was random turbulent type dif- 
fusion and not the radial convection of flow prop- 
erties. Further, they suggested tha t  the results 
seemed fairly insensitive t o  the magnitude of the 
mixing coefficient, so tha t  a single number ap- 
peared adequate. I t  should be noted tha t  both Ad- 
kins and Smith and Gallimore and Cumpsty had 

arrived at a mixing coefficient to describe the span- 
wise mixing but they had both done so with very 
different underlying physical mechanisms. 

Leylek and Wisler (1991) produced both experi- 
mental and numerical results to confirm tha t  both 
convective and diffusive phenomena were present 
inside a multistage compressor. The experiments 
used an  ethylene tracer gas technique (Wisler e t  
al., 1987) and a 3D Navier-Stokes code in or- 
der to understand the mixing process in Stator 3 
of a four stage low-speed research compressor at 
design point and at increased loading. Full 3D 
Navier-Stokes simulations of these cases aided un- 
derstanding and interpretation of the experimen- 
tal data as  well as  showinggood agreement with it. 
Figure 9 shows experimental plots of ethylene con- 
centration downstream of the stator, the projection 
of the initial injection points (upstream of the sta- 
tor) onto this plane being shown by a 'X'. Three 
sets of contours are  shown, the results from 3 dif- 
ferent injection sites: D, G and C. When plotted as  
a function of radial distance from the initial injec- 
tion point, the concentration profiles (Figure 10) 
clearly can be used to identify convection and dif- 
fusion processes. In Figure loa,  the shapes of the 
experimental distribution functions for Contour D 
reasonably approximate those for a classical type 
turbulent diffusion. In Figure lob, examining the 
data along the major axis on the radially outward 
side of the injection point for Contour G, the ar- 
eas of convection and diffusion are  clearly shown 
to be of the same order of magnitude. On the radi- 
ally inward side, large contour distortion occurs, 
which is thought to be caused by a combination 
of both convection and diffusion. The distribution 
function showing the spanwise extent of mixingfor 
Contour C in Figure 1Oc also has  large convective 
and diffusive effects present. 

A further example of the use of secondary 
flow modelling can be found in Smith (1987) in 
which the aerodynamic design of the Unducted 
Fan (UDF, Figure 11) is described. Here, the 
same quasi-three-dimensional approach employed 
for ducted fan designs was used, consisting of a 
circumferentially-averaged flowfield analysis fol- 
lowed by cascade design tha t  included secondary 
flow and sweep effects. The open-tip condition en- 
tered as  a significant secondary flow contribution 
and the Adkins and Smith (1982) approach was ex- 
tended to  deal with this geometry. Blade shapes 
defined by this process were analyzed by a 3D Eu- 
ler solver (Holmes and Tong, 1985), as  the effects of 
viscosity were thought to be small, and final blade 
shape adjustments made accordingly. 

0 

0 



Blade Geometry 

Blade construction and manipulation for compres- 
sors and turbines is quite different, following de- 
sign philosophies in each discipline. Compressor 
geometry is defined by a blade meanline and thick- 
ness distribution, following the format founded at 
NACA (Jacobs e t  al., 1933). The vector diagrams 
are  taken from the throughflow code and with an 
appropriate deviation angle and choice of thick- 
ness distribution a blade is constructed. This con- 
struction is performed on the number of stream- 
line sections for which the design is executed and, 
with lean and sweep considerations (Smith and 
Yeh, 19621, a 3D blade is generated. Leading edge 
geometries on components such a s  fans are de- 
scribed by parameters characterizing the droop of 
the leading edge and by the polynomial required 
to blend the leading edge geometry in with the 
rest  of the blade. Because the blade geometry is 
expressed in terms of parameters, interpolation 
produces smoother results than working with the 
basic blade coordinates, especially in the leading 
edge region which is critical to most designs. Fig- 
ure 12 shows a geometry plot for a fan tip section, 
showing critical areas through the passage and ex- 
pected expansion lines from the leading edge re- 
gion. 

For turbines, the geometric description of a 
blade is driven by different considerations. Tur- 
bine designers need to  be able to  hold throat area 
while designing sections capable of being cooled 
and having reasonable trailing edge thicknesses. 
This is most easily achieved by treating the geom- 
etry a s  the surface of the blade, being described by 
a number of polynomial curve fits for each stream- 
line section. Designers manipulate these curves 
until a desired blend of curvature continuity is 
achieved (Wysong et  al., 19781, e.g. from the nose 
to  the suction surface. Blade design thus proceeds 
a s  an  iterative loop between this interactive ge- 
ometry generator and the analysis code. Recently, 
however, this par t  of the system has  been used to  
generate candidate blade shapes which have had 
different stackings applied to them before analysis 
with a full 3D Navier-Stokes code. A logical exten- 
sion of this approach (not implemented yet) would 
be to  interactively modify the full 3D geometry. 

With the increasing use of Unigraphics a s  a CAD 
/ CAM system within the company, the use of a 
NURBS (Non-Uniform Rational B Spline) descrip- 
tion of the blade to  be used a s  a ‘master model’ for 
all disciplines is being sought. The aero design sys- 
tem currently can produce full 3D blade descrip- 
tions in Unigraphics for complex geometric manip- 
ulation, transmittal to  other disciplines (e.g. me- 
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chanical design) outside vendors o r  to laboratories 
for the creation of SLA (Stereo Lithography Ap- 
paratus) models which are becoming increasingly 
popular in reducing development cycle time. 

Blade-to-Blade Codes 

A variety of blade-to-blade solvers a re  currently 
available in the design system. They range from 
potential and streamline curvature methods up  to  
fully viscous time marching solvers. The main use 
of the blade-to-blade codes is t o  ensure tha t  the 
vector diagrams set  by the throughflow are achiev- 
able within the bounds of blade thickness, loading 
and efficiencies. For example, in turbine design 
the suction surface diffusion is taken a s  a primary 
indicator a s  to  the condition of the boundary layer. 
The blade-to-blade code solves for the suction sur- 
face velocity ratio, or diffusion factor, and the ge- 
ometry is adjusted accordingly. 

Most of these codes a re  very similar to those 
available in other design systems and have also 
been described elsewhere e.g. streamline cur- 
vature (Wysong et  al., 1978) and inverse design 
(Drela, 1985, Giles, 1985). However, three codes 
(TAYLOR, AEGIS and NOVAK2D) are different 
enough to  be worthy of mention. NOVAK2D 
(Holmes and Connell, 1989) is an  unstructured, 
adaptive code and will be fully discussed in the 
accompanying CFD paper (Jennions, 19941, the 
other two codes a re  discussed below. 

TAYLOR. The TAYLOR code (Novak and 
Haymann-Haber, 1982) assumes a steady, 2D, in- 
viscid, irrotational flow and employs a fourth- 
order Taylor series expansion across the cascade 
passage. Strictly speaking, it is a channel design 
(not a blade design) process. In the upstream and 
downstream regions, the stagnation streamline 
shape results from the specification of zero blade 
thickness and zero angular momentum change. 
The computational process inside and outside of 
the blade is identical. The procedure gives solu- 
tions for subsonic, supersonic and mixed-flow con- 
ditions, although the solutions are only realistic in 
regions where shock free flow is possible. The code 
can be used in either a direct analysis mode o r  as 
an inverse design code. 

Figure 13 shows the results from the code for 
a turbine mid-span nozzle section. The case is 
subsonic throughout with an  inlet Mach number 
of 0.212. Figure 13a shows the generated blade 
profile with the associated Mach number contours. 
Figure 13b shows the surface Mach numbers, the 
solid line (without a scale) representing the input 
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pressure surface I suction surface pressure differ- 
ence. Figure 14 shows a check on the code’s ability 
by using the same case as  shown in Figure 13 to 
compare to a streamline curvature blade-to-blade 
program (Novak and Hearsey, 1977). The stream- 
line curvature code was run on the fixed geometry. 
The loading (6P(m))  and thickness ( t ( m ) )  distribu- 
tions were then fed into TAYLOR with the result- 
ing blade shape and  pressure distributions shown. 
TAYLOR is quite close t o  the surface pressure dis- 
tributions, the blade shape differences being al- 
most inperceptible. 

The overall objective of the TAYLOR code was 
to  produce a conceptually simple, easy to  use, pre- 
liminary design technique which fitted readily into 
the existing design system. For the predominant 
number ofcascade types which occur in multistage 
axial compressors and turbines (i.e. subsonic, with 
reasonable solidity), the process appears t o  pro- 
duce results which may well be considered better 
than first approximations. 

AEGIS. The AEGIS (AErodynamic General Im- 
plicit Solver) code (Turner and Keith, 1985) was 
developed to meet requirements for fan frame flow 
prediction. This imposes heavy demands on any 
analysis code for two reasons: 

1. The flow is rotational and the upstream pro- 
files of entropy and stagnation enthalpy are  a 
function of the flowfield solution. 

2. The flowfield around the many bodies involved 
must be solved simultaneously, as  the entire 
flowfield is  tightly coupled. 

Because of the many bodies and large size of the 
flowfield, an Euler solver is required which can 
accurately predict the flow details with few grid 
points per airfoil passage. These details include: 
(a) the flow division among the multiple strut-to- 
s t rut  and strut-to-pylon passages, (b) the circum- 
ferential static pressure and mass flux distribu- 
tions a t  the fan rotor exit plane, and (c) the ef- 
fect of geometry variations such as  the change 
in stagger angle of any given s t rut  o r  the outlet 
guide vane circumferential spouting angle distri- 
bution. AEGIS handles the fan frame problem and 
also other problems of this class, including tandem 
blades and simple cascade flows. 

The AEGIS solver is essentially a fixed grid 
analog of the streamline curvature method. The 
streamline curvature is made up of the grid cur- 
vature and one of the derivatives of velocity. This 
derivative is actually an  unknown in the equation 
system along with the two velocity components. 
The equation system includes a finite volume form 

of the continuity equation, an integral form of the 
cross-stream momentum equation, a spline-like 
equation which relates the velocity with its deriva- 
tive, and the boundary conditions. The stream- 
wise momentum equation and energy equation are 
solved by convecting total pressure and total tem- 
perature along streamlines. This equation system 
is solved implicitly using Newton’s method which 
provides for fast  convergence and allows for many 
options in boundary condition treatment. 

AEGIS has been applied to  a forced response 
problem as  reported by Chiang and Turner (1993). 
Figure 15 is a schematic of a set of blades along 
with the downstream stator vanes and struts. 
Based on the axial distance between the rotor and 
the struts,  the potential disturbance from the s t rut  
reaching the rotor was expected to  be minimal. 
However, experience has  surprisingly shown that  
there can be a significant blade response. The sta- 
to r  vane and s t rut  configuration tha t  was anal- 
ysed is shown in Figure 16, the vertical line rep- 
resenting the rotor trailing edge. The circum- 
ferential static pressure distribution at the rotor 
trailing edge was generated and Fourier decom- 
posed as  shown in Figure 17. The Glrev compo- 
nent of 0.66 psi is significant enough to excite the 
rotor blade at resonance. Running the analysis 
without the vanes present gave pressure distribu- 
tions a s  shown in Figure 18, the Fourier decom- 
position showing a fourfold decrease in the 6hev 
s t rut  potential disturbance - the vanes are  ampli- 
fying the pressure disturbance. The stators were 
then restaggered (Figure 19) as  suggested by the 
AEGIS analysis with the results shown in Figure 
20; the loading on the modified stators is much 
more uniform from vane to vane and therefore has  
much less circumferential pressure variation or 
potential disturbance. 

3D Analysis 

In the past, 3D analyses have been regarded by 
some as  a ‘design check’ once the design was com- 
plete. I t  is now, and has  been for quite a while, 
applied on a regular basis to  both compressor and 
turbine designs at GEAE. The current GEAE 3D 
Navier-Stokes turbomachinery code is called Vis- 
cous EULER due to  i ts  heritage, which dates back 
to the mid-1980’s. 

In 1985 an Euler code (Holmes and Tong, 1985) 
was written for GE Aircraft Engines and subse- 
quently used in the design of the Unducted Fan 
(Smith, 1987). The code was then further en- 
hanced (Cedar and Holmes, 1989) to  account for 
boundary layers, solid bodies such as  part-span 
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shrouds and engine splitters, and the presence 
of adjacent blade rows. I t  was used extensively 
in transonic fan design. Next, the viscous stress 
terms, viscous boundary conditions and Baldwin- 
Lomax turbulence model were added, followed by a 
novel implementation of the k-6  turbulence model 
as  discussed by Turner and Jennions (1992). 

These progressive steps have enabled designers 
to use the code at various stages of i ts  develop- 
ment and hence result in a very knowledgeable 
user base. Current application of the code cen- 
ters on i ts  use for turbine stage calculations in 
order to understand the complex flows and  mod- 
ellingrequirements. The code is coupled back into 
the design system as  shown in Figure 5, where 
the 3D solution is circumferentially averaged and 
the quantities (work, loss, etc.) relevant to  the de- 
sign placed back in the throughflow solution. This 
enables the whole system to be run  together and 
throughflow assumptions examined in the light of 
3D results. The detaileduse ofthis code will be dis- 
cussed in a n  accompanying paper (Jennions, 1994) 
and  so will not be repeated here. 

Unsteady 3D simulations are still in their in- 
fancy for two main reasons. One is tha t  the com- 
puter times required are still very high (hundreds 
of CRAY hours) and  so they cannot be used in a 
design cycle (Madavan et  al., 1989). It should also 
be noted tha t  much of this work is  for integer blade 
counts and the true effects of this assumption have 
not been explored. Secondly, there is the problem 
of what to do with an unsteady solution once one 
is obtained. As all of our previous experience has 
been with steady solutions, the easiest thing is to 
time average the unsteady results and then exam- 
ine these results in relation to the steady flow re- 
sults for the stage. Heat transfer is more likely 
than aerodynamics to benefit from such unsteady 
calculations due to considerations like film cooling 
hole placement or hot streak migration (Dorney et 
al., 1990). 

Optimization 

The above computational tools have been devel- 
oped to a point where they are used routinely for 
new product design, such as  the GE90 (Figure 1). 
The tools improve the accuracy of the design per- 
formance estimates and reduce the need for test- 
ing. As these tools come into wider use, two main 
issues need to be addressed: how to prevent hu- 
man intervention from becoming a bottleneck in 
taking full advantage of these tools and how to  
preserve human design expertise. With the recent 
rapid reduction in the price I performance ratio for 
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engineering workstations and advances made in 
technologies such a s  artificial intellegence (AI) the 
way forward to a system in which a human per- 
forms design but leaves the laborious exploration 
of the design space to something much more capa- 
ble (but less creative) - the computer - is clear. 

Tong and Gregory (1990) demonstrated such an 
approach using the Turbine Design and Off-Design 
(TDOD) program, a sophisticated preliminary de- 
sign tool capable of predicting the performance of a 
given turbine design very accurately. TDOD uses 
a simple set of input criteria tha t  describe the tur- 
bine flowpath, number of stages and  work split. 
The designer must  design the turbine with an  ad- 
equate flowpath, matching all the cycle require- 
ments of pressure, temperature and shaft speed 
while maintaining high performance characteris- 
tics. The laborious task of fine tuning the many 
parameters is tedious, iterative, time consuming 
and expensive. Lastly, the time given to complete 
such a design rarely allows for fine tuning. This 
is where AI, in the form of a software shell called 
Engineous, has  helped immensely. I ts  basic ap- 
proach is to separate problem specific information 
from generic design functions and then to orga- 
nize them as  knowledge bases. Engineous first 
draws on stored human knowledge to emulate a 
design expert and  rapidly produce a good design. 
After this search is completed, and as  time per- 
mits, Engineous automatically draws on its own 
set of heuristic search techniques to  explore the 
design space. 

TDOD and Engineous were used to increase the 
performance of an  LP turbine without exceeding 
i ts  present diameter or length. The results are 
shown in Figure 21. The designer achieved a 
0.5% improvement principally by optimizing the 
flowpath, while Engineous optimized the flowpath, 
stage work split, blade count and work reaction to 
achieve i ts  0.92% improvement. The difference in 
turnaround time was about 1 O : l  (designer : Engi- 
neous) and, of course, the Engineous solution also 
freed up the designer while the iterations were 
being performed. Using Engineous allowed for 
greater insight into the various trade-offs of loss 
parameters. For instance, high wall slope (the rate  
at which the turbine diameter increases) leads to 
increased loss; on the other hand, increased tip 
diameter increases turbine performance. In the 
time allowed, the designer has  very few trade-off 
options, Engineous can explore many. Further, 
by designing without constraints, turbine design- 
ers can look beyond previous experiences. Figure 
22 illustrates the Engineous flowpath tha t  is pro- 
duced this way. The stage-2 outer wall flowpath 
has  been used to 'buy' turbine diameter by speci- 
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fying a very steep wall slope (beyond what expe- 
rience would suggest). Stage 3 performance more 
than compensates for the loss associated with the 
high wall slope, giving a further net gain of 0.1%. 

A continuation of the above work using the En- 
gineous shell and the NOVAK2D inviscid blade-to- 
blade code (Holmes and Connell, 1989) with the 
object of minimizing the downstream static pres- 
sure variation resulting from a trailing edge shock 
system was performed by Shelton et  al. (1993). 
The blade shape was described using B splines 
and Bezier control points. Parameters familiar to  
designers were then chosen by a linear combina- 
tion of the geometry control points. These param- 
eters are referred to  as  ESPs (Engineering Signif- 
icant Parameters) and, as  they are  familiar to  the 
designers, allow a smaller set of design parame- 
ters to  be chosen, which will accelerate the design 
search process. For this work a simple 1D search 
technique was employed. Engineous selects each 
ESP in turn and through increasing and I or de- 
creasing it, given the fluids response from NO- 
VAKZD, finds changes which show improvement. 
This improvement was ascertained by getting NO- 
VAK2D to  calculate the static pressure range just  
downstream of the trailing edge of the blade. 

The results from the Engineous iteration are 
shown in terms of blade shape in Figure 23. for 
both the baseline blade and the MIDOS (MIni- 
mized Downstream Shock) blades designed to be 
tested in the Virginia Tech. transonic cascade. 
Results from those tests are  shown in Figure 24 
with the inviscid calculations for both blades. At 
the trailing edge of the baseline blade the suc- 
tion surface Mach number is around 1.3 and as  
the cascade exit Mach number is 1.2, results in a 
strong oblique shock. Similarly, the pressure sur- 
face reaches sonic at the trailing edge tangency 
point, accelerates past  M=1.2 and recompresses in 
an oblique shock to match the downstream bound- 
ary conditions. The MIDOS blade Mach num- 
ber distribution is very different. Both suction 
and pressure surface trailing edge Mach numbers 
agree quite well with the downstream conditions 
and so very little shock structure is present. 

Unfortunately, to achieve the MIDOS design, 
the airfoil trailing edge thickness was increased 
by 42% from the baseline design resulting in loss 
being 24% more than for the baseline. This 
must  be weighed against the benefit of increased 
downstream blade row performance from shock 
strength reduction. 

The overall approach of using an  AI system in- 
side the Engineous shell looks encouraging. In- 
deed i t  may be the only feasible way to  take full 
advantage of the advances in CFD analysis meth- 

ods. I t  permits the designer to focus time and en- 
ergy on understanding physics and optimizing the 
design rather  than excersizing analysis and geom- 
etry codes. This appears to be the way forward 
with multidisciplinary design and analysis. 

Computer Architecture 

Increases in computer speed from year to year are 
taken for granted, bu t  when we step back and look 
at this speed progression (Figure 25) i t  is truly 
impressive. With h r t h e r  increases in chip tech- 
nology and parallel processing occuring every day, 
tasks tha t  seem computer intensive now, if vital 
to engineering needs, must be vigorously pursued 
in the belief tha t  the computer power will be avail- 
able in the near future. Added to this we have gone 
from a number of disparate operating systems to 
a single unifying system - LJNIX. That  is not to 
say tha t  the transition has  been smooth (“NO two 
UNIX systems are the same!”) but  the objective, 
which is slowly being realized, is well worthwhile. 
The ability to operate on an  HP workstation or a 
CFUY supercomputer as  if they were the same ma- 
chine overcomes an enormous amount of problems 
tha t  have plagued code development and support 
over the years, not to mention designer ease ofuse. 
The task at hand is  to  use this unified operating 
system and available computer power to produce 
aero design systems tha t  meet the needs of the de- 
signer. 

While the previous sections describe the design 
system, each design task can involve running a 
number of different codes. Currently there are a 
couple of hundred codes in the aero design sys- 
tem and any detailed design job can result in run- 
ning anywhere from 5 t o  30 codes. Realistically, 
the designer is not interested in which code to  run 
next bu t  ra ther  in comparing design X with de- 
sign X + l ,  these designs being expressed as  the 
end points of a number of iterative loops. At GEAE 
we are  currently developing two products to make 
this request a reality. 

The first is a data base called GDS (Global Data 
System) for all the  aero design data  underlying the 
programs shown in Figure 5, with the exception of 
the 3D system which has  i ts  own data description. 
With the data model and dictionary for the system 
established, a s  GDS is added to  the design codes 
they begin to look like subroutines in a large pro- 
gram rather  than isolated programs because of the 
underlying common data  structure. A graphics ed- 
itor capable of taking any of the data  in the design 
system viewing I modifying I deleting I adding to  
i t  and placing it back in GDS is being developed. 

0 

0 
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Having this capability, the next need is for a mech- 
anism to  automate the running of a series of codes, 
continue a loop until converged or give control back 
to a user each time around the loop. 

This second product is called the Control Panel. 
Using PVM (Parallel Virtual Machine) for mes- 
sage passing between the programs and the Con- 
trol Panel allows for a smooth execution of a num- 
ber of codes whether they be interactive or batch 
in nature. This work is currently on-going but  is  
sure to impact design cycle time significantly. 

Concluding Remarks 

This paper has  explored the main elements of the 
GE Aircraft Engines turbomachinery design sys- 
tem. While the classical throughflow, secondary 
flow, geometry and  blade-to-blade elements have 
been discussed, emphasis has  been placed on those 
areas (secondary flow, optimization etc) where 
GEAE is thought to have special expertise. 

The impact of CFD on the traditional design sys- 
tem should not be understated. Full 3D Navier- 
Stokes calculations are being performed on a reg- 
ular basis, yielding powerful insights into complex 
flowfields. They are  changing the way we do de- 
sign and think of the design system. Progress in 
this area is the subject of an accompanying paper. 
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- - - Initial guess 

- Final solution 

Figure 2. Hand Flux Plot for Potential Flow So- 
lutions. Streamlines and cross-passage lines are 
continually adjusted for orthogonality and aspect 
ratio. 

Figure 3. Intersecting Surfaces used in WO- 
machinery Design. 
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Bladeto-blade Codes 
Hand flux plots 

Incompressible (panel methods) 

Subsonic (potential) or 
supersonic (MOC) 

Transonic (streamline curvature) 

Decade Hardware Throughflow Code 
1950’s lBM701 Computerized Radial Equilibrium 

1960’s GE625 FORTRAN, data aansfer via tapes 
Internal stations 

1970’s Honeywell Fast convergence 
time sharing Non-radial stations, splitter 

1980’s VAX 11/785 Robust transonic solver 
CRAY X M P  

1990’s Workstations Graphical interfaces 
CRAY YMP Flexible/convenient data storage 

Manufacturing m 

Complex geometry (splines) 
Inverse design, finite volume 

Optimization 

Figure 4. Rogress of Design System Codes 
linked to Computer Hardware. 
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* THROUGH-FLOW 

1 
GEOMETRY - 
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3D ANALYSIS 

Figure 5. llmbornschinery Aerodynamic Design 
Fvoeess. 
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Figure 6. NI Scale E3 Fan Test Vehicle. 

Figure 7. E3 Fan Bypass Performance Map. 
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Figure 9. Ethylene Tracer Gas Measurements. 
Injection at stator 3 leading edge at X’, sampling 
downstream at ‘O’, contours of m m  = 958, min = 
5%,6 = 15%. 

Annulus Height 
E) Contour C 

Figure 10. Ethylene Concentration as a Func- 
tion of Distance from Injection Location showing 
Regions of Spanwise (radial) Convection and Dif- 
fusion. 
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Figure 11. Undueted Fan Propulsion System. 

Figure 12. Fan RotorTip Streamline Airfoil Sec- 
tion. 
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(a) Mach Number Contours. 
1s an 

r-- 

Figure 14. Comparison ofTAnORand Stream- 
line Curvature Results. 

~ R I D I O N Q L  OISThNCE 
6) Loading Distribution. 

Figure 13. TAYLOR Solution for Nozzle Mid- 
Span Section. 
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Figure 15. Schematic of Rotor with Vanes and 
Struts. 
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Figure 17. Rotor TE Static Pressure Distortion. 

Figure 18. Rotor TE Pressures with and without 
Vanes. 

Figure 16. VandStrut Configuration and 
AEGIS Grid. 
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a Figure 20. Baseline and Optimized Distur- 
bances. 
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Figure 21. Multistage LP W i n e s  Designed by 
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Figure 22. Multistage LP W i n e s  Designed by 
Engineous with Restricted and Unrestricted Flow- 
path Slopes. 
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Figure 23. Cascade Blade Profiles. 
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Figure 24. Blade Mach Numbers for Baseline 
and MIDOS Blades. 
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This lecture advocates the direct use of three- 
dimensional flow calculations for turbomachinery 
design. The limitations of the usual quasi-three 
dimensional approach are discussed and it is shown that 
fuiiy 3D calculations overcome the modelling 
limitations inherent in them. Fully 3D calculations also 
avoid the need to iterate between throughllow and blade 
to blade calculations. This leads to fewer routine 
operations (e.g. data transfers) being needed during the 
design process and hence more elficient use of the 
designer's time. 

With a flexible geomelrical package, able 10 generate 
blade sections and transfer their geometry directly to a 
3D data set, changes of stage geometly can be made in 
minutes. An outline of such a package is given. Modem 
3D calculation methods, Ref(1 l), enable complete stage 
solutions. with adequate accuracy for design purposes, 
to be obtained in the order of 1 hour on a workstation. 
Hence several design iterations per day can be easily be 
performed for a single stage of a machine. 

An example of this approach used to design a very high 
pressure ratio (3:l) axial fan is given and discussed. 

- 

The conventional approach to turbomachine design is 
still basically a quasi-three dimensional (Q3D) one 
involving iteration between an axisymmetric 
throughflow calculation and blade to blade calculations 
on a limited number of stream surfaces. The purpose of 
this paper is to suggest that is is easier and faster to 
omit the quasi-3D blade design stage of this approach 
and to move straight from the throughflow calculation 
to a fully three dimensional (3D) flow calculation for a 
complete blade row, or nowadays for a complete stage. 
Use of this approach requires a flexible blade profile 
generation and stacking package that produces a 3 0  
calculation grid directly from input data on several 
blade sections. However. such a package is no more 
difficult to produce than is one that stacks already 
designed 2D sections to form a 30  blade and the outline 
of such a blade geometrical design tool Is described In 
Appendix 1. Limitations of computer power have 
restricted this approach in the past because 30 flow 
calculations were too expensive to run routinely and 
frequently. However. nowadays It Is easily possible l o  
adopt this approach on a workstation or even on a PC. 
Appendix 2 gives an example of this. 

2. THF QUASI-THRFF DIMEWONN APPROGd 

An outline of the Q3D approach will iirst be given in 
order to discuss its limitations. 

A one-dimensional meanline program may be used to 
establish annulus heights and mean blade angles given a 
specified mass flow rate, rotational speed and work for 
each stage. Alternatively these quantities can easily be 
obtained by hand calculation. This data is then led into 
an axisymmetric throughllow calculation which will 
usually be run initially in the inverse mode. In order to 
complete the data for the throughflow calculation the 
radial distribution of work for each stage must be 
specified. The throughflow calculation predicts the 
spanwise variation of inlet and exit flow angles for ail 
blade rows and also predicts the overail performance. 
Several iterations on the throughflow calculation are 
usually needed in order to optimise the spanwise 
variation of work, reaction and the hub and casing 
profiles. 

It has long been realised (Hirsch et al, Ref 1) that the 
predictions of all throughflow calculations are highly 
dependent on the empirical data used within them. This 
empirical data mainly takes the form of loss and 
deviation correlations and, for compressors, the 
blockage factors. It is also accepted that if this 
empirical data is correct, e.g. It is provided by 
measurements on the machine being calculated. then the 
predictions of the throughflow program for the 
spanwise variation of velocities and flow angles are 
extremely good. 

The completed throughflow calculation provides the 
required inlet and outlet angles for all blade sections 
and also the variation of stream tube thickness lhrough 
each section. The blade sections can now be designed to 
accept the predicted inlet flow and to produce the 
required exit flow. The number of sections on which the 
blade row must be designed depends on how great are 
the spanwise variations in flow. Typically about 5 
sections will be used but more may be chosen lor a 
highly twisted row. 

The blade section design is based on a Q3D blade to 
blade calculation which may be used in either direct or 
inverse mode. inverse mode calculations are clearly 
most efficient in producing the required blade surface 
pressure distribution but must include constraints on 
the blade thickness and pitch:chord ratio to ensure that 
the blade designed is compatible with mechanical 
requirements and with the adjacent blade sections. 

Presented af an AGARD Lecfure Series on 'Turbomachinery Design Using CFD', May IO June 1994 
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When used in conjunction with a flexible blade geometry 
package (Appendix I ) ,  analysis mode calculations can, 
with experience, be made to provide any required 
surface pressure distribution almost as quickly as an 
inverse calculation and it is easier to satisfy the 
constraints when using the analysis mode. 

The blade to blade flow calculation method can be 
inviscid for most turbine blades but must include an 
allowance for boundary layer blockage lor compressor 
blades. However, in all cases the result is critically 
dependent on the variation 01 stream surface thickness 
within the blade row. This must be obtained from the 
throughflow calculation and input to the blade to blade 
calculation. Fig 1 compares the calculated blade surlace 
pressure distribution of a compressor blade with a 10% 
stream surface divergence with the same blade when 
the stream surfaces are parallel. Both calculations have 
the same total lo  static pressure ratio because this is 
what would be known lrom a throughflow calculation. 
The large difference between them illustrates the 
dominant effect 01 stream surface thickness. Fig 1 also 
shows results from a viscous calculation on the same 
blade and i t  is seen that, for this compressor blade, the 
effects of viscosity are too large to ignore at the design 
stage. The exit angle from the calculations is shown on 
the figures and i t  is clear that significantly greater 
blade camber would be needed to obtain the required 
flow turning when the effects of viscosity are included. 

Having designed a sufficient number of blade sections 
they can now be stacked to obtain the overall blade 
geometry. All the calculations performed so lar have 
completely neglected three-dimensional effects and 
have assumed that the stream surfaces are 
axisymmetric. Only in the case of a truly axial and fully 
free vortex design is this assumption completely valid. 
In almost all real blade rows three dimensional effects 
will be significant and these should now be checked 
with a fully 3D calculation. Again this should be a 
viscous calculation in the case of compressors. I1 the 3D 
calculation predicts significant differences from the 
design intent then the blade sections must be redesigned 
to allow for this. Since 3D inverse methods are not yet 
available the modiiication to the blade sections to 
allow for 3D eflects must necessarily be empirical and 
based on the designer's judgement. 

This process of Q3D blade section design, stacking and 
three dimensional check must be performed for all blade 
rows in the machine. Finally when all blade rows have 
been designed the lhroughflow calculation must be re- 
run in the analysis mode to check for the effects of 
departures from the original design intent that have 
been introduced through mechanical or geometrical 
requirements. If, lor example, the throughflow 
calculation shows that these departures have introduced 
a significant amount of incidence onto some blade 
sections then these sections must be redesigned, 
checked in 3D and again checked with the throughflow 
calculation. 

The whole process so far has been performed at one 
design point. The oif-design performance must now be 
checked by at least the throughflow calculation, which 
must now be run in the analysis mode. For some Critical 
blade sections more blade to blade calculations may be 
necessaly to ensure that they do not compromise the 
off-design performance. 

The process described in extremely labour intensive 
since the desiqner's iudqement must be used at all 

stages. Most 01 the designer's time is spent transfering 
data between programs, loading and running programs 
and inspecting the output. Comparatively little time is 
spent in doing what the designer is trained to do, ie in 
exercising his judgement as to what is the best 
compromise between conflicting requirements. 
Attempts to automate the progress have been reported 
(Shelton et al, Ref 2) but are not yet routine. The real 
limitation is that only the designer can really judge 
when a method or a correlation has reached the limit of 
its validity. 

3, LIMITATIONS OF THE QUAS -3D APPROACH 

Quite apart from the human time and effort required by 
the Q3D approach, in many practical situations there are 
serious limitations on its accuracy . These can only be 
corrected after a lully 3D check has been performed on 
the design. 

Firstly there is the sensitivity of the results to the 
variation of stream surface thickness as illustrated in 
Fig 1. This is not a fundamental limitation 01 the 03D 
approach but it is a practical one because the stream 
surface thickness within a blade row can only be 
predicted accurately if many calculating stations are 
located within the blade row during the throughflow 
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FIG. 1 Effect of stream surface thickness 
and viscosity on the surface pressure 
distribution of a compressor blade. 
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calculations. Very olten thoughflow calculating stations 
will only be located at the leading and trailing edges 01 
a blade row and a linear variaton of stream surface 
thickness will be assumed through the row. Even if 
many calculating stations are used, the blade thickness 
and internal llow angles at these stations must also be 
known accurately and used as data for the throughflow 
calculation. These are not available at the preliminary 
design stage and so. once an initial design of the blade 
sections has been obtained, an extra iteration is 
necessary to obtain more accurate values of stream 
surface thickness lrom the throughflow calculation. 
This extra iteration is seldom performed. 

Secondly there are limitations inherent in the 
assumption of axisymmetric (ie untwisted) stream 
surfaces. Stream surface twist will occur as a result of 
blade sweep and blade lean as well as through 
streamwise vorticity. 

The effects 01 sweep have been discussed in detail by 
Potts (Ref 3) who shows that they cannot be predicted 
by a Q3D approach. Sweep induces stream surface twist 
because the spanwlse component of velocity lends to 
remain constant as the flow passes through the blade 
row whilst the axial velocity is increased on the suction 
surface and decreased on the pressure surface. This is 
illustrated in Fig 2. The angle of twist is greatest near 
mid span but its eflect on blade loading is greatest near 
the endwalis where the stream surface twist induces a 
pitchwise variation in stream surface thickness. The 
result is that the swept forward leading edge is 
unloaded near the endwail and the swept back leading 
edge experiences an increased loading. The converse is 
true at the trailing edge. This is Illustrated by the 
results of a 3D calculation shown in Fig 3 

FIG 2 STREAM SURFACE TWIST INDUCED BY SWEEP. 

The effects 01 blade lean are even stronger than those of 
sweep. To a first approximation they can be understood 
by considering that the constant pressure lines within 
the blade row are nearly radial with their positions 
determined mainly by the mid-span section, Fig 4. The 
pressures at the hub and casing can then be modilied by 
moving the blade ends circurnferentiaiiy without moving 
the mid-span section. Moving either endwall section in 
the direction of the positive blade to blade pressure 
gradient increases the pressure and reduces the velocity 
at that section. This is illustrated in Fig 4 which shows 
calculated Mach number contours within a leaned turbine 
blade row. The effect has been confirmed experimentally 
by Walker (Ref 4) and by Harrison (Ref 5). 

The axial extent 01 the ellects of lean depend on the 
blade aspect ratio in a manner that is discussed in 
detail by Walker (Ref 4 ). At low aspect ratios, less than 
unity, the effect is almost conlined within the blade 
row that is being leaned and has littie influence 
upstream and downstream of it. At high aspect ratios 
the stream surfaces are affected over a distance 01 the 
order one annulus height upstream and downstream of 
the leaned blade row as illustrated in Fig 5. This effect 
can produce a significant influence on upstream and 
downstream rows, so that leaning a turbine stator so 
that its pressure surface faces inwards can be used to 
increase the root reaction of the adjacent rotor blades. 
This effect has been extensively exploited in steam 
turbine design (Grant 8 Borthwick, Re1 6). 
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FIG. 3 Calculated effect of blade sweep on the 
blade surface pressure distribution. 

The effects of lean arise partly through a change in 
stream surface thickness, induced by the lean, and 
partly by stream surface twist. The relative magnitudes 
01 these two effects depends on the blade aspect ratio. 
The author knows of no systematic study of this but at 
high aspect ratio the effects are mainly due to changes 
of stream surface thickness. In this case it is likely 
they can be predicted by a throughflow calculation that 
includes several calculating Stations within Ihe blade 
row and which includes the radial blade forces induced 
by lean in the axisymmetrlc equations of motlon. At IOW 
aspect ratios (say less than 2) it is likely that only a 
fully 3D calculation can give realistic predictions of the 
effects 01 blade lean. 

Streamwise vorticity arising from secondary flows also 
causes stream surface twist. The effect of these on the 
blade loading depends on the extent of the secondary 
llow relative to the blade span and is only significant at 
low aspect ratios. The typical effect of the secondary 
flow is to reduce the blade loading near to lhe end walls 



FIG 6. The ef fect  of secondary flow on the suction 
surface pressure of a low aspect ratio turbine 
blade row. 

FIG 4. The effect of blade lean on the Mach 
number distribution in a turbine blade row. 
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FIG 7. The ef fect  of secondary flow on the exit 
angle and exit axial velocity profile 'of the  
blade of Fig 6. 

ASING t- 
because of the increased pressure on the suction surface 
which is needed to deflect the secondary flow from the 
pitchwise to the spanwise directlon. Fig 6 illustrates 
the calculated pressure on the suction surface of a low 
aspect ratio turbine blade. The regions of Increased 
pressure near the endwalls are clearly visible. This 
effect is not predictable by the 030 approach. 

a 

An even more important effect of secondary flow is its 
effect on the blade exit angles. This is well known to 
consist of overturning very close to the endwails and a 
region of underturning some distance away from them. 
The effects of this deviation on the exit velocity profile 
and on the inlet angles to the next blade row can be very 
large. Fig 7 shows the Calculated variation of exit angle 
and axial velocity downstream of the blade row of Fig 6. 
The effects of secondary flow are dominant. If this 
secondary deviation is included in throughflow 
calculations very good predictions of the exit velocity 
profile can be obtained as shown by Lewis (Ref 7). Fig 6. 
However, at the design stage this effect can only be 
included by correlations and these are extremely limited 
in accuracy. Most throughflow calculation make no 
attempt to model this secondary deviation, Fig 8 , and 
this constitutes perhaps the main limitation on the 
accuracy of their predictions. 
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Streamwise vorticity atso arises as shed vorticity at 
the trailing edge of a blade row with spanwise varying 
circulation. i t  manifests itself as different spanwise 
velocities on the suction and pressure surfaces at the 
trailing edge and this in turn must be the result of 
stream surface twist within the blade passage. The 
author knows of no Systematic studies of the effects of 
this on the biade loadlng. 

Shock sweep, as illustrated in Fig 9, is another 
phenomenon that cannot be included in Q3D blade to 
blade calculations. Such calculations inevitably assume 
that the shock front is perpendicular to the stream 
surface and hence overestimate the shock pressure rise 
end loss in cases where it is swept. This is a particular 
problem in transonic compressors. 

FIG. 9 SHOCKSWEEP IN ATRANSONlCCOMPRESSOR 

Strong spanwise migration of the suction surface 
boundary layer behind the shock wave is another effect 
that cannot be predicted by the Q3D approach. 

The most serious limitation of the Q3D approach, 
however, is the assumption that the blade sections 
behave in isolation, ie that a change in the shape of one 
section does not affeot the flow on adjacent sections. In 
fact there is always a "three dimensional relief' 
whereby if one section is changed the effect is spread 
out over a considerable part of the span. As a result the 
changes on the modified section are less than predicted 

by a Q3D calculation and significant changes occur on 
adjacent sections. The effect IS brought about by local 
changes in stream surface thickness which are non- 
axisymmetric and so cannot be predicted by a Q3D 
approach. To illustrate this elfect Fig 10 shows the 
pressure on the suction surface of a nominally 2D 
turbine blade where the mid span section has been 
modifled by placing e "bulge" on the suction surface 
around mid-chord. The Figure also illustrates how the 
constant pressure lines remain almost radial despite 
the bulge. The effect on the suction surface is spread 
over about 25% of the span. Fig 11 shows the calculated 
surface pressure distribution at the section with the 
bulge and compares it with that calculated when the 
bulge was added to all spanwise sections so that blade 
is two-dimensional. The effect of the localised bulge on 
the blade loading at mid-span is about 30% less than the 
effect it has i f  it is added to a11 sections. The ianer is 
what would be predicted by a Q3D calculation. 

This 'three-dimensional relief" is important whenever 
the blade geometry changes rapidly in the spanwise 
direction and so is especially important when features 
such as end-bends are used to try to control the flow 
near the end walls (Wadia 8 Beacher, Ref 8). Such 
features cannot be rationally designed by a Q3D 
approach. A consequence of this effect is that there is 
no point in using the Q3D approach to design a blade on a 
large number of different sections. If the sections are 
too close together then changes in geometry between 
adjacent sections will have much less effect on the real 
flow than is predicted by a Q3D method. 

FSlGN PROCFDURF 

All of the above limitations of the Q3D approach are 
overcome by designing the blade row using a fully 3D 
calculation method. The main disadvantage of this Is the 
lack of any inverse 3D design method that can be used to 
produce blades with a prescribed surface pressure 
distribution. However, with experience it is possible to 
produce any required surface pressure distribution using 
simple geometrical changes and calculating their effect 
with a direct calculation. 
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Pressure contours on the suction surface. Pressure contours a t  the peak of the bulge. 

FIG .lo. The effects of a bulge at  mid-span on the suction surface 
on the pressure distribution in a turbine blade row. 
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Fig 1 1 .  The pressure distribution a t  mid span 
for the blade of Fig 10. 

The design process starts in exactly the same way as 
the Q3D one with a one-dimensional mean line 
calculation to predict the annulus geometry, blade 
speed, number of blades and mean flow angles. This Is 
again followed by an axisymmetric throughflow 
calculation. The latter will provide estimates of the 
required inlet and exit flow angles for all blade rows, of 
the locations of the leading and trailing edges, of the 
hub and casing shapes and the streamline positions. 

The designer must now decide on how many sections he 
wants to specify the blade geometry. This depends on 
the complexity of the blade row but the author's 
experience is that lor many blade rows only three 
sections are necessary and even for highly twisted 
rows, such a transonic fans, five sections are 
sufficient. This is far fewer than are used by many 
designers. The blade shape will usually be Specified on 
the stream surfaces predicted by the throughflow 
calculation but cylindrical sections can equally well be 
used lor axial flow machines. The initial guess of the 
blade geometry on each section can be made in exactly 
the same way as in the Q3D approach but it Is important 
that the method used to generate blade sections is fast, 
flexible and user-friendly, so that changes In geometry 
can be made very quickly. Appendix 1 gives an outline of 
the Author's method. At this stage the designer must 
make estimates of the optimum incidence and of the 
deviation of each section but he does not need to specify 
the stream surface thickness or its variation through 
the blade row. 

This preliminary geometrical design is done for each 
section in turn without performing any flow 
calculations. The Sections can now be stacked. Again 
great flexibility and ease of use is needed to permit 
changes in stacking when required, but initially the 
stacking will probably be simple, such as a radial 
centroid or a radial trailing edge. The data used to 
generate and Stack the blade sections must be saved In a 
file which can be edited to change the geometry and 
generate a new data set whenever needed. It is very 
Important that this can be done rapidly with a minimum 
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of effort on the part of the designer. In the case of the 
method described in Appendix 1, changes (e.g. modifying 
the camber line of one blade section and generation Of a 
new 3D data set) can usually be performed in less than 
one minute. 

The geometry of the stacked blade is now used to Set up 
a data set for the 3D flow calculation. This must 
interpolate in the Specified sections to generate as 
many mesh points as required by the calculation. It is 
important that this interpolation generates smooth 
sections with no high order "wiggles" in the geometry. 
The number of mesh points necessary for the 3 0  flow 
calculation at this preliminary design stage depends on 
the details of the 3D program being used, more points 
will be needed by a viscous calculation than an inviscid 
one. It is the author's experience is that a mesh of 
19x60~19 points (22000 in total) per blade row Is 
sufficient for a calculation with approximate allowance 
for viscous effects. Such a course mesh allows rapid 
turn round of the calculation on a modern workstation. A 
3D viscous calculation should need no empirical input in 
the form of loss coefficients or deviation angles. Even 
the deviation due to secondary flow near the endwalls is 
well predicted by such calculations provided lhe Correct 

Although the predictions of viscous losses may not be 
very accurate when using a course grid they are unlikely 
to be worse than those obtained from empirical 
correlations. Shock losses are remarkably well 
predicted even when using a course grid. 

Some data on the flow properties must also be fed from 
the throughflow calculation to the 3D data set to be 
used as boundary conditions for the 3D calculation. 
Typically the spanwise distribution of stagnation 
pressure, stagnation temperature and flow angle must 
be specified at the inlet boundary and the static 
pressure distribution at the downstream boundary. 

Once the process of generating a 3 0  data set is completr 
the 3D calculation can be run. Initially this can be to a 
very low level of convergence. The author's experience 
is that the broad details of the 3D flow are well 
established in about 114 of the number of iterations 
needed to reach the usually acceDted convergence 

a. inlet boundary layers are input to the calculation. 

criteria. The output can then be inspected, using 
whatever 30  plotting package is used for visualising 3D 
results, and the main undesirable features of the flow 
can be identified. These may include high rates of 
diffusion, high peak suction surface velocities, strong 
shocks, high leading edge incidence, Incorrect exit 
angles, etc. The overall characteristics such as mass 
flow rate and pressure ratio should also be checked for 
major departures from the design intent at this stage. 

In deciding what geometrical changes to make to correc 
any undesirable features of the flow the designer must 
use his experience and ingenuity. The first features to 
correct will probably be the blade incidence end exit 
angles. These can easily be changed by changing the 
blade camber line angles at the leading edge and trailing 
edge respectively. Unless there are large flow 
separations present, changes in flow exit angle will 
follow very closely changes in the blade camber line 
angle at the trailing edge 

Changes in the overall mass flow can also be readily 
brought about at this stage. For unchoked blade rows, 
both turbines and compressors, with the usual boundary 
conditions of specified total to static pressure ratio, 
the mass flow rate is determined by the exit flow area, 

ie by A. cos a2 , where Aa is the annulus area and a2 is 
the exit flow angle. Hence the mass flow rate is most 
easily changed by changing a2. For choked blade rows the 
mass flow can Only be changed by changing Ihe blade 
throat area. One of the advantages of 3D time-dependent 
flow calculation methods is that the calculation 
automatically finds the mass flow corresponding to the 
true blade throat area. This avoids the need for complex 
30 throat area calculations which are based on 
geometrical considerations alone. Such calculations 
which take no account of the flow must be of limited 
accuracy. Some calculation methods may work with a 
prescribed mass flow rate rather than a prescribed 
pressure ratio. In this case the blade exit angle will 
have to be adjusted to to make the exit pressure agree 
with the design specification at the specified mass 
fiow. 

Having decided on a few major changes of this type the 
file containing the blade geometry must be edited and 
the necessary changes made to it. A new 30 data set can 
then be generated in a matter of seconds and then the 3D 
flow calculation can be re-run. i t  is preferable that the 
latter should restart from the previous solution because 
this greatly reduces the run time. With a time- 
dependent method the author's experience is that the 
major effects of any changes in geometry will be well 
established after about 500 time steps and so at the 
preliminary design stage the calculation need not be run 
to convergence. About four or five geometry changes and 
3D runs should be necessary to get the broad details of 
the flow correct in this way. 

Once the overail flow pattern is reasonably well 
established the detailed blade surface pressure 
distributions can be considered. In the absence of an 
inverse 3D method these must be corrected by iteration 
using the designefs experience lo decide on the 
direction of the changes. The dominating rule is that 
increasing surface curvature. in the sense of convex 
surface curvature being positive. will always increase 
the surface velocity and vice-versa. This rule applies 
equally in subsonic and supersonic flow. The change in 
surface curvature may be brought about either by 
changes in thickness or by changes in camber. The latter 
are generally more effective but must necessarily 
affect both blade surfaces. The curvature of the hub and 
casing way be changed in a similar way and this can 
have a powerful influence on the flow near the end 
walls. Changes in blade thickness will change the mean 
flow velocity across the passage as well as the local 
value and may affect the throat area. 

A second way in which the designer can influence the 
blade loading is through the blade stacking. Here the 
main rule is that if only a part of the blade is moved 
tangentially the pressure field within the row will 
scarcely change and the section that is moved will tend 
to take up the pressure distribution that previously 
prevailed at its new position. Thus moving a section in 
the direction of the prevailing positive pressure 
gradient will raise the pressure and lower the velocity 
on that section. This rule may be used to decide on the 
effects of endbends and blade lean on the surface 
pressure distribution. The designer must still use his 
own judgement of what are good and bad pressure 
distributions but the predictions of loss obtained from a 
3D viscous calculation should help him in this. 

After the initial design has been completed using a 
course grid 3D flow caiculation it wiii usually be 
necessary to run a fine grid caiculation (of order 
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100000 points) in order to predict the details of viscous 
effects more accurately. For a rotor or a stage design It 
will then be possible to predict the efficiency. The 
result will probably not be of great accuracy because of 
tne llmltatlons of current transition and turbulence 
modelling. However, at least the trends should be 
predicted correctly. The author, Ref(12), Is continually 
amazed by how realistic are the predictions of 
efficiency from course grid calculations using a very 
cNde turbulence model and believes that many loss 
mechanisms in turbomachines are not dependent on the 
accurate modelling 01 vlscous effects. For some blade 
rows It will be necessary to include tip clearance in the 
calculations since this can greatly influence the flow 
(Appendix 2) and this will require even more mesh 
points to be used. Off-design calculations can also be 
run at this stage if desired, leading to a complete 
prediction of the machine characteristic. 

The number of geometry changes and 3D flow 
calculations that will be needed to obtain a satisfactory 
blade row depends on the complexity of the flow and on 
lhe time available lor the process. Like any other 
Iterative procedure one has to define a convergence 
crllerion for Ihe design. This should be when further 
efforts on the part of the designer produce changes that 
are worth less than the cost of his time. Only the 
designer himself can judge when this point has been 
reached. The number of 3D calculations used to reach 
this point may be only about 10 for a nearly two- 
dimensional blade row up to over 50 for a transonic fan 
stage. For the complex and aggressive fan stage design 
described in Appendix 2 about 60 3D flow calculations 
were performed. I f  started from a previous solution 
each course grid calculation takes about 112 hour on a 
modern workstation (or about 3 hours on a PC). The time 
needed to inspect the results from a calculation, declde 
on the necessary changes, edit the blade geometry file 
and generate a new 30  data set is at most 112 hour 
(much less in many cases) and so at least 5 design 
iterations can be performed per day. Hence the minimum 
time needed to produce a design ranges lrom about 2 
days for a simple blade row to about 10 days for a 
complex stage design. 

However, it is always advantageous lo allow the 
designer more time to think about the implications of 
the currently predicted flow pattern before deciding on 
changes to it. This can be done whilst he is relaxing or 
working on other tasks and so the author would suggest 
that about two design changes per day, rather than the 
maximum number that are achievable, are optimum In 
respect of the overall use of the designer's time. 

The conventional Q3D approach to turbomachinery design 
has been in use for around 20 years. The next stage in 
the evolution of the design process will inevitably be 
the inclusion of more accurate flow calculation methods 
both as regards three-dimensional effects and viscous 
effects. It is shown In this paper that it is possible to 
omit the Q3D blade to blade calculation stage of the 
current design process and use fully 3D flow 
calculations Io refine the blade shapes. This can now be 
done for complete stages or even for several stages 
together. The direct use of 3D methods avoids most of 
the limitations of Q3D methods and is actually leSS 
demanding on the designer's time than is the Q3D 
approach. An important advantage is that the 
understanding 01 the flow behaviour obtained from a 3D 
design approach is considerably greater than that 

obtained from the 03D approach. 

The accurate prediction of viscous effects Is still not 
possible and Is unlikely to become so for a long time to 
come. Hence there remains considerable scope for the 
designer to use his experience and judgement in deciding 
what is the optimum flow distribution to satisfy his 
requirements. 
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APPFN DiX 1 
MEMCO 

The blade generation and stacking package used by the 
author is described in this Appendix. The objectives are 
to be able to generate blade shapes of any degree of 
complexity from a minimum of geometrical input. At 
present the method is only suitable lor predominantly 
axial flow machines with meridional pitch angles up to 
about 45' but it could easily be extended to design 
mixed or purely radial flow machines. 

The blade sections are first designed as two- 
dimensional sections on cylindrical surfaces (hence the 
current limitation to axial liow machines). Each of 
these sections is associated with a stream surface 
whose geometry (axial and radial coordinates) is 
obtained from the throughflow calculation. The inner one 
of these surfaces must be the hub and the outer one the 
casing of the machine and any number of stream 
surfaces can be used between them. 

A BLADE GENERATION AND STACKiNG 

The blade section is specified via its camber line and 
tangential thickness distribution. The camber line is 
input as multiple parabolic arcs, mainly because this a '  leads to the simplest equations. The camber line angle 
(Ic is input at an arbitrary number 01 lractions 01 axial 
chord and the slope (dyldx = tan ac) is assumed to vary 
linearly between the points where it is input, i f  slopes 
s1 and sz are specilied at axial positions x1 and xz then 

Which is easily integrated to obtain the shape of the 
camber line in the region between x1 and xz. Typically 
the slope must be input at about 6 positions to obtain 
the required degree of control over the camber line 
shape. There may be discontinuities of curvature but not 
of slope at the points where the slope is specilied. 

The blade tangential thickness distribution is specilied 
via the maximum thicknesslchord ratio, the axial 
position of maximum thickness, the leading and trailing 
edge thicknesses and an exponent p that determines the 
shape of the curve. The equations used are 

a TKTE-TKLE 
XTE-XE TK = TKLE+ (X-XLE) + T 

Where T is given by 

T = TKMAX[l - (AES(2 XT-I))'] 

X-XLE k 
XT=(- XTE-XLE ) 

The exponent p determines the shape of the thickness 
distribution such that p =t gives a wedge, p = 2 gives a 
parabolic thickness and higher values of p give more 
and more blunt distributions. A. value p = 2 is most 
commonly used. In ail cases the thickness distribution 
Is transformed using the exponent k so that the 
maximum thickness occurs at XTMAX. Fig A l . l  shows 
some of the thickness distributions that can be obtained 
using these equations. 

0.20 

W rn m 
5 

. . I  .. 

iation of the point of maximum thickness 

1 

Variation of shape of thickness distribution 
with the parameter p. 

IO d . , , , . I 

> . I  > i  < :  P I  3 . 5  0.6 0 7  0 8  0 . 9  1 , "  

Fraction of axial chord 

FIG A l . l  Blade thickness distributions obtainable 
from the equations. 

The above equations lead to blunt leading edges and 
trailing edges with thickness TKLE and TKTE. these are 
then modified over prescribed fractions 01 the chord to 
form elliptic leading and trailing edges The blade 
suction and pressure surfaces are now formed by adding 
half the tangential thickness above and below the 
camber line. The tangential thickness is prelerred 
because there is no possibility 01 the points crossing as 
there would be if the perpendicular thickness was used. 
The completed 2D blade is then viewed on the screen to 
decide if it is acceptable. Fig A i 2  shows some 
examples of blades designed using this method. 

After producing a suitable blade shape on the cylindrical 
surface it is then projected onto the stream surface. 
The basis of this projection is to make 

dB 2 in the2D surface = r on the stream 

surface 

d re CY dr 
so that dx)ss = dx)2D ' ' d S S  

or integrating with respect to x along the stream 
surface 

r e  = y)2D + j o  d r  
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FIG A l . 2  
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U 
Blade profiles obtained from the method 

The value of dyldx is obtained from the 2D section and 
the above equation is solved by integrating numerically 
to obtain the value of 
blade shape on the stream surface. At this stage the 
angle e is taken to be zero at the centroid 01 the section. 

The axial positions of the leading edge and trailing edge 
are Specified by the throughflow calculation and the 
blade Is scaled and shifted to fit between these points 
on the stream surface. The circumferential position of 
the blade is initially determined by placing its centroid 
on the axis e = 0 but it may then be shifted 
circumferentially through any specified distance in 
order to change the stacking axis. 

Once the blade section has been fitted to the stream 
surface and stacked its coordinates are stored as the 
axial, radial and circumlerential (re) positions of points 
on the blade surface. An interpolation in these 
coordinates is then used to obtain the data input 
required by the 3D flow calculation and this Is written 
to the Input file for the latter. 

This Is done for as many stream surfaces as are felt 
necessary to specify the blade geometry. It has not yet 
been found necessary to use more than 5 surfaces. 

that is needed to specify the 

The above process can be repeated, within the same data 
set. for any number of blade rows so as to generate a 
data set for a 3 0  stage or multistage calculation. 

To complete the data set for the 30 flow calculation the 
distributions of inlet stagnation pressure, temperature 
and flow angle and the exit static pressure are taken 
lrom the throughflow calculation and the values on the 
3D grid are obtained by interpolating in these. The 
number 01 blades, rotational speed, Reynolds number, 
gas properties, etc. must also be transferred. Default 
values of all other parameters required by the 3D flow 
calculation are built in to the blade generation program 
and fed to the 30 data set. Thus on completion of the 
blade design and stacking program a data set for the 3D 
flow calculation is complete and ready to run. 

Once an initial data set for the blade generation and 
stacking programme has been built up it in this way it 
can be edited to change any required blade section or 
flow parameter very quickly, usually the required 
changes can be made in less than 1 minute and a new 30 
data set is then generated in a further few seconds. 
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THE DESIGN OFA 3:t PRESSURE RATIO 
AXIAL FAN STAGE 

As an example of the use of the method of design 
described in this lecture a design exercise was 
perlormed with the target of designing an axial flow fan 
stage (two blade rows) with a tip speed of 533.4 m/s 
(1750 I l k )  a Stagnation pressure ratio of 3:l and an 
axial Mach number at the rotor inlet lace of 0.75. This is 
a higher pressure ratio than has been reported in the 
literature lor any purely axial flow stage. The 
compressor designed and tested by Wennerstrom (Ref 9) 
had a tip speed of 1500 IUS , a stagnation pressure 
ratio 01 2.1 and an axial Mach number of 0.56. 
Wennerstrom's design procedure is well documented by 
Wennerstrom 8 Buuell  (ReftO) . 
With a casing radius of 0.1 m and a radius ratio of 0.3 at 
inlet the mass flow corresponding to a mean axial Mach 
number of 0.75 at the rotor inlet face is 6.1 kg/s. This 
was the design target. The design can be scaled to 
different mass llow rates if required. A target total to 
total efficiency of 85% was guessed. 

The reason lor this choice of machine as a design 
exercise was because it represents a machine of great 
technical interest, at the forefront of aerodynamic and 
materials technology. for which 3D effects are expected 
to be very strong. These effects include such features as 
blade and shock sweep, blade lean, large variations in 
stream surface thickness and radial migration 01 the 
boundary layers, which cannot be calculated correctly by 
the 03D approach. The author had no previous experience 
01 designing a machine like this but has designed 
several conventional transonic fans with pressure 
ratios between 1.4 and 1.8 . The design process was 
documented and is outlined below. All the course grid 
llow calculations were performed on a 50 MHz 486 PC 
using the author's 3D muitlstage viscous code. Denton 
(Ref 11). 

Initially a hand calculation was performed, using a 
guessed efficiency ot 85%. to calculate the annulus area 
ratio between inlet and exit of the fan. Because the 
machine was to be a fan the frontal area must be as 
small as possible and the tip radius should not increase 
through the stage. This Nled out the use of a mixed flow 
compressor which would have been much easier to 
design. The hub to casing radius ratio at rotor inlet was 
chosen as 0.3 to give as high a frontal area as possible 
for a limited casing radius. To maintain a high blade 
speed over as much of the span as possible the casing 
radius was held constant and the hub radius strongly 
flared outwards to reduce the annulus area and to 
maintain approximately constant axial velocity. This has 
the advantage of making the hub behave like a mixed 
flow compressor. To relieve the loading on the stator 
blades some swirl was left in the flow leaving the 
stator, this was chosen vary from 20" at the hub to 10" 
at the casing. 

An initial sketch of the annulus line was made by hand 
and used to prepare data for a throughflow calculation. 
The latter was run in the design mode with the loss 
coefficients first guessed and then adjusted to obtain 
an efficiency of about 85%. 

Initially the throughflow program would not pass the 
design mass flow because the annulus choked at rotor 
inlet. This was found to be a result of the high 
streamline curvature at inlet leading lo axially 

FIG A2.1 Streamlines and velocity vectors from 
the  preliminary throughflow calculation. 

supersonic flow near the casing. Reducing the hub 
curvature overcame this problem and enabled 
throughflow solutions with Ihe required mass llow to be 
obtained. Viewing these showed that the streamlines 
were not smooth. due lo insuflicient calculating planes, 
end so more planes were added and the hub coordinates 
smoothed to obtain an acceptable Solution. The annulus 
line. streamlines and velocity vectors corresponding to 
this are shown in Fig A2.1. 

The resuits from the thrOUghllow calculation were now 
used lo prepare an data set lor the 3D blade generation 
program. This required about 1 hour using manual data 
input on only 3 blade sections. The blade generation 
program was then run to prepare a data set for the 3D 
flow calculation. This requires negligible CPU time. 
Initially the 3D calculation refused to run due to an 
error in the data which took about 1 hour to locate and 
to correct. 

The 3D flow calculation was lirst run for only 10 steps 
to produce a plotting file from which the grid and blade 
sections could be seen on the screen. The hub camber 
was Increased and more grid points added between 
stator and rotor as a result of this inspection. 

The 3D calculation was then run for 1000 steps by 
which time it had nearly converged. This required about 
2.5 hours on the PC. The predicted stagnation pressure 
ratio was about 2.65 but the mass flow was 10% down 
on specification and the efficiency was low. Viewing of 
the output on the screen showed that the rotor was 
unstarted with a very strong shock in front of Its 
leading edge. Several geometrical modifications and 
further 3D runs were tried to overcome this problem, 
but without success, the rotor would not swallow the 
shock. Since it was not certain whether the problem was 
in the rotor or due to too little stator throat area It was 
decided to run rotor alone to see if it would swallow the 
shock at low back pressure without the stator present. 

The blade geometry package was made to produce a data 
set for the rotor alone . This did swallow the shock at 
low back pressures. Several geometrical changes and 3D 
llow calculations were performed on this to achieve a 
mass flow of 6.3 kg/s at near design pressure ratio. The 
rotor tip section, for which the relative inlet Mach 
number is about 1.6, was found to need considerable 
reverse curvature lo keep the surface Mach number and 
shock strength to acceptable levels. 

This rotor was then combined with the original stator. 
Again the rotor would not start. The problem was 
clearly in the stator and so the number of stator blades 
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was increased to 30 (from 20) and their thickness 
reduced. The stage exit pressure was reduced to 2 bar, 
well below the design value of 2.5 bar, and the 
calculation restarted. The rotor now swallowed the 
shock and the stage ran at something like its design 
condition, giving a mass flow of 6.11 k g k  with an 
efficiency of 81% but with a low pressure ratio because 
of the low exit pressure. There was a strong shock in 
the stators at this condition. 

Having obtained a design that was achieving something 
like its specified flow a total of about 20 different 3D 
runs were made with many minor changes to the 
geometry. These included: Adjusting the tip section to 
have a kink about 0.6 chord where the shock meets the 
suction surface. increasing the rotor leading edge 
camber at the hub. Increasing the stator inlet angle at 
the tip. Increased rotor tip exit angle. Adding reverse 
camber at the rotor hub near the trailing edge. Adding 
reverse leading edge camber on the rotor mid section. 
Changing the tip stagger to reduce the mass flow. The 
axial chord at the rotor tip was also changed to increase 
the solidity. Alter these changes the calculation 
predicted a mass flow ot 6.02 kgls at a pressure ratio 
of 2.85 with efficiency of 88%. 

All the designs calculated so tar had only 3 input blade 
sections. Two more sections at about 25% and 75% span 
were added to the geometry data set, requiring about 1/2 
hour of manual input, and a new blade was generated. At 
first the tlow would again not start but this was soon 
found to be due to an error introduced in the stator axial 
position which was reducing the stator throat area. Once 
corrected the design gave a reasonable flow pattern but 
the rotor trailing edge was found to be kinked about 
mid-span when viewed along the machine axis. This was 
corrected by reducing the rotor camber at mid-span and 
increasing it at 3 4  span to obtain a smooth trailing 
edge. When viewed along the axis the rotor suction 
surface is leaned strongly inwards near the hub. This is 
not good tor the flow, increasing the suction surface 
velocity near the hub, but is an inevitable consequence 
of the high twist on the rotor. 

Many small adjustments were next made over about 10 
3D runs. The rotor hub and 114 span sections were 
increased in thickness because they looked rather weak. 
The tip and 314 span sections were then unstaggered by 
l o  to restore the mass flow. The maximum thickness 
point was moved forward at the rotor tip and at 3/4 span 
in order to generate a wedge shaped leading edge and 
stronger bow shock. The hub curvature was Increased at 
the stator trailing edge to lower the pressure and 
reduce the size of the hub corner separation in the 
stator. The back pressure was increased to 2.4 bar as 
the design improved so as to achieve a near design 
pressure ratio. This caused increased incidence Onto the 
stators and so their inlet angle was increased by 2' over 
the whole span to better accommodate the flow near the 
design point. 

AII the designs produced so far had a velocity peak at 
about 75% axial chord on and near the rotor hub, leading 
to very strong diftusion towards the rotor trailing edge. 
No changes to the blade shape at the hub, including 
reverse camber, seemed to cure this and inspection Of 
the pressure distribution on the whole suction SUrfaCe 
suggested that it was due to the hub meridional profile. 
The hub profile within and immediately downstream Of 
the rotor was redrawn to have concave upwards 
curvature over the rear of the rotor. The rotor hub exit 
radius was reduced from 0.06 to 0.058m to 

steta suction wfam 

Fig A2.2 Meridional vtew of the stage w i th  stat ic 
pressure contours on the blade surfaces. 

accommodate this and also to increase the rotor exit 
area since increases of flow area downstream of the 
rotor throat help to increase the operating range. The 3D 
solution showed that this greatly improved the rotor hub 
pressure distribution but the increase in annulus area at 
rotor trailing edge increased the Swirl into the stators. 
The stator inlet angle was increased near the tip to 
accommodate this. The flow now looked quite acceptable 
so the exit pressure was increased to 2.5 bar at which 
condition the calculation predicted a pressure ratio of 
3.1 at a mass HOW of 6.22 kg/s with an efficiency of 
86%. 

The design was now considered acceptable at the design 
point. Fig A2.2 shows the meridional view of the tinal 
geometry with pressure contours on the blade surfaces. 
Fig A23 shows the Mach number contours near the hub, 
mid-span and casing and gives an idea of the blade 
profiles developed. Fig A2.5 shows the associated blade 
surface pressure distributions. 

All sections outboard of mid span had reverse camber 
over the upstream pari of the chord and a sharp '"kink" 
around mid-chord to try to cancel the shock retlection. 
This is only partly successtui because the shock is 
always strong enough to separate the boundary layer, 
leading to a thick separated boundary layer behind the 
'kink". The fluid in this separated region centrifuges 
outwards and accumulates near the tip. The large wake 
predicted at the rotor tip, Fig A2.4, is due to this 
accumulation. This loss core is analogous to the wake 01 
a centritugal compressor and may be a fundamental 
limitation on the performance of very high speed axial 
compressors. 
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: Fig A 2 3  Blade t o  blade Mach number 

contours a t  t he  design point  

A few calculations were performed with a finer mesh, 
28x164~28 points, and these gave very similar results 
to the course grid calculations. 

The stage has virtually no operating range of mass flow 
because the rotor remains choked, the mass flow of 6.2 
k g h  is slightly above the design target. Because the 
mass flow does not change the stagnation pressure ratio 
and total to total efficiency are plotted in Fig A2.6 
against the downstream static pressure (which was 
varied to control the operating point), rather than as is 
usual against the mass flow. The stator is ais0 choked 
at low back pressures and most of the changes in 
pressure ratio and efficiency are due to the changing 
shock position and losses in tne stator. Once the stator 
unchokes the rotor can stand very little further increase 
in pressure ratio. This is an inevitable consequence of 
the large annulus convergence required through the rotor 
which leads to very little area increase behind the 
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Fig A2.5 Blade surface pressure distributions 
a t  the design point. 

throat. Such an area increase is necessary to stabilise a 
passage shock. When the rotor stalls the mass flow and 
elficiency drop very suddenly as the shock moves 
upstream of the leading edge. 

in order to check the performance a fine grid calculation 
with 33x165~33 points, was run including tip clearance 
on the rotor. The clearance used was 0.5% of blade span. 
Tip clearance has a large effect on the flow near the tip 
but littie effect inboard of about 75% span. This is 
shown in Fig A2.7. The blade Mach number distributions 
at mid-span and near the hub are almost identical to 
those from the course grid calculation. The predicted 
efficiency, mass flow rate and pressure ratio at the 
design point were not significantly affected by the tip 
clearance. 
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Fig A2.4 Contours of axial velocity at the rotor 
trailing edge showing the concentration 
of low velocity flow near the casing. 

The above process required about 60 runs of the 3D flow 
calculation program. excluding those used to generate 
the overall characteristics. This involved about 150 
hours of CPU time on a PC, equivalent to about 30 hours 
on a modern workstation. The author spent a total of 5 
weeks wqrking perhaps 114 lime on this problem, 
equivalent to about 1.5 weeks full time work. This 
should not be taken to imply that a design could be 
produced In 1.5 weeks full time work. Part-time 
working on such a problem is advantageous In that it 
provldes time to think between design iterations. 

The conclusion of the exercise is that the design targets 
were achieved in theory but that such a machine has 
virtually no operating range of mass flow. The predicted 
flow pattern and performance were not significantly 
changed by using a much finer mesh than that used for 
the design process. An extremely important aspect of 
the exercise is that the designer learned a great deal 
about the flow behaviour in such high speed compressors 
and will be in a position to produce a better design more 
quickly next time. It is considered that the 
understanding of the flow obtained is much 
would have been obtained lrom a Q3D design 
this is a very important advantage of the fully 3D 
approach. 5 
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Fig A2.7 Mach number contours from a fine 
grid solution (33 x 165 x 33) with 
tip clearance, at  the design point. 
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CFD METHODOLOGY AND VALIDATION FOR 
TURBOMACHINERY FLOWS 
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ABSTRACT 
The essential problem today. in the application of 3D 
Navier-Stokes simulations to the design and analysis of 
turbomachinery components, is the validation of the 
numerical approximation and of the physical models, in 
particular the turbulence modeling. Although most of the 
complex 3D flow phenomena occurring in turbomachinery 
bladings can be captured with relatively coarse meshes, 
many detailed flow features are dependent on mesh size, on 
the turbulence and transition models. 
A brief review of the present state of the art of CFD 
methodology is given with emphasis on quality and 
accuracy of numerical approximations related to viscous 
flow computations. Considerations related IO the mesh 
influence on solution accuracy are stressed. The basic 
problems of turbulence and transition modelling are 
discussed next, with a short summary of the main turbulence 
models and their applications to representative 
turbomachinery flows. Validations of present turbulence 
models indicate that none of the available turbulence 
models is able to predict all the detailed flow behavior in 
complex flow interactions. In order to identify the 
phenomena that can be captured on coarser meshes a 
detailed understanding of the complex 3D flow in 
compressor and turbines is necessary. Examples of global 
validations for different flow configurations, representative 
of compressor and turbine aerodynamics are presented. 
including secondary and tip clearance flows. 

NOMENCLATURE 
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CP 

2 
e 
E 
f 
f* 

k 
h 
H 
1 
k 
k 
M 
n 
P 
pr 

8 
r 
R 
Re 
S 

S 

convection velocity or wave speed 
jacobian of flux vector. with components A,B,C 
speed of sound 
specific heat at constant pressure 
specific heat at constant volume 
artificial dissipation function 
internal energy per unit mass 
total energy per unit volume 
scalar flux function 
numerical flux function 
external force 
flux vector with components f.g,h 
enthalpy per unit mass 
stagnation enthalpy per unit mass 
rothalpy 
coefficient of thermal conductivity 
wave number, turbulent kinetic energy 
Mach number 
normal distance 
pressure 
Prandtl number 
external heat sources 
source term 
gas constant per unit mass 
residual of iterative scheme 
Reynolds number 
entropy per unit mass 
surface vector 

time 
temperature 
column-vector of conservative variables 
velocity vector 
work of external forces 
Cartesian coordinates 
symbols 
specific heat ratio 
central-difference operator: b u i =  (Uicl - ui.1)/2 
time step 
spatial mesh size in  x and y directions 
turbulence dissipation rate 
eigenvalue of matrix A 
diagonal matrix of eigenvalues 
coefficient of dynamic viscosity 
density 
Courant number 
viscous and turbulent shear stress tensor 
Reynolds stress tensor 
kinematic viscosity 
volume 
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1. INTRODUCTION 
The algorithmic methodology of Computational Fluid Dy- 
namics has reached, since the mid-eighties. a mature 
stage enabling tu perform reliable numerical simulations of 
perfect or viscouslturbulent flow models. 
Coupled to efficient convergence acceleration techniques, 
such as multigrid methods. the impressive progress in 
computer hardware performance has led to the present abil- 
ity to perform flow simulations with meshes of the order of 
100.000 points, in CPU times of the order of one to two 
hours on workstations, that is minutes of supercomputer 
time. As a consequence, advanced CFD simulations can be 
used today at various stages in the design process. 
The essential problem is therefore to ensure the reliability 
of the predictive capability of the simulations. taken into 
account the numerical factors and the uncertainties of the 
physical models associated to turbulence, transition, com- 
bustion and other physical effects. Other factors affect the 
outcome of turbomachinery CFD computations, such as the 
influence of the flow distribution at the inlet of blade rows, 
tip clearance and cooling flows, unsteady components as- 
sociated tu rotor-stator interactions in multistage environ- 
ments. to mention the most important ones. Hence, al- 
though the exact CFD prediction of all aspects of experi- 
mental data might still be somewhere ahead of us, the vali- 
dation of CFD computations is an essential task, in particu- 
lar the determination of the range of validity of simulations 
with varying levels of mesh refinements, from 50,000 to 
many hundred thousands, and with the present state of tur- 
bulence and transition modelling. 
In order tu guide the reader in the process of distinguishing 
numerical factors from physical factors. we will discuss the 
must important elements of present CFD algorithms and 
the influence of numerical schemes and mesh properties on 
the computed accuracy. Also, to make clear the requirements 
on the CFD simulations, the present understanding of the 
complex 3D flow structure in compressors and turbine blade 
rows is summarized and representative computations will be 
discussed. Large references will be made to the 77th PEP 
Symposium on “CFD for Propulsion Applica- 
tions”, (AGARD CP-510). held in May 1991. where the 
main focus was on validation of numerical accuracy and of 
physical models, essentially turbulence and transition 
modelling. 
Since the most important physical models refer to turhu- 
lence, a brief review of the most widely used turbulence 
models and their limitations are presented. 
Several examples of computations, taken from our own ex- 
perience as well as from the literature are presented with 
various mesh levels and turbulence models, fur turbine and 
compressor blade rows. 

2. REVIEW OF CFD METHODOLOGY 
In  this section we present a short summary of the most im- 
portant numerical schemes available today. as they result 
from the algorithmic developments of the last 30. or more, 
years. We will refer the reader to a selected number of origi- 
nal reference papers and to Hirsch (1988). (1990) for a gen- 
eral presentation of CFD techniques. 
We consider the Reynolds Averaged Navier-Stokes (NS) 

equations as the basic physical model, expressing the con- 
servation laws for mass, momentum and energy and written 
in conservation form 

or in condensed form 

au - - + V . F = Q  
a t  

The time dependent N-S equations are hyperbolic-parabolic 
in space-time while the stationary NS equations are of 
mixed type in space, that is elliptic-parabolic for subsonic 
flows and hyperbolic-parabolic for supersonic flows. The 
physical interpretation of these properties are of great im- 
portance fur the choice of a numerical scheme, since an hy- 
perbolic system is dominated by wave propagation (or 
convection) effects, an elliptic system describes diffusion 
phenomena, while a parabolic system is associated with 
damped propagation effects. Note that for high Reynolds 
number flows, the system of conservation equations is 
convection dominated in most of the flow region. 

2.1. SPACE DISCRETIZATION METHODS 
The discretization of the space gradients of the fluxes can 
be performed by finite difference methods (only on S ~ N C -  
lured meshes) or by finite element (Galerkin or Petrov- 
Galerkin) or finite volume methods. the last two techniques 
being applicable to structured as well as unstructured 
meshes. 
Although the finite element approach is certainly the must 
general one. the finite volume method, which can be con- 
sidered as a subset of a Galerkin method, is a most widely 
used technique, because of its generality, flexibility and 
straightforward interpretation as the direct discretization of 
the integral form of the conservation equations on a mesh 
volume cell. 

2.1.1. Conservative scheme and numerical 
f lux  
The integral form of the conservation laws is written for an 
arbitrary volume R, bounded by the control surface S 

,. ,. 

Integrating from t=nAt to (n+l)At fur R selected as a con. 
trol volume associated to a nude or cell I. fig.1, 

r n + l  - 

The conservative discretization defines the cell-averaeed 
conservative variable uj at time nAt and the 
U F over each side, together with the cell-averaged 
sources QJ , via 

-n 
-+* 

-* 

nJ = RJ -At z 1’. AS] + At a; Cl, (2.3) 
sides 
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At 
A i + l n  [fi+l- fi) (2.6) 

written here in a one-dimensional form. Alternative formu- 
lations, based on Roe's Jacobian matrix, are defined by 

* 
fi+l/2 = 3 [fi + fi+l) - 

This i5 an relation for the time evolution of the a y s ~  
-n 

conservative variables uj over cell I. It is important 
to observe that there is no mesh point associated to 
0; which is attached only to cell J. 
The numerical flux identifies therefore a scheme by the way 
it appioximates the time-aver& physical flux along each 
cell face. In order to fulfil conservativity at the discretized 
level, the estimation of the numerical flux at a given cell 
face must be independent of the cell to which the face be- 
longs. 
The space discretization is therefore completely defined by 
its numerical flux, leaving open the choice of the time in- 
tegration. A general numerical scheme can then be defined 
as a system of ordinary differential equations in time by, 
removing the overbars on the variables U], 

(2.4) 

or in a one-dimensional form 

Note that the form (2.3) includes also coupled space-time 
discretizations, depending on the definition of the numeri- 
cal flux. 

2.1.2. Central schemes with combined space- 
time discretizations 
The Lax-Wendroff (1960). (1964) family of schemes, and 
their Predictor-Corrector nonlinear variants, e.g. the Mac- 
Cormack scheme (1969). (1971), were the reference 
schemes in the 70's and early 80's. Their importance comes 
from the fact that the Lax-Wendroff ( L W )  scheme is the 
unique second order central explicit scheme for the one-di- 
mensional linear convection equation on a three point sup- 
port, and plays an essential role as guideline for all 
schemes attempting to improve certain of its deficiencies. 
The essential property of the Lax-Wendroff schemes lies in 
the combination of time and space discretizations, whereby 
the numerical flux depends on the time step. This is required 
in order to achieve second order accuracy with an explicit 
time integration and the Lax-Wendroff schemes are there- 
fore the simplest explicit schemes of second order accuracy 
in space and time. 
Many extension of the L-W schemes can be defined for 
nonlinear fluxes, even in one dimension. They all reduce to 
the same linear form and are generally struchlred as predic- 
tor-corrector algorithms with an explicit time integration. 
The numerous variants of the Lax-Wendroff scheme differ in 
the treatment of the non-linearities and in their multidi- 
mensional aspects, but reduce to the same linearized, one- 
dimensional form. The popularity of these schemes, and in 
particular the two step version of MacConnack (1969). was 
due to their second order accuracy and simplicity. although 
their behaviour around discontinuities is not fully satisfac- 
tory. One drawback, and part of the ground for the present 
loss in popularity of these schemes. is connected to the fact 
that for steady state problems the numerical solution de- 
pends upon the non-physical time step applied to reach the 
steady state. This is however more of a conceptual weak- 
ness, since the associated ermr is of the order of the trunca- 
tion emor, but in addition, more recent approaches. based 
on separate space and time integrations. lead also to better 
convergence performances. 
The Lax-Wendroff numerical flux can be defined in various, 
linearly equivalent, ways but having different non-linear 
forms 

These schemes still need additional dissipation terms to 
remove shock oscillations. 
In the field of turbomachinery, several well-known pro- 
grams have been developed based on the Lax-Wendmff ap 
pmach. In particular. the 2D time marching method of P.Mc 
Donald (1971) was based on a modified Lax-Friedrichs 
scheme, with 'corrected viscosity' enabling to come close 
to second order accuracy at steady state convergence. Note 
that Mc Donald (1971) is probably the first application of a 
finite volume method to the Euler equations. Another 
scheme for the Euler equations has been developed along 
similar lines by Denton (1975), (1982) and has been widely 
used in the field of internal turbomachinery flows. The 
method of Ni(1982) is the first multigrid application to the 
2D Euler equations and is based on a reformulation of the 
standard G W  scheme, applied to cascade flows. It has been 
extended to 3D flows by Koeck (1985) for external aerody- 
namics. The MacCormack scheme has been applied by 
Veuillot and Meauze (1985) to various single and mul- 
tistage configurations: see also Fourmaux and Le Meur 
(1987). 

2.1.3. Central schemes with separate space 
and time discretization 
In this approach the physical flux is discretized centrally as 

This choice for the numerical flux does not lead to stable 
schemes, since there is not enough numerical dissipation. 
Therefore artificial dissipation terms are required in order to 
remove the odd-even oscillations due to the central dis- 
cretization (high frequency oscillations) and to provide 
shock capturing without oscillations. The most current 
formulation. following Iameson et al. (1981). lameson 
(1982), is formed by the sum of a second order term with 
nonlinear coefficients for shock capturing and a linear 
fourth order term for background oscillations. 
The numerical flux takes the form 

F i + l / z A S = -  F i+Fi+l  .ASS-di+l/2 (2.8) - *  - ' ( ' - ) -  2 
where Jameson's artificial dissipation (ID form) terms are 
defined by 

-&i+1/~[(ui+2-ui+l)-2(ui+l (4) -Ui) + (Ui -ui-l)] 

with the pressure sensors 



IPi+l -2pi +Pi- l  I 
v. = ' Pi+l+2Pj+Pi.l  

For Navier-Stokes equations. the viscous dissipation is not 
sufficient at the scale of the mesh, at least for high 
Reynolds number flows, to provide enough physical damp- 
ing. Therefore, the artificial dissipation terms remain nec- 
essary even for N-S computations. The difficulty encoun- 
tered with this approach is that the solution and conver- 
gence can be strongly dependent on the coefficients. 
This is today one of the most widely used approaches, ei- 
ther with explicit or implicit time integrations. 

2.1.4. The upwind approach 
Upwind methods aim at introducing informations, at the 
level of the discretization. taken from the physical proper- 
ties of the system of conservation laws, in particular for the 
inviscid convective fluxes. Since the system of Euler equa- 
tions is hyperbolic, that is dominated by propagation 
properties, one can distinguish two levels of upwind ap- 
proaches: 
First level: One takes into account the directional proper- 
ties in function of the sign of the wave propagation speed. 
This leads to the Flux Vector Splitting schemes of Steger- 
Warming (1981). Van Leer (1982). where the inviscid 
fluxes are separated according to the direction of propaga- 
tion of the associated waves, obtained from the sign of the 
eigenvalues of the Jacobians of the flux vectors. 
Separating the jacobian matrix A into A=A++A-, the posi- 
tive and negative flux components are obtained from the 
property of homogeneity of the inviscid fluxes, as 

+ *  f = A U  and f - = A  U 

The positive flux component is discretized by a backward 
(upwind) difference, and the negative component by a for- 
ward difference, leading to the associated numerical flux for 
the first order upwind scheme 

(2.9) 

The second equation is an approximation, valid to first or- 
der accuracy, representing the upwind scheme as a central 
scheme plus dissipation terms, in the same line as equ. 
(2.8). 
Second level: Here one takes into account properties of ex- 
act solutions of the system of Euler equations, namely the 
solution of the Riemann problem. This was introduced by 
Godunov and extended to second order by Van Leer (1979). 
The basic first order Godunov method involves three steps 
i) Define a piecewise constant approximation at t=nAt; ii) 
Solve the local Riemann problem at the interface between 
two cells; iii) Average the new solution after time step At. 
The approach in use today is based on approximate Rie- 
mann solvers, Roe (1981). Osher (l982), which are less 
costly than the exact solutions of the Riemann problem. 
Roe's scheme, also called flux difference (FDS) is 
based on the following definition: 

Find a matrix which satisfies CUGLIY 

fi+l - f i=x(u i ,u i+ l ) (u i+ l  -Vi) (2.10) 

combining conservativity and wave decomposition. The 
numerical flux is defined exactly for the first order FDS 
scheme by 

The extension lo second order requires a series of non triv- 
ial steps. They are based on the replacement of the piece- 
wise constant approximation by piecewise linear solu- 
tions. following Van Leer ( I  979). For nonlinear problems 
an alternative is flux extrapolation instead of the above 
variable (so-called MUSCL) approximation. 
However, the second order upwind schemes do not prevent 
oscillations around shocks and measures have to be taken 
to avoid the creation of unwanted numerical oscillations. 
The only way to combine second order accuracy with mono- 
tonicity is the introduction of nonlinear components in the 
schemes. This has led to the introduction of m, to 
control and limit the solution gradients, preventing the ap- 
pearance of oscillations. The most popular formulation is 
based on the concept of Total Variation Diminishing (TVD) 
schemes, introduced by Harten (1983). (1984). In order to 
obtain a second order TVD scheme, it is necessary to write 
the scheme as a first order, monotone contribution plus ad- 
ditional terms. These additional terms are then restricted, in 
a non-linear way, such as to satisfy the TVD conditions. 
The introduction of limiters. leading to nonlinear schemes 
is a major achievement of CFD research of the 1980's. 

2.1.5. Unified formulation of central and 
upwind schemes 
The formulation of second order upwind schemes based on 
flux extrapolation instead of variable extrapolation. allows 
to express all numerical fluxes as a sum of the centred phys- 
ical flux plus additional terms, equ. (2.8). which act as dis- 
sipation terms. From this point of view, an upwind TVD 
scheme can be seen as a rational way to derive appropriate 
dissipation terms. As example, one possible extension of 
the first order FDS scheme (2.1 I )  is given by the 'Symmet- 
ric' TVD scheme, Yee (!985), (1987) 

. 

with p>l for the scheme to be TVD and where Q is a limiter 
function depending on ratio's of gradients of the solution. 
A large number of options are available in the literature for 
the choice of dissipation terms. from central to various up- 
wind TVD forms, giving all nearly identical results on fine 
enough meshes, for inviscid flows, certainly in the sub- 
sonic, transonic to low supersonic range, as encountered in 
turbomachinery flows. 

2.2. TIME INTEGRATION METHODS 
For separate space and time discretizations a choice can be 
made between explicit multistage schemes or implicit mul- 
tistep (relaxation) schemes. The general family of Runge- 
Kutta (R-K) methods for the semidiscretized scheme 

a 

d U  
dt  

-=-R 

is defined by, for k-stages 

U ( 2 ) = U n - a l A t R  (1)  

... (2.13) 

j=l 



The stability region can he extended to CFL=(k-1) while 
the a-coefficients can be optimized for optimum damping 
properties. The R-K methods are very frequently applied 
today. in combination with a variety of convergence accel- 
eration techniques. 
The implicit multistep (relaxation) schemes. have been in- 
troduced by Beam and Warming (1978) and a simplified 
form is given by the one parameter (0) family 

U"+' = U n - A t k R n + '  +(I-f3)Rn] (2.14) 

with appropriate linearization of the residual at time @+I). 
This introduces jacobian matrices in the left hand side and 
the necessity to apply efficient solution algorithms for the 
algebraic system. The original Beam and Warming method 
introduced an approximate dimensional factorization of the 
implicit operators leading to block tridiagonal systems. 

( I i 4 1 A t T A n  1 t t I A t ~ B "  A U n = - A t R n  (2.15) I I 
Although unconditionally unstable for the 3D Euler equa- 
tions. the method provides good results for both Euler and 
Navier-Stokes equations, in presence of the indispensable 
dissipation terms. 
Applying concepts from the upwind methodology, one can 
replace the central difference of AAU by an upwind dis- 
cretization. 

The resulting system can he made diagonal dominant, 
which allows a variety of relaxation techniques, such as 
point, line over-relaxations to he applied to the time 
marching problems. Other techniques, such as LU decom- 
positions are also applied and a large variety of options are 
available and can be optimized for maximum damping 
properties. 
At the PEP 77th Symposium on "0 for Propulsion 
Applications", AGARD CP-510 (1991). an overview of 
a large number of turbomachinery codes were presented. 
Applications of the Jameson-type code based on central 
space discretizations. artificial dissipation and explicit. R- 
K type time integrations was reported by Gerolymos (Paper 
11) , Sehra et al (Paper 13) , Chima (Paper 21). Birtch and 
Kitchen (Paper 25). Other codes based on this approach 
have been developed by Amone, Liou and Povinelli (1991). 
Jennions and Turner (1992). The codes developed by Dawes 
(1986). (1988) are based on a similar approach hut with a 
simplified combination of a two stage R-K scheme with 
implicit residual smoothing. 
Flux difference splitting, with implicit time integration 
based on a Beam and Warming approximate factorisation. 
is applied by Dorney and Davis (1991) and by Dutoya et al 
(Paper 29). although these codes can differ strongly by 
their practical implementation. The codes developed by Es- 
cande and Camhier (Paper 14) and Lemeur (Paper 23) at ON- 
ERA are based on a Lax-Wendroff two step scheme with arti- 
ficial dissipation. In the code of Hirsch et al (1991) a uni- 
fied formulation of central and upwind schemes is intro- 
duced, by a choice of different dissipation expressions, 
whereby all the schemes are written as central fluxes plus 
additional terms. Similarly, both explicit and implicit time 
integrations can be applied as different options for a multi- 
grid smoother. 

2.3. PRESSURE CORRECTION METHODS 
Pressure correction methods form a different family of 
schemes, which were originally developed for incompress- 
ible flows. The methods falling in this class can he applied 
to the stationary as well as to the time dependent incom- 
pressible flow equations. They consist of a basic iterative 

procedure between the velocity and the pressure fields, 
through the solution of a Poisson equation for the pressure. 
In this approach, the discretized continuity equation is 
transformed inlo an equation for the pressure by introducing 
the unknown velocities taken from the discretized momen- 
tum equations. The most current formulations are variants 
of the method introduced hy Patankm and Spalding (1972). 
known as the SIMPLE algorithm, see also Patankar (1980). 
The method can he summarized as follows: for an initial ap- 
proximation of the pressure, the momentum equation can he 
solved to determine the velocity field. The obtained veloc- 
ity field does not satisfy the divergence free, continuity 
equation and has therefore to be corrected. Since this correc- 
tion has an impact on the pressure field. a related pressure 
correction is defined, obtained hy expressing that the cor- 
rected velocity satisfies the continuity equation. This leads 
to a Poisson equation for the pressure correction. The pres- 
sure correction method has  been extended to handle com- 
pressible and transonic flows, see for instance Hah (1984). 
(1987b), Moore and Moore (1989) for turbomachinery ap- 
plications. 
In AGARD CP-510 (1991). various authors reported inter- 
esting results with this approach. Moore and Moore (Paper 
4) presented a fully elliptic formulation applied to a turbine 
blade row with tip clearance. This code is based on an orig- 
inal, multidimensional upwind definition of control vol- 
umes. leading to a scheme with reduced cross-diffusion and 
hence, improved spatial accuracy. Additional validation 
tests of this code are reported by Cleak and al (Paper 8). 
Another code, based on a staggered mesh, SIMPLE-type, 
fully elliptic algorithm, is applied by Ahou Haidar et al 
(Paper 34) for an interesting comparison of different turhu- 
lent models in S-bends. The code makes use of a quadratic. 
upwind discretization of the convection terms. Fotea et al 
(Paper 35) , on the other hand, rely on a parabolized 
Navier-Stokes approximation for duct flow computations, 
while Rachner (Paper 37) applies a non-staggered grid for- 
mulation. coupled to a zonal approach. with a particular at- 
tention to the pressure-velocity decoupling problem. This 
paper contains a detailed investigation of the numerical ac- 
curacy of various boundary treatments at solid walls and at 
zonal interfaces. A very similar approach is followed by 
Coelho and Pereira (Paper 30). All these codes are applied 
to incompressible flows, with the exception of Hah (Paper 
IO) who applies his code to a transonic compressor rotor. 
including tip clearance. 

2.4. CONVERGENCE ACCELERATION 
AND MULTIGRID TECHNIQUES 
The practical application of CFD simulations in the design 
environment requires accurate. but also efficient algorithms 
in terms of overall CPU times, for reasons of cost and tum- 
around time of a computation. 
Implicit methods which are linearly unconditionally stable 
and allow in principle to apply high CFL values, can he 
made to converge very rapidly. in hundreds of time steps, 
instead of many thousand time steps for standard R-K or G 
W methods. However, this requires efficient solvers for the 
coupled algebraic systems of the implicit operators. Itera- 
tive, relaxation methods are generally not efficient enough 
and the development of more sophisticated methods is an 
area of current research. 
Within the framework of explicit methods. various tech- 
niques are currently applied for steady state computations. 
such as local time stepping, the addition of an implicit 
residual smoothing step to the explicit multistage R-K. 
leading to computations with CFL values of the order of 6-7 
with four or five stages. 
The most general and most efficient acceleration technique 
is the multigrid method. which can be applied for structured 
as well as unstructured meshes to the multidimensional Eu. 



4 6  

ler and Navier-Stokes equations. The basic methodology 
consists of the following steps: i) Time advancing the solu- 
tion with the convergence operator tuned for maximal 
damping properties in the high frequency range of the ermr 
spectrum. This operator can be considered as a ‘smoother’ 
and both R-K multistage or implicit relaxation methods 
can be applied: ii) Transfer the corrections on a coarser 
grid; iii) Solve the corrected problem on the coarser grid, 
damping the high frequencies on that gnd; iv) Transfer the 
corrections back to the fine gnd. A variety of strategies can 
be applied and the choice of best smoother may also depend 
on the cornputer architecture, A representative example of 
efficient computation can be found in Arnone. Liou and 
Povinelli (1991), Arnone (1993). for a central scheme and 
R-K time stepping. Calculations of the NASA transonic 
rotor 67. with near to 330.000 pints,  require close to 200 
cycles for four orders of residual reduction and about 35 
minutes on the NASA Lewis RC CRAY Y-MP computer. 

3. ACCURACY OF SCHEMES AND 
GRID DEPENDENCE 
Although Navier-Stokes computations are currently be- 
coming the most widely applied approach to practical flow 
simulations, a certain number of difficulties have still to be 
considered. in order to achieve fast and accurate computa- 
tional results. A most important item deals with the ques- 
tion of the numerical errors in viscous solutions. as gener- 
ated by various schemes and grids. 

3.1. VISCOUS RESOLUTION OF VARIOUS 
SCHEMES 
It can be considered today that all second order schemes will 
produce nearly identical results on fine enough meshes, cer- 
tainly for Euler flow calculations and, at a higher degree of 
mesh resolution, for N-S computations. However, on 
coarser grids more significant differences can appear, re- 
flecting the ways different schemes treat their numerical 
dissipation. But even on fine meshes, there appears to be 
more important differences for viscous flows. In particular, 
it is known that the dissipahon of standard flux vector 
splitting schemes. such as the Steger-Warming or Van Leer 
flux splitting schemes, has to be carefully monitored to 
avoid excessive drag predictions because of too mueh nu- 
merical dissipation in the viscous regions. 
To show the influence of the space discretization (upwind. 
central) and the mesh quality (stretching method, number of 
points in the boundary layer) on accuracy, a subsonic flat 
plate problem, both for laminar and turbulent flows, is con- 
sidered at a high Reynolds number of 10.5~106 per meter 
and a free stream Mach number (M,) of 0.35. The turbulent 
viscosity is calculated by using an algebraic Baldwin-Lo- 
max model. A &level MO procedure, using a V-cycle saw- 
tooth with a 5 stage Runge-Kutta scheme is applied to com- 
pute the flow. A central difference scheme, using a fourth 
order scalar artificial dissipation model with a modification 
for high-aspect ratios. and a second order symmetric TVD 
scheme, with a Van Leer limiter, are used to discretize the 
convective fluxes. To accelerate the convergence a local 
time step and implicit residual smoothing are used. allow- 
ing CFL=7 for the central scheme and CFL=4 for the upwind 
calculations. At the inlet the total pressure. the total tem- 
perature and the flow angle are imposed and the Mach num- 
ber is extrapolated from the inner flow field. The pressure 
is specified at the upper and downstream boundaries, and the 
other variables are extrapnlated. The solid wall is treated as 
an adiabatic wall and a no-slip condition is enforced. 
For the laminar calculation a mesh containing 41x81 cells, 
in the x and y directlons respechvely is used. The grid is 
parabolically stretched in X-direction (PX), with an expo- 
nential stretching in the Y-direction (EY), resulting in a 
maximum aspect ratio of about 1900. Results are also pre- 

sented for a coarse mesh (21x41.~) and a very coarse mesh 
(1  lx2 l .v~)  obtained from the finer one by taking out every 
other point. The grids used for the turbulent calculations 
contain 41x81 cells. Results are presented on a uniform 
mesh (UX) and on a parabolically stretched mesh (PX) in X- 
direction. In the Y-direction an exponential and a parabolic 
stretching procedure is applied, resp. EY and PY resulting 
in a maximum aspect ratio of 4000 (UX) or 7900 (PX). The 
y+ value of the first point is about 0.45 and there are at 
least 8 points with y+ value less than 10 for the exponen- 
tial mesh and at least 3 p in t s  for the parabolic one. 
Influence of the discretization s m  

For the laminar case the velocity and the skin-friction pro- 
files calculated with an upwind and a central scheme are 
shown in figures 2 and 3. The agreement of the velocity 
profile with the Blasius solution is very good for the up- 
wind calculation on both the fine and the coarse grids (with 
resp. 50 and 25 points in the boundary layer). The central 
scheme gives reasonable results on a fine grid, but rather 
poor results on the coarse mesh. On a very coarse mesh, 
with only I 2  points in the boundary layer, the accuracy of 
the upwind scheme is better than the central scheme on the 
coarse gnd. The difference between a central and an upwind 
calculation is also seen in the skin-friction profile (fig.3) 
The results obtained with both schemes on the fine mesh 
are nearly identical. but on the coarse and very coarse grids 
the upwind scheme remains very good, while the central 
scheme shows a lack of accuracy, indicating too much dis- 
sipation in the viscous layer. This has also been reported 
elsewhere by Allmaras (1992). Recent work by Jameson 
and coworkers, Jameson (l993), Tatsumi, Martinelli. 
Jameson (1994) demonstrate. that introducing some forms 

ng on the fourth order dissipation terms cures the 
problem. leading to the same accuracy as upwind schemes. 
Similar results are also obtained with the turbulent calcula- 
tions. The velocity profiles, in the non-dimensional turbu- 
lent quantities y+ and U+. show a good agreement with the 
empirical law of Musker for the results on all the meshes for 
the upwind scheme, while the central scheme leads to a loss 
of accuracy on coarser meshes (fig.4). The skin friction 
variations are in good agreement with the empirical profile 
of Nikuradse for the coarse and the fine mesh (fig.5). al- 
though the results for the central seheme are somewhat dif- 
ferent, because there is no stretching used in X-direction. 
For the very c o m e  grids both schemes show similar differ- 
ences from the reference, probably due to the fact that the 
first point is further from the wall (y+~2.5). 
The influence of the stretching method in the near wall re- 
gion is investigated by comparing the exponential (PXiEY) 
and the parabolic fine (PXIPY) (41x81) meshes, combined 
with upwind and central discretization schemes. As seen 
from figures 6 and 7, the parabolic mesh leads to an innacu- 
rate result for the central scheme, which seems more sensi- 
tive to the spacing of the near-wall cells. The profiles of 
velocity and skin-friction on the exponential mesh are 
nearly identical for the upwind and the central calculations. 
These comparisons indicate that the critical parameter. for 
the central scheme, is the clustering of mesh points near 
the wall. The exponential mesh has a linear distribution in 
(log y). while the parabolic mesh has a spacing increasing 
as y2, which clearly is not a good choice. 
The problem of excesssive numerical dissipation becomes 
particularly severe in unsteady flows, were time accuracy is 
strongly dependent on space accuracy. When the relevant 
space and time scales of the computed flow are large com- 
pared to the step sizes. the computed solutions are reliable 
with most of the current methods, provided sufficient space 
resolution is applied. However, with sponmneous. self-in- 
duced flow unsteadiness, such as the Von K m a n  street be- 
hind a cylinder at high Reynolds numbers, the separating 
vortices are created out of the very small vortices formed at 

. 
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the solid wall SUI :e and subsequently growing in time. 
Since the numerical dissipation acts as a filter on the small 
scales, the time development of the flow will be very sensi- 
tive to mesh configurations and to the numerical scheme. 
This is illustrated by figure 8, taken from HBnel (1991), 
which shows the influence of mesh configuration and nu- 
merical dissipation for a central scheme on the time evolu- 
tion of the laminar vortex street around a circular cylinder. 
The figure shows the time history of the lift coefficient, for 
different grid stretchings. Parlicularly interesting is the 
non-zero average Lift coefficient when a tangential stretch- 
ing is introduced, fig. 8a. revealing a non-symmetrical de- 
velopment of the vortex street. This effect disappears on a 
circumferentially uniform mesh, but a very strong depen- 
dence of the value of the fourth order numerical dissipation 
is clearly seen. Similar dependencies have been reported on 
other geometries and with other schemes. This creates a ma- 
jor difficulty for the computation of unsteady flows, partic- 
ularly in 3D and in presence of geometrical complexities. 
At present. there is no known solution to these difficulties. 
unless use is made of excessive, and probably prohibitive. 
fine meshes. It has Io be mentioned however, that these 
problems might be slightly less severe in turbulent flows 
because of the higher value of the physical dissipation gen- 
erated by turbulence. 

3.2. MESH QUALITY AND MESH RE- 
FINEMENT 
All available experience in CFD applications indicates that 
the mesh definition and quality has a considerable influence 
on accuracy and convergence properties. Although unifor- 
mity of a mesh is always to be recommended, geometrical 
and modelling constraints makes it often difficult to 
achieve this desired objective. The question of mesh aspect 
ratio in viscous layers has already been discussed in the 
previous sections, and we will discuss here the problems of 
mesh skewness and refinement. 

3.2.1.Influence of mesh skewness 
In turbomachinery bladings with high stagger or high tum- 
ing, the courant practice of H or C-meshes with periodic 
boundaries leads to highly skewed meshes. This has detri- 
mental effects on the accuracy of the computed flow, as can 
be seen for instance from the calculations of Honon. Ha- 
rasgama and Chana (1991). who compare results on four dif- 
ferent H-meshes of a nozzle guide vane with high exit an- 
gle, figure 9. A considerable mesh influence is observed al 
these relative coarse meshes; meshes 1 and 2 having 55625 
nodes, while meshes 3 and 4 have 129591 mesh points. 
Figure IO compares Mach number distributions in the trail- 
ing edge region for meshes 2 and 4, where clearly, the Mach 
isolines carry over traces from the mesh discontinuities. 
Figure I 1  shows the mesh sensitivity of the computed total 
pressure losses, revealing the amount of numerical dissipa- 
tion of the coarse meshes. In addition, the total pressure 
contours at the exit plane for the four meshes under consid- 
eration. not shown here, reveal differences larger than the 
variations resulting from different turbulence models. Addi- 
tional examples of the inability of sheared meshes to cap- 
ture the details of the flow field, particularly at shear angles 
of 7M or higher, can be found in Turner et al(l993). In ad- 
dition, it is our experience that refining highly skewed 
meshes leads also to increasing convergence difficulties. 
The remedy to this undesirable situation is to generate ei- 
ther unstructured meshes or structured. nearly orthogonal 
meshes, such as in figure 12. where the periodicity of 
points on the periodic boundaries has to be imposed via ex- 
trapolations of variables or fluxes. 

3.2.2.Mesh refinement 
Defining the level of mesh refinement necessary to ensure a 
mesh independent numerical solution is a difficult and 

costly task. particularly in 3D. It depends on many factors, 
such as geometrical configuration, flow properties 
(presence of viscous regions, shocks, separation. possible 
unsteadiness,...), mesh, numerical scheme, turbulence mod- 
els. Despite the inherent difficulty of this task, it is never- 
theless essential in order to be able to validate turbulence 
models in a non-ambiguous way. The fact that most of the 
turbulence model validations presented in the literature for 
3D turbomachinery flows do not demonstrate mesh inde- 
pendent results, contributes largely to the uncertainties 
concerning the degree of validity of various turbulence 
model formulations. 
An interesting example of the degree of refinement neces- 
sary to achieve grid independence, as well as loss predic- 
tions with negligible contributions from numerical dissipa- 
tion, is provided by Arnone and Swanson (1993). for the 
2D computation of a transonic turbine section tested exten- 
sively by C. Sieverding at VKI and by Kiock et al (1986) at 
four European wind tunnels, see Sieverding (1990). Apply- 
ing a central scheme with artificial dissipation. multigrid 
acceleration and a Baldwin-Lomax algebraic turbulence 
model, Amone and Swanson (1993) compare results be- 
tween three mesh levels of respectively 193x25. 365x33 
and 769x65 points. The C-meshes are carefully designed, 
with non-periodic quasi orthogonal lines to minimize mesh 
skewness, as seen in figure 12, for the medium mesh, where 
the first mesh line is at a distance of the order of y+-l. cor- 
responding to 5.10-5 chord. For the coarsest mesh this dis- 
tance is multiplied by two and halved for the finest mesh. 
Figure 13 shows the isentropic Mach number distributions 
obtained with the finest mesh. in comparison with the ex- 
perimental data, while figure 14 shows the Mach contours 
at four values of the back pressure. These distributions re- 
main practically the same for the three mesh levels, with 
the exception of the case at M2is=l.0, where more points 
are needed to capture the weak interaction of the trailing 
edge shock and the suction surface boundary layer. 
However, wall pressure distributions are not very sensitive 
quantities for the assessment of Navier-Stokes simulations 
and skin-friction data are indeed more severe indicators. 
Figure 15 shows the effect of the ytvalues of the first mesh 
line on skin-friction, as obtained on the fine mesh. 
Although this mesh is extremely fine (close to 50000 
points) there is still a detectable effect. which does not 
appear to have an influence on the calculated losses which 
are in excellent agreement with the experimental data. 
Unfortunately, the authors do not show similar plots on the 
two other meshes, but one can only guess that this effect 
would be amplified. This is confirmed by figure 16, 
displaying the calculated loss coefficients in function of 
the inverse of the number of mesh points. The highest tran- 
sonic case MZis=1.2. is apparently less sensitive to the 
mesh levels, probably since the losses are dominated by 
the shock losses, which are well captured on the three 
meshes. For the other cases, where boundary layer losses 
are increasingly important. the influence of the numerically 
generated losses becomes significant, with the highest 
mesh dependence for the subsonic case MZis=0.81. The au- 
thors’ conclusion is that the medium grid provides enough 
resolution for engineering applications, that is roughly 
12705 points would be needed for a two-dimensional blade 
section. 
Similar conclusions have been reached by Dorney and 
Davis (1991). investigating heat transfer and loss predic- 
tion on a 3D subsonic turbine blade (the Langston cascade). 
Their code is based on flux difference splitting. with im- 
plicit time integration and a Beam and Warming approxi- 
mate factorisation. A Baldwin-Lomax turbulence model is 
applied. with fixed positions of transition. The heat trans- 
fer data clearly indicate that the accuracy of the predictions 
is very strongly dependent on a reliable estimation of tran- 
sition. In order to get close to the experimental data. the 
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onset of transition was varied spanwise, with fully turbu- 
lent end-walls and mid-span transition at 20% chord on the 
suction surface. Systematic studies of 2D turbine blade sec- 
tions with a combined 0-H overlaid grid, figure 17, indicate 
that grid independent solutions and heat transfer data where 
obtained with meshes of close to 10,000 points (0-131x61 
+ H-71x21) with a first mesh point spacing of 2.10-5 chord 
corresponding to y+=O.M. Very low value of y+ (4) seem 
to be essential for accurate heat transfer estimations. For 
the 3D computations Domey and Davis compare mesh den- 
sities with (0-101x31 + H-70x31) in the blade-to-blade 
planes and a number of spanwise sections ranging from 25 
to 91 over half the span with various levels of clustering. 
The endwall y+ values range from 7 to 0.3 for the finest 
mesh, which has over 480,000 points, while the coarsest 
mesh has 132,000 points. Figure 18 and Table I show the 
influence of mesh point densities on overall (18a) and on 
spanwise distributions of loss (18b) and exit angle (lac). 
The authors conclude that mesh independent solutions re- 
quire over 950,000 points full-span, while the remaining 
discrepancies in capturing the details of the secondary flow 
on this fine mesh are attributed to the limitations of the 
Baldwin-Lomax turbulence model. Unfortunately. no mesh 
dependence of the heat transfer predictions are shown. 
However, the authors refer to the underestimation of the 
wake heat transfer due to the insufficient wake resolution 
provided by the 0-mesh, although each blade-to-blade sec- 
tion has only half the points estimated for a mesh indepen- 
dent 2D solution. 
Bre ~0.000 mesh o a i n t s t  for 2D com- 

Although the results of Amone and Swanson (1993) with 
their finest mesh of 50,000 points show fine details. such 
as the separated trailing edge flow, figure 19, one might 
wonder if this is still enough to capture dl the physical 
phenomena. Figure 20, from Detemple-Laake (1991) shows 
Schlieren pictures from mid-span turbine sections pt 50" 
and 65" incidence at subsonic, sonic and supersonic exit 
Mach numbers (the design incidence being 40"). A close 
view on the wakes indicates the presence of an unsteady 
vortex shedding, which could affect the local heat transfer. 
the trailing edge shocks and contribute to additional un- 
steadiness to the rotor-stator interaction. Although this 
spontaneous unsteadiness remains local, it clearly requires 
extremely fine meshes near the trailing edge region. since 
the very fine mesh of figure 19, does not seem sufficient to 
capture this unsteadiness. 

3.3. ENGINEERING REQUIREMENTS FOR 
CFD APPLICATIONS 
From the available experience today, one can derive a cer- 
tain number of requirements and recommendations for reli- 
able CFD computations. Independently of the selected 
schemes. all methods should 
* be at least second order accurate in space, first order 

schemes generating far too much diffusion 
* be tested for convergence to machine accuracy for sim- 

plified, representative problems of the type of config- 
urations currently analysed 
be able to detect spontaneous flow unsteadiness, such 
as unsteady separation or vortex shading phenomena. 
This is an important aspect of CFD simulations, since 
most of the separated flow configurations are unsteady, 
and it is of great importance to be able to detect, for 
instance, stalling incidences on turbomachinery blade 

In addition severe requirements are to be set on the mesh 
quality. in order to minimize truncation errors and maxi- 
mize convergence rates. Various type of StNCNred mesh- 
can be applied, H, 0. C orland various combinations of 

* 

rows. 

them, or unstructured meshes can be selected and several ex- 
amples will he given in the following. But in all cases, 
mesh quality will greatly influence accuracy and conver- 
gence. It is therefore recommended to 
* ensure smooth meshes, able to recognize flow struc- 

tures. and avoid discontinuities in the sizes of adjacent 
cells. For instance, an 0-mesh might not be suitable 
for accurate wake flows where a H or C-mesh would be 
better adapted. 
avoid highly skewed cells which have a devastating ef- 
fect on accuracy. Nearly orthogonal cells will always 
be favourable for accuracy and will reduce numerical 
dissipation. This will require non-periodic meshes 
when dealing with highly staggered compressor, or 
highly cambered Nrbine blade rows. 
ensure, whenever possible that the obtained solution 
is grid independent. This requires computations on 
successive finer meshes, having also good regularity 
properties, and may not be always feasible for reasons 
of time andlor cost. Very efficient codes are essential 
in order to be able to perform large scale computations 
on a routine basis. 

Several ingredients of efficient codes are still the subject of 
current research, in particular 

in viscous computations, high cell aspect ratios are 
unavoidable, and experience indicates that this can 
have a deteriorating effect on convergence rates. The 
control of the interaction between multigrid and cell 
aspect ratio has still to be better understood. 
Mesh adaption is a main source of potential gains in 
accuracy and computational performance. Unstructured 
meshes are particularly well suited for effective mesh 
adaption, see for instance Dawes (1991). A great deal 
of research is required for the optimization of adaption 
criteria, such as 'activity' or 'error' detectors. and effec- 
tive mesh generation systems, particularly in 3D. So 
more that the best detectors might depend on the type 
of problem (shear layer, shock, local gradients. ..) 

* the control of the complex interactions between com- 
ponents such as mesh, solver, turbulence models, etc.. 

Engineering CFD is also characterized by the need for the 
integration of efficient mesh generators and graphic flow 
visualisation systems, with high degrees of interactivity. 
see for instance Hirsch et al (1991). 

* 

* 

- 
~ 

4. TURBULENCE MODELS 
We consider here that the best adapted formulation, for en- 
gineering calculations, is the Reynolds Averaged Navier- 
Stokes model (RANS), since any higher model will require 
some form of direct simulation, which cannot be considered 
for current industrial applications, at least within the fore- 
seeable future. 
A large variety of turbulence models are available, ranging 
from simple algebraic models to the system of transpon 
equations for the Reynolds stresses, and within each family 
a still larger number of variants can be applied, either based 
on different assumptions or on different empirical data. The 
turbulence models form the most critical parts in a practical 
code, since none of the available models has a universal va- 
lidity, all of them being based on some degree of empiri- 
cism. Hence the calculated flow field. at least in complex 
flow situations, CM be strongly dependent on the selected 
model and careful validation is necessary. 
The problem of adequate turbulence models, including pre- 
diction capabilities for laminar-turbulent transition, influ- 
ences of curvature. rotation, buoyancy forces, separated re- 
gions, heat transfer, combustion processes, etc., is a major 
item of present day research and likely to remain so for 
some time. Hence, although some general trends and meth- 
ods are widely applied. such as the k-E model, this field is in 
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The quantity udif i s  a velocity scale equal to the difference 
between the maximum and minimum velocity inside the 
shear layer. This applies to wakes as well as to boundary 
layers and udif i s  equal to U, in the latter case. The intermit- 
tency factor r i s  given by 

constant evolution and evaluation, especially for complex 
flow systems. 
The algebraic models and one or two transport equation 
models are based on an eddy viscosity hypothesis, assum- 
ing the turbulent stresses proportional to the main flow 
strain rate. with isotropic turbulence exchanges similar to 
the molecular viscosity. This can lead to inconsistencies. 
in particular in the vicinity of separation or reattachment 
points. In addition, the algebraic models are not able to 
take into account the transpon and diffusion of turbulence 
and therefore history effects can not be simulated. These de- 
ficiencies wil l mainly appear in recirculating or separated 
flows, where the anisotropy o f  the turbulence plays a more 
significant role. However. despite these deficiencies, the 
algebraic and k-E models offe ra wide range of applications. 
since the anisotropy effects are not always dominating. 

4.1. BALDWIN-LOMAX MODEL 
The Baldwin-Lomax (1978) model i s  widely used in external 
as well as in internal aerodynamics and i s  constructed as an 
improved version of the Cebeci-Smith (1974) model. 
The turbulent boundary layer i s  considered to be formed by 
two regions, an inner and an outer region, with different 
expressions for the eddy viscosity coefficient. The inner 
region. of the order of I O  to 20% of the boundary layer 
thickness. i s  the region of validity of the law of the wall. In 
the inner region the albebraic model evaluates p~ through 
the mixing length by the following steps. following the 
presentation of Cebeci and Bradshaw (1984) 

(4.1 ) 

where r i s  the intermittency factor, accounting for the fact 
that the turbulence becomes intermittent as the edge of the 
boundary layer is approached, being turbulent only for a 
fraction r of the time. The other intermittency factor r t r  
takes into account the effects of transition. 
In a two dimensional boundary layer along a surface aligned 
with the x-axis and with normal directior. y. the vorticity in 
equation (4.1) reduces to the shear au/Jy. Representative 
models for the mixing length are given by the classical rep- 
resentation of Prandtl I=xy, corrected by Van Driest (1956) 
in order to include also the transition region between the 
linear velocity law. u+=y+ , in the viscous sublayer and the 
logarithmic region, 

~ = x y ( ~  -e-YJA) (4.2) 
where x= 0.41 i s  the Von Karman constant; the parameter 
A has been calibrated with boundary layer data to be A = 26. 
The outer eddy viscosity coefficient i s  defined by the fol- 
lowing relation, 

(4.3) 

where a=0.0168 and the function Fw i s  given by the small- 
est o f  the following two values 

Ymax Fmax 

Fw=or (4.4) 

The values ymax and Fmax are obtained from 

F(y)=y [ 1 -exp(--) a'];: - (4.5) 

1 r=  
1+5.5Ck.yIymax I 1 "  

The Baldwin-Lomax model has the following constants 

C = 1.6 , Ck=0.3 and Cwk =0.25 

although other values have been applied. An interesting ex- 
tension by Granville (1987) introduces some effects of 
pressure gradients in the first two coefficients. The switch- 
ing from the inner to the outer value of the eddy viscosity 
occurs at the position yc where the inner value becomes 
equal to the outer value. 
Experience shows that the predicted flow can be quite sensi- 
tive to the value of the parameter Cwk, panicularly in pres- 
ence of strong shock-boundary layer interactions. as dis- 
cussed in the section 4.5. Many authors have applied this 
model with varying values of the other coefficients. Visbal 
and Knight (1983). York and Knight (1985) or/and with 
different wall treatments, Turner and lennions (1992). I t  
can be considered that algebraic models provide acceptable 
accuarcy for well-behaved. attached shear layers. 

4.2. TWO EQUATION k-E MODELS 

CP 

A variety of two equation models have been developed, 
which can be considered as variants of the more popular 
one. namely the k-E model Launder and Spalding (1972). 
defined by transport equations for the turbulent kinetic en- 
ergy and dissipation rate. Two forms of models are avail- 
able, the 'Standard' model and the 'Low-Reynolds Number' 
model. The 'Standard' model does not apply to the near-wall 
region and requires the addition of either a 'wall function', 
or an additional near-wall model. I t  i s  less demanding in 
terms of mesh resolution. since the first mesh points above 
the walls may be situated at values of yi below 300. The 
'Standard' model corresponds to D=E=O and to the functions 
fp=fl =fi=l in  Table 2. The 'Low-Reynolds Number' models 
aim at describing the turbulent behaviour over the whole 
viscous layer, down to the wall. They require first mesh 
point distances y' of the order or below 1. 
The various 'Low-Reynolds Number' models rely on the 
Prandtl-Kolmogorov relation for the turbulent eddy viscos- 
ity, with 

The term D i s  introduced in order to apply a boundary condi- 
tion E+. The various terms of the turbulent kinetic energy 
equation can be modeled, as follows 

The first term on the right hand side i s  a diffusion term. 
while the second term, denoted by P, i s  the production of 
turbulent energy by the work of the main flow against the 
Reynolds stresses. The third term i s  the dissipation contri- 
bution. An equation o f  similar nature i s  assumed for the 
dissipation rate 

where P i s  the production term of the k equation 
and ymax i s  the value where the function F attains its max- 
imum value Fmax . 
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The eddy diffusivities pk and pc associated with the kinetic 
energy and dissipation equations respectively. are defined 
by 

The terms E, fl. f2, f are additional terms introduced in or- 
der to obtain better agreements in specific flow situations 
and to provide a low reynolds number behavior near the 
walls. A few of the many versions of the k-E models are 
summarized in Table 2, from Biswas and Fukuyama (1993). 
with the variants of Launder-Sharma (L-S), Lam-Bremborst 
(L-B), Nagano-Tagawa (N-T). Kasagi-Sikasomo (K-S). 
The two equation models are being applied to a large variety 
of flow situations in turbomachines, the first attempts hav- 
ing been pioneered by Hah (1987a), and they present an ac- 
ceptable compromise between economy of calculations and 
range of validity. although they appear still insufficient for 
complex separated flows, heat transfer. combustion. 

4.3. OTHER MODELS 
Reynolds stress models allow to take into account 
anisotropy and additional effects, such as curvature and ro- 
tation. and seem to give slightly better predictions for 
shock boundary layer interactions. Although they still suf- 
fer from many limitations and lead to a significant increase 
in computer time, their application for turbomachinery 
flows might provide more reliable turbulence modelling in 
the future. For instance, Abou Haidar, Iacovides and Launder 
(CP-510, Paper 34) compare different turbulence models for 
the flow in a circular sectioned S-duct. An algebraic 
Reynolds stress model is applied, with various near wall 
corrections such as one and two equation models, on a grid 
of I17800 mesh points. The main conclusion of the au- 
thors is that full second moment closure equations over the 
complete cross-section might be required for highly accu- 
rate simulations. Similar trends are suggested by Lien and 
Leschziner (1993) for the accurate representation of shock- 
boundary layer interactions. 

4.4. LAMINAR-TURBULENT TRANSITION 
A particular important and difficult problem is connected to 
the prediction of laminar-turbulent transition. Very few re- 
liable criteria have been developed, although a poor predic- 
tion of transition can have dramatic effects on calculated re- 
sults, particularly with shock induced separations. A spec- 
tacular example is provided by the calculations of Naka- 
hashi et aL(1987) of the two-dimensional flow in a turbine 
cascade, with a Baldwin-Lomax turbulence model and a sim- 
ple transition criteria based on the maximum eddy viscosity 
becoming higher than an imposed value. Figure 21a shows 
the computed density lines with transition prediction at the 
point indicated by a triangle on the suction surface. The 
transition is predicted at the point of impingement of the 
shock, inducing a small turbulent separation. Figure 21b 
correspond to an assumed laminar flow and shows a massive 
separation due to the shock-boundary layer interaction, the 
computed flow on the suction side becoming unsteady. 
Comparing to the Schlieren picture in fig. 21c it is seen 
that the turbulent calculation. provides an excellent agree- 
ment. However for the same cascade at a higher exit Mach 
number of 1.43 and 20” negative incidence to the design 
value of 60”. the turbulent calculations do not indicate sepa- 
ration, while the experiments are in good agreement with 
the laminar data as seen from figure 22. In this case, the in- 
nacurate transition prediction led to the strongly innacurate 
flow field of figure 22a. Hence it can be considered that 
whatever the numerical qualities of a Navier-Stokes code, 
its results will be strongly dependent on the transition pre- 
diction model. 

CI 

This uttermost important topic requires still considerable 
research. Earlier attemps to model transition with semi-em- 
pirical additions to algebraic models are described in 
Sharma (1987). Sharma and Syed (1991). A recent account 
on transition predictions on a variety of basic test cases, 
based on “Low Reynolds Number” variants of k-& models, 
can be found i n  Savill (1992). (1993). Applications of the 
same approach to turbine heat transfer predictions are re- 
ported in Hah (1989). Biswas and Fukuyama (1993) and to 
unsteady flows in Cho et al (1992). 

4.5. TURBULENCE VALIDATIONS 
Various turbulence models are being applied in turboma- 
chinery applications. Although significant differences can 
be observed. more work is still required to separate mesh in- 
fluences from modeling effects, since few computations are 
presented with convincing mesh independence of the re- 
sults. 
Several systematic comparisons are available in the litera- 
ture. where different models have been compared on the 
same meshes with the same codes. Figure 23, from Dawes 
(1990). shows a comparison of the loss distribution in a 
cross plane situated 42% chord downstream of a turbine 
blade row of 54” exit angle, calculated on a H-mesh of 
107x33~33=116253 points, with a first mesh point at a y’ 
value below 5 .  The transport equation is a one equation 
model for the turbulent kinetic energy following Birch 
(1987). The laminar calculation leads to massive separation 
and there is no clear advantage between the Baldwin-Lomax 
and the transport equation models, although the latter ap- 
peared to give a better prediction of separation bubbles. 
As pointed out by Dawes (1990). the loss levels predicted 
by various turbulence models are very close to each other, 
mainly because the major loss contribution occurs in the 
near wall region, with nearly 90% being produced i n  the 
laminar sublayer and the log--region. Both families of 
models predict similar levels of eddy viscosity, as a conse- 
quence of the fact that they are based on local equilibrium 
assumptions and are tuned to reproduce the logarithmic ve- 
locity distribution. Hence the essential point is to ensure 
that the mesh allows the inner turbulent viscosity to be ap- 
propriately captured in the numerical simulation. 
Simulations have been performed by Matsuo (1991) on a 
subsonic turbine blade row on a 146~7Lx51=528,666 
points. comparing laminar, Baldwin-Lomax and a k-E 
model. Despite the fine mesh, discrepancies still remain 
with the experimental data, where the predicted secondary 
vortex core is too close to the end-wall with all the cases. 
Nevertheless, the author concludes that the k-E model leads 
to a better prediction of the separated region. 
Turner and Jennions (1992) reach similar conclusions from 
comparisons between three versions of the Baldwin-Lomax 
model and two versions of the ‘standard’ k-& model on the 
computed flow in a transonic compressor. The local flow 
pattern at rotor tip is dominated by the interaction between 
the tip leakage vortex and the leading edge shock. The cal- 
culations performed on a 97x49~37=175,861 points, with 
4 spanwise points in the tip clearance region and a first y+ 
value on the average around 100, are shown in figure 24 for 
the tip section. The standard Baldwin-Lomax model predicts 
a strong normal shock due to an underestimation of the vis- 
cous shear layers, as a consequence of the high y* value. 
The k-E model clearly provides a better representation of 
the shock position and strength. 
A detailed investigation of turbulence models for shock- 
boundary layer interactions has been performed in the EU- 
ROVAL project, Haase et al (1993). In this project many 
groups calculated the same test cases, for instance a shock- 
boundary layer interaction inside a channel, known as the 
ONERA ‘bump’, with different turbulence models, but on 
the same mesh. This test case presents data in two different 



configurations, case involving a weak shock-boundary 
layer interaction wil no separation and case C with a 
stronger interaction and separation. All the computations, 
by 6 different groups were done on the same grids of 
193x65=12545 points for case A and 193x97=18721 
points for case C, which were shown to yield mesh inde- 
pendent results. 
The conclusions from test case A. not shown here, can be 
summarised as follows. In the absence of shock induced 
separation. the majority of models behave satisfactorily. 
including algebraic models, when properly calibrated. The 
standard value of Cwk=0.25 gives a too severe interaction, 
leading to separatlon at the foot of the shock, while values 
of 0.5 to I give better agreement with the data. This IS con- 
tinned by other test cases, see for instance Chima, Giel and 
Boyle (1993). where a value of Cwk=0.825 is recom- 
mended. The Granville corrections perform very well, as do 
the k-E models, although the sensitivity to the shock is un- 
derestimated, indicating too much turbulent mixing. The 
Johnson-King (JK) model displays serious weaknesses in 
these near equilibrium conditions, showing an excessive 
sensibility to the shock with premature separation and ex- 
cessive displacement thickness. The Reynolds stress mod- 
els show also an over-sensibility to the shock, although to 
a lesser degree than the JK model. All the transport models 
show a too low rate of recovery of the boundary layer after 
the shock, which might connected to the behaviour of the 
dissipation equation. 
A comparison of different calculations for Case C is shown 
in figure 25. The BL results do not show the h-shock S ~ N C -  
ture, which is seen for the Granville corrections and for the 
JK and Reynolds stress models. With the standard value of 
Cwk=0.25. the BL models produce a stronger shock bound- 
ary layer interaction. without generating the h-shock sWc- 
ture. On the other hand, the k-e models show a weaker in- 
teraction. As can also be seen from figure 26, showing the 
Mach number distribution on the lower wall, the plateau as- 
sociated with separation is not captured by the current BL 
model implementations, nor by the k-E models. Better re- 
sults are obtained with the JK and Reynolds stress models. 
The displacement and momentum thieknesses, are under 
predicted with the BL models, while the other models give 
better agreement with the data, although none of the models 
captures the post shock level of the boundary layer thick- 
ness. With regard to the velocity profiles, figure 27, at the 
foot of the shock the BL models miss completely the inter- 
action, which is somewhat better predicted with other mod- 
els, although all models give an insufficient rate of recov- 
ery. However, further downstream, x/L=1.5, all models pre- 
dict correctly the velocity profiles. On the other hand. the 
shear stresses are underestlmated by all models downstream 
of the shock. In conclusion, none of the models appear to 
provide an accurate prediction of the strong shock-bound- 
ary layer interaction. It has to be added that the downstream 
pressure necessary to predict. in 2D. the correct shock posi- 
tion differs from the experimental value. indicating the 
presence of 3D effects. 
It is of interest to observe that different programs with the 
same turbulence models gave practically the same results. 
providing additional confidence in the objective analysis 
of the behaviour of the Tu-models. However, in general 
many parameters influence the output of a computation, 
mesh definition close to the walls, implementauon details 
of the models. choice of model constants. boundary condi- 
tions. 
Other turbulence validation studies, for instance Leschzindr 
and Launder (1993, indicate for a test case of an impinging 
jet on a plate, including heat transfer data, that none of the 
turbulenee models pmvides accurate predictions of the tuf- 
bulence intensities along the stagnation streamline. This iS 
crucial for the correct overall flow behaviour. It appears 
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that the linear eddy viscosity stress-strain relation causes 
excessive levels of k. eddy viscosity and Nusselt numbers. 
Even current Reynolds stress models do only slightly better 
than the simpler two equation models. It appears therefore 
tbat a particular research effort is to be done to improve the 
behaviour of turbulence models, particularly on basic test 
cases, representing essential physical phenomena. 

5. CODE VALIDATIONS 
The problem of code validation for turbomachinery flows is 
essentially connected to complex geometries, including tip 
clearance, boundary conditions particularly in multistage 
environments, turbulence models, transition, combustion 
real gas models. Although simulations of the complex flow 
field can provide a wealth of information on the flow S~NC- 
ture, none of the computations found in the literature today 
are able to predict accurately all the flow details, even if the 
grid is fine enough. This is connected to the present defi- 
ciencies of turbulence and transition models. 
However, many flow features do not depend on the exact 
evaluation of the Reynolds stresses, being dominated either 
by inviscid effects, such as secondary or tip clearance 
flows, or depending essentially on the presence of shear 
more than on its magnitude, such as the formation of horse- 
shoe or tip vortices. These phenomena can therefore be 
captured even with relatively coarse meshes, without guar- 
antying an accurate description of the fine details. For in- 
stance, most features of the tip leakage flow can be captured 
by as little as 4 to 6 points over the clearance gap, see fig- 
ure 24. but it is our experience that more than I I points are 
needed to approach the correct intensity of the tip leakage 
vortex and to capture the secondary tip vortex, Kang and 
Hirsch (1994). as will be discussed in section 5.3. With re- 
gard to losses, overall values can be made largely indepen- 
dent of the turbulence models, provided the inner layer eddy 
viscosity is correctly captured, as shown by Dawes (1990). 
At the level of turbulence models, although turbulence is 
essentially three-dimensional and anisotropic. the 
‘isotropic’ algebraic and k-& models do capture many flow 
features which are largely insensitive to the anisotropy of 
turbulence. On the other hand, separated flows, heat trans- 
fer, shock boundary layer interactions, are known to he ex- 
tremely sensitive to the turbulence structure. including of 
course transition. Since these effects can influence 
strongly. or even dominate some of the turbomachinery 
flow features, it is essential to develop a g w d  understand- 
ing of the underlying physical phenomena. in order to de- 
fine guidelines for the required level of simulation. In par- 
ticular, it is of essential importance to evaluate if and when 
these effects remain local or influence wider regions of the 
flow domain. 
The process of validation itself has therefore to be clearly 
defined. It is obvious that a surface pressure distribution is a 
weak validation criterion for Navier-Stokes computations: 
while wall stresses, drag, boundary layer velocity profiles, 
Reynolds stresses, temperature profiles. heat transfer coef- 
ficients are basically more severe tests for accurate Navier- 
Slokes simulations. These data are difficult and costly to 
obtain in experimental tests, but it is essential that a major 
effort in this direction be undertaken. Many codes are used 
in research and design environments with a low number of 
mesh points, far from the level ensuring mesh indepen- 
dence. Comparisons of the output of these computations 
with experimental data will be able to show most of the es- 
sential physics of the flow, but will generally miss finer de- 
t a h .  Validations at this level depend on a mixture of nu- 
merical effects and turbulence modelling and we prefer to 
consider them as ‘calibrations’ or ‘Industrial‘-type valida- 
tions, keeping ‘validations’ for the evaluation of physical 
models, free of numerical effects. This situauon is very rep- 
resentative of a current trend in the design process, where 



4-12 

full 3D Navier-Stokes calculations are performed on com- 
plex configurations such as splittered rotors. full stages, 
with rather coarse meshes. of the order of 5woO-1oooO0. 
The clear objective being to identify trends and signs of 
variations of selected global quantities such as overall 
losses or pitch averaged flow properties, with modified de- 
sign parameters, more than to simulate all the flow detmls. 
The paper by Sehra, Abolfadl and Zedan (AGARD CP-510, 
Paper 13) is most representative of this situation. Compu- 
tations on transonic compressors, or high work turbines, 
are reported with meshes of 80,000 points, identifying the 
most salient flow features and with reasonably g o d  quanti- 
tative predictions of pitch averaged flow quantities. An- 
other 'indusaial' oriented application has been presented by 
Vogel (AGARD CP-510, Paper 7), were combined flow and 
blade heat conduction computations with coolant injection, 
are applied to film cooled gas turbine blades. Birtch and 
Kitchen (AGARD CP-510, Paper 25) present calculations of 
a 3D intake, typical of a modem high bypass ratio engine 
in an underwing. twin-jet installation. The calculations are 
performed with a Prandtl mixing length turbulence model 
and 47450 mesh points. The authors recognise that a 
higher grid resolution and more adequate turbulence models 
are necessary in order to capture accurately the details of 
this complex flow, which is dominated by shock-boundary 
layer interactions. 

5.1. 3D FLOWS IN TURBINE BLADES 
Much progress on understanding the three-dimensional vis- 
cous flow phenomena in a single blade row with or without 
tip clearance has been made in recent years from advanced 
experimental and numerical research. 
Figure 28 shows a schematic flow structure in a turbine cas- 
cade as proposed recently by Chen and Goldstein (1991). 
Associated with all the vortices. a high loss and high turhu- 
lence intensity core normally exists. The incoming bound- 
ary layer on the end-wall starts to roll up to form the horse- 
shoe vortex. Ahead of the leading edge. is the separa- 
tion line and the two legs of the horseshoe vortex are 
marked as vortices Vsh and Vph. The leading edge comer 
vortex shown in the figure is the secondary vortex, being 
induced by the horseshoe vortex and rotating in an oppo- 
site sense to it. Separating from the leading edge. the suc- 
tion and pressure side comer vortices are marked as V s ~ c  
and V p ~ c .  respectively. When both the suction side leading 
edge comer vortex and the horseshoe vortex enter the pas- 
sage, they experience a strong transverse pressure gradient, 
keeping them close to the suction surface. As the suction 
side horseshoe vortex travels along the suction surface to- 
wards the trailing edge, i t  moves away from the end-wall 
(separation line SI) towards the midspan. As to the leading 
edge wmer  vortex, after it is forced toward the suction sur- 
face, its path is not easily traced. When the separation line 
of the leading edge vortex approaches the suction surface at 
points Si and S2. two very small vortices in the wmer may 
be produced, marked as Vscl and Vsc2. Over the pressure 
surface, the flow is relatively simpler. In the pressure side 
comer, a pressure side comer vortex (V c )  may be formed 
due to the down flow on the pressure sudce .  
The pressure side leg of the horseshoe vortex (V h) moves 
towards the suction surface of the adjacent hlaie. During 
this transverse motion, it becomes a major component of 
the passage vortex (V,) entraining fluid from the end-wall 
boundary layer. After the passage vortex reaches the suc- 
tion surface of the adjacent blade, it moves away from the 
end-wall (S2) towards the midspan as it travels along the 
suction surface towards the trailing edge. Figure 28h shows 
the 2D boundary layer in the mid-span region. while figure 
28c identifies the various flow regions on the suction sur- 
face. SVsh and S v p  are the separation lines created by the 
horseshoe vortex and the passage vortex on the suction 
side. Between these two separation lines, a reattachment 

line RVsh Rvp is observed. defining the region A. These 
separation lines encounter the 2D separation huhhle delim- 
ited by the lines SZD and R ~ D .  The lines RvsCl and Rvsc2 
are associated with the suction side corner vortices Vscl 
and Vsc2. 
Many of these flow features can he seen from figure 29, 
(associated to figure 20) from Detemple-Laake (1991). The 
5W incidence case shows also the laminar separated region 
followed by turbulent re-attachment, close to the trailing 
edge in the central part of the blade (design incidence is 
409. In the supersonic case (top right figure). this laminar 
separationlturhulent re-attachment, is induced by the 
shock. The oil flow patterns close to the leading edge at the 
higher incidence of 65" (bottom figures) show that this 
laminar separation followed by turbulent re-attachment has 
moved strongly upstream, and is created by the strong local 
acceleration followed by a small shock at the leading edge, 
as seen from figure 20. Comparing the top and middle fig- 
ures. i t  is also seen that a higher incidence leads to a 
stronger uplift of the passage vortex separatiodre-attach- 
ment line on the suction surface, increasing the spanwise 
migration of the end-wall low energy fluid along the suc- 
tion surface. It is of importance to note that the intense 
secondary flow in turbine passages appears to be of suffi- 
cient strength to prevent separation of the suction surface 
boundary layer near the endwall, although separation is 
present in the two-dimensional sections. 
As seen from figure 30, from Domey and Davis (1991). (see 
also fig. 18) calculations applied to the Langston cascade, 
predict well the end-wall limiting streamline pattern 
(Fig.3Oa). where the saddle point indicates the formation of 
the horseshoe vortex. In the contours of the predicted Stan- 
ton number (Fig3Oh). a region of increased heat transfer 
around the leading edge can he found, caused by the motion 
of the horseshoe vortex. Fig. 30c shows the predicted lim- 
iting streamlines along the suction surface, compared to the 
visualizations. 
Although these calculations, performed with a fine mesh, 
capture most of the features, it is seen from figure 18 that 
the detailed near wall flow properties, influenced by the 
comer vortices, are not well represented. - 
A challenging test case is given by the Durham turbine cas- 
cade of Gregory-Smith and Cleak (1992). which is domi- 
nated by transitional flows. This cascade is used as one of 
the test cases in the annual Workshop on '3D Turhoma- 
chinery Flow Prediction' organised by the ERCOmAC Spe- 
cial Interest Group on Turhomachines, Gregory-Smith 
(1993). 
In order to illustrate aspects of mesh influence and typical 
questions raised in validating this test case, we show some 
results at different grid levels for Navier-Stokes and Euler 
solutions. Comparisons with the experiments are made for 
total pressure loss and flow angle. The calculations are per- 
formed with a central scheme, a V-cycle multigrid with a 
five-stage Runge-Kutta scheme and implicit residual 
smoothing, allowing a wnstant CFL number of 7.0. The 
residuals reach machine accuracy in about 300 iterations on 
a single precision workstation. The exit angle is 67.8" and 
a periodic H-mesh is used, with 121x49~33 =I95657 
points, in the axial, blade to blade and spanwise directions. 
for the fine mesh, while the coarser mesh has 61x25~25 
=38125 points. This leads to a sheared mesh, with the 
weaknesses discussed earlier. The algebraic turbulence 
model of Baldwin-Lomax is selected without transition cri- 
teria. 
Qualitative visualisation of the complex 3D flow patterns 
are shown in figure 31. where the horseshoe and comer vor- 
tices can be i den t i f i .  
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Around the leading edge on the end-wall, a horseshoe vor- 
tex (HV) is formed. The suction side leg (HVs) disappears in 
the suction side comer within a short distance due to vis- 
cous dissipation. The pressure side leg (HVp). however, is 
merged with the passage vortex (PV) in its downstream evo- 
lution due to their same rotation sense. 
The most complex phenomena occur in the suction side 
comer close to the trailing edge. In the extreme corner, 
there is a small size separation region, bounded by two sep 
aration lines issued from the saddle point Sc and terminated 
at node points Ncb and Ncw on the blade surface and the 
end-wall respectively. This separation region, or separa- 
tion bubble, was only observed in the pain-trace visualisa- 
tion process and seems to be unsteady. 
Behind the cascade, the remarkable nature of the flow in the 
wake region is dominated by a concentrated shed vortex 
(CSV). This vortex, with an opposite sense to the passage 
vortex, is believed to be originated from a spiral node Nc 
on the suction surface near the trailing edge. Very close to 
the end-wall, there is a comer vortex (CV) which is much 
smaller and is believed to onginate behind the trailing 
edge. On the tip side, except the presence of the passage 
vortex (PV), the flow is complicated by the tip leakage flow 
and the tip leakage vortex (TLV). The new flow phenomena 
around the tip are the tip separation vortex (TSV) and the 
tip secondary vortex (TS). The former is the so-called vena 
contracta identified by Rains (1954) and others. The sense 
of the TSV is the same as the TLV but opposite to the SV. 
Computations performed on this cascade with a Baldwin- 
Lomax model on a grid of 97x41x33=131.241 points, or 
its one level coarser 49x21~17=17,493 points, confirm 
these structures and also demonstrate that many of these can 
also be CapNred on the coarse mesh. The paint-trace visual- 
isations on the end-wall at design and off-design conditions 
are presented in Fig.36, compared with the calculations. A 
saddle point in front of the leading edge indicates the 
formation of a horseshoe vortex. Figure 37a shows the 
limiting streamlines on end-wall and suction surface. from 
which the comer separation and trailing edge separation 
can be seen. Figure 3% shows a view from downstream of 
the cascade on part of the calculated streamlines inside and 
behind the passage at both design and off-design condi- 
tions. The black streamlines, coming from upstream of the 
cascade, turn towards the suction side comer with conver- 
gence. In this comer, they turn first backwards and rise up 
along the suction surface, and then turn back to the main- 
stream direction. In the downstream region they form the 
concentrated shed vortex (CSV). The white streamlines rise 
up under the black streamlines straight towards midspan. 
They form the trailing edge separation vortex. A traverse 
section behind the cascade, about 46% chord behind the 
cascade, is also presented in the figures with cross velocity 
vector lines. The existence of passage vortex (PV) and con- 
centrated shed vortex (CSV) can be easily identified from 
the nodes in the surface streamline pattern. 
u s A J h k M  
An interesting test case, computed by several groups. is the 
transonic NASA rotor 67, documented in Fottner (1990). 
We compare here four calculations with the experimental 
data. Chima (AGARD CP-510, Paper 21) applies a Baldwin- 
Lomax algebraic model, with a periodic C-grid of 
185x4Ox45= 362,600 points and no points in the clear- 
ance gap. This fine mesh calculation allows the identifica- 
tion, through particle traces, of regions of separation at the 
leading edge and at the trailing edge, figure 38, too small to 
have been seen in the experimental laser data and similar to 
the CSV vortex of figure 35. These structures are also ob- 
served by lenuions and Turner (1992) on a non-periodic 
grid of 137x49~4!?=328,937 points (4 radial points in the 
clearance gap) with a k-& turbulence model with wall func- 
tions. Amone (1993) applies a similar non-periodic. nearly 

In order to quantify the numerical dissipation on the coarse 
mesh and to identify the inviscid components of the sec- 
ondary flows, an Euler calculation is performed with the ex- 
perimental inlet total pressure profile. Hence, the sec- 
ondary flow, or passage vortex is reproduced, but a wide 
wake is predicted even without physical viscosity, as seen 
from figure 32. This figure compares the secondary flow and 
total pressure losses for the coarse mesh Euler solutions and 
the NS solutions on the two meshes, with the experimental 
data at section 10, about 50% axial chord downstream of the 
trailing edge. Note that the experimental data are plotted 
over more than one pitch spacing. It is seen that the sec- 
ondary flow pattern of the coarse Euler and NS results are 
nearly the same, while the fine mesh results provide more 
details. However, as seen from the pitch averaged flow an- 
gle and loss distributions, figure 33, the overturning close 
to the wall is over predicted. Figures 33b and c. compare the 
loss levels, showing the high numerical dissipation 00 the 
coarse level, while the fine mesh losses, although reduced, 
are also too high. This is due to the sheared H-mesh, lead- 
ing to too much wake diffusion, and to insufficient grid res- 
olution. It is seen that the averaged losses show a similar 
distribution between the Euler solution and the experiment, 
where the higher values around 12% to 25% span relate to 
the core of the passage vortex. 
Results with similar levels of discrepancy between compu- 
tations and experiments, were obtained by other authors at 
the above mentioned Workshops. applying various codes 
and turbulence models, on coarse or fine meshes. It has to 
be added that the flow in this turbine is strongly influenced 
by transition. which makes it an extremely difficult test 
case. Cleak, Gregory-Smith and Birch (AGARD CP510, Pa- 
per 8) present an analysis of the mesh and turbulence model 
effects with different assumptions concemiog fixed regions 
of laminar and turbulent flows. Very large effects were ob- 
served with varying turbulence models and regions of tran- 
sition. 

5.2. 3D FLOWS IN COMPRESSOR 
BLADES 
Three-dimensional flow patterns in axial compressors show 
many common points with turbine flows, but also signifi- 
cant differences. Schulz and Gallus (1988, 1990) have re- 
ported extensive flow visualisations of the flow in an annu- 
lar compressor cascade (without clearance), over a wide 
range of incidences. The most striking feature is the region 
of the separation flow near the hub end-wall and the blade 
suction side. Figure 34 shows the schematic explanation of 
the flow structure and proposed topology of the hub corner 
stall. Since the separation region is closed off from the 
main flow by limiting streamlines at the hub and on the 
blade suction surface, it is anticipated that a ring vortex is 
formed joining the blade suction surface and the hub some- 
where near the blade trailing edge. The separation region 
near the hub extends in size with increasing angle of attack. 
There appears to be a large amount of radial outflow on the 
vane surface within and outside of the separation region. A 
region of back flow is also visible within the separated 
flow region on the suction surface and on the hub. Some of 
the back flow originates in the pressure surface boundary 
layer, turns around the trailing edge and moves upstream 
slightly upstream. On the hub wall, the flow moves 
upstream into the separation regson, joining the back flow 
sod generating a vortex with clockwise orientation. 
This is also confirmed from the experimental and numerical 
analysis of the 3D viscous flow in a linear compressor cas- 
cade, with and without tip clearance, Kang and Hirsch 
(1991, 1992a.b. 1993a.b). Figure 35 shows a schematic 
structure of the 3D flow over the passage and within a tip 
gap. The 3D viscous flow exhibits a very complex struc- 
ture, characterised by various concentrated vortices. 
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orthogonal grid of 137x49~49 = 328,937 points (4 radial 
p i n t s  in the clearance gap) with a Baldwin-Lomax alge- 
braic model. These three codes are based on central schemes 
with artificial viscosity and Runge-Kutta time stepping. 
The calculations of Weber and Delaney (1991) are per- 
formed with a periodic 0-grid and nearly orthogonal lines. 
A comparison with a C-grid having lines parallel to the 
pitchwise direction shows a poor shock resolution for the 
high stagger blade sections, because of the high sheared 
mesh cells. The mesh is 199x31x61= 376309 points, 
without points in the clearance gap. The scheme is based on 
central discretization and an implicit, approximate factori- 
sation time integration. The Baldwin-Lomax turbulence 
model is applied. 
Figure 39 compares the performance curves from the first 
three calculations. The results of Chima overpredict some- 
what the efficiency and the pressure ratio. probably due to 
the absence of tip clearance in the computation, while all 
authors underestimate the shocking mass flow by 1 to 
1.5%. Blade section iso-Mach plots are shown on the next 
figures 40 and 41, respectively at near-@-efficiency and 
near-stall conditions. All computations reproduce the main 
features of the experimental observations. with regard to 
shock structure and position. However. more detailed blade- 
to-blade distributions, only shown by Chima. indicate 
large differences with the observed data, such as Mach 
number level, thickness and position of wakes. 
Many factors make very detailed validations in rotating 
blade rows, even isolated rotors, difficult. Since the four 
computations predict quite accurately averaged total pres- 
sure spanwise distributions, differences in mass flow lead to 
Significant differences in flow angles, which will affect the 
detailed blade-to-blade distributions. Moreover the experi- 
mental data are influenced, in addition to the measurement 
errors. by small inlet flow distortions, by blade deforma- 
tion and varying clearance during rotation. On the side of 
the computations, turbulence models will affect gmt ly  the 
predicted shock-boundary layer interaction and the down- 
stream boundary layer thickness can then strongly influ- 
ence the blockage and flow distribution in the compressor 
blades. Stall in modern fan rotors often originates in the tip 
region due to the interaction between the tip leakage vortex 
and the in-passage shock system, as shown by Adamczyk et 
al. (1993). They showed that this interaction plays a major 
role in determining the fan flow range and therefore suffi- 
cient resolution is required in the clearance gap in order to 
capture the correct strength of the tip leakage and separa- 
tion vortices, although main parts of this interaction can 
be captured with as little as four radial points in the gap. 
This can be seen on figure 24 and on similar results in len- 
nions and Turner (1992). indicating that important parts of 
the clearance flow is of inviscid nature. 

5.3. LEAKAGE FLOW MODELS 
The recognition of the importance of tip clearance on tur- 
bine and compressor flows is being expressed by a growing 
research effort, both experimentally and computationally. 
Many papers have appeared recently and, although it is not 
the place here to enter into a detailed discussion of tip 
leakage flow properties. some points related to validations 
are in order. 
Main components of the tip leakage flow, in turbines and 
compressors, are pressure dominated and hence can be ap- 
proached in an inviscid way. implying that even coarse 
meshes in a clearance gap will provide a valid representa- 
tion, see for instance Chen et a1 (1991). 
Tip leakage losses generally have three disllnct compo- 
nents: i) Reduction in blade force and work done, due to the 
leakage flow passing over the blade tip essentially without 
being turned; ii) losses produced inside the gap due to the 
shear stress and miung following the vena contracta; iii) 

mixing of the leakage flow with the passage vortex. Al- 
though significant differences can be identified between 
compressor and turbine clearance flows, due to the opposite 
direction of relative motion between blade and end-wall and 
to the generally thinner compressor blades, mixing losses 
can be captured by coarse meshes. since they result from 
global energy and momentum conservation, more than 
from the details of the turbulence. This raises the question 
of the resolution necessary in tip clearance flow simula- 
tions. As will be shown in the following, in order to cap 
tore the intensity of the tip leakage and separation vortices 
and their interaction with the main flow, fine enough 
meshes. at least 11  radial mesh points over the gap, are 
necessary. 
A detailed evaluation, based on Kang and Hirsch (199Za.b). 
(1993a). (1994) is summarised here, in relation with the 
above description of the multiple vortex structure around 
the blade tip. Two different periodic H-grids were used, the 
fine mesh has 97x41~45 points in the blade passage and 
97x13~13 in the gap, for a total of 195.358 points; while 
the coarse mesh has 49x21~37 points in the blade passage 
and 49x13~17 in the gap. In both meshes, there are 13 0- 
lines leading to 25 points across the blade profile in the 
gap. Over the gap. however, there are 17 points for the 
coarse mesh and 13 points for the fine mesh. Hence. it was 
expected that the fine mesh would produce high accuracy in- 
side the passage, but the coarse one would show more de- 
tails of the gap flow. 
The predicted limiting streamline patterns are shown in 
figs.42 and 43 at the off-design condition. compared with 
the experimental observations. It is seen from fig.42b. cal- 
culated with the coarse mesh, that the calculations predict 
the observed endwall flow, such as the reattachment line in 
the pressure side and the separation line of the tip leakage 
vortex in the suction side. However, the predicted separa- 
tion lme in Fig.42b is closer to the mid passage down- 
stream of the mid chord than in the experiments. At the 
trailing edge, for example. the separallon line in fig.42a is 
located at about 26% pitch from the suction side, compared 
to 36% pitch in fig.42b. No apparent difference was found 
from the endwall flow patterns between the fine and c o m e  
mesh calculatlons. Figure 43 presents the predicted limit- 
ing streamline patterns on the tip surface at the design and 
off-design conditions, compared with the ink-trace 
visualisation of the blade tip. It is seen that the main 
features of the flow, observed in the visualisation. are 
reproduced in fig.43b,c and d with both meshes. The 
reattachment line of the tip separation vortex coincides 
well with the experiments. It is located near the mean line 
of the blade profile and disappears At about 70% 
downstream of the leading edge in the coarse mesh case 
(more points over the tip gap). With the fine mesh (less 
points over the gap), however, the reattachment line is 
closer to the pressure side edge and disappears near the 
trailing edge. With a decreasing inlet flow angle, this line 
(fig.43d) tends to shift towards the pressure side, which 
implies a reduction of the tip separation vortex core. It is 
also observed from the calculations that the separation line 
of the tip separation vortex is not along the pressure side 
edge but a short distance inside the gap entrance. Figure 44 
shows the predicted flow structure around the tip and near 
the trailing edge with the coarse mesh. It includes the tip 
separation vortex, the tip leakage vortex and the trailing 
edge separation vortex. The streamlines, indicated in the 
figure as tip leakage flow, pass through the midgap of the 
pressure side. However, the tip secondary vortex of fig.35 
is not confirmed in this calculation but is well reproduced in 
the fine mesh calculation. Comparing the fine and c o m e  
mesh computations, there is almost no difference in 
midspan pressures. But difference do exists close to the tip. 
The fine mesh predicts better the unloading in the leading 
edge region. even though the downstream reloading is still 

. 
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- Criteria for mesh quality can be defined and highly sheared 
meshes are recognised as major sources of loss of accuracy. 
- A key issue is connected to turbulence and transition 
modelling. Although simple attached turbulent flows can be 
accurately predicted with current models. the complex flows 
encountered in turbomachinery require more reliable and 
general models. The importance of transition for separa- 
tion, heat transfer, shock-boundary layer interactions, 8.0.. 
cannot be overstated. Nor can the recognition of the urgent 
need for engineering guidelines for transition criteria. 
- The mesh resolution needed for reliable estimations of 
losses and turbulence are rather severe and require mesh 
points close enough to the walls, in order to resolve the in- 
ner eddy viscosity. 
- Predictions of all flow details need very fine meshes and 
better turbulence models. 
- Validation of turbomachinery flows is also made difficult 
due to uncertainties in experimental data. lack of simulta- 
neous matching of calculated and measured pressure ratios 
and mass flows, boundary conditions particularly in multi- 
stage environments, blade geometry variations during rota- 
tion, tip clearance geometry. 
- In order to evaluate the level of validation on coarse 
meshes, a good understanding of the complex 3D flows in 
compressors and turbines is necessary. This allows to iden- 
tify the phenomena of basically inviscid origin, such as 
parts of the secondary and tip leakage flows: those depend- 
ing on overall conservation laws, such as mixing effects on 
global losses; and those depending on the fine details of 
the Nrbulence S~NC~UE.  
The present experience on turbomachinery CFD validation 
shows that 
- the overall 3D flow structure can be globally reproduced 
with coarse meshes of the order of 50,000 to 100,000 
points, including the tip clearance gap. This allows the 
systematic use, at the design level, of coarse mesh compu- 
tations of 3D turbulent Navier-Stokes flows, with the main 
objective of identifying general trends on global quantities 
such as losses. 
- the current level of fine mesh calculations, with 200,000 
to 300,000 points may still not be fine enough to ensure 
mesh independence and to reproduce quantitatively all the 
details of the flow. 
- there is a great need for further research in Nrbulence and 

transition models, with sufficient generality as to cover 
most of the turbomachinery phenomena. A consistent ef- 
fort has to he done on reference test cases for turbulence 
validation of the elementary physical phenomena. 
Finally, a continuous effort on global Nrbomachinery vali- 
dation should be pursued, in order to develop a better 
knowledge for the efficient use of CFD lools in turboma- 
chinery design. This requires a coordinated effort between 
research and industry in the exchange and comparisons of 
test case computations, and a strong interaction between 
experimentalists and CFD specialists. 
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under predicted. The difference of endwall static pressures 
between the fine and coarse mesh computation can also be 
found from fig.45, which shows the static pressure isolines 
at the offdesign condition. Due to the tip leakage vortex 
motion, the contours of wall static pressure just under the 
vortex core should exhibit a pressure dip. It is seen clearly 
that the pressure dip is predicted with the fine mesh 
calculation but not with the coarse mesh. Under the blade, 
however. the pressure dip related to the tip separation 
vortex is well predicted in both meshes. 
Figure 46 shows a comparison of the vector lines of sec- 
ondary flow velocity in selected traverse (S3) planes, in 
which S3 plane N o 2  is at the leading edge and S3 plane 
No.ll is located at 1% chord before the trailing edge. The 
secondary flow vectors are obtained by projecting the ve- 
locities on the plane normal to the flow direction at 
midspan at the same pitch coordinate. The spiral nodes oc- 
cumng in the planes denote respectively the horseshoe 
vortex (HV), passage vortex (PV), and tip leakage vortex 
(LTV). Since the clearance allows fluid to pass through the 
gap, a leading edge horseshoe vortex may be weakened or 
even not occur, especially when the clearance is large. At 
the present condition. of 2.0% clearance, one can see a 
node of the suction side horseshoe vortex (HVs) from the 
experimental results (fig.46a) in the suction side of plane 
No.1 (7.5%~ upstream of the leading edge). In the calcula- 
tions, both pressure and suction side legs of the horseshoe 
vortex can be seen from the secondary flow field, denoted as 
HVp and HV, respectively in fig.46b and c. The suction 
side leg dissipates with its stretching into the passage due 
to both the fluid viscosity and the traverse pressure gradi- 
ent. and completely disappears at ahout 11% chord (S3 
plane No.3, or 1 4 1  in fig.46~) downstream of the leading 
edge. The apparent rotation of the tip leakage vortex starts 
from about S3 plane No.5 (32% chord), which compares 
well with the experimental results. However. the fine mesh 
calculations predict well the TLV and PV vortices down- 
stream of the cascade. The secondary vortex (SV) amund the 
Suchon side tip deduced from experiments is well reproduced 
in the fine mesh calculation, as seen from fig.46~ for de- 
tails in the suction side comer of section IS1 (around mid 
chord) and 1=69 (near the trailing edge). This small size 
vortex starts before S3 No.5 and evolves towards down- 
sheam along the tip suction side. Near the trailing edge, it 
wraps round the tip leakage vortex (TLV). The interaction 
between the hp leakage vortex and the secondary vortex 
(SV) may cause some instability. since the convergence 
history of residuals indicates the appearance of some un- 
steadiness. 
All the flow features are captured on the coarse mesh. but 
the tip leakage vortex (TLV) and the passage vortex (PV) 
dissipate progressively towards the cascade exit on this 
coarse mesh, but their intensity is still mesh dependent. 
since the tip leakage flow is underestimated, which may be 
attributed to insufficient mesh resolution and/or to the sim- 
ple turbulence model. More details are to be found in Kang 
and Hirsch (1994). 

6. CONCLUSIONS 
The present CFD capabihty is able to predict the complex- 
ity of 3D flows in compressors and turbines, includmg tip 
clearance effects, but one is still far away from a reliable 
representation of all the fine details of turbomachinery 
flows. 
- The analysis of today’s CFD methodology shows that re- 
liable and efficient methods are available and that all sec- 
ond order codes will provide similar results on fine enough 
meshes. Although various schemes react differently on 
coarse meshes, due to their different numerical dissipation, 
these aspects of mesh resolution can be evaluated on refer- 
ence test cases. 



4-16 

Arnone A. (1993). "Viscous Analysis Of Three-Dimen- 
sional Flows Using A Multigrid Method". NASA TM 
106266, ICOMP-93-25. 
Baldwin. B.; Lomax, H. (1978). "Thin Layer Approxima- 
tion and Algebraic Model for Separated Turbulent Flow". 
AIAA Paper 78-0257. AIAA 16th Aerospace Sciences Meet- 
ing. 
Beam R.M.. Warming R.F. (1978). "An Implicit Factored 
Scheme For The Compressible Navier-Stokes Equations". 
AIAA Journal, Vol. 16, pp. 393-402. 
Birch N.T. (1987). "Navier-Stokes Predictions of Transi- 
tion, Loss and Heat Transfer in a Turbine Casscade", ASME 
Paper 87-GT-22. 
Biswas D.. Fukuyama Y. (1993). "Calculation of Transi- 
tional Boundary Layers with an Improved Low-Reynolds 
Number Version of the k-e Turbulence Model". ASME Paper 
93-GT-73. 
Cebeci T.. Bradshaw P. (1984) 

York. 
Cebeci T.. Smith A.M.O. (1974). &&is of Turbulent vLavers. Academic Press, New York. 
Chen, P. H., and Goldstein. R. J.. (1991). "Convective 
Transport Phenomena on the Suction Surface of a Turbine 
Blade Including the Influence of Secondary Flows Near the 
Endwall", ASME Paper No.91-GT-35. 
Chen, T. G. Greitzer, M. E. Tan C. S. Marble, F. E. (1991). 

"Similarity Analysis of Compressor Tip Clearance Flow 
Structure," ASME J. of Turbomachinery, Vol.] 13, pp.260- 
271. 
Chima R.V., Giel P.W., Boyle R.J. (1993). "An Algebraic 
Turbulence Model for Three-Dimensional Viscous Flows", 
NASATM 105931. 
Cho N.H., Liu X.. Rodi W., Schiinung B. (1992). 
"Calculation of Wake-Induced Unsteady Flow in a Turbine 
Cascade", ASME Paper 92-GT-306. 
Dawes W.N. (1986). "A Pre-Processed Implicit Algorithm 
For 3D Viscous Compressible Flows". In Proc. 6th GAMM 
Conference On Numerical Methods In Fluid Dynamics, D. 
Rues, W.Kordulla, Eds, Notes On Numerical Fluid Mechan- 
ics, Vo1.13. pp.70-77. Vieweg. Braunschweig 
Dawes W.N. (1988). "Development Of A 3D Navier-Stokes 
Solver For Applicatopns To All Types Of Turbomachinery" 
ASME Paper 88-Gt-70 
Dawes W.N. (1991). " The Development Of A Solution 
Adaptive 3D Navier-Stokes Solver For Turbomachinery", 
AIAA Paper 91-2469, AIANSAWASMWASEE 27th Joint 
Propulsion Conference 
Denton J. (1975). "A Time Marching Method For Two And 
Three Dimensional Blade To Blade Flows". Aeronautical 
Research Council, R & M 3795. 
Denton J. (1982). "An Improved Time Marching Method 
For Turbomachinery Flow Calculations". I n  Numerical 
Methods In Aeronautical Fluid Dynamics, P.L. Roe Ed. Aca- 
demic Press, London. 
Dorney D.. Davis R. (1991). "Navier-Stokes Analysis of 
Turbine Blade Heat Transfer and Performance", Proc. 77th 
PEP Symposium on CFD Techniques for Propulsion Appli- 
cations, AGARD CP 510. See also Transactions of the 
ASME, J. of Turbomachinery, Vol.II4, pp.795-806. 

p, AGARD-AR- 
Fottner L.. Ed. (1990). 

275. 
Fourmaux A.. Le Meur A. (1987). "Computation Of Un- 
steady Pheenomena In Transonic Turbines And Compres- 
sors". Onera Report TP 131, Onera. France 
Granville P.S. (1987). "Baldwin-Lomax Factors for Turbu- 
lent Boundary Layers in Pressure Gradients". AlAA Journal, 
V01.25. pp. 1624-1 627. 
Gregory-Smith. D. G.. Cleak. 1. G. E., (1992). "Secondary 
Flow Measurements in a Turbine Cascade with High Inlet 
Turbulence," ASME 1. of Turbomachinery. Vo1.I 14, 

Gregory-Smith D. G. (1993). 'The ERCOITAC Seminar and 
Workshop on 3D Turbomachinery Flow Prediction, 
December 1992". ASME Paper 93-GT-423. 
Haase W. et al. Eds (1993). EUROVAL-A European Initia- 
tive on Validation of CFD Codes, Notes on Numerical Fluid 
Dynamics , Vol. 42. Vieweg Verlag. 

Aiitmts of Con vective ' Heat T r&, Springer Verlag, New 

pp.173-183. 

Hah C. (1984). "A Navier-Stokes Analysis Of Three-Di- 
mensional Turbulent Flows Inside Turbine Blade Rows At 
Design And Off-Design Conditions". Trans.ASME. Journal 
of Engineering for Gas Turbines and Power. Vol.106. 
pp.4zi-429. 
Hah C. (1987a). "Numerical Solution of Three-Dimen- 
sional Flows for Modem Gas Turbine Components", ASME 
Paner R7-GT-M 
~ r~~ ~ -~ - 
Hah C. (1987b). "Calculation of Three-Dimensional Vis- 
cous Flows in Turbomachines with an Implicit Relaxation 
Method", AlAA Journal of Propulsion and Power, Vol. 3, 
pp.415-422. 
Harten A. (1983). "High Resolution Schemes For Hyper- 
bolic Conservation Laws". Journal Of Computational 
Physics, Vol. 49, pp. 357-393. 
HBnel D. (1991). "Computational Techniques for Solving 
the Navier-Stokes Equations", Proc. 77th Propulsion and 
Energetics Panel Symposium on CFD Techniques for 
Propulsion Applications, AGARD CP 510. 
Harten A. (1984). "00 A Class Of High Resolution Total 
Variation Stable Finite Difference Schemes". Siam Journal 
of Numerical Analysis, Vol. 21, pp. 1-23. 
Hirsch Ch. (1988). Numerical Computation Of Internal And 
External Flows. Vol. I :  Fundamentals Of Numerical Dis- 
cretization. J. Wiley & Sons, Chichester . 
Hirsch Ch. (1990). Numerical Computation Of Internal And 
External Flows. Vol.2: Computational Methods For Invis- 
cid And Viscous Flows. J. Wiley & Sons, Chichester. 
Hirsch, Ch.. Lacor. C., Dener. C.. And Vucinic, D.. (1991). 
"An lntergrated CFD System For 3D Turbomachinery Ap- 
plications". Proc. 77th PEP Symposium on CFD Tech- 
niques for Propulsion Applications, AGARD CP 510. 
Horton G. ,  Harasgama S.. Chana K. (1991). "Prediction and 
Measurements of 3D Viscous Flows in a Transonic Turbine 
Nozzle Guide Vane Row". Proc. 77th PEP Symposium on 
CFD Techniques for Propulsion Applications, AGARD CP 
510. 
Jameson A., Schmidt W., Turkel E. (1981). "Numerical 
Simulation Of The Euler Equations By Finite Volume Meth- 
ods Using Runge-Kutta Time Stepping Schemes". A I M  Pa- 
per 81-1259 - AIAA 5th Computational Fluid Dynamics 
Conference. 
Jameson A. (1982). "Transonic Aerofoil Calculations Us- 
ing The Euler Equations". In Numerical Methods In Aero- 
nautical Fluid Dynamics , P.L.Roe. Ed.. Academic Press, 
New York 

~ . . . . ... 
Jameson A. (1993). "Artificial Diffusion, Upwind Biasing, 
Limiters and their Effect on Accuracy and Multigrid Con- 
vergence in Transonic and Hypersonic Flows". AIAA Paper 
93-3359 - AlAA 1 Ith Computational Fluid Dynamics Con- 
ference. 
Jennioos I.K.. Turner M.J. (1992). "Three-Dimensional 
Navier-Stokes Computations of Transonic Fan Flow Using 
an Explicit Flow Solver and an Implicit k-e Solver", ASME 
Paper 92-GT-309. 
Kang, S.. Hirsch, Ch., (1991). "Three Dimensional Flows 
in a Linear Compressor Cascade at Design Conditions." 
ASME paper No.91-GT-I 14. 
Kang, S.,  Hirsch. Ch.. (1992a). "Experimental Study on the 
Three Dimensional Flow within a Compressor Cascade with 
Tip Clearance: Pan I -- Velocity and Pressure Fields," ASME 
paper No.92-GT-215. 
Kang, S., Hirsch, Ch., (1992b). "Experimental Study on 
the Three Dimensional Flow within a Compressor Cascade 
with Tip Clearance: Part 11 --The Tip Vortex," ASME paper 
No.92-GT-432. 
Kang. S., Hirsch, Ch.. (1993a). "Tip Leakage Flow in a 
Linear Compressor Cascade", ASME Paper GT-93-303. 
Kang. S., Hirsch, Ch.. (1993b). "The Three Dimensional 
Flow in a Compressor cascade at Design and Off-Design 
Conditions", Proceeding of 2nd ISAIF. Prague. 
Kang. S., Hirsch, Ch.. (1994). "Numerical Simulation of 
3D Viscous Flow in a Linear Compressor Cascade with Tip 
Leakage". ASME Paper GT-94- .To be published 
Kiock R.. Lehthaus F., Baines N. Sieverding C. (1986). 
"The Transonic Flow Through a Plane Turbine Cascade as 
Measured in Four European Wind Tunnels", ASME Journal 
of Engineering for Gas Turbines and Power, Vol 108. 
pp.277-284. 

e 



4-17 

Savill M. (1992). "Evaluatine Turbulence Predictions of Koeck C. (1985). "Computation Of Three-Dimensional 
Flow Using The Euler Equations And A Multiple-Grid 
Scheme". Int. Journal For Numerical Methods In Fluids, 
Vol. 5, pp. 483-500. 
Launder, B.E., Spalding B. (1972). -. Academic Press, New York. 
Lax P.D., Wendroff B. (1960). "Systems Of Conservation 
Laws". Comm. Pure And Applied Mathematics. Vol. 13, pp. .. 
217-237. 
Lax P.D., Wendroff B. (1964). "Difference Schemes For 
Hyperbolic Equations With High Order Of Accuracy". 
Comm. Pure And Appl. Math., Vol. 17, pp. 381-398. 
Lerat A. (1979). "Une Classe De Schemas Aux Diffkrences 
lmplicites Pour Les Systtmes Hyperboliques De Lois De 
Conservation". Comptes Rendus Acad. Sciences, Paris. 
Vol. A288, pp. 1033-1036. 
Lrrat,A. (1985), " Implicit Methods of Second Order Accu- 
racy For The Euler Equations". AIAA Journal, Vol. 23, 
pp.33-40. 
Leschziner M.A., Launder B.E.. Eds (1993). Proceedings of 
the 2nd ERCOFTAC-IAHR Workshop on Refined Flow 
Modelling. Univ. of Manchester.UK. 
Lien F-S., Leschziner M.A. (1993). "A Pressure-Velocity 
Solution Strategy for Compresible Flow and its Applica- 
tion to ShocklBoundary Layer Interaction Using Second- 
Moment Turbulence Closure", Trans.ASME, Journal of Flu- 
ids Engineering, Vol.ll5, pp.717-725. 
Maccormack R.W. (1969). "The Effect Of Viscosity In Hy- 
pervelocity Impact Cratering". AlAA Paper 69-354. 
Maccormack R.W. (1971). "Numerical Solution Of The In- 
teraction Of A Shock Wave With A Laminar Boundary 
Layer". Proc. Second International Conference On Numeri- 
cal Methods In Fluid Dynamics, pp. 151-163, LeCNIe Notes 
In Physics, Vol. 8, Springer, Berlin. 
Matsuo Y. (1991). "Computations of Three-Dimensional 
Viscous Flows in Turhomachinery Cascades", 
AIAAISAEIASMEIASEE 27th Joint Propulsion Conference, 
AIM-9 1-2237. 
Mc Donald P.W. (1971). "The Computation of Transonic 
Flow Through Two-Dimensional Gas Turbine Cascades". 
ASME Paper 7 I-GI-89. 
Moore, I., Moore, G. I.. (1989). "Shock Capturing And 
Loss Predictions For Transonic Turbine Blades Using A 
Pressure Correction Method", 27xth ISABE Meeting, 
Athens. 
Nakahashi K.. Nozaki 0.. Kikuchi K. Tamura A. (1987). 
"Navier-Stokes Computations of Two- And Three-Dimen- 
sional Cascade Flow Fields". AIAA-Paper 87-1315, AlAA 
19th Fluid Dynamics, Plasma Dynamics and Lasers Confer- 
ence. 
Ni R.N. (1982), "A Multiple Grid Scheme For Solving The 
Euler Equations". AIAA Journal, V01.20, pp. 1565-1571. 
Osher S. (1982). "Shock Modelling In Aeronautics". In 
Numerical Methods For Fluid Dynamics. Ed. by 
K.W.Morton And M.J.Baines, Academic Press, London, 
pp.179-218. 
Patankar S.V., Spalding D.B. (1972). '"A Calcualtion Pro- 
cedure For Heat,Mass And Momentum Transfer In Three- 
Dimensional Parabolic Flows". Int. Jour. Heat Mass Trans- 
fer, Vo1.15, pp. 1787-1806. 
Patankar S.V. (1980). "Numerical Heat Transfer And Fluid 
Flow". Hemisphere Puhl. Co./ Mc Craw Hill, New York 
Roe P.L.(1981). "Approximate Riemann Solvers, Parame- 
ter Vectors And Difference Schemes", Journal of Computa- 
tional Physics, Vol. 43, pp. 357-372. 

, ~ ~ .  ~,~ ~ ~~~~~~~~~~ ~ ~~~~~~~~~~~ ~~~~ ~~~~ ~ ~ . - ... . .. 
Transition- an ERCOFTAC SIG Project". in Advances in 
Turbulence, F. Nieuwstadt Ed., Kluwer Acad. Publ., pp.555. 
Savill M. (1993). "Further Progress in the Turbulence Mod- 
elling of By-Pass Transition", in Engineering Turbulence 
Modellins and ExDenmentS. W. Rodi. F. Martelli. Eds. El- . .  
sevier P&., pp.5k3. 
Sharma O.P. (1987). "Momentum and Thermal Boundary 
Layer Development on Turbine Airfoil Suction Surfaces". 
A I M  Paper 87-1918. 
Sharma O.P., Syed S.A. (1991). "Turbulence Modelling in 
Gas Turbine Design and Analysis", AIAA 29st Aerospace 
Sciences Meeting, Reno - AIAA Paper 914514. 
Sieverding. C.H., (1990). "Experimental Test Cases for 

L. Fottner Ed., AGARD-AR- 
Turbines" in 

275. 
Schulz H.D., Callus H.E.(1988). "Experimental Investiga- 
tion of the Three-Dimensional Flow in an Annular Com- 
pressor Cascade". ASME Paper 88-GT-201. 
Steger J.L., Warming R.F. (1981). "Flux Vector Splitting 
Of The Inviscid Gas-Dynamic Equations With Applications 
To Finite Difference Methods". Journal Computational 
Physics, Vol. 40, pp. 263-293. 
Tatsumi S.. Martinelli L.. Jameson A.(1994). ''Design, Im- 
plementation and Validation of Flux Limited Schemes for 
the Solution of the Compressible Navier-Stokes Equa- 
tions". AIAA Paper 94-0617 - AIAA 32nd Aerospace Sci- 
ences Meeting. 
Turner M.J., Jennions I.K. (1992). "An Investigation of 
Turbulence Modelling in Transonic Fans Including a Novel 
Implementation of an Implicit k-E Turbulence Model". 
ASME Paper 92-GT-308. 
Turner M.. Liang T., Beauchamp P., Jennions 1. (1993). 
'The Use of Orthogonal Grids in Turbine CFD Computa- 
tions", ASME Paper 93-GT-38. 
Van Leer B.(1979). "Towards The Ultimate Conservative 
Difference Scheme. V. A Second Order Sequel To Godunov's 
Method". Journal of Computational Physics, Vol. 32, pp. .. 
101-136. 
Van Leer B. (1982). "Flux Vector Splitting for the Euler 
Equations". Proc. 8th Int. Conf. on Numerical Methods in 
Fluid Dynamics; Lecture Notes In Physics, V01.170, 
pp.507-512. Springer Verlag. 
Veuillot J.P., Meauze G. (1985). "A 3D Euler Method for In- 
ternal Transonic Flow Computations with a Multi-Domain 
Approach", AGARD-LS-140. 
Vishal, M.; Knight, D. (1983). "Evaluation of the Bald- 
w i n - L o w  Turbulence Model for Two-Dimensional Shock 
Wave Boundary Layer Interactions". AIAA Paper 83-1697, 
AlAA 16th Fluid and Plasma Dynamics Conference. 
Yee H.C. (1985). "On Symmetric And Upwind Tvd 
Schemes". Proc.6th GAMM Conf. On Numerical Methods 
In Fluid Mechanics, pp. 399-407, Vieweg, Braunschweig 
Yee H.C. (1987). "Construction Of Explicit And Implicit 
Symmetric Tvd Schemes And Their Applications". Journal 
Of Computational Physics, Vol. 68, pp. 151-179. 
York B., Knight D. (1985). "Calculation of Two-Dimen- 
sional turbulent boundary layers using the Baldwin-Lomax 
model". AlAA Journal, Vo1.23, pp.1849-1850. 



&& Cell 11'11 

Figure 1: Cell centered and cell vertex 
configurations for structured and unstructured 
meshes. 

IO 

E* 

Figure 2: Comparison of laminar profiles 
with upwind (U) and central schemes (C) 
on different meshes. 



Figure 3: Comparison of laminar skin friction 
with upwind (U) and central schemes (C) on 
different meshes. 
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-I 

Figure 4 :  Comparison of turbulent profiles 
with upwind (U) and central schemes (C)  on 
different meshes. 
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Figure 5: Comparison of turbulent skin 
friction with upwind (U) and central schemes 
(C) on different meshes. 

a 

Figure 6: Comparison of turbulent profiles 
with upwind (U) and central schemes (C) on 
different meshes. 
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Figure 7: Comparison of turbulent skin 
friction with upwind (U) and central schemes 
(C) on different meshes. 

+- 
Time h i a m r i a  a1 rhe lilt lor unrterdy flow around I cir- 
cular cylinder, Rc=3000, Ma=0.3. 177x113 grid poinls. 
a) grid stretched in Firumkrentiirl direction, 

b) gfid equidirtant in Firurn1wenli.l dircrlion, 

<) grid rquidisranl in cirumfcccntid direction. 

coeffident a1 fourth order damping 

mefficient 01 fourth otder damping 4') = 1/256 

coeficicnr of laurth order damping d" = 1/32 

et'] = 1/256 

Figure 8: from H5nel (1991) 
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Figure 9: Details of mesh near trailing edge; 
from Horton et al. (1991). 
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Figure 10: Contours of Mach number 
near trailing edge; from Horton et al. 
(1991). 

Figure 12: A 385 x 33 nonperiodic 
C-type grid for the VKI LS59 rotor 
blade. 
from Arnone and Swanson (1993) 

Figure 11: Development of total 
pressure loss with different meshes; 
from Horton e€ ai. (1991). 
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VKI-U59 rotor blade 

Figure 13: Isentropic Mach number 
distributionfor different values of 

from Arnone and Swanson (1993) 
(769 x 65 grid) M2is 
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Y n  - 1 4  Ea,. 6.63 . ,e 
Figure 14: Mach number contours for 
turbine blade cascade (769 x 65 grid) 
from Arnone and Swanson (1993) 
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+ Figure 15: Effect of Y on 
skin-friction distribution 
(MZis = 0.61) 
from Arnone and Swanson (1993) 
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Figure 16: Variation of loss coefficient 
with reciprocal of number of mesh points. 
from Arnone and Swanson (1993) 

Figure 17: Slade-to-blade 
computational grid for Langston 
cascade. 
from Dorney and Davis (1991) 
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Figure 18 : Loss and angle distributions in function of grid point demdty. 
from Dorney and Davis (1991) 

e 
Table 1 : Grid refinement study 
from Dorney and Davis (1991) 
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Grid Density 
fireamxtangxspan 

A-70 x 31 x 25 
0.101 x 31 x 25 
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Total 
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Figure 19a: Blowup of trailing edge Figure 19b: Streamfunction contours 
(769 x 65 grid) ; from Arnone and = 1.0); from Arnone and Swanson 

(1993) Swanson (1993) 

A _*.. _I 

c 

Figure 20 : Schlieren pictures P =140° (top), p 1=155° (bott0m):subsonic case (left) 
sonic case (mid.), supersonic case (right). 
from Detemple - Laake (1991) 

1 
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Figure 21 : Computed density contours and Schlieren photograp$ for a high-turning 
transonic turbine cascade at M2th=0.91,011=600 and Re =8.6x10 
from Nakahashi et al. (1987) 

2 

Figure 22 : Computed density contours and Schlieren photograph for a high-turning 
transonic turbine cascade at M -1.43,Cf1=4Oo and Re =8.6x10 

from Nakahashi et al. (1987) 

S 

e 2th- 2 

Bsldwin-Lomsr lurbulencr model lrrnrport tqunlion lurbulrnct model 

Figure 23 : Comparison of predicted loss coefficient (interval 0.035)  with 
measurement (interval 0.030) in a cross-flow plane at 142X axial chord. 
from Dawes (1990) 
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now llow 

, vorlex 

a) Schematic 

a 

b)  Experiment. 

c) k-epr standard niodel I )  Baldwin-Lomax, standard c&&, wall fu&onr ~ 

d )  k-eps extended model. 
. . .  . .  

g) Billdwin-Lamax, modifird consts. wall funrt i cm 

Figure 24 : The casing static pressure contours comparing five numerical results with 
experimental Kulite measurements. The numerical contour internals are 0.5 psi. 
from Turner and Jennions (1992). 
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Table 2. Constants and functions for the k-E group of models 

. EXP 
-CER BL 

U 4 
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.IL 
0.7 

0.6 0.7 0.8 0.9 1.0 1.1 I2 1.3 I 1.1 
Fig.12 Case C. Lower wall isen1mDis Mach n u m w  distribution 

-CER SJL-W 
I .> -Ma SJL-w 

I 1  
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Id 
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-- 1 U 

0.1 4 
06 0.7 0.8 0.9 1.0 I . !  I 2  1.3 1 1  

Flg.12 Case C. Lower wall irsnlmpic Mach number distribution (con11 

Figure 26 : Lower wall isentropic Mach number for ONERA bump, case C, with 
different turbulence models, from Haase et al. (1993) 
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(b) 

Figure 27 : Velocity profiles for ONERA bump, case C, with different 
turbulence models, from Haase et al. (1993) 
(a) at x/L=0.943 
(b) at x/L=1.048 



( b )  Boundary layer over a turbbs bladc in he two- 
dimsnsiod ngian 

Figure 28 : from Chen and Goldste in  (1991) 
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(a) Surface 011 flow palterns on Ihe side wall subsonic case [left) supersonic 
case (right1 

(b) Surface oil l low pnllerns 011 the suction surface /I, ~ 1OO"(lop~ /I, ~ 155" 
(tintloin). subsonic case i lel t l .  siii)ersonic i.ase lriyhll 

Figure 29 : from Detemple - Laake (1991) 
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Figure 30 : Predicted turbine endwall flow, compared with the experiments. 
a) limiting streamlines and 
b) Stanton number contours, 
c) Predicted and experimental suction surface limiting streamlines. 
from Dorney and Davis (1992) 
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Figure 31 : Computed limiting streamlines on end-wall (a) 
and horseshoe and corner vortices (b), for the Durham 
turbine cascade. 
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Figure 32: Computed secondary flows for the Durham turbine cascade. 
a):Euler solution on coarse mesh; b):Navier-Stokes solution on coarse mesh; 
c):Navier-Stokes solution on fine mesh; d):Experimental secondary flow 
pattern. 
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Figure 33: Computed pitch averaged flow 
angle and loss distributions for the 
Durham turbine cascade at slot 10. 
a):Euler and Navier-Stokes total pressure 
losses on coarse mesh; b):Navier-Stokes 
pitch averaged total pressure losses on 
coarse and fine mesh; c):Navier-Stokes 
pitch averaged flow angle on coarse and 
fine mesh. 
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Figure 34: Flow structure in the suction side 
corner of a conpressor rotor; fror Schulz and 
Gallus (1988 and 1990). 

Figure 35: Schematic structure 
of secondary flows in linear 
compressor cascade. from Kang a 
and Hirsch (1993a) 

Figure 36 : Paint-trace visualization and predicted limiting streamlines 
and endwall at design (a) and off-design condition (b). 



Figure 37a: Calculated streamline pattern 
on the surfaces near the endwall and the 
suction surface at design condition. 

Figure 37b: Streamlines calculated at design 
condition, with the section streamline pattern 
in a section at about 4 6 % ~  behind the exit. 
The streamlines pass through a common line which 
is located near the centre of the trailing edge 
separation vortex at midspan. 
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Figure 42:  a) Paint-trace visualization and b) limiting streamlines on 
theendwall, predicted with coarse mesh, at the off-design condition. 



Figure 4 3 :  a) ink-trace visualization on tip surface. 
b ) ,  c) and d) calculated limiting streamlines on the 
tip surface. b)  coarse mesh (17 points over the gap) 
at off-design condition; c) fine mesh (13 points over 
the gap) at off-design condition; d) coarse mesh 
(17 points over the gap) at design condition. 
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Figure 44:  Streamline pattern around the 
tip and trailing edge over half span at 
off-design condition, calculated with 
coarse mesh. 
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Figure 4 5 :  Contours of static pressure on 
the endwall, calculated with a) coarse 
and b) fine meshes. 

1 

1=25lSJ No 21 

Figure 4 6 :  Comparison of secondary flow 
vector lines, a) experimental, b) computational 
with coarse mesh, and c )  computational with 
fine mesh at off-design condition. 
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UNSTEADY FLOWS IN TURBINES - IMPACT ON DESIGN PROCEDURE 

O.P. Sharma, R.H. Ni and S.Tanrikut 
Pratt & Whitney 

400 Main Street M / S  163-01 
East Hartford, Connecticut 06108 

United States 

The impact of recent research activities in unsteady flows andflow simulation methods used in 
the turbine desigri process are outlined. Results froin a number of experimental investigations 
are described to quantifL the esfect of unsteadiness on the time-averagedflows in turbines. 
Results from numerical simulations, obtained by using 3 - 0  unsteady Computational Fluid 
Dynamics (CFD) codes, are also shown to indicate that some of the unsteady flow features can 
be fairly accurately predicted. An overall discussion is presented to distinguish flow parameters 
that can be modeled with existing steady CFD codes, from those that require unsteady codes. 

1 .O INTRODUCTION 

Although the importance of periodic unsteadiness, 
induced by relative movements of adjacent airfoil rows 
in turbomachinery, has long been acknowledged by 
design engineers; the unavailability of established 
prediction methods has precluded an explicit impact on 
the hardware design. The effects of periodic 
unsteadmess, until recently, were accounted for through 
empiricism in correlations and criteria used in design 
procedures. Application of these procedures often yield 
non-optimal designs requiring expensive and time 
consuming development programs. Work has been 
done over the past ffieen years to develop simple 
procedures to account for these unsteady flow effects as 
discussed below. 

Experimental programs have been conducted to 
investigate the impact of periodic unsteadiness on the 
loss and heat load generation mechanisms in turbines. 
Highlights from these experiments indicate that losses 
and heat load in an unsteady flow environment are 
larger than those measured for the same airfoils in a 
steady flow environment as shown in Figure 1 (Ref. 1, 
2,3 & 4). Simple models (Ref. 3 , 4  & 5) are available 
to account for the effects of upstream wake induced 
unsteadiness on the performance of the downstream 
airfoil. The model proposed in Ref. 6 showed that the 
change in the profile losses of an aiifoil in an unsteady 
environment can be related to the "Reduced Frequency" 
as given in Figure 2. Reduced frequency in this figure 
is defined as a ratio of the "flow change period" 
(relative speed / pitch of the upstream airfoil row) to 
the "flow interaction period" (axial velocity / axial 
chord of the downstream airfoil). In addition to 
providing a good estimate of profile losses for an 
embedded row of a multistage turbine, the correlation 
shown in the above figure can also be used to calculate 
time averaged boundary layer properties including heat 

transfer as shown in Figure 3. These calculations were 
conducted by assuming an increased level of 
intermittency factor in the airfoil suction surface 
boundary layer; the net increase in the intermittency 
factor is deduced fi-om correlation shown in Figure 2. 

Different models have been proposed (Ref. 7,s & 9) to 
account for effect of periodic unsteadiness on the airfoil 
boundary layer characteristics through modification of 
the transition behavior, but results from these models 
are not found to be much different than those shown in 
Figure 3. All of these models predict increase in both 
loss and heat load for downstream airfoils in the 
unsteady environment, provided the airfoils have 
attached boundary layers for steady incoming flows. In 
situations such as low Reynolds number operating 
conditions, where airfoils have extended regions of 
separated laminar flows (Figure 4), interaction fi-om 
upstream wakes can result in lower losses in an 
unsteady environment relative to the steady flow 
operating conditions. No model is available to predict 
the behavior of airfoils operating at low Reynolds 
numbers. 

It should be pointed out here that measured airfoil 
surface static pressure data in the above experiments 
could be well predicted by using steady flow codes 
indicating that periodic unsteadiness has an 
insignificant effect on the airfoil loadings. Results 
shown in Figure 3 were obtained by using time 
averaged experimental data for the airfoil loadings 
which demonstrates that if airfoil loadings do not get 
affected by unsteadiness, fair estimates of time 
averaged profile losses and heat loads can be obtained. 
Experience indicates that periodic unsteadiness has a 
relatively small effect on time averaged loadings for 
turbines operating with moderate axial spacing 
between adjacent airfoils and operating at subsonic 
speeds. 

Presented at an AGARD Lecture Series on 'Turbomachinery Design Using CFD'. May to June 1994. 
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Recent calculations (Ref. IO), conducted by using an 
unsteady Reynolds Averaged Navier Stokes (RANS) 
code for the mean section of the first stage of a 
transonic turbine, indicate that time averaged loadings 
on upstream stator are strongly affected by the axial 
gap between stator and the rotor. These results, plotted 
in Figure 5, clearly show that the time-averaged 
diffusion on the stator is significantly reduced as the 
axial gap between the airfoil rows is increased. 
Experimental verification of this numerical result is 
needed to enhance confidence in the predictive 
capabilities of the CFD code. The predicted 
time-averaged loadings for the above stator at the 
largest axial gaps were found to be quite close to those 
predicted by using steady CFD codes currently used in 
the Pratt & Whitney (P&W) design system. 

The above result shows limitations of the current 
prediction methods in accounting for the effects of 
periodic unsteadiness on airfoil loadings which affects 
both performance and heat transfer coefficient 
distributions. 

The main focus of this paper is to identif) flow 
situations which can be adequately predicted by CFD 
codes used in the current design process and those flow 
situations which cannot be well predicted. This paper 
also points out research work required to enhance the 
predictive capabilities of the current CFD codes to 
model these flow situations. 

In the next section, the results obtained from analyzing 
data from a number of experimental turbine programs 
are described first in order to provide an improved 
understanding of the flow physics. The impact of 
upstream wakes, hot streaks and secondary flow 
vortices on the performance, heat load and flow 
distribution through downstream airfoil rows are also 
discussed. 

Advancements made in the flow simulation capabilities 
for multistage turbines through the use of unsteady 
CFD codes are discussed in Section 3. It is shown that 
these unsteady codes provide realistic predictions of 
flow features through multistage turbines by using 
relatively simple models for the effect of viscosity. 

Implications of the information discussed in the paper 
are discussed in Section 4. A clarification on situations 
where steady and unsteady CFD codes are needed in 
the design process are given in that section. 

Conclusions from the work are outlined in Section 5. 

2.0 UNSTEADY FLOW EFFECTS IN TURBINES 
- EXPERIMENTAL DATA 

All airfoil rows in turbines encounter both spatial and 

temporal flow distortions generated by upstream airfoil 
rows and combustors resulting in unsteady flows. Flow 
in the first rotor passage is influenced by temporal 
distortions from adjacent stators. These temporal 
distortions consist of wakes and vortices from upstream 
stators and potential waves from both the upstream and 
the downstream stators. Flow in the second stator is 
affected not only by the temporal distortions generated 
by the adjacent rotor airfoils but also by the spatial 
distortions generated by the first stator. The effects of 
temporal distortions, termed as "Upstream Row 
Induced Effects", are discussed in Section 2.1. The 
effects of spatial distortions, termed as "Upstream 
Stage Induced Effects" are discussed in Section 2.2. 

2.1 Uustream Row Induced Effects 

The circumferential variation in velocity field 
downstream of the first stators for turbines are normally 
generated by the drag on the aufoil and endwall 
surfaces which causes a reduced velocities and 
increased turbulence. For airfoil rows downstream of a 
combustor, high velocity jets are found to exist due to 
large circumferential gradients in temperature. The 
effects of these upstream velocity variations can be 
simply illustrated through the use of velocity triangles 
(Figure 6 (Ref. 1 1 & 12)). This figure shows that the 
low velocity fluid has a slip velocity towards the 
suction side of the downstream airfoil (for the 
compressor, the slip velocity is towards the pressure 
side) indicating that the high turbulence, low velocity 
fluid from the upstream airfoil wake will migrate 
towards the suction side of the airfoil. In a similar 
manner high velocity (high temperature) fluid will 
migrate towards the pressure side of the downstream 
&oil. Thls preferential migration of fluid particles has 
three effects: 

i) Alterations in the boundary layer 
characteristics of the airfoil through its effect 
on the transition process. This effect is 
reasonably well accounted for in the turbine 
design process as outlined above. 

ii) Variation in the secondary flow generation for 
downstream passages. 

iii) Redistribution of stagnation enthalpy. 

Detailed discussions on the second and the third effects 
are given below. 

2.1.1 Effect of Upstream Wakes on Secondary Flows 

Total pressure loss data (Ref. 13), obtained by using 
high response probes in the United Technologies 
Research Center (UTRC) Large Scale Rotating Rig 
(LSRR), for the rotor as it passes through the upstream 
stator flow field are shown in Figure 7. This figure 

0 

0 
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shows contour plots of relative total pressure 
coefficient upstream and downstream of the rotor 
passage. In this figure, the residence time of the fluid 
particles in the rotor passage is accounted for in such a 
manner that the exit flow field corresponds to the given 
inlet flow field. Large variations in the rotor exit flow 
structures are seen in the figure for three different inlet 
conditions. These inlet conditions correspond to 
Merent positions of the upstream stators relative to the 
rotor passage. When the inlet flow is circumferentially 
uniform due to the rotor passage positioned between 
two adjacent stator wakes, the exit flow field shows 
three distinct vortices as shown in Figure 7a. The 
vortices are due to the hub and tip secondary flows and 
the tip leakage effects. Without the tip leakage vortex, 
the flow field shown in Figure 7a is similar to the one 
expected for this airfoil in a steady cascade 
environment. As the rotor passes through the upstream 
stator flow field, the tip leakage vortex shows little 
variation (Figures 7a - 7c) indicating that the leakage 
phenomenon is not influenced by upstream 
circumferential distortions. The hub secondary flow 
vortex shows the largest variation transforming from a 
distinct structure in Figure 7a to a diffused structure in 
Figure 7b, and becoming almost non-existent in Figure 
7c. The overall variation in the size of the tip secondary 
flow vortex is smaller than that of the hub vortex but 
larger than the leakage vortex. Figure 7c. This 
indicates that the secondary flow generation 
mechanisms, especially at the hub, are strongly 
influenced by the upstream circumferential distortions 
such as wakes. 

The periodic oscillation in the size and strength of the 
secondary flow vortices observed in this experimental 
investigation indicates almost 40% variation in the 
secondary flow losses for the rotor passage. These data 
indicate that there is a potential to reduce secondary 
flow losses by manipulating the secondary flow 
vortices. 

2.1.2 Effect of Upstream Temperature Streaks 

Heat loads on turbine rotors are also affected by 
migration of hot and cold air from the upstream stator 
and the combustor. Experimental data acquired in an 
engine indicates that pressure and suction sides of an 
airfoil can operate at fairly different temperatures, 
results plotted in Figure 8 show that the differences can 
be on the order of 250 degrees F. Extensive work has 
been done over the past 10 years to highlight physical 
mechanisms responsible for this segregation of hot and 
cold air in turbine rotors and it is discussed here. 

Results fiom an experimental investigation, conducted 
to quantify the influence of burner induced hot streaks 
on segregation of hot and cold air in turbine rotors, are 
discussed. 

In this investigation, experimental data were acquired 
in the UTRC LSRR by introducing temperature streaks 
at inlet to the first stator (Figure 9). Two types of 
temperature profiles were generated upstream of the 
first stator, these being: 

i) Hot streak with a circular pipe to yield a 
temperature profile both in the radial and the 
circumferential direction, some of the results 
from this investigation were reported in Ref. 
4 & 1 1. Data were acquired for two different 
flow coefficients by restaggering the stator 
and by increasing the speed of the rotor to 
maintain design incidence angle on the rotor 
airfoil. 

ii) Hot streak with a rectangular nozzle to yield 
a radially uniform profile that had 
temperature gradients in the circumferential 
direction, this experiment was conducted for 
the lower,flow coefficient only. 

The hot air in these experiments was seeded with CO2 
to facilitate measurement of its migration in the turbine 
by using a M i n g  techque discussed in Ref. 1 1. The 
temperature pattern at the exit of the first stator for this 
test are given in Figure 9b which indicates little mixing 
in the stator passage demonstrating the Munk and Prim 
principle (Ref. 14). Measured concentration of CO2 
on the rotor airfoil surfaces from the nozzle 
(rectangular) experiment are shown in Figure 10. This 
figure shows higher levels of CO2 on the rotor airfoil 
pressure side than on the suction side. These results, 
obtained with a radially uniform inlet profile (Figure 
Sc), clearly demonstrate that the segregation of the hot 
and cold air in turbine rotors is mainly dnven by 
two-dimensional mechanisms. Experimental data 
acquired on the rotor, with incoming hot streak 
generated by the circular pipe, are shown in Figure 1 1 
for two different flow coefficients. These data indicate 
that the rotor pressure side temperature is higher for the 
lower flow coefficient configuration. 

Extrapolation of these data to an actual engine 
environment indicate that pressure sides of first rotors 
can operate anywhere between 100-7OOAF higher 
temperatures than the suction sides. These temperature 
differences can cause signlficant durability problems 
for airfoils and endwalls. Large amounts of cooling air 
are required to accommodate these temperature levels 
resulting in reduced efficiency of the cycle and 
substantial detrimental effects on the specific fuel 
consumption of the engine. 

2.2 Upstream Stage Induced Effects 

Substantial variations in flow quantities are measured 
downstream of a stage at stations where the second 
stage airfoils are normally located. Indexing of second 
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neglected. The effect of periodic unsteadiness 
has, therefore, not been accounted for in this 

stage turfoils relative to these incoming distortions can 
have a sigmficant impact on the overall performance of 
the machine as discussed below. 

The performance of the Alternate Turbopump 
Development (ATD) Turbine Test Article was 
evaluated at NASA MSFC during 1991 (Ref 15). 
Turbine efficiency counters measured downstream on 
the second stage (Figure 12) showed a 2 cycle pattern 
on top of a 54 cycle pattern, the latter con-esponds to 
the second stator airfoil count. The 2 cycle pattern 
showing a +I- 0.5% in the overall turbine efficiency 
was found to be due to the interaction between the first 
and second stators where the wake fluid from the first 
stator impinges at different locations on the second 
stator. With alrfoil counts for the first and the second 
vanes of 52 and 54 respectively, a 2 cycle pattern will 
exist over the full annulus as indicated in Figure 12. 

Experiments were conducted to assess the impact of 
indexing on the overall turbine performance and to 
establish whether this concept can be exploited for 
engine application. Hardware was built to allow 
indexing of the two stators as shown in Figure 13. Both 
temperature and torque were measured to define the 
efficiency. Flowfield data were acquired over the full 
annulus. Results from these experiments (Ref. 16) 
clearly indicate that the performance of the turbine can 
be optimized by appropriately indexing first and second 
stator airfoils as shown in Figures 14 & 15. 
Experimental data a c q d  over the range of incidence 
angles also showed large change in performance due 
the indexing effects. 

The above results indicate a knowledge of the shapes 
and locations of wakes from upstream stage airfoils are 
required to optimize the design of downstream stage 
airfoils. 

3.0 UNSTEADY FLOW EFFECTS IN TURBINES 
- NUMERICAL SIMULATIONS 

Significant progress has been made over the past 
twenty years in developing flow prediction systems 
based on CFD codes. The application of these CFD 
codes in the turbine design process is shown in Figure 
16, where the inter-relationships of the CFD codes with 
the conventional design procedures is illustrated. The 
main contribution from CFD has come through the use 
of multi-stage analysis capability. Three dfierent 
approaches are available to compute time-averaged 
flows through multistage machines. 

(i) In the first approach, flow through each 
airfoil row in the machine is calculated for a 
specifled circumferencially uniform inlet and 
an average exit boundary conditions. These 
boundary conditions were initially obtained 
from predicted or "data matched" streamline 

(ii) The second approach, termed as the "Average 
Passage" approach, was developed (Ref 2 l), 
to accurately simulate time-averaged flows 
through multistage machines. The effects of 
adjacent airfoil rows in this approach is 
accounted for through the use of body forces 
and "apparent stresses". Reliable models are 
not yet available to account for 
circumferencial variation of "apparent - 
stresses". These are currently assumed to be 
constant in the circumferencial direction. 
"Average Passage" approach has the potential ~ . 
to yield more accurate estimates of flow 
through multistage machines at off-design 
conditions than the "Mixing-Plane'' approach. 
Simcant  work is, however, needed towards 
the development of physics based models to 
account for the radial and circumferencial 
variations of "apparent stresses'' to enhance 
the predictive capabilities of codes based on 
the "Average-Passage'' approach. It should be 
pointed out here that in a number of situations 
flow may need to be computed over more 
than one airfoil passage in the machine, this 
may require simulation of flow over the most 
pertinent circumferential djmension that 
includes multiple &oil passages. This would 
require minor modlfications to both 
Mxing-Plane" and "Average-Passage" 
approaches, this point is further discussed in 
Section 3.2. 

0 

0 

(iii) Unsteady flow computations are conducted in 
the h d  approach utilizing either Euler (Ref. 
22 & 23) or RANS (Ref. 24 - 27) codes. 
These computations, conducted for an actual 
aufoil count yield, very accurate results for 
the time averaged flows. Simulations of 
actual airfoil count in a multistage 
environment requires much larger resources 
at least for the execution of RANS codes. The 
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Euler codes, with approximate airfoil counts 
and with relatively coarse grids, have been 
extensively used in conducting design 
optimization studies. The application of 
RANS codes has, to date, been limited to 
conducting numerical experiments to 
highlight pertinent flow physics and to guide 
further numerical or physical experiments. 
Numerical experiments recently conducted 
with unsteady RANS codes are providing 
information which indicates that their 
application to the design process needs to be 
accelerated as discussed below. 

One of the comer-stones of the design process is the 
ability to predict airfoil surface static pressure 
distributions which provide information about work, 
losses and heat loads. Once the pressure distribution is 
known, design criteria and boundary layer calculation 
methods are used to select a 'good' performing airfoil 
section. The main reason why Euler flow solvers were 
so easy to incorporate into the design process was that 
these produced reliable predictions of airfoil surface 
static pressure distributions in cascades and in 
multistage rotating rig environments; this gained the 
confidence of design engineers. Initial positive results 
(Ref. 28 & 29) from the application of these codes 
encouraged turbine design engineers to look for M e r  
improvements in durability and performance through 

. the use of more advanced codes. 

Unsteady flow simulations of the UTRC LSRR model 
turbine provide improved insight into the effects of 
upstream wakes and hot streaks on flow development. 
These simulations (Ref 22 & 30) were conducted for 
the single and 1&1/2 stages by using a 3-D unsteady 
multistage Euler code. Airfoil count in these 
simulations contained 3 first stators ,4 rotors and 4 
second stators (instead of 22 first stator 28 rotor and 28 
second stator airfoils) in order to contain computer 
requirements. Two sets of simulations were conducted; 
one with a uniform upstream total temperature profile 
(single stage) to simulate the flow conditions from Ref. 
13 and other with an upstream temperature streak 
(1 & 1 /2 stage) to simulate flow conditions from Ref. 1 1. 
Wall shear stress model (Ref 3 1) was used in this code 
to simulate the viscous flow effects. The tip leakage 
flow was not modeled in these calculations. The results 
from these simulations are discussed below. 

3.1 Effect of Upstream Wakes on Rotor Secondarv 
Flows 

The computational mesh used in this single stage 
simulation for the UTRC LSRR (Ref. 22) is shown in 
Figure 1 Sa. A total of 70,000 grid points were used in 
the axial, radial and tangential direction to simulate the 
flow field. The time-accurate solver and the 
interpolation method at the interface were used to 

obtain the unsteady periodic solution in time. 
Convergence was obtained at about 20,000 time steps 
or six rotor cycles (rotor moving past one stator airfoil 
pitch) requiring about 10 CPU hours on a CRAY X M P  
computer for each simulation. Calculated time 
averaged loading on the stator and the rotor alrfoils 
from both simulations are compared to the 
experimental data in Figure 18b at three spanwise 
locations. The experimental data are shown to be in 
good agreement with the predictions. It should also be 
pointed out that these predictions are almost identical 
to the predictions obtained by the steady multistage 
code (Ref. 17), indicating that unsteadiness has 
relatively little effect on loadings on airfoil surfaces in 
a multistage environment represented by the UTRC 
LSRR. 

The effects of upstream wakes on the secondary flow 
generation on the downstream rotor can be deduced 
through the review of unsteady total pressure contours 
downstream of the rotor from the simulation conducted 
with a uniform upstream total temperature profile. 
Contour plots of the computed instantaneous relative 
total pressure coefficients downstream of rotor together 
with the 3-stator-4-rotor configuration are shown in 
Figure 19a which indicate a strong effect of 
unsteadiness on the rotor flow field. Organized flow 
structures pointed out in this figure indicate the 
existence of different secondary flow vortices in each 
rotor airfoil passage. The secondary flow vortices in 
the tip region are similar in all four rotor passages 
which indicate that circumferential distortions 
generated by the upstream stator have relatively little 
effect on the flow in the tip region. Sigmfkant 
passage-to-passage variations in the flow structures are 
observed in the root region. In particular, there are 
substantial reductions in the strength of the root 
secondary flow vortex as the rotor moves past the stator 
airfoils. This periodic disappearance of the root 
secondary flow vortex is in excellent agreement with 
experimental data (Ref 13), as shown in Figure 19b. 
The comparison indicates that the unsteady flow 
simulation using a Euler code successfully predicts the 
unsteady and distorted flow features observed in the 
experimental data with primitive modeling of viscous 
effects. 

Results from this numerical study clearly demonstrate 
that Euler codes can be used to obtain first order effects 
of flow unsteadiness in turbines. 

3.2 Hot Streak Migration Through a 1-1/2 Stage 
Turbine 

The 3D hot streak simulation was conducted by using 
1 hot streak, 3 first-stator, 4 rotor, and 4 second-stator 
passage flow coniiguration. Four views of the isotherm 
of one hot streak for the simulation are shown in Figure 
20. It should be pointed out that one hot streak is 
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located in every third first stator passage; only one is 
shown in the figure for clarity. A complex interaction 
of the hot streak with the rotor and the second stator is 
illustrated in this figure. The hot streak is injected at 
d e t  to the first stator in-between the two airfoils and it 
is found to convects through the first stator passage 
without any perturbation. The hot streak then enters the 
rotor passages, where it is chopped up by the passing 
rotor airfoils. The remains of the hot streak out of the 
rotor passages enter the second stator airfoil passages 
in distinct periodic pulses. 

The calculated time-averaged temperature distributions 
in four rotor passages is shown in Figure 2 1. Note that 
each of the four rotor passages have identical 
time-averaged solutions, since each rotor sees, over a 
periodic cycle, the identical inlet and exit boundary 
conditions. The hot gas tends to migrate toward the 
rotor pressure side (temperature segregation) and rotor 
passage secondary flow transports the hot gas radially 
over the pressure surface and then over the endwalls 
(three-dimensional convection). Simultaneously, the 
hot gas on the rotor suction side appears to lift off the 
surface with increasing axial distance. An important 
observation from this figure is that maximum time- 
averaged temperatures downstream of the rotor leading 
edge are higher than time-averaged maximum gas 
temperatures forward of the leading edge. These 
higher-than-inlet time-averaged temperatures are an 
indicator of long residence time of the segregated hot 
gas in the rotor passage. 

A comparison of the temperature distribution in the 
rotor passage obtained from time-averaged results from 
the unsteady simulations to those obtained from steady 
multistage ( "Mixing-Plane'' ) simulations are shown in 
Figure 22 as contour plots at given axial locations. This 
figure clearly shows that maximum temperature from 
the steady multistage code is significantly lower than 
that obtained from the time-averaged results from the 
unsteady code. This result demonstrates that 
time-averaged temperature on the rotor airfoil surfaces 
is strongly affected by periodic unsteadiness induced by 
combustor generated hot streaks. Conventional design 
procedures rely on axisymmetric rotor inlet 
temperature to define the heat load on rotor airfoils, this 
has historically resulted in underestimation of airfoil 
pressure surface temperatures and inaccurate estimates 
of cooling air requirements. The present work 
indicates that unsteady Euler code can be used to 
provide a more accurate estimate of the gas 
temperature near the airfoil surface, which should 
result in a better cooling air estimate in the design 
process. 

Two numerical experiments were conducted (Ref. 32) 
for the UTRC 1 & 1 /2 stage LSRR to assess the degree 
of complexity needed to model the effect of hot streak 
migration by using steady multistage Euler codes. 

Since the flow in this problem is periodic over 3 first 
stator passages, the simulation needed to be conducted 
by using an "Average-Period" approach by utilizing 3 
first stator, 4 rotor and 4 second stator passages. In 
addition, the effects of periodic unsteadiness were 
accounted for through the use of "apparent stresses". 
Distributions of "apparent stresses" were computed in 
the entire computational domain from the unsteady 
flow simulations discussed above. Circumferential 
averaged values of these stresses termed as 
"axisymmetric apparent stresses" were used in the first 
numerical experiment, while the three dimensional 
distribution of stresses (non-axisymmetric) were used 
in the second experiment. Results from these numerical 
experiments are shown in Figure 23 as contours of 
relative total temperature at various axial stations in the 
rotor passage. These results clearly show that 
axisymmetric stresses are insufficient to explain 
segregation of hot and cold air in rotor passages. 
Results obtained by using non-axisymmetric stresses 
are, however, in excellent agreement with those 
obtained from unsteady simulations (Figure 2 1). 0 
Time-averaged temperatures in four second stator 
passages are shown in Figure 24. A number of 
observations can be made f?om the numerical results 
shown in this figure: 

i) Hot gas in the second stator passage is found 
to be confined to a small region of the entire . 
4-stator flow solution domain. This is in 
contrast to the results obtained for the rotor 
passages, which had identical time-averaged 
temperature fields. 

ii) The maximum time-averaged temperature 
levels in the second stator passage are 
significantly higher than in rotor passage. 
This is mainly because the hot gas in the 
second stator passage is confined to a small 
region of the entire 4- stator flow solution 
regime. 

iii) The maximum downstream time-averaged 
temperatures are not higher than maximum 
time- averaged temperatures at the second 
stator inlet. This is opposite of what was 
observed in the time averaged rotor flow field 
and indicates that hot gas in not lingering in 
time on the second stator surfaces. 

iv) There are no obvious signs of temperature 
segregation in the second stator passage, the 
hot gas does not have a tendency of 
preferential migration to either the pressure 
or the suction surface. 

Figure 24 also shows that the hot streak has been split 
as it reaches the leading edge of a second stator airfoil. 
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The hot gas that splits to the pressure side in Passage 
2 stays attached to the pressure surface, migrating 
radially along the surface toward the endwalls with 
increasing axial distance. This radial migration of the 
hot gas is similar to that observed on the rotor pressure 
side (Figure 21) and indicates transport with classical 
secondary flows generated in the stator passage. The 
hot gas that splits toward the suction side (in Passage 
1 of Figure 24) stays attached to the suction surface 
where it spreads radially toward both inner and outer 
endwalls with increasing axial distance. This radial 
spreading on the suction side is opposite to the 
behavior on the rotor (see Figure 2 1) where the hot gas 
on the rotor suction side migrated radially toward the 
midspan, transported by the secondary flow endwall 
vortices generated in the rotor passage. The suction 
surface hot gas in Figure 24 is apparently being 
transported radially toward both endwalls by vortices 
near the suction sides for which analogous vortices did 
not appear in the rotor passage. 

The second stator passages apparently contain four 
primary vortices as shown by the radial velocity 
component contours in Figure 25 at a planar cut of 
passage 1 near the airfoil trailing edge. The 
mechanism believed to be causing the two extra suction 
side vortices is the interaction of vortices generated in 
the rotor passage with the downstream second stator. 
Figure 25 also shows the radial velocity component at 
the trailing edge plane of the upstream rotor. There 
appear to be only two primary vortices in the rotor 
passage, which are the classical counter-rotating 
endwall vortices generated in the rotor passage. 

To M e r  illustrate the differences between rotor and 
second stator secondq flow, the streamlines on the 
rotor and second stator airfoil surfaces are shown in 
Figure 26. Both rotor and second stator pressure sides 
show streamlines bending toward the endwalls with 
increasing axial distance from the leading edge, 
consistent with the existence of classical endwall 
secondary flow vortices on the pressure sides. 
However, on the suction sides, the streamlines for the 
rotor bend toward the midspan region and the 
streamlines for the second stator bend toward the 
endwalls. This observation is consistent with the 
existence of two primary vortices in the rotor and four 
in the second stator. 

Figure 27 shows total temperature contours at five 
axial planes in the second stator passage obtained from: 

i) time-averaged results fiom the unsteady Euler 
code 

ii) steady multistage ( "Mixing-Plane" ) code 

iii) steady multistage ( "Average-Period'' ) code 
where the effects of periodic unsteadiness are 

accounted for through non-axisymmetric 
distribution of "apparent stress". 

The above figure illustrates that results obtained from 
the "Average-Period" approach are almost identical 
with those obtained from the unsteady code. Results 
obtained from the "Mixing-Plane" approach are, 
however, much different than those obtained from the 
unsteady code. This comparison indicates that current 
steady multistage codes ,whch solve for the flow 
through an average passage using either the 
"Mixing-Plane" or the "Average-Passage'' approach, 
are insufficient to describe flow features having 
circumferential length scales larger than one airfoil 
passage. An "Average-Period" approach is required to 
describe these flows, in addition, the effects of periodic 
unsteadiness need to be accounted for through 
three-dimensional distributions of "apparent stresses". 

4.0 IMPLICATIONS OF RESULTS 

Results from both experimental data and unsteady 
numerical simulations indicate that time-averaged 
loadings at subsonic Mach # on airfoil surfaces (and 
endwalls), in turbines with moderate axial gaps 
between adjacent airfoil rows, are not influenced by 
unsteadiness even in the presence of temperature 
streaks. Airfoil loadings are, however, alTected by 
potential waves in turbines with small axial gaps 
between adjacent &oil rows. Non-reflecting boundary 
conditions suggested in Ref. 33 allow this 
effect to be accurately accounted for in multistage 
steady CFD codes with "Mixing-Plane" approach. 

Pressure sides of turbine rotors operate at higher 
temperatures than the suction sides in the presence of 
circumferentially non-uniform temperature profiles. 
Cmently available steady multistage CFD codes do not 
predict this phenomenon. Unsteady multistage Euler 
codes can predxt th~s flow phenomenon, computational 
resources have recently become available to allow the 
application of these codes in the turbine design 
process. Unsteady Euler codes by themselves are, 
however, not sufficient to provide accurate estimates of 
heat loads since viscous regions on airfoil surfaces also 
contribute towards establishng magnitudes of heat 
loads on airfoil surfaces. A viable technique may, 
therefore, be to utilize a multistage steady RANS code 
based on the " Average-Period" approach discussed in 
Section 3.2. Effects of periodic unsteadiness in this 
code may be accounted for through the use of "apparent 
stresses" computed from numerical simulations 
conducted by using the unsteady Euler code. Further 
work is needed to demonstrate the accuracy of utilizing 
this technique in the turbine design process. 

Circumferential distortions generated by viscous flow 
mechanisms in first stage airfoils have a significant 
effect on the performance of second stage airfoils as 
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discussed in Section 2.2. Significant improvements in 
the performance of multistage turbines may be 
achieved by indexing first and second stage pirfoils. An 
improved physical understanding of the loss generation 
mechanisms is, however, needed to allow its routine 
application in the design process. Numerical 
simulations by utilizing unsteady andor 
"Average-Period" RANS codes should be able to 
provide this insight. 

5.0 CONCLUSIONS 

Following conclusions are drawn from the above 
discussions presented in the paper: 

Three dimensional steady multistage flow prediction 
d e s  provide accurate estimates of loadings for airfoil 
rows even in the presence of periodic unsteadiness and 
temperature distortions. 

Turbine inlet circumferential temperature distortions 
result in hotter pressure sides and colder suction sides 
for rotor airfoils. This phenomenon is not predicted by 
the steady multistage codes which are currently used in 
turbine design procedure. Unsteady multistage Euler 
codes together with RANS codes based on 
"Average-Period" approach are needed to provide 
accurate estimates of heat loads in a realistic turbine 
flow environment. 

Efficiency of multistage turbines can be improved by 
indexing first and second stage airfoils. Improved 
understanding of the loss generation mechanisms is, 
however, needed to apply these concepts in a routine 
manner. 

Continued development of unsteady RANS codes are 
needed to provide accurate estimates of heat loads and 
losses in realistic turbine environments. 
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Figure 1 .  Measured streamwise distribution of time-averaged Stanton number of Blair et al. 
[2] and Sharma et al. [6] and boundary layer thickness of Hodson [ 11 show larger 
values in an unsteady environment than in a steady cascade codiguration. 
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due to unsteadiness induced by upstream wakes 
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Figure 3. Sharma [6] model yields good estimates of time averaged momentum loss thickness 
and Stanton numbers from data acquired in an unsteady flow environment. 
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SEPARATION OF BOUNDARY LAYERS ON AlRFOlL SUCT/ON SIDES 
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Figure 4. High loss levels measured for airfoils at low Reynolds numbers. Boundary layer 
flow separation evident on airfoil suction surfaces. 

Results from an Unsteady 2D Navier Stokes Code for a Rocket Turbine 
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Figure 5. Diffusion on the upstream airfoil affected by axial gap between rows. Effect not 
accounted for in classical "design systems". 
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Figure 6. Rotor inlet gas temperature distortion causes large variation in blade incidence 
angle. Simple calculations conducted for hot-to-cold temperature ratio of 1.7 
indicates incidence angle variation of 12 and 40 degrees for typical high and low 
flow coefficient configurations respectively. 
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Figure 7. Total pressure loss contours and gap averaged profiles at inlet and exit of the rotor 
in relative frame indicating the influence of unsteadiness. 
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Figure 8. Hotter pressure sides indicated in turbine rotors. Temperature difference between 
pressure and suction surfaces of 250 F observed. 
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Figure 9a. Schematic of the experimental apparatus used to 
simulate the redistribution of hot-streak in the 
turbine rotor [l 11. 
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Figure 9b. Contour plots of normalized CO, concentration 
downstream of the first stator in the UTRC 
LSRR obtained with a circular and rectangular 
hot streaks - high values indicate high 
temperatures. 
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Figure 9c. Spancvise distribution of normalized CO, concentration profiles (indicators of 
temperatures) nieasured in the rotor frame for the circular and rectangular hot 
streaks. 
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Figure 10. Larger lime-averaged CO, concentration 
(temperature) measured on the pressure side of 
rotor airfoil relative to the suction side indicates 
segregation of hot and cold air. 
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Figure 11. Effect of d e l  temperature distortion can be 
reduced by increasing the flow coefficient. 
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Figure 13. ATD TTA frst vane clocking positions. 

Figure 14. Measured efficiency contours for "clwknble" 
turbine cod1 pation. 
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Figure 15b. Overall efficiency as a function of clocking 
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Figure 1%. Both thermodynamic and mechanical 
measurement of tnrbine efficiency in the ATD 
TTA confirm clocking effects and magnitude of 
variation. 
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Figure 16. Cunent turbine design practices are based on steady CFD codes. 
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ELEVATION VIEW OFA TWO-STAGE 
HIGH PRESSURE TURBINE RIG. 
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Fiyt-e 17. 3D sleady niultislage Euler code of Ni and Bogoian [17] provides accurate 
estimates orailfoil loadings and total pressure as well as total temperalure profiles 
In niullis~age turbines. 
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Fiyr-e 183. Computational mesh of Ni and Bogoian [ 171 foi- Uic UTRC large Scale Rotating 
Rig (LSRR). 
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Figure 18b. PI-edicted time-averaged pi-essure distributions from the 3D Euler code of Ni and 
Bogoian [ 171 show good agreement with measured data for the LSRR first stage. 
Both steady and unsteady multistage codes yield similar results for loadings. 



1 

5-22 

HIGH LOSS VORTICES 
r '- LOW LOSS 

NUMERICAL SOLUTION ANIMATED 

Relative Total Pressure Loss at Rotor Exit 

R s l L l t i V s  rota1 1 
Prsnlure Coafficisnt 

COMPUTATION 

h. A 

Figure 19. Relative total pressure loss at exit ofrotor; (a) location of data plane, and (b) 
periodic disappearance of root secondaly flow vortex is in ageement with 
expel-imental data. 
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Figure 20. Four snopshots in time of on isolhcnn of one hot jcl  in 1 % stage flow simulation 
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Figure 2 1. Time-avcraged tempnature in four rotor passages shows the hot jet segregation and 
migration. 

Figure 22. The masuiiuni temperature from steady solution is significantly lower than that 
from time-averaged unsteady solution. 
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Relativc total teniptriiture conlours in the mlor pssage in samc view 11s given in 
Figurc 22. 
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Figure 24. Time-averaged temperature in the four second stator passages shows that hot gas is 
confined to a small 1-egion. 
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Figure 25. Time-averaged radial velocity contours show 
that there ore four vortices in the second stator 
passage and two vortices in the rotor passage. 

Figtire 26. Streumlllss on Uie rotor siic.Lion side wnvcrgc 
lo mid*pan at trailing edge. wliercas [he scr:ond 
shtor mction side sllealnlincs divergc h~rv~rnl  
he endwnlls. 



5-21 

"MIXING PLAN E" "AVERAGE-PERIOD" "TIME-AVERAGED (UNSTEADY)' 

I 

Figure 27. Computed temperature distributions in the UTRC LSRR second stator. 
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1 .  S U M M A R Y  
The numerical simulation of the internal flowfield now 
plays a major role in all turbomachinery aerodynamic 
designs, from aero-engines to hydraulic turbines and 
pumps. With the help of CFD codes an experienced 
designer is able to produce more adventurous, better 
engineered and more clearly understood designs more 
rapidly at lower cost. 

This paper reviews the use of CFD as an engineering 
tool in  modern turbomachinery design from the 
standpoint of a turbomachinery designer. Particular 
attention is given to the current limitations with regard 
to performance prediction. The necessary engineering 
criteria used by turbomachinery designers to overcome 
these limitations and to assess the weak points of their 
designs using CFD flowfield computations are discussed. 
Examples of the application of these general aerodynamic 
design criteria to most classes of turbomachines using a 
variety of different CFD codes are given. 

2 .  INTRODUCTION 
The use of Computational Fluid Dynamics (CFD) has 
completely revolutionised the aerodynamic design process 
for turbomachinery blading over the last two decades. The 
change in  blading design techniques has been driven by 
the continual improvements in numerical simulations. 
These improvements have generated crucial competitive 
advantages for those companies using the most advanced 
methods. The key commercial advantages arising from 
the use of CFD in blading design are: 

More accurate prediction of turbomachinery flow 
behaviour is possible. This means that more 
adventurous designs which are outside the range of 
previous experience can be attempted with less risk. 
New designs can get closer to the natural physical 
limits controlling fluid dynamic behaviour (flow 
separation, cavitation and choking). This enables 
higher aerodynamic loadings and flow capacity to be 
achieved, which in turn cuts down the number, size 
and weight - and therefore the cost - of the 
components involved. 
Where CFD is used in conjunction with modern 
graphical visualisation techniques the designer can 
achieve a better understanding of the flowfield. This 
should then lead to designs with reduced aerodynamic 
losses and improved performance. 
Shorter development times are possible, as some of 
the necessary parameter studies can be made 

numerically without having to use experimental rigs 
and prototypes. 

These advantages justified the high expense of the initial 
development and validation of CFD methods for 
improved blading design in the highly competitive aero- 
engine gas turbine industry. The methods developed have 
now reached a level of maturity where their use has been 
expanded to cover all turbomachines from pumps to 
steam turbines: nowadays the most competitive 
performance is offered by those turbomachinery 
manufacturers with CFD fully integrated into the design 
system (figure 1). 

Specification of design parameters fi 
Preliminary design 

(1 D pitch-line correlations) 

Axisymmetric design 
(duct f low/ throughf low) 

Blading section design 
(blade-to-blade) 

3D flow analysis 
(Euler/Navier Stokes) 

Figure 1 : Typical turbomachinery aerodynamic design 
system 

Presented at an AGARD Lecture Series on 'Turbomachinery Design Using CFD', May to June 1994. 
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Despite the steady advances in fully 3D Navier-Stokes 
methods, the bulk of the routine aerodynamic design 
work for turbomachinery designs is still carried out with 
simpler methods. Typically, an axisymmetric 
throughflow (S2) calculation is used to define the mean 
hub-to-tip flow and several blade-to-blade (SI)  
computations are carried out across the span to specify 
the complete three-dimensional blade. These two- 
dimensional calculations define the machine in  terms of 
annulus shape, number of stages, and spanwise 
distribution of flow, thus providing the designer with 
essential information on flow angles, incidence, blade 
loading, Mach number levels, blade profile surface 
velocity distribution and, in some cases, blade boundary 
layer behaviour. 

Sophisticated coupled S 1-S2 solution systems have also 
been developed. These are able to predict the performance 
of multistage turbomachinery through fine tuning of the 
empirical input to match experimental data. The SI-S2 
methods generally work well if the flow is reasonably 
well-behaved and follows meridional streamsurfaces. In 
some turbine applications, however, 3D Euler solvers 
have been found entirely satisfactory (because of the thin 
boundary layers) and are used instead of SI-S2 
calculations. In radial compressor applications a 
simplified S1-S2 system is often used, in which the 
mean camber line is taken to represent the S2 stream 
surface and in which the variation in the blade-to-blade 
flow is taken to be linear. 

Advanced 3D Navier-Stokes codes are increasingly being 
applied to assess certain aspects of the design of 
individual blade rows and to suggest further refinements 
in  the blade stacking and the aerofoil design, especially in 
the end wall region. Initially their use was reserved for a 
check of the flowfield of designs relying on other 
methods, but, increasingly, they now form part of the 
iterative design process. The 3D methods provide 
informative flowfield detail in aspects such as spanwise 
flows caused by radial components of blade forces, shock 
structure and choking in  transonic machines, leakage 
flows and clearance vortices, secondary flows and 3D 
flow separation such as corner stall. The 3D 
computations also allow the details of particle paths 
through the blade rows to be determined and can be used 
to optimise geometries to avoid dirt ingestion and 
abrasion. The accurate prediction of the 3D pressure field 
is also of great assistance in avoiding cavitation in 
hydraulic machines and in determining the gas loads for 
blade stressing calculations. 

Multistage 3D Navier-Stokes calculations have been 
developed to the stage where they are also already being 
applied in design. The advantage of these over single 
blade row calculations is that they take into account the 
important interactions between adjacent blade rows. 
Unsteady periodic turbomachinery calculations have also 
been developed but are not considered in any detail in this 
review, as they are not yet a normal design tool in the 
turbomachinery industry. 

Despite the enormous progress made in CFD algorithms, 
the real flow physics within a turbomachinery blade row 

remains much more complex than that which can be 
computed with the current generation of design codes. 
For example, the real flow exhibits strong pressure 
gradients that are outside the range of accuracy of most of 
the turbulence models in use; the real flow includes 
unsteadiness from the wakes and tip clearance vortices of 
upstream blade rows, and it  often involves unsteady 
three-dimensional flow separation. As a result of this, the 
current generation of 3D design codes cannot accurately 
predict the absolute performance levels of a 
turbomachine, especially at off-design operating points. 

The predictive accuracy of current CFD methods is 
certainly adequate to eliminate poor quality blading 
concepts on the basis of performance predictions alone, 
without the need for extensive rig testing. In  most 
turbomachinery applications, however, the level of 
technical development is already at such a highly 
advanced state that a possible efficiency improvement of 
0.5% is extremely significant. The engineering accuracy 
of CFD predictions of performance at the design point is, 
at very best, around k 2% for efficiency if one takes into 
account uncertainty in the geometry and measurement 
errors. This can be reduced to around f l %  if the method 
has first been calibrated on a previous design. At off- 
design operating points the errors are substantially larger 
than this. 

This level of accuracy is insufficient to allow a designer 
to rely entirely on performance predictions to screen 
competing designs. Instead, the designer must rely on a 
critical examination of the CFD flowfield predictions to 
assess weak aspects of the design. This process involves 
a careful assessment of a range of engineering design 
criteria which link the calculated flowfield with the 
possible sources of loss and the experience obtained from 
previous designs to quantify the expected performance. 
For the best results it  is essential for the designer to 
know the limitations of the methods being used, as well 
as to have previous experience of their use. 

This paper reviews some of the current limitations of 
CFD methods from the standpoint of a turbomachinery 
designer. The engineering criteria used to evaluate the 
CFD flowfield predictions during the design process are 
discussed, whereby examples are chosen from a wide 
class of turbomachinery geometries using a variety of 
CFD codes. 

3. THE LIMITATIONS OF CFD IN 
TURBOMACHINERY DESIGN 

The user of any engineering design method needs at least 
a rough idea of its limitations, the sources of error and of 
the accuracy of the method, in order to avoid wasting 
time on details that are outside the applicable range of the 
method. As pointed out by Ferziger (1993), CFD errors 
fall into two categories, those that arise because the 
equations being solved are only approximations of the 
real flow physics and those that are due to numerical 
errors. In most turbomachinery CFD problems the 
former types of error outweigh the latter. The discussion 
that follows emphasises the general limitations and 
sources of error in CFD methods for turbomachinery 
aerodynamic design. 

0 

0 
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LAMINAR 
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To set the scene for this discussion, i t  is worthwhile 
noting that the prediction of turbomachinery losses is 
fraught with difficulty (see Denton (1993)), and is 
certainly more problematic than the prediction of the drag 
of bodies immersed in an external flow. A fairly recent 
review of drag prediction with CFD in external flows, 
AGARD AR 256 (1988), concluded that “accurate and 
consistent computation through CFD of absolute drag 
levels for complex configurations is, not surprisingly, 
beyond reach for a considerable time to come”. 

TURBULENT _- L 

3 . 1  Blade-to-blade computations (S1 codes) 
Q3D blade-to-blade computations have been in routine 
industrial use for the optimisation of blade profile design 
for many years, going back to the early popular 
streamline curvature blade-to-blade code of Katsanis 
(1965). The Q3D design codes that are most widely used 
in industry today are coupled inviscid-viscous interaction 
methods, for example, those described by Calvert (1982), 
Stow (1985), Barnett et al. (1991) and Youngren and 
Drela (1991). Coupled inviscid-viscous interaction 
methods offer the designer the best compromise between 
computational efficiency and accuracy in calculating the 
Mach number distribution and boundary layer 
development on the blading surfaces. Several 
sophisticated coupling techniques have been developed to 
allow such methods to cope with the strong interactions 
between the viscous and inviscid flows which can occur 
in  shock-boundary layer interaction and flow separation. 
The fastest of these methods employ integral boundary 
layer equations for the boundary layer and wake 
development, making use of the extensive development 
of such methods and the large data-base available from 
external aerofoil flows. 

Being two-dimensional, inviscid-viscous interaction 
methods can be applied on very fine meshes to obtain 
good resolution of important flow details. This makes 
them particularly popular in design because, as they tend 
to run quickly, the designer can look at more cases, thus 
expanding the design space that can be examined in the 
time available. Although several Q3D Navier-Stokes 
solvers have been developed for blade-to-blade 
calculations, these methods have not yet found much 
favour with designers, since they tend to be less efficient 
in terms of computer usage, and the limitations of the 
turbulence models for prediction of transition and of flow 
separation in adverse pressure gradients (see discussion 
below) are more severe. 

The accuracy of the performance prediction of Q3D blade- 
to-blade methods is nevertheless quite limited. Calvert 
(1991) gives the following estimates of accuracy for his 
method, as applied to transonic compressor cascade 
operating points below stalling incidence: 

chokinghnique incidence and deviation angles + 1’ 
total loss coefficient (as fraction of inlet head!) +2% 

These values include experimental errors, and some 
transonic cases where the loss coefficients were about 
10% of inlet dynamic head, and so are likely to be 
pessimistic for subsonic cascades with attached flow. The 
design loss coefficient of a well-designed compressor 
cascade with no turbulent separation is about 2% of the 
inlet dynamic head, and the error in loss prediction is 

static pressure rise *4% 

probably at best about f10% of its value. Denton (1993) 
is slightly more pessimistic and quotes an accuracy of 
+20% for the loss calculation of a two-dimensional 
cascade at design point for the best available methods. 
Other authors are not more accurate, just not as honest! 
Nevertheless it  is clear that the accuracy of the 
performance prediction of such methods is barely adequate 
for the predicted losses to be used in this direct way as an 
engineering design tool to select an optimised design. At 
off-design operating points all the methods are 
substantially less accurate and the performance prediction 
problems are more severe. 
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Figure 2: Possible boundary layer development on a 
compressor blade surface 

The main causes of these inaccuracies are the inadequacies 
of the viscous modelling, that is the prediction of 
laminar boundary layer separation, laminar separation 
bubble, laminar to turbulent transition, the turbulent 
boundary layer, turbulent boundary layer separation, 
relaminarisation and shock-boundary layer interaction (see 
figure 2). An accurate prediction of transition from 
laminar to turbulent flow is essential for accurate loss 
prediction as it determines the extent of the turbulent 
boundary layer and hence the loss production on the blade 
section. The complex nature of the many modes of 
transition in a steady flow make accurate predictions of 
the transition region somewhat difficult, Mayle (1991). 
Natural transition from the growth of Tollmien- 
Schlichting instabilities in the laminar boundary layer is 
probably somewhat academic for the high turbulence 
levels in turbomachinery. Bypass transition in a flow 
with high free-stream turbulence levels, or separated-flow 
transition following laminar separation close to the 
leading edge, are almost always the dominant types that 
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occur in  turbomachinery flows. Most transition 
prediction methods used in design codes do not take all of 
these types of transition into account, and usually 
assume that transition takes place at a single point along 
the blade surface. Those that do consider the more 
complicated modes of transition require extensive 
empirical data, especially for the effect of free-stream 
turbulence on bypass transition. 

Accurate prediction of the turbulent boundary layer is 
also important in determining the losses. The turbulent 
boundary layer contributes both to the base drag effect of 
the trailing edge and the boundary layer blockage which 
affects the wake mixing loss. The application of 
boundary layer methods derived from those in use on 
external aerofoils may lead to errors because of the 
neglect of high free-stream turbulence. This affects the 
calculated initial thickness of the turbulent boundary 
layer through the position of transition which, in turn, 
controls the rate of growth of the boundary layer 
momentum thickness via the momentum integral 
equation. The entrainment and growth of a turbulent 
boundary layer in  a highly turbulent free-stream flow is 
also likely to be more rapid than that in a low turbulence 
flow. 

A further important factor which must be taken into 
account is that Q3D design calculations are made without 
consideration of the influence of the unsteady effects 
caused by the close proximity of the adjacent blade rows: 
it has been known for some time that blades behave 
differently in a machine environment than when they are 
considered in  isolated cascades. The real flow is 
periodically unsteady, which means that the steady 
calculation of boundary layers is of limited value in a 
flow where the boundary layers are periodically disturbed 
by wakes from upstream blade rows. The moving wakes 
can have a profound effect on the boundary layer 
development and lead to substantial alterations, causing 
early transition in  turbines, Hodson (l984), and 
temporarily eliminating laminar separation bubbles in 
compressors, Dong and Cumpsty ( 1  990). 

As if this were not enough, the real flow does not 
necessarily follow the meridional stream surfaces 
assumed in  a Q3D method, but may have a strong 
spanwise component. The spanwise flow may occur in 
the mainstream (due to stream surface twist), in the blade 
surface boundary layers (due to secondary flows) or close 
to the endwalls (due to endwall boundary layer separation 
and secondary flows). The Q3D methods will be 
reasonably accurate when the real flow is nearly 2D; the 
problem comes if the flow does not do what the designer 
intended and has significant spanwise velocity 
components. This effectively limits the range of 
applicability of Q3D methods to well-designed axial 
machines operating close to their design point. Thus 
even with a perfect CFD code for calculating the steady 
viscous flow on a Q3D stream surface the designer 
should be sceptical about the absolute accuracy of its 
performance predictions for a real machine. 

The ultimate goal of the Q3D calculation is to allow the 
designer to achieve an optimal cascade design over the 
entire operating range of the cascade. His main interest is 

to select a blade profile that achieves the flow turning in 
the throughflow calculation with the lowest losses. Of 
particular interest to the compressor designer is the 
prediction of the "stalling" incidence at which the rapid 
increase in loss occurs. Both the turbine and the 
compressor designer are also interested in the accurate 
prediction of the choking mass flow and the incidence for 
choking. 

Despite the fact that they are not yet able to predict either 
the losses or the flow range with absolute accuracy, the 
Q3D blade-to-blade methods remain the engineering basis 
of the optimisation of blade shape at the design point. 
This optimisation relies not only on the predicted 
performance but also on an engineering assessment of the 
velocity distribution, the loading distribution, adverse 
pressure gradients, shock position, transition position 
and boundary layer loading. 

Inverse design methods have also been developed for the 
two-dimensional blade-to-blade flow. With these, the 
designer is able to specify the pressure distribution or 
Mach number distribution he considers to be optimum 
and the blade shape is generated by the code. A problem 
with early versions of these methods was that they were 
unable to take into account various mechanical 
constraints, such as blade thickness and the thickness of 
the leading and trailing edges. Semi-inverse methods have 
been developed which allow the designer to specify th.e 
blade shape over part of the surface and Mach number 
distribution over other parts. 

3 . 2  Throughflow computations (S2 codes) 
The meridional throughflow methods (based on a 
nominally axisymmetric flow in the hub-casing plane) 
which are still widely used in design make use of the 
streamline curvature technique. Axial turbomachinery 
calculations often make use of a "ductflow" method 
which has calculating stations only at the leading and 
trailing edges of blade rows, see for example the 
compressor in figure 3. Intra-blade calculating stations 
are needed in transonic blade rows, as used in the fan of 
figure 3, and are also used in radial impeller methods, as 
shown in figure 4. 

The use of finer grids with more intra-blade stations is 
restricted in streamline curvature codes by the effect of 
the grid aspect ratio on numerical stability. More 
sophisticated numerical methods with more refined grids 
have, however, not found favour in design applications 
because the limit on accuracy of throughflow codes is not 
usually related to the numerical modelling used. The 
main limitation on their effectiveness is largely due to 
poor estimates of the effects of the boundary layer on the 
inner and outer casing walls. These effects include 
blockage and losses from the endwall boundary layers 
(especially in compressors), skew caused by the transfer 
from a stationary to a rotating frame, and more 
complicated 3D effects, such as secondary flow, corner 
separation and tip clearance flow, which cannot be 
captured in  a Q3D method. Some recent developments of 
throughflow methods have attempted to overcome some 
of these difficulties by incorporating the endwall 
boundary layers and the mixing caused by 
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A X I A L - V E L O C I T Y  ( M / S E C )  
Figure 3: Axial compressor and fan throughflow calculation showing axial velocity contours, (the arrows along the 

annulus  show the location of the quasi-orthogonal calculating stations). 
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Figure 4: Radial impeller throughflow calculation, 
showing meridional velocity vectors along 
streamlines and quasi-orthogonal calculating 
stations (dotted lines), Casey (1985) 

spanwise flows into these models, for example, Howard 
and Gallimore (1992) and Dunham (1993). 

Nevertheless, throughflow methods still require extensive 
empirical data on blockage, losses and flow turning, and 
the distribution of these through the machine. The 
accuracy of the calculation is determined by the precision 
with which this data can be specified. In compressor 
calculations i t  is the specification of blockage which is 
crucial, and in turbine calculations it is the specification 
of the change in angular momentum. 

The most effective use of throughflow methods for the 
design of turbomachinery is found when the empirical 
data on losses, turning and blockage is adjusted to match 
the measured performance of a machine similar to that 
being designed. Since most turbomachinery 
manufacturers design new machines as developments of 
those already in production, and thus do not need to start 
from scratch, .it is generally not a problem to find a 
similar machine. The blockage and loss adjustment can 
be limited to those aspects which are not susceptible of 
prediction by a blade-to-blade calculation. For example, 
in a compressor calculation the blade profile loss and 
turning can be taken from a blade-to-blade calculation, 
such that only the endwall blockage and endwall loss 
need to be provided as empirical data. The empiricism 
provides the designer with a useful tool for fine tuning 
his predictions to match the available experimental data. 
Having matched the measured performance of a machine 
with a throughflow calculation, it  is then possible to 
identify ways in which the machine can be improved by 
examination of fluid dynamic aspects of the predicted 
flowfield. By carrying out a fine-tuning of empirical 
coefficients in this way it is possible for such methods to 
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(a) simple sheared H-mesh 

(b) curvilinear H-mesh 

(c) 0-mesh (d) C-mesh 

Figure 5: Types of grid in use for turbomachinery CFD design calculations 
(a) simple sheared H-mesh (b) curvilinear H-mesh 
(c) 0-mesh (d) C-mesh 

be applied (with some success) to the performance 
estimation of multistage compressors. 

In cases where the empirical data on loss and turning of 
the blade sections and on endwall losses and blockage are 
inadequate, the calculated pressure ratios and work input 
are unlikely to be correct. Nevertheless, the throughflow 
calculation still provides the designer with an idealised 
impression of the flow through the machine, from which 
he can estimate the loading and incidence and on which 
he can base the design of blading to meet the 
throughflow conditions. 

3 . 3  EuledNavier-Stokes computations (3D) 
There are a number of errors and limitations associated 
with 3D Navier-Stokes design computations of which the 
turbomachinery designer needs to be aware. These can be 
classified into four groups related to: 

the numerical scheme (discretisation, grid density and 
orthogonality, artificial dissipation, convergence), 
the boundary conditions, 
the capability of the turbulence model, 
the neglect of blade-passage periodic unsteadiness. 

The errors related to the discretisation of the numerical 
scheme and the orthogonality of the grid have become 
less significant as, with modern computing power, they 
can be reduced by the use of a sufficiently fine grid. 
Although standard methods are available for estimating 
the numerical errors (see Ferziger (1993)), these are 
seldom applied. Some popular codes (for example Denton 
(1982) and Dawes (1988)) retain a simple sheared H-grid, 
with circumferential blade-to-blade grid lines. The 
advantages of this are that the grid lines conveniently fit 
the quasi-orthogonal planes in  the throughflow 
calculation and that they require fewer equations to be 
solved. It is known, however, that more accurate 
predictions, especially at the leading edge of highly 
staggered blade rows, are possible with boundary 
orthogonal curvilinear H-grids or 0- and C-grids (see 
figure 5 ) .  Unstructured grids and structured grids with 
local refinement are also possible (see figure 6). The 
recent development of solution adaptive unstructured 
grids (for example, Dawes (1991)) shows potential for 
eliminating some of the grid dependency of current codes. 

A very important practical consideration for a designer is 

0 
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Figure 6: Unstructured solution-adapted mesh, Dawes 
1 9931 

that a 3D Navier-Stokes flowfield calculation with a very 
fine grid is usually too expensive and cumbersome for 
the bulk of the design process, requiring hours of CPU 
time for a single solution of one blade row. Because of 
this most turbomachinery design is carried out on a 
calculating grid that is probably too coarse for the results 
to be considered to be entirely grid independent. For this 
reason most designers do not change the fineness of the 
mesh from one design to another, since the experience 

. gained on a coarse mesh cannot always be transferred to a 
finer mesh. The objective is usually to design a good 
turbomachine and not to generate the best CFD 
computation ! 

A good example of grid dependency has been given by 
Dawes ( 1  990), see figure 7, where he has demonstrated 
the effect of succesive mesh refinements in  the blade-to- 
blade and axial directions on the performance of his code 
for an axial compressor blade section. The change in 
blade-to-blade grid from 17x35~7 = 4165 to 29x67~7 = 
13601, and then to 57x131~7 = 52269 (blade-to-blade x 
axial x spanwise) causes successive improvements in the 
shock capture and wake definition. It is interesting that 
the coarsest grid provides the best prediction of the 
measured loss coefficient (!). This is purely fortuitous 
but clearly shows that the performance predictions are 
limited by the turbulence modelling and transition 
prediction and not by numerical errors. Fortunately most 
of the code developers are also faced with the problem of 
computer capacity and have tuned and adjusted the 
empirical dissipation coefficients of their codes for use on 
relatively coarse grids. Dawes recommends that with his 
BTOB code (Dawes (1988)) the grid should be 
sufficiently fine close to solid walls such that the 
empirical wall functions of the turbulence models are 
avoided. Other types of turbulence model, for example, 
the standard k-E model or low Reynolds number k-E 
models, have different requirements in this respect. 

The designer needs to be aware that numerical errors and 
the artificial losses generated by the algorithms can also 

Figure 7: Effect of grid refinement on Dawes code 
results 

effectively lead to a computation being for a slightly 
different operating point than that specified. Most time- 
marching codes, for example, require the specification of 
inlet total pressure and outlet static pressure to define the 
operating point. Runs with different levels of grid 
refinement cause predicted losses and blockage in  
boundary layers to change which can lead to a change in 
the mass flow and Mach number for a specified pressure 
ratio. In calculations of choked compressor blade rows 
this can lead to a different estimate of the maximum flow 
capacity . 
An additional problem in multistage turbomachinery 
calculations is the specification of appropriate boundary 
conditions on the upstream plane. A calculation of a 
single blade row of an axial machine using an upstream 
inflow boundary about half an axial chord upstream of 
the blade row, would place the upstream boundary of the 
computational domain within an upstream cascade; 
consequently artificial boundary conditions need to be 
imposed. In both multistage compressors and turbines, 
the interaction between adjacent blade rows can be quite 
strong so that a blade row considered in isolation will 
perform differently to one in the machine environment. 
Elementary throughflow calculations take such 
interactions into account i n  the mean axisymmetric 
solution, whereas 3D simulations of isolated blade rows 
neglect these effects! Multistage 3D computations have 
been developed to eliminate these problems, Denton 
(1992) and Dawes (1992). These operate by assuming 
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steady flow relative to each individual blade row with 
suitable mixing plan,es between each row. These 
techniques are, however, also approximate and the 
accuracy and limitations of the circumferential averaging 
techniques at the mixing plane between moving and 
stationary blade rows has not yet been extensively 
studied. Both Dawes (1992) and Adamczyk (1989) have 
proposed a promising alternative to the mixing plane 
approach in which the blade rows adjacent to that being 
studied are modelled by axisymmetric body forces. 

Most of the turbomachinery CFD community currently 
uses either the well-known Baldwin-Lomax mixing 
length model or the two-equation k-E model as the basis 
for the prediction of the turbulent shear stresses. Neither 
of these turbulence models are adequate for the complex 
flow with high adverse pressure gradients found in 
compressors and highly loaded turbine blading. More 
advanced turbulence models do exist, but few have yet 
been ful ly  tried and tested in the turbomachinery 
environment. The turbulence research community has not 
yet come up with any real recommendations for the best 
turbulence models for turbomachinery flows, nor do any 
recommendations appear to be on the horizon. 

It is well-known that the k-E model gives a poor 
prediction of boundary layer parameters in  adverse 
pressure gradients. Numerous test cases demonstrate this, 
see, for example, figure 8 taken from Wilcox (1 993). In 
an adverse pressure gradient, the k-E model predicts that 
the flows are further from separation than the 
measurements. This can be quite dangerous for 
turbomachinery designers as the predictions tend to 
separate later than the real boundary layer flow and give 
the impression that the design is safer than it really is. 
To improve this situation the k-E model is often used in  
the outer part of the boundary layer and in the bulk of the 
flow, but a conventional mixing length model is used 
close to the surface (Rhie et al. (1993)). 

As discussed above (section 3.1) many of the limitations 
i n  loss prediction are related to the prediction of 
transition; none of the current turbulence models in use 
in 3D codes are adequate for this and all of these models 
provide considerably less resolution than the 2D methods 
available. Despite these problems, the three-dimensional 
visualisation of the blade row flowfield available from 
CFD calculations is of enormous importance to the 
designer in his assessment of a design, as discussed 
below. 

4 .  CFD AERODYNAMIC DESIGN RULES 
Because of the limitations of CFD methods for 
performance prediction outlined above, the experienced 
designer does not rely on their absolute accuracy but uses 
the performance predictions only in a comparitive sense. 
Typically he first calculates the performance of a 
geometry for which test data is available to calibrate the 
code. He then compares these results with the predictions 
for a new design and, in a commonly used jargon, he 
makes use of only the "deltas" in performance relative to 
his calibrated test case. This process is more accurate 
than when the absolute performance values predicted by 
the code are used, but is still not necessarily accurate 
enough for reliable engineering design. 
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Figure 8: Prediction of skin friction coefficient with k-E 
boundary layer prediction methods in an 
adverse pressure gradient. 

JL, LS, LB, CH, YS, and FL are k-E methods, and WH and WL are k- 
o methods, see Wilcox (1993). 
FLOW 0141,1200,4400,2600,3300 and 4500 are test cases from 
the AFOSR-HTTM Stanford conference on complex turbulent flows 
Kline (1981) 

The CFD predictions of the flow field are, however, of 
utmost importance to the designer since they allow him 
to make an assessment of the weak points in the flow, 
through examination of various aerodynamic criteria 
relating to incidence levels, loading parameters, velocity 
distributions and boundary layer development. These 
criteria enable the designer to quantify the performance of 
the machine based on his understanding of the sources of 
loss in the flow and their probable magnitude. The CFD 
flowfield predictions also need to be calibrated against 
good quality test data, so that a new design can be 
compared with the best experience available from research 
and development tests on similar machines. 

The key aerodynamic aspects of the CFD flowfield 
predictions used by the designer to assess and improve 
the quality of a turbomachinery blading design are 
summarised below, and a checklist is given in figure 9. It 
should be noted that the requirements of these key items 
may often conflict with each other, so that compromises 
and experience are generally needed. 
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4 . 1  Avoid poor incidence onto blading 
It is crucially important in  compressors (less so i n  
turbines) to ensure that the blade rows operate close to 
the incidence which minimises their losses (not 
necessarily zero incidence) and with a sufficient margin 
from the "stalling" and "choking" incidences at which 
losses begin to rise above twice their minimum value. 
Although CFD computations are not yet able to predict 
the operating range of a cascade, they allow the flow 
incidence to be checked across the span of the blade 
(radial matching) and through the machine (axial 
matching) at various operating points. The selection of 
incidence at the design point may require some degree of 
compromise, and may even require the application of 
variable geometry, if the turbomachine operates over a 
range of speeds or with variable flow capacity. 

Particular attention needs to be paid to the incidence in 
those regions of the blades influenced by the annulus 
wall boundary layers, but i t  is not essential in these 
regions to adapt the leading edge so that it exactly 
matches the flow direction, Wadia and Beacher (l989), 
see section 5.2 below. In supersonic flows, the designer 
may not have much choice in the selection of the 
incidence at the design point, as this is often determined 
by the "unique incidence" condition, see section 5.3 
below. 

Examination of the effective incidence onto the blading 
provides a very reliable indicator of any possible 
increased losses which, due to limitations in numerical 
resolution of the leading edge and inadequate viscous 
modelling, may not be accurately predicted by a CFD 
method. For those CFD methods with high resolution of 
the leading edge flow, the acceleration of the flow from 
the leading edge stagnation point onto the suction and 
pressure surfaces (giving leading edge spikes) may 
provide a good indication of quality of the leading edge 
loading and the incidence. Highly unequal spikes at the 
leading edge would suggest that the leading edge is not 
well adapted to the inlet flow. It is interesting to note 
that even during the early phases of the use of CFD for 
blade optimisation it was realised that examination of the 
velocity distribution could indicate optimum incidence, 
Dodge ( 1  973) 

4 . 2  Reduce friction on wetted surfaces 
Friction losses can be reduced in a number of ways: by 
selecting the minimum number of blades (compatible 
with the loading considerations), by choosing the lowest 
possible velocity levels (compatible with the need to 
reduce the size of the machine), and by choosing large 
flow channels of maximum hydraulic diameter (low 
hubhip ratio). In  radial compressors, splitter vanes are 
used to reduce the blockage and Mach number at the 
impeller inlet; these also reduce the wetted area that 
would be associated with full length blades. 

In turbines with accelerated flow i t  is often possible to 
reduce friction losses further by having extensive regions 
of laminar flow in the favourable pressure gradients. As 
noted above, the prediction of transition from laminar to 
turbulent flow in CFD computations is not generally 
reliable in  the highly unsteady turbomachinery 
environment. Even if the code being used has an in-built 

boundary layer calculation the xperienced turbine 
designer is unlikely to rely entirely o n  the CFD 
prediction of transition, but will examine the predicted 
velocity distribution to ensure that the region of 
favourable pressure gradient is as large as possible. 

4 . 3  Avoid kinetic energy loss 
There are a number of potential sources of unwanted 
kinetic energy loss: spanwise velocities induced by 
secondary flows, spanwise velocities caused by blade 
loading and shed vorticity effects, leakage jets caused by 
clearance gaps at the end of blades and over blade shrouds, 
and leaving losses and swirl at the exit of a 
turbomachine. In some instances these may not be large 
enough to make a big contribution to the losses. In 
others, i t  may be worthwhile retaining some kinetic 
energy as swirl in the downstream flow from the 
machine, since this can sometimes improve the 
performance of a downstream component (in the annular 
diffuser downstream of an axial compressor, for 
example). In most cases, however, i t  is advisable to 
minimise the kinetic energy in these flows. 

4 . 4  Avoid flow separation 
The mixing of a separated flow with the relatively 
healthy mainstream flow inevitably gives rise to some 
mixing losses, see Denton (1993). In addition to causing 
unwanted losses, the separation region may be a source 
of vortex shedding which will cause possible blade 
vibration and excitement in adjacent blade rows. The 
large wakes from a separated blade row may also lead to 
high incidence onto the downstream blade rows. The 
CFD calculations need to be examined for evidence of 
separated flow and nearness to separation, both at the 
design point and at off-design operating points. 

Stratford (1959) found that the best method for cutting 
down the risk of boundary layer separation is to avoid 
large flow decelerations in regions where the boundary 
layers are already thick. If this strategy is applied, the 
turbulent boundary layer is usually highly loaded at the 
beginning of the adverse pressure gradient. For a 
successful design, transition must be completed before 
the boundary layer experiences the strong adverse pressure 
gradient, otherwise the laminar boundary layer will 
separate. Again the predicted position of transition may 
be a crucial aspect of the CFD calculation. 

4 . 5  Provide a uniform distribution of flow 

The uncritical optimisation of the performance of an 
individual blade row may lead to an unhomogenous 
distribution of flow and incidence onto the downstream 
blade rows, with an associated performance penalty. In 
radial compressor design, for example, the performance of 
the diffuser blading is crucially dependent on the 
uniformity of the impeller outlet flow. In transonic 
turbine design, the reduction i n  the strength of the 
downstream shock wave can be expected to result in a 
performance improvement for the downstream blade row. 
In the design of high bypass ratio fans for civil aero- 
engines, any flow separation causing flow distortion in  
the hub region of the fan may, because of its proximity 
to the compressor inlet duct (see figure 3), lead to a 

onto downstream blade rows. 



Avoid poor incidence onto blading 

Reduce friction on wetted surfaces 

Avoid kinetic energy loss 

Avoid flow separation 

- axial matching 
- radial matching 

- large hydraulic diameter 
- low hubhip ratio 
- low velocities / laminar flow 
- as few blades as possible 

- leaving loss 
- clearance flow 
- secondary flow 

- mixing loss 
- vortex shedding 

Avoid unnecessary acceleration / deceleration - thin blades 
- low curvature 

Check established blade loading criteria - De Haller number 
- Lieblein Diffusion factor 
- Zweifel number 

Match flowfield to that on similar successful designs 

Use performance predictions in a comparitive sense only (compare "deltas") 

Provide a uniform distribution of flow onto downstream blade rows 

Minimise the pre-shock Mach number in transonic / supersonic flow 

Achieve a smooth and consistent variation of parameters 

Design close to where the machine will operate 

Examine key sensitivities - Off-design 
- Reynolds number 
- Transition and Turbulence 
- Tolerances (clearance) 
- Asymmetry 
- Numerical parameters 

Avoid "point optimisations" in favour of robust designs 

Use different codes for different flow details 

Figure 9: Checklist of general turbomachinelyaerodynamic design criteria for use with CFD predictions 
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strong unwanted inlet disturbance to the flow in the core 
compressor. 

4.6 
The quest for improved levels of performance has led to 
increased blade loadings i n  both compressors and 
turbines. It is tempting for designers to rely increasingly 
on CFD computations to estimate the risk of flow 
separation and increased losses from higher blade 
loadings. However, these methods are not in themselves 
adequate to ensure that higher blade loading levels are 
acceptable. The best use of the CFD methods is to 
compare the blade loading levels of a new design to those 
of similar designs for which test data are available. In 
this process the many well-established classical blade 
loading parameters for compressors and turbines should 
be checked (for example, De Haller number, Lieblein 
Diffusion factor, Zweifel number) and compared to values 
that have proved acceptable in earlier tests of similar 
machinery with similar clearance levels. It is asking for 
trouble to ignore the enormous wealth of experience 
encapsulated i n  the simple blade loading criteria 
developed by the early giants of the business. 

Check established blade loading criteria 

4 . 7  

The entropy production in  the flow is roughly 
proportional to the cube of the local velocity, Denton 
(1993); this makes i t  essential to avoid unnecessary 
acceleration and to keep velocity levels low. If the flow 
has been unnecessarily accelerated i t  must then be 
decelerated again. This may cause flow separation, a 
further possible source of loss. The key to reducing the 
risk of unnecessary acceleration and deceleration in 
compressor blade rows is to use blades which are as thin 
as possible, to ensure that they have thin leading edges 
operating at at low incidence, and to avoid unnecessary 
flow curvature. 

Avoid any unnecessary acceleration and 
deceleration 

No universally valid criteria can be given as to what the 
optimal velocity distribution, with the minimum amount 
of unnecessary acceleration and deceleration, from a CFD 
calculation is. The best engineering design processes 
make use of CFD to predict the velocity distribution of a 
blade row whose performance has already been 
demonstrated in research and development rig tests. The 
predicted velocity distribution of a new design is then 
matched to this. 

4 . 8  Minimise the pre-shock Mach number in 
transoniclsupersonic flow 

In order to reduce the strength of shocks and the risk of 
separated boundary layers in shock-boundary layer 
interaction, the pre-shock Mach numbers should be 
examined and, if possible, reduced. In supersonic flow 
this can be done using precompression or reverse camber, 
see section 5.3 below. 

4 . 9  Achieve a smooth and consistent 

It is important to ascertain that there is a smooth and 
consistent variation of parameters across the span and 
through the machine. For example, Q3D blade-to-blade 
calculations of adjacent sections across the span should 
not show discontinuities in loading, shock position, 

variation of parameters 

incidence and so on. The CFD calculations may allow 
this but the real flow is not likely to. Simple plots of 
the major geometrical and aerodynamic parameters across 
the span and through the machine often identify unwanted 
irregularities that the CFD codes may have missed! 

4 .10  Design close to normal operating point 
The turbomachine design point should be close to where 
the machine will normally operate and any sensitivity to 
changes in the design point and design conditions should 
always be critically examined. It may be worthwhile to 
employ several clearly defined "design" points where the 
requirements are clearly understood. For example, the 
main design point might be the normal operating point 
where peak efficiency is of paramount importance. A 
second point might be a part-speed operating point where 
the attainment of sufficient surge margin would be 
critical. A third point might be a highly loaded condition 
where it would be crucial that the machine could pass the 
required mass flow. The examination of the flow 
conditions at all three points would clarify the 
compromises made in the attainment of the objectives, 
and provide guidance should a redesign be necessary. 

4.11  Examine key sensitivities 
The key sensitivities are off-design operation, possible 
changes in  duty over the life of the machine (growth), 
Reynolds number (due to changes in altitude of an aero- 
engine), manufacturing tolerances (such as tip clearance 
gaps), untwist of blades due to centrifugal and gas loads, 
and asymmetry due to the presence of struts, pylons, and 
asymmetric inlets and outlets. 

It is important to be aware of the sensitivity of the CFD 
method being used to the assumptions made. In 3D CFD 
calculations, for example, the fineness of the grid and the 
many numerical smoothing and convergence parameters 
are often an issue. In Q3D blade-to-blade calculations, the 
results may be sensitive to the location of transition, the 
specified turbulence level and the Reynolds number. In 
throughflow calculations, the main sensitivity is with 
respect to the empirical input of blockage, turning and 
losses. 

Should a design appear to be extremely sensitive to any 
of these factors it may be worthwhile to renogotiate the 
design point and i t  is certainly worthwhile to reexamine 
the basis of the preliminary design. 

4 . 1 2  Avoid "point optimisations" in favour 

A mistake that is very often made is to carry out a superb 
optimisation of a design for a single point operation with 
a single CFD code, without recognising that most of the 
data required for the optimisation and the accuracy of the 
computation are unlikely to be accurate enough to justify 
this. A robust design should avoid extremes of 
optimisation which might be over-sensitive either to the 
accuracy of the prediction method or to the precise 
operating condition. Computer-based optimisation 
techniques have not yet found much application in 
turbomachinery design, precisely because the 
optimisation is not straightforward and requires 
considerable engineering art and experience as well as 
engineering science. 

of robust designs 
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4 . 1 3  Use different codes for different flow 

The prediction method used should not be based on its 
universal applicability, but on its ability to resolve the 
relevant flow characteristics. No single method is likely 
to be best for all problems and a combination of methods 
should be used to highlight different flow features. For 
example, a Q3D inviscid blade-to-blade calculation can be 
used for leading edge flow detail, a viscous-inviscid 
method to predict boundary layer development and a 3D 
method for secondary flows and tip clearance flows. 

details 

5 .  TURBOMACHINERY AERODYNAMIC 

In this section some examples of the use of the above 
engineering rules for different types of turbomachinery 
design are given. The examples are taken from a range of 
turbomachines for which a wide variety of CFD methods 
have been used. Inevitably, there are fewer examples 
given for turbine flows, as the author's personal design 
experience has been mainly confined to compressor 
flows. 

DESIGN EXAMPLES 

5 . 1  Radial compressor design 
One of the most successful applications of modern 3D 
CFD codes is in  the design of radial compressor 
impellers. The radial impeller flowfield is highly three 
dimensional, with tip clearance vortices and strong 
secondary flows. A full appreciation of this flowfield has 
only recently been attained through the use of CFD 
methods, see Cumpsty (1989). 

Even with the advent of successful 3D methods for the 
calculation of impellers, most radial compressor designs 
are still drafted out with a relatively simple throughflow 
method coupled with a linear approximation to the blade- 
to-blade computation, see, for example, Casey and Roth 
(1984). These allow the basic design to be rapidly 
optimised, making use of engineering design criteria for 
impellers which are based on the work of Dallenbach 
(1961), Morris and Kenny (1971), Stiefel (1972) and 
Came (1 978). These criteria relate to: 

selection of the blade incidence, 
the maximum allowable diffusion on any blade 
surface (minimum De Haller number typically 
Wexitmmax 0.623, 
the rate of deceleration of the mean flow (an initial 
rapid rate is desirable following Stratford (1959)), 
choice of smooth parameter variation through the 
impeller and across the span and 
the limitation of the blade-to-blade loading to avoid 
secondary flows (maximum blade-to-blade loading 
parameter [Apl( 1/2)pW2] = 0.7). 

The weakness of such a simple design system becomes 
clear when the flow measurements in radial impellers are 
compared to the Q3D predictions, see figure 10 from 
Casey (1985). Figure I O  compares the predictions of the 
simple Q3D design system with measurements made by 
Eckardt (1980) on a backswept impeller at two operating 
points. The Diagrams from left to right represent the six 
laser optical measurement planes through the impeller, 
denoted I, II, 111, IIIa, IV and V. The upper row shows the 
hub to shroud relative velocity gradient, and the lower 
three rows show the blade-to-blade velocity gradients at 

three spanwise positions (near shroud, mid-span and near 
hub). The flow predictions are perfectly adequate for the 
inlet region of the impeller and up to the point where the 
strong secondary flows in the impeller passages lead to a 
wake-like distortion in  the impeller outlet flow. 
Downstream of the formation of the wake the predictions 
have little relationship to the real flow. Nevertheless the 
use of a throughflow design procedure ensures that the 
leading edge incidence is correct, and allows some, albeit 
inadequate, preliminary optimisation of blade loading and 
diffusion. 

Modern 3D methods provide the designer with a tool that 
can examine the important deviations between the simple 
Q3D model and the real flow, that is, the effects of 
secondary flows and tip clearance flows. Comparisons of 
the flowfield predictions of CFD codes with 
measurements using laser velocimetry in radial 
compressors are very impressive. The main features of 
the flow are well captured by the calculations, see, for 
example, figure I 1 from Casey, Dalbert and Roth (1992). 
It should be noted, however, that the predictions of the 
impeller performance obtained with these codes are not 
sufficiently accurate for engineering assessment based on 
this alone, figure 12. The design rules given in section 4 
above are necessary in order to assess and improve 
impeller performance. An example has recently been 
given by Dalbert (1993) using a 3D prediction with the 
Dawes code (Dawes (1988)) to examine an impeller 
designed using the simple Q3D throughflow method. The 
3D code identified a flow separation that was not 
predicted in the throughflow design, and a redesign to 
remove this separation resulted in  a performance 
improvement, figure 13. 

The key design problem for radial compressor stages has 
now moved to the prediction of the diffuser flow and its 
performance. The most difficult task for a radial 
compressor designer remains the matching of the diffuser 
to the impeller (Cumpsty (1989)): this usually has to be 
optimised by means of extensive development testing. 
This is an active area of CFD research and one which is 
particularly difficult by virtue of the unsteady nature of 
the interaction between the impeller and the diffuser. The 
use of CFD has already started to help here, see Dalbert 
et al. (1993) and Drtina et al. (1993), but it may require 
fully unsteady 3D multi-blade-row methods to finally 
sort this out. 

An example of the use of CFD in diffuser optimisation 
is given in figure 14, from Drtina et al. (1993). The 
position of the splitter vane leading edge and the location 
of the splitter between the two full vanes was examined 
using CFD computations in  the diffuser with the 
commercially available Navier-Stokes program STAR- 
CD. The optimisation of the splitter position was carried 
out by eliminating unnecessarily high velocities caused 
by the flow blockage of the splitter vane leading edge, by 
obtaining a uniform distribution of the downstream flow, 
and by removing a flow separation in one of the flow 
channels. 
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Figure 12: Performance prediction of a radial impeller 
using Denton LOSS3D code and Dawes 
BTOB3D codes, Casey et al. (1992) 

5 . 2  Axial compressor design 
The key aerodynamic problem facing axial compressor 
designers is the axial matching of the stages in a 
multistage compressor, especially for transonic blade 
rows in  compressors operating at variable speed. The 
part-speed operation of an axial compressor designed for a 
high pressure ratio with the minimum number of stages 
inevitably introduces the likelihood of stalling in the 
early stages and choking in the end stages. Because of the 
difficulty they have in accurately capturing the blockage 
of the endwall boundary layers, multistage 3D Navier 
Stokes solvers have not yet advanced to the point where 
they can provide any useful design-worthy solutions to 
the axial matching problem of axial compressors. 
Designers remain fairly tied to throughflow design 
systems for the examination of this, with occasional 
flurries of activity looking at particular local blading 
phenomena with the 3D CFD methods. 

The first serious attempts of axial compressor designers 
to make use of two-dimensional CFD in  the 
optimisation of blade profiles was the development of 
blade profiles with tailored Mach number distributions 
and boundary layer behaviour, so-called "supercritical" 
profiles, "controlled diffusion" profiles, "prescribed 
velocity distribution" profiles and "custom-tailored" 
profiles. All of these design styles were attempting to 
control the deceleration of the flow such that the 
maximum diffusion occurred in the early part of the 

suction surface, where the boundary layers were still thin, 
see for example Starken (1989). The initial euphoria of 
this approach has somewhat abated as difficult problems 
were encountered with the profiles i n  practice, mainly in 
the endwall regions where the flow is not 2D, see Behlke 
( 1985) and Tubbs and Rae (1 99 I ). 

The engineering criteria for the design of such profiles 
have been summarised by Starken (1989) as: 

The front part of blade has accelerating flow, with 
peak velocity at around 30% of chord for spacekhord 
ratios above about 0.7 and further upstream for lower 
spacekhord ratios. 
Laminar to turbulent transition should occur in the 
forward part of the velocity distribution. 
The rear part of blade with decelerating flow with a 
continuously falling boundary layer shape parameter 
H32 (which is the ratio of the energy thickness to 
momentum thickness). 

Similar criteria for advanced axial compressor profile 
design were recently given by Ginder (1991) and Katoh 
(1993). In Ginder's example the peak velocity occurs 
further forward than Starken's suggestion, corresponding 
to a lower pitch-chord, and the boundary layer shape 
parameter H12 (the ratio of displacement thickness to 
momentum thickness) is specified as rising to the 
trailing edge. 

An idealised example of a modern profile design is given . 
by Ginder. He shows the comparison between the blade- 
to-blade aerodynamics. of a profile with a conventional 
circular arc camber line and a profile with a parabolic arc - 
camber line having a similar space/chord and 
thicknesskhord, see figure 15. It can be seen that the 
high forward curvature of the parabolic arc profile causes 
a more rapid acceleration on the forward part of the 
suction surface compared with the circular arc case and 
the peak Mach number is amost 0.1 higher. The 
parabolic arc design thus violates the rule given above 
concerning minimisation of the velocities. This high 
suction peak is followed by a diffusion rate which is 
initially much steeper than that for the circular arc case, 
becoming progressively less severe towards the trailing 
edge. The fundamental difference between the two profiles 
is that the loading on the parabolic blade has been moved 
forward to where the boundary layers are thinnest and are 
better able to withstand the diffusion. The boundary layer 
separation near 75% of axial chord on the circular arc 
profile (with the shape factor rising above 2.8) is thus 
almost entirely avoided and losses are predicted to be 30% 
lower, despite the higher peak Mach number. 

Earlier forms of controlled diffusion profile tended to 
have a more severe diffusion on the early part of the 
suction surface such that the shape factor H12 peaked at 
around mid-chord. Whilst this may not be of concern near 
design incidence, it  could become critical at high off- 
design incidence leading to early separation and loss of 
operating range. Tubbs and Rae (1991) mention that 
there was a tendency for stall to start at mid-chord in the 
early generation of controlled diffusion profiles. Ginder 
gives clear examples of the need to examine off-design 
operating points and choke margin. 
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Q3D design calculation 
(Casey and Roth (1984)) 

3D anal rsis calculation 
(Dawes (1988)) 

Flow 

Figure 13: The 3D method of Dawes (1988) identifies a flow separation not observed in the Q3D design, Dalbert (1993) 

A Operating point 

Figure 14: Radial compressor diffuser flowfield 
calculation with splitter vane at three 
operating points, Drtina et al. (1993). 

Another excellent example of the use of CFD in the 
design of axial compressors is the paper by Wisler 
(1984). Here a four-stage low-speed rig compressor is 
used to test unconventional aerofoil shapes which have 
been designed using CFD methods. The best profiles can 
be selected on the basis of performance measurements in 
the four stage rig and then reproduced in high speed 
compressors by using similar velocity distributions for 
their design. 

An area of compressor design which has benefited from 
the application of CFD methods is in the use of so-called 
end-bends to adapt the shape of the blade leading and 
trailing edges to the flow found in the endwall regions of 
the compressor. The initial designs of end-bends were 
mainly empirical and more careful analysis and design is 
required before such techniques can be applied without 
risk. Wadia and Beacher (1989) give examples of 
calculations using an Euler code on blades with end-bends 
and Robinson et al. (1989) describe calculations on 
conventional and end-bent stators using the Moore 
Elliptic Flow Progam, Moore (1985). More detail is 
given in Robinson (1991), where it is shown that the 
end-bend on a stator at the hub reduces the flow incidence 
onto the leading edge relative to that of a conventional 
stator, see figure 16. 

The work of Howard and Gallimore (1992) is of interest 
here in that they show how a conventional streamline 
curvature throughflow method can be adapted to include 
the viscous wall layers so that the true incidence and flow 
field in  the endwalls are already available in  the 
throughflow design to provide the boundary conditions 
for the 3D computation. 
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Figure 16: Predicted 3D flowfield in a conventional compressor stator and a stator with end bends, Robinson (1991). 
(Note location of stagnation point marked by a line on the profile leading edge). 
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5 . 3  Transonic and supersonic fa design 
The design of transonic fans also relies heavily on CFD 
methods and many 3D codes have been validated on the 
various NASA fan stages. Several authors have described 
the use of CFD in the design of fans for commercial 
aero-engines. Ginder and Calvert ( 1  987) describe the use 
of an S1-S2 system, Karamidas (1988) outlines the use 
of an Euler 3D code, and other authors make use of 3D 
Navier-Stokes solvers, for example, Jennions and Turner 
( 1993), Goyal and Dawes ( 1  993) and Rhie et al. (1993). 

Ginder and Calvert (1987) are, however, the only authors 
who have clearly described some of the design rules and 
criteria that can be used for an engineering assessment of 
the individual sections of a conventional high bypass 
ratio civil aero-engine fan on the basis of the predicted 
flowfield. Here the key criteria are precompression and 
unique incidence in  supersonic inlet flow, minimising 
the pre-shock Mach number in transonic flow and the 
distribution of camber to optimise the boundary layer 
development. 

For convenience Ginder and Calvert consider three 
separate fan sections across the span, close to the hub, 
near mid span and towards the tip, each having their own 
particular design difficulties and profile design rules, 
figure 17. In the inner region close to the hub they 
suggest an optimum design in  which most of the suction 
surface camber is concentrated in the first 80% of the 
chord, leading to a distinctly flat-backed profile. The low 
camber rate at the rear is carefully controlled to ensure 
that any boundary layer separation is concentrated towards 
the rear of the suction surface. The high camber at the 
front ensures that the throat area is large enough to avoid 
choking without too high an incidence setting and the 
rate of camber can be adjusted in the front of the blade to 
limit the peak suction surface Mach number. 

In the middle region of the blade the duty required poses 
more difficult problems. The inlet Mach number is just 
sonic and the required camber is large. Any attempt to 
avoid flow separation through low camber on the rear of 
the suction surface leads to high camber rates at the front 
which in turn cause high peak Mach numbers. Ginder and 
Calvert discuss several possible solutions and adopt a 
compromise solution for the camber distribution in  
which the camber is mainly concentrated in the mid-chord 
region. Neither the peak Mach number nor the extent of 
the flow separation are reduced to their absolute 
minimum. The solution adopted is examined for its 
sensitivity to the position of the shock and the amount 
of the camber in the mid-chord region is chosen to ensure 
that the position of the foot of the shock is not unduly 
sensitive either to operating conditions or to inaccuracies 
in the flow prediction. 

Near the tip of the fan the deflection required is quite 
small, the inlet Mach number is quite high ( ~ 1 . 5 )  and 
most of the pressure rise is caused by the shock. An 
important feature of the supersonic flow near the fan tip 
which may be used for blade optimisation is the fact that 
supersonic flow expands along a convex surface and 
compresses along a concave one. This gives the designer 
the opportunity to control the pre-shock Mach numbers, 

and hence shock losses, by suitable shaping of the 
suction surface to achieve a certain amount of pre- 
compression. The amount of pre-compression that can be 
used is limited by two factors. First, the more the 
suction surface is negatively cambered, the smaller the 
passage throat; this may cause problems of choking, 
especially when operating at part speed. Second, the 
negative camber in the forward part of the aerofoil must 
be made up by additional camber in  the rear of the 
aerofoil with a consequent increase in  loading and a risk 
of separation. Nor has the designer any choice for the 
incidence of the flow entering a supersonic cascade, since 
when the flow entering the covered passage of a 
supersonic cascade is wholly supersonic, there is only 
one possible value of incidence for a particular inlet 
Mach number, see Freeman and Cumpsty (1992). The 
solution adopted by Ginder and Calvert uses negative 
camber on the uncovered part of the suction surface to 
reduce the pre-shock Mach numbers. The boundary layer 
is predicted to separate momentarily near the shock foot 
and then remain just attached over the remainder of the 
suction surface. No further camber could be applied 
without causing separation of the flow. 

The difficult nature of the aerodynamic design of such 
fans can be seen from the fact that these authors consider 
only a single design point optimisation. In a real fan 
design, the off-design operating points also need to be 
considered with care to avoid part-speed choking. 

Three-dimensional codes can also be used for this type of 
optimisation, but in  the publications listed above, i t  
would appear that they have less resolution in predicting 
the detail of the boundary layer than the S1-S2 method 
described by Ginder and Calvert. It should, however, be 
noted that the Q3D method ignores the strong secondary 
flow that can occur in the rotor boundary layer in the hub 
sections, the spanwise flow that can occur in  the 
separated boundary layer downstream of the shock, the 
swept nature of the actual shock front and the tip leakage 
flows. 

Examples of the use of 3D methods are given by 
Adamczyk et al (1993), Jennions and Turner (1993) and 
Rhie et al. (1993). All of these authors present 
predictions of the characteristic curves of the NASA 
Lewis rotor 67 fan, using grids which are probably as 
fine or finer than those currently used for most design 
applications, (Adamczyk had 100,905 points, Rhie 
108,000 points and Jennions 328,937 points). The codes 
predict the pressure rise characteristics of such fans with 
reasonable accuracy, even if the absolute predictive 
accuracy of the efficiency level is not sufficient, figures 
18. This suggests that such codes can, with appropriate 
correction of the efficiency level, be used to predict the 
shape of characteristic curves. 

Two of these authors demonstrate the extreme sensitivity 
of the results to the tip clearance used, showing clearly 
the importance of examining the sensitivity of fan 
calculations to the tip clearance values. The improved 
understanding of the 3D flowfield that is possible with 
CFD calculations is demonstrated clearly. in the paper of 
Adamczyk et al(l993). 
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5 . 4  Axial turbine design 
Axial turbines have regularly been one of the first areas 
in  which new CFD methods have made a large impact 
and contribution to design. Turbine designers were the 
first to use blade-to-blade computations afor, profile 
optimisation, throughflow calculations for spanwise flow 
optimisation and 3D CFD methods for stacking 
optimisation. 

While it was still commonplace in compressor design to 
use standard aerodynamic profiles (NACA 65, double 
circular arc etc.) supported by extensive data from cascade 
testing, turbine designers rapidly moved into blade profile 
optimisation. They were helped by the fact that the 
turbine flow is mainly accelerating, which gives 
favourable pressure gradients and thin surface boundary 
layers (boundary layer displacement thickness of typically 
less than 2% of the flow area). This meant that even the 
very first 2D Euler calculations of the Mach number 
distribution were sufficient to provide a good estimate of 
the flowfield. 

The essential features of the Mach number distribution 
for a subsonic turbine blade are shown in figure 19. The 
leading edge of turbines is relatively thick but causes 
insignificant loss. The trailing edge can cause noticeable 
base pressure drag if i t  is too large, see Denton (1993). 
The flow on the pressure surface should accelerate to the 
trailing edge and lead to low loss production, although a 
small region of diffusion near the leading edge may be 
difficult to avoid. The flow on the suction surface 
accelerates fairly rapidly over the first third of the surface 
to the throat, followed by a more gradual acceleration to 
maximum velocity at the throat. The losses in  this 
region are low because the presence of the favourable 
pressure gradient ensures that the boundary layers are 
laminar. In a subsonic profile, downstream of the throat 
the subsonic flow is decelerated over the convex surface 
and conventional diffusion criteria limit the amount of 
turning that can be achieved. 

In a transonic turbine the flow continues to accelerate 
beyond the throat to produce additional turning. Shock 
waves occur around the throat and the downstream shock 
strength is affected by back surface deflection, trailing 
edge thickness, trailing edge wedge angle and suction side 
contour downstream of the throat. 

Detailed rules for turbine profile design with controlled 
boundary layers are given by Hourmouziadis (1989) as 
follows: 

Minimise boundary layer thickness .at trailing edge. 
Minimise trailing edge thickness. 
Avoid separation upstream of the trailing edge. 
Select the highest pitch possible. 
High acceleration of the pressure side upstream of the 
trailing edge. 
Delay transition on the suction surface as long as 
possible. 
Use suction side acceleration to control transition. 
Force suction side transition early enough to ensure 
reattachment of a bubble. 
Limit suction surface diffusion towards the trailing 
edge to keep the flow attached. 

0 015 1 

Laminar boundary layer Boundary layer 
zone \n 

Laminar 

\ Separa tion bubble 

Figure 19: Mach number distribution for a turbine blade 

The overlap with the general rules given in section 4 is 
apparent . 
Another area of interest where turbine designers made an 
early use of CFD to improve designs was in the 
development of so-called forced vortex turbine designs, 
see Dorman et al. (1968). The use of streamline curvature 
throughflow techniques allowed turbine designers to 
move away from earlier free-vortex designs to forced 
vortex designs. These designs used the swirl and work 
distributions to control the radial distribution of the flow 
to avoid low reaction in the turbine roots. By increasing 
the reaction in the root, the pressure drop across the rotor 
root was increased and this avoided adverse pressure 
gradients and associated flow separations and losses. 

Yet another first for turbine designers was the move to 
fully 3D designs of blading, in which blade stacking 
effects have been used to redistribute the flow across the 
annulus, giving a change in the radial distribution of 
flow parameters, and possibly a reduction of secondary 
flows, see Hourmouziadis (1989). An example of the 
optimisation of the stacking of a turbine blade is given 
in figure 20. This example is taken from a recent design 
calculation for a Francis hydraulic turbine (a radial 
machine), using the Euler method of Gode and Rhyming 
(l987), see section 5.5 below. The Euler method is very 
sensitive to the spanwise flows due to variations in the 
spanwise distribution of loading and shed vorticity. 
Figure 20 shows the effect of two different stacks of 
similar blade shapes on the streamline patterns close to 
the blade surface, Gode and Sebestyen (1994). In reality 
the strong spanwise flows near to the surface would be 
less than those calculated by a Euler method because of 
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Figure 20: Effect of change of blade stacking on the spanwise flow in a Francis turbine, Gode and Sebestyen (1994) 

the boundary layers, so the Euler method provides a 
sensitive tool for minimising these flows to optimise the 
stacking. 

Unlike compressors, turbines have low endwall boundary 
layer blockage, and multistage CFD methods already 
offer a sensible approach to the axial matching of 
multistage turbines. An example of a recent multistage 
turbine calculation using the code of Dawes (1992), is 
given in figure 21, taken from Dalbert and Kmecl(l994). 
This calculation used 176,841 grid points and required 8 
days and 6000 times steps to achieve convergence. This 
type of calculation can only be used as a final check of 
the design and is not yet quick enough to be part of the 
iterative design procedure. 

An aspect of turbine blading design that is beginning to 
receive attention with CFD is the flow in shrouded 
turbine blades, and the associated interaction of the the 
discharge flow from the seal clearance and the secondary 
flows. The Dawes unstructured code (Dawes (1991)) 
appears to be suitable for tackling problems of this type. 

5 .5  Radial turbine design 
The success of highly-loaded axial turbine designs i n  
recent years has displaced radial turbines from many 
applications, but in hydraulic machinery radial turbines 
of the Francis type are still the preferred solution for 
medium specific speed applications. Some examples are 
presented here of the use of the above design rules in 
hydraulic turbomachinery design. 

Until recently a very empirical approach to the design of 
Francis turbines was used, with little if any detailed flow 
calculation involved. Despite the limitations of the 
empirical techniques, hydraulic efficiencies in the region 
of 93% to 94% were commonplace. These classical 
techniques have now been replaced by more modern CFD 
Euler based methods, see Eriksson et al. (1984), Gode 
and Rhyming (1987) and Keck et al. (1990). The first 
applications of these techniques have proved highly 
successful, increasing turbine efficiencies by over 1% and 
more or less eliminating unwanted cavitation 
phenomena. 

The use of an Euler method for these calculations means 
that detailed boundary layer considerations cannot be 
taken into account. Nevertheless, various criteria have 
been used for the interpretation of the CFD flowfield 
results. Figure 22 illustrates the calculated static pressure 
field of a Francis turbine runner; this has been 
highlighted in regions below the vapour pressure of water 
to identify the possible occurrence of cavitation 
inception. The Euler method used in conjunction with a -  
blade geometry generator allow fine control in the design 
process over the surface static pressures and this now 
means that cavitation occurs more or less simultaneously ~ 

over the whole blade trailing edge. Earlier designs were 
not optimum in this respect and were often prone to local 
areas of low pressure with early cavitation onset. 

The main improvement in performance has come about 
through better control of the flow angles downstream of 
the Francis turbine runner. The Euler code is able to 
predict the flow exit angles with some precision, whereas 
earlier empirical methods were prone to error, Gode and 
Cuenod (1989). It is now possible to design the turbine 
with a specified swirl in the outlet flow (not necessarily 
zero swirl for reasons of stability at off-design operating 
points), see figure 23. Earlier designs tended to have 
either more swirl than intended, or an uneven distribution 
of swirl, leading to a strong vortex in the draught tube. 
Since one of the largest components of loss i n  such 
turbines was the leaving loss, the use of an Euler CFD 
method has been able to reduce losses and improve the 
performance. The Euler code also allows the leading edge 
of the blades, which are typically curved in two planes, 
to be accurately aligned with the inlet flow direction. 

CFD has also contributed to the design of other flow 
elements of Francis turbines. Calculations with the 
commercially available Navier-Stokes code TASCflow 
have been used to examine the flow in  the turbine 
draught tube with and without a splitter vane (Drtina et 
al. (1992)). The same code has been used to aid the 
understanding of erosion due to the passage of sand 
through a water turbine, making use of particle tracking 
techniques (Drtina and Krause (1994)). 
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Figure 21 : Multistage CFD calculation of a turbine, Dalberi and Kmecl (1994) 

Figure 22: Predicted cavitation inception in a Francis 
turbine 

Figure23: Downstream swirl in the outlet flow of a 
Francis turbine 
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6 .  USE OF CFD IN AN INTEGRATED 

It is important to realise that a CFD code cannot stand 
alone i n  the engineering design process for 
turbomachinery. For their most effective use i n  
turbomachinery blading design, CFD codes need to be 
part of an integrated design system, such as shown in 
figure 1, comprising a number of key elements such as: 

Fast and accurate preliminary design techniques. 
Blade and annulus geometry generator. 
Automatic links to mechanical and stress 
calculations. 
Automatic grid generation for the CFD codes. 
Validated, robust and user-friendly CFD methods. 
Calibration of CFD methods on test cases that are 
well understood. 
Effective graphical processing of the CFD results. 
Designers with experience of the limitations of the 
methods. 

DESIGN PROCESS 

Simple, fast and reasonably accurate preliminary design 
techniques, coupled with flexible geometry definition 
methods and automatic grid generators, are crucially 
important in  the design process. These permit the 
computationally intensive Navier-Stokes methods to be 
used as 'numerical wind tunnels' to verify the design 
rather than to be wasted in the process of generating 
suitable designs. 

There are two ways in which the computational effort of 
Navier-Stokes methods may be reduced. Firstly, the 
knowledge gained from earlier 3D calculations should be 
incorporated into the simpler tools and rules used in the 
design process to avoid the need for hours of expensive 
computational effort for every design change. 

Secondly, it is often worthwhile examining the computed 
CFD results before complete convergence has been 
attained. Errors and unwanted features in the flow often 
show up even if the flowfield is converged to engineering 
accuracy and time can be saved if the geometry is changed 
as soon as the calculations show it  already looks bad - 
convergence to an optimum geometry can then take place 
together with the convergence of the program. The use of 
unconverged solutions may, however, be dangerous in  
some situations and should be done with care. 

The value of high quality graphical output, both as an 
engineering tool and as a marketing aid (CFD = colourful 
fluid dynamics), should not be underestimated. 

7 .  CLOSING REMARKS. 
Despite the enormous progress in CFD methods over the 
last two decades, there are still some important aspects of 
turbomachinery design that CFD is not able to cope with 

Calculating the performance of a turbomachine with 
sufficient accuracy to eliminate the need for any 
further testing. 
Providing solutions to two crucial problems of the 
compressor designer - the axial matching of stages in 
a multistage axial compressor and the matching of the 
impeller with the diffuser in a radial compressor. 

(yet): 

Predicting boundary layer transition and flow 
separation with the necessary engineering accuracy for 
an accurate estimation of losses. 
Analysing and interpreting the predicted flowfield in 
terms of the probable sources of loss and the risk of 
the design. 
Eliminating the need for well-trained experienced 
turbomachinery designers to interpret the flowfield 
results, weigh up the conflicting engineering 
objectives and work out what to do when a new 
design doesn't quite work as it should. 

Although there is still a lot to be done, CFD has already 
made a large contribution to our understanding of 
complicated turbomachinery flowfields. When used in  
combination with the design rules described in section 4, 
it has also increased the confidence with which new 
turbomachines can be designed to meet their performance 
objectives. The future of CFD in  tubomachinery 
aerodynamic design is assured. 

Several current CFD research developments are likely to 
strongly influence the use of CFD in the design of 
turbomachinery during the next decade. These are the use 
of multi-blade-row non-steady computations, the 
application of inverse methods, the computation of the 
interaction between the main flow and leakage flows over 
shrouds and clearance gaps, and the examination of 
unconventional geometric features such as non; 
axisymmetric wall contours and sculpted and leaning 
blade surfaces. 
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1') INTRODUCTION 

The design of titlvmicccl t.nrl)om;ichincry compoiic:nls 
hils lo mecl. ever more tlem;intliiig rcquircmcn1.s. I-Iighcr 
parformancc must. IN reached within shorter design cycles 
iintl t i t  lower cost. Aml)il.ious ol)jccl.ivcs of wciglil., 
com plcxi ty iilitl man u filctnri ng costs rccluction le;itl to lowcr 
(.lie number ofst;igcs i i n d  thus 1.0 incrwisc shgc loiitlings. 

For compressor ;ind tnrl)inc clcsigners, this implics 
the cq)irl)ility lo control tho very complcx flow I)hcnomcii;i 
occurring in highly loirtlctl stages, i n  ;ill t h c i  ol)cr;it.ing r;iiigc 
of the component, e;irly in the programme. I3csitlcs 
aorotly na mic per form ~iiiccs, the aggressive design of 
atlvancetl, fully 311 blaclcs also requires iiii ciirly focus on :ill 
thi: iisl)ecl,s related 1.0 engine integrity : l)l;idc flutter, forced 
response, tmrbinc l)lii(le and disk cooling efficiency ;is 
c xi1 ni pies. 

Up 1.0 (.he end of tlic 70's, most. of h c  tlcsigii :ind 
opt.imistil.ion process relict1 on :in cmpiric;il appro;ich, which 
m(!ilnl. A very largc nnml)cr of tests. The ;ill-cx~~c~riineii~.;iI 
op1,imisatinn strateky was very timc ; t i id cost consliming for 
two rciisoiis al. I C i I S t .  lsiich ileration implied ;ill the ph;i 
from tlcsigii lo mmuf;ictirring, iiis(,rrimen(.:il.io~i : in (  
kst.ing. Secondly, tlcfntrmiiiing what. muxl. I)(! improved i n  
the design required heavy insl.rumcn(.;il.ion on c;ich 
component, in order to identify (.he "hiirtl spots". 

For these reasons, Snccma sl.;irled very ciirly la h k c  
iitlv>1iil,ii~(! of tho fast-growing of computer power a n d  of the 
coiicn rrc n 1, R dv:i nces in Com 11 11 1,:i ti0 n R I Id 11 i tl Ily n am its. 
'I'hc iisc of CF1) lnols in the design mcl.hatlalo~y h;is 
hroii gh 1, in ;i,ior imp rovc mcii 1,s in (.lit: i krii tivc nptini is;it.ion 
proccss of each component. 

An iitknipl, 10 summarise this conl.ril)ut,ioii could use 
1.hn following keywords : fiiskr rcsponsc, bro;itlcr rango of 
H I  1.0 rn ;I live solutions, be t k r  tlcscri ption of flow corn plcxi (,y. 
I II (lee ( I ,  every com pii htion notlc i n  :I ii umcrical si m ii Ii i  (.ion 
is iilso a "mcirsuremcnt" notlc, which ;illows ;in c:isy ; inc l  
comprchcnsive analysis of the flow prctlicl.ion. 

But iinfortuniiLcly, CF11 is far from faithfiilly 
reproducing rcality yet. ICvcn wi1.h thc power of thc mosl. 
recent. super computers, simulation ciij)abilit.i~s still tlepcntl 
on motlcls or are limited lo component parts. 'I'hc 
computation of a complete miiltistage high prcssnrc 
compressor with 311, unsfr?atly and viscous, small sc;ilc 
phenomena is oiil. of reiich for 81 long timc yet.. So the mijor 
challcngc for both tlic engine component tlcsignor ;ind the 
CFI1 mct.hocl tlevclopcr consists i n  infegr:il.ing ncw 
co m p ti tal. ion a I me tho (Is, with the i r (:iil)iil) i I i tics 11 11 tl 
limitations, in the tlcsibw proccss i n  ii fiist, safe rind 

ay. I h r y  new mcthotl brings ncw answers, but 
nc!w clncst.ions. The most obvions risks in using 

;I ncw, more powcrfiil tool are cit.hcr misiintlcrs(.;intling or 
overoptimistic confitlcncc in the resulb. 

Presented at an AGARD Lecture Series on 'Turbomachinery Design Using CFD', Muy to June 1994. 
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A const;inl effort must be tlctlicatetl to me1,hotls 
comparison, vtilitliition ancl calibration. This means in 
piirticu I a r 1.h at he iivily ins tr itme n te tl rigs, re prcsen ta tivc of 
real engine component he iisetl to protlticc a validation 
tl il l a  -b iisc. 

At. Snecmii, ii strong interaction between compressor 
i i ~ i t l  t.nrhine designers and CFII tools tlevelol)crs iillowctl :in 
ciirly use of aclvancctl mct.hotls in tho design process : 311 
I3ulcr in 1984, Qriilsi-311 Ntivicr-Stokes in 1988, 311 Navier- 
Stokes in 1992. Most of the CI’D tlevelol)ments have been 
untlertakcn in close co-operation with research 
liihoratn)ries, iintl especially with the ‘I’heoreticiil 
Acrotlyniunics Division and Energetics Division ill. Oncra. 

This paper will present. the numerical basis of 
currently used CFD cotles a t  Snccma, as well ils the 
comhinetl cfforb to rlcvclop homogeneous and user-friendly 
pre a n d  posf.-processors. Then the applications o f  CFI> tools 
will he I)resentetl for both compressor ancl t.url)inc hI:ide 
tlesip. Comparison with experimental results will show 
the prediction ca~)iibililics of different methods. I’inally, 
conclusions will be drawn on the current. w e  of CFl) tools 
in t.he tlcsigii methoclolo~y. Now directions for improvcmcnf. 
will he tliscussctl. 

2’) OVERVIEW OF CFD TOOLS DEVELOPMENT 
AT SNECMA 

2. I CODE I>EV13110PM13NI’ ANI) INI)US’I’RIAI,ISA- 
‘I’lON SI’RA’I‘l3C:Y 

For more than 25 years, Snecma has been heavily 
investing in hriiltling design systems which henelit, from the 
latest, ;itlviinccs in CI’D fachniques iintl existing comput.er 
technoloby IKaratlimiis, 891. Althongh much is heing done 
in such fields as comhwtion, enbGne/airplane integration, 
air intakes, exhaust systems or iicoustics, this paper will 
only focus on appliciitions to compressor antl turbine 
tlesi km. 

‘I’he iiim of ;dl efforts dedicated lo CFD dcvclopmonts 
is to increase the capability to accurately simulalc the very 
complex flows encountered in a turbomachine, i.e. thrce- 
dimensionill, compressible, par1,idIy siipersonic, viscoiis, 
t.iirhiiIcnt flows. Other major ;ispccls concerned are 
fluitl/striicbiire interaction involved in hlatle flutter or forced 
response ~)henomena, or fliiitl/solitl surface heat transfer in 
turbines antl internal cavities. Ohionsly, such an ohjecbivc 
sounds like a Sisyphean Liisk, and a correcl. and complete 
simul;it.ion o f  the flow through a whole mnltistage I-IP 
com~)rcssor woiiltl demand computing power far beyond 
what exists toclay or what is foreseeahlo in the mid-term 
fntmre with pariillel super computers. 13asically, the 
computing require me n 1,s for ii given sim ul ation (le pent1 on 
(.WO milin choices : 
- ‘I’he level of motlelling, i.e. how tlcep into details (lo we 

want 1.o go, or in o1,hcr words how re;ilist,ic do we want. 
(.he com 1) ti t,ii tion ? 

- The size and coml)lexily o f  the physical domain to be 
coml)ritctl -from 211 bliitlc-t~-l)l~itlc to whole compressor 
or tnrbine-. 

So the quest.ions th;it, wise when tloding with (.he use 

Al. ii given time, whal. kind of physical motlelling can l)c 
siicccssfnlly computed on the late generation of super 
coin pi1 k r s ,  on which gcomc 1.rical (loin iiin, ;it wh i i t ,  cost., 
in terms o f  time tint1 money ? 

Which kind o f  design iipplications can be foreseen using 
this mctl.hotl, wit,h which level of confitlcnce ? 

In  which wily must the tlcsibii met.hotlolo~y lie motlifietl 
lo siiccessfiilly and efficiently intcgrtitc the new tool ? 

of CIW tools in the design process arc :is follow : 

1) 

2) 

3)  

For the industry, the answer to the first question 
comes from close cooperations with different research 
partners, and requires ii pcrmmcnl. foresight. o f  computer 
IcchnoloLy breakthroughs ancl availability, as well a s  new 
tlcvclopmcnts in numerical techniques. In many C I I S C S ,  
Snccma ~)layed ii leading role in inciting new research 
work. Cost. cvaliiation is a key point. The fast cost tlecrcase 
of a given computing power leiids 11s to carcfnlly choose the 
right. time for acquiring new compt ing  capabilities : too 
ciirly is expensive, too Iafc means using tools (,hat. arc 
poorly competitive. This hilliincc is a challenging problem 
for c n g n c  manufachrcrs who heavily depend on their 
computing, CAI) antl IIa1.a I3ase Mmagement Systems in 
the design process. 

r ,  1 he second question Ciin he translated in farms of 
mcthotl accuracy, rcl i ability an  tl limi ta lions. These aspects 
will 1)c tlisciissctl in more tlet,ails in the sections tletlicatctl to 
compressor and turbine t les ip .  Let 11s only mention here 
t.hiit. component design can take no advantage of advances 
in CI’D techniques without atlequale experimental tliita to 
vnlidate iintl calibrate iiew generation cotles. This means 
[.hat. combinotl cfforls are tlefinitcly neetled in designing, 
m;inufactnring, inst.rumenting antl testing experimental 
rigs ciipiible of bringing ever more &tailed and reliable 
informalion on flows in enginc-hkc componenls. In fact, it. 
miis(. hc c m p h i i s i ~ ~ t l  thiit (.he IISC of CFI) in acro-enLInc 
design shrongly depends iipon the improvcment.s in 
mcasiircment kchniqucs, in order la have access to tho 
siimc tlei.;iiletl level of investigation as t h a t  o f  CI’I) (e.g. 
secondary ant1 unstcatly flows). I)iita acqiiisition on real 
engine coml)onents is important. :is well, but. it cannot he 
consitleretl sufficient, since the constraints specific to 
engine ( Ies ig make it tlifficult to implement enoiigh 
ins(.riimcnt~i(.ion to tlirect.ly validate atlvancctl CI’II tools. 

The third point is a clelicals miitkr. Up to this 
decisive stel), only code tlcvclopcrs familiar with 
computal.ional lechniqucs have heen involved. ‘I’he finill 
objective here is to move from R solver to ti tool t h a t  can he 
hiintlletl hy tlesibmers who are not CFI) specialists. To reach 
this objective, iitltlif.ional work is required to inteLTak the 
new code in a framework that  is riser-friendly. Simplo iiser 
rules mus t  help the tlesiper to feel comfor1:ihle with 
iitlviincetl tools, which hring new answers hut, also question 
inn re tr  a tli tin i i  R I  tlesign 1) rocc t lu re . 

Wibhin Snccma, this Iiroblcm is t,ackletl through the 
;issociation o f  researchers antl component tlesipers within 
(.he same enl.il.y. CFI) tlevclopers are thus  spre;itl in 
different, tlepiirt.men1.s such 11s Compressor Aerodynamics or 
Turbine Aero&Cooling. This allows component designers to 
be involved early in the valitliil.ion antl intlustriiilisa1,ion of 
iiew cotles. Once the code is in service, CI’D developers can 
iissisl. users in real time. A strong coordination guarantees 
the nccess:iry syncrby het.wcen the tlcvclopment~ 
untlcrl.;ikcn within each tlepart.men1.. 

’The import.;incc o f  prc iitltl I)ost. processors must. he 
underlined here. 13cyoncl the computing time required for 
(,he ciilculal.ion itmlf, these can he (.he l i m i h g  steps in (.he 
~)rocctlure. l’re- proccssiiig consists in mesh gcner;ition antl 
ini1,i;~Iisi~tion. Mesh generation h a s  been fully ;iutomiifctl, 
with ii few ~)ar:imet8crs t.h;il. ciiI1 110 rctlefinetl interactively 
1.0 ;idiil)t to ii given hlade passage geometry. Initialisation is 
tlirccl.ly I)rovitletl by t.hrorighflow diit;a for steady 
compiit,iit.ions. Some atlaptiitions may he necessary near 
c!ntlwalls ancl iirc tliscussctl in section 3. Atltlit.ionaI inpiit.s 
tire h k c n  into accoiinl. for unsl.ca7tly calcrilations, like l)ladc 
viI)riitioii motlcs for flii(.lcr simulation for inst.:ince. 

‘I’o he efficient, post-processing tools must offer 
scvcriil I(!vt!ls o f  invcs1.igal.ion. A st.r;iiglitforw;irtl, hatch tool 
is necessary to have fast. iinswers even from heavy :{I> 
Niivicr-Slakes compril.:il.ions. This is particiilarly 
convenient. in piiramet,ric st.utlies iirontitl R configurahn 
c:losc (a (.he f int i l  one. It. provitlcs spanwise tlistrihiition of 
stiintliirtl flow quiiiil.il.ics, or prcssrirc tlist.rihntion on hlatle 
profiles. 13111. a tlccpcr a n d  int.criicl.ive invnst.igiit.ion may he 
necessary, wi 1.11 slron g 3 I> visiia lisa lion ca piihil i lks.  At, 
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Snecma, the solution consists in the combination of in- 
house, motlular tools specific to turl)om;ichincry 
i~p~~licat ions iintl of : I D  visiialisiibion software from vendors. 

From :I gencriil point of view, a new application is 
consitlcrctl oi)er;itional once the cornplck cycle of prc- 
processin g, coin puts tion, post-processin g and concl nsions 
ciin be executed within 21 hours. Witit means i n  piirtici~lar 
thiit (.he ciilcrilation itself can he rim overnight. 3D shady  
Navicr-Stokes iipplications for instancc have hccn 
imolcmenlstl in this way in tho tlesigm procedure in 1992. 
Since this entry into service, more t h a n  a tb~iisiintl 
c:ilci1liitio11s Iiavo hecn pc!rformctl for design p~rposcs .  

2.2 MAIN I’EA’I’UIEES 01’ COMPIEI3SSIBLE I3ULEIE 
ANI) NAVl ER-S‘I’OKES SOLVERS 

2.2.1 ‘I’OWAKDS CODE COMMONALI‘I’Y 

In the 70’s and the eiirly SO’S, different cotlcs have 
bccn tlcvcloi)ccl scpiiriitcly for cliffcrcnt. applications. The 
poor memory ciipahilities of the coml)iitors i)ut severe 
rcstrict.ions on code structnrc. CPU time considerations lctl 
ta a tleel) optimisation of the softwiirc. coding in ii single 
tlircc1,ion. So each code would live its own life, would be 
tletlicaktl to a given application iincl would include its own 
simple prc antl post processors. 

The o 11 lstan tli 11 g tlevc lopme n t of com 1) ti k r lech nolo 

0 
in the 80’s ant l  the ;itlvanccs in numerical tcchniqucs made 
i)ossil)lc ii large numl)er of new applications for CI’I). For 
tho intlustriiil user, this led to the obvious necessity to 
striichrc the new tlcvclopments from R globill point of 
view. ‘I’hcrc arc two milin ol)Jcct.ivcs. Firstly, all 

.’ ;ipplic;it.ions, either st.eacly or unste;itly, 2 D  or 3D, inviscid 
or viscous. must benefit from work on anv of them, in order 

~I 

tri  save t,ime and money. Secondly, th; amount.  of work 
necessary to maintain the cotlcs and supl)orl. nscrs musl. he 
kcpl. i l l .  ii rcasonahle Icvcl. 

Nowiitliiys, most. of Snccmii solvers for comprcssihlc 
flows share (.he same modular coding and the same 
numerical basis, which will I)c tlescribctl hcrcafkr. This 
situa1.ion makes  (.he irnplcmcntiilion of atlviincctl niimerics 
fmt iintl easy for ii hroad riIl1gc of itppliciibi~ns, i.e. 
compressors, turbines, air intakes or nozzles. It. is 
notcwor1,hy that. most. of the numerics prcscnl.ctl here apply 
tLi inviscid or viscous, stcatly or nnsteatly simnlations. 

2.2.2 NUMEIEICS ANI) MOI)EI,S 

‘I’hc most. recent tlcvclopmcnts at Siiccma are the 
results of a long time c:o-opcr:ltion with ONEltA which 
startntl in the 70’s [Vcuillot., 751. 

The general trend since then has been tu move from 
2 I), s1.c a tly , i nvisci tl h1 :I tlc - to -1) I a (le corn 1) 11 ta tin ns tu 3 I), 
uiistc:idy, viscous simulation, I A : ~  11s Just. mention in Ihis 
section parallel work on  other topics of great inlore 
a s  1,hroughflow mcthotls or inverse mctthocls, which will he 
shortly prcscnktl in section 3 and 4.  Most of the 
al)i)lic:ltions that  will he prcsenktl for compressor an t l  
turl)inc analysis are now hasctl on the following numerical 
I) ii s i s. 

‘I’hc techniqicc used to solve comprcssililc flows is ii 

fii1it.c volume, time milrching technique ill)\)licd on 
multihlock structured grids. Structiiretl Bids arc well 
adap1.c tl 1.0 l)la~lo -to-I)latlc geometries which I)rcsctnl. a 
simple ( 0 l ) O l O ~ ~ .  ‘I’hc mu~l.i-tlom;iin approach offers ii good 
compromise in order to benefit. from st.ruct.ured grid 
simplicity iind yet guarantee satisfactory qnalitics in terms 
of mesh regularity and or1.hogonality. ‘I’hc numericid 
scheme includes two slsps : :in cxl)licit integration scheme 
and an implicit stop. Several explicit schemes can he used : 
a 1 or 2 ski) Lax-Wentlroff-Ni scheme, presented for 
insl.iince in (Camhier, 891, or a Jamcson-type SII~ICC 
tliscrctimtion comhinctl with a 4 step liungc-Kutta time 

integration scheme. In both ciiscs, those ccnkrctl schcmcs 
have a second order accuracy when solving I3uler 
equations. For simplicity purposes, ‘I’hommcn’s idcti 
(‘l‘hommcn, 66)  is used for Navicr-Stokes equations, lciltling 
ln ii first ortlcr accuracy in viscons reb6ons. An acltlitional 
niimcricd tlissipation has heon tlerivctl from Jamcson 
[Jamcson, 81 1 to ensiirc the stahilily of the explicit scheme 
in presence of flow discont.inuities. For steady 
compiit;itions, ii local time-stepping technique is usctl. 

For some time, :I miil1,igicl technique has hcco 
imi)lemcnktl to sibmificantly improve the convergence 
spcctl of the algorithm ICouaillicr, 891. Since 1991, an 
Implicit Itcsitl~iil Smoot.hing lochniquc proposed by Ixriil 
[IA>rilt el. al., 82 ; licrat, 85) antl applietl to lurbomachinery 
cascs by Chima and Yokota [Chima, 881 has Iiccn preferred 
[ Vuil lot, 93). 

AI I boun tlary contli lions i i r ~  im posed through 
co m pa ti I) i I i ty ob 1.a i ne tl char a c k  r is tic 
relations, a s  well a s  s~~b-tlorniiin matching [Viviantl, 781, 
(Camhier, 831. This approach is particularly efficient for 
11 nslc ii tly c i ~  Icu I a lions. 

e q 11 ii lions from 

Bccausc of its cflicicncy, this nnmcrical I)asis has 
been widely implcmcntcctl in most of skatly and uns t cdy  
solvers used for compressor and turbine al)plications. I’or 
31) shady  computations on compressor hlatles, Ihlcr  
solut.ions on a typical 20 000 points mesh require only 2 
minutes on A Cr;iy-YMI’ single processor. Using the 
stmtliirtl mixing-length turbulence model tlescribed 
here>ifkr, Navicr-Stokes compii1;ations need iib0t11, 1 500 
ikr;itions to reach a satisfactory level of convergence, 
which represents approximately 5 hours on the same Cray- 
YMl’singlc processor with a 800 000 notlc, I-1-0-1-1 grid. 

IGgurc C.1 shows the convergence history of a 311 
Navicr-Slokes computation on a transonic rotor blatle of an 
1-1 I’ comyrcssor, using two crikria : flow rate convergence 
iin tl rcsid uals evolution . 
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Fig. C. 1.b : Convergence history on a trimsonic rotor : 
I I resi tlualsl IL2 

I .  I hcse cotles iire highly vcclorizctl. 31) Niivier-Stokes 
solvers are parilllelized on Cray computers with a 
reasonable sl)cedul) of 1.85 on two processors antl 2.6 011 :j 

13cforc moving to compressor antl turbine 
applications, ii final word must be said on turbulence 
modelling for Niivier-Stokes solvers. The cotlcs which ;ire 
currently used totlay for tlesibm application use the 
algebraic turbulence model proposed by Michcl el. al. 
[Michcl, 691. 

The use of iin aIgebr:iic t,urbulence model guarantees 
good code robustness, with a reasonable accuracy, even if 
the extension of such a model to 311 iipplications requires 
special care to account for the influence of several w d l s  
(blatlc, h u b  antl casing). 

The general discussion on t.url)olonce models ticctlrilcy 
is beyond the scope of this paper. Nevertheless, there are 
scvcriil practical limitations to the use of iilgebraic models 
in compressor antl turbine environments. The first one 
comes from the necessity to tlcscribe each boundary layer 
with respect to the distance from a wall, which makes its 
use rapidly difficult when the geometry of the 
computational domain is complex, like in clcar;inces or 
cooling channels. The second one is their inability to take 
info account free-stream turbulence, which is important in 
m n I 1.isl.a ge com ponen 1s. 

I ,  I wo-equiitioii transport motlcls like the k-E model 
tlevelopctl by Jones antl Liiuntler IJones, 721 cm provitlc ti 
solution to the two limitations. Solid surfaces tire only 
taken into acconnl. using bountliiry contlilions on k and E, 
and the model is suitiible for imposing free-strcam 
t.urbulcncc conditions at. inlet.. But this motlcl is far less 
robust. than  :in algehriiic model and more tlifficult to 
initialise. A lot of cotlo clevclol)crs overcome this tlifliciilty in 
using cntlw;ill functions iiistc?iitl of a tlircct comput.iit.ion of 
the inner part o f  I)oiintlary layers. This makes the 
compiit.al.ion easier antl fiistcr because it requires less grid 
nodes, and iillows larger cell size a t  solid willls. 

I lowevcr the general experience concerning this 
approach shows thilt the motlcl accuracy is poor either with 
strong adverse pressure gradients leading tn separation, or 
when computing heat lransfer a t  cndwalls. In consequence, 
Onera antl Snccma prefer the low-Reynolds number 
correction of the k - E  model near solid sorfiices [Jones, 731 
for compressor antl turbine applications. This moclcl has 
given very accnrate results prediction of a complex 311 
shock-wavc~oiintlary layer interaction [Cahen, 931. A large 
effort is now under progcss lo turn i f .  info an industrial 
tool. 

3O) CFD APPLICATIONS ON COMPRESSOR 
DESIGN 

3.1 I3VOI,U‘I’ION 01’ I1ESIC;N I’HOCEDUKI3 

The cficicnt. integration of new computational tools, 
with increased simulation capabilities, is a real challenge 
for the industrial tlesigmcr. To benefit from the fast iltlvtlnce 
in CIW tlcvelopments, it is necessary to constantly adapt 
Ithe design methodology and procedure ;iccortling to new 
simulation ciipabilitics. In January 1990, I~iikhetti antl 
‘I’houraucl I)rcscntetl a Methodology for atlvancetl core 
compressor tlesigm [l’dchctti, 901 which already 
omphiisisctl the importance of atlvancctl CI’D methods ancl 
[,he improvomcnts they brought in tlcsiping core 
compressors. Karatlimas [Karatlimas, 881 antl more 
recently 13rochet [ISrochct, 931 tlemonsbraktl the usefulness 
of 311  Euler solvers in designing high bypass ratio fans for 
commercial engines with high efficiency at. cruise antl 
required thrust ill. 1.akc-off. 

0 

In all these cases, the methodology used coiiltl be 
summarised hy the following diagram (fig. C.2). The 
I)rocctlurc wiis rather linear, with rcgul;ir feedback from 

’. 

i.he different steps. 

Alrfoil dedgn I Blade geometry I 1 
I _._I 

3D VISCOUS analysls 

1 I 

- 

DESIGN 

- 

ANALYSIS 

Stgbllity mdysls L=+ 
Fig. C.2 : Classical (Iesigw procedure 

This tliiigam points out. the key role o f  3311 I3iiler and 
Quasi-311 Nnvicr-Stokes solvers in the malysis process, 
allowing a reill optimisation of the blatlc shiipe hefore any 
testing. As i i n  oxample, the fan of the CI’MRG-5C which 
powers the Airbus A340 wiis tlesignetl using this set of 
lools. With ii lip Milch number of 1.55 antl a mid-spiin 
shroud, this fan cxhibilcd ii high maximum efficiency of 
0.905 very early in the programme. This powerful approach 
was successfully extcntlctl tu the design of counter rotaling 
high speed propellers [Nicoutl, 891. A set of hlatlcs tlcsipetl 
iit. Snecma was miinuf:icturctI i i n t l  tasted in tho Oncrii- 
Motliinc? 1 ~ ~ 1 .  facility. The mc;isuretl pcrformilnccs were very 
close io the aero iidid)iiti(: efficiency objective of 0.925 a t  21 

flighl. Milch number of 0.78 wi1.h the very first vcrsion of 
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Inverse throughflow method (streamline 
, Endwall & clearance effects, radial 

Direct throughflow compuk 
, Secondary flows, radial 

the hlatlcs. 'I'csts could be rim at a high flight Mach 
niunher of 0.9 withoiit sipificant; loss in pcrformancc. 

A major new stel) has been m;itlc in 19!)2 with the 
inkp-ation of a 31) Navier-Stokes solver in the design 
procedure. This generation of cotlcs brought. the capabili1.y 
t.0 directly take into account. both 31) antl viscous effects 
which were t.rctatetl separately in the previous procetlure. 

The practical use of this solver is tlescrihetl below. Tho 
incidence on the design procctliiro is different tlcpentling on 
the application. For fan design, the relatively small nnrnhcr 
of tlcpees of freedom in flowpath definition allows a rather 
sequential process which remains similar to the diagram in 
fig. C.2. 'I'he major change consists in replacing 31) Eulcr 
:incl quasi-31) viscous analysis with 3 D  Navicr-Stokes in 

curvature) 
mixing 

tion 
mixing 

the hIii(le gcomebry antilysis step 

method (supersonic airfoils) 
. Quasi-3D Navier-Stokes 

3D Blade shape 

r 
/+ 

3D Euler & 

As far tis multistage compressors tire conccrnctl, t.hc 
change in the procedure itself has been much moro 
significant. To fully benefit from the cap;ibilit.y of 311 
viscous simulation, preliminary blatlc t les ip  is I)erformctl 
(luring (.he initial flowpath definition to suhstan1.iate (.he 
princip;il choices basntl on past, experience and corrcl;il.ions, 
e.g. stage lo;itling clist.ribution, tlegreo of reaction, spanwise 
work tlistril)ittion. Fig. C.3 summarisox t.hn procctluro 
ciirrcnt.ly used to design innovative, highly lo;itlocl 1.1 I' 
compressors. 

I n  the following sect,ions, key methods in this process 
are reviewed. 

analysis 

optimisation 

:icludmg endwall effects) 
ith throughflow design inlet conditions 

Navier-Stokes analysis 
b i th  throughflow off-design inlet conditions 

Quasi-3D and 3D unsteady Euler Solvers 
with moving profiles andlor unsteady inlet 
conditions 

Quasi-3D unsteady NS solver (currently 
being calibrated) 

Aero design with Final 
Aero-mechanical iterations Coml 

npfi 
Project EGck-off simple mechanical constraints 

Flowpath definition 
&Velocity diagrams 

Offdesign prediction 

Airfoil design 

Blade geometry 
definition 

3D Off-design blade 
analysis 

Blade flutter & forced 
response analysis 

RotorIStator interaction 

Stability analysis 
. Surge & stall 
. Inlet non-uniformities 

2D 
on hole compressor 
3D teady simulation on whole compressor (3D 

eridlonal steady & unsteady simulation : Eul r coupled with bladerow models) 

Fig. (2.3 : New design procedure for innovative, highly 
loaded I-I P cornpressor 

'essor * 

3.2 'I'tIIEO UC; tl FLOW COMPUTATION 

As for ,111 engine manufacturers, the throughflow 
method is the basis of compressor design. It allows a 
complete definition of the flowpath walls geometry as well 
as velocity diagrams for each blade row. For dl further 
steps, the meridional flowpath represents a reference, for it 
is a simplified but comprehensive overview of a whole 
compressor. 

'I'he code uses a classic streamline curvature method. 
The input parameters are spanwise distributions of rotor 
pressure ratios and stator exit angles. Viscous losses on 
profiles are computed using semi-empiricd correlations 
based on Snecma's experience. Shock losses are computed 
with simple models based on some aerodynamic and 
geometrical parameters. 

The initial optimisation process leach to the definition 
of all the main parameters influencing the cornpressor 
aerodynamics : flowpath geometry, stage loading 
distribution, degree of reaction, spanwise work distribution, 
blade and vane numbers and aspect ratios. 

A lot of industrial know-how is integriitctl in (.his 
mct.hotl, using correltitions antl simple models that  ;ire 
calihrated according to past experience. AS an  example, a 
model of radial diffusion effects has been implemented. The 
importance of radial mixing in multistage compressors has 
been emphasised for instance by C;allimore antl Cumsty 
[Callimore, 861. Snecma's model has been c;ilibratecl by 
application to several tested multistage 1-11' compressors 
that. cover a wide range of applications (civil & military, G 
to 10stages). 

To illustrate these effects, through flow computations 
with antl without spanwise mixing have been performed on 
the 4-stage H4 compressor. This research vehicle is 
representative of the rear stages of an engine I-IP 
compressor. 'I'he dcsibm pressure ratio is 2.2 at a rotational 
speed of 13 700 rpm. Increased axial gaps between rotors 
antl stators allow traverse probe investigations behind each 
bladerow. Fig. C.4 summarises the H 4  instrumentation 
capabilities. 
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Laser anemometry (L2F) 

Fig. C.4 : Summary of 1-14 instrumentation 

Using the same cxpcrimental input data, the two 
comp~~tat ions show large differences in total pressure antl 
total tamperatiire spanwise distributions downstream of 
stator 4 (fig. C.5). The discrepancies observed in the 
computation without mixing increase in compressors with 
higher pressure ratio. Conversely, the good resnlts obtain 
with mixing k r m s  confirm the validity of the model. 

IW. I' 1 , - , - r ,  ,-,- r I 1:; ,..,. , 4 - , - *  t ,.,$-;-:-:-: 

Fig. C.5 : Effects of radial mixing in the throughflow 
analysis of H4 compressor (downstream of stator 4) 

The prediction of endwall effects is another major 
cliffcnlty in miillktage cornpressor design. A seconclary 
flow prediction method has been successhilly used on 
several compressors IBrochet, 871. 'I'otlay, the systematic 
use of 3D Navier-Stokes analysis on each blade enhances 
the ciipahility to (leal with secondary flow effects, as shown 
later in this paper. 

Each hlacle design s tar ts  with the design of several 
profiles along the spin. Iliffcrcnt methods arc used to 
design subsonic or supersonic profiles. Both i n k g a t c  some 
s1,ructnral specifications such .as maximum thickness to 
chord ratio, leading edge and trailing edge thickness. 

Supersonic profiles are tlcsignetl using an aero- 
geometrical method tlevelopetl a t  Snecma. Some input. 
piiriimekrs are specified, such as  suction side incidence, 
pitch-to-chord ratio, turning angle, (leviation, throat. 
margin. Iterations with it quasi-3D Navier-Stokes solver 
w e  necessary to reach acrotlyniimic objectives antl 
minimise shock intensities and hountlary layer tliffiision. 

For subsonic i111t1 transonic iiirfoils design, ii qiiasi-;311 
inversc method is used. It has been jointly tlcvclopetl by 
Onera antl Snccma antl is described in INicoucl, 911. This 
fi nitc e lemc n t me tho tl solves the Q 11 asi - 3 I1 com prcssih I C  
transsonic potential equations, using a variiitional 
formiiliition. The cliissic Quasi-3D appro~ch takes into 

iicconnt. radius and stream t.nhe variations coming from 
through flow calcnl ation wing  atltli tion ill sonrcc krms,  ilntl 
rotiition effects in rotors. 'I'he inverse formiiliition, using ii 
transpiration model, i tariit,ively modifies ii prclimi n iiry 
profile 1.0 match ;in imposed velocity distribii1,ion on the 
h rge t  profile. 'I'his allows a good control of hountliiry layer 
tliffnsion. 

After oi)timisation, the aerodynamic pcrformanccs of 
the profile arc iilso analysed using the Qiiasi-311 Navier- 
Stokes solwr, tlcscrihctl in IViiiIlez, 901. 'I'his can Iciltl to 
fiirthcr modifications according to viscous effects :ind shock 
prediction. 

Fig. C.6 illnstriilas the nse of this method. Fig. C.6.a 
shows the velocity distribution of the initial profile antl the 
objective velocity distribution. Fig. C.G.1) compares the 
initial iintl modified geometries. Fig. C.7.a prctsents the 
isc n tropic Mach n um ber tlistr i I) 11 lion c o m p  la tl nsi n g 
Quasi-3D Navier-Stokes solver on the final profile. Fig. 
C.7.b shows the Mach nnmber tlist.rihn1.ion in the final 
hl >itle 1)iiSsilgc. 

'I'he optimisctl profiles are then stacked tu generate 
the complck hlacle or vane geometry. 

6' 
INIT PROFILE 

FINAL PROFILE 

Fig. C.6.b : Quasi-RD inverse design : 
Initial iintl motlifictl profiles 
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Fig. C.7.a : Quasi411 Navicr-Stokcs cornpiitation 
Iscntropic Mach number distribution 

Fig. C.7.b : Quasi-31) Navicr-Stokes compiitiil.ion : Iso- 
Mach lincs 

:%.4 : I l l  EULEIE ANI) NAVIER-S‘I’OKES STEAIlY 
ANALYSIS 

As ment.ionctl above, the integration of a 311 N;ivicr- 
Stokes solvcr has tlecply motlifictl the tlcsign procctlurc. 31) 
I3iilcr compiit.:il.ions have hecn siiccessfiilly used for years 
in designing high sl)cctl roLor hliitlcs with supersonic 
rclativc inlct. flow. Civil engine fans have nat.iirally Ilccn 
t.hc most. relcvant application for this mcthotl in so far a s  
(.hey present. high aspccl. ratio, low huh-to-tip ratio ant1 tis 
(.hey work at. high ltcynoltls numbers. I’roperly calihratctl, 
:%I) I3ulcr analysis proved i t s  cKect.ivcncss in ~)retlict.ing 

inii,jor fciit.tires such :is ovcriill massflow in startntl 
conditions ant1 stm-1. markln. Shock losscs could :ilso be 
o ptimisn tl  iiccortli ng to scvc rid ol)c r:i tin g con tli tioils. I’igurc 
C.8 shows the shock slructiirc in the mitl-sl);iii shroiitl 
rogion of the CITM56-5C fan bliitlc cornl)iitetl wit,h tho :%I> 
I3iiler solvcr. 

Unfor(.rin:itcly, viscous IOSSCS hiitl tn bc t!sl.irniitn!tl 
wi t.h the ;itltli t.ioii ii l iisc of I)ouncliiry-laycr i 11 lcgriil mat.hotls 
or Quasi-31) Niivicr-Stokes com~)iit.iil.ions. 13csitlcs, tho iiso 
of :%I> Eulcr for 1-1 I’ compressor hI;itlc and vanc ii11:ilysis was 
h;i~,:irdoiis, blvcn the importance of viscous cfTcctn on  
ontlw:ills in thcsc CRSCS. 

31) Navier-Stokes capabilil.ics have brought. major 
atlvances in (,WO ficltls. For fans ancl more generally for 
siipcrsonic rot.or blatlcs, they ensure it much better 
consistency of the prctlicktl flowrate, pressure ratio and 
efficiency with respect to cxperimcntal t l i i t i l .  Bcforc being 
heavily iisctl for CFM56-7 witlc chord fan optimistition, t,hc 
31) Navicr-Stokcs cotlc h a s  been carefully calihraktl on 3 
tlifTcren1. wide chord fan blatlcs with various prcssiirc ratios 
(1.5 to 1.7), corrcctetl tip spcctl (370 lo 4 1 3  m/s) ant1 
tliiimekrs ( 2 2  1.0 61 inches). ‘I’o illiist,riik tho cotlo’s 
iicciiracy in tcrms of ovcrdl performancc I)rctlict.ion, Ict tis 
mcnlion hcrc t.hc rcsiilk ohtainctl at. peak cfficicncy on (.tic 
‘I’S27 witlc chord fan hIaclc. The ‘I’S27 witlc chord fan hiis 
hccn tlesignctl at. Snecmii in 1984 iintl tested in 1985 m t l  is 
shown on figurc C.9. At  nominal opcrat.ing point, for R 
corrected tip spcccl of 400 m/s, thc prcssiirc ratio is 1.65 
and the spccific mass flow 208 kg/s/m2. ‘I’hc mcasurctl 
I)yl)ass cflicicncy was 0.91. ‘I’hc compiitiition was run on ii 
6 1 3  000 node computation grid. No t i p  clcarancc was taken 
into iiccoiint, and a slip condition was imposctl at; tlic 
casing. l3xpcrimcntal valiics of tibsoliitc total prcssiirc, 
total kmpcratiirc and velocity direction were imposctl t i l .  
t.hc inlct.. ‘I’hc lcvcl of back prcssurc imposctl tlownstrcam is 
also tlircctly tlcrivctl from tost. results. 

IGgiirc C. 1 0  shows t.hc good ;igcemcnt. concerning t.hc 
shock location ancl the rclativc Mach niiml)cr contnurs 
I)cl.wccn the comput.;ition ant1 IL2F ;incmomt!tnr 
iiiciisiircmcnts. It must. be cmph;isisctl that no corrcclion 
was ncccssary on the hack prcssiirc lcvcl to rcwh this 
:i grcc mc n t,. 

laser velocimetry 30 Navier Stokes 

Vig. C.10 : Contours of rclativc Mach numbcr fit 95 % of 
bI:itle hcight - ‘I’S27 witlc chord fan 

On figure C.1 I ,  pikhwisc :ivcr:igetl v;iliics of 
coin p i i k  t l  to till prcssiire ;in tl k h i l  (.cm pcratii rc 
tlowns(.rciim arc comparctl with tmvcrsc probe 
mciisiircmcnts. A very good afirccmcnt can be ohscrvctl 
nxccpt. for tohl  tempcr:it.iirc in the tip rcgion wlicrc 
clciirancc iintl casing hountlary Iiiycr havc not hccn taken 
ii1t.o ;iccoiint. in (.tic calciilation. Anothcr indication of thc 
iicciir:icy is a compiitctl rotor efficiency of O.!):%(; for :I 
nioasurctl value of 0.931. 311 Eulcr cotlc ctilihrii1,ion lctl 1.0 6 
1.0 10 % corrcc1.ions on  flowrata ant1 prcssiirc ratio 
predictions. With c;ilibr:itetl 31) Navicr-Stokes, thc rcquirctl 
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corrections arc less lhan 1 %. Figure C.12 presenh the 
result. of a 31) Navier-Stokes computation on an 
inl.ormctlialn version of the CI’M5(i-7 fan h l ~ i ~ l e .  

I O  8Y. 

J ‘%M . .  .. 
la 1.W 1 0 8  1.12 1.16 120 U4 1.28 

10 h Y. 

i - 3 0  NAVIER STOKES 

W O  Trave~so DATA 

9 
1 ;41,‘...c 

1.1 U 13 1 1  15 1.6 1.7 18 

Fig. C. 1 1 : 31) Navier-Stokes pitch-averaged values vs 
triiverse data - Total temperature antl total pressure 
clistribution at ‘I’S27 rotor exit 

The second field where 311 Navier-Stokes brought a 
major hreakthrough is 1-11’ compressor blade and vane 
analysis. The close 3D interaction between viscous antl 
inviscid flows makes :ID Navicr-Stokes the right approach 
to deal with these blatlings. For many applications, 
atltlitional validation is obviously required. Some examples 
arc given hereafter. The first one concerns the rotor hliitle 
of the I3CL4, ii single stage, highly loaded compressor. The 
rotor has a nominal corrected tip speed of 380 m/s. This 
compressor reached a peak efficiency of 0.845 with a 
pressure ratio of 2.22. Figure C.13 shows the flowpath of 
this compressor. On figures C.14 antl C.15, several 
computation rcsulta are compared with experimental tliltii 
for spanwise pressure ratio distribution and spanwise 
outlet :ingle distribution. 4 calculations have been 
performed : 311 Eider, 3 D  Navier-Stokes with slip 
contlihions on both cntlwalls, 31) Navier-Stokes with no slili 
condition on hull and slip condition on casing antl finally 311 
Navicr-Stokes with no slip conditions on both huh antl 
casing antl a 0.5 % tip clearance. 

(.I 

Fig. C. 13 : 1SC1,4 cornpressor flowpath 

13xperimentaI values h a w  been measured with 
(.riiversc probes. ‘I’hcsc comparisons show the importilncc of 
sccont1;iry flows ancl their spiinwiso influence. Taking hull 
hoiintliiry layer into ;iccount. is ohvionsly necessary for :in 
acc U r R prediction of si) an w isc work tlistr ih ii tion. 

The experimental til) clearance is unfortunately too 
small to offer ii vii1itl;ition of (,he prediction of its offecls. 
13ut tho two N:ivicr-Stokes calculations which inclntle tho 
hountlary layer at; huh present an excellent. agcemenl. with 
the cxpcriment.aI diita. The calculation with til) clearance 
shows a slight difference in h e  upper part for in both cases 
tho hack pressore used was directly clcrivetl from a 
1.hroughflow calcrilation in which clcarancc cffccb had not 
hcon h k e n  into iiccounl.. I7ig. C.1G shows t.ho coml)ulntl 
roliitive Mach number contours in the cletiriince region of 
;inother IHP compressor rotor hlatle. Clcariince vorlax 
evolution is clearly capt.uret1. 
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Fig. C.14 : ECIA rotor outlet : Total pressure 
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Fig. C. 15 : ECL4 rotor outlet : relative flow angle 

Another comparison of exit angles is presented on 
figure C. 17. Several computations performed on stator 3 of 
the above mentioned 1-14 compressor are presented and 
compared with k s t  throughflow analysis as well as 
traverse probe measurements. A 3D Enler and a 31) 
Navier-Stokes computation using slip conditions at  
endwalls have been performed with inlet conditions that  
take i n b  account R total pressure defect near endwalls to 
rel)resciit. the inlet boundary layers. Another 3 D  Navier- 
Stokes c;ilculation has been run with no-slip conditions on 
en tlw R I  Is. 

Several conclusions can be drawn from this. On this 
type of hlatle, with a hub to 111) ratio over 0.9 antl a blade 
height. lower than 20 millimetres, 81) viscous effects have a 
major influence. The deviation predicted by Quasi-3D 
Navier-Slokes calculations is almost constant along the 
span. On the opposite, all three 3 D  methods sec large 
variations spanwise. Outlet streamwise vortices mainly 
depend on the vorticity coming in the inlet boundary layers. 
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Fig. C.17 : H4 stator 3 vane outlet : Exit angle 

Besides, it  must be noticed that the order of 
magnitude of deviation variations along the span is 5", 
while the average deviation coming from blade boundary 
layers is about. 1" which is seen when comparing Euler and 
Navier-Stokes distributions. 

This conclusion opens a new field of application for 3D 
Eiiler computation. In many cases, a number of 
optimisation iterations can be performed with simple, low 
cost 3D Euler analysis even on H P  compressor blaclings. A 
reduced set of 3D Navier-Stokes calculations is needed for 
calibration antl final validation. 

On figures C.18a and C.l8b, 3D Navier-Stokes 
computation results on H4 rotor 3 blade and H4 stator 3 
vane are shown. They illustrate the capability of the code 
'to deal wit,h small HP compressor blades and give an 
indication on the importance of the computed secondary 
flows. 

A few conclusions can be drawn on the use of 3D 
Navier-Stokes codes in the design procedure. The 
combination of its intrinsic accuracy, of carefid calibration 
antl adapted inlet conditions in order to deal with the 
multistage environment leads to a very powerful prediction 
tool. The number of computations required in the blade 
design step can be optimised by combining it with low cost 
3D Euler calculations. 

Further improvements in the prediction of 3D flows in 
compressors will come from the industrial use of a two- 
equation transport turbulence modelling, allowing to deal 
with free stream turbulence influence, and from Quasi-3D 
antl 3D unsteady viscous codes for a better description of 
rotor/stator and statorlrotor interaction. The Quasi-3D 
approach is already being tested (see section 4). The fiill 3D 
approach will be possible on the next parallel computer 
generation which will offer over 50 Gigaflops of sustained 
performances for CFD applications and available memory 
over 2 Gigawords. 

3 .5  UNSTEADY ANALYSIS 

The flow in aero-engine compressors is fundamentally 
unsteady, given that energy transfer in a turbomachine is 
basically an unsteady phenomenon. The influence of flow 
unsteadiness on aerodynamic performances will not. be 
discussed in this section. I t  has been said before that this 
aspect woald be tackled wing Quasi-311 and 3D 
rotodstator analysis. Rather, this section focuses on 
stability considerations linked to flow nnsteadiness. These 
can be clivitlctl in three aspects. Two concern fluid/structure 
interaction : blade flutter antl forced response. The third 
one deals with the stability of compression system as a 
whole, namely stall and surge. 

3.5.1 BLADE FLUTTER PREDICTION 

Blade flutter is a major concern for tbe safety of 
compressor operation. It comes from an unstable coupling 
between the blade vibration modes and the resulting flow 
unsteadiness. This potential problem is also well known on 
aircraft wings. In aero-engine compressors, this 
phenomenon can have several origins according to (.he 
operating conditions. With snpersonic inlet, conditions, 
flntter can be initiated by strong shock W A V ~  unsteadiness 
in the blade passage. At lower rotation speed antl high inlet. 
angle of attack, an unstable flow separation occurring ill, 
the leading edge on the suction side can also be coiipletl 
with blade vibration. At high flow rate antl low presstire 
ratio operating conditions, the instability may come from 
the choking of the blade passage. 

Many of these phenomena tlircctly involve viscous 
effects and require Navier-Stokes unsteady simulation 
capabilities. A lot of efforts is currently being put in that, 
direction. Preliminary results have been obtained, which 
are encouraging. Nevertheless, these tlifficnlt problems are 
still treated in the design procedure by the use of empirical 
criteria based on past experience and clcdicatctl research 
test series. 

There is one major exception that can be efficiently 
tackled using CFD tools today, which is supersonic fluttcr. 
In this case, inviscid effects are consitlerecl preeminent., in 
so far as the imsteatly component of blade pressure (which 
is what puts flow work in the blade vibration) mainly 
depends on the displacement of the strong shock wave in 
the blade passage. Thns, Eiiler computations are thonght 
to be adequate to predict this form of flutter. 

The analysis procedure is detailed in [Gerolymos 
921. First., a structural vibration mode irnalysiv 
performed in running contlitions, i.e. taking centrifugal 
forces into account. This analysis is performed on the whole 
bladed disk using cyclic symmetry. The resulting blade 
surface displacement distribution for a Liven mode is used 
as an input to 3D Euler unsteady analysis. The unsteady 
calculation is performed around the vibrating 3D blade, 
antl a chorochronic periodicity technique allows the 
computation to be rnn on a single interblade channel, 
regardless of the azimiital wave number of the vibration 
mode [C:erolymosZ, 921. As the computation progesses, the 
initial vibration mode can he iteratively modified to acconnt 
for the flow influence, bat  the modification is not, siLwificant 
for fnll titanium blades, due to the high density ratio 
between blade material and air. In the case of composite or 
hollow titanium blades however, the aero-mechanical 
(coupled) mode can differ somewhat. from the oriQnal 
mechanical mode, jnst like for aircraft wings. The results 01 
(,he 3D computation is then summarised in terms of the 
tlistribntion of the mean power due to unsteady presslire 
forces on the blade surface. 

An example of such a distribution is shown on the 
TS27 wide chord fan suction side, for the Is1 
flcx/4 diameters mode in unstartcd operating conditions 
(fig. C.19). This pictnre shows that, as anticipatstl, (.he 
unsteatly forces are concentrated around the strong shock 
wave location. 

The mean power distribution can be inteLvatctl over 
the blade surface to yield the aerodynamic damping 
p;rrameter, a measure of the stability of fluitl/st.riict,iire 
coupling. This can he evaluatetl for several operating 
conditions antl thns used to determine probahle snpersonic 
fluttctr zones on the compressor map. This procedure litis 
been valitlatetl on several civil engine antl milit.iiry engine 
fans. It is systematically used tntliry in the fan design 
process, in order to anticipate a potential risk of supersonic 
flutter very early in the project. 
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3.5.2 FORCED RESPONSE ANALYSIS 

Another source of fluid/strncture interaction is the 
rotodstator aerodynamic interaction. Each blade row is 
periodically impinged by the wakes coming from the 
upstream blade row(s) antl submitted to potential 
interaction from the upstream and downstream blade 
row@). The usual procedure in blade and vane design 
consists in avoiding too close proximity between the 
freqnencies of blade or vane vibrating modes and the forced 
excitation frequencies linked to upstream and downstream 
blatlerows, for rotation speeds corresponding to steady 
engne  operation. This is achieved using the classic 
Campbell diagram. 

In the case of most multistage compressor, however it 
is next to impossible to avoid a11 crossings with the required 
frequency mar&. The designer therefore has to make a 
choice between several non-itleal configurations, mainly on 
the hasis of prior empirical experience. But this is 
sometimes in conclnsivc or simply scarce, antl it is possible 
to provide help in assessing how critical the possible 
configurations arc, by using unsteady computations. 

The first important piece of information is the 
aerodynamic damping of the vibration mode concerned by 
the interaction, al. the rotation speed at. which the 
frequency crossing occurs (and, say, on the compressor 
operating line). Considering that the flow on the operating 
line is not too far off-design, the aerodynamic clamping is 
determined using the same 3D Euler code as for supersonic 
flutter studies. 

l’he aerodynamic damping would probably be enough 
to choose between configurations but does not ascertain 
that any of the configuration of the blade forced response is 
in fact acccptable. This requires the computation of the 
blade forced response, which implies knowing the 
aerodynamic forcing function. As mentioned before, the 
origin of aerodynamic forcing is either potential (an effect 
which propagates upstream and downstream) or vortical 
(an effect which only propagates downstream by convection 
of the upstream airfoil wakes). Potential interaction can be 
dealt with using a full stage, rotor/stator computation, 
solving for example the Euler equations. Such a code is 
currently under development, for three dimensional 
configurations. Concerning vortical (i.e. hlade/wake) 
interaction, the same 3D unsteady Euler code as for 
supersonic flutter is used, with vorticity (in the form of 
total pressure distributions) prescribed a t  the inlet of the 
computational domain. 

Such a computation is illustrated on fig. C.10, 
showing contours of total pressure defect (with respect to 
the non-perturbed flow field) in the case of an HP blisk 
rotor submitted to upstream wakes [Bcrthillier e t  AI, 941. 
In the general case, the wakes prescribed a t  the inlet are 
obtained using correlations. Unfortunately, this is probably 
a very poor approximation of reality in the case of a closed 
coupled rotor-stator configuration, where potential and 
wake effects strongly interact and cannot be considered 
separately. This would require full Navier-Stokes rotor 
stator simulation : such a code is currently under 
development, in quasi-3D, and has recently been run on a 
turbine configuration (see 4.3.2). 

3.5.3 COMPRESSION SYSTEM STABILITY 

In  recent years, a large amount of work has been 
devoted to understanding the onset of stall and surge in 
axial compressors. This has mostly consisted in using 
simple (e.g. 2D, incompressible) models and experiments to 
provide a gualitative description of the phenomenon 
(although more and more high speed experiments are being 
run). More pragmatically, the compressor designer is faced 
with the important but difficult task of auantitativelv 
predicting the surge line. Usually, this is done by using 
empirical criteria on parameters such as diffusion factors, 
flow incidence on blades or static pressure rise on endwalls, 

all obtained from an off-design throughflow calculation. By 
comparison, a numerical method capable of predicting 
surge on the basis of a theoretical model requires many 
featnres ; first, it. must take into iIc(:ount the whole 
compression system, i.e. a11 parts involved in the 
compressor stability : the compressor itself, the 
downstream volume and the throttling device which 
controls the operating condition of the compressor. 
Secondly, boundary layer growth on the compressor hlatles 
antl endwalls must be modelled in a way which permits to 
accurately predict the compressor specdine ab off-design 
conditions (in t,his point lies the main limitation of the 
method’s accnracy : it  is commonly said that; surge line 
prediction can be made accurate __. once the exl)eriment.al 
comprcssor miIp is known !). Thirdly, it. has to he an 
unstcatly method in order to adequately reprotlnce the 
onset, of the unstable phenomenon. 

l’he simplest level of modelling which fits this 
tlescription is a time-linearisetl method, with 1 D flnid 
equations integrated on cells each comprising a hlatle row 
or a full stage. Fluid perturbations in the comprcssor are 
then solution of a linear system, the eigenvalncs of which 
represent the frequency antl growth of these perturbations. 
Such a method is currently in use a t  Snecma, integratetl 
with a 1 I) throughflow method to provide fast antl reliable 
snrge line prediction for 1-1 I’ compressors. 

However, the method mentioned above is not 
adequate to deal with low hub-to-tip ratio machines or ones 
with strong flowpath curvatnre and radial variations. 
Snecma recently developed a new method to compute the 
flow in the compressor using the meridional approach, in 
co-operation with BERTIN. Unlike the streamline 
curvature method, this code solves the pitch-averaged 
I3uler equations with the same time-marching, finite 
volume tcchnique used in 3D Euler solvers above- 
mentioned. Additional source terms are used in the blade 
and vane areas to model the blade forces exerted on the 
flow as well as viscous losses generation. In particular, this 
technique allows the direct prediction of started 
configurations, as presented on fig. C.23. 

This method has been extended to deal with surge 
prediction. The multi-domain approach allows an easy 
adclition of the downstream volume using a Quasi-2D grid, 
as shown on fig. C.21 behind a single stage compressor. 
This enables to take large volume into account and to 
correctly propagate acoustic waves in the axial direction 
with minimum computing requirements. Finally, different 
models of downstream throttle can be used. Fig. C.22 
shows the surge inception cycle in the pressure ratio vs 
flowrate diagram of the single stage compressor shown in 
fig. C.21. Several stable operating points are shown, as well 
as the time evolution once the instability is reached. This 
method needs fnrther developments before it can be used as 
a prediction tool in the design procedure, bat  these are very 
promising results. 

In addition to surge line prediction, such a time 
accurate method is very useful as an investigation tool to 
detcrmine where the instability starts from in the 
compressor, thus allowing design improvements. I t  is with 
this capability in mind that this method is currently being 
extended in three dimensions in an attcmpt to reproduce 
tangential instability mode (i.e. stall) in addition ~AJ axial 
oncs (surge). I t  should be noted that active control of 
compression system instabilities is probably not achievable 
industrially without this sort of capability. 
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Fig. C.21 : Computational domain for umteady 
throughflow calculation on CMI compressor 
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Fig. C.22 : Sur& inception in CM7 cumpreasor map 
computed with unsteady throughflow code 

Fig. C.23 : TS21 time-marching throughflow com~~uI.ation 
of H steady started uporating poinl: Relative Mach number 
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Fig. C.8 : 3D Eulrr computation on CFMSG-5C fan blade : 
Mach numbcr dhtrihution around tht. shroud 

Fig. C.19 : Mea0 power on TS21 wide chord fan blade 
suction side. 1st fled4 hameters mode 

Fig. C.20 : 3D unstpady Euler computation : Wakelrotor 
interaction. Total pressure defccl a1 mid-span 
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4O) CFD APPLICATIONS ON TURBINE DESIGN 
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R o t o r  w i t h  tiu clearance 

A calculation of a traawnic rotor blade with tip 
clearancr! baa been performed meider, 19931 a t  Snecma 
with the same tool. This calculation has  shown that in the 
case of turbine rotors, the tip leakage region wuld be 
divided into three parts. The Grst part is %asing.-driven' 
near the leading edge of the blade. The two other parts can 
be described as two layers sheared by the relative motion of 
the blade and casing. One is close to the casing and the 
flow is driven by i t  from the suction surface towards the 
pressure surface; the other one close to the tip of the blade 
is the region where the leakage vortex is created by the 
pressure driven flow from the premure side of the blade to 
the suction side of the blade. Figure T.l displays the grid 
used and the details of the leakage flow region and the exit 
flow. The tip leakage vortex losses are clearly diutingcished 
and can be compared to the two counter-rotating p w a g e  
vortices. 

Through-flow - 3D N a v i e r S t o k e s  calculation 
methods 

The averaging techniques used are very important in 
the numerical design methodology. Following the advices 
written in the ACARD report on that topic [AGARD], 
Snecma uses several 'problem adapted' averaging 
techniques, For 3D design, the flow characteristics have to 
be averaged in such a way that the conserved flow 
equations are exactly those treated by the through-flow 
calculation method. This technique improves a lot the 
adequacy between 3D Navier-Stokes and ZD through-flow 
predictions. 

The wmparison between through-flow predictions and 
pitch& averaged three-dimensional Navier-Stokes 
calculations is shown in figure T.2. A low pressure turbine 
stator vane in a strongly diverging channel is calculated a t  
subsonic conditions. This vane has  been tested in a caseade 
facility Vialonga, 19921 and the actual working conditions 
are imposed at the inlet and at the exit planes in the 
through-flow calculation in such a way that the 
experimental results are accurately matched in the 
upstream and downstream planes closer to the vane . ??le 
conditions calculated by the though-flow calculation are 
then imposed in the 3D Navier-Stakes calculation in the 
experimental planes. The results displayed show the two 
M e r e n t  calculated structures. The discrepancies between 
the two can he seen close downstream of the blade, but  i t  
must be pointed out that some three-dimensional 
cbaracteristics of the flow are caught by the through-flow 
modelling, especially in the front upper part of the blade. 

The adequacy between SD Navier-Stokes and 2D 
through-flow calculations had to be checked as the three- 
dimensioual design of turbine blades relies for an 
important part on the accuracy of the prescribed boundary 
conditions in the 30 Navier-Stokes code. To be consistent, 
the same averaging techniques are used for the classical 
quasi-3D design methodology. 

4.2.2 HEAT TRANSFER IN COOLED BLADE TURBINE 
CHANNELS 

Introduction 

The ever increasing gas temperatures in turbines lead 
to the need to predict accurately the heat transfer at the 
wall of the blades and casing. These walla m currently 
protected by 6lrn cooling or by cooling flows emitted in slots 
a t  the trailing edges. In the past years, the design 
methodology relied on heat transfer wmputed by boundary 
layer calculation methods and by empirical methods for 
film cooled blades. These methods are still currently w e d  
hut tend to he replaced by Navier.Stokes methods with 
longer calculation duratious but  with an increased range of 
applications. 

The results presented in the previous sections were 
treating purely aerodynamic flow fields. The same 
numerical methods have been extended to the prediction of 
flows with heat transfer a t  the wall. Camputational results 
have been obtained with quasi-AD as weU as with full 3D 
Navier-Stokes codes. The multi-domain approach has  been 
systematically used in order to obtain a precise description 
of the geometric details. Figure T.9 shows that it is poasible 
to obtain reasonable results for the prediction of heat 
lransfer in a transonic nozzle guide vane. The experimental 
results were obtained at the Von Karman Institute for 
Fluid Dynamics in Belgium [Cbanez, ISSS]. 

HP-Nozzle a i d e  v a n e  wi tb  cooled t r a i l i o e  edpe : 
g u a s i d d  Navier&gkea cdculati_on 

An important part of the losses generated in a high 
pressure turbine nozzle guide vane channel is located in the 
region of the trailing edge of the blade. For choked H P  
turbines, this region is transonic and the flow pattern in 
this region is rather complicated with several shocks 
emitted on suction surface and on pressure surface and 
interacting with the wake of the blade or impingingon the 
neighbouring airfoils. That is why i t  is important to be able 
to compute accurately the flow in this region. The 
calculations are wmplicated by the presence of cwling slots 
in the trailing edge. Several quasi-3d calculations of a H P  
nozzle guide vane with cooled trailing edge have been 
performed. The temperature ratio of the mainstream vs 
coolant flow are dose to the actual ones. These calculations 
demonstrated the ability of this kind of tools for the 
prediction of the detailed flow pattern : the modifications of 
the shock structure by the cooling flow is predicted (see 
figure T.4) and the cooling efliciency in the slot can also be 
computed (see figure T.5) as  well as the associated 
aerodynamic losses. This allows the designer to choose 
among several blowing rates or cooling wnfigurations 
[Chanez, 19931. 

HP Nozzle guide vane without cooline : full 3D 
N a v i e r S t o k e s  calculation 

Heat transfer at the wall is very much influenced by 
3D pbenomena such as sewndary flows. A full 3D Navier- 
Stokes calculation with heat transfer has  been run recently 
for a validation purpose. The results show the influence of 
the secondary flows on heat transfer, especially in the 
transonic zone of suction surface (Figure T.6). These 
results have been compared to the experimental reaulta 
from VKI [ARTS, I9941 and can be also be considered as 
close enough to use this code for design. However, although 
an increased number of points waa used, the grid was not 
r e h e d  enough in the vicinity of the hub or casing to obtain 
good heat transfer results on those particularly interesting 
regions. Further calculations are needed for the 
improvement of the ability of the code to predict heat 
transfer ou hub and casings. 

- H P  .Nozzle guide vane witb film cooline : full 3D 
-tokes ora slice oca blade 

We have seen that a high number of discretization 
points is necessary for m u r a t e  heat transfer calculations. 
A complete calculation of a H P  n o d e  guide vane channel 
with film cooling is thus impossible with current available 
storage computer memories. In order to overcome this 
difEculty, a calculation of a two millimetre thick slice of a 
H P  nozzle guide vane with 6lm cooling on suction side and 
on pressure side has  been run Fou&res, 19941. The 
prediction of the efficiency in the fdm cooled region is 
displayed on figure T.1 and compared to experimental 
results and demonstrates a reasonable accuracy. Although 
quite di5icult to run, such a calculation shows the tendency 
of ilsing 3D Navier-Stokes codes in very wmplex 
turbomachinery wnfigurations. 
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A few words about turbulence modelling 

Internal flows are certainly a domain of much interest 
and diEculty for turbulence modelling. The results shown 
above have heen obtained with a simple mixing length 
model. It seems that on typical geometries of turbine 
channels, and for nominal couditious, the high value of 
Reynolds number makes the mixing length models accurate 
enough for the turbine designer even for beat transfer 
coefficient prediction. This may not he the case when trying 
to compute heat transfer with injections because of the 
various turbulence scales involved and this is certainly not 
the c m  for the flows encountered in cooling channels or in 
rotating cavities with complex geometries. For these 
application, two transport equation models are necessary 
and are sometimes not good enough especially in the c w  of 
strong anisotropy of turbulence. 

4.3 COMPUTATION OF UNSTEADY FMWS IN 
TURBINES 

4.3.1 INTRODUCTION 

In the preceding sections were presented the 'dassical 
steady flow' design tools for turbine blade channels. This 
level of analysis is well adapted to current design 
methodology. But the designer has also to take into account 
-or at least to he able to m e s s .  the influence of the 
unsteady phenomena. These phenomena are of several 
types: concerning stator-rotor interaction, the potential 
fields attached to either a rotor or a stator interact between 
them as the blades rotate. However this phenomenon is of 
little wncern except in the case of very short interfaces 
hetween stator and rotor rows. Much more important is the 
influence of the shocks attached to bansonic blades. These 
shocks either emitted at the trailing edge or reflected on 
the suction surfaces of the blades SnaUy impact on the 
downstream row of airfoils, periodically modifying the 
nature of the boundary layer on these airfoils. The 
intluence of the shocks is enhanced by the strong azimuthal 
static pressure variations associated with shock structures. 
This is the c a w  of strong modiiications of the flow in the 
front part of the downstream airfoils, leading to increased 
pmfle losses associated to separations and recirculating 
zones. This can also modify the heat transfer on the prome 
as far as the blade is concerned. The potential flow field 
and shock waves can be assessed by inviscid numerical 
calculations such as 3D unsteady Euler calculations. 

The wakes of the blades are also one major source of 
unsteadiness in turbines. As any entropy generation, the 
total pressure drop of the wakes is convected downstream 
by the fluid and impinge on the following rows, modifying 
the average flow at the inlet of the channel. The calculation 
of the influence of the wakes has to he computed by Navier- 
Stokes solvers and this makes the task much more difficult 
than the cornputation of inviscid flows. 

For unsteady flows, the same family of numerical 
methods is used as they already solve the unsteady sets of 
fluid equations. The unchanged numerical schemes are 
used and the treatment of boundary conditions are adapted 
to unsteady flows. 

For Navier-Stakes computations, the meshing 
techniques deseribed above for steady flows lead to very 
short time steps in the region of the walls or regions of high 
shearing of the flow. For unsteady computations it is 
neceasary to keep a uniform time step in the overall grid 
and this leads to very little absolute values of time steps 
due to stability criteria in the small cells and thus to slow 
down convergence of the calculations. This also implies the 
numerical scheme employed to be very stable at very low 
time steps for the large cells of the grid. 

4.3.2 STATOR / ROTOR INTERACTION 

3d inviscid multi-row interactions 

The most commonly used tool capable of computing 
unsteady phenomena is the 3D unsteady Euler method. 
Thanks to the multi-zonal approach, the multi-row version 
of this code takes benefit from the previous works done for 
the computation of steady flows. 

Several calculations have been performed at Snecma 
on the interface between a one stage HP turbine and a LP 
turbine. The calculation takes into account 6 HP rotor 
pitches versus six LP stator vanes. The grid counts mund 
700,000 points. Figure T.8 shows one eigbth of the total 
annulus of this interface and clearly demonstrates that the 
major source of unsteadiness is associated to the shocks 
emitted on the suction surface of the trailing edge of the 
rotor. The lower part of the figure shows the Mach number 
distribution at several moments and points out that the 
h u t  part  of the stator is very much affected by the varying 
upstream flow field. The pressure gradient along the profile 
becomes periodically strongly positive. 

0uasidd unsteadv viscous analvsis 

Some more recent works have been performed at 
ONERA for the simulation of unsteady quasi-three- 
dimensional viscous analysis. The details of the work will 
be published in a future paper by A. Fourmaux Fourmaux, 
19941. This type of analysis is made poasihle thanks to the 
high CFL numbers used in the code. 

Some results have been obtained at Snecma for the 
study of stator rotor interactious. Several types of mesbes 
are used for the unsteady computations. 

On figure T.9 the calculation grid is made of five rotor 
pitches / six stator pitehes for the same type of turbine 
interface as the one presented for the previous Euler 
computations. The actual ratio of blade numbers is 
respected and this allows to assess the influence of the 
rotor operating conditions on the stator blades. One 
computational result is shown on figure T.lO. 

The next figures P.11 & T.12) show the calculation 
mesh and the pressure field at one particular moment of a 
transonic high pressure turbine stage. The 'one stator I two 
rotor' configuration is close to the actual one and allows to 
obtain a qualitative information on the interface. This 
calculation demonstrates that the coupling of the two rows 
of airfoils is very strong and that the transonic rear part of 
the stator downstream of the throat is affected by unsteady 
phenomena. The shocks are reflected on the h n t  part of 
the rotor blades and the wakes atfeet periodically a large 
part of the downstream channel. 

This type of tool cannot be considered yet as being 
part of the design methodology cycle because of the 
ditGculty of some aspects of the work, hut it is noteworthy 
that it already affords a new direction of thinking and 
investigation. One could for instance optimise the reaction 
of a stage thanks to these numerical methods and predict 
more accurately the flow function of a given turbine stage. 

The results obtained with this type of computations 
are also very much dependent on the turbulence models 
used and certainly have to he taken with great care when 
trying to obtain quantitative results on the values of heat 
transfer on leading edges for instance 

The next step is the computation of full 3D unsteady 
rotor - stator interaction. As the convergence time can be 
simply extrapolated from the quasi-3D results, it will m n  
be available to turbine designers. This will allow a more 
complete understanding of the behaviour of the multi-stage 
turbines and will offer new ways of improvement. 
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4.3.3 HOT STREAKS MIGRATION 

The statadrotor interaction is one topic among 
unsteady phenomena; the 3D Euler code has also been used 
in order to assess the amplitude of the 'hot streaks' in 
turhines. The hot streaks emitted by the combustor can be 
simulated b azimuthal temperature heterogeneities. The 
amplitude ofthe increase of total temperature is considered 
as being sficiently high to modify the velocity triangle at 
the exit of the nozzle guide vanes and to lead to a 
segregation of the hothold gases in the relative frame of 
reference. The hot streaks impinge on the pressure snrface 
of the rotor blades and tend to increase wall heat transfer 
periodically. As the heat transfer coefficients on pressure 
surfaces of rotor blades are very often higher than the 
calculated ones, recent works have been devoted to this 
topic. In our calculation, a moving stripe of hot gases is 
imposed at the inlet boundary of the rotor channel. The 
segregation of the hot and cold gases appears and the 
periodic increased heat transfer on the rotor surface is 
computed. However, this overheating seems much lower 
than the emitted hot streak amplitude (figure T.I:3). This 
will have to be conbmed by complementary calculations 
like quasi-3D Navier-Stokes calculations. 

4.4 INTERNAL COOLING DEVICES 

4.4.1 INTRODUCTION 

The above sections were devoted to blade-to-blade 
flow analysis. These flows are characterised by high 
mainstream Reynolds numbers that lead to the decoupling 
between mainstream inviseid flow regions and viswus flow 
regions near walls. This has permitted to perform accurate 
calculations very early thanks to inviseid flow solvers and 
thus to develop adapted techniques for tnrbine design. Of 
course, thia could not be the case for internal flows such 88 
those encountered in internal rotating cavities or internal 
blade cwling channels because these flows are much more 
complicated. They are highly three-dimensional and 
turhulent, and many effects appear that could he firstly 
neglected in the blade to blade analysis (i.e. influence of 
Coriolis forces or rotation on turbulence). To be computed 
accurately, these flows have to be heated with more 
elaborated turbulence models such as two transport 
equations models. 

For internal flows in rotating cavities or in cooling 
channels, Snecms uses a numerical method that is being 
developed at ONERA. This 3D Navier-Stokes salver has 
been presented by Dutoya putoya, 911,pntoya. 921, it is 
adupted to complex geometries and several turbulence 
models are available with or without wall functions and 
with or without low Reynolds number treatments near 
walls. The most currently used turbulence model is the 
two.tramport equations k-I model, where k is the turbulent 
kinetic energy and 1 the mixing length Wialonga, 19931. 

4.4.2 COOLING CHANNELS 

A full three dimensional calculation has heen 
performed in a stator cooling channel. This channel is 
equipped with horizontal ribs on both suction and pressure 
surfaces. More than 150,000 points were necessary for the 
deseription of the geometry. Because of the large range of 
geometrical males in this channel, the grid was diEcult to 
build and may not he rehed  enough in the vicinity of the 
ribs. 

The grid, the Mach number distribution and the total 
temperature distribution are presented on figure T.14 & 
T.15. The flow enters the channel in the front upper side 
and goes downwards to the exit for the supply of another 
eooling cavity. One can detect a zero-velocity zone in the 
upper part of the channel that has to be avoided for an 
efficient cooling. When studying in detail the three- 

dimensional structiue of the flow, one can also notice that 
several ribs are pas.sed over tangentially due to a secondary 
flow motion from the 'trailing edge' to the 'leading edge' of 
the cavity. This completely changes the rate of cooling 
efticiency in these zones and shows that the flow is far from 
being as simple as agsumed in the classical correlation 
design methods. Although not completely quantitative, the 
results obtained in this calculation demonstrate that a fist 
level nf imorovement of the cooline efficiencv of blade 
rhannelv can' hr mfrrrrd from the q;;alitalive knslywia of 
the computcd cooling flow firld 

4.4.3 INTERNAL. ROTATING CAVITIES 

The flows in the internal rotating cavities are very 
different from those encountered in the blade to blade 
channels or even in the internal cooling channels as they 
are very often driven by the rotation or even by buoyancy. 
The purpose of the designer is to be able to obtain a model 
of the flow in the complete cavity in order to chwse among 
different types of correlations for the prediction of heat and 
momentum transfer at the disk walls. Thus, he wants to 
know precisely the way followed by the cooling flows 
emitted from any type of sealing. This cooling flow makes 
his way through an ensemble of large rotating structures at 
different rotational speeds and exchanges heat with walls. 
Figure T.16 shows the rotating structure in a typical 
rotorlrotor comprewr cavity with axial flow at the axis. 
The lower part of the cavity is influenced by the axial flow 
and this leads to the existence of the three counter-rotating 
nuclei. The upper zone of the cavity shows a buoyancy 
region isolated from the axial flow. Two different radial 
temperature gradients lead to two Werent sizes of thia 
region. 

The validation of the numerical methods for these 
flow can he performed thanks to experimental results 
obtained on simple test configurations. The difficulty is 
here to obtain in the same time heat transfer and 
aerodynamical measurements. 

The rotation momentum coefficienta, heat transfer 
coefficients, ete... depend very much on boundary conditions 
and turbulence modelling, and it is admitted that classical 
turbulence models fail to predict accurate results in these 
configurations. Very often, the flow is assumed to be 
axisymmetric although the actual flows are certainly not. 
However, this assumption gives interesting resulte and 
avoids too heavy computational costs for full 3D 
calculation. Here again, the designer takes benefit fmm 
any information given by the analysis of the qualitative 
numerical results to build his model of the flow rotating in 
the cavity. As an illustration, Figure T.11 gives one 
example of the flow computed in a compressor stator well 
cavity, including the labyrinth seal. 

4.5 TURBINE AND CFD : CONCLUSIONS 

Current design of turbine blades integrates full XD 
steady Navier-Stokes tools and has thus heen partly 
modified by this new level of analysis. The designer has 
learned to pilot new parameters in his design such as 
averaged radial pressure distributions and to analyse more 
deeply the 3D components of the flow. This makes possible 
the optimisation of f d  stage operating conditions, by 
sometimes modifying the geometry of upstream blades 
without losses increase only to obtain U better behaviour of 
the downstream blade. 

Moreover, quasi-3D unsteady Navier-Stokes codes 
can already be considered as available for turbine design. 
They allow the designer to study several parameters that 
are driving the unsteady l o w s  as for instance the axial 
gap between two following rows of airfoils or the influence 
of reaction of a traamnic stage on the lows. 
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For high aspect ratio turbine blades (especially 
shroudless), it  is necevaary to he able to predict the 
coupling between the mechanical stresses and the flow. h u  
only subsonic turbines are concerned, it can be regarded as 
sufficient in a first time to run 31) h l e r  codes with 
unsteady upstream boundary conditions able to simulate 
w&e passing. However. these prohlema we still very 
limited in current aircraft engines. 

5”) CONCLUSION 

The role of CFD in the design procedure of aeriienrine 
compressor and turbine is fast-gruwing. Numerical 
simulation significantly contributes to reaching industrial 
objectives such as the reduction of cycle l,ime anti cost in a 
project development. I t  bas  already demonstrated i b  
effectiveness on several applications, allowing an earlier 
and more reliable component optimisation. 

The advances in computer technologies and the 
combined developments of CFI) techniques constantly 
enlarge the field of possible applications. In this paper, a 
broad spectrum of examples in compressor and turbinr 
desim nod analvsis shows the canabilities of today’s CFD 
me6ocis. 

However, the increasing importance of CFD reqnirrs 
special care to turn numerical methods into integrated tools 
easy to handle by component designers. Validation and 
calibration are e w n t i s l  to an effective UJC of advanced but 
still limited simulation techniques. Well inslrumented 
experimental vehicles are definitely neeilrd for this 
purpose. 

The integration of SD Navier-Stokes solvers in the 
design methodology of compressors and turbines 
represented a milestone and led to significant c h a n g ~ s  in 
the procedure. The development of unstrady applications 
maltes the near future very promising. The next generation 
of computers w ing  parallel architecture will make possible 
3D viscous unsteady simulation on multiple raw 
configurations, enabling a new step in ComponQnt 
optimisation. However, much has to be done in numerical 
techniques and modelling of flow physics to turn this 
opportunity into an i n d a s h l  achievement. 
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THE ROLE OF CFD IN THE DESIGN PROCESS 

Ian K. Jennions 
GE Aircraft Engines 

One Neumann Way, MD X409 
Cincinnati, OH 45215-6301 

United States 

Abstract 

Over the last decade the role played by CFD codes 
in turbomachinery design has  changed remark- 
ably. While convergence / stability o r  even the ex- 
istance of unique solutions was discussed fever- 
ently ten years ago, CFD codes now form a valu- 
able part of an overall integrated design system 
and have caused us  to  re-think much of what we 
do. The geometric and physical complexities ad- 
dressed have also evolved, as  have the number 
of software houses competing with in-house de- 
velopers to provide solutions to  daily design prob- 
lems. This paperreviews how GE Aircraft Engines 
(GEAE) uses CFD in the turbomachinery design 
process and examines many of the issues faced in 
successful code implementation. 

1 Introduction 

This paper focusses on our  own in-house efforts 
at GE Aircraft Engines (GEAE) and specifically 
on the development and design use of two codes 
: NOVAK2D and Viscous EULER. NOVAK2D is a 
quasi-3D unstructured adaptive solver while Vis- 
cous EULER is a 3D Navier-Stokes code specifi- 
cally for the analysis of flow through blade rows. 
Issues such as  grid generation and turbulence 
modelling will be discussed as  they relate to  each 
code. Some numerical background on each code is 
given in order tha t  the capabilities and limitations 
of these codes are properly understood. 

These codes will be discussed inside the frame- 
work of the GEAE design system with consider- 
ation given to  pre-processing (geometry and grid 
generation) and post-processing (graphical and 

data output). As i t  is difficult to  show actual com- 
mercial designs, this paper illustrates our current 
capabilities on geometries that  are freely avail- 
able. Design considerations and possibilities for 
improvement are pointed out. 

The use of third party codes will also be dis- 
cussed. Examples are taken from the hea t  transfer 
and installations areas where complex geometries 
are one of the main concerns. 

Lastly, the lecture will address the current state 
of the art as  viewed from industry. Topics surveyed 
will include multi-stage analysis, boundary layer 
transition and parallel processing. Examples from 
current development projects will be given. 

, . 

2 NOVAK2D 

2.1 Unstructured Background 

During the mid 1980’s i t  was realized tha t  a struc- 
tured grid code employing a single block grid 
would not allow designers to  compute the flows 
around some of the more complex geometries they 
encounter. Multi-block approaches were becom- 
ing popular but limitations, particulary in terms 
of the number of grid points required to  resolve the 
flow features, made them seem less attractive. In- 
stead, a new approach based on an unstructured 
grid to  which points could be adaptively added 
was pursued. The advantages claimed for this 
approach are: a) the capability of handling arbi- 
trary geometries (e.g. multiple, dissimilar blades), 
b) the ability to  resolve small scale features (e.g. 
flow around trailing edges, shocks), and c) freedom 
from the necessity of generating ‘good’ grids (the 
algorithm generates its own grid, given an initial 

Presented at an AGARD Lecture Series on ‘Turbomachinery Design Using CFD’, May to June 1994. 
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coarse grid). 

A two-dimensional inviscid code (TRIADBD) was 
produced and is reported by Holmes e t  al. (1988). 
The code was subsequently extended to viscous 
flows (Connell e t  al., 1993) and renamed NO- 
VAK2D in honor of Dick Novak, a longtime con- 
tributor to CFD at GEAE. Many changes in terms 
ofgrid generation and internal code structure were 
made along the way but the basic underlying phi- 
losophy given in these two papers remains essen- 
tially unchanged and is described below. 

In order to aid the understanding of grid gener- 
ation and the solution cycle, the inviscid capability 
is described before the viscous extension. The code 
solves the Euler o r  Navier-Stokes equations using 
a Runge-Kutta scheme, both Baldwin-Lomax and 
IC - 6 turbulence models are available. Emphasis 
is placed on the overall solution cycle rather than 
on the numerical details, which are very similar 
to  those of Viscous EULER (discussed below), in 
order to give an  appreciation of the power of this 
approach. 

The extension of these codes to  3D has been 
made for inviscid flows (Connell and Holmes, 
1993) and viscous flows are being worked. As these 
codes are not in production use for design, they are 
not included in this review. 

2.2 Unstructured Solution Cycle 

Figure 1 shows the overall structure of the solution 
process. The solution process is built around two 
key ideas. The first idea is tha t  grids are made by 
creating solution points, without any knowledge 
of how they are  to be connected into a grid, and 
then, in an  entirely separatd operation, connect- 
ing up the points into a triangular grid in some 
‘optimal’ way. The second idea is tha t  the solver 
is embedded in a cyclic process in which the solver 
alternates with grid adaption by refinement, i.e., 
by addition of solution points. 

The solution process shown in Figure 1 begins 
with the creation of the initial grid points. The grid 
points need not be numerous enough to  resolve all 
of the solution domain geometry, o r  all of the ex- 
pected flow features; all tha t  is needed is a crude 
set of points tha t  can resolve the gross features of 
the flow. After the initial grid points are  created, 
they are passed to  the solution cycle. The solution 
cycle has  four phases, and begins with the trian- 
gulator. 

1. The grid points are  connected by the trian- 
gulator into a grid. If the grid is the initial 
grid, all of the points are  connected. If the 

grid is a refined grid, the new points are con- 
nected into the previous grid by local retrian- 
gulations, without the necessity of a complete 
new triangulation from scratch. The result- 
ing grid is  optimal in the sense that,  given the 
point locations, the triangles created have the 
best possible aspect ratios. 

2. The solver produces a solution on the grid 
from 1, converged only to the point at which 
the flow features have emerged. Full conver- 
gence is not required, o r  desirable. 

3. The solution is  tested to  see if the flow is suf- 
ficiently well resolved. If i t  is, then the solver 
can be run to full convergence and the solution 
process is  complete. 

4. If more resolution is needed, new points are  
simply added where they are  needed, without 
regard to  how they will be connected into the 
grid. The refined grid is then thrown back into 
the triangulator (1) and the cycle continues. 

2.3 Unstructured Mesh Generation 

Fundamental t o  the mesh generation process is 
tha t  the use of adaptive refinement greatly simpli- 
fies the task of creating the initial grid. The initial 
grid need not take into account the expected na- 
ture of the solution. A uniform and rather coarse 
distribution of points is sufficient. 

Because the initial grid is uniform, the initial 
grid generation breaks down readily into a series 
of simple tasks. 

1. The domain boundary is represented by a set 
of points tha t  form the knots of parametric 
splines (Figure 2). Grid points are  placed 
along the domain boundary. The boundary 
grid points are represented by square symbols 
in Figure 3. Parametric spline coefficients 
are  computed from the input boundary data 
for later use in interpolating new boundary 
points. 

2. A rectangular region, big enough to encom- 
pass the entire solution domain, is ‘carpet 
bombed’ with a uniform equilateral array of 
points, represented by the open and filled cir- 
cular symbols in Figure 3. 

3. The points outside the solution domain (the 
open circles in Figure 3) are  deleted, as  are  
points inside the domain, bu t  too close to the 
boundary. 

4. The remaininginterior points and the exterior 
points are triangulated. 
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5.  The grid is smoothed to  eliminate possible the true boundary (Figure 5) .  In this way, a s  the 
grid irregularities near the boundaries, and grid is refined, the true boundary shape emerges 
retriangulated (Figure 4). from the coarse initial grid. 

6. At this point the grid can be passed to  the 
solver. I t  is usually worthwhile, however, to  
do some initial refinement based on the cur- 
vature of the grid boundaries. Each grid point 
on the boundary is examined, and if the an- 
gle between the boundary edges at tha t  point 
exceeds some threshold - typically twenty de- 
grees - all of the triangles sharing the bound- 
ary grid point a re  tagged for refinement. The 
refined grid is then retriangulated. 

While the above process describes one method of 
generating meshes, an  alternative, used more re- 
cently, is described by Holmes and Snyder (1988). 

2.4 Unstructured Adaption 

Ni Bump. Over the years, three inviscid ‘Ni 
bump’ problems have become standard test cases 
for internal flow solvers (Ni, 1982). Solutions for 
the second Ni bump problem - a 10% height cir- 
cular arc bump with a nominal Mach number of 
0.675, are shown here to  further explain the above 
procedure and show the quality of results tha t  can 
be obtained with such a n  approach. 

Before displaying the NOVAK2D solutions, we 
show a solution obtained for the second problem 
using EULER, i.e. Viscous EULER run inviscidly! 
This is a 3D structured mesh code, described in 
a subsequent Section. For this case only multi- 
grid acceleration has  been used. EULER is a 3D 
code tha t  can also produce 2D solutions. There is 
some overhead involved in using EULER to solve a 
2D problem: a true 2D solver would probably run 
about 50% faster than EULER. 

The criteria used for adaptive refinement of the 
grid are very simple. More complex criteria, such The Ni bump grid for EULER contains 33x97 

rather crude criteria have proved to  be sufficient. Mach number contours computed On this mesh, a 
bubble of supersonic flow appearing on the bump 

The solver is iterated until the solution ap- followed by a shock. ne solution time on a cmy 
proaches some specified level of convergence. This a p  for 235 tirne steps, with four levels of multi- 

level of convergence tha t  assures some degree of onds using a true 2D code. 
stability in the solution. The refiner then checks 
the relative ranges of pressure, velocity, and to- grid has 53 grid points* 
tal pressure in each triangle. If one of these rel- 7.g shows the Mach number contours Ob- 

ative ranges in a triangle exceeds some threshold, tained after has and refined, 

finement may be done by adding three points at EULER solution. Solution time on the CRAY XMP 
the midpoints of the triangle edges, or by adding (which has  the hardware gathedscatter needed to  
one point at the triangle centroid (with a point vectorize the key loops in NOVAK2D) for 2100 time 
added as well at the midpoint of any edge of the steps was 33 seconds. Allowing for the difference 
triangle tha t  lies on the grid boundary). Either in grid size, the EULER and NOVAK2D run times 
scheme produces acceptable refined grids. When are One might have expected No- 
the triangle size reaches some lower limit, the re- %W2D to be ten O r  twenty times slower than EU- 
finement is suppressed to  prevent captured shocks LER because it lacks and suffers a Sig- 
from refining indefinitely. ne ~~l~~~~ t.jangu- nificant speed penalty on the CRAY because i t  can 
lation then connects the refinement points, one by only vectorize via indirect addressing and hard- 
one, into the existing grid, using exactly the Same ware gather/scatter. N O V m D  does a s  well a s  it 
algorithm as for the initial triangulation, and us- does because much of the time-stepping is done on 
ing the current triangulation a s  a starting point. the meshes. 
Some grid smoothing may be used here to  relax the The NOVAK2D solution is clearly much better 
grid point locations towards the average locations - the shock is much more sharpely resolved than 
ofthe neighbouring Points. This improves the grid in the EULER solution. Figure 7 shows the whole 
point distribution. Finally, the solver takes the sequence of grids a d  corresponding Mach num- 
new grid and continues the solution cycle. ber contours as the solution cycle (Figure 1) pro- 

Special techniques must be used when adding ceeds. Both the emergence of the body shape from 
refined points on curved grid boundaries. On a the underlying cubic splines and the frugal use of 
curved boundary, the edge midpoint will not fall on grid points can 

as truncation error estimates, might be used, but grid points, distributed uniformly. Figure 6 shows 

should not be complete convergence, but  rather a grid, was 78 seconds, equivalent to  roughly 50 sec- 

The 

the refiner adds new points to  increase the res- 
elution of the solution in tha t  triangle. The re- less than half the number of mesh points of the 

producing a mesh containing 1263 grid points 

be seen. 

0 

0 
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2.5 Viscous Implementation 

The usual practise in unstructured mesh codes 
is to  employ a mesh comprised of purely trian- 
gular cells. When adaption by reinforcement is 
performed, the triangular cell divides into four 
smaller triangular cells (Figure 8). This can be 
very wasteful of points in regions such as boundary 
layers where only gradients in one direction need 
t o  be resolved. A better method is to use a control 
volume which may be preferentially refined in one 
direction, e.g. a quadrilateral (Figure 9). 

The computation1 mesh for viscous analyses is 
therefore generated by first placing a layer of 
quadrilateral elements around the body, extending 
down both sides of the expected wake centerline. 
Outside of this region, a triangular mesh gener- 
ated as described above, is used. 

Transonic Turbine Cascade. This geometry 
is the subject of experimental work at VPI&SU 
(Shelton e t  al., 1992) and represents a transonic 
rotor  typical of modern gas turbine applications. 
This case was run over a range of pressure ra- 
tios. These pressure ratios are usually expressed 
in terms of an  isentropic exit Mach number which 
ranged from 0.8 t o  1.35. 

The k - 6 turbulence model was used for this 
case as trailing edge unsteadiness was observed 
with the Baldwin-Lomax model. Turbulence mod- 
els are designed to  enhance the laminar viscos- 
ity in order to  model the small (sub grid) scale 
unsteadiness. However at the trailing edge of a 
turbine blade i t  is feasible to have a fine enough 
grid (especially with refinement) toresolve the vor- 
tex shedding process which is observed experimen- 
tally. The question arises a s  to  what the turbu- 
lence model will do in these regions. Experiment- 
ing with both the Baldwin-Lomax and k - E mod- 
els indicated tha t  the k - 6 model produces a large 
enough turbulent viscosity to  damp out the vortex 
shedding and hence make the trailing edge steady. 
The turbulent viscosity from the Baldwin-Lomax 
model tended to  be too small t o  suppress this un- 
steadiness. On reflection this is not surprising a s  
this model is designed for attached or mildly sep- 
arated boundary layers which differ greatly from 
the trailing edge flow field. 

The initial and final grids for an exit Mach num- 
ber of 1.25 are shown in Figure 10. The quadri- 
lateral region and the refinement performed to re- 
solve the shocks and wakes can be clearly seen. 
Contours of Mach number a re  shown in Figure 11 
for a range of exit Mach numbers. Comparisons 
with experimental data  for pressure distribution 
and loss are given in Figures 12 and 13 respec- 
tively. The total pressure loss coefficient PI is de- 

fined to be : 
pt1 - ptz  

Pt 1 
PI = 

where Ptl is the inlet total pressure and Ptz is the 
mass averaged exit total pressure. 

The increase in loss with exit Mach number is 
well predicted and indicates t ha t  the loss arising 
from viscous and inviscid effects is being correctly 
predicted. The small shock on the suction surface 
which appears at an exit Mach number of 1.03 is 
not present in the experimental results 

The final grids ranged in size from 2250 nodes 
for an  exit Mach number of 0.83 t o  7329 nodes 
for an  exit Mach number of 1.25. CPU time on 
an  HP720 workstation was between 25 minutes 
for the low exit Mach number case to  125 min- 
utes for the high Mach number case. The increase 
in mesh size and consequent CPU time with exit 
Mach number is due to  the presence of shocks. 
With an  increase in Mach number to  1.35 the fi- 
nal mesh size jumps to  12,759 nodes a s  the wake 
moves outside the quadrilateral region and forces 
inefficient two dimensional refinement in the tri- 
angular region. This case serves to  illustrate the 
efficiency of quadrilateral refinement for resolving 
viscous regions. Obviously to  fix this problem the 
quadrilateral region would be expanded slightly. 

Combustor dump diffuser. The previous case 
can be meshed and good quality solutions obtained 
with a structured mesh code. This case, however, 
demonstrates the capability of the algorithm on a 
complex geometry which is extremely difficult to  
mesh and solve using a structured mesh code. The 
geometry is an  axisymmetric combustor dump dif- 
fuser. The function of the diffuser is not only to 
reduce the velocity of the combustor inlet air, but  
also to  recover a s  much of the dynamic pressure 
a s  possible, and to  present the liner with a smooth 
and stable flow (Lefebvre, 1983). The initial and fi- 
nal meshes are shown in Figure 14. The final mesh 
has  3584 nodes. 

This case was run  with the k - 6 turbulence 
model. A velocity vector plot is given in Figure 
15 where large recirculation regions can be clearly 
seen. The same flow features have been observed 
in a similar dump diffuser by other investigators 
(Shyy and Correa, 1985). The calculated flow split 
among the three exit passages is found to  be in 
good agreement with experimental data  from cold 
flow experiments conducted in a wooden diffuser 
model. 
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3 Viscous EULER 

3.1 Background 

In 1985 an  Euler code (Holmes and Tong, 1985) 
was written for GE Aircraft Engines and subse- 
quently used in the design of the Unducted Fan 
(Smith, 1987). The code was then further en- 
hanced (Cedar and Holmes, 1989) to  account for 
boundary layers, solid bodies such a s  part-span 
shrouds and engine splitters, and the presence 
of adjacent blade rows. I t  was used extensively 
in transonic fan design. Next, the viscous stress 
terms, viscous boundary conditions and Baldwin- 
Lomax turbulence model were added, followed by 
a novel implementation of the k - E turbulence 
model a s  discussed by Turner and Jennions (1992). 
These progressive steps allowed for code devel- 
opment inside a common framework, both from 
a CFD code developer’s and a designer’s point of 
view, and consequently have increased designer 
productivity. 

3.2 The Viscous EULER Code 

The papers cited above describe the individual 
parts of the present code and Turner and Jennions 
(1992) describes the viscous numerics in some de- 
tail. This discussion of the code is therefore re- 
stricted to  a brief description, emphasizing the 
main attributes of the solver, in order to  provide 
background for the numerical simulations. As was 
mentioned previously, much of this discussion also 
applies to  the NOVAK2D code. 

The Reynolds averaged form of the full 3D 
Navier-Stokes equations including the energy 
equation written in Cartesian coordinates are 
solved. The flow is assumed to  be compressible 
with adiabatic walls; supersonic and transonic so- 
lutions a re  allowed. The equations are cast in 
terms of absolute velocity but  are solved in a rela- 
tive non-Newtonian reference frame rotating with 
the blade. All t ha t  is needed to  close this system 
of equations are models for the laminar and turbu- 
lent viscosity. 

The laminar viscosity is modelled by Suther- 
land’s law and a choice of turbulence model is 
provided. The Baldwin-Lomax model (Baldwin 
and Lomax, 1978) implemented as a nearest wall 
model for three-dimensional flows, was coded first. 
This model unfortunately contains very little tur- 
bomachinery physics a s  i t  was devised for external 
flows. In particular the model does not account for 
pressure gradient effects (Dawes, 19901, which we 
believe to  be important in fans. As a consequence, 

the k - E turbulence model (Launder and Spald- 
ing (1974) was also coded and used as the default 
model. In order to  achieve engineering solutions 
in acceptable times both models use optional wall 
functions which yield the shear stress and shear 
work terms at wall boundaries. It is  interesting to  
observe tha t  as the Baldwin-Lomax model is not 
highly vectorized, a s  is the case with all Baldwin- 
Lomax models the authors have seen, both turbu- 
lence models take approximately the same com- 
puter time t o  execute. 

The equations of motion are integrated to  pro- 
duce a cell centered finite volume flux balance 
which, with the addition of the usual second and 
fourth order smoothing terms, are solved using the 
explicit Runge-Kutta scheme of Jameson, Schmidt 
and Turkel (1981). Various stage schemes are 
available in the code with the default being the 
5 stage scheme described by Cedar and Holmes 
(1989) which has  good dissipative properties for 
use with multigrid. Velocity and temperature 
gradients are computed using auxiliary control 
volumes, an approach similar to  tha t  adopted 
by Kallinderis (1987). Local time stepping and 
multigrid are used to  accelerate convergence. At 
present up to  five levels of multigrid may be used, 
with V or W cycles and optional subiteration and 
smoothing. Residual averaging with constant co- 
efficients (usually 1.0) is used to stabilize solu- 
tions rather  than accelerate convergence. This 
was found to  be necessary to  converge fine grid 
cases with features such a s  overtip leakage and, 
a s  it adds very little computer time, is currently 
used a s  default. For a Runge-Kutta scheme with 
a n  odd number of partial steps the averaging is 
applied on the finest grid level and the odd steps 
only. 

The k - E turbulence model is discretized about 
the same flux balance control volumes used by the 
explicit flow solver, with k and E stored at cell cen- 
ters. The resulting equations are solved implicitly 
using an  AD1 scheme on a cross flow plane. Alter- 
natively, the algebraic equations used in  Baldwin- 
Lomax are  solved on a cross flow plane with refer- 
ence to  the nearest wall. Although the number of 
explicit time steps per turbulent viscosity update 
(solving of the turbulence model) can be varied, in 
practice the viscosity is updated every time step. 
All viscous runs presented here use the k - E model 
with wall functions. 

Developing a code with this ‘building block’ ap- 
proach results in a very flexible tool with many at-  
tractive features. Those tha t  have not been men- 
tioned so far are listed below. 

b An option t o  use tip leakage has  always been 
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available in the code and is being exercised 
with the viscous version. 

0 Solid bodies, e.g. part-span shrouds and en- 
gine splitters, are  modeled as  viscous and can 
be rotating or  stationary. As we are using an  
implicit AD1 solver for the IC and c equations 
this had to be modified to  account for the triple 
grid lines which are  used to  define solid bodies 
in the code. 

0 Source terms are used to  account for the av- 
erage effects of adjacent blade rows. These 
source terms usually come from a through- 
flow analysis but could come from a sepa- 
ra te  3D calculation in a manner similar to  
tha t  used by Celestina, Mulac and Adamczyk 
(1986). 

0 The radial equilibrium exit boundary condi- 
tion has  been supplemented by the addition 
of an  exit condition which allows no change in 
the cross stream pressure gradient between 
the next to last  and the last  streamwise cell 
center values. This boundary condition, al- 
though not totally non-reflective, allows vor- 
tices and shock waves t o  escape from the solu- 
tion domain without causing spurious reflec- 
tions. 

Quality solutions depend on the control of numer- 
ical viscosity, i.e. an  accurate differencing scheme, 
and a good grid. Because the Navier-Stokes solver 
is an extension of an Euler solver, the amount 
of numerical viscosity produced by the code for 
inviscid applications has  been monitored exten- 
sively and gridding requirements have been estab- 
lished. The extension to quality viscous solutions 
can therefore be made knowing the underlying er- 
rors associated with a purely inviscid solution. 

3.3 3D System 

The 3D system of codes - preprocessing, solvers 
and postprocessing - is built around the use of bi- 
nary files that  separately contain the grid and flow 
information. These binary files permit storage of 
large amounts of data in a relatively small space. 
Conversion routines for transfer of files between 
computers (principally to and from the GE CRAY 
YMP), all of which are  unseen by a designer, per- 
mit easy use of this format. 

3.4 Overall Grid Generation 

The grid generation part of the system consists of 
the following main steps, the exact number used 

depending on the complexity of the geometry t o  be 
modelled. 

0 Convert the quasi-3D design system files ob- 
tained from through-flow and blade-to-blade 
codes into a 3D blade passage description of 
the geometry. The meridional grid distribu- 
tion on both suction and pressure surfaces is 
set in this code, which allows for the setting of 
lines along which solid bodies may appear. 

0 The passage wall distibution is then taken 
and a blade-to-blade grid is produced by solv- 
ing a sequence of 2D grid sections from hub to 
casing. The blade-to-blade grid is generated 
by an elliptic grid generator which is described 
in more detail below. At this point we have a 
full 3D grid, which for a fixed stator would be 
complete. 

0 Tip and/or hub clearance is accomodated by 
placing grid lines in the t i p h u b  gap region 
and restretching the grid locally in order to 
obtain acceptable stretchings in the spanwise 
direction. 

0 Internal solid bodies are grown from an ex- 
isting grid line tha t  has  been placed to run 
through the center of the body. Extra lines 
are placed to describe the upper and lower 
surfaces of the body, these lines being coinci- 
dent with the central line upstream and down- 
stream of the body. Leading and trailing edges 
are then matched to the real geometry and 
the grid relaxed in the neighbourhood of these 
bodies to  produce lines tha t  blend in smoothly 
with the surrounding grid. 

0 The flow conditions from the through-flow are 
mapped onto the grid to give a starting flow 
file for the 3D Navier-Stokes solver. 

The grids produced by the above sequence are  
checked for near wall proximity in order tha t  cal- 
culations are not performed outside the range of 
validity of the wall functions being used. Like- 
wise, in all of the above gridding steps, multigrid 
requirements are adhered to. This amounts to ar- 
eas with like boundary conditions, not crossing a 
triple line, being grouped together. 

In the overall cycle time of producing a solu- 
tion, a majority of the time is spent in creating 
good grids. The initial grid can take some time 
to produce, especially if new features (e.g. is- 
land splitters) have t o  be accomodated. However, 
once a gridding procedure is established future de- 
sign iterations are regularly accomplished within 
a working day. 

, 

~ 
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3.5 Grid Generation Details 

The grid generation algorithm used is a modified 
form of the 2D NASA GRAPE program, developed 
by Sorenson (1980). The alterations maintain the 
basic core solver integrity while changing the gen- 
eral input and boundary setup routines to new tur- 
bomachinery specific routines which build a vol- 
ume grid using an  'onion peel' approach. In addi- 
tion, the program has  an optional output format 
which allows a Quasi-3D grid to  be developed. In 
this case a volume grid consisting of a single cell 
in the spanwise direction, whose height is adjusted 
t o  the lamina thickness predicted by a throughflow 
analysis, is generated. Although i t  lacks general- 
ity, the program requires few user inputs, making 
i t  more appropriate in an  industrial design setting. 

Two basic types of blade-to-blade grid are  avail- 
able : an  H grid and  an  I grid (Figure 16). H grids 
are  characterized by their cross-passage grid lines 
(outside of the blade row) beginning and ending at 
the same axial locations. This makes the impo- 
sition of periodic boundary conditions straightfor- 
ward as  there is good matching across the periodic 
boundary. An I grid has  i ts  cross-passage grid lines 
much more orthogonal t o  the streamwise running 
grid lines, resulting in a grid mismatch on the pe- 
riodic boundaries. This makes the periodic bound- 
ary conditions much harder to  implement (Turner 
e t  al., 1993) but  gives much better shock resolution 
in cases were H grids would be highly sheared. 

A simple illustration of this is given in Figure 
17, where three types of grid are  considered for 
the simple problem of a supersonic flow in a duct 
containing a small (3") wedge in i ts  bottom wall. 
The H grid with (Y = 0" represents the 'base case' 
and  resolves the shock and resulting reflections 
reasonably well. However, if we now take ex- 
actly the same problem bu t  shear the grid (Figure 
17b), the shock system is degraded significantly 
at 70"(Figure 17e) and  is completely lost at 80" 
(Figure 170. As modern high pressure turbine 
vanes have exit metal angles around 80", clearly 
any shock system would not be seen with this type 
of grid. The I grid, which for this case represents 
a simple rotation of the a = 0" H grid, produces 
the solution shown in Figure 17d and is therefore 
used for these high exit angle cases. A demonstra- 
tion for a rea l  case is given below. I grids could also 
be used for transonic fans were the tip staggers are  
very high and good H grids are  hard t o  obtain. 

3.6 Postprocessing 

Postprocessing is mainly performed using an  in- 
house code which runs in both interactive and 

batch modes on a number of different platforms, 
including the CRAY. The code principally deals 
with line or contour plots and for designer use runs 
in a batch mode with input dictating the plots to  
be produced. In this fashion the solver and post- 
processor can be run  together, plots of convergence 
history and engineering variables of interest being 
returned to  the designer in order tha t  the next de- 
sign decision can be made. 

Third party postprocessors are available on 
high-end workstations (e.g. IRIS). The FAST code 
(Walatka et  al., 1992) is used for structured sin- 
gle and multi-block applications, while an imple- 
mentation of Visual3 (Haimes and Giles, 1991) is 
used for unstructured and structured applications. 
Being a library of callable routines, Visual3 is ex- 
tremely useful in that  it enables the user to  cus- 
tom tailor the postprocessor to  individual needs 
For example, the (m' , e )  coordinate system is often 
used in turbomachinery t o  'unwrap' surfaces. Us- 
ingVisual3, calculations can be performed and dis- 
played in this coordinate system, one tha t  would 
not be found in a 'canned' postprocessor. The use 
of these tools (and others) in rendering complex 
3D information in a meaningful way is growing 
rapidly. 

3.7 Viscous EULER Simulations 

VKI-LS82, 2D Turbine Nozzle. A Von Kar- 
man Institute (VKI) gas turbine nozzle guide vane 
(VKI-LS82) presented at a VKI Workshop (1982) 
demonstrates the relative capabilities of H versus 
I grid on a real 2D geometry. This vane has  a leav- 
ing angle around 80" and test  data,  including sur- 
face static pressure measurements, are available 
for comparison. 

The entire 2D I grid, with 48 cells in the blade- 
to-blade direction and 224 cells in the flow-wise di- 
rection, is shown in Figure 18a (where only every 
fourth line is shown for clarity) with an enlarge- 
ment of the throat region (for the full grid) in Fig- 
ure 18b. The grid is reasonably orthogonal, given 
that  a good number of points are required around 
the trailing edge and the grid must be pulled into 
this region by the elliptic solver in order to main- 
tain good definition. The blade is positioned in the 
center of the grid with the periodic lines, across 
which there is a grid mismatch ,  running between 
two adjacent blades. The grid shape (Figure 18a) 
mimics the axial inlet of the flow and the turning 
of the flow through the vane, while being gradually 
turned back to  axial from the trailing edge. 

The resulting isentropic Mach numbers from 
both test  and computation are shown in Figure 

0 

0 
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18d for a variety of exit isentropic Mach numbers, 
ranging from subsonic to  supersonic. The two sub- 
sonic conditions are well predicted, including a 
slight overspeed on the suction surface that  de- 
velops at z /c  = 0.27-for the M2,isen = 0.70 case 
and x / c  = 0.29 for the M2,isen = 0.85 case. As the 
exit flow becomes supersonic the effect of the pres- 
sure surface trailing edge flow is felt on the vane 
suction surface. Figure 18c shows computed inter- 
ferometry pictures (from Visual31 for these three 
cases and Figure 18e shows an enlargement of the 
trailing edge region for the M2,isen = 1.43 case. In- 
terferograms are contours of constant density us- 
ing an  alternating grey scale which clearly show 
shock and wake action. They are used in experi- 
mental visualization and make the assimilation of 
complex phenomena easier. On the pressure sur- 
face, the flow rapidly accelerates as the effect of 
the round trailing edge is felt. I t  then encoun- 
ters the flow from the suction surface and is de- 
flected, producing the pressure surface leg of the 
classic fish-tailed shock system characteristic of 
this type of flow. The suction surface feels the 
effects of this pressure surface trailing edge flow 
by first accelerating in response t o  the expansion 
and then rapidly decelerating in response to  the 
pressure surface shock. These features can read- 
ily be seen in both the experimental and computed 
profiles shown in Figure 18d. I t  appears that  the 
M2,isen = 1.12 data point at x / c  = 0.4 may well be 
in error as  i t  does not track the trend being set by 
the rest  of the data. 

To complement the simple example of grid shear 
presented in the previous section, a study of the 
effects of H versus I grid on this geometry have 
been performed. An H grid, conforming to  rules 
on aspect ratio found from the duct case above, and 
using the same number of cells as  the I grid was 
generated by using the elliptic solver previously 
described. Figure 19a shows the same portion of 
this grid as Figure 18b did for the I grid. The H 
grid shown has  one quarter the number of points 
in each direction for clarity, the difference in shear 
being self evident. Figure 19b shows the result of 
running this grid was to  obtain a solution that  ri- 
vals that  from the I grid. The suction surface peak 
Mach number is not quite as  high as  tha t  from the 
I grid, but the pressure surface trailing edge ex- 
pansion and shock are being correctly generated 
and transmitted by the H grid. For this case, t o  
obtain a solution with the H grid the CFL num- 
ber had to  be dropped by 30% in order to  obtain a 
stable solution. Even with this, the convergence 
history was not as  smooth as  the I grid, demon- 
strating that  I grids are easier to  run and converge 
than  the highly sheared H grids. 

In order t o  demonstrate grid dependence the 
number of blade-to-blade points in each calcula- 
tion was halved, the results in terms of isentropic 
surface Mach number being cross-plotted on Fig- 
ure 19b and contours of absolute Mach number 
for both calculations being shown in Figure 19c 
and 19d. The H grid is now failing to  pick up 
and transmit the pressure surface shock system 
while the I grid results are remarkably unaffected 
by the halving of the grid. I t  seems for this case 
tha t  the initially chosen I grid was far denser 
than i t  needed to  have been to  capture the rele- 
vant physics. These results indicate that  the cost 
of running an I grid calculation would be signifi- 
cantly cheaper than its H grid counterpart. 

NASA Rotor 67. Rotor 67 was designed and 
tested at NASA Lewis. I t  has  22 blades with a de- 
sign pressure ratio of 1.63 and mass flow of 33.25 
kghec at 100% speed, corresponding to  16,043 rpm 
with a tip relative Mach number of 1.38. Extensive 
test  data, available both from laser measurements 
and static probes, is given by Strasizar, Wood, 
Hathaway and Suder (1989) and this has  been 
carefully compared to  the results of Viscous EU- 
LER simulations in Jennions and Turner (1992). 
Here, the results are shown for the operating map 
only, for three values of tip clearance : nominal 
(0.024 ins, the observed running clearance), half 
nominal and twice nominal. 

The simulations employed 328,937 grid points; 
49 points in the blade-to-blade direction, 49 in the 
spanwise direction (4 being in the tip gap) and 137 
in the axial direction. The code took 1 to 1.5 hours 
on the GE CRAY YMP to  produce results for one 
point on the performance map. Other points can 
take less time being restarted from previous solu- 
tions. 

Computed and experimental performance maps 
are shown in Figure 20. Three individually com- 
puted tip clearance cases are shown with higher 
pressure rise, greater peak adiabatic efficiency 
and greater flow range being obtained as  the clear- 
ance is reduced. The computed mass flows are 
non-dimensionalised with respect t o  the choked 
mass flow for the nominal tip clearance case. This 
mass flow was found t o  be 1.2% lower than the ex- 
perimentally observed value. The leftmost point 
on each of the computed characteristics represents 
the highest downstream static pressure at which 
the code would converge. Raising the static pres- 
sure further produced reverse flow near the tip 
through the inlet and hence no solution was possi- 
ble. This is not what would happen in practice as  
the rotor would probably experience rotating stall 
before being pushed to  its ultimate stall point, bu t  
as  only a single passage is being modelled i t  is the 
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Near Stall 

closest the simulation can come to the stall point. 

As the exit pressure was lowered from stall past  
the peak efficiency point, a separated region ob- 
served near the hub I suction surface trailing edge 
at all operating conditions began to  grow and be- 
come unsteady. This behavior manifests itself 
in the solution neither converging nor diverging, 
with slowly fluctuating errors in the solution do- 
main being encountered only in the separated re- 
gion. These solutions are marked with open sym- 
bols. There are  a number of ways to  produce a 
steady state result, such as  increasing the smooth- 
ingto damp out the unsteadiness. For this simula- 
tion we chose to remove the small inlet hub bound- 
ary layer and hence produce the converged points 
shown at a (consistently) slightly higher mass flow. 
While no other inlet boundary layer profiles have 
been investigated i t  is clear tha t  reasonably fine 
grids are needed for an  accurate definition of this 
profile. 

Efficiencies seem to be reasonably well predicted 
with the nominal clearance except tha t  the dra- 
matic fall off from 93.4% to 91.3% as  the mass 
flow changes from 0.989 to 0.974 is not seen in 
the calculations. Instead a smooth curve extend- 
ing out towards stall is predicted. I t  is not un- 
derstood what phenomena causes the sudden ef- 
ficiency loss in the experiment (hysteresis effects 
have been proposed) and so i t  is difficult to explain 
the behaviour of the computations which, on a n  
isolated basis, look reasonable. 

Three t ip clearance cases were run to  test  the 
sensitivity of the results to the modelled clear- 
ance and hence aid with future tip clearance mod- 
elling. The tip of the blade is formed by simply 
closing the cross flow plane grid at this location 
resulting in a roof type structure on the top of the 
blade. The clearance is then the distance from 
the roof apex to the casing, modelled as  the true 
tip clearance for the nominal case. What this dis- 
tance should actually be set to is the subject of 
some debate. If the flow perpendicular to  the chord 
over the tip is likened to  the flow through a sharp 
two-dimensional slot then i t  can be argued tha t  in 
shaping the tip of the blade in this manner we have 
in some way modelled the limiting streamline em- 
anating from the upstream blade corner and the 
tip gap should be reduced according to a coefficient 
of discharge for such a geometry. Alternately, the 
current results show a 14.4% peak pressure loss 
for a 1% increase in tip gap. Existing experimental 
data  could be correlated and  the modelled tip gap 
sized to produce the correct pressure loss effect. 
At present this data  is viewed as  a first attempt 
to  understand tip clearance effects and no definite 
conclusions regarding the tip gap sizing have been 

’ p T , 9  I pT,49 [ p+,g  
91.125 I 88.981 I 89.898 

drawn. 
Much care needs to  be taken to  ensure consis- 

tency between experimental and computed data in 
a comparison such as the one above (Jennions and 
Shin, 1993). In the experimental calculation of ef- 
ficiency, the total pressure is ‘energy averaged’ by 
converting it to  its enthalpy equivalent, while the 
total temperature is mass averaged. The efficiency 
is then formed as  a simple average of the 9 radial 
locations at which data is taken. While the same 
procedure is followed for the computational results 
presented here, i t  is interesting to observe the ef- 
fects of what may seem reasonable assumptions. 
Two such assumptions are  explored in Table 1. 

1 Computed Efficiencies I 

Near Peak Efficiency 93.162 90.810 91.416 
Near Choke 1 86.095 I 83.992 I 84.824 1 
Table 1. Effect of Averaging on Efficiencies. 

The efficiencies calculated using all the span- 
wise points (pT,49)  are 2-3% lower than those using 
just  the experimental data  points ( P T , ~ ) .  This is 
because the endwall boundary layer effects, which 
lower the efficiency, are  present in the full span 
average bu t  are missed when only 9 points are 
used. If total pressure and total temperature are 
area averaged in the circumferential direction be- 
fore enthalpy averaging in the spanwise direction 
(using 9 points) then the efficiencies shown under 
P+,9 are  found. These are lower than the PT,9  val- 
ues by 1;-2%. Obviously, reducing the computa- 
tional data in the same way as  the experimental 
data is  crucial to  meaningful comparisons. 

GE/NASA E3 Fan. The last, and most com- 
plex, simulation is that  of the GE/NASA E3 fan 
(Sullivan and Hager, 1983). This fan was cho- 
sen because i t  is one of the few high efficiency, 
high bypass ratio fans typical of modern aero- 
engines for which test  data is available and be- 
cause it had previously been simulated by Cedar 
and Holmes (1989) using an Euler plus bound- 
ary layer approach. Figure 21  shows the fan con- 
figuration, part-span shroud, island splitter and 
quarter stage booster. The meridional grid for the 
current fully viscous calculation is shown in Fig- 
ure 22. I t  has  81 points in the spanwise direc- 
tion including 4 points in the tip gap. Such a high 
number is needed in order to model viscous effects 
on the endwalls and solid bodies. There are 157 
points in the axial direction to enable an accurate 
description of all the geometry present, an enlarge- 
ment of the part-span shroud and blade leading 

0 
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edge region being shown in Figure 22. Finally, 49 
points are  used in the blade-to-blade direction giv- 
ing a total grid of 623,133 points. 

An iliitial estimate of the flow field is made by 
mapping the throughflow datamatch onto the 3D 
grid. Even so, starting a calculation as complex 
as this can be difficult with a 5 stage Runge-Kutta 
scheme and usually a 2 stage scheme, which has 
been found to  be more robust, is run for the first 
100 time steps after which the 5 stage scheme 
is run as normal. For the present case, includ- 
ing the effect of the booster blade rows as source 
terms, a converged solution was obtained in a to- 
tal of 500 time steps, taking some 3.6 hours on 
the GE CRAY YMP. Of course, in the normal de- 
sign process, changes of back pressure will have 
t o  be made to  obtain the correct bypass ratio etc., 
such runs typically taking a further 300-400 itera- 
tions to converge depending on the severity of the 
change tha t  is made. 

The current simulation models a 97.2% speed 
case. The datamatch through-flow analysis tha t  
was performed subsequent to  the fan being tested 
gave a bypass ratio of 3.52. The calculation, which 
was essentially run to  the datamatch bypass exit 
and booster vane leading edge static pressures, 
predicted a bypass ratio of 3.51 with the individ- 
ual mass flows being predicted to  better than 1%. 

Figure 23 shows contours of static pressure on 
the casing from kulite measurements and from the 
calculation. Agreement is reasonable with both 
showing a two shock system, the calculation pre- 
dicting a more noticeable tip clearance vortex from 
the leading edge. This vortex is also evident in 
the relative Mach number contours, plotted mid- 
way between the tip and casing in Figure 24. I t  is 
accompanied by a second stronger vortex, driven 
by the pressure difference created across the tip 
by the in passage shock. This second vortex inter- 
acts more strongly with the in passage shock than 
does the leading edge vortex. 

The measured predsures show a n  almost con- 
s tant  pressure on the ‘pressure’ surface behind 
the first shock (static pressures ratios around 1.3) 
whereas the computation shows a rapid accelera- 
tion into the second shock. This is further seen 
in the average endwall statics shown in Figure 
25 where the higher pressure from experiment is 
again evident. This discrepancy is not fully un- 
derstood at the present time but a combination of 
probe error and tip clearance gap sizing might be 
the cause. Possible probe error was investigated 
by Weyer and Schodl(1971) where they concluded 
tha t  a pneumatic measuring system such as tha t  
used here could record up to  5% high at the fre- 
quencies and pressure ratios encountered in this 

rotor. For the other two rotors simulated in this 
paper, probe error would be much lower, a s  their 
rotational speeds and hence their excitation fre- 
quencies are much higher. Studies of the effect of 
tip clearance gap are  underway. 

Total pressure and temperature measurements 
were available at the booster vane leading edge 
and on the bypass OGV. These are  compared with 
the prediction in Figures 26 and 27 and show re- 
markably good agreement. Island static pressure 
taps were also taken and are shown in Figure 28. 
As the main interest of this simulation was with 
the fan, matching the booster leading edge pres- 
sure was judged t o  be important, the  other pres- 
sures on the island inner side depending critically 
on the source term modelling. 

Recent design interest in cases like this has fo- 
cussed on the part-span shroud as being an area 
for possible performance improvement. Ideally, 
this body would be non-lifting to  cause minimal 
disturbance to  the surrounding flow, a situation 
tha t  cannot be fully achieved due to  the presence 
of the fan’s shock system. The loading on the part- 
span shroud is shown in Figure 29, the near suc- 
tion surface velocity vectors in Figure 30 and the 
local velocity vectors around the part-span shroud 
at three locations across the passage in Figure 31. 
Near the suction surface, the pressure inbalance 
between the upper and lower part-span shroud 
surfaces causes flow around the trailing edge and 
a small separation to  form on the upper surface. 
This radial flow then joins the radial flow produced 
by the action of the passage shock on the suction 
surface boundary layer as i t  is centrifuged out to- 
wards the tip, action tha t  is confined to  a region 
very close to  the blade surface. At mid-passage 
the flow appears healthy, the loading being mostly 
from the interaction of the part-span shroud with 
the passage shock. Over near the pressure surface 
an overspeed is observed near the leading edge on 
the upper surface and the flow in the trailing edge 
region behaves in a more orderly manner than tha t  
near the suction surface. Design improvements 
aimed at better aligning the part-span shroud with 
the flow, to remove the leading edge overspeed and 
trailing edge flow migration, would improve the ef- 
ficiency of the part-span shroud. 

4 Third Party Codes 

The use of third party codes has become more pop- 
ular over the last’ ten years due to  three main 
reasons. The first is tha t  with so many differ- 
ent physical problems needing attention, i t  is not 
possible to  develop all the capability needed in- 
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house. When outside sources have codes tha t  con- 
tain the right physical models e.g. turbulence 
models or unsteady flow, then i t  makes sense to  
pick up a code tha t  already exists rather than put 
a lot of money into developing the same capabil- 
ity in-house. The second reason is one of geomet- 
ric complexity. Designers constantly want to  know 
what the flow around the next widget looks like. 
These are  mostly one-off calculations and speed in 
setting up the grid and getting a solution are of 
paramount importance. Unfortunately the overall 
process may still take a long time, as  grid gener- 
ation for complex geometries is by no means easy, 
but third party codes can be used to  expedite the 
process. The third and perhaps most important 
reason is tha t  third party codes have now devel- 
oped to  the point were results are  more consis- 
tently correct then previously. This aspect has  led 
some codes t o  have bad reputations in the past, but  
overall it  is felt that  this phase of development is 
over. We are not to the same point as  stress analy- 
sis codes where there are industry ‘standards’ and 
virtually no in-house codes are written, but  this 
position is gradually being approached. 

In contrast t o  the above, the reasons for devel- 
oping in-house codes must also be considered and 
these are primarily two fold. When there exists 
a large user base for an in-house code, then i t  is 
difficult to justify the considerable effort required 
to  retrain and recalibrate designers to the new 
tool. Adding new features to  such a code then be- 
comes a judgement choice. For relatively simple 
changes, such as  different boundary conditions, 
the in-house code should be extended; whereas for 
a change to a different turbulence model it  is a 
much more difficult choice. The second reason is 
where a competitive advantage is sought by solv- 
ing a problem to which there does not exist an ‘off 
the shelf‘ solution. An example of this type of de- 
velopment is the current interest in linearized un- 
steady flows to  study forced response problems or 
the use of unstructured grids to  simplify the grid 
generation / solution / postprocessing cycle. The 
question becomes whether a company considers 
the money put  into such a development worth the 
pay-back in the short term, before such a n  analy- 
sis is available on the open market. 

With the above comments made, third party 
codes originate from two principal sources - NASA 
and software companies. Over the years GEAE 
has made use of a number of NASA codes, some of 
which are  : GRAPE, GRIDGEN, PLOT3D / FAST, 
ROTOR1 / STAGE2, ROTORS, F3D and CFL3D, 
the last  two being in the installation area. The un- 
steady codes (ROTOR1 / STAGE2 and ROTOR3) 
were brought in because no in-house code was po- 

sitioned to  solve these unsteady problems with- 
out significant work and, through government con- 
tracts, much of the basic ground work of calibra- 
tion had already been done. 

CFL3D was brought in for basically the same 
reason, no in-house capability existed and i t  was 
deemed more prudent to  team up with NASA than 
try to  develop our own method. A measure of the 
power of this approach can be gained from the pa- 
per by Cedar e t  al. (1993). The approach uses 
CFL3D with Chimera grid oversetting to  solve for 
a cleanwing and for the wing with the nacelle and 
pylon present. The cleanwing results are shown 
in Figure 32 where inviscid, viscous and fine grid 
viscous runs against experimental data are shown. 
I t  is clear tha t  a fine grid viscous computation is 
needed to match the experimental data,  a conclu- 
sion consistent with the findings of many other re- 
searchers. Further, Figure 33 shows the results 
when the pylon and nacelle are included in the cal- 
culation. The CFD solutions capture the trends in 
the experimental data,  the Mach numbers inboard 
of the installation on the upper wing surface are 
elevated due to the presence of the nacelle. 

A number of different codes from software 
houses have been used a t  GEAE. An example to  il- 
lustrate the use of just  one is given here. Discrete 
jet film cooling, often used in conjunction with in- 
ternal convective cooling, is a popular method of 
extending the life of turbine hot section compo- 
nents. Although there are many configurations of 
film cooling, one common feature is the highly com- 
plex nature of the flowfield created by a coolant je t  
interacting with a hot cross-stream. Leylek and  
Zerkle (1993) reported on a joint experimental / 
computational study of a je t  in a crossflow (Fig- 
ure 34). A single’hole, including the plenum, was 
gridded as  shown in Figure 35. Much consider- 
ation was given to produce a highly orthogonal, 
non-uniform, fine grid consisting of 200,090 points. 
The standard k - 6 turbulence model was used in 
order to  ascertain how well it could perform and 
hence remedy its shortcomings in future studies. 
Results showing the computed temperature con- 
tours for two cases, a blowing ratio (M) of 0.5 and 
a density ratio (DR) of 2.0 and then an  increase 
in the blowing ratio to 2.0, are given in Figure 36. 
The deduced streamwise variation of adiabatic ef- 
fectiveness is shown in Figure 37 along with the 
experimental data. I t  is evident tha t  the com- 
putations are  not spreading the je t  as  quickly as  
the experimental data suggests. Much of the flow 
physics has  been captured, e.g. turbulence gener- 
ated as  the cooling flow moves from the plenum out 
through the hole, and i t  was thought tha t  the lack 
of lateral spreading was caused by the inability of 

0 

0 



8-12 

the k - E model to  cope with non-uniform rates of 
diffusion in different directions. 

5 Current Development Issues 

In this Section, a number of topics tha t  are cur- 
rently being worked and are of significant impor- 
tance are discussed. 

Multi-Stage Calculations. Single blade row 
3D Navier-Stokes solvers have now been used in 
industry for some time but  their application to  
a stage calculation is still a matter of some con- 
cern. For a single stage a mixing plane (Dring, 
1990) can be postulated to exist between the two 
blades and conditions mixed out circumferentially 
in order tha t  the downstream blade row sees a 
steady flow. Unfortunately, this does not seem 
to  produce the same results as  time averaging a 
complete unsteady solution for the stage. Fig- 
ure 38, taken from Fritsch and Giles, illustrates 
this point. Here, a stator followed by a rotor has  
been modelled both by a fully unsteady calcula- 
tion and by a steady stage calculation using an  
interface approach such as  previously discussed. 
The jump in entropy at the interface plane, pro- 
duce by the mixing procedure, causes a discrep- 
ancy between the two calculations. From a de- 
signer’s point of view the downstream rotor, if ex- 
amined in isolation, looks better from the steady 
calculation than from the unsteady and may lead 
to  design decisions tha t  would not work in prac- 
tice. Physically, the unsteady solution is allowing 
such effects as  the upstream wakes to  be reener- 
gized by the downstream blade (Smith, 1993) and 
not completely lost to mixing, which is irrecover- 
able. Work has  been done on solving the time aver- 
age unsteady flow equations through a multi-stage 
machine in which account of the upstream blade 
rows is taken when solving for the current row. 
These interactions appear as  stress terms which 
can be modelled (Adamczyk, 1992) and currently 
this looks the most promising form in which t o  at- 
tack this problem. 

Boundary Layer Transition. Evidence from 
a number of sources suggests tha t  boundary lay- 
ers, particularly on low pressure (LP) turbines 
are more laminar and transitional than had pre- 
viously been assumed (e.g. Mayle, 1991). Hod- 
son e t  al. (1993) published data on the Rolls- 
Royce Trent LP turbine (Figure 39) where, with 
surface mounted constant temperature hot-film 
anemometers, the suction surface boundary layer 
could be investigated in detail. Much laminar and 
transitional flow-was found on the third stage sta- 
tor, bu t  not much evidence of fully turbulent flow. 

This is in agreement with work done at GEAE 
(Figure 40) which shows the variation of total pres- 
sure downstream of an  LP turbine vane compared 
with calculations performed using a high Reynolds 
number form of a k - E t u r h l e n c e  model and  
wall functions. The agreement is fairly good, but  
the small difference, particaulrly at mid-span, is 
thought t o  be due to  the real boundary layer be- 
ing transitional. Work described by Dailey e t  al. 
(1994) aimed at addressing this problem by incor- 
porating a low Reynolds number k - E model into 
the computer code (Viscous EULER). Flat  plate 
transition could be predicted as  the inlet turbu- 
lence intensity (TUO) was changed (Figure 411, but  
grid considerations (Figure 42) and the CPU times 
to run the calculation (1 to  2 hours on a CRAY 
YMP) make the approach impractical for design 
use. There is a need for practical transition pre- 
dictions within the framework of a Navier-Stokes 
code. 

Parallel Processing. As the speed of single 
processors begins to  asymptote, the use of a num- 
ber of processors in parallel to achieve greater 
speed with pricelperformance benefits looks very 
attractive. There are still problems with vendors 
choosing different architectures but sufficient ex- 
perience has  been gained to enable an optimistic 
view of the future t o  be taken in this area. 

Braaten (1992) describes the application of a 
parallel pressure-correction algorithm to 3D tur- 
bomachinery flows. The algorithm solves the com- 
pressible form of the Euler o r  Navier-Stokes equa- 
tions via a compressible pressure-correction for- 
mulation. Table 2 shows measured performance 
for the calculation of an  inviscid transonic turbine 
cascade on a grid with 130x18~66 points (154,440 
point in total). Here, comparisons are  made be- 
tween one processor of a CRAY Y-MP and a num- 
ber of procesors on iPSC/86Os at GE CR&D and 
NASA Ames and the Touchstone Delta machine 
at the California Institute of Technology. Overall, 
performance in excess of the CRAY was achieved 
with only 32 nodes and speeds 2.4 times the CRAY 
could be achieved with 128 nodes. As the increase 
in speed of the chips used in these cases continues 
to outpace their supercomputer equivalents, these 
figures will only become more impressive in the fu- 
ture. 

Since this case is too large to  run  on a sin- 
gle processor, the parallel efficiency must  be esti- 
mated. This was done using the method described 
by Braaten (1991). Parallel efficiency drops be- 
low 50% around the level of 64 processors, sug- 
gesting tha t  the given problem is too small for a 
much greater number of processors. The loss in 
parallel efficiency is due primarily to  load imbal- 
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ances caused by the use of a staggered grid and 
from the application of different boundary condi- 
tions on different processors, as  well as  the cost of 
communication between processors during the so- 
lution step. 

6 Concluding Remarks 

This paper has  explored the main uses of CFD in 
the turbomachinery design process at GE Aircraft 
Engines. The two main in-house codes, NOVAK2D 
and Viscous EULER, have been discussed in some 
detail, with examples given as  to  their accuracy 
and hence potential use within a design system. 
The use of third party codes, either from NASA or 
from software houses, has  also been discussed, as  
has  current development issues. 

The impact of these CFD solvers on the tra- 
ditional design system cannot be understated. 
Navier-Stokes calculations are being performed on 
a regular basis, giving valuable insight into flow 
problems that  did not seem tractable even a few 
years ago. I t  therefore seems that  CFD has  a sure 
future in aiding the design process. 
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n CREATE INITIAL POINTS 

Figure 2. Input Points Form the Knots of the 
Parametric Spline Representation of the Bound- 
ary. 

Figure 1. Unstructured Solution Cycle. 
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Figure 3. Boundary and Interior Points. 
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Figure 4. Triangulated and Smoothed Grid. 

Figure 5. Adding a New Point on the Boundary. 

Figure 6. EULER Ni Bump Solution, 33x97 
Grid. 



a. 53 grid points 

b. 136 grid points 

C. 241 grid points 

d. 393 grid points 

e. 658 grid points 

f. 850 grid points 
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g. U63 grid points 

Figure 7. The Succession of Grids and Mach 
Number Contours Produced by the Solution Cycle 
for the Ni Bump Case. 
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Figure 8. Subdivision of Triangular Cells. 
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t 

Figure 9. One Dimensional Refinement of 
Quadrilateral Cells. 

(a) Refined mesh 
(b) Initial mesh 
(c) Trailing edge detail from (a) 

Figure 10. Initial and Final Grid for VPI Tur- 
bine Cascade (Me= = 1.25). 
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Figure 11. Mach Contours for a Variety of Exit 
Pressures. 
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Figure 12. Surface Mach Number Distributions 
for VPI Turbine. 
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Figure 13. Loss Prediction for VPI lhrbine. 

Figure 14. Initial and Final Grids for Combus- 
tor Diffuser. Figure 15. Velocity Vector Plot for Combustor 

Diffuser. 
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b) Enlargement of I Grid Throat Region (full 
grid) 

.. a) I Grid (every fourth line shown) 

d) Enlargement of H Grid Throat Region (every 
fourth line shown) 

c) H Grid (every fourth line shown) 

Figure 16. H and I Grids 
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H grid 
(Q = 00) 

_I 
flow 

Mach Number 
Contours 

I I C.V. 

d) Q = Oo 

m C.V. 

e) Q = 70' - C.V. 

9 a = 80' 

Figure 17. Simple Duct Example. 
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a) I grid 
fourth lii 

b) En1 
throat 

c) Computed interferograms (density contours using an alternating grey scale) 

[ c f i  e x p t .  Mia 
D 1.43 

d) Loading comparison 

e) Mach number contours 
for M2,iren=l .43 (Contour 
increment is 0.05) 

Figure 18. VKI-LS82 I Grid Results. 
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a) H grid near throat (every fourth line shown) 
cf. Figure 3b for I grid 

0 .2 .4 .6 .a 1 
XJC 

b) Loading with different grids 

c) H grid d) I grid 

Mach number contours for the coarse grids (24 blade-to-blade cells) 
Contour interval is 0.05 

Figure 19. Derefinement Study on the VKI- 
LS82 at M2,isen = 1.43. 
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Figure 21. E3 Fan Configuration. 
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Figure 20. Rotor 67 Design Speed Operating 
Characteris tics. 

Figure 22. E3 Fan Grid Details. 
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Measured Computed 

Figure 23. E3 Casing Normalized Static Res -  
sure Contours. 

Figure 24. Computed E3 Relative Mach Number 
Contours between Tip and Casing and Schematic 
Showing Tip Vortex / Shock Interaction. Contour 
interval of 0.05. 



16r 

14. 
r=' 
8 
-12 2 
a 

!2 10- 

cii 8. 

3 
U 

rJ 
.- - 

0 

- 
Rotor Computed 

l-*' Result 

Experimental /J 

61 I I I I I 
I I J 

-15 -10 -5 0 5 10 15 20 25 
Axial Distance (ins) 

Figure 25. E3 Casing Static Pressure Compari- 
son. 
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Figure 26. E3 Downstream Total Pressure Pro- 
files. 

Experiment 

Bypass Grid 
Computation Exit 

d 

2 1  . g'. Boos;rva; , 
Leading Edge 

2 

480 500 520 540 560 580 600 620 640 
Total Temperature (Rankine) 

Figure 27. E3 Downstream Total Temperature 
Profiles. 
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Figure 28. E3 Island Static Pressure Distribu- 
tion. 
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Figure 29. E3 Part-Span Shroud Loading Dis- 
tributions. 
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Figure 30. E3 Near Suction Surface Velocity 
Vectors. 

------- _A-- 

Figure 31. Velocity Vectors around the Part- 
Span Shroud near the Suction Surface (left), 
at mid-passage, and near the Pressure Sirface 
(right) for E3.  
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Figure 32. Cleanwing Surface Pressure Distri- 
butions. 
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Figure 33. Wing Surface Pressure Distributions 
for Cleanwing and Installed Nacelle. 
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Figure 34. Essential Features of Experimental 
Film Cooling Configuration Showing Overall Ex- 
tent of Computational Domain. 

(a) M - 0.5. DR - 2.0 

Crosslbw 
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(bl Jet &I Plane 

Figure 35. Computational Grid for 3D Discrete 
J e t  Film Cooling: 200,090 Grid Points with 22 Lat- 
eral, 85 Vertical, and 107 Streamwise. 

Figure 37. Lateral Variation of Adiabatic Ef- 
fectiveness from Computations and Experiments 
for a Blowing Ratio of 0.5 at Five Streamwrse Sta- 
tions. 

Figure 36. Isometric View of Computed Temper- 
a ture  Contours on Many Crossflow Planes show- 
ing Coolant J e t  Tfajectories and Lateral Diffusion. 
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Figure 38. Entropy Rise in Numerical Simula- 
tions of the ACE Stage (turbulent boundary lay- 
erdno free stream turbulence). 
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Po 6 To RAKES 

RIG CENTREUNE 

Figure 39. Schematic of TFent 700 LP Turbine 
Parts Rig. 
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Figure 40. Downstream Total Pressure Profile 
for the E3 LP Turbine Vane. 
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Figure 41. Effect of Freestream Turbulence In- 
tensity for Transitional Flat Plate Flow with Vis- 
cous EULER. 
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4 x 2 ~ 4  (32) 

4 X 4 X 4  (64) 

8 x 4 ~ 4  (128) 

Touchstone Delta 

Leading 
Edge 

8.85 x 10-6 1.24 67.1 % 

6.29 x 10-6 1.75 50.1 % 

4.59 x 10-6 2.40 33.3 % 

Viscous Wall 

4 x 2 x 2 (16) 
4 x 2 x  4 (32) 

Trailing 
Edge 

1.36 x 10-5 0.81 74.8 % 

8.09 x 10-5 1.36 58.9 9i 

Figure 42. Typical Flat Plate Grid - 81x81 grid 
(7561 grid points). 

8 x 4 x 4 (128) 

8 x 4 x 8 (256) 

Table 2. Performance of parallel algorithm on inviscid transonic turbine cascade (154,000 
grid points) 

4.47 x 10-6 2.46 25.9 96 

4.30 x 10-6 2.56 14.9 96 

I # Processors I sec/iter/uoint/equation I Performance/Cray I Parallel Efficiency 1 

I 1 

4 x 2 x 2 (16) 1 1.51 x lW5 10.73 180.9 9i 

I t 4 x 4 x 4 (64) I 5.84 x 106 I 1.89 141.4 96 
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AERO DESIGN OF TURBOMACHINERY COMPONENTS 
- CFD IN COMPLEX SYSTEMS 

K. Broichhausen 
MTU Munchen 

Postfach 50 06 40 
Dachauer Strasse 665 
D-8000 Munchen 50 

Germany 

s tandard  acco rd ing  t o  an assessment o f  d i f f e r e n t  
s p e c i a l i s t s  summarized by Gr ieb  / l / .  T h i s  a n a l y s i s  

shows t h a t  aerodynamic and a e r o e l a s t i c i t y  a re  s t i l  
about 40 - 50% away f rom t h e  d e s i r a b l e  s tandard .  

Compared t o  t h e  s c i e n t i f i c a l l y  c o r r e c t  s tandard  

t h e  s t a t u s  i s  o f  course  even worse. 

I .  I n t r o d u c t i o n  

The impor tance o f  CFD i n  t h e  des ign  o f  t u r b o -  

components i s  no l o n g e r  a m a t t e r  o f  d i scuss ion .  

S ince  t h e  fundamental p u b l i c a t i o n s  o f  Wu and t h e  

f i r s t  success fu l1  a t tempts  t o  de termine t h e  

p o t e n t i a l  2D f l o w  i n  b lade  rows t h e  p o s i t i o n  o f  

computa t iona l  f l u i d  dynamics i n  t h e  des ign  o f  

j e t - e n g i n e  turbocomponents has inc reased c o n t i -  

nuous ly .  T h i s  ma in l y  has been d r i v e n  by t h e  two 

f a c t o r s  " t ime"  and " c o s t " .  

11. Symbols 

As a r e s u l t  t h e  des ign  eng ineer  o f  today can 

r e l y  on a mature s e t  o f  numer ica l  approaches f o r  
t h e  aerodynamic o p t i m i z a t i o n  o f  turbomachines. 

T h i s  des ign  system i s  s t r u c t u r e d  d i f f e r e n t l y  i n  

t h e  s p e c i f i c  companies. Genera l l y ,  however, an 

i n v e r s e  c o r r e l a t i o n  between t h e  comp lex i t y  o f  

t h e  problem and t h e  comp lex i t y  o f  t h e  numer ica l  

approach can be observed: The most complex p r o -  
blems r e l y  on r e l a t i v e l y  s imp le  codes w i t h  a b i g  

p o r t i o n  o f  emp i r i c i sm and v i c e  versa. An overv iew 
o f  t h e  des ign  problems and t h e  a p p l i c a t i o n  o f  

computa t iona l  methods i s  g i v e n  i n  F i q .  1. Re la ted  

t o  t h e  progress  i n  computa t iona l  f l u i d  dynamics 

and computer hardware q u a l i t y  ( c o s t  and speed) a 
t r e n d  towards t h e  use o f  more complex numerical  

t o o l s  f o r  more complex des ign  problems i s  obv ious .  

The remarkable improvement o f  t h e  des ign  t o o l s  

(i. e. numer ica l  methods and exper ience b a s i s )  can 

be shown i m p r e s s i v e l y  by t h e  r e d u c t i o n  o f  t h e  t i m e  

be ing  necessary t o  g e t  t h e  des ign  performance f o r  
t h e  l a s t  two European m i l i t a r y  engines, t h e  RB199 

and t h e  EJ200. There i s ,  however, s t i l l  a r e -  
markable gap between t h e  c a p a b i l i t y  o f  t h e  des ign  

t o o l s  t o  d e f i n e  t h e  components o f  a new genera t i on  
eng ine  and t h e  d e s i r e d  s t a t u s .  T h i s  r e l a t i o n  

between t h e  s tandard  reached i n  a n a l y s i s  and 
m o d e l l i n g  can be composed w i t h  t h e  t e c h n i c a l l y  
d e s i r a b l e  s tandard  and t h e  s c i e n t i f i c a l l y  c o r r e c t  

a 
Du/Dm 

h 
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0 
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2 
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s t reamfunc t  i on 
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Presented at an AGARD Lecture Series on 'Turbomachinery Design Using CFD', May to June 1994. 
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1 1 1 .  Hub t o  T i p  s o l u t i o n s  

The des ign  o f  turbo-components f rom s c r a t c h  i s  

g e n e r a l l y  s t a r t e d  by an approximate computa t ion  o f  

t h e  f l o w  p a t t e r n  between hub and t i p  i n  t h e  gaps 

between t h e  b lade  rows. For  t h i s  s imp le  mode l l i ng  
o f  t h e  complex tu rbomach inery  f l o w  s t reaml ine  c u r -  

v a t u r e  methods a r e  a p p r o p r i a t e  t o o l s .  

For  these methods a pa ramet r i c  d e s c r i p t i o n  o f  t h e  
coo rd ina tes  as shown i n  F i q .  2 can be chosen. By 

t h i s  p rocedure  t h e  mer id iona l  f l o w  can be c a l c u -  
l a t e d  f o r  bo th ,  r a d i a l  and a x i a l  f l o w  t u r b o -  

machines. By combining t h e  
- geometry o f  t h e  mer id iona l  s t reaml ines ,  
- t h e  c o n t i n u i t y  equa t ion  a long t h e  s t reaml ines ,  
- t h e  momentum equat ions ,  

- t h e  energy equa t ion  and 

- t h e  equa t ion  o f  s t a t e  i n  d i f f e r e n t i a l  fo rm 

a l i n e a r  equa t ion  system can be es tab l i shed .  

As t h e  p ressu re  g r a d i e n t  on t h e  quas i -o r thogona l  
computa t iona l  p lane and t h e  s t r e a m l i n e  i s  d e s c r i b -  

ed by 

t h e  e s s e n t i a l  p o r t i o n s  o f  t h e  pressure  g r a d i e n t  i n  

t h e  r a d i a l  and a x i a l  d i r e c t i o n  must be d e r i v e d  by 

t h e  d i f f e r e n t i a l  equa t ion  system as shown i n  
Tab. 1. 

It i s  obv ious  t h a t  f o r  Mach number u n i t y  t h e  

change o f  t h e  pressure  has a s ingu1ar i t . y .  For  
p r a c t i c a l  des ign  purposes t h e  s t a b i l i t y  i n  t h e  

u n s t a b l e  domain around son ic  Mach number can be 

improved by s imp le  i n t e r p o l a t i o n  between t h e  two 

branches o f  t h e  hyperbo la  ( 1  - Ma*)-1.  

The numer ica l  s o l u t i o n  procedure o f  t h e  whole 

a l g o r i t h m  i s  as f o l l o w s  

- For  t h e  upstream boundary t o t a l  p ressure  and 

tempera ture  a re  g i ven .  
- For  t h e  d i f f e r e n t  computa t iona l  p lanes  mass- f low 

and r o t o r  speed a r e  d e f i n e d  toge the r  w i t h  hub 

and t i p  coo rd ina tes .  A l so  blockage, l osses  and 
t u r n i n g  i s  computed by a p p r o p r i a t e  models. 

- The computa t ion  i s  s t a r t e d  w i t h  an area averaged 
q u a s i - s t r e a m l i n e  system fo rmu la ted  by cub ic  

s p l i n e s .  On t h a t  b a s i s  a l l  geometry da ta  and 

d e r i v a t i v e s  can be es tab l i shed .  

- The d i f f e r e n t i a l  equat ions  d e s c r i b i n g  t h e  p res -  

sure  d i s t r i b u t i o n s  a re  so lved i t e r a t i v e l y  s t a r -  

t i n g  w i t h  t h e  Lava1 number a t  t h e  mean stream- 

l i n e .  T h i s  i t e r a t i o n  i s  f i n i s h e d  by ach iev ing  

t h e  p r e s c r i b e d  i n t e g r a l  mass-f low w i t h i n  a g i v e n  

t o 1  erance band. 

- As d i f f e r e n t  r a d i a l  d i s t r i b u t i o n s  can r e s u l t  i n  

t h e  same i n t e g r a l  mass f l ow ,  a d i f f e r e n c e  be- 
tween t h e  computed mass f l o w  f o r  ne ighbour ing  

s t reaml ines  and t h e  p r e s c r i b e d  one m igh t  be de- 
t e c t e d .  I n  t h i s  case a new p o s i t i o n  f o r  t h e  r e -  

l e v a n t  s t reaml ines  i s  computed by i n t e r p o l a t i o n .  

As a f i n a l  r e s u l t  t h e  computa t ion  can g i v e  a l l  
t h e  d a t a  r e l e v a n t  f o r  tu rbomach inery  des ign .  I n  

t h e  case o f  a r e a l  duc t  f l o w  method a l l  t h e  p a r t s  

r e l a t e d  t o  th reed imens iona l  b lade e f f e c t s  ( i n  li- 
t e r a t u r e  f r e q u e n t l y  denoted as "b lade f o r c e s " )  a r e  

zero .  I n c l u d i n g  those terms, however, t h e  method 
i s  v a l i d  a l s o  f o r  t h e  i n t e r n a l  f l o w  i n  t h e  b lade 

rows and thus  can be used as a th rough f l o w  me- 

thod.  For  t h a t  purpose a l s o  computa t iona l  p lanes  

i n  t h e  b lade  passage have t o  be i n t roduced .  

I n  combina t ion  w i t h  a b lade t o  b lade  computa t ion  

method ( S l - f l o w  c a l c u l a t i o n )  and t a k i n g  t h e  f l o w  
ang les  on t h e  r o t a t i o n a l  su r face  between t h e  b lade 
rows f rom t h e  computed b lade t o  b lade f l ow ,  t h e  

s t r e a m l i n e  c u r v a t u r e  methods cover  t h e  most sub- 
s t a n t i a l  th reed imens iona l  e f f e c t s  l i k e  bow and 

l e a n  i n  an a p p r o p r i a t e  way. 

I f  such a method i s  combined w i t h  adequate l o s s  
models and/or m i x i n g  models i t  can a l s o  be deve- 

l oped  as a u s e f u l  t o o l  f o r  performance c a l c u l a t i o n  

o f  tu rbomach inery  components. 

The l i m i t  o f  t h e  s t r e a m l i n e  c u r v a t u r e  methods i s  

son ic  mer id iona l  f l o w .  So, f o r  example, t h e  d e t e r -  

m i n a t i o n  o f  t h e  choke marg in  i s  ha rd  t o  per fo rm.  

Another  l i m i t  i s  t h e  accuracy r e f e r r . i n g  t o  d e t a i l s  
o f  t h e  f l o w  p a t t e r n :  
- Grea te r  number o f  computa t iov  p lanes  w i t h i n  t h e  

b lade  rows r e s u l t  i n  s t a b i l i t y  problems. 
- The r e s o l u t i o n  o f  hub and cas ing  boundary l a y e r s  

i s  poor .  The o v e r a l l  e f f e c t s  a re  g e n e r a l l y  i n -  

t roduced by a blockage f a c t o r .  A combina t ion  o f  

a s t r e a m l i n e  c u r v a t u r e  method w i t h  a more exac t  

hub/casing boundary method seems t o  be n o t  ade- 
quate.  
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The e x t r a o r d i n a r y  f l e x i b i l i t y  o f  t h e  s t reaml ine  
c u r v a t u r e  method i s  demonstrated by F i q .  3 which 

r e f e r s  t o  a combina t ion  o f  a t r a n s o n i c  fan ,  t h e  
bypass d u c t  i n c l u d i n g  t h e  s t a t o r  and t h e  i n n e r  

d u c t  w i t h  t h e  s t a t o r ,  t h e  i n t e r d u c t  and an ax - rad  

h i g h  p ressu re  compressor. The LPC and t h e  HPC a re  
r o t a t i n g  w i t h  d i f f e r e n t  speeds. The f i g u r e  shows 

t h e  r e s u l t i n g  s t reaml ines .  The computa t ion  p lanes  

a r e  i n d i c a t e d  by t h e  squares, i n l e t  and o u t l e t  

p lanes  o f  vanes/blades by t h e  dashed l i n e s .  

Because o f  t h e i r  s h o r t  computa t ion  t imes t h e  

s t r e a m l i n e  c u r v a t u r e  methods a re  a l s o  p r e d e s t i n a t e  

t o o l s  f o r  pa ramet r i c  s t u d i e s .  A s  an example F i q .  4 
shows t h e  i n f l u e n c e  o f  d i f f e r e n t  bypass back p res -  

sures on t h e  bypass r a t i o  and t h e  r e s u l t i n g  f l o w  

p a t t e r n  i n  t h e  compressors o f  a m i l i t a r y  j e t  
eng ine  ( l ow  pressure  compressor, i n t e r d u c t  and 
h i g h  p ressu re  compressor) .  

F i n a l l y  t h e  c a p a b i l i t y  o f  t h e  desc r ibed  s imp le  

methods i s  demonstrated by t h e  performance map o f  

a m u l t i s t a g e  low  pressure  t u r b i n e .  The convergence 

r a t e  f o r  t h e  chok ing  l i m i t ,  o f  course, i s  ve ry  
poor  i n  t h i s  case ( F i q .  5 ) .  

The d iscussed s h o r t  comings o f  t h e  s t r e a m l i n e  c u r -  

v a t u r e  methods can be overcome by f i e l d  methods 

a p p l i e d  on a r e p r e s e n t a t i v e  stream su r face  ex tend-  
i n g  f rom hub t o  cas ing .  I n  t h e  s t reaml ine  curva-  

t u r e  methods t h e  up- and downstream i n f l u e n c e  i s  
o n l y  produced by t h e  geometry ( p o s i t i o n  and 

c u r v a t u r e )  o f  t h e  s t reaml ines ,  whereas f o r  t h e  

f i e l d  methods t h e  mer id iona l  c o u p l i n g  i s  gua- 
ran teed  by t h e  b a s i c  d i f f e r e n t i a l  equat ions .  

S t a r t i n g  w i t h  t h e  con t . i nu i t y  equat ion ,  and t h e  
momentum equa t ion  i n  a l l  coo rd ina te  d i r e c t i o n s  
( fo rmu la ted  f o r  a hub t o  t i p  s t reamsur face)  t h e  

c i r c u m f e r e n t i a l  g r a d i e n t  i n  a x i a l  and r a d i a l  
momentum equa t ion  and can be s u b s t i t u t e d .  Tak ing  

t h e  energy equat ion, the b a s i c  thermodynamic equa- 

t i o n s  and d e f i n i n g  t h e  s t reamfunc t i on  as 

a system o f  p a r t i a l  d i f f e r e n t i a l  equat ions  f o r  
r a d i a l  and a x i a l  d i r e c t i o n  can be de r i ved .  Tak ing  
i n t o  account t h a t  t h e  t o t a l  d e r i v a t i v e s  o f  en t ropy  

and r o t h a l p y  between d i f f e r e n t  s t reaml ines  a re  
independent o f  t h e  way (wh ich  corresponds t o  t h e  

conserva t i on  o f  r o t h a l p y  and en t ropy)  a s i n g l e  

p a r t i a l  d i f f e r e n t i a l  equa t ion  f o r  t h e  twodimensio- 

n a l  m e r i d i o n a l  f l o w  a long a r e p r e s e n t a t i v e  stream- 

su r face  can be de r i ved .  By means o f  t h e  Stoke’s 

theorem an i n t e g r a l  f o r m u l a t i o n  can be g i v e n  

(Tab. 2 ) .  

For  t h e  s t reamfunc t i on  equa t ion  t h e  b a s i c  equa- 

t i o n s  f o r  steady f l o w  have been t h e  bas i s .  Tak ing  

t h e  unsteady conversa t i on  equat ions ,  a t i m e  depen- 

den t  E u l e r  method can be designed f o r  a p p l i c a t i o n  

on t h e  m e r i d i o n a l  p lane.  For t h i s  purpose t h e  p r o -  

cedure i s  comparable t o  t h e  d e r i v a t i o n  o f  t h e  

s t reamfunc t i on  equat ion .  The r e s u l t i n g  equat ions  
a r e  g i v e n  i n  Tab. 3. 

The c a p a b i l i t y  o f  t h e  d i f f e r e n t i a l  methods f o r  
comput ing mer id iona l  f l o w s  desc r ibed  above i s  
d iscussed i n  t h e  f o l l o w i n g .  

As t hese  methods b a s i c a l l y  a re  non-v iscous  t h e  
l oss - te rms  here  a re  g e n e r a l l y  n o t  i nc luded .  The 

s t reamfunc t i on  method i s  a p p l i e d  t o  s t a t o r  and 
r o t o r  o f  a t u r b i n e  f o r  u l t r a - h i g h - b y p a s s  prop fan .  

The d a t a  a r e  compared t o  an 3D E u l e r  s o l v e r .  The 
b a s i c  geometry and t h e  numerical  g r i d  i s  shown i n  

F i q .  6. The r e s u l t i n g  s t a t i c  p ressure  d i s t r i b u t i o n  

a long s t reaml ines  r e p r e s e n t i n g  hub, mean and t i p  
r a d i u s  show b a s i c  agreement between t h e  two me- 

thods  ( F i g .  7 ) .  Some i n c o n s i s t e n c i e s  a re  observed 

f o r  t h e  E u l e r  s o l v e r  w i t h  respec t  t o  t h e  system 
changes between r o t o r  and s t a t o r .  T h i s  b a s i c  s i m i -  

l a r i t y  i s  a l s o  conf i rmed by t h e  a x i a l  v e l o c i t i e s  
shown i n  F i q .  8 :  The b i g  advantage o f  t h e  E u l e r  

s o l v e r  on t h e  mer id iona l  p lane  can be demonstrated 
by i t s  a p p l i c a t i o n  t o  a h i g h l y  loaded t r a n s o n i c  
compressor r o t o r  ( F i q .  9 ) .  The shock waves i n  t h e  

o u t e r  p a r t  o f  t h e  mer id iona l  su r face  a re  r e p r o -  

duced w i t h  good accuracy.  The shock i t s e l f  gen- 

e r a t e s  a sudden t u r n i n g  ang le  o f  t h e  mer id iona l  

stream1 i n e s .  

I V .  Cons ide ra t i on  o f  v iscous  e f f e c t s  (Hub t o  T i p )  

The methods f o r  hub t o  t i p  f l o w  c a l c u l a t i o n  d i s -  

cussed so f a r  have been d e r i v e d  by a f o r m u l a t i o n  

o f  t h e  momentum equa t ion  n e g l e c t i n g  t h e  v i s c o s i t y  
o f  t h e  f l u i d .  To g e t  q u a n t i t i v e  d a t a  on t h e  b a s i s  
o f  t h i s  s i m p l i f i e d  assumption, t h e  l osses  a re  con- 

s i d e r e d  i n  most cases i n c o s i s t e n t l y  w i t h i n  t h e  
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d e s c r i p t i o n  o f  t h e  thermodynamic p r o p e r t i e s  o f  t h e  

f l u i d .  

To improve t h i s  s i t u a t i o n  cas ing  boundary l a y e r s  
a r e  o f t e n  c a l c u l a t e d  separa te l y  on t h e  b a s i s  o f  

boundary l a y e r  equat ions .  I n  ex tens ion  t o  these 

methods c o u p l i n g  t h e  non-v iscous  co re  f l o w  c a l c u -  
l a t i o n  w i t h  a cas ing  boundary l a y e r  c a l c u l a t i o n ,  

t h e  v i scous  2D m e r i d i o n a l  f l o w  can be computed on 
t h e  b a s i s  o f  t h e  c i r c u m f e r e n t i a l l y  averaged 3D 
Nav ie r -S tokes  equat ions  /2/. Doing t h a t  i t  would 
a l s o  be p o s s i b l e  t o  i n c o r p o r a t e  t h e  g r a d i e n t s  i n  

c i r c u m f e r e n t i a l  d i r e c t i o n  by means o f  a d d i t i o n a l  

terms. The r e s u l t i n g  equat ions  f o r  r o t a t i o n a l  sym- 

m e t r i c  f l o w  a r e  g i v e n  i n  Tab. 3. 

The equat ions  a re  so l ved  n u m e r i c a l l y  on an H-Gr id  

which i s  adopted t o  t h e  b lade /vane- in le t  and 

- o u t l e t  p lanes  ( F i q .  10) .  For  t h e  cas ing  boundary 

l a y e r  a g r i d  re f i nemen t  shou ld  be app l i ed .  The 
s o l u t i o n  o f  t h e  equat ions  can be done i t e r a t i v e l y  

by means o f  a p ressure  c o r r e c t i o n  method /3 / .  
Progress ing  i n  downstream d i r e c t i o n  t h e  parabo l  i - 
zed equat ions  o f  mot ion  and t h e  energy equa t ion  

a re  so lved f o r  a g i v e n  pressure  f i e l d .  By means o f  
a c o r r e c t i o n  s tep  t h e  c o n t i n u i t y  i s  covered and an 

improved pressure  f i e l d  i s  generated. 

The v i scous  computa t ion  i s  performed t u r b u l e n t  

w i t h  a s imp le  m i x i n g  l e n g t h  model. Rad ia l  m i x i n g  

may be i nco rpo ra ted  by models desc r ibed  by Adkins,  

Smith /4/ o r  Ga l l imore ,  Cumpsty /5/.  A d d i t i o n a l  

l osses  because o f  t i p  c lea rance  f l ow ,  b lade wake 

and secondary f l o w  can be cons idered i n c o n s i s -  
t e n t l y  l i k e  i n  t h e  desc r ibed  s t reaml ine  c u r v a t u r e  

and s t reamfunc t i on  methods. The r e s u l t i n g  m e r i d i o -  
n a l  f l o w  p a t t e r n  i s  shown i n  F i q .  11. I n  c o n t r a r y  
t o  t h e  methods desc r ibed  b e f o r e  w i t h  an i n c o n s i s -  

t e n t  d e s c r i p t i o n  o f  t h e  l osses  near t h e  w a l l  t h e  
hub and cas ing  boundary l a y e r s  a re  represented  

ex t remely  good w i t h  t h e  pa rabo l i zed  Nav ie r -S tokes  
methods on a m e r i d i o n a l  p lane .  

V .  Blade t o  Blade Flow 

The methods f o r  computing the b lade t o  b lade  f l o w  
i n c l u d i n g  s t r e a m l i n e  c o n t r a c t i o n  f rom hub t o  t i p  

( a x i a l  v e l o c i t y  d e n s i t y  r a t i o )  and r a d i a l  s h i f t  o f  

t h e  s t ream su r face  ex tend f rom s imp le  p o t e n t i a l  
methods t o  Nav ie r -S tokes  methods. D e t a i l s  o f  those 
methods a re  desc r ibed  i n  /6, 7, 8 / .  I n  t h i s  con- 

t e x t  some s i n g l e  t o p i c s  r e f e r r i n g  t o  t r a n s o n i c  

v iscous  "b lade  t o  b lade"  f l o w  s h a l l  be d iscussed.  

To a v o i d  problems a r i s i n g  f rom t y p e  change o f  t h e  

d i f f e r e n t i a l  equat ions  t h e  h y p e r b o l i c  c h a r a c t e r  

can be s imu la ted  i n  t h e  e l l i p t i c  numerics w i t h o u t  

a change o f  t h e  b a s i c  a l g o r i t h m  (as  proposed by 

Jameson /9/) by i n t r o d u c i n g  a r t i f i c i a l  d e n s i t y .  

E f f i c i e n t  procedures a r e  desc r ibed  by Giese und 

Eber le  / l o ,  11/ and g i v e  t h e  p o s s i b i l i t y  t o  ex tend 

t h e  Mach number range o f  subsonic methods up t o  

Ma 5 1 . 2 .  As t h e  s t reamfunc t i on  methods have a 

reduced accuracy near t h e  son ic  p o i n t  because o f  

t h e  maximum o f  t h e  f l o w  f u n c t i o n  (pw) t h e  a p p l i c a -  

t i o n  o f  a r t i f i c i a l  d e n s i t y  t o  p o t e n t i a l  methods i s  

p r e f e r r e d .  

The problems a r i s i n g  w i t h  t h e  c h a r a c t e r  change o f  

t h e  b a s i c  equat ions  around Mach number u n i t y  can 

be avo ided by us ing  t i m e  marching methods based 
on t h e  unsteady conserva t i on  laws which a r e  hyper -  

b o l i c  f o r  bo th  sub- and superson ic  f l ows .  The 

s teady  s o l u t i o n  i s  achieved by marching i n  t i m e  
d i r e c t i o n s  f rom an i n i t i a l  d a t a  su r face  s a t i s f y i n g  

t h e  boundary c o n d i t i o n s  u n t i l  a steady s o l u t i o n  i s  

found. An overv iew on t h e  methods used i s  g i v e n  by 

Hanel /12/. 

Spec ia l  aspec ts  rega rd ing  t h e  a p p l i c a t i o n  t o  t u r -  

bomachinery f l o w  a r e  d iscussed f o r  example by 
/13, 14/. 

Desp i te  o f  u s i n g  t i m e  marching o r  steady numer ica l  

codes f o r  t h e  computa t ion  o f  b lade t o  b lade  f l o w  

t h e  r e s u l t s  a r e  s t i l l  n e g l e c t i n g  v iscous  e f f e c t .  

Th i s ,  however, does no l o n g e r  meet t h e  todays  and 

f u t u r e  requ i rements  on b lade des ign  methods. The 

v i scous  e f f e c t s  which r e s u l t  i n  l osses  and under- 

t u r n i n g  can be d e a l t  w i t h  by t h e  boundary l a y e r  
approx imat ion  o r  by app ly ing  f u l l  Nav ie r -S tokes  

codes t o  t h e  b lade  t o  b lade f l o w .  

For  t r a n s o n i c  f l ows  t h e  c o u p l i n g  o f  E u l e r  s o l v e r  

and a boundary l a y e r  i n t e g r a l  method have proved 

t o  be an e f f i c i e n t  t o o l  f o r  b lade des igns  cove r ing  
v i scous  e f f e c t s .  The c o u p l i n g  i s  performed by a 

t r a n s p i r a t i o n  model. After a c e r t a i n  number o f  

E u l e r - t i m e  s teps  t h e  cor respcnd ing  boundary l a y e r  
i s  c a l c u l a t e d  by a f a s t  i n t e g r a l  methods. Spec ia l  

semi -emp i r i ca l  models f o r  t h e  d e t e r m i n a t i o n  o f  t h e  
boundary l a y e r  s t a t u s  near compression shocks /15/ 
l am ina r  separa t i on  bubbles /16/ and t u r b u l e n t  se-  

p a r a t i o n  c r i t e r i a  can be i n s o r t e d .  The numer ica l  

damping by a d d i t i o n a l  2nd and 4 t h  o r d e r  terms i s  

done acco rd ing  t o  Jameson/Schmidt /17/. For  t u r -  

b u l e n t  boundary l a y e r s  and wakes t h e  Baldwin/Lomax 

0 

0 
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t u r b u l e n c e  model i s  a p p l i e d .  The examples rega rd -  

i n g  t h e  i n t e r a c t i o n  o f  c o o l i n g  a i r  and shocks i n  a 
t u r b i n e  passage and shock p a t t e r n  s t r o n g l y  i n -  

f l uenced  by shock boundary l a y e r  i n t e r a c t i o n  prove 

t h e  genera l  c a p a b i l i t y  o f  methods l i k e  t h i s  

( F i q .  121. 

The methods f o r  t h e  c a l c u l a t i o n  o f  b lade t o  b lade  

f l o w s  as d iscussed above a r e  t h e  most f r e q u e n t l y  

used ones d u r i n g  t h e  des ign  phase. Thus computa- 

t i o n  t i m e  and c o s t  a r e  impor tan t  f a c t o r s  f rom t h e  

users  p o i n t  o f  v iew.  A comparison f o r  d i f f e r e n t  
approaches f o r  v iscous  e f f e c t s  shows F i q .  13. It 
becomes obv ious  t h a t  w i t h  t h e  use o f  advanced 

computers t h e  d i f f e r e n c e  o f  c a l c u l a t i o n  t ime  i s  
no l o n g e r  a m a t t e r  o f  d i s c u s s i o n  f o r  2D methods. 

O v e r a l l  c o s t s  and t h e  t ime  f o r  p r e -  and p o s t -  
p rocess ing  a r e  t h e  f o c a l  p o i n t  f o r  t h e  f u t u r e .  

V I .  3D-Methods 

B a s i c a l l y  t h e  same c lasses  o f  numerical  procedures 

as d iscussed f o r  b lade t o  b lade and hub t o  t i p  

f l o w  a re  used f o r  30 f l ows  th rough b lade rows. The 
- r e a l  i t e r a t i v e  c o u p l i n g  o f  hub t o  t i p  f l o w  and 

b lade  t o  b lade  f l o w  a l ready  g i v e s  t h e  threedimen- 

s i o n a l  non-v iscous  f l o w  p a t t e r n .  For  t h a t  purpose 
t h e  hub t o  t i p  f l o w  su r face  i s  genera ted  by t h e  

s t reaml ines  $ = 0,5 on t h e  b lade t o  b lade su r face  

/18/. T h i s  method can g i v e  a f i r s t  q u i c k  impres- 
s i o n  on b a s i c  3D e f f e c t s .  Genera l l y ,  however, t h e  

d i s t r i b u t i o n  o f  l osses  i s  o f  p r imary  i n t e r e s t  r e -  
g a r d i n g  3D computat ions.  For  subsonic f l o w s  t h i s  
can be done ve ry  e f f i c i e n t  by 30 p a r t i a l  p a r a b o l i -  
zed Nav ie r -S tokes  methods. The equat ions  a r e  f o r -  
mu la ted  f o r  p r imary  and secondary f l o w  v e l o c i t i e s .  

The d i f f u s i o n  i n  t h e  main f l o w  d i r e c t i o n  i s  ne- 

g l e c t e d .  Then a downward s tepp ing  i n t e g r a t i o n  i s  

p o s s i b l e  i f  t h e  s t a t i c  p ressures  a r e  taken as 

known ( i n  t h e  f i r s t  i t e r a t i o n  f rom a coup le  S1/S2 
su r face  c a l c u l a t i o n ) .  As i t  i s  desc r ibed  a l ready  

w i t h  respec t  t o  t h e  c i r c u m f e r e n t i a l l y  averaged 
Naver-Stokes equa t ion  t h e  c o n t i n u i t y  equa t ion  i s  

t aken  t o  c o r r e c t  t h e  pressure  f i e l d  /19/. T h i s  
p ressu re  c o r r e c t i o n  i s  a p p l i e d  t o  t h e  o v e r a l l  mass 

f l o w  and t o  t h e  d i s c r e t e  f i n i t e  volume element.  

The a p p l i c a t i o n  o f  these methods i s  r e s t r i c t e d  t o  

subsonic f l o w s  w i t h  a t tached  boundary l a y e r s .  So, 
f o r  example, rega rd ing  t u r b i n e s  t h e  horseshoe v o r -  
t e x  i s  n o t  reproducab le .  

To overcome t h e  Mach number r e l a t e d  l i m i t a t i o n  30 

E u l e r  methods a r e  a p p l i e d  i n  t ranson ic / superson ic  

f l ows .  A l o t  o f  numer ica l  s o l v e r s  f o r  E u l e r  me- 

thods  have been e s t a b l i s h e d  so f a r  /20, 21/. For  

des ign  purposes t h e  use o f  an H - g r i d  has proved t o  

be q u i t e  success fu l .  As  shown i n  F i q .  14 t h e  g r i d  

i s  more c l o s e l y  spaced near t h e  p r o f i l e  s u c t i o n  

and p ressu re  s ides .  The g r i d  s t r u c t u r e  i s  r e f i n e d  

i n  a s imp le  m u l t i g r i d  procedure.  The r e s u l t i n g  

l o c a l  Mach numbers a re  shown i n  F i q .  15. It seems 
t o  be o f  i n t e r e s t  t o  compare t h e  above d iscussed 

quas i  3D procedure w i t h  t h e  3D E u l e r  method. T h i s  

i s  done f o r  t h e  d a t a  p resented  i n  /22/ and summa- 

r i z e d  i n  F i q .  16. The l a s e r  da ta  a re  r e l a t e d  t o  

bo th  t h e  r e s u l t s  o f  a quasi-3D procedure (stream- 

l i n e  c u r v a t u r e  method f o r  hub t o  t i p  f l o w  and 20 

Euler/2D Nav ie r -S tokes  b lade t o  b lade f l o w )  and 
t h e  r e s u l t s  o f  t h e  3D E u l e r  code. The quasi  30 

procedure  rep resen ts  t h e  da ta  q u a l i t a t i v e l y .  Near 

t h e  hub t h e  quasi  3D computat ion shows a d i s t i n c t  

bow shock which i s  smoothed ou t  t o  g r e a t  extend i n  

case o f  t h e  Nav ie r -S tokes  b lade t o  b lade f l ow .  The 

b e t t e r  agreement o f  t h e  Nav ie r -S tokes  d a t a  w i t h  

respec t  t o  t h e  l a s e r  d a t a  can a l s o  be seen by com- 
p a r i n g  t h e  e x i t  Mach number and t h e  shock p a t t e r n  

f o r  70% and 90% span. The use o f  t h e  3D code a l s o  

improves t h e  s i t u a t i o n  a t  t h e  hub, however, t h e  
s t r o n g  i n t e r a c t i o n  o f  t h e  shock waves and t h e  b l a -  

de boundary l a y e r s  i s  o f  course  n o t  covered. As a 
r e s u l t ,  t h e  e x i t  Mach numbers f o r  70% and 90% span 

a re  aga in  l ower  than t h e  measured ones. 

The s i t u a t i o n  rega rd ing  t h e  non-v iscous  E u l e r  code 

i s  improved, i f  v i s c o s i t y  near t h e  w a l l  i s  s imu la-  

t e d  by means o f  body f o r c e s  as a l s o  desc r ibed  i n  

/23/. The rough procedure i s  o u t l i n e d  i n  Tab. 4 .  
The exponent f u n c t i o n  i s  c a l i b r a t e d  w i t h  respec t  

t o  exper iments .  The i n f l u e n c e  o f  t h e  pseudo-v isco-  
s i t y  i n  t h e  b lade pressure  d i s t r i b u t i o n  o f  a t u r -  

b i n e  and t h e  r a d i a l  d i s t r i b u t i o n  o f  r e l a t i v e  Mach 

number, f l o w  angle,  s t a t i c  and t o t a l  p ressure  a t  

t h e  b lade  e x i t  i s  shown i n  F i q .  18. The more r e a -  

l i s t i c  shape o f  these d i s t r i b u t i o n s  g i v e s  an ex-  

p l a n a t i o n  f o r  t h e  f a c t  t h a t  t h e  30 E u l e r  s o l v e r s  
i n c l u d i n g  p s e u d o - v i s c o s i t y  a re  ( a f t e r  c a r e f u l  

c a l i b r a t i o n )  impor tan t  t o o l s  f o r  t h e  des ign  o f  

turbomachines. The p o t e n t i a l  o f  t h i s  r e l a t i v e l y  

s imp le  30 quas i - v i scous  methods l i k e  t h i s  i s  de- 

monst ra ted  i n  F i q .  19 by comparing t h e  e x i t  f l o w  

f i e l d  o f  a h i g h l y  loaded t u r b i n e  vane w i t h  e x p e r i -  
mental  da ta .  The comparison r e f e r s  t o  two vanes 

w i t h  d i f f e r e n t  30 s t r u c t u r e  ( l e a n  and bow). The 
d i f f e r e n c e  i n  secondary f l o w  p a t t e r n  i s  reproduced 



9-6 

w e l l  by t h e  quas i - v i scous  E u l e r  method. Th is  be- 

comes e s p e c i a l l y  obv ious  by comparing t h e  stream- 
w ise  v o r t i c i t y .  Even d e t a i l s  o f  t h e  separated f l o w  

as f o r  example t h e  separa t i on  o f  t h e  secondary 

v o r t i c e s  near t h e  t r a i l i n g  edge a re  covered by 

t h i s  s i m p l i f i e d  s i m u l a t i o n  o f  v i s c o s i t y  i n  combi- 
n a t i o n  w i t h  t h e  E u l e r  method. 

A f u r t h e r  improvement can o n l y  be achieved i f  t h e  

f u l l y  30 Nav ie r -S tokes  equat ions  a re  used. For  

s o l v i n g  these equa t ion  a s t r o n g l y  conserva t i ve  
f o r m u l a t i o n  accord ing  t o  Tab. 5 i s  used. As f o r  2D 
s o l v e r s  t h i s  f o r m u l a t i o n  guarantees a s t a b l e  be- 

hav iou r  i n  shock-waves. The s o l v e r  e s t a b l i s h e d  by 

Jameson e t  a1 /24/ has proved i t s  p r a c t i c a b i l i t y .  
The b a s i c  equat ions  a re  so lved c e l l  cen tered .  A 
two/- f o u r  s t e p  Runge-Kutta s o l v e r  i s  used. For  

s t a b i l i z a t i o n  second and f o u r t h  o rde r  terms a re  
used f o r  a r t i f i c i a l  d i s s i p a t i o n .  T h i s  i s  governed 

by a sensor f u n c t i o n  based on t h e  2nd d e r i v a t i v e  
o f  t h e  d e n s i t y .  For  convergence improvement t h e  
maximum l o c a l  t i m e  s tep  i s  used accord ing  t o  t h e  
CFL-c r i t e r i um.  As n o t  o n l y  t h e  blade/vane f l o w  

b u t  a l s o  complex geometr ies a re  t h e  focus  p o i n t  o f  

i n t e r e s t  t h e  a p p l i c a t i o n  o f  a b l o c k  s t r u c t u r e d  

g r i d  has b i g  advantages /25/. The g r i d  genera t i on  

i s  r e l a t i v e l y  independent o f  ne ighbour ing  b locks .  

Data r e f e r r i n g  t o  a spec ia l  b l o c k  can be s t o r e d  i f  
they  a re  n o t  used f o r  t h e  computa t ion .  An example 

r e f e r r i n g  t o  t h e  t i p  c lea rance  f l o w  i n  a com- 
p resso r  cascade i s  shown i n  F i Q .  20 and 21. 

The cascade has been e x p e r i m e n t a l l y  i n v e s t i g a t e d  

by F l o t  /26/ w i t h  1.1% t i p  c learance.  As shown i n  

F i g .  20 t h e  cascade i s  d i s c r e t i z e d  by a C - g r i d  t h e  

c lea rance  by an H - g r i d .  The r e s u l t i n g  f l o w  p a t t e r n  
i n  comparison t o  an exper imenta l  f l o w  v i s u a l i z a -  

t i o n  i s  shown i n  F i g .  21. 

Regarding t h e  complex environment o f  turbomachines 
t h e  computa t ion  o f  a s i n g l e  b lade row i s  o n l y  a 

v a l i d  t o o l  t o  understand d e t a i l s  o f  t h e  f l o w .  For 

r e a l  des ign  purposes t h e  i n t e r a c t i o n  o f  t h e  b lade 

rows and stages i s  o f  predominant importance. To 
cover  these e f f e c t s  d u r i n 3  a s tandard  des ign  w i t h -  

o u t  l e a v i n g  o u t  o f  c o n s i d e r a t i o n  t h e  h i g h  q u a l i t y  
o f  3D e f f e c t s  r e s o l u t  

i s  s tandard  p r a c t i s e  
t e r n  beh ind  r o t o r  and 
i s  t hen  taken as t h e  
t h e  n e x t  b lade row. A 
f o r  t h i s  coup l i ng ,  i s  

on o f f e r e d  by 33 methods i t  
o average t h e  3D f l o w  p a t -  
s t a t o r .  The averaged s t a t u s  
n l e t  boundary c o n d i t i o n  f o r  

s imp le ,  b u t  proven method 
exp la ined  i n  Tab. 6.  A t  t h e  

i n n e r  boundar ies  t h e  upstream i n f l u e n c e  i s  managed 

by energy averag ing  t h e  downstream s t a t u s  t a k i n g  
i n t o  account 

From t h i s  averaged s t a t u s  t h e  pressure  i s  taken as 

downstream boundary c o n d i t i o n  f o r  t h e  upstream 

f l o w  f i e l d .  W i th  t h e  same procedure t h e  upstream 

p a r t  o f  t h e  i n t e r n a l  boundary i s  averaged. Accor-  

d i n g  t o  t h e  c h a r a c t e r i s t i c  t h e o r y  t h e  averaged 

t h r e e  v e l o c i t y  components and t h e  d e n s i t y  a re  i m -  

posed as d i f f e r e n c e s  on t h e  downstream f l o w  f i e l d .  

Examples f o r  t h e  a p p l i c a t i o n  f o r  coupled 3D E u l e r  

s o l v e r s  i n c l u d i n g  t h e  pseudo-v i scos i t y  a re  shown 

i n  F i Q .  22 f o r  m u l t i s t a g e  t u r b i n e s  and Fis. 23 

f o r  m u l t i s t a g e  compressors. The t u r b i n e  pressure  
d i s t r i b u t i o n  show an e x c e l l e n t l y  matched des ign .  

The compressor case i s  shown f o r  two back pressu-  

r e s .  C l e a r l y  t o  be seen a r e  t h e  shocks moving up- 

stream even i n  t h e  f i r s t  r o t o r  i f  t h e  back pressu-  

r e  i s  r a i s e d .  

A comparable c o u p l i n g  techn ique i s  a l s o  p o s s i b l e  

f o r  3D Nav ie r -S tokes  codes. As an example t h e  me- 

r i d i o n a l  f l o w  f o r  t h r e e  t u r b i n e  stages i s  shown - 
i n  F i a .  24. T h i s  computa t ion  i s  done f o r  a n a l y s i s  
reasons. I n  t h e  des ign  p r a c t i s e  t h e  30 E u l e r  w i t h  
pseudo-v i scos i t y  i s  o f  s u p e r i o r  q u a l i t y  and ap- 

p l i c a b i l i t y .  

V I I .  Unsteady f l o w  

The s t r o n g  requ i rements  w i t h  respec t  t o  a minimum 
eng ine  we igh t  a r e  t h e  reason f o r  i n c r e a s i n g  impor- 
t ance  o f  a e r o e l a s t i c i t y .  I n  t h i s  c o n t e x t  b lade row 

i n t e r a c t i o n ,  f l u t t e r ,  r o t a t i n g  s t a l l  and d i s t o r -  
t i o n  has t o  be addressed. 

Genera l l y  f o r  t h e  computa t ion  o f  t h e  unsteady f l o w  

e f f e c t s  h y p e r b o l i c  method a re  t h e  most s u i t a b l e  

t o o l s .  I n t o  t h e  l owes t  l e v e l  o f  comp lex i t y  t h e  

l i n e a r i z e d  methods can be c l a s s i f i e d .  For  those 
methods t h e  unsteady f l o w  i s  fo rmu la ted  as a smal l  

harmonic o s c i l l a t i n g  d i s tu rbance  o f  t h e  steady 
f l o w .  S i m i l a r l y ,  t h e  computa t iona l  g r i d  i s  assumed 

t o  o s c i l l a t e  ha rmon ica l l y  w i t h  t h e  same f requency  
a t  a smal l  p e r t u r b a t i o n  ampl i tude ( d ’ ,  m’). By 

do ing  t h i s  t h e  unsteady f l o w  can be desc r ibed  

by t h e  f requency  o f  t h e  o s c i l l a t i o n  w and t h e  

v e c t o r  o f  t h e  complex d i s t u r b a t i o n  ampl i tudes .  
I n t r o d u c i n g  these c o r r e l a t i o n s  i n t o  t h e  E u l e r  

equat ions  i n  f i n i t e  volume fo rm f o r  b lade t o  b lade 
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f l ow  w i t h  v a r i a b l e  r a d i u s  and v a r i a b l e  streamtube- 

t h i c k n e s s  a system o f  equat ions  shown i n  Tab. 7 
can be d e r i v e d .  Second o rde r  terms a re  neg lec ted .  
The l e f t  hand s i d e  corresponds t o  t h e  Jacobians o f  

t h e  v e c t o r s  o f  t h e  conserva t i ve  v a r i a b l e s  U,  t h e  
f l u x e s  F and G and t h e  source terms H r e s u l t i n g  
f rom t h e  streamsurface-geometry o f  t h e  E u l e r  equa- 
t i o n s .  The r i g h t  hand s i d e  which i s  r a t h e r  complex 

i s  r e s u l t i n g  f rom t h e  moving g r i d .  It i s  n o t  de- 

pend ing  on t h e  v a r i a t i o n  o f  t h e  f l o w  p r o p e r t i e s  
and t h u s  can be computed i n  f r o n t  o f  t h e  aero com- 

p u t a t i o n  and s to red .  It has t o  be n o t i c e d  t h a t  i n  
t h e  desc r ibed  method, which has proved t o  be an 

e x c e l l e n t  work ing  t o o l ,  t h e  t i m e  d e r i v a t i v e  o f  

t h e  d i s t u r b a n c e  v e l o c i t y  i s  i nc luded .  T h i s  i s  phy- 

s i c a l l y  n o t  necessary.  It, however, makes i t  pos- 

s i b l e  t o  use e x i s t i n g  t i m e  marching so l ve rs ,  f o r  

example /15/, t o  c a l c u l a t e  t h e  f i n a l l y  steady com- 

p l e x  p e r t u r b a t i o n  q u a n t i t i e s .  So f o r  t h e  steady 

and f o r  t h e  unsteady f l o w  f i e l d  s i m i l a r  s o l v e r s  

can be used. 

The f o l l o w i n g  boundary c o n d i t i o n s  a re  a p p l i e d  

- non r e f l e c t i n g  boundar ies  up and downstream 

- equal  d i s tu rbance  ampl i tudes  on cor respond ing  
p o i n t s  o f  t h e  p e r i o d i c  boundar ies,  

- normal f l o w  v e l o c i t y  equal t o  normal mechanica 
v e l o c i t y  of  t h e  b lade  on t h e  b lade su r face .  

/27, 281 

For  t h e  i nc rease  o f  convergence r a t e  a m u l t i g r i d  

a l g o r i t h m  has proved t o  be success fu l  ( F i q .  25).  

A s  r e a l i s t i c  t e s t  t h e  s t a n d a r d - c o n f i g u r a t i o n  4 o f  

/29/ i s  used. T h i s  i s  a t r a n s o n i c  t u r b i n e  cascade 

w i t h  a reduced 1 s t  bending frequency between 0.6 
and 0.75. Look ing  a t  t h e  unsteady s u c t i o n  s i d e  

p ressu re  d i s t r i b u t i o n  shown i n  F i q .  26 f o r  an 
e x i t  Mach number o f  1.19 a q u a l i t y  improvement i n  

comparison t o  s tandard  methods i s  obv ious .  The 
r e s o l u t i o n  o f  t h e  shock induced p u l s a t i o n  has i m -  
p roved remarkab ly .  A l so  t h e  summary c h a r t  showing 

t h e  unsteady work f o r  a l l  Mach number c l e a r l y  i n -  

d i c a t e s  t h e  uns tab le  r e g i o n  i n  con fo rm i t y  w i t h  t h e  

exper iment .  

I n  ex tens ion  o f  t h e  l i n e a r i z e d  methods t h e  f u l l  

E u l e r  equa t ion  can be used t o  s imu la te  unsteady 

f l o w  e f f e c t s .  Comparing t h e  r e s u l t s  and t h e  e f f o r t  
(CPU-time) t h e  l i n e a r i z e d  methods seem t o  be more 
advantageous f o r  p r a c t i c a l  des ign  work. For  c a l i -  

b r a t i o n  o f  t h e  l i n e a r i z e d  methods, however, t h e  
f u l l  Eul e r  s o l v e r s  a re  ex t remely  impor tan t .  

More r e l e v a n t  w i t h  respec t o  p r a c t i c a l  work seems 
t o  be t h e  i n c o r p o r a t i o n  o f  v iscous  e f f e c t s .  Very 

e f f i c i e n t l y  t h i s  can be done by c o u p l i n g  E u l e r  and 

boudary l a y e r  methods. 

An e x c e l l e n t  p r a c t i c a l  t o o l  proved t o  be an i n -  

t e g r a l  method acco rd ing  t o  /30, 31, 32/. The 
unsteady compress ib le  boundary equat ions  i n  
fo rm o f  t h e  momentum equa t ion  and t h e  mechanical 

energy equa t ion  a re  i n t e g r a t e d  l a y e r  f o r  t h e  two 
v a r i a b l e s  momentum th i ckness  and shape f a c t o r .  

For  t u r b u l e n t  boundary l a y e r s  a l s o  a t r a n s p o r t  

equa t ion  f o r  t u r b u l e n t  d i s s i p a t i o n  i s  so lved.  The 

p o s i t i o n  o f  t r a n s i t i o n  i s  de tec ted  by t h e  en-me- 

thod. For  t h e  c o u p l i n g  w i t h  an unsteady E u l e r  code 

a d i r e c t / i n v e r s e  ( semi - i nve rse )  f o r m u l a t i o n  i s  

used and unsteady separa t i on  bubbles can be compu- 
t e d .  The upstream wake i s  addressed by an empi- 
r i c a l  law. The r e s u l t i n g  wakes, t h e  wake t r a n s -  

p o r t ,  t h e  wake de format ion  and t h e  r e s u l t i n g  v o r -  
t i c i t y  pass ing  th rough b lade row a re  demonstrated 

i n  F i q .  27. Comparing t h e  t i m e  mean s k i n  f r i c t i o n  
o f  t h e  unsteady c a l c u l a t i o n  w i t h  a steady c a l c u l a -  

t i o n  a d i f f e r e n c e  w i t h  regard  t o  t h e  l osses  can be 
found ( F i q .  28).  

Another impor tan t  complex a e r o e l a s t i c  problem o f  

i n c r e a s i n g  importance i s  t h e  t r a n s f e r  o f  d i s t o r -  
t i o n  i n  t h e  compressor and t h e  r e s u l t i n g  b lade 

f o r c e s .  Th is  can be reproduced w i t h  good accuracy 

by a 20 c a l c u l a t i o n  ( c i r c u m f e r e n t i a l  and a x i a l )  o f  
t h e  i n l e t  duc t ,  t h e  compressor and t h e  e x i t  duc t  

f o r  a g i v e n  i n l e t  and/or e x i t  f l o w  n o n - u n i f o r m i t y  

(see F i q .  29). 

The compressor i s  represented  by i t s  geometry and 

b lade  row c h a r a c t e r i s t i c s  ( r a d i a l l y  averaged).  The 
c a l c u l a t i o n  i s  aga in  performed on t h e  b a s i s  o f  li- 
n e a r i  zed Eul e r  equat ions .  Care fu l  model 1 i ng o f  t h e  

unsteady b lade row response and wave p ropaga t ion  

e f f e c t s  a l l ows  t h e  c a l c u l a t i o n  o f  s h o r t  sca le  
l o n g  s c a l e  d i s tu rbances .  Th is  f e a t u r e  g i v e s  an 

impor tan t  advantage i n  comparison t o  p a r a l l e l  
compressor models as i t  can be :ised f o r  bo th  t h e  

aerodynamic behav iour  due t o  (smal l  sca le )  d i s t u r -  
bances and ( l o n g  s c a l e )  d i s t o r t i o n  as w e l l  as f o r  

t h e  d e t e r m i n a t i o n  o f  t h e  r e s u l t i n g  b lade loads .  A 
r e p r e s e n t a t i v e  r e s u l t  i s  q i v e n  i n  F i q .  30 rega rd -  

i n g  t h e  c a l c u l a t i o n  o f  d i s t o r t i o n  t r a n s f e r  th rough 
a 5-s tage HP-compressor. The response o f  t h e  com- 
p resso r  t o  t h e  incoming t o t a l  p ressure  d i s t o r t i o n  
l eads  t o  t h e  development o f  a t o t a l  tempera ture  

d i s t o r t i o n .  The p r o f i l e  o f  t h e  tempera ture  d i s t o r -  

t i o n  i s  s h i f t e d  r e l a t i v e  t o  t h e  pressure  p a t t e r n  
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due t o  d i f f e r e n t  p ropaga t ion  speeds. Local  en t ropy  

g r a d i e n t s  a t  t h e  f r i n g e s  o f  t h e  pressure  drop  

cause l o c a l i z e d  ( sma l l  sca le )  increase/decrease 

o f  t h e  tempera ture  which i s  a l s o  found i n  t e s t  

r e s u l t s .  

Wi th  t h i s  s e t  o f  methods f o r  t h e  s tandard  des ign  

procedure t o o l s  a r e  a v a i l  ab le  t o  a t t a c h  problems 

r e s u l t i n g  from t h e  complex i n t e r a c t i o n  between 

aerodynamics and s t r u c t u r e s  and v i b r a t i o n .  

I n  t h e  phase o f  numer ica l  development and t e s t i n g  

t h e  coup led  methods ( E u l e r  and boundary l a y e r s )  
a r e  extended t o  unsteady Nav ie r -S tokes .  From t h e  

des igne rs  p o i n t  o f  v iew these codes, however, have 
n o t  y e t  proven a d e c i s i v e  advantage i n  comparison 

t o  t h e  d iscussed s i m p l i f i e d  s o l u t i o n s .  

V I I I .  System 

Wi th  t h e  improvement o f  t h e  numerical  CFD codes, 

as o u t l i n e d  above, t h e  management o f  t h e  des ign  

process and o f  t h e  a v a i l a b l e  da ta  becomes more and 
more impor tan t .  Th i s ,  on t h e  one hand, ho lds  t r u e  
f o r  v i s u a l i z a t i o n  systems, p r e -  and pos tprocessors  

and program i n t e r f a c e s .  On t h e  o t h e r  hand au to -  
m a t i c  o p t i m i z a t i o n  techn iques  and exper t  systems 

w i l l  be - and a re  a l ready  today  - t h e  co rne r  
stones f o r  des ign  systems. 

Examples f o r  o p t i m i z a t i o n  techn iques  a re  t h e  

e v o l u t i o n  s t r a t e g y ,  h i l l  c l i m b i n g  s t r a t e g i e s  and 

p e n a l t y  - / b a r r i e r  methods /33 / .  A s  an example t h e  
e v o l u t i o n - s t r a t e g y  which has proved t o  be e x t r e -  

mely r o b u s t  b u t  t i m e  consuming s h a l l  be d iscussed 

s h o r t l y .  The e v o l u t i o n  i n  na tu re  w i t h  i t s  recombi-  

n a t i o n ,  mu ta t i on  and s e l e c t i o n  process i s  adapted. 

For  a s imp le  o p t i m i z a t i o n  problem one optimum 

s h a l l  be e x i s t i n g .  A c e r t a i n  combina t ion  o f  para-  
meters (genes) r e s u l t s  i n  a c e r t a i n  s t a t u s  o f  t h e  
s u b j e c t  w i t h  respec t  t o  t h e  optimum. D i f f e r e n t  
descendants have more o r  l e s s  optimum q u a l i t i e s  

than  t h e  pa ren ts  w i t h  respec t  t o  t h e  goa l .  T h i s  

b a s i c  procedure i s  now performed f o r  genera t i ons  

(see F i q .  3 1 ) .  The pa ren ts  A t o  D o f  t h e  k -genera-  

t i o n ,  have t h e  genes X I ,  ..., Xn. I n  case o f  an 

o p t i m i z a t i o n  o f  work s p l i t  and annulus o f  a com- 

p resso r  these genes rep resen t  t h e  stage work, t h e  
f l o w  angles,  t h e  s o l i d i t y  and so on. Two s tocha-  

s t i c a l l y  chosen pa ren ts  genera te  6 descendants 

which genes a r e  taken  randomly aga in  f rom one o f  

t h e  pa ren ts .  By mu ta t i on  t h e  genes o f  t h e  s i x  

descendants a r e  changed s l i g h t l y .  The q u a l i t y  o f  

t h e  r e s u l t i n g  descendants a re  d e c i s i v e  f o r  s u r v i -  

v a l  and rep roduc t i on .  The s t r a t e g y  and t h e  con- 

t r o l l  o f  t h e  mu ta t i on  i s  ex t remely  impor tan t  w i t h  
respec t  t o  t h e  r e s u l t  and t h e  convergence /34/ .  

As a l o t  o f  genera t i ons  have t o  pass (100 - 300) 
t i l l  t h e  optimum i s  found, CPU t ime  aga in  has a 

d i f f e r e n t  importance. An example f o r  t h e  o p t i m i z a -  

t i o n  o f  a h igh-speed low pressure  compressor o f  an 

advanced duc ted  p rop fan  (ADP) eng ine  i s  shown i n  
F i g .  31. E f f i c i e n c y  and surge marg in  have been t h e  

q u a l i t y  i n d i c a t o r s .  For b l a d i n g  o p t i m i z a t i o n  t h e  
des ign  t u r n i n g ,  t h e  Mach numbers and t h e  o v e r a l l  
l o s s  and boundary l a y e r  development a re  t h e  q u a l i -  

t y  i n d i c a t o r s .  For  t h e  purpose o f  o p t i m i z a t i o n  a 
f a s t  s t reamfunc t i on  method i n c l u d i n g  a t r a n s o n i c  

approx imat ion  f o r  l o c a l  supersonic f l o w  coup led  

w i t h  an i n t e g r a l  boundary 1 ayer  code (as desc r ibed  

above) i s  chosen. 

It shou ld  n o t  be neg lec ted  t h a t  t h e  b l i n d  a p p l i c a -  
t i o n  o f  t h e  desc r ibed  a l g o r i t h m  might  a l s o  l e a d  t o  - 
q u i t e  unusual r e s u l t s  ( F i q .  3 2 ) .  Because o f  t h e  
h i g h  computa t ion  t imes  t h e  o p t i m i z a t i o n  techn iques  

up t o  now a r e  n o t  w i d e l y  used i n  t h e  s tandard  

des ign  process. Only f o r  spec ia l  and o f t e n  ve ry  
complex problems they  a r e  used, more o r  l e s s  as a 

s p a r r i n g s  p a r t n e r  f o r  t h e  des ign  eng ineer .  

On t h e  o t h e r  hand they  can produce da ta  f o r  an ex-  

p e r t  system. For  those systems r u l e s  a re  e x t r a c t e d  

f rom exper t s  knowledge and e x i s t i n g ,  op t im ized  so- 
l u t i o n s .  The r u l e s  f o r  p r o f i l e s  a re  genera ted  

b a s i c a l l y  by app rox im ia t i on  o f  t h e  interdependency 

between geometry parameters 1 i ke s tagger ,  angles 

and so on and aerodynamic i n l e t  c o n d i t i o n s .  I f  t h e  

r u l e s  a r e  ad jus ted  c o n t i n u o u s l y  those systems have 

proved t o  genera te  95% s o l u t i o n s  which a r e  a good 

b a s i s  f o r  f u r t h e r  improvement. 
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Tab1 es 

Tab. 1 Equat ion  system o f ' s t r e a m l i n e  c u r v a t u r e  

system on h u b - t o - t i p  su r face  

Tab. 4 I n c o r p o r a t i o n  o f  body- fo rces  i n t o  a non 
v iscous  Eul e r -code 

9-1 I 

f ! [ - 1' x (I+COt'P,,) + - I - a$* COtP,*COtPzv + + ] d r  o r c o t p  

Mu orp aZ orp ar 

+ [ 1 x (1 + c0t'pz,) - - 1 -cotp,, a$* cotp,, + -1 o rcotprv .) 
orp ar orp +z 4 2  

Tab. 2 I n t e g r a l  f o r m u l a t i o n  o f  s t reamfunc t i on  
equa t ion  on h u b - t o - t i p  su r face  

dV := U T dr dz 

U := 

F := 

c := 

1 0  

do,  := -U r d: do, := U T d r  

Tab. 3 E u l e r  equat ions  on r e p r e s e n t a t i v e  

h u b - t o - t i p  su r face  



/ P '  

PU 

v =  p v ,  R =  
PW 

\ e,, 

I PU \ 

pu' - a, 

P W  - aq 

Puw - Of 

aT y - 02'- a9v - a-w - k- 
\ JX, 

Tab. 5 30 Nav ier -S tokes  equa t ion  i n  s t r o n g l y  
conserva t i ve  f o r m u l a t i o n  

I -  

I: ............ - .__._., ... 

Puv - 
pv' - an 

p w  - a 

C,V - a U - U v - ( I ~ W  - k- ai 
9 n  

w i t h  

U -  

G . -  

c -  

F -  

H -  

I P W  

P W  - 0, 
P" - 0- 

pw' - (III 

e,w - apu - anv - apw - k2 

Tab. 7 L i n e a r i z e d  E u l e r  equat ions  f o r  unsteady 

b lade  t o  b lade f l o w  

WZ DOWNSTREAM s 
P 

............. ............ .~ . .... 

Tab. 6 Coup l ing  a t  i n t e r n a l  boundar ies f o r  
m u l t i - s t a g e  3D procedures 
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3-D 

Component I 

Euler Parabolized 

Potential equation Boundary Layer 
Streamfunction (B.-L.-Simulation 

~ u a t i o n s n  I Eu]er 1 + 

I I 
0 

Detailed 

dominated 

Navier-Stokes 

Shocks 
Transsonic 
Unsteadiness 
Viskositv 
Separation 

I I 

F i g .  1: Design problems and a p p l i c a t i o n  o f  
CFD methods 

F i g .  2:  Paramet r ic  d e s c r i p t i o n  o f  t h e  coo rd ina tes  
f o r  stream1 i n e  c u r v a t u r e  methods 

F i g .  3 :  A p p l i c a t i o n  o f  s t reaml ine  c u r v a t u r e  me- 

thod  f o r  a complex compressor system 
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Fig. 4: Influence of different bypass-ratios on 
LPC, bypass duct and HPC, calculated by a 
streamline-curvature method 

Fig. 5: Stream1 ine-curvature-method simulation of 
a turbine performance map 

3D 

Fig. 6: Numerical grid for hub-to-tip flow 
streamfunction solver in comparison to 
the grid of a 3D Euler solver (transonic 
turbine) 
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F i g .  7 :  A x i a l  d i s t r i b u t i o n  o f  s t a t i c  p ressure  on 

hub, t i p  and mean s t reaml ines  (s t ream-  

f u n c t i o n  and E u l e r  s o l v e r )  

F i g .  8: A x i a l  v e l o c i t i e s  ( s t reamfunc t i on  and EU- 
l e r  s o l v e r )  

F i g .  9: A p p l i c a t i o n  o f  a 2D h u b - t o - t i p  E u l e r  s o l -  
v e r  t o  a h i g h l y  loaded t r a n s o n i c  com- 

p resso r  r o t o r  
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Rechennetz: 100 x 38 Knoten 

F i g .  10: Numerical  g r i d  f o r  c i r c u m f e r e n t i a l l y  ave- 

raged Nav ie r -S tokes  equa t ion  

Stromlinien 

F ig .  11: Mer id iona l  f l o w  p a t t e r n  on t h e  b a s i s  o f  

c i r c u m f e r e n t i a l l y  averaged Nav ie r -S tokes  

equat ions  
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CALCULATION T I M E  [ M I N I  

F i g .  13: CPU-Comparison o f  d i f f e r e n t  methods f o r  

t h e  computa t ion  o f  v i scous  e f f e c t s  

F i g .  14: G r i d  f o r  3D E u l e r  s o l v e r  

F i g .  1 2 :  Sur face  Mach number o f  a t r a n s o n i c  t u r -  

b i n e  w i t h  f i l m  c o o l i n g  

F i g .  15: Local  Mach numbers r e s u l t i n g  f o r  3D E u l e r  

computa t ion  
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0 

0 

F i g .  16: Iso-Mach number - l ines  f o r  a t r a n s o n i c  r o -  
t o r  /22/  

2D-Euler 

;tokes 

F i g .  17: Comparison o f  quasi-3D procedure ( E u l e r  

and Nav ie r -S tokes  b lade t o  b lade f l o w )  

w i t h  3D-Euler s o l v e r  
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REL. KllNRLllUEHE REL. KnNnLHOEHE 

F i g .  18: I n f l u e n c e  o f  pseudo-v i scos i t y  by body- 

f o r c e s  on r a d i a l  d i s t r i b u t i o n  o f  f l o w  
p r o p e r t i e s  

F i g .  19: Secondary f l o w  a t  t h e  e x i t  o f  a t u r b i n e  

BOW-Schautel, nominal 

vane Y 
LZXV-Schaufel, nominal 
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g r i d :  

C: ( 1 2 9 . 3 2 , 3 1 )  

11: (35,17,10) 

F i g .  20: T i p  c lea rance  f l o w  i n  a compressor casca- 

de /26/ s imu la ted  by 3D Nav ie r -S tokes  

s o l v e r  ( g r i d )  Q 

F i g .  21: T i p  c lea rance  f l o w  i n  a compressor casca- 

de /26/ s imu la ted  by 3D Nav ie r -S tokes  

s o l v e r  ( f l o w  p a t t e r n )  

f i g .  22 :  Low pressure  t u r b i n e  f l o w  computed w i t h  
m u l t i s t a g e  3D E u l e r  w i t h  pseudo-v i scos i t y  

MERIDIONAL SECTION 

BLADE-TO-BLADE MEAN-SECTION 
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Fig. 23: High pressure compressor flow computed 
with multistage 3D Euler with pseudo- 
viscosity 
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Fig. 24: Flow field in a low pressure turbine com- 
puted by a Multistage 3D Navier-Stokes 
solver 
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Fig. 25: Improvement o f  convergence rate by mul- 
tigrid technicue 
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Fig. 26: Unsteady pressure distribution and work 
transonic turbine blade /29, 35/ 
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Fig. 27: Wake induced unsteady flow in a turbine 
blade 
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Fig. 28: Influence o f  Unsteadiness on skin fric- 
tion 
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Fig. 29: System for distortion calculation 

Fig. 30: Distortion transfer in multistage com- 
pressor 
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Fig. 31: Application o f  an evolution-strategy on a 
compressor 



3 %  
2. 
W 

c: 

a 
a 
Y 
3 
W 

2. c: 

a -  a 
Y 
3 
W 

3. 
2 

a 
Y 
3 

5 
6' 
C A  



.. ...... 

.. ...... 

.. ...... 



7 R  

NATO -@- O T A N  

JE ANCELLE 92200 NEUILLY-SUR-SEINE 

FRANCE 

Telecopie (1)47.38.57.99 Telex 610 176 

DIFFUSION DES PUBLICATIONS 
AGARD NON CLASSIFIEES 

Aucun stock de publications n'a exist6 B AGARD. A partir de 1993, AGARD dttiendra un stock limit6 des publications assocites aux cycles de 
confkrences et cours sptciaux ainsi que les AGARDographies et les rap orts des groupes de travail, organisis et publits a partir de 1993 inclus. 
Les demandes de renseignements doivent itre adresstes B AGARD par l t tre ou par fax 1 I'adresse indiquke ci-dessus. Veuillez nepas iiliphoner. 
Ladifisioninitialede touteslespublicationsdeI'AGARDest effectuteaupresdespaysmembresdeI'OTANparI'intermidiairedescentres 
de distribution nationaux indiquts ci-dessous. Des exemplaires su ltmentaires euvent parfois Stre obtenus auprks de ces centres ( B  
I'exception des Etats-Unis). Si vous souhaitez reGevoir toutes les pu&!cations de I'IGARD, ou simplement celles qui concernent certains 
Panels, vous pouvez demander ii &tre inch sur la liste d'envoi de I'un de ces centres. Les publications de I'AGARD sont en vente auprks des 
agences indiqutes ci-dessous, sous forme de photocopie ou de microfiche. 

ALLEMAGNE 
Fachinformationszentrum, 
Karlsruhe 
D-75 14 Eggenstein-Leopoldshafen 2 

Coordonnateur AGARD-VSL 
Etat-Major de la Force Atrienne 
Quartier Reine Elisabeth 
Rue d'Evere, 1 140 Bruxelles 

BELGIQUE 

CENTRES DE DIFFUSION NATIONAUX 
ISLANDE 

CANADA 
Directeur du Service des Renseignements Scientifiques 
Ministkre de la Difense Nationale 
Ottawa, Ontario K1A OK2 

Danish Defence Research Establishment 
Ryvangs All6 1 
P.O. Box 27 15 
DK-2100 Copenhagen 0 

INTA (AGARD Publications) 
Pintor Rosales'34 
28008 Madrid 

DANEMARK 

e 
ESPAGNE 

Director of Aviation 
c/o Flugrad 
Reykjavik 

Aeronautica Militare 
Ufficio del Delegato Nazionale all'AGARD 
Aeroporto Pratica di Mare 
00040 Pomezia (Roma) 

Voir Belgique 

Norwegian Defence Research Establishment 
Attn: Biblioteket 
P.O. Box 25 
N-2007 Kjeller 

Netherlands Delegation to AGARD 
National Aerospace Laboratory NLR 
P.O. Box 90502 
1006 BM Amsterdam 

ITALIE 

LUXEMBOURG 

NORVEGE 

PAYS-BAS 

PORTUGAL ETATS-UNIS 
NASA Headquarters ForGa Airea Portuguesa 

Centro de DocumentaGio e InformaGio Attention: CF 37, Distribution Center 
Alfragide 300 E Street, S.W. 
2700 Amadora Washington, D.C. 20546 

O.N.E.R.A. (Direction) ROYAUME UNI 
29, Avenue de la Division Leclerc Defence Research Information Centre . 
92322 Chitillon Cedex Kentigern House 

65 Brown Street 
Glasgow G2 8EX Hellenic Air Force 

Air War College TLJRQUIE 
Scient& and Technical Library Milli Savunma Bagkanhb 
Dekelia Air Force Base ARGE Daire Ba$kanh& (E:& 
Dekelia, Athens TGA 1010 Ankara 

FRANCE 

GRECE 

Le centre de distribution national des Etats-Unis ne dktient PAS de stocks des publications de I'AGARD. 
Dtventuelles demandes de photocopies doivent itre formulies directement auprks du NASA Center for Aerospace Information 
(CASI) a I'adresse suivante: 

AGENCES DE VENTE 
NASA Center for 

Aerospace Information (CASI) 
800 Elkridge Landing Road 
Linthicum Heights, MD 21090-2934 
United States 

ESNInformation Retrieval Service 
European Space Agency 
10, rue Mario Nikis 
75015 Paris 
France 

The British Library 
Document Supply Division 
Boston Spa, Wetherby 
West Yorkshire LS23 7BQ 
Royaume Uni 

Les demandes demicrofiches ou de photocopies dedocuments AGARD (y compris les demandes faites auprts du CASI) doivent comporter 
la dtnomination AGARD, ainsi que le numtro de sine d'AGARD (par exemple AGARD-AG-3 15 Des informations analogues, telles que 

commande des rapports AGARD et des rapports consultatifs AGARD respectivement. Des rkftrences bibliographiques completes ainsi 
que des risumts des publications AGARD figurent dans les joumaux suivants: 

le titre et la date de publication sont souhaitables. Veuiller noter qu'il y a lieu de specifier AG ARLl -R-nnn et AGARD-AR-nnn lors de la 

Scientifique and Technical Aerospace Reports (STAR) Government Reports Announcements and Index (GRA&I) 
publit par la NASA Scientific and Technical publit par le National Technical Information Servlce 
Information Program Springfield 

Virginia 22 16 1 
Etats-Unis 

NASA Headquarters (JlT) 
Washington D.C. 20546 
Etats-Unis (accessible Cgalement en mode interactif dans la base de 

donntes bibliographiques en ligne du NTIS, et sur CD-ROM) 

Imprime' par Specialised Printing Services Limited 
40 Chigwell Lane, Loughton, Essex IGlO 3TZ 



7 RUE ANCELLE * 92200 NEUILLY-SUR-SEINE 

FRANCE 
Telefax (1)47.38.57.99 * Telex 610 176 

DISTRIBUTION OF UNCLASSIFIED 
AGARD PUBLICATIONS 

I 

AGARD holds Limited quantities of the publications that accompanied Lecture Series and Special Courses held in 1993 or later, and of 
AGARDographs and Working Group reports published from 1993 onward. For details, write or send a telefax to the address given above. 
Please do not telephone. 
AGARD does not hold stocks of publications that accompanied earlier Lecture Series or Courses or of any other publications. Initial 
distribution of all AGARD publications is made to NATO nations through the National Distribution Centres listed below. Further copies are 
sometimes available from these centres except in the United States). If you have a need to receive all AGARD publications, or just those 

publications may be purchased from the Sales Agencies listed below, in photocopy or microache form. 
NATIONAL DISTRIBUTION CENTRES 

BELGIUM LUXEMBOURG 
See Belgium 

relating to one or more specific AGARD $ anels, they may be willing to include you (or your or anisation)on their distribution list. AGARD 

Coordonnateur AGARD - VSL 
Etat-Major de la Force Adrienne 
Quartier Reine Elisabeth 
Rue d'Evere, 1 140 Bruxelles 

CANADA 
Director Scientific Information Services 
Dept of National Defence 
Ottawa, Ontario KIA OK2 

Danish Defence Research Establishment 
Ryvangs All6 1 
P.O. Box 2715 
DK-2100 Copenhagen 0 

O.N.E.R.A. (Direction) 
29 Avenue de la Division Leclerc 
92322 Chitillon Cedex 

Fachinformationszentrum 
Karlsruhe 
D-75 14 Eggenstein-Leopoldshafen 2 

Hellenic Air Force 
Air War College 
Scientific and Technical Library 
Dekelia Air Force Base 

DENMARK 

FRANCE 

GERMANY 

GREECE 

NETHERLANDS 
Netherlands Delegation to AGARD 
National Aerospace Laboratory, NLR 
P.O. Box 90502 
1006 BM Amsterdam 

NORWAY 
Norwegian Defence Research Establishment 
Attn: Biblioteket 
P.O. Box 25 
N-2007 Kjeller 

PORTUGAL 
Foqa ACrea Portuguesa 
Centro de DocumentaCBo e InformaGlo 
Alfragide 
2700 Amadora 

INTA (AGARD Publications) 
Pintor Rosales 34 
28008 Madrid 

Milli Savunma Baskad@ (MSB 

Ankara 

SPAIN 

TURKEY 

ARGE Daire Baskanlib (ARC B ) 
Dekelia, Athens TGA 1010 UNITED KINGDOM 

Defence Research Information Centre 
Kentigern House Director of Aviation c/o Flugrad 65 Brown Street 

Reykjavik Glasgow G2 8EX 

Aeronautica Militare NASA Headquarters 
Ufficio del Delegato Nazionale all'AGARD 
Aeroporto Pratica di Mare 
00040 Pomezia (Roma) 

The United States National Distribution Centre does NOT hold stocks of AGARD publications. 
Applications for copies should be made direct to the NASA Center for Aerospace Information (CASI) at the address below. 

SALES AGENCIES 
NASA Center for ESNInformation Retrieval Service The British Library 

Aerospace Information (CASI) European Space Agency Document Supply Centre 
800 Elkridge Landing Road 10, rue Mario Nikis 
Linthicum Heights, MD 21090-2934 75015 Paris West Yorkshire LS23 7BQ 
United States France United Kingdom 
Requests for microfiches or photocopies of AGARD documents (including requests to CASI) should include the word 'AGARD' and the 
AGARD serial number (for example AGARD-AG-315 . Collateral information such as title and publication date is desirable. Note that 
A G A p  D--e@ 0-A A A & n w R - n n r t c  chndd hsmeci~edas AGARD-R--and AGARD-AR-nnn, respectively. Full bibliographical 

ICELAND 

ITALY UNITED STATES 

Attention: CF 37, Distribution Center 
300 E Street, S.W. 
Washington, D.C. 20546 

Boston Spa, Wetherby 

Scientif 
publish 
Inform1 
NASA 
Washin 
United 

*325463++P+ULw 

_- - ~ _ _ _ _  .-_i 

Printed by Specialised Printing Services Limited 
40 Chigwell2'/f+#L Q 

L- 
ISBN ~ ~ - ' ~ ~ F U I * Y - J  --- -_i 


